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Annex A:
List of contribution documents

	Tdoc
	Agenda
	Type
	Title
	Source
	'Decision'
	Comment

	CP-110001
	2
	Information
	CT Agenda
	CT Chairman
	Revised in CP-110002
	

	CP-110002
	2
	Information
	Revised CT Agenda
	CT Chairman
	Revised in CP-110003
	

	CP-110003
	2
	Information
	Proposed allocation of documents to agenda items
	Vice Chairman
	Revised in CP-110004
	

	CP-110004
	2
	Information
	Allocation of documents to agenda items: status on Wednesday morning
	Vice Chairman
	Revised in CP-110005
	

	CP-110005
	2
	Information
	Allocation of documents to agenda items: status After Wednesday
	Vice Chairman
	Revised in CP-110006
	

	CP-110006
	2
	Information
	Allocation of documents to agenda items: status After Thursday
	Vice Chairman
	Revised in CP-110311
	

	CP-110007
	4.1
	Approval
	Previous TSG CT meeting report for approval
	MCC
	Approved
	

	CP-110008
	4.2
	Information
	IETF status report
	CT Chairman
	Noted
	

	CP-110009
	15.5
	Information
	Future meetings
	MCC
	Noted
	

	CP-110010
	12.2
	CR
	P-CSCF graceful shutdown
	France Telecom
	Approved
	CR was pre-agreed in CT1 meeting, but not submitted on time.

	CP-110011
	12.18
	CR
	Non-Access Stratum (NAS) configuration parameters
	Gemalto, France Telecom, Sagem Orga, Telecom Itali
	Revised in CP-110265
	

	CP-110012
	12.12
	Discussion
	ECN Support in 3GPP and compliance to IETF draft and potential ITU-T package(s)
	Ericsson
	Noted
	

	CP-110013
	12.12
	CR
	ECN Support in Ix Interface
	Ericsson
	Withdrawn
	This CR is revision of CT4 agreed C4-111026 in CP-110205.

	CP-110014
	12.12
	CR
	ECN Support in Mp Interface
	Ericsson
	Withdrawn
	This CR is revision of CT4 agreed C4-111027 in CP-110205.

	CP-110015
	12.12
	CR
	ECN Support in Mn Interface
	Ericsson
	Withdrawn
	This CR is revision of CT4 agreed C4-111028 in CP-110205.

	CP-110016
	12.12
	CR
	ECN Support in Mc Interface
	Ericsson
	Withdrawn
	This CR is revision of CT4 agreed C4-111029 in CP-110205.

	CP-110017
	12.12
	CR
	ECN Support in Iq Interface
	Ericsson
	Withdrawn
	This CR is revision of CT4 agreed C4-111030 in CP-110205.

	CP-110018
	5.1
	LS in
	Provision of the RRC establishment cause "Delay tolerant"
	TSG CT WG1
	Noted
	

	CP-110019
	5.1
	LS in
	LS on ANDSF usage for I-WLAN Mobility
	TSG CT WG1
	Noted
	

	CP-110020
	5.1
	LS in
	LS on the interaction between ISRP and ISMP
	TSG CT WG1
	Noted
	

	CP-110021
	5.1
	LS in
	LS on Session Management Backoff Timer applicability
	TSG CT WG1
	Noted
	

	CP-110022
	5.1
	LS in
	LS on PWS security
	TSG CT WG1
	Noted
	

	CP-110023
	5.1
	LS in
	LS on MTC USIM requirements for Release 10
	TSG CT WG1
	Noted
	

	CP-110024
	5.1
	LS in
	LS on Relay Node OAM system discovery
	TSG CT WG4
	Noted
	

	CP-110025
	5.1
	LS in
	Reply LS on Passing Charging characteristics for Inter-RAT Handover
	TSG CT WG4
	Noted
	

	CP-110026
	5.1
	LS in
	LS on Addressing and Identification on XCAP
	TSG CT WG4
	Noted
	

	CP-110027
	5.1
	LS in
	LS on LCLS Work Progress Update
	TSG CT WG4
	Noted
	

	CP-110028
	5.1
	LS in
	Reply LS on CN node selection
	TSG RAN WG2
	Noted
	

	CP-110029
	5.1
	LS in
	Reply to C1-110757 on Provision of the RRC establishment cause "Delay tolerant"
	TSG RAN WG2
	Noted
	

	CP-110030
	5.1
	LS in
	Reply LS to CT6 on Hosting Party Module for H(e)NB
	TSG RAN WG3
	Noted
	

	CP-110031
	5.1
	LS in
	Reply LS on Relay Node OAM System Discovery
	TSG RAN WG3
	Noted
	

	CP-110032
	5.1
	LS in
	Reply LS on Security for LTE relay nodes
	TSG RAN WG3
	Noted
	

	CP-110033
	5.1
	LS in
	Reply LS on Discussion on Cell Broadcast Service for MOCN Shared Network 
	TSG SA WG1
	Noted
	

	CP-110034
	5.1
	LS in
	Reply LS on the interaction between ISRP and ISMP
	TSG SA WG2
	Noted
	

	CP-110035
	5.1
	LS in
	LS on Mobile Terminating Roaming Forwarding
	TSG SA WG2
	Noted
	

	CP-110036
	5.1
	LS in
	LS on Security for LTE relay nodes
	TSG SA WG3
	Noted
	

	CP-110037
	5.1
	LS in
	LS on addition of Transit IOI for IMS Interconnection Charging
	TSG SA WG5
	Noted
	

	CP-110038
	5.1
	LS in
	Way forward on DVB-NGH and eMBMS convergence
	TSG SA
	Noted
	

	CP-110039
	5.1
	LS in
	LS on Public Warning System (PWS)
	TSG SA
	Noted
	

	CP-110040
	6.3
	Info
	CT4 Meeting Reports after CT#50
	MCC
	Noted
	

	CP-110041
	9
	CR Pack
	Corrections on CS-Split
	CT4
	Approved
	

	CP-110042
	10.2
	CR Pack
	Corrections on SAES
	CT4
	Approved
	CR 354r2 is revised to CP-110255 CR 338r3 is revised to CP-110256

	CP-110043
	10.41
	CR Pack
	Corrections on SRVCC
	CT4
	Approved
	

	CP-110044
	10.45
	CR Pack
	Corrections on IMS
	CT4
	Approved
	

	CP-110045
	10.45
	CR Pack
	Corrections on Definitions
	CT4
	Approved
	

	CP-110046
	10.45
	CR Pack
	Corrections on CS-Split
	CT4
	Approved
	

	CP-110047
	11.2
	CR Pack
	Corrections on Error handling
	CT4
	Approved
	

	CP-110048
	11.2
	CR Pack
	Corrections on GTPv1
	CT4
	Approved
	

	CP-110049
	11.2
	CR Pack
	Corrections on GTPv2
	CT4
	Approved
	C4-110891 29.274-0903r1needs to be taken out from a CR pack because source companies in a cover page were missing.

	CP-110050
	11.2
	CR Pack
	Corrections on AoIP
	CT4
	Approved
	

	CP-110051
	11.2
	CR Pack
	Corrections related to MME Diameter interfaces
	CT4
	Approved
	

	CP-110052
	11.2
	CR Pack
	Corrections related to SRVCC
	CT4
	Approved
	

	CP-110053
	11.2
	CR Pack
	Corrections related to MBMS support in EPS
	CT4
	Approved
	

	CP-110054
	11.28
	CR Pack
	Corrections related to Control plane LCS in the EPC
	CT4
	Approved
	

	CP-110055
	12.5
	CR Pack
	Enhancements for Enhanced User Data Convergence
	CT4
	Approved
	

	CP-110056
	12.6
	CR Pack
	Enhancements for Local IP access
	CT4
	Approved
	

	CP-110057
	12.11
	CR Pack
	Enhancements for Selected IP Traffic Offload
	CT4
	Approved
	

	CP-110058
	12.12
	CR Pack
	Enhancements for Enabling Coder Selection and Rate Adaptation for UTRAN and E-UTRAN for Load Adaptive Application Pack 1/2
	CT4
	Approved
	

	CP-110059
	12.13
	CR Pack
	S2b Mobility based on GTP
	CT4
	Approved
	

	CP-110060
	12.17
	CR Pack
	Enhanced multimedia priority service
	CT4
	Approved
	

	CP-110061
	12.18
	CR Pack
	Network Improvements for Machine-Type Communication
	CT4
	Approved
	

	CP-110062
	12.19
	CR Pack
	Definitions
	CT4
	Approved
	

	CP-110063
	12.19
	CR Pack
	Corrections to GTP v1
	CT4
	Revised in CP-110258
	CR 29.060 CR785r2 needs to be removed because it was revised in CT4#52 and the final version r5 already exists in a CR Pack.

	CP-110064
	12.19
	CR Pack
	Corrections to GTPv2
	CT4
	Approved
	

	CP-110065
	12.19
	CR Pack
	Corrections to Error handling
	CT4
	Approved
	

	CP-110066
	12.19
	CR Pack
	Corrections to terminating access domain selection (T-ADS)
	CT4
	Approved
	

	CP-110067
	12.19
	CR Pack
	Enhancements for XCAP
	CT4
	Postponed
	

	CP-110068
	12.19
	CR Pack
	Enhancements to MT Roaming Retry
	CT4
	Approved
	

	CP-110069
	12.19
	CR Pack
	Deferred MGW selection
	CT4
	Approved
	

	CP-110070
	12.19
	CR Pack
	Corrections for H248
	CT4
	Approved
	

	CP-110071
	12.19
	CR Pack
	Corrections for S103
	CT4
	Approved
	

	CP-110072
	12.19
	CR Pack
	Corrections and enhancements for PMIP
	CT4
	Approved
	

	CP-110073
	12.19
	CR Pack
	Corrections for Diameter interfaces
	CT4
	Approved
	

	CP-110074
	12.19
	CR Pack
	Enhancements for UDC
	CT4
	Approved
	

	CP-110075
	12.19
	CR Pack
	Corrections and enhancements for IMS
	CT4
	Approved
	

	CP-110076
	12.19
	CR Pack
	DNS procedures
	CT4
	Approved
	

	CP-110077
	12.19
	CR Pack
	Corrections for MAP
	CT4
	Approved
	

	CP-110078
	12.19
	CR Pack
	Enhancements for MAP to support
	CT4
	Approved
	

	CP-110079
	12.18
	CR Pack
	PMIP enhancements for Network Improvements for Machine-Type Communication
	CT4
	Withdrawn
	CRs were agreed in CT4#51bis but in CT4#52 it was agreed that the CRs will not be send for approval in CT#51

	CP-110080
	12.19
	CR Pack
	Corrections for ETWS
	CT4
	Approved
	

	CP-110081
	12.19
	CR Pack
	Corrections for PMIP
	CT4
	Approved
	

	CP-110082
	12.20
	CR Pack
	Enhancements for eSRVCC
	CT4
	Approved
	

	CP-110083
	12.25
	CR Pack
	Enhancements related to EPC nodes failure
	CT4
	Approved
	

	CP-110084
	12.25
	CR Pack
	Enhancements related to Local Call Local Switch
	CT4
	Approved
	CR 241r2 is revised to CP-110254 due to cover page correction.

	CP-110085
	12.25
	CR Pack
	Enhancements related to PCRF restoration
	CT4
	Approved
	

	CP-110086
	12.25
	CR Pack
	Enhancements related to MT Roaming Forwarding
	CT4
	Approved
	

	CP-110087
	12.25
	CR Pack
	Enhancements related to Minimisation of Drive Test
	CT4
	Approved
	

	CP-110088
	12.25
	CR Pack
	Enhancements related to Relay Node
	CT4
	Approved
	

	CP-110089
	12.26
	Exception Sheet
	Rel-10 Work Item Exception for MTRF with pre-paging (CT4 aspects)
	CT4
	Approved
	

	CP-110090
	12.26
	Exception Sheet
	Rel-10 Work Item Exception for Enabling Coder Selection and Rate Adaptation for UTRAN and E-UTRAN for Load Adaptive Application, CN impacts (CT4 aspects)
	CT4
	Revised in CP-110272
	

	CP-110091
	14.1
	WID
	Updated WID for SIPTO
	CT4
	Approved
	

	CP-110092
	14.2
	WID
	EPC Nodes Restoration
	CT4
	Approved
	

	CP-110093
	14.2
	WID
	Mobile Terminating Roaming Forwarding
	CT4
	Approved
	

	CP-110094
	14.2
	WID
	Core Network impacts for relay nodes
	CT4
	Approved
	

	CP-110095
	15.2
	ToR
	Updated Terms of references CT4
	CT4
	Approved
	

	CP-110096
	16.2
	3GPP TR
	3GPP TR 23.845 v1.0.0 Study on User Data Convergence (UDC) evolution 
	CT4
	Approved
	

	CP-110097
	16.3
	3GPP TS
	3GPP TS 23.284 v2.0.0 Local Call Local Switch Stage 2
	CT4
	Revised in CP-110295
	

	CP-110098
	6.3
	Report
	CT4 Status Report
	CT4 Chairman
	Noted
	

	CP-110099
	17
	Work Plan
	3GPP Work Plan review at Plenary #51
	MCC/AZ
	Revised in CP-110307
	

	CP-110100
	11.6
	CR Pack
	Corrections on Ix interface
	CT4
	Approved
	

	CP-110101
	6.2
	Report
	CT3 Status Report to CT Plenary
	Chairman CT3
	Noted
	

	CP-110102
	5.1
	LS in
	LS out Reply to "Reply LS to 3GPP TSG CT4 on support of ECN"
	TSG CT WG4
	Noted
	

	CP-110103
	6.2
	Report
	Report from CT3#61
	
	Noted
	

	CP-110104
	6.2
	Report
	Draft Report from CT3#62
	
	Noted
	

	CP-110105
	9
	CR Pack
	CRs on IMS-CS Interworking (Rel-7 and mirrors)
	CT3
	Approved
	

	CP-110106
	10.2
	CR Pack
	CRs on PCC in SAE
	CT3
	Approved
	

	CP-110107
	10.9
	CR Pack
	CRs in the Inter-IMS NNI (Rel-8 and mirrors)
	CT3
	Approved
	

	CP-110108
	10.16
	CR Pack
	CRs in CCBS/CCNR
	CT3
	Approved
	

	CP-110109
	10.28
	CR Pack
	CRs on AoIP
	CT3
	Approved
	

	CP-110110
	10.46
	CR Pack
	CRs on IMS-CS Interworking (Rel-8 and mirrors)
	CT3
	Approved
	

	CP-110111
	11.2
	CR Pack
	CRs on TEI9
	CT3
	Approved
	

	CP-110112
	11.6
	CR Pack
	CRs on the CS-Ix interface
	CT3
	Approved
	

	CP-110113
	11.13
	CR Pack
	CRs in the Inter-IMS NNI (Rel-9 and mirrors)
	CT3
	Approved
	

	CP-110114
	11.27
	CR Pack
	CRs on PCC Enhancements
	CT3
	Approved
	C3-110547 is taken out from CP-1101114 and revised in CP-110260 as 29215-0176r1 because of the mistake in a cover page.

	CP-110115
	12.1
	CR Pack
	CRs on CPM-SMS Interworking
	CT3
	Approved
	

	CP-110116
	12.7
	CR Pack
	CRs in the Inter-IMS NNI (Rel-10 and mirrors)
	CT3
	Approved
	

	CP-110117
	12.8
	CR Pack
	CRs on Optimal Media Routeing
	CT3
	Approved
	

	CP-110118
	12.9
	CR Pack
	CRs on IFOM
	CT3
	Approved
	

	CP-110119
	12.12
	CR Pack
	CRs on ECN
	CT3
	Approved
	

	CP-110120
	12.13
	CR Pack
	CRs on SMOG
	CT3
	Approved
	

	CP-110121
	12.17
	CR Pack
	CRs on Multimedia Priority Service
	CT3
	Approved
	

	CP-110122
	12.19
	CR Pack
	CRs on TEI10 part 1
	CT3
	Approved
	

	CP-110123
	12.19
	CR Pack
	CRs on TEI10 part 2
	CT3
	Approved
	

	CP-110124
	12.22
	CR Pack
	CRs on MAPCON
	CT3
	Approved
	

	CP-110125
	12.24
	CR Pack
	CRs on PEST
	CT3
	Approved
	29214-0172r2 is taken out from CP-110125 and revised in CP-110259 as 29214-0172r3 because of the mistake in a cover page.

	CP-110126
	12.25
	CR Pack
	CRs on IMS-CS interworking of CAT
	CT3
	Approved
	

	CP-110127
	12.25
	CR Pack
	CRs on IMS-CS Interworking (Rel-10)
	CT3
	Approved
	

	CP-110128
	12.25
	CR Pack
	CRs on Media Handling and Interaction in MTSI
	CT3
	Approved
	

	CP-110129
	12.25
	CR Pack
	CRs on Dynamic View of SIP Message Headers for II-NNI
	CT3
	Approved
	

	CP-110130
	12.25
	CR Pack
	CRs on Overlap Signalling
	CT3
	Approved
	

	CP-110131
	12.25
	CR Pack
	CRs on PCRF Restoration
	CT3
	Approved
	

	CP-110132
	12.25
	CR Pack
	CRs on PCC in SAE (Rel-10)
	CT3
	Approved
	

	CP-110133
	13.2
	CR Pack
	CRs on Service Awareness and Privacy Policies
	CT3
	Approved
	

	CP-110134
	14.1
	WID
	Optimal Media Routeing
	CT3
	Approved
	

	CP-110135
	12.25
	WID
	CS and IMS Interworking for CAT Early Session model
	CT3
	Revised in CP-110283
	The supporting companies are added.

	CP-110136
	12.25
	WID
	CT3 Aspects of Service Awareness and Privacy Policies
	CT3
	Approved
	

	CP-110137
	12.26
	Exception Sheet
	Network Improvements for Machine Type Communications
	CT3
	Approved
	

	CP-110138
	12.26
	Exception Sheet
	CS and IMS Interworking for CAT Early Session model
	CT3
	Approved
	

	CP-110139
	12.26
	Exception Sheet
	Dynamic View of Headers in Messages for II-NNI
	CT3
	Approved
	

	CP-110140
	16.3
	3GPP TS
	Optimal Media Routeing within the IP Multimedia Subsystem
	CT3
	Approved
	

	CP-110141
	12.19
	CR
	Addressing and Identification for XCAP
	NTT DOCOMO
	Revised in CP-110261
	

	CP-110142
	6.1
	Report
	CT1 Chairman report
	CT1 Chairman
	Noted
	

	CP-110143
	6.1
	Report
	C1-69 MCC report
	MCC
	Noted
	

	CP-110144
	6.1
	Report
	draft C1-70 MCC report
	MCC
	Noted
	

	CP-110145
	14.1
	WID
	Revised WID on aSRVCC
	CT1
	Approved
	

	CP-110146
	14.1
	WID
	Revised WID on eIUT
	CT1
	Revised in CP-110285
	

	CP-110147
	14.1
	WID
	Revised WID on NIMTC
	CT1
	Approved
	

	CP-110148
	14.2
	WID
	New WID on Formulisation of WLAN files
	CT1
	Revised in CP-110288
	

	CP-110149
	16.1
	3GPP TR
	TR 24.826 for information
	CT1
	Noted
	

	CP-110150
	16.2
	3GPP TS
	TS ab.cde for information and approval
	CT1
	Revised in CP-110262
	

	CP-110151
	16.2
	3GPP TS
	TS 24.abc for information and approval
	CT1
	Revised in CP-110300
	

	CP-110152
	16.3
	3GPP TR
	TR 24.837 for approval
	CT1
	Approved
	

	CP-110153
	16.3
	3GPP TS
	TS 24.368 for approval
	CT1
	Approved
	

	CP-110154
	12.26
	Exception Sheet
	Exception sheet on NIMTC (CT1 aspects)
	CT1
	Approved
	

	CP-110155
	12.26
	Exception Sheet
	Exception sheet on IESE (CT1 aspects)
	CT1
	Approved
	

	CP-110156
	12.26
	Exception Sheet
	Exception sheet on eAOC (CT1 aspects)
	CT1
	Approved
	

	CP-110157
	12.26
	Exception Sheet
	Exception sheet on TIGHTER (CT1 aspects)
	CT1
	Approved
	

	CP-110158
	9
	CR Pack
	CR pack on EMC1
	CT1
	Approved
	

	CP-110159
	9
	CR Pack
	CR pack on FBI
	CT1
	Approved
	

	CP-110160
	9
	CR Pack
	CR pack on IMS2
	CT1
	Approved
	

	CP-110161
	9
	CR Pack
	CR pack on IMSProtoc
	CT1
	Approved
	

	CP-110162
	9
	CR Pack
	CR pack on GRUU
	CT1
	Approved
	

	CP-110163
	10.2
	CR Pack
	CR pack on SAES
	CT1
	Approved
	

	CP-110164
	10.8
	CR Pack
	CR pack on IMSProtoc2
	CT1
	Approved
	

	CP-110165
	10.15
	CR Pack
	CR pack on MAINT_R2
	CT1
	Approved
	

	CP-110166
	10.17
	CR Pack
	CR pack on CW_IMS
	CT1
	Approved
	

	CP-110167
	10.24
	CR Pack
	CR pack on IWLANNSP
	CT1
	Approved
	

	CP-110168
	10.27
	CR Pack
	CR pack on REDOC_TIS-C1
	CT1
	Approved
	

	CP-110169
	10.32
	CR Pack
	CR pack on IMS-Cont
	CT1
	Approved
	

	CP-110170
	10.34
	CR Pack
	CR pack on ICSRA
	CT1
	Approved
	

	CP-110171
	10.42
	CR Pack
	CR pack on HomeNB-3G, HomeNB-LTE
	CT1
	Approved
	

	CP-110172
	10.45
	CR Pack
	CR pack on TEI8
	CT1
	Approved
	

	CP-110173
	11.1
	CR Pack
	CR pack on eCAT-SS
	CT1
	Approved
	

	CP-110174
	11.2
	CR Pack
	CR pack on TEI9
	CT1
	Approved
	

	CP-110175
	11.5
	CR Pack
	CR pack on IMS_SCC-ICS_I1
	CT1
	Approved
	

	CP-110176
	11.14
	CR Pack
	CR pack on IMS_EMER_GPRS_EPS-SRVCC
	CT1
	Approved
	

	CP-110177
	11.16
	CR Pack
	CR pack on IMS_SCC-ICS
	CT1
	Approved
	

	CP-110178
	11.17
	CR Pack
	CR pack on IMS_SCC-SPI
	CT1
	Approved
	

	CP-110179
	11.18
	CR Pack
	CR pack on IMS_EMER_GPRS_EPS
	CT1
	Revised in CP-110253
	C1-111519 contains a wrong CR number. The CR number should be CR1028.

	CP-110180
	11.20
	CR Pack
	CR pack on CRS
	CT1
	Approved
	

	CP-110181
	12.2
	CR Pack
	CR pack on IMSProtoc4
	CT1
	Approved
	

	CP-110182
	12.4
	CR Pack
	CR pack on IMS_SC_eIDT
	CT1
	Approved
	

	CP-110183
	12.6
	CR Pack
	CR pack on LIPA
	CT1
	Approved
	

	CP-110184
	12.8
	CR Pack
	CR pack on OMR
	CT1
	Approved
	

	CP-110185
	12.9
	CR Pack
	CR pack on IFOM-CT
	CT1
	Approved
	

	CP-110186
	12.10
	CR Pack
	CR pack on AT_IMS
	CT1
	Approved
	

	CP-110187
	12.12
	CR Pack
	CR pack on ECSRA_LAA-CN
	CT1
	Approved
	

	CP-110188
	12.15
	CR Pack
	CR pack on AT_UICC
	CT1
	Approved
	

	CP-110189
	12.17
	CR Pack
	CR pack on eMPS-CN
	CT1
	Approved
	

	CP-110190
	12.18
	CR Pack
	CR pack on NIMTC pack 1
	CT1
	Revised in CP-110303
	

	CP-110191
	12.18
	CR Pack
	CR pack on NIMTC pack 2
	CT1
	Revised in CP-110304
	

	CP-110192
	12.18
	CR Pack
	CR pack on NIMTC pack 3
	CT1
	Revised in CP-110305
	

	CP-110193
	12.18
	CR Pack
	CR pack on NIMTC pack 4
	CT1
	Approved
	

	CP-110194
	12.18
	CR Pack
	CR pack on NIMTC pack 5
	CT1
	Approved
	

	CP-110195
	12.19
	CR Pack
	CR pack on TEI10 pack 1
	CT1
	Approved
	

	CP-110196
	12.19
	CR Pack
	CR pack on TEI10 pack 2
	CT1
	Approved
	

	CP-110197
	12.19
	CR Pack
	CR pack on TEI10 pack 3
	CT1
	Approved
	

	CP-110198
	12.20
	CR Pack
	CR pack on eSRVCC
	CT1
	Approved
	

	CP-110199
	12.21
	CR Pack
	CR pack on aSRVCC
	CT1
	Approved
	

	CP-110200
	12.22
	CR Pack
	CR pack on MAPCON-St3
	CT1
	Approved
	

	CP-110201
	12.23
	CR Pack
	CR pack on IESE
	CT1
	Approved
	

	CP-110202
	12.25
	CR Pack
	CR pack on FoWF
	CT1
	Approved
	

	CP-110203
	12.25
	CR Pack
	CR pack on LCLS-CN
	CT1
	Approved
	

	CP-110204
	12.25
	CR Pack
	CR pack on MOCN-GERAN
	CT1
	Approved
	

	CP-110205
	12.12
	CR Pack
	Coder Selection and Rate Adaptation for UTRAN and E-UTRAN for Load Adaptive Application Pack 2/2
	CT4
	Rejected
	

	CP-110206
	12.18
	CR
	Mobility management congestion control and back-off timer
	Ericsson, ST-Ericsson
	Approved
	Revision of C1-111164

	CP-110207
	12.19
	CR
	Clarification of decoding of NRI
	Ericsson, ZTE
	Approved
	A new CR. Not seen in CT4 meeting but discussed on CT4 reflector.

	CP-110208
	12.19
	CR
	Clarfication of PCO decoding
	Ericsson, Nokia Siemens Networks
	Approved
	A new CR. Not seen in CT4 meeting but discussed on CT4 reflector.

	CP-110209
	12.12
	Exception Sheet
	Update Rel-10 Work Item Exception for ECSRA_LAA-CN
	Huawei, Alcatel-Lucent
	Withdrawn
	

	CP-110210
	12.12
	CR
	ECN Support in Ix Interface
	Huawei, Alcatel-Lucent
	Revised in CP-110245
	This CR is revision of CT4 agreed C4-111026 in CP-110205

	CP-110211
	12.12
	CR
	ECN Support in Mp Interface
	Huawei, Alcatel-Lucent
	Revised in CP-110246
	This CR is revision of CT4 agreed C4-111027 in CP-110205

	CP-110212
	12.12
	CR
	ECN Support in Mn Interface
	Huawei, Alcatel-Lucent
	Revised in CP-110247
	This CR is revision of CT4 agreed C4-111028 in CP-110205

	CP-110213
	12.12
	CR
	ECN Support in Mc Interface
	Huawei, Alcatel-Lucent
	Revised in CP-110248
	This CR is revision of CT4 agreed C4-111029 in CP-110205

	CP-110214
	12.12
	CR
	ECN Support in Iq Interface
	Huawei, Alcatel-Lucent
	Revised in CP-110249
	This CR is revision of CT4 agreed C4-111030 in CP-110205

	CP-110215
	12.4
	CR
	Shifting Rel-9 IUT material OUT of TS 24.237
	Huawei
	Revised in CP-110290
	

	CP-110216
	11.2
	CR
	Essential corrections to the CSG cell selection status event and command PROVIDE LOCAL INFORMATION related to CSG
	Research In Motion UK Limited, Nokia, Renesas Elec
	Approved
	A new document. Not seen by CT6.

	CP-110217
	11.2
	CR
	Essential corrections to the CSG cell selection status event and command PROVIDE LOCAL INFORMATION related to CSG
	Research In Motion UK Limited, Nokia, Renesas Elec
	Approved
	A new document. Not seen by CT6.

	CP-110218
	12.26
	Exception Sheet
	Rel-10 Work Item Exception for EPC node restoration in CT4
	NTT DOCOMO, NEC, Huawei
	Revised in CP-110286
	

	CP-110219
	14.1
	WID
	EPC Nodes Restoration
	NTT DOCOMO
	Withdrawn
	

	CP-110220
	15.3
	Information
	MCC Status Report
	MCC/JM
	Noted
	

	CP-110221
	15.4
	Information
	CR on 21.905 terms and abbreviations
	MCC/JM
	Noted
	

	CP-110222
	12.25
	Discussion
	Discussion on the LCLS configuration value
	ZTE, Huawei, China Mobile
	Noted
	

	CP-110223
	11.27
	CR Pack
	Bearer Control Mode for Multiple PDN Connections
	CT3
	Postponed
	

	CP-110224
	6.4
	REPORT
	Chairman's status report for CT6#58 and CT6#59
	CT6 Chairman
	Noted
	

	CP-110225
	6.4
	REPORT
	Report of CT6#58 and draft report of CT6#59
	MCC
	Noted
	

	CP-110226
	16.3
	TR
	TR 31.828 v2.0.0 Rel-10: UICC access to IMS 
	CT6
	Approved
	

	CP-110227
	14.2
	WID
	UICC access to IMS
	CT6
	Revised in CP-110279
	

	CP-110228
	14.2
	WID
	UICC Application for Hosting Party Module
	CT6
	Revised in CP-110289
	

	CP-110229
	9
	CR Pack
	1 CR against TS 51.010-4 for TEI4
	CT6
	Approved
	

	CP-110230
	10.46
	CR Pack
	2 CRs against TS 31.124 for SAES-ISIM_IMS_Test
	CT6
	Approved
	

	CP-110231
	11.2
	CR Pack
	5 CRs against TS 31.124 for TEI9
	CT6
	Approved
	

	CP-110232
	10.46
	CR Pack
	2 CRs against TS 31.121 for SAES-ISIM_IMS_Test
	CT6
	Approved
	

	CP-110233
	11.2
	CR Pack
	2 CRs against TS 31.121 for TEI9
	CT6
	Revised in CP-110264
	

	CP-110234
	9
	CR Pack
	1 CR (and mirrors) against TS 31.133 for TEI7
	CT6
	Approved
	

	CP-110235
	12.25
	CR Pack
	2 CRs against TS 31.101 and TS 31.102 for LTE_RELAY_SEC
	CT6
	Approved
	

	CP-110236
	12.25
	CR Pack
	1 CR against TS 31.102 for SCWS_L
	CT6
	Approved
	

	CP-110237
	12.25
	CR Pack
	2 CRs against TS 31.102 and TS 31.103 for IMS-UICC-S
	CT6
	Revised in CP-110280
	

	CP-110238
	12.25
	CR Pack
	4 CRs against TS 31.111 for IMS-UICC-S
	CT6
	Approved
	31111-0282r2 needs to be taken out and revised based on the discussion in CP-110227.

	CP-110239
	12.25
	CR Pack
	2 CRs against TS 31.102 and TS 31.111 for USAT_AT
	CT6
	Approved
	

	CP-110240
	9
	CR Pack
	1 CR (and mirrors) against TS 31.111 for TEI7
	CT6
	Approved
	

	CP-110241
	10.45
	CR Pack
	1 CR (and mirrors) against TS 31.103 for TEI8
	CT6
	Approved
	

	CP-110242
	11.2
	CR Pack
	1 CR (and mirror) against TS 31.102 for TEI9
	CT6
	Approved
	

	CP-110243
	12.19
	CR PackCR Pack
	2 CRs against TS 31.111 for TEI10
	CT6
	Approved
	

	CP-110244
	12.19
	CR Pack
	2 CRs against TS 31.102 for TEI10
	CT6
	Approved
	

	CP-110245
	12.12
	CR
	ECN Support in Ix Interface
	Huawei, Alcatel-Lucent
	Withdrawn
	This CR is revision of CT4 agreed C4-111026 in CP-110205

	CP-110246
	12.12
	CR
	ECN Support in Mp Interface
	Huawei, Alcatel-Lucent
	Withdrawn
	This CR is revision of CT4 agreed C4-111027 in CP-110205

	CP-110247
	12.12
	CR
	ECN Support in Mn Interface
	Huawei, Alcatel-Lucent
	Withdrawn
	This CR is revision of CT4 agreed C4-111028 in CP-110205

	CP-110248
	12.12
	CR
	ECN Support in Mc Interface
	Huawei, Alcatel-Lucent
	Withdrawn
	This CR is revision of CT4 agreed C4-111029 in CP-110205

	CP-110249
	12.12
	CR
	ECN Support in Iq Interface
	Huawei, Alcatel-Lucent
	Withdrawn
	This CR is revision of CT4 agreed C4-111030 in CP-110205

	CP-110250
	5.1
	LS in
	LS on excessive updates of NAS security context
	TSG CT6
	Noted
	

	CP-110251
	5.1
	LS in
	Reply LS on Cell Broadcast Service for MOCN Shared Network
	TSG SA WG2
	Noted
	

	CP-110252
	5.1
	LS in
	Reply LS on Passing Charging characteristics for Inter-RAT Handover
	TSG SA WG5
	Noted
	

	CP-110253
	11.18
	CR Pack
	CR pack on IMS_EMER_GPRS_EPS
	CT1
	Approved
	

	CP-110254
	11.25
	CR
	Introduction of LCLS
	Huawei, ZTE, China Mobile, Vodafone
	Approved
	CR was taken out from CR Pack CP-110084 and revised because of problems in a cover page.

	CP-110255
	10.2
	CR
	Feature Flag for UE Reachability Notification
	Nokia Siemens Networks
	Approved
	CR was taken out from CR Pack CP-110042 and revised because it was drafted against the wrong base version.

	CP-110256
	10.2
	CR
	etting of M bit AVP flag
	Motorola, Alcatel-Lucent
	Approved
	CR was taken out from CR Pack CP-110042 and revised because it was drafted against the wrong base version.

	CP-110257
	12.17
	CR
	MPS over Sh
	Alcatel-Lucent, Ericsson, ATT, Telcordia
	Approved
	CR was taken out from CR Pack CP-110060 and revised because of problems in a cover page.

	CP-110258
	12.19
	CR Pack
	Corrections to GTP v1
	CT4
	Approved
	CP-110063 was revised because it included a CR which was revised in CT4#52.

	CP-110259
	12.24
	CR
	Some corrections for sponsored data connectivity
	ZTE
	Approved
	CR was taken out from CR Pack CP-110125.

	CP-110260
	11.27
	CR
	Add the User-CSG-Information AVP in the RAA command
	ZTE
	Approved
	

	CP-110261
	12.19
	CR
	Addressing and Identification for XCAP
	NTT DOCOMO
	Postponed
	

	CP-110262
	16.2
	TS
	TS ab.cde for information and approval
	Deutsche Telekom
	Revised in CP-110299
	Revision of CT1 agreed TS in CP-110150.

	CP-110263
	12.18
	CR
	Non-Access Stratum (NAS) configuration parameters
	Gemalto, France Telecom, Sagem Orga, Telecom Itali
	Revised in CP-110265
	This CR is revision of CT6 CR C6-110194.

	CP-110264
	11.2
	CR Pack
	2 CRs against TS 31.121 for TEI9
	CT6
	Approved
	

	CP-110265
	12.18
	CR
	Non-Access Stratum (NAS) configuration parameters
	Gemalto, France Telecom, Sagem Orga, Telecom Itali
	Revised in CP-110292
	This CR is revision of CT6 CR C6-110194.

	CP-110266
	11.2
	CR
	UE Time Zone condition in Modify Bearer Request
	Motorola, Cisco, CATT
	Approved
	CR was taken out from CP-110049 because of a mistake in a cover page.

	CP-110267
	12.12
	CR
	ECN Support in Ix Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Revised in CP-110274
	This CR is revision of CT4 agreed C4-111026 in CP-110205.

	CP-110268
	12.12
	CR
	ECN Support in Mp Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Revised in CP-110275
	This CR is revision of CT4 agreed C4-111027 in CP-110205.

	CP-110269
	12.12
	CR
	ECN Support in Mn Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Revised in CP-110276
	This CR is revision of CT4 agreed C4-111028 in CP-110205.

	CP-110270
	12.12
	CR
	ECN Support in Mc Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Revised in CP-110277
	This CR is revision of CT4 agreed C4-111029 in CP-110205.

	CP-110271
	12.12
	CR
	ECN Support in Iq Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Revised in CP-110278
	This CR is revision of CT4 agreed C4-111030 in CP-110205.

	CP-110272
	12.12, 12.26
	Exception Sheet
	Rel-10 Work Item Exception for Enabling Coder Selection and Rate Adaptation for UTRAN and E-UTRAN for Load Adaptive Application, CN impacts (CT4 aspects
	Ericsson
	Approved
	

	CP-110273
	19
	Information
	Handling over the bell
	CT Chairman
	
	

	CP-110274
	12.12
	CR
	ECN Support in Ix Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Approved
	This CR is revision of CT4 agreed C4-111026 in CP-110205.

	CP-110275
	12.12
	CR
	ECN Support in Mp Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Approved
	This CR is revision of CT4 agreed C4-111027 in CP-110205.

	CP-110276
	12.12
	CR
	ECN Support in Mn Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Approved
	This CR is revision of CT4 agreed C4-111028 in CP-110205.

	CP-110277
	12.12
	CR
	ECN Support in Mc Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Approved
	This CR is revision of CT4 agreed C4-111029 in CP-110205.

	CP-110278
	12.12
	CR
	ECN Support in Iq Interface
	Ericsson, Huawei, Alcatel-Lucent, Nokia Siemens Ne
	Approved
	This CR is revision of CT4 agreed C4-111030 in CP-110205.

	CP-110279
	14.2
	WID
	UICC access to IMS
	CT6
	Approved
	

	CP-110280
	12.25
	CR Pack
	2 CRs against TS 31.102 and TS 31.103 for IMS-UICC-S
	CT6
	Revised in CP-110297
	CR was revised from CR Pack CP-110237.

	CP-110281
	12.25
	CR
	Introduction the IARI based Open Channel command
	CT6
	Revised in CP-110298
	

	CP-110282
	5.3
	LS out
	3GPP support of Explicit Congestion Notification
	Ericsson
	Approved
	

	CP-110283
	12.25
	WID
	CS and IMS Interworking for CAT Early Session model
	CT3
	Approved
	

	CP-110284
	5.2
	LS in
	Reply LS (IREG LS_065) to 3GPP CT4 on Addressing and Identification on XCAP
	GSMA IREQ PACKET
	Noted
	

	CP-110285
	14.1
	WID
	Revised WID on eIUT
	CT1
	Approved
	

	CP-110286
	12.26
	Exception Sheet
	Rel-10 Work Item Exception for EPC node restoration in CT4
	NTT DOCOMO, NEC, Huawei
	Approved
	

	CP-110287
	14.2
	WID
	EPC Nodes Restoration with ISR
	NTT DOCOMO, NEC
	Approved
	

	CP-110288
	14.2
	WID
	New WID on Formulisation of WLAN files
	CT1
	Approved
	

	CP-110289
	14.2
	WID
	UICC Application for Hosting Party Module
	CT6
	Approved
	

	CP-110290
	12.4
	CR
	Shifting Rel-9 IUT material OUT of TS 24.237
	Huawei
	Approved
	

	CP-110291
	12.26
	Exception Sheet
	Exception sheet on NIMTC (CT6 aspects)
	CT6 Chairman
	Approved
	

	CP-110292
	12.18
	CR
	Non-Access Stratum (NAS) configuration parameters
	Gemalto, France Telecom, Sagem Orga, Telecom Itali
	Revised in CP-110302
	

	CP-110293
	5.3
	LS out
	LS on Non-Access Stratum (NAS) configuration parameters for NIMTC
	Morpho
	Revised in CP-110310
	

	CP-110294
	12.25
	CR
	Introduction of the IARI list in the ISIM
	CT6 Chairman
	Revised in CP-110306
	

	CP-110295
	16.3
	3GPP TS
	3GPP TS 23.284 v2.0.0 Local Call Local Switch Stage 2
	CT4
	Approved
	

	CP-110296
	5.3
	LS out
	Reply LS on Addressing and Identification on XCAP
	NTT DOCOMO
	Revised in CP-110301
	

	CP-110297
	12.25
	CR Pack
	2 CRs against TS 31.102 and TS 31.103 for IMS-UICC-S
	RIM
	Approved
	CR was revised from CR Pack CP-110237.

	CP-110298
	12.25
	CR
	Introduction the IARI based Open Channel command
	CT6
	Approved
	

	CP-110299
	16.2
	TS
	24.235 v1.0.2 on 3GPP System to Wireless Local Area Network (WLAN) Interworking Management Object (MO)
	Deutsche Telekom
	Approved
	Revision of CT1 agreed TS in CP-110150.

	CP-110300
	16.2
	3GPP TS
	TS 24.337 on IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) inter-UE transfer Stage3
	CT1
	Approved
	

	CP-110301
	5.3
	LS out
	Reply LS on Addressing and Identification on XCAP
	NTT DOCOMO
	Approved
	

	CP-110302
	12.18
	CR
	Non-Access Stratum (NAS) configuration parameters
	GGemalto, France Telecom, Sagem Orga, Telecom Italia, TeliaSonera, Vodafone
	Approved
	

	CP-110303
	12.18
	CR Pack
	CR pack on NIMTC pack 1
	RIM
	Approved
	

	CP-110304
	12.18
	CR Pack
	CR pack on NIMTC pack 2
	RIM
	Withdrawn
	

	CP-110305
	12.18
	CR Pack
	CR pack on NIMTC pack 3
	RIM
	Approved
	

	CP-110306
	12.25
	CR
	Introduction of the IARI list in the ISIM
	CT6 Chairman
	Approved
	

	CP-110307
	17
	Work Plan
	3GPP Work Plan review at Plenary #51
	MCC/AZ
	Noted
	

	CP-110308
	12.19
	CR
	Inclusion of MEID in the sip.instance of the SIP-Register request
	Qualcomm
	Revised in CP-110309
	

	CP-110309
	12.19
	CR
	Inclusion of MEID in the sip.instance of the SIP-Register request
	Qualcomm
	Approved
	

	CP-110310
	5.3
	LS out
	LS on Non-Access Stratum (NAS) configuration parameters for NIMTC
	Morpho
	Approved
	

	CP-110311
	2
	Information
	Allocation of documents to agenda items: status After Thursday
	Vice Chairman
	Noted
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	Doc-1st-Level
	Status-1st-Level
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	CR
	Rev
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	Cat
	Version-Current
	WG-Responsible
	Doc-2nd-Level

	CP-110010
	approved
	24.229
	3522
	3
	Rel-10
	P-CSCF graceful shutdown
	B
	10.2.0
	C1
	C1-111362

	CP-110041
	approved
	29.205
	0025
	1
	Rel-7
	Correcting non-specific external references
	F
	7.0.0
	C4
	C4-110795

	CP-110041
	approved
	29.205
	0026
	1
	Rel-8
	Correcting non-specific external references
	A
	8.2.0
	C4
	C4-110796

	CP-110041
	approved
	29.205
	0027
	1
	Rel-9
	Correcting non-specific external references
	A
	9.2.0
	C4
	C4-110797

	CP-110042
	approved
	29.272
	0330
	2
	Rel-10
	Feature Flags for UE Reachability Notification and State/Location Info Retrieval
	A
	10.1.0
	C4
	C4-110856

	CP-110042
	approved
	29.272
	0335
	3
	Rel-8
	Correction of error cause handling
	F
	8.9.0
	C4
	C4-110974

	CP-110042
	approved
	29.272
	0336
	3
	Rel-9
	Correction of error cause handling
	A
	9.5.0
	C4
	C4-110975

	CP-110042
	approved
	29.272
	0337
	3
	Rel-10
	Correction of error cause handling
	A
	10.1.0
	C4
	C4-110976

	CP-110042
	approved
	29.272
	0339
	2
	Rel-10
	Setting of M bit AVP flag
	A
	10.1.0
	C4
	C4-111000

	CP-110042
	approved
	29.272
	0341
	-
	Rel-8
	AMBR correction
	F
	8.9.0
	C4
	C4-110688

	CP-110042
	approved
	29.272
	0342
	1
	Rel-9
	AMBR correction
	A
	9.5.0
	C4
	C4-110943

	CP-110042
	approved
	29.272
	0343
	1
	Rel-10
	AMBR correction
	A
	10.1.0
	C4
	C4-110944

	CP-110042
	approved
	29.272
	0355
	-
	Rel-9
	Feature Flags for UE Reachability Notification and State/Location Info Retrieval
	F
	9.5.0
	C4
	C4-110855

	CP-110042
	approved
	29.272
	0356
	1
	Rel-8
	Setting of M bit AVP flag
	F
	8.9.0
	C4
	C4-110998

	CP-110042
	approved
	29.274
	0867
	1
	Rel-10
	Correcting IE Type for Bearer QoS IE from Variable to Extendable
	A
	10.1.0
	C4
	C4-110365

	CP-110042
	approved
	29.274
	0890
	-
	Rel-8
	Correcting IE Type for Bearer QoS IE from Variable to Extendable
	F
	8.8.0
	C4
	C4-110363

	CP-110042
	approved
	29.274
	0891
	-
	Rel-9
	Correcting IE Type for Bearer QoS IE from Variable to Extendable
	A
	9.5.0
	C4
	C4-110364

	CP-110042
	approved
	29.274
	0912
	1
	Rel-8
	Essential correction to the encoding of Target RNC-ID
	F
	8.8.0
	C4
	C4-110977

	CP-110042
	approved
	29.274
	0913
	1
	Rel-9
	Essential correction to the encoding of Target RNC-ID
	A
	9.5.0
	C4
	C4-110978

	CP-110042
	approved
	29.274
	0914
	1
	Rel-10
	Essential correction to the encoding of Target RNC-ID
	A
	10.1.0
	C4
	C4-110979

	CP-110043
	approved
	29.280
	0026
	1
	Rel-8
	Length of the Transparent container
	F
	8.5.0
	C4
	C4-110370

	CP-110043
	approved
	29.280
	0027
	1
	Rel-9
	Length of the Transparent container
	A
	9.5.0
	C4
	C4-110371

	CP-110044
	approved
	29.228
	0521
	-
	Rel-10
	Originating_CDIV Session Case including in XML
	A
	10.0.0
	C4
	C4-110617

	CP-110044
	approved
	29.228
	0522
	-
	Rel-9
	Originating_CDIV Session Case including in XML
	A
	9.4.0
	C4
	C4-110619

	CP-110044
	approved
	29.228
	0523
	-
	Rel-8
	Originating_CDIV Session Case including in XML
	F
	8.11.1
	C4
	C4-110621

	CP-110044
	approved
	29.328
	0366
	-
	Rel-10
	Originating_CDIV Session Case including in XML
	A
	10.1.1
	C4
	C4-110618

	CP-110044
	approved
	29.328
	0367
	-
	Rel-9
	Originating_CDIV Session Case including in XML
	A
	9.4.0
	C4
	C4-110620

	CP-110044
	approved
	29.328
	0368
	-
	Rel-8
	Originating_CDIV Session Case including in XML
	F
	8.11.0
	C4
	C4-110622

	CP-110044
	approved
	29.328
	0372
	-
	Rel-8
	Cardinality correction in XML schema
	F
	8.11.0
	C4
	C4-110650

	CP-110044
	approved
	29.328
	0373
	-
	Rel-9
	Cardinality correction in XML schema
	F
	9.4.0
	C4
	C4-110651

	CP-110044
	approved
	29.328
	0374
	-
	Rel-10
	Cardinality correction in XML schema
	A
	10.1.1
	C4
	C4-110652

	CP-110045
	approved
	23.003
	0280
	2
	Rel-10
	Correction to the reserved values for Tracking Area Code TAC
	A
	10.0.0
	C4
	C4-111005

	CP-110045
	approved
	23.003
	0283
	-
	Rel-8
	Correction to a reference of an outdated draft RFC
	F
	8.11.0
	C4
	C4-110707

	CP-110045
	approved
	23.003
	0284
	-
	Rel-9
	Correction to a reference of an outdated draft RFC
	A
	9.5.0
	C4
	C4-110708

	CP-110045
	approved
	23.003
	0285
	-
	Rel-10
	Correction to a reference of an outdated draft RFC
	A
	10.0.0
	C4
	C4-110709

	CP-110045
	approved
	23.003
	0287
	1
	Rel-8
	Correction to the reserved values for Tracking Area Code (TAC)
	F
	8.11.0
	C4
	C4-111003

	CP-110045
	approved
	23.003
	0288
	1
	Rel-9
	Correction to the reserved values for Tracking Area Code (TAC)
	A
	9.5.0
	C4
	C4-111004

	CP-110046
	approved
	23.205
	0242
	1
	Rel-8
	BSS Internal Handover
	F
	8.8.0
	C4
	C4-110798

	CP-110046
	approved
	23.205
	0243
	-
	Rel-9
	BSS Internal Handover
	A
	9.1.0
	C4
	C4-110799

	CP-110047
	approved
	23.007
	0141
	2
	Rel-9
	Timing for sending Downlink Data Notification as a result of the SGW having received an Error Indication message from the eNodeB/RNC
	F
	9.6.0
	C4
	C4-110407

	CP-110047
	approved
	23.007
	0142
	2
	Rel-10
	Timing for sending Downlink Data Notification as a result of the SGW having received an Error Indication message from the eNodeB/RNC
	A
	10.2.0
	C4
	C4-110416

	CP-110047
	approved
	23.007
	0150
	1
	Rel-9
	Unclearness of Downlink Data Notification Handling at MME/S4 SGSN as a result of the SGW having received an Error Indication message from the eNodeB/RNC
	F
	9.6.0
	C4
	C4-110930

	CP-110047
	approved
	23.007
	0151
	1
	Rel-10
	Unclearness of Downlink Data Notification Handling at MME/S4 SGSN as a result of the SGW having received an Error Indication message from the eNodeB/RNC
	A
	10.2.0
	C4
	C4-110931

	CP-110048
	approved
	29.060
	0789
	1
	Rel-9
	APN-AMBR IE
	F
	9.5.2
	C4
	C4-110334

	CP-110048
	approved
	29.060
	0790
	1
	Rel-10
	APN-AMBR IE
	A
	10.0.0
	C4
	C4-110335

	CP-110048
	approved
	29.060
	0791
	4
	Rel-9
	Subscribed UE-AMBR
	F
	9.5.2
	C4
	C4-110991

	CP-110048
	approved
	29.060
	0792
	4
	Rel-10
	Subscribed UE-AMBR
	A
	10.0.0
	C4
	C4-110992

	CP-110048
	approved
	29.060
	0794
	1
	Rel-9
	Passing Charging Characteristics for IRAT
	F
	9.5.2
	C4
	C4-110884

	CP-110048
	approved
	29.060
	0795
	1
	Rel-10
	Passing Charging Characteristics for IRAT
	A
	10.0.0
	C4
	C4-110885

	CP-110048
	approved
	29.060
	0799
	1
	Rel-9
	Essential correction to the encoding of Target RNC-ID
	F
	9.5.2
	C4
	C4-110892

	CP-110048
	approved
	29.060
	0800
	1
	Rel-10
	Essential correction to the encoding of Target RNC-ID
	A
	10.0.0
	C4
	C4-110893

	CP-110049
	approved
	29.274
	0861
	-
	Rel-9
	S103 Resource Release
	F
	9.5.0
	C4
	C4-110073

	CP-110049
	approved
	29.274
	0862
	-
	Rel-10
	S103 Resource Release
	A
	10.1.0
	C4
	C4-110074

	CP-110049
	approved
	29.274
	0865
	1
	Rel-9
	Correction to passing of LDN
	F
	9.5.0
	C4
	C4-110329

	CP-110049
	approved
	29.274
	0866
	1
	Rel-10
	Correction to passing of LDN
	A
	10.1.0
	C4
	C4-110330

	CP-110049
	approved
	29.274
	0878
	-
	Rel-9
	Missed procedures for the Delete Session Request and Response messages
	F
	9.5.0
	C4
	C4-110169

	CP-110049
	approved
	29.274
	0879
	-
	Rel-10
	Missed procedures for the Delete Session Request and Response messages
	A
	10.1.0
	C4
	C4-110170

	CP-110049
	approved
	29.274
	0880
	1
	Rel-9
	RAT Type in the Modify bearer request message
	F
	9.5.0
	C4
	C4-110332

	CP-110049
	approved
	29.274
	0881
	1
	Rel-10
	RAT Type in the Modify bearer request message
	A
	10.1.0
	C4
	C4-110333

	CP-110049
	approved
	29.274
	0883
	5
	Rel-9
	Essential correction to the fallback to GTPv1 feature
	F
	9.5.0
	C4
	C4-110989

	CP-110049
	approved
	29.274
	0884
	5
	Rel-10
	Essential correction to the fallback to GTPv1 feature
	A
	10.1.0
	C4
	C4-110990

	CP-110049
	approved
	29.274
	0885
	1
	Rel-9
	Essential correction to the to GTPv2 cause table
	F
	9.5.0
	C4
	C4-110338

	CP-110049
	approved
	29.274
	0886
	1
	Rel-10
	Essential correction to the to GTPv2 cause table
	A
	10.1.0
	C4
	C4-110339

	CP-110049
	approved
	29.274
	0888
	3
	Rel-9
	Subscribed UE-AMBR
	F
	9.5.0
	C4
	C4-110970

	CP-110049
	approved
	29.274
	0889
	3
	Rel-10
	Subscribed UE-AMBR
	A
	10.1.0
	C4
	C4-110971

	CP-110049
	approved
	29.274
	0900
	1
	Rel-9
	UE Time Zone condition in Delete Session Request
	F
	9.5.0
	C4
	C4-110888

	CP-110049
	approved
	29.274
	0901
	1
	Rel-10
	UE Time Zone condition in Delete Session Request
	A
	10.1.0
	C4
	C4-110889

	CP-110049
	approved
	29.274
	0902
	1
	Rel-9
	UE Time Zone condition in Modify Bearer Request
	F
	9.5.0
	C4
	C4-110890

	CP-110049
	approved
	29.274
	0917
	2
	Rel-9
	Protocol Configuration Options (PCO)
	F
	9.5.0
	C4
	C4-110993

	CP-110049
	approved
	29.274
	0918
	2
	Rel-10
	Protocol Configuration Options (PCO)
	A
	10.1.0
	C4
	C4-110994

	CP-110050
	approved
	23.153
	0118
	1
	Rel-9
	Codec modification and mid-call codec negotiation after inter-MSC handover
	F
	9.1.0
	C4
	C4-110775

	CP-110051
	approved
	29.230
	0211
	-
	Rel-9
	PDP Address correction
	F
	9.5.0
	C4
	C4-110718

	CP-110051
	approved
	29.230
	0212
	-
	Rel-10
	PDP Address correction
	A
	10.1.0
	C4
	C4-110719

	CP-110051
	approved
	29.272
	0345
	1
	Rel-9
	PDP Address correction
	F
	9.5.0
	C4
	C4-110946

	CP-110051
	approved
	29.272
	0346
	1
	Rel-10
	PDP Address correction
	A
	10.1.0
	C4
	C4-110947

	CP-110051
	approved
	29.272
	0350
	2
	Rel-9
	Ambiguity in IDR Flags
	F
	9.5.0
	C4
	C4-110964

	CP-110051
	approved
	29.272
	0351
	2
	Rel-10
	Ambiguity in IDR Flags
	F
	10.1.0
	C4
	C4-110965

	CP-110051
	approved
	29.272
	0352
	-
	Rel-9
	R09 Homogeneous Support for VoIMS missing AVP
	F
	9.5.0
	C4
	C4-110710

	CP-110051
	approved
	29.272
	0353
	-
	Rel-10
	R10 Homogeneous Support for VoIMS missing AVP
	A
	10.1.0
	C4
	C4-110711

	CP-110051
	approved
	29.273
	0209
	1
	Rel-9
	Usage of Auth-Request-Type in response messages
	F
	9.5.0
	C4
	C4-110907

	CP-110051
	approved
	29.273
	0210
	1
	Rel-10
	Usage of Auth-Request-Type in response messages
	A
	10.1.0
	C4
	C4-110908

	CP-110052
	approved
	29.280
	0024
	2
	Rel-9
	Target to Source Transparent Container in the SRVCC PS
	F
	9.5.0
	C4
	C4-110403

	CP-110053
	approved
	29.274
	0898
	1
	Rel-9
	Temporary Mobile Group Identity
	F
	9.5.0
	C4
	C4-110823

	CP-110053
	approved
	29.274
	0899
	1
	Rel-10
	Temporary Mobile Group Identity
	A
	10.1.0
	C4
	C4-110824

	CP-110054
	approved
	29.171
	0013
	2
	Rel-9
	Fix mismatches between technical description and ASN.1 coding
	F
	9.2.0
	C4
	C4-110763

	CP-110054
	approved
	29.171
	0014
	2
	Rel-10
	Fix mismatches between technical description and ASN.1 coding
	A
	10.1.0
	C4
	C4-110764

	CP-110054
	approved
	29.172
	0013
	1
	Rel-9
	Add missing Vendor Specific Application Id
	F
	9.3.0
	C4
	C4-110540

	CP-110054
	approved
	29.172
	0014
	2
	Rel-9
	Essential correction on the value type of the ELP Application AVPs
	F
	9.3.0
	C4
	C4-110767

	CP-110054
	approved
	29.230
	0214
	-
	Rel-9
	Essential correction on the value type of the ELP Application AVPs
	F
	9.5.0
	C4
	C4-110765

	CP-110054
	approved
	29.230
	0215
	-
	Rel-10
	Essential correction on the value type of the ELP Application AVPs
	A
	10.1.0
	C4
	C4-110766

	CP-110055
	approved
	29.335
	0008
	4
	Rel-10
	Messages Based on SOAP
	D
	
	C4
	C4-111007

	CP-110056
	approved
	29.060
	0793
	4
	Rel-10
	Unsupported Secondary PDP Context Handling for LIPA
	B
	10.0.0
	C4
	C4-111010

	CP-110056
	approved
	29.274
	0887
	5
	Rel-10
	Unsupported bearer handling for LIPA
	B
	10.1.0
	C4
	C4-111009

	CP-110056
	approved
	29.303
	0039
	2
	Rel-10
	PGW selection for LIPA
	B
	10.0.0
	C4
	C4-110383

	CP-110057
	approved
	29.303
	0038
	2
	Rel-10
	GGSN selection for SIPTO APN 
	B
	10.0.0
	C4
	C4-110380

	CP-110057
	approved
	29.303
	0045
	2
	Rel-10
	GW selection based on RAI/RNC-ID/TAI/eNodeb ID
	B
	10.0.0
	C4
	C4-110951

	CP-110058
	approved
	23.333
	0049
	2
	Rel-10
	ECN Support in Mp Interface
	B
	10.0.0
	C4
	C4-110995

	CP-110058
	approved
	23.334
	0009
	2
	Rel-10
	Handling of ICE Initialisation method
	B
	10.0.0
	C4
	C4-110924

	CP-110058
	approved
	23.334
	0010
	2
	Rel-10
	ECN Support in Iq Interface
	B
	10.0.0
	C4
	C4-110996

	CP-110058
	approved
	29.238
	0023
	1
	Rel-10
	Handling of rtcp-fb SDP attribute and SDP attribute for RTCP APP feedback messages
	B
	
	C4
	C4-110813

	CP-110058
	approved
	29.332
	0163
	1
	Rel-10
	Handling of rtcp-fb SDP attribute and SDP attribute for RTCP APP feedback messages
	B
	9.2.0
	C4
	C4-110811

	CP-110058
	approved
	29.333
	0041
	1
	Rel-10
	Handling of rtcp-fb SDP attribute and SDP attribute for RTCP APP feedback messages
	B
	
	C4
	C4-110812

	CP-110059
	approved
	29.274
	0915
	-
	Rel-10
	Serving network
	B
	10.1.0
	C4
	C4-110583

	CP-110059
	approved
	29.281
	0039
	-
	Rel-10
	Scope of GTPv1
	F
	10.0.0
	C4
	C4-110108

	CP-110059
	approved
	29.303
	0046
	-
	Rel-10
	Service parameter for the GTP based S2b
	B
	10.0.0
	C4
	C4-110582

	CP-110060
	approved
	23.008
	0334
	-
	Rel-10
	New Extended Priority data
	B
	10.1.0
	C4
	C4-110223

	CP-110060
	approved
	29.228
	0515
	5
	Rel-10
	eMPS over Cx
	B
	10.0.0
	C4
	C4-110783

	CP-110060
	approved
	29.274
	0859
	1
	Rel-10
	EBI and ARP IEs in Downlink Data Notification
	B
	10.1.0
	C4
	C4-110348

	CP-110060
	approved
	29.328
	0349
	3
	Rel-10
	eMPS over Sh
	B
	10.1.1
	C4
	C4-110207

	CP-110060
	approved
	29.329
	0168
	1
	Rel-10
	eMPS over Sh
	B
	10.1.0
	C4
	C4-110208

	CP-110061
	approved
	29.060
	0783
	1
	Rel-10
	APN based congestion control
	B
	10.0.0
	C4
	C4-110318

	CP-110061
	approved
	29.060
	0783
	3
	Rel-10
	APN based congestion control
	B
	10.0.0
	C4
	C4-110822

	CP-110061
	approved
	29.060
	0784
	2
	Rel-10
	Low access priority Indicator
	B
	10.0.0
	C4
	C4-110384

	CP-110061
	approved
	29.274
	0856
	2
	Rel-10
	APN based congestion control
	B
	10.1.0
	C4
	C4-110548

	CP-110061
	approved
	29.274
	0858
	1
	Rel-10
	Low access priority Indicator
	B
	10.1.0
	C4
	C4-110310

	CP-110062
	approved
	23.003
	0277
	1
	Rel-10
	Determination of type of source node during TAU/RAU
	D
	10.0.0
	C4
	C4-110374

	CP-110062
	approved
	23.003
	0279
	3
	Rel-10
	Correction of C-MSISDN definition
	F
	10.0.0
	C4
	C4-110954

	CP-110064
	approved
	29.274
	0844
	6
	Rel-10
	Serving Network IE
	F
	10.1.0
	C4
	C4-110997

	CP-110064
	approved
	29.274
	0855
	1
	Rel-10
	Correction for VNSI
	F
	10.1.0
	C4
	C4-110322

	CP-110064
	approved
	29.274
	0860
	-
	Rel-10
	S1-U eNodeB F-TEID IE in the Modify Access Bearers Request
	F
	10.1.0
	C4
	C4-110062

	CP-110064
	approved
	29.274
	0869
	-
	Rel-10
	Bearer context in Modify Bearer Request
	F
	10.1.0
	C4
	C4-110112

	CP-110064
	approved
	29.274
	0870
	2
	Rel-10
	RAT Type in Modify Access Bearers Request
	F
	10.1.0
	C4
	C4-110392

	CP-110064
	approved
	29.274
	0871
	1
	Rel-10
	Cleanup for GTPv2
	D
	10.1.0
	C4
	C4-110257

	CP-110064
	approved
	29.274
	0872
	1
	Rel-10
	Error Indication for SGW
	F
	10.1.0
	C4
	C4-110369

	CP-110064
	approved
	29.274
	0874
	1
	Rel-10
	Essential correction to the table NOTE for the Create Session Response message
	F
	10.1.0
	C4
	C4-110331

	CP-110064
	approved
	29.274
	0875
	2
	Rel-10
	RAT type clarification for S4-SGSN
	F
	10.1.0
	C4
	C4-110830

	CP-110064
	approved
	29.274
	0893
	1
	Rel-10
	Removing optional Cause IE from Echo Response
	F
	10.1.0
	C4
	C4-110825

	CP-110064
	approved
	29.274
	0894
	1
	Rel-10
	Adding a separate subclause for TEID=0
	D
	10.1.0
	C4
	C4-110826

	CP-110064
	approved
	29.274
	0895
	2
	Rel-10
	Adding 'Initial' and 'Triggered' attributes to the messages in table 6.1
	D
	10.1.0
	C4
	C4-110955

	CP-110064
	approved
	29.274
	0896
	-
	Rel-10
	UE Network Capability
	F
	10.1.0
	C4
	C4-110479

	CP-110064
	approved
	29.274
	0897
	1
	Rel-10
	Create Session Response message
	F
	10.1.0
	C4
	C4-110828

	CP-110064
	approved
	29.274
	0911
	1
	Rel-10
	Inclusion of Node Type in DDN Failure Indication when the ISR is active
	F
	10.1.0
	C4
	C4-110831

	CP-110064
	approved
	29.274
	0916
	-
	Rel-10
	Clean up with GTP-C Information Elements 
	F
	10.1.0
	C4
	C4-110585

	CP-110064
	approved
	29.274
	0921
	1
	Rel-10
	Data Delay Notification
	B
	10.1.0
	C4
	C4-110875

	CP-110065
	approved
	23.007
	0145
	1
	Rel-10
	Error Indication for SGW
	F
	10.2.0
	C4
	C4-110368

	CP-110065
	approved
	23.007
	0148
	2
	Rel-10
	Error Indication in SGW
	F
	10.2.0
	C4
	C4-110956

	CP-110065
	approved
	23.007
	0154
	1
	Rel-10
	RNC failure
	F
	10.2.0
	C4
	C4-110878

	CP-110065
	approved
	23.007
	0155
	-
	Rel-10
	eNodeB failure
	F
	10.2.0
	C4
	C4-110635

	CP-110066
	approved
	29.002
	1016
	-
	Rel-10
	Retrieval of T-ADS data via MAP ATI
	B
	10.1.0
	C4
	C4-110665

	CP-110066
	approved
	29.002
	1017
	2
	Rel-10
	Enhancements of T-ADS data retrieval via MAP ATI
	B
	10.1.0
	C4
	C4-110958

	CP-110066
	approved
	29.328
	0375
	1
	Rel-10
	Enhancements of T-ADS data retrieval via Sh
	C
	10.1.1
	C4
	C4-110782

	CP-110068
	approved
	23.008
	0335
	-
	Rel-10
	MT Roaming Retry and Super Charger
	F
	10.1.0
	C4
	C4-110486

	CP-110068
	approved
	23.012
	0035
	1
	Rel-10
	MT Roaming Retry and Super Charger
	F
	
	C4
	C4-110833

	CP-110068
	approved
	23.018
	0173
	-
	Rel-10
	MT Roaming Retry and Super Charger
	F
	10.0.0
	C4
	C4-110483

	CP-110068
	approved
	23.116
	0015
	1
	Rel-10
	MT Roaming Retry and Super Charger
	F
	
	C4
	C4-110834

	CP-110069
	approved
	23.231
	0041
	1
	Rel-10
	Deferred MGW selection
	C
	
	C4
	C4-110800

	CP-110069
	approved
	29.231
	0025
	1
	Rel-10
	Deferred MGW selection
	C
	
	C4
	C4-110801

	CP-110070
	approved
	29.232
	0631
	1
	Rel-10
	Complete Inactivity Timeout Indication Procedure
	F
	9.0.1
	C4
	C4-110836

	CP-110070
	approved
	29.332
	0161
	1
	Rel-10
	Complete Inactivity Timeout Indication Procedure
	F
	9.2.0
	C4
	C4-110837

	CP-110071
	approved
	29.276
	0045
	-
	Rel-10
	Correct the endpoint node of S103 tunnel
	F
	
	C4
	C4-110512

	CP-110072
	approved
	23.007
	0152
	2
	Rel-10
	Handling of UE specific Error Indication over the PMIP
	F
	10.2.0
	C4
	C4-110984

	CP-110072
	approved
	29.274
	0923
	-
	Rel-10
	CS bit to be available for initial message
	B
	10.1.0
	C4
	C4-110887

	CP-110072
	approved
	29.275
	0189
	1
	Rel-10
	Handling of UE specific Error Indication over the PMIP
	F
	10.0.0
	C4
	C4-110870

	CP-110072
	approved
	29.275
	0190
	1
	Rel-10
	LMA initiated PDN Connection Deletion with Reactivation requested
	B
	10.0.0
	C4
	C4-110871

	CP-110073
	approved
	29.272
	0332
	2
	Rel-10
	Correction on PGW PLMN ID
	F
	10.1.0
	C4
	C4-110903

	CP-110073
	approved
	29.273
	0208
	2
	Rel-10
	Correction on PGW PLMN ID
	F
	10.1.0
	C4
	C4-110904

	CP-110074
	approved
	23.335
	0013
	2
	Rel-10
	Notifications and transactions
	B
	
	C4
	C4-110987

	CP-110075
	approved
	29.328
	0360
	3
	Rel-10
	Retrieval of MSRN from HSS
	B
	10.1.0
	C4
	C4-110988

	CP-110075
	approved
	29.328
	0363
	4
	Rel-10
	Correction of Access Keys for data accessible via Sh
	F
	10.1.0
	C4
	C4-110847

	CP-110075
	approved
	29.328
	0376
	1
	Rel-10
	Requested Identity Set updated as optional in Sh-Subs-Notif
	F
	10.1.1
	C4
	C4-110848

	CP-110075
	approved
	29.328
	0378
	1
	Rel-10
	Fix backwards incompatible change for Serving Node Indication
	F
	10.1.1
	C4
	C4-110850

	CP-110075
	approved
	29.329
	0170
	2
	Rel-10
	Retrieval of MSRN from HSS
	B
	10.1.0
	C4
	C4-110906

	CP-110076
	approved
	23.003
	0286
	2
	Rel-10
	DNS Service Support For Sv
	B
	10.0.0
	C4
	C4-110945

	CP-110076
	approved
	29.303
	0042
	1
	Rel-10
	Adding SGSN selection cases
	F
	10.0.0
	C4
	C4-110446

	CP-110076
	approved
	29.303
	0047
	1
	Rel-10
	MME selection
	B
	10.0.0
	C4
	C4-110818

	CP-110076
	approved
	29.303
	0048
	1
	Rel-10
	DNS Service Support for Sv
	B
	10.0.0
	C4
	C4-110820

	CP-110077
	approved
	29.002
	1008
	1
	Rel-10
	Use of recovered MME Name / SGSN Name in MSC/VLR
	F
	10.1.0
	C4
	C4-110292

	CP-110078
	approved
	29.002
	1009
	-
	Rel-10
	Zone Code Propagation at Handover
	B
	10.1.0
	C4
	C4-110133

	CP-110080
	approved
	29.168
	0015
	2
	Rel-10
	SBC-AP Error Indication Procedure
	F
	9.3.0
	C4
	C4-110393

	CP-110081
	approved
	29.275
	0180
	1
	Rel-10
	Clarification on IE Using Interfaces
	F
	10.0.0
	C4
	C4-110319

	CP-110082
	approved
	23.008
	0337
	1
	Rel-10
	SRVCC Subscription and STN-SR
	B
	10.1.0
	C4
	C4-110852

	CP-110082
	approved
	29.002
	1006
	2
	Rel-10
	UE SRVCC Capability Support in MAP Message
	B
	10.1.0
	C4
	C4-110389

	CP-110082
	approved
	29.305
	0018
	1
	Rel-10
	UE SRVCC Capability Support for IWF
	B
	
	C4
	C4-110350

	CP-110082
	approved
	29.328
	0371
	-
	Rel-10
	SRVCC Subscription and STN-SR 
	B
	10.1.1
	C4
	C4-110648

	CP-110083
	approved
	23.007
	0156
	5
	Rel-10
	MME restart and restoration procedure
	B
	10.2.0
	C4
	C4-110969

	CP-110083
	approved
	29.274
	0892
	3
	Rel-10
	Adding IMSI to DDN
	B
	10.1.0
	C4
	C4-110952

	CP-110084
	approved
	23.231
	0042
	1
	Rel-10
	Introduction of LCLS
	B
	
	C4
	C4-110840

	CP-110084
	approved
	29.002
	1015
	1
	Rel-10
	Introduction of LCLS functionality in TS 29.002
	B
	10.1.0
	C4
	C4-110793

	CP-110084
	approved
	29.205
	0021
	1
	Rel-10
	Introduction of LCLS Application to Mobile Service Application Transport 
	B
	
	C4
	C4-110792

	CP-110085
	approved
	23.007
	0146
	5
	Rel-10
	PCRF Failure and Restoration
	B
	10.2.0
	C4
	C4-110953

	CP-110085
	approved
	29.060
	0798
	1
	Rel-10
	Introduction of "Reactivation Requested" cause in Delete PDP Context Request message
	B
	10.0.0
	C4
	C4-110861

	CP-110086
	approved
	23.012
	0036
	1
	Rel-10
	MT Roaming Forwarding
	B
	
	C4
	C4-110760

	CP-110086
	approved
	23.018
	0174
	2
	Rel-10
	MT Roaming Forwarding
	B
	10.0.0
	C4
	C4-110758

	CP-110086
	approved
	23.116
	0016
	1
	Rel-10
	MT Roaming Forwarding
	B
	
	C4
	C4-110761

	CP-110086
	approved
	29.002
	1018
	1
	Rel-10
	MT Roaming Forwarding
	B
	10.1.0
	C4
	C4-110759

	CP-110087
	approved
	23.008
	0330
	2
	Rel-10
	Minimization of Drive Tests (MDT)
	B
	10.1.0
	C4
	C4-110779

	CP-110087
	approved
	29.002
	1007
	2
	Rel-10
	Minimization of Drive Tests (MDT)
	B
	10.1.0
	C4
	C4-110778

	CP-110087
	approved
	29.230
	0207
	2
	Rel-10
	Minimization of Drive Tests (MDT)
	B
	10.1.0
	C4
	C4-110780

	CP-110087
	approved
	29.272
	0329
	2
	Rel-10
	Minimization of Drive Tests (MDT)
	B
	10.1.0
	C4
	C4-110777

	CP-110088
	approved
	23.003
	0274
	3
	Rel-10
	Relay Node OAM system identification
	B
	10.0.0
	C4
	C4-110418

	CP-110088
	approved
	23.008
	0333
	2
	Rel-10
	Subscription Data for Relay Node
	B
	10.1.0
	C4
	C4-110400

	CP-110088
	approved
	29.230
	0209
	1
	Rel-10
	Relay Node AVPs
	B
	10.1.0
	C4
	C4-110278

	CP-110088
	approved
	29.272
	0334
	2
	Rel-10
	Relay Node Indicator
	B
	10.1.0
	C4
	C4-110398

	CP-110088
	approved
	29.303
	0043
	3
	Rel-10
	DNS procedure for Relay Node OAM system discovery
	B
	10.0.0
	C4
	C4-110419

	CP-110100
	approved
	23.205
	0240
	1
	Rel-9
	Adding CS-Ix functionalities to Mc-profile
	F
	9.1.0
	C4
	C4-110381

	CP-110100
	approved
	29.232
	0629
	1
	Rel-9
	Adding CS-Ix functionalities to Mc-profile
	F
	9.0.1
	C4
	C4-110382

	CP-110105
	approved
	29.163
	0443
	2
	Rel-7
	Clarification of I-MGCF behaviour when SIP preconditions are used
	F
	7.21.0
	C3
	C3-110393

	CP-110105
	approved
	29.163
	0444
	2
	Rel-8
	Clarification of I-MGCF behaviour when SIP preconditions are used
	A
	8.13.0
	C3
	C3-110394

	CP-110105
	approved
	29.163
	0445
	2
	Rel-9
	Clarification of I-MGCF behaviour when SIP preconditions are used
	A
	9.4.0
	C3
	C3-110395

	CP-110105
	approved
	29.163
	0446
	2
	Rel-10
	Clarification of I-MGCF behaviour when SIP preconditions are used
	A
	10.0.0
	C3
	C3-110396

	CP-110105
	approved
	29.163
	0447
	1
	Rel-7
	Clarification of O-MGCF behaviour when SIP preconditions are used
	F
	7.21.0
	C3
	C3-110254

	CP-110105
	approved
	29.163
	0448
	1
	Rel-8
	Clarification of O-MGCF behaviour when SIP preconditions are used
	A
	8.13.0
	C3
	C3-110255

	CP-110105
	approved
	29.163
	0449
	1
	Rel-9
	Clarification of O-MGCF behaviour when SIP preconditions are used
	A
	9.4.0
	C3
	C3-110256

	CP-110105
	approved
	29.163
	0450
	1
	Rel-10
	Clarification of O-MGCF behaviour when SIP preconditions are used
	A
	10.0.0
	C3
	C3-110257

	CP-110105
	approved
	29.163
	0457
	1
	Rel-7
	New Cause Code mappings of CV 23,38- 47and 65-79
	F
	7.21.0
	C3
	C3-110258

	CP-110105
	approved
	29.163
	0458
	1
	Rel-8
	New Cause Code mappings of CV 23,38- 47and 65-79
	A
	8.13.0
	C3
	C3-110259

	CP-110105
	approved
	29.163
	0459
	1
	Rel-9
	New Cause Code mappings of CV 23,38- 47and 65-79
	A
	9.4.0
	C3
	C3-110260

	CP-110105
	approved
	29.163
	0460
	1
	Rel-10
	New Cause Code mappings of CV 23,38- 47and 65-79
	A
	10.0.0
	C3
	C3-110261

	CP-110105
	approved
	29.163
	0461
	1
	Rel-7
	Change of Cause code mapping
	F
	7.21.0
	C3
	C3-110262

	CP-110105
	approved
	29.163
	0462
	1
	Rel-8
	Change of Cause code mapping
	A
	8.13.0
	C3
	C3-110263

	CP-110105
	approved
	29.163
	0463
	1
	Rel-9
	Change of Cause code mapping
	A
	9.4.0
	C3
	C3-110264

	CP-110105
	approved
	29.163
	0464
	1
	Rel-10
	Change of Cause code mapping
	A
	10.0.0
	C3
	C3-110265

	CP-110105
	approved
	29.163
	0468
	1
	Rel-7
	Mapping of ISUP Cause Value 88 to Response 606 and vice versa
	F
	7.21.0
	C3
	C3-110266

	CP-110105
	approved
	29.163
	0469
	1
	Rel-8
	Mapping of ISUP Cause Value 88 to Response 606 and vice versa
	A
	8.13.0
	C3
	C3-110267

	CP-110105
	approved
	29.163
	0470
	1
	Rel-9
	Mapping of ISUP Cause Value 88 to Response 606 and vice versa
	A
	9.4.0
	C3
	C3-110268

	CP-110105
	approved
	29.163
	0471
	1
	Rel-10
	Mapping of ISUP Cause Value 88 to Response 606 and vice versa
	A
	10.0.0
	C3
	C3-110269

	CP-110105
	approved
	29.163
	0473
	-
	Rel-7
	Mapping of SIP Response 604 to ISUP Cause Value 2
	F
	7.21.0
	C3
	C3-110402

	CP-110105
	approved
	29.163
	0474
	1
	Rel-8
	Mapping of SIP Response 604 to ISUP Cause Value 2
	A
	8.13.0
	C3
	C3-110670

	CP-110105
	approved
	29.163
	0475
	1
	Rel-9
	Mapping of SIP Response 604 to ISUP Cause Value 2
	A
	9.4.0
	C3
	C3-110671

	CP-110105
	approved
	29.163
	0476
	1
	Rel-10
	Mapping of SIP Response 604 to ISUP Cause Value 2
	A
	10.0.0
	C3
	C3-110672

	CP-110105
	approved
	29.163
	0483
	1
	Rel-7
	correction BCI mapping
	F
	7.21.0
	C3
	C3-110673

	CP-110105
	approved
	29.163
	0484
	1
	Rel-8
	correction BCI mapping
	A
	8.13.0
	C3
	C3-110674

	CP-110105
	approved
	29.163
	0485
	1
	Rel-9
	correction BCI mapping
	A
	9.4.0
	C3
	C3-110675

	CP-110105
	approved
	29.163
	0486
	1
	Rel-10
	correction BCI mapping
	A
	10.0.0
	C3
	C3-110676

	CP-110106
	approved
	29.212
	0558
	2
	Rel-9
	Access type for QOS_CHANGE and QOS_CHANGE_EXCEEDING_AUTHORIZATION (R9 29.212)
	A
	9.5.0
	C3
	C3-110334

	CP-110106
	approved
	29.212
	0559
	2
	Rel-10
	Access type for QOS_CHANGE and QOS_CHANGE_EXCEEDING_AUTHORIZATION (R9 29.212)
	A
	10.1.0
	C3
	C3-110335

	CP-110106
	approved
	29.212
	0566
	1
	Rel-8
	Modification failure of APN-AMBR and Default EPS Bearer QoS
	F
	8.10.0
	C3
	C3-110202

	CP-110106
	approved
	29.212
	0567
	1
	Rel-9
	Modification failure of APN-AMBR and Default EPS Bearer QoS
	A
	9.5.0
	C3
	C3-110203

	CP-110106
	approved
	29.212
	0568
	1
	Rel-10
	Modification failure of APN-AMBR and Default EPS Bearer QoS
	A
	10.1.0
	C3
	C3-110204

	CP-110106
	approved
	29.212
	0571
	2
	Rel-10
	M-bit cleared for AVPs related to a supported feature
	A
	10.1.0
	C3
	C3-110442

	CP-110106
	approved
	29.212
	0577
	1
	Rel-8
	Reference to 3GPP2 updated
	F
	8.10.0
	C3
	C3-110205

	CP-110106
	approved
	29.212
	0578
	1
	Rel-9
	Reference to 3GPP2 updated
	A
	9.5.0
	C3
	C3-110206

	CP-110106
	approved
	29.212
	0579
	1
	Rel-10
	Reference to 3GPP2 updated
	A
	10.1.0
	C3
	C3-110207

	CP-110106
	approved
	29.212
	0581
	1
	Rel-8
	Access type for QOS_CHANGE and QOS_CHANGE_EXCEEDING_AUTHORIZATION (R8 29.212)
	F
	8.10.0
	C3
	C3-110333

	CP-110106
	approved
	29.212
	0582
	1
	Rel-8
	Mapping between EPS and Rel-99 QoS parameters
	F
	8.10.0
	C3
	C3-110592

	CP-110106
	approved
	29.212
	0583
	1
	Rel-9
	Mapping between EPS and Rel-99 QoS parameters
	A
	9.5.0
	C3
	C3-110593

	CP-110106
	approved
	29.212
	0584
	1
	Rel-10
	Mapping between EPS and Rel-99 QoS parameters
	A
	10.1.0
	C3
	C3-110594

	CP-110106
	approved
	29.212
	0585
	-
	Rel-8
	M-bit cleared for AVPs related to a supported feature
	F
	8.10.0
	C3
	C3-110440

	CP-110106
	approved
	29.212
	0586
	-
	Rel-9
	M-bit cleared for AVPs related to a supported feature
	A
	9.5.0
	C3
	C3-110441

	CP-110106
	approved
	29.212
	0591
	-
	Rel-8
	TFT-Packet-Filter-Information AVP over Gxx (R8 29.212)
	F
	8.10.0
	C3
	C3-110511

	CP-110106
	approved
	29.212
	0592
	-
	Rel-9
	TFT-Packet-Filter-Information AVP over Gxx (R9 29.212)
	A
	9.5.0
	C3
	C3-110512

	CP-110106
	approved
	29.212
	0593
	-
	Rel-10
	TFT-Packet-Filter-Information AVP over Gxx (R10 29.212)
	A
	10.1.0
	C3
	C3-110513

	CP-110106
	approved
	29.213
	0312
	1
	Rel-8
	Correct the description of Gateway Control session for case 2a
	F
	8.10.0
	C3
	C3-110660

	CP-110106
	approved
	29.213
	0313
	1
	Rel-9
	Correct the description of Gateway Control session for case 2a
	A
	9.5.0
	C3
	C3-110661

	CP-110106
	approved
	29.213
	0314
	1
	Rel-10
	Correct the description of Gateway Control session for case 2a
	A
	10.0.0
	C3
	C3-110596

	CP-110106
	approved
	29.215
	0129
	-
	Rel-8
	Modification failure of APN-AMBR and Default EPS Bearer QoS in romaing case
	F
	8.8.0
	C3
	C3-110148

	CP-110106
	approved
	29.215
	0130
	-
	Rel-9
	Modification failure of APN-AMBR and Default EPS Bearer QoS in romaing case
	A
	9.5.0
	C3
	C3-110149

	CP-110106
	approved
	29.215
	0131
	-
	Rel-10
	Modification failure of APN-AMBR and Default EPS Bearer QoS in romaing case
	A
	10.0.0
	C3
	C3-110150

	CP-110106
	approved
	29.215
	0134
	2
	Rel-10
	Correction to the descriptions of multiple BBERF scenario
	A
	10.0.0
	C3
	C3-110341

	CP-110106
	approved
	29.215
	0138
	-
	Rel-8
	Correction to the descriptions of multiple BBERF scenario
	F
	8.8.0
	C3
	C3-110339

	CP-110106
	approved
	29.215
	0139
	-
	Rel-9
	Correction to the descriptions of multiple BBERF scenario
	A
	9.5.0
	C3
	C3-110340

	CP-110106
	approved
	29.215
	0149
	-
	Rel-8
	The V-PCRF finds the H-PCRF when AF locates in VPLMN (R8 29.215)
	F
	8.8.0
	C3
	C3-110631

	CP-110106
	approved
	29.215
	0150
	-
	Rel-9
	The V-PCRF finds the H-PCRF when AF locates in VPLMN (R9 29.215)
	A
	9.5.0
	C3
	C3-110632

	CP-110106
	approved
	29.215
	0151
	-
	Rel-10
	The V-PCRF finds the H-PCRF when AF locates in VPLMN (R10 29.215)
	A
	10.0.0
	C3
	C3-110633

	CP-110107
	approved
	29.165
	0170
	1
	Rel-8
	Correcting header table in annex A
	F
	8.7.0
	C3
	C3-110244

	CP-110107
	approved
	29.165
	0171
	1
	Rel-9
	Correcting header table in annex A
	A
	9.5.0
	C3
	C3-110245

	CP-110107
	approved
	29.165
	0172
	1
	Rel-10
	Correcting header table in annex A
	A
	10.2.0
	C3
	C3-110246

	CP-110107
	approved
	29.165
	0176
	-
	Rel-8
	Adding MMTel feature tag in clause 12
	F
	8.7.0
	C3
	C3-110066

	CP-110107
	approved
	29.165
	0177
	-
	Rel-9
	Adding MMTel feature tag in clause 12
	A
	9.5.0
	C3
	C3-110067

	CP-110107
	approved
	29.165
	0178
	-
	Rel-10
	Adding MMTel feature tag in clause 12
	A
	10.2.0
	C3
	C3-110068

	CP-110108
	approved
	29.163
	0454
	2
	Rel-8
	CCBS/CCNR correction of SUBSCRIBE request
	F
	8.13.0
	C3
	C3-110348

	CP-110108
	approved
	29.163
	0455
	2
	Rel-9
	CCBS/CCNR correction of SUBSCRIBE request
	A
	9.4.0
	C3
	C3-110349

	CP-110108
	approved
	29.163
	0456
	2
	Rel-10
	CCBS/CCNR correction of SUBSCRIBE request
	A
	10.0.0
	C3
	C3-110350

	CP-110108
	approved
	29.163
	0480
	2
	Rel-8
	CC timer expiry correction
	F
	8.13.0
	C3
	C3-110691

	CP-110108
	approved
	29.163
	0481
	2
	Rel-9
	CC timer expiry correction
	A
	9.4.0
	C3
	C3-110692

	CP-110108
	approved
	29.163
	0482
	3
	Rel-10
	CC timer expiry correction
	A
	10.0.0
	C3
	C3-110748

	CP-110109
	approved
	29.163
	0451
	-
	Rel-8
	IETF Reference Update: RFC 5993
	F
	8.13.0
	C3
	C3-110080

	CP-110109
	approved
	29.163
	0452
	-
	Rel-9
	IETF Reference Update: RFC 5993
	A
	9.4.0
	C3
	C3-110081

	CP-110109
	approved
	29.163
	0453
	-
	Rel-10
	IETF Reference Update: RFC 5993
	A
	10.0.0
	C3
	C3-110082

	CP-110110
	approved
	29.163
	0369
	7
	Rel-8
	Handling of non-E.164 format numbers on NNI
	F
	8.13.0
	C3
	C3-110768

	CP-110110
	approved
	29.163
	0370
	5
	Rel-9
	Handling of non-E.164 format numbers on NNI
	A
	9.4.0
	C3
	C3-110769

	CP-110110
	approved
	29.163
	0465
	2
	Rel-8
	Missing Timer definition for TIR
	F
	8.13.0
	C3
	C3-110345

	CP-110110
	approved
	29.163
	0466
	2
	Rel-9
	Missing Timer definition for TIR
	A
	9.4.0
	C3
	C3-110346

	CP-110110
	approved
	29.163
	0467
	2
	Rel-10
	Missing Timer definition for TIR
	A
	10.0.0
	C3
	C3-110347

	CP-110110
	approved
	29.163
	0477
	1
	Rel-8
	IETF Reference Update
	F
	8.13.0
	C3
	C3-110677

	CP-110110
	approved
	29.163
	0478
	1
	Rel-9
	IETF Reference Update
	A
	9.4.0
	C3
	C3-110678

	CP-110110
	approved
	29.163
	0479
	1
	Rel-10
	IETF Reference Update
	A
	10.0.0
	C3
	C3-110679

	CP-110110
	approved
	29.163
	0487
	1
	Rel-8
	rn parameter mapping
	F
	8.13.0
	C3
	C3-110680

	CP-110110
	approved
	29.163
	0488
	1
	Rel-9
	rn parameter mapping
	A
	9.4.0
	C3
	C3-110681

	CP-110110
	approved
	29.163
	0489
	1
	Rel-10
	rn parameter mapping
	A
	10.0.0
	C3
	C3-110682

	CP-110110
	approved
	29.163
	0503
	1
	Rel-10
	Handling of non-E.164 format numbers on NNI
	A
	10.0.0
	C3
	C3-110770

	CP-110111
	approved
	29.061
	0341
	1
	Rel-9
	MTU size (R9 29.061)
	B
	9.4.0
	C3
	C3-110619

	CP-110111
	approved
	29.061
	0342
	1
	Rel-10
	MTU size (R10 29.061)
	A
	10.1.0
	C3
	C3-110620

	CP-110112
	approved
	29.235
	0084
	-
	Rel-9
	Adding CS-Ix functionalities to Mc-profile
	F
	9.6.0
	C3
	C3-110289

	CP-110113
	approved
	29.165
	0155
	-
	Rel-9
	Correction on Major Capabilities over II-NNI
	F
	9.5.0
	C3
	C3-110038

	CP-110113
	approved
	29.165
	0156
	-
	Rel-10
	Correction on Major Capabilities over II-NNI
	A
	10.2.0
	C3
	C3-110039

	CP-110113
	approved
	29.165
	0157
	1
	Rel-9
	Addition of the Target-Dialog header field to the table of major capabilities and Annex A
	F
	9.5.0
	C3
	C3-110273

	CP-110113
	approved
	29.165
	0158
	1
	Rel-10
	Addition of the Target-Dialog header field to the table of major capabilities and Annex A
	A
	10.2.0
	C3
	C3-110274

	CP-110113
	approved
	29.165
	0159
	2
	Rel-9
	Correcting major capabilities related to trust domain
	F
	9.5.0
	C3
	C3-110351

	CP-110113
	approved
	29.165
	0160
	2
	Rel-10
	Correcting major capabilities related to trust domain
	A
	10.2.0
	C3
	C3-110352

	CP-110113
	approved
	29.165
	0163
	1
	Rel-9
	Reference clause updates
	F
	9.5.0
	C3
	C3-110654

	CP-110113
	approved
	29.165
	0164
	3
	Rel-10
	Reference clause updates
	A
	10.2.0
	C3
	C3-110655

	CP-110113
	approved
	29.165
	0167
	2
	Rel-9
	Updates of the Major capability table
	F
	9.5.0
	C3
	C3-110354

	CP-110113
	approved
	29.165
	0168
	2
	Rel-10
	Updates of the Major capability table
	A
	10.2.0
	C3
	C3-110355

	CP-110113
	approved
	29.165
	0173
	1
	Rel-9
	Reference update: RFC 6086
	F
	9.5.0
	C3
	C3-110280

	CP-110113
	approved
	29.165
	0174
	-
	Rel-10
	Reference update: RFC 6086
	A
	10.2.0
	C3
	C3-110064

	CP-110113
	approved
	29.165
	0193
	1
	Rel-9
	Alignment of INFO support for DTMF transport with TS 24.182
	F
	9.5.0
	C3
	C3-110281

	CP-110113
	approved
	29.165
	0194
	4
	Rel-10
	Alignment of INFO support for DTMF transport with TS 24.182
	A
	10.2.0
	C3
	C3-110399

	CP-110113
	approved
	29.165
	0198
	1
	Rel-9
	Correcting the management of SIP header field relating to trust relationship
	F
	9.5.0
	C3
	C3-110645

	CP-110113
	approved
	29.165
	0199
	1
	Rel-10
	Correcting the management of SIP header field relating to trust relationship
	A
	10.2.0
	C3
	C3-110646

	CP-110113
	approved
	29.165
	0211
	1
	Rel-9
	Updating references in TS29.165
	F
	9.5.0
	C3
	C3-110652

	CP-110113
	approved
	29.165
	0212
	1
	Rel-10
	Updating references in TS29.165
	A
	10.2.0
	C3
	C3-110653

	CP-110113
	approved
	29.165
	0216
	1
	Rel-9
	Removal av draft-patel-dispatch-cpc-oli-parameter from references
	F
	9.5.0
	C3
	C3-110656

	CP-110113
	approved
	29.165
	0217
	3
	Rel-10
	Removal av draft-patel-dispatch-cpc-oli-parameter from references
	A
	10.2.0
	C3
	C3-110766

	CP-110113
	approved
	29.165
	0218
	1
	Rel-9
	Removal of draft-patel-ecrit-sos-parameter
	F
	9.5.0
	C3
	C3-110658

	CP-110113
	approved
	29.165
	0219
	1
	Rel-10
	Removal of draft-patel-ecrit-sos-parameter
	A
	10.2.0
	C3
	C3-110659

	CP-110114
	approved
	29.212
	0552
	4
	Rel-9
	Completion of CSG information reporting
	F
	9.5.0
	C3
	C3-110615

	CP-110114
	approved
	29.212
	0553
	3
	Rel-10
	Completion of CSG information reporting
	A
	10.1.0
	C3
	C3-110616

	CP-110114
	approved
	29.212
	0554
	1
	Rel-9
	Correction of the Event-Trigger AVP enumeration
	F
	9.5.0
	C3
	C3-110210

	CP-110114
	approved
	29.212
	0555
	1
	Rel-10
	Correction of the Event-Trigger AVP enumeration
	A
	10.1.0
	C3
	C3-110211

	CP-110114
	approved
	29.212
	0556
	1
	Rel-9
	Bearer binding function in PCEF
	F
	9.5.0
	C3
	C3-110212

	CP-110114
	approved
	29.212
	0557
	1
	Rel-10
	Bearer binding function in PCEF
	A
	10.1.0
	C3
	C3-110213

	CP-110114
	approved
	29.212
	0594
	1
	Rel-9
	PS-to-CS HO indicator impacts to PCC (R9 29.212)
	B
	9.5.0
	C3
	C3-110597

	CP-110114
	approved
	29.212
	0595
	1
	Rel-10
	PS-to-CS HO indicator impacts to PCC (R10 29.212)
	A
	10.1.0
	C3
	C3-110598

	CP-110114
	approved
	29.212
	0596
	1
	Rel-9
	Correction to the Usage-Monitoring-Report AVP
	F
	9.5.0
	C3
	C3-110617

	CP-110114
	approved
	29.212
	0599
	1
	Rel-10
	Correction to the Usage-Monitoring-Report AVP
	A
	10.1.0
	C3
	C3-110618

	CP-110114
	approved
	29.213
	0300
	3
	Rel-9
	Bearer binding function in GGSN (R9 29.213)
	F
	9.5.0
	C3
	C3-110299

	CP-110114
	approved
	29.213
	0301
	3
	Rel-10
	Bearer binding function in GGSN (R9 29.213)
	A
	10.0.0
	C3
	C3-110300

	CP-110114
	approved
	29.213
	0306
	-
	Rel-10
	Correct the user CSG information reporting related procedures
	A
	10.0.0
	C3
	C3-110545

	CP-110114
	approved
	29.213
	0315
	-
	Rel-9
	Correct the user CSG information reporting related procedures
	F
	9.5.0
	C3
	C3-110544

	CP-110114
	approved
	29.214
	0164
	1
	Rel-9
	Fixing Supported-Feature feature bit definitions
	F
	9.5.0
	C3
	C3-110219

	CP-110114
	approved
	29.214
	0165
	1
	Rel-10
	Fixing Supported-Feature feature bit definitions
	A
	10.1.0
	C3
	C3-110220

	CP-110114
	approved
	29.215
	0143
	1
	Rel-9
	QoS-Rule-Base-Name isnt re-used in S9 interface
	F
	9.5.0
	C3
	C3-110626

	CP-110114
	approved
	29.215
	0144
	2
	Rel-10
	QoS-Rule-Base-Name isnt re-used in S9 interface
	A
	10.0.0
	C3
	C3-110669

	CP-110114
	approved
	29.215
	0145
	-
	Rel-9
	Add the User-CSG-Information AVP in the RAA command
	F
	9.5.0
	C3
	C3-110546

	CP-110115
	approved
	29.311
	0022
	-
	Rel-10
	Minor corrections
	F
	10.2.0
	C3
	C3-110051

	CP-110115
	approved
	29.311
	0023
	-
	Rel-10
	Remove unexplained NOTEs
	F
	10.2.0
	C3
	C3-110052

	CP-110116
	approved
	29.165
	0161
	1
	Rel-10
	RFC 5318 in the Major capability table
	B
	10.2.0
	C3
	C3-110248

	CP-110116
	approved
	29.165
	0162
	2
	Rel-10
	Updating OMA presence requirements
	B
	10.2.0
	C3
	C3-110378

	CP-110116
	approved
	29.165
	0165
	-
	Rel-10
	Introduction of ATCF
	B
	10.2.0
	C3
	C3-110055

	CP-110116
	approved
	29.165
	0166
	2
	Rel-10
	Interoperability of IMS Service Continuity over II-NNI updates
	B
	10.2.0
	C3
	C3-110286

	CP-110116
	approved
	29.165
	0169
	3
	Rel-10
	Adding new header fields Annex A
	F
	10.2.0
	C3
	C3-110379

	CP-110116
	approved
	29.165
	0175
	1
	Rel-10
	Reference points Mi, Mm, Mw and I2
	F
	10.2.0
	C3
	C3-110317

	CP-110116
	approved
	29.165
	0179
	-
	Rel-10
	Minor corrections to 3GPP TS 29.165
	F
	10.2.0
	C3
	C3-110069

	CP-110116
	approved
	29.165
	0180
	-
	Rel-10
	Alignment with 23.228 Ici reference point
	F
	10.2.0
	C3
	C3-110070

	CP-110116
	approved
	29.165
	0181
	1
	Rel-10
	Miscellaneous error corrections to 3GPP TS 29.165
	F
	10.2.0
	C3
	C3-110318

	CP-110116
	approved
	29.165
	0197
	2
	Rel-10
	Addition of normative references for in band DTMF and SDP messages
	F
	10.2.0
	C3
	C3-110380

	CP-110116
	approved
	29.165
	0206
	1
	Rel-10
	Correcting related to references
	F
	10.2.0
	C3
	C3-110607

	CP-110116
	approved
	29.165
	0213
	-
	Rel-10
	Minor correction on reference in table 6.2 of TS 29.165
	F
	10.2.0
	C3
	C3-110435

	CP-110116
	approved
	29.165
	0214
	1
	Rel-10
	Updating references in TS29.16 release 10
	A
	10.2.0
	C3
	C3-110608

	CP-110116
	approved
	29.165
	0234
	-
	Rel-10
	Unification of the words and phrases in clause 12
	F
	10.2.0
	C3
	C3-110533

	CP-110117
	approved
	29.162
	0075
	2
	Rel-10
	OMR
	B
	10.0.0
	C3
	C3-110718

	CP-110117
	approved
	29.165
	0228
	2
	Rel-10
	OMR
	B
	10.2.0
	C3
	C3-110719

	CP-110118
	approved
	29.212
	0560
	1
	Rel-10
	Event triggers for multiple BBERFs in IP flow mobility case (R10 29.212)
	F
	10.1.0
	C3
	C3-110190

	CP-110118
	approved
	29.212
	0569
	2
	Rel-10
	RAT based charging for IFOM
	B
	10.1.0
	C3
	C3-110353

	CP-110118
	approved
	29.212
	0574
	3
	Rel-10
	Identification of BBF against IP flow mobility routing rule
	B
	10.1.0
	C3
	C3-110302

	CP-110118
	approved
	29.212
	0580
	2
	Rel-10
	Overlapping AVP code values
	F
	10.1.0
	C3
	C3-110196

	CP-110118
	approved
	29.212
	0588
	3
	Rel-10
	IFOM feature in Release 10
	B
	10.1.0
	C3
	C3-110744

	CP-110118
	approved
	29.212
	0589
	3
	Rel-10
	Access type for IFOM
	B
	10.1.0
	C3
	C3-110760

	CP-110118
	approved
	29.212
	0590
	2
	Rel-10
	Multiple trigger registration for IFOM
	B
	10.1.0
	C3
	C3-110717

	CP-110118
	approved
	29.213
	0307
	6
	Rel-10
	IFOM message flow
	B
	10.0.0
	C3
	C3-110715

	CP-110118
	approved
	29.215
	0132
	1
	Rel-10
	Usage of the IFOM related AVPs in Subsession-Enforcement-Info
	B
	10.0.0
	C3
	C3-110195

	CP-110118
	approved
	29.215
	0141
	1
	Rel-10
	IFOM feature in Release 10
	B
	10.0.0
	C3
	C3-110714

	CP-110118
	approved
	29.215
	0147
	-
	Rel-10
	Put the subclause 4.5.2.5.3 in the correct place
	F
	10.0.0
	C3
	C3-110551

	CP-110118
	approved
	29.215
	0148
	-
	Rel-10
	Correct the operation on the IP flow mobility rule
	F
	10.0.0
	C3
	C3-110552

	CP-110119
	approved
	29.162
	0076
	2
	Rel-10
	ECN Updates
	B
	10.0.0
	C3
	C3-110720

	CP-110119
	approved
	29.163
	0500
	2
	Rel-10
	ECN Updates
	B
	10.0.0
	C3
	C3-110721

	CP-110119
	approved
	29.213
	0299
	3
	Rel-10
	Clarifying the use of MBR>GBR
	F
	10.0.0
	C3
	C3-110574

	CP-110119
	approved
	29.292
	0030
	1
	Rel-10
	ECN
	B
	9.0.0
	C3
	C3-110644

	CP-110120
	approved
	29.212
	0564
	2
	Rel-10
	S2b GTP addition to Annex D.1
	B
	10.1.0
	C3
	C3-110338

	CP-110120
	approved
	29.212
	0565
	1
	Rel-10
	S2b RAT Type
	B
	10.1.0
	C3
	C3-110225

	CP-110121
	approved
	29.212
	0551
	-
	Rel-10
	Bearer priority handling for EMPS.
	F
	10.1.0
	C3
	C3-110017

	CP-110121
	approved
	29.213
	0297
	-
	Rel-10
	Bearer priority handling for EMPS.
	F
	10.0.0
	C3
	C3-110018

	CP-110121
	approved
	29.213
	0303
	-
	Rel-10
	Update of the gateway control session establishment procedure for eMPS
	B
	10.0.0
	C3
	C3-110155

	CP-110121
	approved
	29.214
	0171
	1
	Rel-10
	Support of MPS over Rx
	F
	10.1.0
	C3
	C3-110624

	CP-110122
	approved
	29.163
	0501
	4
	Rel-10
	Clarification of the interworking of IMS CAT using Gateway model
	F
	10.0.0
	C3
	C3-110764

	CP-110122
	approved
	29.163
	0502
	2
	Rel-10
	CAT supplementary service skeleton
	B
	10.0.0
	C3
	C3-110761

	CP-110123
	approved
	29.162
	0071
	3
	Rel-10
	Add missing E-CSCF to interworking network diagram
	F
	10.0.0
	C3
	C3-110392

	CP-110123
	approved
	29.212
	0573
	1
	Rel-10
	Correction to the AVPs to support xDSL line identification on the Gx
	B
	10.1.0
	C3
	C3-110310

	CP-110123
	approved
	29.215
	0136
	2
	Rel-10
	Usage of the AVPs to support xDSL line identification on the S9 interface
	B
	10.0.0
	C3
	C3-110304

	CP-110124
	approved
	29.215
	0133
	1
	Rel-10
	Applicability of the access network information related AVPs in Subsession-Enforcement-Info
	B
	10.0.0
	C3
	C3-110198

	CP-110124
	approved
	29.215
	0135
	1
	Rel-10
	Resolve the conflict of the access network information at the command level and the subsession level for the MAPCON scenario
	B
	10.0.0
	C3
	C3-110200

	CP-110125
	approved
	29.212
	0561
	2
	Rel-10
	Reporting for sponsored connectivity (R10 29.212)
	B
	10.1.0
	C3
	C3-110228

	CP-110125
	approved
	29.212
	0562
	6
	Rel-10
	Requesting Usage Monitoring Control for sponsored connectivity (R10 29.212)
	F
	10.1.0
	C3
	C3-110584

	CP-110125
	approved
	29.212
	0572
	2
	Rel-10
	Correction to Sponsor-Identity AVP and Application-Service-Provider-Identity AVP(29.212)
	B
	10.1.0
	C3
	C3-110343

	CP-110125
	approved
	29.213
	0304
	-
	Rel-10
	Clarify the usage reporting during the IP-CAN session modification(29.213)
	B
	10.0.0
	C3
	C3-110162

	CP-110125
	approved
	29.213
	0305
	2
	Rel-10
	Offline charging for sponsored data connectivity(29.213)
	B
	10.0.0
	C3
	C3-110344

	CP-110125
	approved
	29.214
	0159
	3
	Rel-10
	Authorization of the sponsored data connectivity(29.214)
	F
	10.1.0
	C3
	C3-110381

	CP-110125
	approved
	29.214
	0161
	4
	Rel-10
	ASP operators information for sponsored data connectivity (R10 29.214)
	B
	10.1.0
	C3
	C3-110587

	CP-110125
	approved
	29.214
	0162
	2
	Rel-10
	Usage for sponsored connectivity (R10 29.214)
	F
	10.1.0
	C3
	C3-110230

	CP-110125
	approved
	29.214
	0167
	1
	Rel-10
	Correction to feature bit for sponsored data connectivity (29.214)
	B
	10.1.0
	C3
	C3-110307

	CP-110125
	approved
	29.214
	0168
	5
	Rel-10
	Correction to the Reporting Usage for Sponsored Data Connectivity (R10 29.214)
	B
	10.1.0
	C3
	C3-110746

	CP-110125
	approved
	29.214
	0173
	-
	Rel-10
	Requesting Usage Monitoring Control for sponsored connectivity (R10 29.214)
	F
	10.1.0
	C3
	C3-110585

	CP-110126
	approved
	29.163
	0472
	5
	Rel-10
	Adding function for supporting early session
	B
	10.0.0
	C3
	C3-110774

	CP-110126
	approved
	29.235
	0085
	2
	Rel-10
	Add the fuction of Interworking for supplementary service CAT
	B
	9.6.0
	C3
	C3-110749

	CP-110127
	approved
	29.163
	0499
	2
	Rel-10
	Alignment of FAX transport with MTSI
	A
	10.0.0
	C3
	C3-110694

	CP-110128
	approved
	29.163
	0497
	4
	Rel-10
	Alignment of Rate Adaptation procedures with TS 26.114 for MTSI.
	F
	10.0.0
	C3
	C3-110754

	CP-110129
	approved
	29.165
	0182
	5
	Rel-10
	New annex for dynamic view of SIP messages
	B
	10.2.0
	C3
	C3-110756

	CP-110129
	approved
	29.165
	0183
	3
	Rel-10
	Summary of notation codes in dynamic view (ACK method)
	B
	10.2.0
	C3
	C3-110725

	CP-110129
	approved
	29.165
	0184
	5
	Rel-10
	Summary of notation codes in dynamic view (BYE method)
	B
	10.2.0
	C3
	C3-110726

	CP-110129
	approved
	29.165
	0185
	3
	Rel-10
	Summary of notation codes in dynamic view (CANCEL method)
	B
	10.2.0
	C3
	C3-110727

	CP-110129
	approved
	29.165
	0186
	5
	Rel-10
	Summary of notation codes in dynamic view (INVITE method)
	B
	10.2.0
	C3
	C3-110728

	CP-110129
	approved
	29.165
	0187
	5
	Rel-10
	Summary of notation codes in dynamic view (MESSAGE method)
	B
	10.2.0
	C3
	C3-110729

	CP-110129
	approved
	29.165
	0188
	5
	Rel-10
	Summary of notation codes in dynamic view (OPTIONS method)
	B
	10.2.0
	C3
	C3-110730

	CP-110129
	approved
	29.165
	0189
	5
	Rel-10
	Summary of notation codes in dynamic view (PRACK method)
	B
	10.2.0
	C3
	C3-110731

	CP-110129
	approved
	29.165
	0190
	5
	Rel-10
	Summary of notation codes in dynamic view (PUBLISH method)
	B
	10.2.0
	C3
	C3-110732

	CP-110129
	approved
	29.165
	0191
	3
	Rel-10
	Summary of notation codes in dynamic view (REGISTER method)
	B
	10.2.0
	C3
	C3-110733

	CP-110129
	approved
	29.165
	0192
	5
	Rel-10
	Summary of notation codes in dynamic view (UPDATE method)
	B
	10.2.0
	C3
	C3-110734

	CP-110129
	approved
	29.165
	0224
	2
	Rel-10
	Summary of notation codes in dynamic view (INFO method)
	B
	10.2.0
	C3
	C3-110735

	CP-110129
	approved
	29.165
	0225
	2
	Rel-10
	Summary of notation codes in dynamic view (NOTIFY method)
	B
	10.2.0
	C3
	C3-110736

	CP-110129
	approved
	29.165
	0226
	2
	Rel-10
	Summary of notation codes in dynamic view (REFER method)
	B
	10.2.0
	C3
	C3-110737

	CP-110129
	approved
	29.165
	0227
	2
	Rel-10
	Summary of notation codes in dynamic view (SUBSCRIBE method)
	B
	10.2.0
	C3
	C3-110738

	CP-110130
	approved
	29.163
	0493
	1
	Rel-10
	Reference update: RFC 6086
	F
	10.0.0
	C3
	C3-110683

	CP-110131
	approved
	29.212
	0597
	2
	Rel-10
	PCRF Failure and Restoration (R10 29.212)
	B
	10.1.0
	C3
	C3-110740

	CP-110131
	approved
	29.213
	0311
	2
	Rel-10
	PCRF Failure and Restoration (R10 29.213)
	B
	10.0.0
	C3
	C3-110739

	CP-110132
	approved
	29.212
	0563
	2
	Rel-10
	Gx request handling (R10 29.212)
	F
	10.1.0
	C3
	C3-110312

	CP-110133
	approved
	29.212
	0587
	1
	Rel-11
	Sd reference point in PCC Architecture
	B
	10.1.0
	C3
	C3-110621

	CP-110133
	approved
	29.212
	0598
	-
	Rel-11
	Introduction of new clauses to support service awareness and privacy policies
	B
	10.1.0
	C3
	C3-110526

	CP-110133
	approved
	29.214
	0170
	1
	Rel-11
	Sd reference point in PCC Architecture
	B
	10.1.0
	C3
	C3-110622

	CP-110133
	approved
	29.215
	0140
	1
	Rel-11
	Sd reference point in PCC Architecture
	B
	10.0.0
	C3
	C3-110623

	CP-110158
	approved
	24.229
	3442
	1
	Rel-7
	Correct P-CSCF handling of requests for emergency services with Route header fields
	F
	7.22.0
	C1
	C1-110564

	CP-110158
	approved
	24.229
	3443
	1
	Rel-8
	Correct P-CSCF handling of requests for emergency services with Route header fields
	A
	8.14.0
	C1
	C1-110565

	CP-110158
	approved
	24.229
	3444
	1
	Rel-9
	Correct P-CSCF handling of requests for emergency services with Route header fields
	A
	9.6.0
	C1
	C1-110566

	CP-110158
	approved
	24.229
	3445
	1
	Rel-10
	Correct P-CSCF handling of requests for emergency services with Route header fields
	A
	10.2.0
	C1
	C1-110567

	CP-110158
	approved
	24.229
	3480
	2
	Rel-7
	Specifying "sos" URI parameter in 24.229
	F
	7.22.0
	C1
	C1-111084

	CP-110158
	approved
	24.229
	3481
	2
	Rel-8
	Specifying "sos" URI parameter in 24.229
	A
	8.14.0
	C1
	C1-111085

	CP-110158
	approved
	24.229
	3482
	2
	Rel-9
	Specifying "sos" URI parameter in 24.229
	A
	9.6.0
	C1
	C1-111086

	CP-110158
	approved
	24.229
	3483
	2
	Rel-10
	Specifying "sos" URI parameter in 24.229
	A
	10.2.0
	C1
	C1-111087

	CP-110159
	approved
	24.229
	3465
	-
	Rel-7
	Reference update: draft-ietf-sipcore-keep
	F
	7.22.0
	C1
	C1-110264

	CP-110159
	approved
	24.229
	3466
	-
	Rel-8
	Reference update: draft-ietf-sipcore-keep
	A
	8.14.0
	C1
	C1-110265

	CP-110159
	approved
	24.229
	3467
	-
	Rel-9
	Reference update: draft-ietf-sipcore-keep
	A
	9.6.0
	C1
	C1-110266

	CP-110159
	approved
	24.229
	3468
	-
	Rel-10
	Reference update: draft-ietf-sipcore-keep
	A
	10.2.0
	C1
	C1-110267

	CP-110159
	approved
	24.229
	3476
	3
	Rel-7
	Removal of reference to CPC and OLI Internet Draft
	F
	7.22.0
	C1
	C1-111326

	CP-110159
	approved
	24.229
	3477
	3
	Rel-8
	Removal of reference CPC and OLI Internet Draft
	A
	8.14.0
	C1
	C1-111327

	CP-110159
	approved
	24.229
	3478
	3
	Rel-9
	Removal of reference CPC and OLI Internet Draft
	A
	9.6.0
	C1
	C1-111328

	CP-110159
	approved
	24.229
	3479
	5
	Rel-10
	Removal of reference CPC and OLI Internet Draft
	A
	10.2.0
	C1
	C1-111329

	CP-110160
	approved
	24.229
	3503
	1
	Rel-6
	MGCF procedure corrections related to SIP preconditions
	F
	6.25.0
	C1
	C1-111255

	CP-110160
	approved
	24.229
	3504
	1
	Rel-7
	MGCF procedure corrections related to SIP preconditions
	A
	7.22.0
	C1
	C1-111256

	CP-110160
	approved
	24.229
	3505
	1
	Rel-8
	MGCF procedure corrections related to SIP preconditions
	A
	8.14.0
	C1
	C1-111257

	CP-110160
	approved
	24.229
	3506
	1
	Rel-9
	MGCF procedure corrections related to SIP preconditions
	A
	9.6.0
	C1
	C1-111258

	CP-110160
	approved
	24.229
	3507
	1
	Rel-10
	MGCF procedure corrections related to SIP preconditions
	A
	10.2.0
	C1
	C1-111259

	CP-110161
	approved
	24.229
	3435
	6
	Rel-10
	Update to IMS registration procedures due to USAT initiated Refresh for ISIM/USIM EFs
	A
	10.2.0
	C1
	C1-111511

	CP-110161
	approved
	24.229
	3527
	1
	Rel-7
	Update to IMS registration procedures due to USAT initiated Refresh for ISIM/USIM Efs
	F
	7.22.0
	C1
	C1-111508

	CP-110161
	approved
	24.229
	3528
	1
	Rel-8
	Update to IMS registration procedures due to USAT initiated Refresh for ISIM/USIM Efs
	A
	8.14.0
	C1
	C1-111509

	CP-110161
	approved
	24.229
	3529
	1
	Rel-9
	Update to IMS registration procedures due to USAT initiated Refresh for ISIM/USIM Efs
	A
	9.6.0
	C1
	C1-111510

	CP-110162
	approved
	24.229
	3502
	1
	Rel-10
	Contact header clarification
	A
	10.2.0
	C1
	C1-111240

	CP-110162
	approved
	24.229
	3524
	-
	Rel-7
	Contact header clarification
	F
	7.22.0
	C1
	C1-111236

	CP-110162
	approved
	24.229
	3525
	-
	Rel-8
	Contact header clarification
	A
	8.14.0
	C1
	C1-111237

	CP-110162
	approved
	24.229
	3526
	-
	Rel-9
	Contact header clarification
	A
	9.6.0
	C1
	C1-111238

	CP-110162
	approved
	24.503
	0090
	-
	Rel-8
	Contact header clarification
	F
	8.9.0
	C1
	C1-111239

	CP-110163
	approved
	24.008
	1754
	1
	Rel-8
	Correction on GPRS attach procedure initiation
	F
	8.12.0
	C1
	C1-111412

	CP-110163
	approved
	24.301
	1019
	2
	Rel-8
	Sending ESM messages together with Service request procedure
	F
	8.8.0
	C1
	C1-111473

	CP-110163
	approved
	24.301
	1020
	3
	Rel-9
	Sending ESM messages together with Service request procedure
	A
	9.5.0
	C1
	C1-111503

	CP-110163
	approved
	24.301
	1021
	2
	Rel-10
	Sending ESM messages together with Service request procedure
	A
	10.1.0
	C1
	C1-111475

	CP-110163
	approved
	24.302
	0137
	4
	Rel-10
	ePDG selection for known VPLMN
	A
	10.2.0
	C1
	C1-111464

	CP-110163
	approved
	24.302
	0143
	2
	Rel-8
	ePDG selection for known VPLMN
	F
	8.7.0
	C1
	C1-111462

	CP-110163
	approved
	24.302
	0144
	2
	Rel-9
	ePDG selection for known VPLMN
	A
	9.4.0
	C1
	C1-111463

	CP-110163
	approved
	24.304
	0003
	-
	Rel-8
	Reference update for MIPv4
	F
	8.1.0
	C1
	C1-110336

	CP-110163
	approved
	24.304
	0004
	-
	Rel-9
	Reference update for MIPv4
	A
	9.1.0
	C1
	C1-110337

	CP-110164
	approved
	24.229
	3430
	1
	Rel-8
	UE initiated deregistration
	F
	8.14.0
	C1
	C1-110579

	CP-110164
	approved
	24.229
	3431
	2
	Rel-9
	UE initiated deregistration
	A
	9.6.0
	C1
	C1-110670

	CP-110164
	approved
	24.229
	3432
	1
	Rel-10
	UE initiated deregistration
	A
	10.2.0
	C1
	C1-110581

	CP-110164
	approved
	24.229
	3459
	1
	Rel-8
	Reference update: draft-ietf-mmusic-ice-tcp
	F
	8.14.0
	C1
	C1-110576

	CP-110164
	approved
	24.229
	3460
	1
	Rel-9
	Reference update: draft-ietf-mmusic-ice-tcp
	A
	9.6.0
	C1
	C1-110577

	CP-110164
	approved
	24.229
	3461
	1
	Rel-10
	Reference update: draft-ietf-mmusic-ice-tcp
	A
	10.2.0
	C1
	C1-110578

	CP-110164
	approved
	24.229
	3462
	1
	Rel-8
	Reference update: RFC 6086
	F
	8.14.0
	C1
	C1-110587

	CP-110164
	approved
	24.229
	3463
	1
	Rel-9
	Reference update: RFC 6086
	A
	9.6.0
	C1
	C1-110588

	CP-110164
	approved
	24.229
	3464
	1
	Rel-10
	Reference update: RFC 6086
	A
	10.2.0
	C1
	C1-110589

	CP-110164
	approved
	24.229
	3469
	3
	Rel-8
	P-CSCF Path SIP URI and IMS flow token correction
	F
	8.14.0
	C1
	C1-111281

	CP-110164
	approved
	24.229
	3470
	3
	Rel-9
	P-CSCF Path SIP URI and IMS flow token correction
	A
	9.6.0
	C1
	C1-111282

	CP-110164
	approved
	24.229
	3471
	3
	Rel-10
	P-CSCF Path SIP URI and IMS flow token correction
	A
	10.2.0
	C1
	C1-111283

	CP-110164
	approved
	24.229
	3487
	-
	Rel-8
	New registration
	F
	8.14.0
	C1
	C1-110840

	CP-110164
	approved
	24.229
	3488
	-
	Rel-9
	New registration
	A
	9.6.0
	C1
	C1-110841

	CP-110164
	approved
	24.229
	3489
	-
	Rel-10
	New registration
	A
	10.2.0
	C1
	C1-110842

	CP-110164
	approved
	24.229
	3493
	1
	Rel-8
	S-CSCF Service-Route SIP URI
	F
	8.14.0
	C1
	C1-111272

	CP-110164
	approved
	24.229
	3494
	1
	Rel-9
	S-CSCF Service-Route SIP URI
	A
	9.6.0
	C1
	C1-111273

	CP-110164
	approved
	24.229
	3495
	1
	Rel-10
	S-CSCF Service-Route SIP URI
	A
	10.2.0
	C1
	C1-111274

	CP-110164
	approved
	24.229
	3499
	1
	Rel-8
	Reference update and procedure correction: 199
	F
	8.14.0
	C1
	C1-111275

	CP-110164
	approved
	24.229
	3500
	1
	Rel-9
	Reference update and procedure correction: 199
	A
	9.6.0
	C1
	C1-111276

	CP-110164
	approved
	24.229
	3501
	1
	Rel-10
	Reference update and procedure correction: 199
	A
	10.2.0
	C1
	C1-111277

	CP-110164
	approved
	24.229
	3508
	-
	Rel-8
	Erroneous row reference in Table A.50A
	F
	8.14.0
	C1
	C1-110998

	CP-110164
	approved
	24.229
	3509
	-
	Rel-9
	Erroneous row reference in Table A.50A
	A
	9.6.0
	C1
	C1-110999

	CP-110164
	approved
	24.229
	3510
	-
	Rel-10
	Erroneous row reference in Table A.50A
	A
	10.2.0
	C1
	C1-111000

	CP-110164
	approved
	24.229
	3512
	1
	Rel-8
	Correction reference
	F
	8.14.0
	C1
	C1-111278

	CP-110164
	approved
	24.229
	3513
	1
	Rel-9
	Correction reference
	A
	9.6.0
	C1
	C1-111279

	CP-110164
	approved
	24.229
	3514
	1
	Rel-10
	Correction reference
	A
	10.2.0
	C1
	C1-111280

	CP-110165
	approved
	24.503
	0089
	1
	Rel-8
	Handling of re-REGISTER for Hosted NAT traversal 
	F
	8.9.0
	C1
	C1-110600

	CP-110165
	approved
	24.504
	0031
	1
	Rel-8
	Reference corrections to CDIV interworking
	F
	8.10.0
	C1
	C1-110604

	CP-110165
	approved
	24.504
	0032
	1
	Rel-8
	Correct reference
	F
	8.10.0
	C1
	C1-111293

	CP-110165
	approved
	24.604
	0056
	2
	Rel-8
	Correct reference
	F
	8.8.0
	C1
	C1-111294

	CP-110165
	approved
	24.604
	0057
	2
	Rel-9
	Correct reference
	A
	9.5.0
	C1
	C1-111295

	CP-110165
	approved
	24.604
	0058
	2
	Rel-10
	Correct reference
	A
	10.0.0
	C1
	C1-111296

	CP-110166
	approved
	24.229
	3451
	2
	Rel-8
	New Reference for Alert-URN
	F
	8.14.0
	C1
	C1-111347

	CP-110166
	approved
	24.229
	3452
	2
	Rel-9
	New Reference for Alert-URN
	A
	9.6.0
	C1
	C1-111348

	CP-110166
	approved
	24.229
	3453
	2
	Rel-10
	New Reference for Alert-URN
	A
	10.2.0
	C1
	C1-111349

	CP-110166
	approved
	24.615
	0028
	2
	Rel-8
	New Reference for Alert-URN
	F
	8.4.0
	C1
	C1-111350

	CP-110166
	approved
	24.615
	0029
	2
	Rel-9
	New Reference for Alert-URN
	A
	9.3.0
	C1
	C1-111351

	CP-110166
	approved
	24.615
	0030
	2
	Rel-10
	New Reference for Alert-URN
	A
	10.0.0
	C1
	C1-111352

	CP-110167
	approved
	24.234
	0074
	1
	Rel-8
	Missing Automatic Network Selection HPLMN Functionality
	F
	8.5.0
	C1
	C1-110450

	CP-110167
	approved
	24.234
	0075
	1
	Rel-9
	Missing Automatic Network Selection HPLMN Functionality
	A
	9.2.0
	C1
	C1-110451

	CP-110167
	approved
	24.234
	0076
	1
	Rel-10
	Missing Automatic Network Selection HPLMN Functionality
	A
	10.0.0
	C1
	C1-110452

	CP-110168
	approved
	24.604
	0053
	1
	Rel-8
	Correct CDIV-TIR interaction
	F
	8.8.0
	C1
	C1-110601

	CP-110168
	approved
	24.604
	0054
	1
	Rel-9
	Correct CDIV-TIR interaction
	A
	9.5.0
	C1
	C1-110602

	CP-110168
	approved
	24.604
	0055
	1
	Rel-10
	Correct CDIV-TIR interaction
	A
	10.0.0
	C1
	C1-110603

	CP-110168
	approved
	24.628
	0019
	-
	Rel-8
	Reference update: 199
	F
	8.3.0
	C1
	C1-110943

	CP-110168
	approved
	24.628
	0020
	-
	Rel-9
	Reference update: 199
	A
	9.2.0
	C1
	C1-110944

	CP-110168
	approved
	24.628
	0021
	1
	Rel-10
	Reference update: 199
	A
	10.1.0
	C1
	C1-111292

	CP-110169
	approved
	24.237
	0430
	2
	Rel-8
	Active media component
	F
	8.7.0
	C1
	C1-111317

	CP-110169
	approved
	24.237
	0431
	2
	Rel-9
	Active media component
	A
	9.5.0
	C1
	C1-111318

	CP-110169
	approved
	24.237
	0432
	2
	Rel-10
	Active media component
	A
	10.1.0
	C1
	C1-111319

	CP-110170
	approved
	24.286
	0005
	-
	Rel-8
	The urn:oma:mo:ext-3gpp-ICS:1.0 registered with OMNA 
	F
	8.0.1
	C1
	C1-110075

	CP-110170
	approved
	24.286
	0006
	-
	Rel-9
	The urn:oma:mo:ext-3gpp-ICS:1.0 registered with OMNA 
	A
	9.1.0
	C1
	C1-110076

	CP-110170
	approved
	24.292
	0180
	2
	Rel-8
	Clarification for the terminating procedure when using MSC server enhanced for ICS
	F
	8.8.0
	C1
	C1-110634

	CP-110170
	approved
	24.292
	0181
	2
	Rel-9
	Clarification for the terminating procedure when using MSC server enhanced for ICS
	A
	9.6.0
	C1
	C1-110635

	CP-110170
	approved
	24.292
	0182
	2
	Rel-10
	Clarification for the terminating procedure when using MSC server enhanced for ICS
	A
	10.2.0
	C1
	C1-110636

	CP-110171
	approved
	24.008
	1745
	-
	Rel-8
	Correction to detection of CSG cell based on CSG ID
	F
	8.12.0
	C1
	C1-110824

	CP-110171
	approved
	24.008
	1746
	-
	Rel-9
	Correction to detection of CSG cell based on CSG ID
	A
	9.5.0
	C1
	C1-110825

	CP-110171
	approved
	24.008
	1747
	-
	Rel-10
	Correction to detection of CSG cell based on CSG ID
	A
	10.1.0
	C1
	C1-110826

	CP-110171
	approved
	24.301
	1016
	-
	Rel-8
	Correction to detection of CSG cell based on CSG ID – 24.301
	F
	8.8.0
	C1
	C1-110949

	CP-110171
	approved
	24.301
	1017
	-
	Rel-9
	Correction to detection of CSG cell based on CSG ID – 24.301
	A
	9.5.0
	C1
	C1-110950

	CP-110171
	approved
	24.301
	1018
	-
	Rel-10
	Correction to detection of CSG cell based on CSG ID – 24.301
	A
	10.1.0
	C1
	C1-110951

	CP-110172
	approved
	24.247
	0053
	-
	Rel-8
	Reference update: draft-ietf-simple-msrp-sessmatch & draft-ietf-simple-msrp-acm
	F
	8.5.0
	C1
	C1-110857

	CP-110172
	approved
	24.247
	0054
	-
	Rel-9
	Reference update: draft-ietf-simple-msrp-sessmatch & draft-ietf-simple-msrp-acm
	A
	9.2.0
	C1
	C1-110858

	CP-110173
	approved
	24.182
	0065
	-
	Rel-9
	Reference update: RFC 6086
	F
	9.6.0
	C1
	C1-110261

	CP-110173
	approved
	24.182
	0066
	-
	Rel-10
	Reference update: RFC 6086
	A
	10.1.0
	C1
	C1-110262

	CP-110174
	approved
	23.009
	0132
	1
	Rel-9
	Correction of handling of AoIP Supported codec list
	F
	9.1.0
	C1
	C1-111180

	CP-110174
	approved
	24.008
	1732
	1
	Rel-9
	SRVCC is supported for an established IMS session in Rel-9.
	F
	9.5.0
	C1
	C1-110461

	CP-110174
	approved
	24.166
	0002
	-
	Rel-9
	The urn:oma:mo:ext-3gpp-conf:1 registered with OMNA 
	F
	9.1.0
	C1
	C1-110074

	CP-110174
	approved
	24.229
	3511
	2
	Rel-9
	Correction of bullet reference(s)
	F
	9.6.0
	C1
	C1-111315

	CP-110174
	approved
	24.292
	0190
	4
	Rel-9
	Inclusion of Network TADs functionality
	F
	9.6.0
	C1
	C1-111353

	CP-110174
	approved
	24.292
	0191
	4
	Rel-10
	Inclusion of Network TADs functionality
	A
	10.2.0
	C1
	C1-111354

	CP-110174
	approved
	24.301
	0979
	1
	Rel-9
	Service request initiation for dual rx 1xCSFB UE
	F
	9.5.0
	C1
	C1-110457

	CP-110174
	approved
	24.301
	0980
	1
	Rel-10
	Service request initiation for dual rx 1xCSFB UE
	A
	10.1.0
	C1
	C1-110458

	CP-110175
	approved
	24.292
	0185
	-
	Rel-9
	Removal of confusing duplicate text for I1.
	F
	9.6.0
	C1
	C1-110163

	CP-110175
	approved
	24.292
	0186
	-
	Rel-10
	Removal of confusing duplicate text for I1.
	A
	10.2.0
	C1
	C1-110164

	CP-110175
	approved
	24.294
	0089
	1
	Rel-9
	State machine correlation corrections
	F
	9.4.0
	C1
	C1-110614

	CP-110175
	approved
	24.294
	0090
	-
	Rel-9
	Clarification of Service control
	F
	9.4.0
	C1
	C1-110162

	CP-110176
	approved
	24.229
	3516
	2
	Rel-9
	Correction to the header field indicating where the request comes from in E-CSCF procedures
	F
	9.6.0
	C1
	C1-111324

	CP-110176
	approved
	24.229
	3517
	2
	Rel-10
	Correction to the header field indicating where the request comes from in E-CSCF procedures
	A
	10.2.0
	C1
	C1-111325

	CP-110177
	approved
	24.292
	0175
	1
	Rel-9
	Record-Rout at SCC AS – MO calls
	F
	9.6.0
	C1
	C1-110608

	CP-110177
	approved
	24.292
	0176
	1
	Rel-10
	Record-Rout at SCC AS – MO calls
	A
	10.2.0
	C1
	C1-110609

	CP-110177
	approved
	24.292
	0177
	-
	Rel-9
	Record-Rout at SCC AS – MT calls
	F
	9.6.0
	C1
	C1-110013

	CP-110177
	approved
	24.292
	0178
	-
	Rel-10
	Record-Rout at SCC AS – MT calls
	A
	10.2.0
	C1
	C1-110014

	CP-110177
	approved
	24.292
	0183
	-
	Rel-9
	Signalling flow correction for the terminating case when using I1 reference point
	F
	9.6.0
	C1
	C1-110147

	CP-110177
	approved
	24.292
	0184
	-
	Rel-10
	Signalling flow correction for the terminating case when using I1 reference point
	A
	10.2.0
	C1
	C1-110148

	CP-110178
	approved
	24.237
	0392
	-
	Rel-9
	Reference update: RFC 6086
	F
	9.5.0
	C1
	C1-110259

	CP-110178
	approved
	24.237
	0393
	-
	Rel-10
	Reference update: RFC 6086
	A
	10.1.0
	C1
	C1-110260

	CP-110178
	approved
	24.237
	0410
	-
	Rel-9
	g.3gpp.mid-call info package description corrected
	F
	9.5.0
	C1
	C1-110292

	CP-110178
	approved
	24.237
	0411
	-
	Rel-10
	g.3gpp.mid-call info package description corrected
	A
	10.1.0
	C1
	C1-110293

	CP-110178
	approved
	24.237
	0425
	3
	Rel-9
	Clarification of MSC server procedures
	F
	9.5.0
	C1
	C1-111332

	CP-110178
	approved
	24.237
	0426
	3
	Rel-10
	Clarification of MSC server procedures
	A
	10.1.0
	C1
	C1-111333

	CP-110180
	approved
	24.183
	0027
	-
	Rel-9
	Reference update: RFC 6086
	F
	9.2.0
	C1
	C1-110263

	CP-110181
	approved
	24.167
	0058
	4
	Rel-10
	MO for providing phone-context parameter
	B
	10.1.0
	C1
	C1-111246

	CP-110181
	approved
	24.167
	0059
	1
	Rel-10
	Removal of Sigcomp disabling
	F
	10.1.0
	C1
	C1-111219

	CP-110181
	approved
	24.229
	3371
	4
	Rel-10
	Sending of location information from LRF to E-CSCF
	F
	10.2.0
	C1
	C1-110671

	CP-110181
	approved
	24.229
	3429
	2
	Rel-10
	Response code in Reason header field
	F
	10.2.0
	C1
	C1-110659

	CP-110181
	approved
	24.229
	3433
	-
	Rel-10
	Other databases
	F
	10.2.0
	C1
	C1-110010

	CP-110181
	approved
	24.229
	3434
	1
	Rel-10
	Clarification of possible triggers for network-initiated reauthentication
	F
	10.2.0
	C1
	C1-110560

	CP-110181
	approved
	24.229
	3486
	2
	Rel-10
	Removal of Sigcomp disabling
	F
	10.2.0
	C1
	C1-111266

	CP-110181
	approved
	24.229
	3491
	1
	Rel-10
	Disabling SigComp by default in E-UTRAN
	F
	10.2.0
	C1
	C1-111221

	CP-110181
	approved
	24.229
	3497
	1
	Rel-10
	Removal of editor’s note: different sets of policies for a user
	F
	10.2.0
	C1
	C1-111235

	CP-110181
	approved
	24.229
	3498
	-
	Rel-10
	Removal of editor’s note: additional policy elements
	F
	10.2.0
	C1
	C1-110939

	CP-110181
	approved
	24.229
	3519
	1
	Rel-10
	Editiorial corrections to S-CSCF registration subclauses
	D
	10.2.0
	C1
	C1-111241

	CP-110181
	approved
	24.229
	3520
	3
	Rel-10
	Clarification of authentication of 380 and 504 responses with multiple registration
	F
	10.2.0
	C1
	C1-111337

	CP-110181
	approved
	24.229
	3521
	1
	Rel-10
	Provision of phone-context parameter value via MO
	B
	10.2.0
	C1
	C1-111245

	CP-110182
	approved
	24.237
	0440
	1
	Rel-10
	Shifting Rel-9 IUT material OUT of TS 24.237
	D
	10.1.0
	C1
	C1-111200

	CP-110183
	approved
	24.008
	1704
	3
	Rel-10
	Corrections to the PDP Context Deactivation
	F
	10.1.0
	C1
	C1-111067

	CP-110183
	approved
	24.008
	1713
	5
	Rel-10
	Notify UE when a HNB provides access to a residential/enterprise IP network
	B
	10.1.0
	C1
	C1-111136

	CP-110183
	approved
	24.008
	1762
	3
	Rel-10
	Restriction on the use of PDN connection for LIPA
	F
	10.1.0
	C1
	C1-111525

	CP-110183
	approved
	24.301
	0965
	1
	Rel-10
	Addition to Combined procedure for PDN disconnection for LIPA 
	B
	10.1.0
	C1
	C1-110462

	CP-110183
	approved
	24.301
	0966
	2
	Rel-10
	Exception for the LIPA PDN disconnection
	F
	10.1.0
	C1
	C1-110786

	CP-110183
	approved
	24.301
	0978
	3
	Rel-10
	Notify UE when a HeNB provides access to a residential/enterprise IP network
	B
	10.1.0
	C1
	C1-110784

	CP-110183
	approved
	24.301
	1015
	2
	Rel-10
	Restriction on the use of PDN connection for LIPA
	F
	10.1.0
	C1
	C1-111488

	CP-110184
	approved
	24.229
	3436
	1
	Rel-10
	Optimal Media Routeing – SDP attribute syntax definition
	B
	10.2.0
	C1
	C1-110558

	CP-110184
	approved
	24.229
	3437
	1
	Rel-10
	Update SDP profile table for Optimal Media Routeing
	B
	10.2.0
	C1
	C1-110559

	CP-110184
	approved
	24.229
	3496
	4
	Rel-10
	Introduction of OMR procedures in AS, MGCF and P-CSCF
	B
	10.2.0
	C1
	C1-111359

	CP-110185
	approved
	24.302
	0139
	4
	Rel-10
	Clarification of Multi-Access Capability Impact for Procedure between UE and ANDSF
	F
	10.2.0
	C1
	C1-111168

	CP-110185
	approved
	24.302
	0146
	1
	Rel-10
	Correction on multiple PDN support for IFOM
	F
	10.2.0
	C1
	C1-111169

	CP-110185
	approved
	24.302
	0147
	-
	Rel-10
	Request of ISRP from UE
	B
	10.2.0
	C1
	C1-110964

	CP-110185
	approved
	24.302
	0148
	1
	Rel-10
	Editor's notes in 24.302
	B
	10.2.0
	C1
	C1-111170

	CP-110185
	approved
	24.303
	0093
	1
	Rel-10
	IFOM capability discovery through ISRP
	B
	10.1.0
	C1
	C1-110496

	CP-110185
	approved
	24.303
	0094
	3
	Rel-10
	IFOM condition for binding acknowledge
	F
	10.1.0
	C1
	C1-111183

	CP-110185
	approved
	24.303
	0095
	-
	Rel-10
	IFOM error condition
	B
	10.1.0
	C1
	C1-110368

	CP-110185
	approved
	24.303
	0096
	1
	Rel-10
	IFOM correction on attach to additional access procedure
	F
	10.1.0
	C1
	C1-110499

	CP-110185
	approved
	24.303
	0098
	1
	Rel-10
	Network-initiated removal of an access
	F
	10.1.0
	C1
	C1-110703

	CP-110185
	approved
	24.303
	0100
	3
	Rel-10
	Revision to Network-initiated Removal of Foreign Link from a PDN Connection
	F
	10.1.0
	C1
	C1-110878

	CP-110185
	approved
	24.303
	0101
	-
	Rel-10
	Modification of UE-initiated Removal of an Access Network from a PDN Connection
	F
	10.1.0
	C1
	C1-110425

	CP-110185
	approved
	24.303
	0102
	1
	Rel-10
	Correction to pointer to TS 24.302 for IFOM procedure
	B
	10.1.0
	C1
	C1-111184

	CP-110185
	approved
	24.303
	0103
	-
	Rel-10
	IFOM extensions for handover
	B
	10.1.0
	C1
	C1-110976

	CP-110185
	approved
	24.303
	0104
	-
	Rel-10
	IFOM capability discovery – PCO usage correction
	B
	10.1.0
	C1
	C1-110977

	CP-110185
	approved
	24.303
	0105
	-
	Rel-10
	Correction on ‘O’ flag
	F
	10.1.0
	C1
	C1-110978

	CP-110185
	approved
	24.303
	0106
	1
	Rel-10
	Protocol type definition for IFOM capability IKE-v2 payload
	B
	10.1.0
	C1
	C1-111185

	CP-110185
	approved
	24.303
	0107
	2
	Rel-10
	Routing of packets for IFOM 
	B
	10.1.0
	C1
	C1-111481

	CP-110185
	approved
	24.303
	0108
	-
	Rel-10
	Removal of editor’s note
	F
	10.1.0
	C1
	C1-110981

	CP-110185
	approved
	24.312
	0050
	3
	Rel-10
	ANDSF MO support for Non-seamless WLAN Offload
	B
	10.1.0
	C1
	C1-111178

	CP-110185
	approved
	24.312
	0051
	2
	Rel-10
	IFOM capability discovery through ISRP – ANDSF
	B
	10.1.0
	C1
	C1-110749

	CP-110185
	approved
	24.312
	0054
	2
	Rel-10
	ISRP trigger
	B
	10.1.0
	C1
	C1-111482

	CP-110185
	approved
	24.312
	0055
	1
	Rel-10
	ISRP XML file
	B
	10.1.0
	C1
	C1-111173

	CP-110185
	approved
	24.312
	0056
	1
	Rel-10
	Usage of ISRP and conflicts resolution
	B
	10.1.0
	C1
	C1-111171

	CP-110185
	approved
	24.312
	0057
	1
	Rel-10
	ISRP - definition of coding for IP parameters ISRP
	B
	10.1.0
	C1
	C1-111174

	CP-110185
	approved
	24.312
	0058
	3
	Rel-10
	ISRP – definition of coding for protcol type
	B
	10.1.0
	C1
	C1-111524

	CP-110185
	approved
	24.312
	0059
	1
	Rel-10
	ISRP – definition of coding for QoS
	B
	10.1.0
	C1
	C1-111177

	CP-110185
	approved
	24.312
	0060
	1
	Rel-10
	Clarification of source and destination IP addresses and port usage
	F
	10.1.0
	C1
	C1-111175

	CP-110185
	approved
	24.327
	0038
	1
	Rel-10
	Network-initiated link removal procedure
	F
	10.0.0
	C1
	C1-110491

	CP-110185
	approved
	24.327
	0039
	1
	Rel-10
	IFOM procedures for multiple foreign links scenario
	B
	10.0.0
	C1
	C1-110700

	CP-110185
	approved
	24.327
	0040
	2
	Rel-10
	IFOM capability discovery for H1
	B
	10.0.0
	C1
	C1-110974

	CP-110185
	approved
	24.327
	0041
	-
	Rel-10
	IFOM attach
	B
	10.0.0
	C1
	C1-110973

	CP-110186
	approved
	27.007
	0280
	1
	Rel-10
	+CAVIMS, availability for voice calls with the IMS
	B
	10.2.0
	C1
	C1-111189

	CP-110187
	approved
	24.229
	3457
	5
	Rel-10
	Explicit Congestion Notification (ECN) for RTP over UDP
	B
	10.2.0
	C1
	C1-111360

	CP-110188
	approved
	27.007
	0274
	1
	Rel-10
	Correction of USAT profile activation
	F
	10.2.0
	C1
	C1-110709

	CP-110188
	approved
	27.007
	0275
	1
	Rel-10
	Detection of currently active SIM or USIM
	B
	10.2.0
	C1
	C1-110727

	CP-110188
	approved
	27.007
	0277
	1
	Rel-10
	Modification of default value for MT profile and write response
	C
	10.2.0
	C1
	C1-110707

	CP-110188
	approved
	27.007
	0278
	1
	Rel-10
	Correction of USAT event response
	F
	10.2.0
	C1
	C1-110708

	CP-110189
	approved
	29.118
	0150
	2
	Rel-10
	Clarification about usage of eMLPP priority IE in SGsAP-PAGING-REQUEST
	B
	10.2.0
	C1
	C1-111465

	CP-110193
	approved
	23.122
	0196
	1
	Rel-10
	UEs configured with long minimum periodic PLMN search time limit
	F
	10.2.0
	C1
	C1-110478

	CP-110193
	approved
	23.122
	0198
	5
	Rel-10
	EAB support
	B
	10.2.0
	C1
	C1-111523

	CP-110193
	approved
	24.008
	1683
	3
	Rel-10
	Handling of periodic RAU timer, mobile reachable timer and MM back-off timer
	F
	10.1.0
	C1
	C1-110745

	CP-110193
	approved
	24.008
	1692
	3
	Rel-10
	Clarification to the handling of timer T3245 
	F
	10.1.0
	C1
	C1-111477

	CP-110193
	approved
	24.008
	1693
	5
	Rel-10
	Handling of secondary PDP context activation procedure in case of APN congestion
	B
	10.1.0
	C1
	C1-111513

	CP-110193
	approved
	24.008
	1705
	2
	Rel-10
	Low priority indication by the MS for the service request procedure
	B
	10.1.0
	C1
	C1-110743

	CP-110193
	approved
	24.008
	1706
	2
	Rel-10
	Integrity protection of periodic updates
	B
	10.1.0
	C1
	C1-110993

	CP-110193
	approved
	24.008
	1710
	1
	Rel-10
	Attach with IMSI Alignment of Terminology
	C
	10.1.0
	C1
	C1-110476

	CP-110193
	approved
	24.008
	1711
	1
	Rel-10
	Specific requirements Alignment of Terminology
	C
	10.1.0
	C1
	C1-110882

	CP-110193
	approved
	24.008
	1712
	1
	Rel-10
	NMO I behavior
	C
	10.1.0
	C1
	C1-110477

	CP-110193
	approved
	24.008
	1717
	3
	Rel-10
	Storage and handling of the NAS signalling low priority indicator
	F
	10.1.0
	C1
	C1-111455

	CP-110193
	approved
	24.008
	1724
	2
	Rel-10
	Completion of introduction of "Low priority" indication in 24.008 CS messages
	B
	10.1.0
	C1
	C1-110781

	CP-110193
	approved
	24.008
	1725
	4
	Rel-10
	Adding NAS signalling priority indication in SM messages
	B
	10.1.0
	C1
	C1-111453

	CP-110193
	approved
	24.008
	1750
	4
	Rel-10
	EAB support
	B
	10.1.0
	C1
	C1-111487

	CP-110193
	approved
	24.008
	1758
	2
	Rel-10
	SM Backoff timer, Editor’s note removal
	F
	10.1.0
	C1
	C1-111479

	CP-110193
	approved
	24.301
	0947
	3
	Rel-10
	Handling of periodic TAU timer, mobile reachable timer and MM back-off timer
	F
	10.1.0
	C1
	C1-110744

	CP-110193
	approved
	24.301
	0954
	3
	Rel-10
	Clarification to the handling of timer T3245
	F
	10.1.0
	C1
	C1-111478

	CP-110193
	approved
	24.301
	0955
	6
	Rel-10
	Handling of dedicated EPS bearer context activation procerdure in case of APN congestion
	B
	10.1.0
	C1
	C1-111512

	CP-110193
	approved
	24.301
	0960
	3
	Rel-10
	Service Type for machine-to-machine communication – 24.301
	B
	10.1.0
	C1
	C1-111521

	CP-110193
	approved
	24.301
	0962
	5
	Rel-10
	Mobility management congestion control and back-off timer
	B
	10.1.0
	C1
	C1-111522

	CP-110193
	approved
	24.301
	0974
	1
	Rel-10
	Attach with IMSI Alignment of Terminology
	C
	10.1.0
	C1
	C1-110475

	CP-110193
	approved
	24.301
	0975
	-
	Rel-10
	Specific requirements Alignment of Terminology
	C
	10.1.0
	C1
	C1-110124

	CP-110193
	approved
	24.301
	0976
	-
	Rel-10
	Extended Periodic Timer Correction
	F
	10.1.0
	C1
	C1-110127

	CP-110193
	approved
	24.301
	0977
	1
	Rel-10
	Attach Attempt Counter
	B
	10.1.0
	C1
	C1-110479

	CP-110193
	approved
	24.301
	0983
	3
	Rel-10
	Storage and handling of the NAS signalling low priority indicator
	F
	10.1.0
	C1
	C1-111454

	CP-110193
	approved
	24.301
	0988
	4
	Rel-10
	Adding NAS signalling priority indication in EPS SM messages
	B
	10.1.0
	C1
	C1-111452

	CP-110193
	approved
	24.301
	1005
	2
	Rel-10
	Clarification to the handling of timer T3496
	F
	10.1.0
	C1
	C1-111411

	CP-110193
	approved
	24.301
	1013
	2
	Rel-10
	ESM Backoff timer, Editor’s note removal
	F
	10.1.0
	C1
	C1-111485

	CP-110194
	approved
	24.008
	1700
	3
	Rel-10
	Mobility management congestion control and back-off timer
	B
	10.1.0
	C1
	C1-111164

	CP-110195
	approved
	24.008
	1691
	3
	Rel-10
	Clarification to the handling of SM cause value 27
	F
	10.1.0
	C1
	C1-110773

	CP-110195
	approved
	24.008
	1696
	2
	Rel-10
	Explicit Signalling Indication During Attach
	F
	10.1.0
	C1
	C1-110821

	CP-110195
	approved
	24.008
	1701
	3
	Rel-10
	Introduce cause value to reflect call rejection due to destinaton feature
	F
	10.1.0
	C1
	C1-111467

	CP-110195
	approved
	24.008
	1715
	-
	Rel-10
	Clarification to SM cause value#31
	F
	10.1.0
	C1
	C1-110174

	CP-110195
	approved
	24.008
	1720
	2
	Rel-10
	Correction on GPRS detach and service request collision
	F
	10.1.0
	C1
	C1-110779

	CP-110195
	approved
	24.008
	1721
	1
	Rel-10
	Correction on MS substate selection
	F
	10.1.0
	C1
	C1-110741

	CP-110195
	approved
	24.008
	1722
	2
	Rel-10
	Correction to reject cause value 48 name
	D
	10.1.0
	C1
	C1-111444

	CP-110195
	approved
	24.008
	1723
	2
	Rel-10
	Correction to Unsuccessful secondary PDP context activation procedure initiated by the MS
	D
	10.1.0
	C1
	C1-111445

	CP-110195
	approved
	24.008
	1726
	1
	Rel-10
	Handling of Location Updating and CS Service Request after CS fallback for mobile originating calls
	C
	10.1.0
	C1
	C1-110733

	CP-110195
	approved
	24.008
	1727
	3
	Rel-10
	Correction of the handling of the P-TMSI type IE
	F
	10.1.0
	C1
	C1-111426

	CP-110195
	approved
	24.008
	1728
	1
	Rel-10
	Maximum Transmission Unit in Protocol configuration options
	B
	10.1.0
	C1
	C1-110731

	CP-110195
	approved
	24.008
	1734
	-
	Rel-10
	EMM state after lower layers failure during RAU when TIN=GUTI
	F
	10.1.0
	C1
	C1-110329

	CP-110195
	approved
	24.008
	1735
	3
	Rel-10
	Stopping T3311 when UE moves to PMM-CONNECTED mode
	F
	10.1.0
	C1
	C1-111529

	CP-110195
	approved
	24.008
	1753
	1
	Rel-10
	Correction on PPAC description to include GPRS Attach procedure
	F
	10.1.0
	C1
	C1-111161

	CP-110195
	approved
	24.008
	1756
	1
	Rel-10
	Radio resource sublayer address TLLI handling
	F
	10.1.0
	C1
	C1-111428

	CP-110195
	approved
	24.008
	1761
	1
	Rel-10
	MS initiated PDP Context Activation without PDP address
	F
	10.1.0
	C1
	C1-111158

	CP-110195
	approved
	24.008
	1763
	-
	Rel-10
	Editorial correction on Congestion level IE definition
	D
	10.1.0
	C1
	C1-110935

	CP-110195
	approved
	24.008
	1766
	-
	Rel-10
	Missing handling of undefined values for MBR and GBR by the MS
	F
	10.1.0
	C1
	C1-110995

	CP-110195
	approved
	24.301
	0944
	4
	Rel-10
	Local Bearer deactivation during CSFB
	F
	10.1.0
	C1
	C1-110762

	CP-110195
	approved
	24.301
	0956
	2
	Rel-10
	Explicit Signalling Indication During Attach
	F
	10.1.0
	C1
	C1-110822

	CP-110195
	approved
	24.301
	0959
	1
	Rel-10
	Reconsidering the UE behavior when it is barred to MO CSFB
	B
	10.1.0
	C1
	C1-110714

	CP-110195
	approved
	24.301
	0967
	1
	Rel-10
	Providing the UE with R99 QoS
	F
	10.1.0
	C1
	C1-110717

	CP-110195
	approved
	24.301
	0969
	1
	Rel-10
	Inter system change to S1-mode with no active PDP Context
	F
	10.1.0
	C1
	C1-110718

	CP-110195
	approved
	24.301
	0970
	-
	Rel-10
	Handling of non-delivered CS SERVICE INDICATION
	F
	10.1.0
	C1
	C1-110111

	CP-110195
	approved
	24.301
	0981
	1
	Rel-10
	Clarification to ESM cause value#31
	F
	10.1.0
	C1
	C1-110738

	CP-110195
	approved
	24.301
	0986
	2
	Rel-10
	Correction on detach and service request collision
	F
	10.1.0
	C1
	C1-110778

	CP-110195
	approved
	24.301
	0987
	1
	Rel-10
	Correction on UE substate selection
	F
	10.1.0
	C1
	C1-110740

	CP-110195
	approved
	24.301
	0989
	3
	Rel-10
	Correction of the handling of the Old GUTI type IE
	F
	10.1.0
	C1
	C1-111427

	CP-110195
	approved
	24.301
	0990
	-
	Rel-10
	T3440 is not started when user plane radio bearers are setup during TAU
	F
	10.1.0
	C1
	C1-110309

	CP-110195
	approved
	24.301
	0994
	-
	Rel-10
	EMM state after lower layers failure during TAU when TIN=P-TMSI
	F
	10.1.0
	C1
	C1-110328

	CP-110195
	approved
	24.301
	0995
	3
	Rel-10
	Stopping T3411 when UE moves to EMM-CONNECTED
	F
	10.1.0
	C1
	C1-111528

	CP-110195
	approved
	24.301
	0997
	1
	Rel-10
	Automatic re-attach following TAU reject or Service Request reject
	F
	10.1.0
	C1
	C1-110734

	CP-110195
	approved
	24.301
	1006
	-
	Rel-10
	Correction to the condition of inclusion of PCO IE in PDN CONNECTIVITY REJECT message
	F
	10.1.0
	C1
	C1-110423

	CP-110195
	approved
	24.301
	1034
	1
	Rel-10
	Verification of dedicated bearer context activation
	F
	10.1.0
	C1
	C1-111471

	CP-110196
	approved
	24.229
	3439
	1
	Rel-10
	Modifications to S-CSCF procedures in support of MPS
	F
	10.2.0
	C1
	C1-110562

	CP-110196
	approved
	24.229
	3440
	1
	Rel-10
	Modifications to P-CSCF and IBCF procedures in support of MPS
	F
	10.2.0
	C1
	C1-110563

	CP-110196
	approved
	24.229
	3450
	-
	Rel-10
	Clarification on P-CSCF behaviour in case of insufficient bandwidth
	F
	10.2.0
	C1
	C1-110180

	CP-110196
	approved
	24.229
	3458
	4
	Rel-10
	Clarify the P-CSCF restoration procedure
	F
	10.2.0
	C1
	C1-111271

	CP-110196
	approved
	24.229
	3474
	1
	Rel-10
	Encoding of PANI for E-UTRAN
	F
	10.2.0
	C1
	C1-110442

	CP-110196
	approved
	24.229
	3475
	3
	Rel-10
	Insertion of “orig” parameter by IBCF
	B
	10.2.0
	C1
	C1-110665

	CP-110196
	approved
	24.229
	3484
	7
	Rel-10
	Example of IMS Registration conditions, taking into account the network operator’s preference for selection of the voice domain
	F
	10.2.0
	C1
	C1-111270

	CP-110196
	approved
	24.237
	0377
	2
	Rel-10
	Remote leg release
	F
	10.1.0
	C1
	C1-110637

	CP-110196
	approved
	24.237
	0379
	2
	Rel-10
	Previously established dialog
	F
	10.1.0
	C1
	C1-110638

	CP-110196
	approved
	24.237
	0381
	1
	Rel-10
	Contact registration
	F
	10.1.0
	C1
	C1-110613

	CP-110196
	approved
	24.237
	0409
	-
	Rel-10
	g.3gpp.access-type media feature tag name corrected
	F
	10.1.0
	C1
	C1-110291

	CP-110196
	approved
	24.237
	0412
	-
	Rel-10
	PS-PS access transfer, accepting terminating early dialog
	C
	10.1.0
	C1
	C1-110294

	CP-110196
	approved
	24.237
	0429
	1
	Rel-10
	PS-PS transfer corrections
	F
	10.1.0
	C1
	C1-111234

	CP-110196
	approved
	24.292
	0179
	2
	Rel-10
	reg-id in Contact
	F
	10.2.0
	C1
	C1-111346

	CP-110196
	approved
	24.292
	0189
	2
	Rel-10
	Inserting of missing feature tag for registration from MSC enhanced for ICS
	F
	10.2.0
	C1
	C1-110647

	CP-110197
	approved
	23.040
	0112
	1
	Rel-10
	MS recovery from SMS memory full situation
	F
	9.3.0
	C1
	C1-111405

	CP-110197
	approved
	24.303
	0109
	2
	Rel-10
	S2c data integrity protection
	B
	10.1.0
	C1
	C1-111496

	CP-110197
	approved
	24.305
	0013
	5
	Rel-10
	IMS parameter preventing establishment of IP-CAN bearer used only for IMS
	F
	9.0.0
	C1
	C1-110782

	CP-110197
	approved
	24.312
	0049
	-
	Rel-10
	XML representation of leaf and node names starting with a digit
	F
	10.1.0
	C1
	C1-110100

	CP-110197
	approved
	27.005
	0007
	-
	Rel-10
	Support of AT commands for SMS
	F
	9.0.0
	C1
	C1-110101

	CP-110197
	approved
	27.007
	0271
	1
	Rel-10
	Enhancement of +CPOS and +CPOSR for LPP, capability request, velocity request, GLONASS and SBAS
	B
	10.2.0
	C1
	C1-110818

	CP-110197
	approved
	27.007
	0272
	-
	Rel-10
	Enhancement and alignment of +CLIP, +CCWA and +CLCC when CLI is not available
	B
	10.2.0
	C1
	C1-110072

	CP-110197
	approved
	27.007
	0273
	1
	Rel-10
	Support of AT commands for voice
	F
	10.2.0
	C1
	C1-110466

	CP-110197
	approved
	27.007
	0279
	2
	Rel-10
	Clarification of relationship between CREG, CEREG and CGREG. Introduction of registration for EPS and non-EPS services for ‘SMS only’ in CREG.
	F
	10.2.0
	C1
	C1-110990

	CP-110197
	approved
	27.007
	0281
	-
	Rel-10
	Addition of registeration status to CREG,CGREG, CEREG command for emergency attached UE
	B
	10.2.0
	C1
	C1-110916

	CP-110197
	approved
	27.007
	0282
	2
	Rel-10
	+CESQ, new AT-command on extended signal quality
	B
	10.2.0
	C1
	C1-111493

	CP-110197
	approved
	29.018
	0073
	1
	Rel-10
	Explicit IMSI detach from GPRS services triggered by PRAU reject
	F
	10.1.0
	C1
	C1-110460

	CP-110197
	approved
	29.018
	0074
	2
	Rel-10
	Implicit detach handling for GPRS and non-GPRS services
	F
	10.1.0
	C1
	C1-111516

	CP-110197
	approved
	29.018
	0075
	-
	Rel-10
	Timer handling in detach response
	F
	10.1.0
	C1
	C1-110930

	CP-110197
	approved
	29.018
	0076
	-
	Rel-10
	Correction on GPRS detach cause
	F
	10.1.0
	C1
	C1-110934

	CP-110197
	approved
	29.018
	0077
	-
	Rel-10
	VLR behavior in Gs NULL state
	F
	10.1.0
	C1
	C1-111029

	CP-110197
	approved
	29.118
	0143
	-
	Rel-10
	Requirement for inclusion of LCS client identity IE in SGsAP-PAGING-REQUEST message
	F
	10.2.0
	C1
	C1-110077

	CP-110197
	approved
	29.118
	0144
	-
	Rel-10
	Correction of handling of call forwarding
	F
	10.2.0
	C1
	C1-110112

	CP-110197
	approved
	29.118
	0145
	3
	Rel-10
	Implicit detach handling for EPS and non-EPS services
	F
	10.2.0
	C1
	C1-111515

	CP-110197
	approved
	29.118
	0148
	1
	Rel-10
	Explicit IMSI detach from EPS services triggered by PTAU reject
	F
	10.2.0
	C1
	C1-110459

	CP-110197
	approved
	29.118
	0149
	2
	Rel-10
	Discarding LSA identity in MM INFORMATION REQUEST message
	F
	10.2.0
	C1
	C1-111443

	CP-110197
	approved
	29.118
	0151
	1
	Rel-10
	Implicit detach procedure in VLR when MME goes detached
	B
	10.2.0
	C1
	C1-111431

	CP-110197
	approved
	29.118
	0153
	-
	Rel-10
	Timer handling in detach response
	F
	10.2.0
	C1
	C1-110929

	CP-110197
	approved
	29.118
	0154
	1
	Rel-10
	Location update trigger correction in SGs-ASSOCIATED state
	F
	10.2.0
	C1
	C1-111441

	CP-110197
	approved
	29.118
	0155
	1
	Rel-10
	Paging accept in SGs NULL state at MME
	F
	10.2.0
	C1
	C1-111442

	CP-110197
	approved
	29.118
	0156
	2
	Rel-10
	VLR behavior in SGs NULL state
	F
	10.2.0
	C1
	C1-111517

	CP-110198
	approved
	24.237
	0383
	2
	Rel-10
	Adding clauce A.18 for eSRVCC signalling flow
	F
	10.1.0
	C1
	C1-110642

	CP-110198
	approved
	24.237
	0414
	2
	Rel-10
	SRVCC enhancement, ATCF access transfer procedures
	C
	10.1.0
	C1
	C1-110643

	CP-110198
	approved
	24.237
	0415
	2
	Rel-10
	SRVCC enhancement, ATCF compliance update
	C
	10.1.0
	C1
	C1-110644

	CP-110198
	approved
	24.237
	0417
	5
	Rel-10
	Format and triggers for SCC AS sending ATU-STI and C-MSISDN to ATCF
	C
	10.1.0
	C1
	C1-111321

	CP-110198
	approved
	24.237
	0418
	5
	Rel-10
	SRVCC enhancement, ATCF call set up procedures
	C
	10.1.0
	C1
	C1-111339

	CP-110198
	approved
	24.237
	0433
	3
	Rel-10
	Transport of ATU-STI and C-MSISDN from SCC AS to ATCF
	C
	10.1.0
	C1
	C1-111320

	CP-110198
	approved
	24.237
	0434
	1
	Rel-10
	SRVCC enhancement, ATCF procedures when no active call exists
	F
	10.1.0
	C1
	C1-111223

	CP-110198
	approved
	24.237
	0435
	2
	Rel-10
	SRVCC enhancements, SCC AS procedure
	C
	10.1.0
	C1
	C1-111308

	CP-110198
	approved
	24.237
	0453
	-
	Rel-10
	Referencing 3GPP TS 23.003 for identity definitions
	F
	10.1.0
	C1
	C1-111101

	CP-110199
	approved
	24.008
	1731
	1
	Rel-10
	Allocation of TI and assignment of CC state to alerting call for SRVCC
	B
	10.1.0
	C1
	C1-110447

	CP-110199
	approved
	24.237
	0382
	1
	Rel-10
	Editor’s note delete for aSRVCC on A.17.1
	F
	10.1.0
	C1
	C1-110543

	CP-110199
	approved
	24.237
	0394
	1
	Rel-10
	STN-SR missing in procedures
	F
	10.1.0
	C1
	C1-110545

	CP-110199
	approved
	24.237
	0395
	2
	Rel-10
	TI assignment for MSC server for srvcc for alerting call
	C
	10.1.0
	C1
	C1-110673

	CP-110199
	approved
	24.237
	0413
	3
	Rel-10
	Alerting SRVCC when another call exists
	C
	10.1.0
	C1
	C1-111226

	CP-110199
	approved
	24.237
	0422
	-
	Rel-10
	Allowing state-and-event-info XML to be used for other applications in future
	B
	10.1.0
	C1
	C1-110317

	CP-110199
	approved
	24.237
	0423
	4
	Rel-10
	Corrections of UE procedures for SRVCC in alerting state
	B
	10.1.0
	C1
	C1-111311

	CP-110199
	approved
	24.237
	0436
	2
	Rel-10
	Indicating support for SRVCC alerting state
	B
	10.1.0
	C1
	C1-111310

	CP-110199
	approved
	24.237
	0455
	2
	Rel-10
	Adding call flow for incoming call in alerting phase with forked responses
	B
	10.1.0
	C1
	C1-111312

	CP-110199
	approved
	24.237
	0456
	2
	Rel-10
	Adding the SCC AS procedure for originating call in alerting phase when forked responses received
	B
	10.1.0
	C1
	C1-111340

	CP-110200
	approved
	24.302
	0141
	2
	Rel-10
	Information of data traffic routing used by MAPCON capable UE
	B
	10.2.0
	C1
	C1-110772

	CP-110200
	approved
	24.302
	0142
	3
	Rel-10
	Abnormal case during the handover procedure
	B
	10.2.0
	C1
	C1-110845

	CP-110200
	approved
	24.302
	0149
	1
	Rel-10
	Clarification on use of ISRP for MAPCON capable UE
	F
	10.2.0
	C1
	C1-111198

	CP-110201
	approved
	24.229
	3441
	1
	Rel-10
	Select E-CSCF upon S-SCSF failure
	B
	10.2.0
	C1
	C1-110557

	CP-110202
	approved
	24.234
	0073
	3
	Rel-10
	Formal definition of WLAN ME files
	B
	10.0.0
	C1
	C1-111492

	CP-110203
	approved
	23.009
	0134
	1
	Rel-10
	Introduction of LCLS functionality in TS 23.009
	B
	9.1.0
	C1
	C1-111484

	CP-110204
	approved
	44.064
	0023
	3
	Rel-10
	Set N(u) for MOCN support
	B
	9.0.0
	C1
	C1-111514

	CP-110206
	approved
	24.008
	1700
	4
	Rel-10
	Mobility management congestion control and back-off timer
	B
	10.1.0
	C1
	-

	CP-110207
	approved
	23.003
	0289
	-
	Rel-10
	Clarfication of decoding of NRI
	F
	10.0.0
	C4
	-

	CP-110208
	approved
	29.275
	0191
	-
	Rel-10
	Clarfication of PCO decoding
	F
	10.0.0
	C4
	-

	CP-110216
	approved
	31.111
	0291
	-
	Rel-9
	Essential corrections to the CSG cell selection status event and command PROVIDE LOCAL INFORMATION related to CSG
	F
	9.4.0
	C6
	-

	CP-110217
	approved
	31.111
	0292
	-
	Rel-10
	Essential corrections to the CSG cell selection status event and command PROVIDE LOCAL INFORMATION related to CSG
	A
	10.1.0
	C6
	-

	CP-110229
	approved
	51.010-4
	0077
	-
	Rel-4
	Correction of Send Short Message test case redundancy
	F
	4.17.0
	C6
	C6-110120

	CP-110230
	approved
	31.124
	0243
	4
	Rel-9
	Introduction ISIM related SMS-PP Data Download tests
	B
	9.4.1
	C6
	C6-110041

	CP-110230
	approved
	31.124
	0244
	6
	Rel-9
	Introduction ISIM related Send Short Message tests
	B
	9.4.1
	C6
	C6-110083

	CP-110231
	approved
	31.124
	0217
	4
	Rel-9
	Addition of Provide Local Information tests for multiple access technologies
	B
	9.4.1
	C6
	C6-110084

	CP-110231
	approved
	31.124
	0245
	2
	Rel-9
	Optimization of SEND SMS test cases
	C
	9.4.1
	C6
	C6-110118

	CP-110231
	approved
	31.124
	0246
	1
	Rel-9
	Optimization of SMS PP Download test case
	C
	9.4.1
	C6
	C6-110119

	CP-110231
	approved
	31.124
	0248
	-
	Rel-9
	Introduction of Polling Off test for E-UTRAN
	B
	9.4.1
	C6
	C6-110114

	CP-110231
	approved
	31.124
	0250
	-
	Rel-9
	Essential correction on BIP TCs for E-UTRAN/EPC
	F
	9.4.1
	C6
	C6-110166

	CP-110232
	approved
	31.121
	0154
	7
	Rel-9
	Introduction of ISIM related SMS tests
	B
	9.4.0
	C6
	C6-110115

	CP-110232
	approved
	31.121
	0155
	-
	Rel-9
	Introduction of ISIM and USIM related SMS reading test
	B
	9.4.0
	C6
	C6-110116

	CP-110234
	approved
	31.133
	0006
	1
	Rel-7
	uicc.isim.access package version update
	F
	7.3.0
	C6
	C6-110065

	CP-110234
	approved
	31.133
	0007
	1
	Rel-8
	uicc.isim.access package version update
	A
	8.1.0
	C6
	C6-110066

	CP-110234
	approved
	31.133
	0008
	1
	Rel-9
	uicc.isim.access package version update
	A
	9.1.0
	C6
	C6-110067

	CP-110235
	approved
	31.101
	0065
	1
	Rel-10
	Introduction of Secure Channel for Relay Nodes
	B
	9.1.1
	C6
	C6-110159

	CP-110235
	approved
	31.102
	0475
	1
	Rel-10
	Procedures for Relay Node USIM
	B
	10.0.0
	C6
	C6-110160

	CP-110236
	approved
	31.102
	0464
	5
	Rel-10
	Introduction of Smart Card Web Server launch functionality
	B
	10.0.0
	C6
	C6-110191

	CP-110238
	approved
	31.111
	0279
	1
	Rel-10
	Introduction of the IARI based Incoming IMS Data event
	B
	10.1.0
	C6
	C6-110155

	CP-110238
	approved
	31.111
	0280
	1
	Rel-10
	Introduction of ME behaviour during a REFRESH of EF_UICCIARI
	B
	10.1.0
	C6
	C6-110156

	CP-110238
	approved
	31.111
	0281
	-
	Rel-10
	Introduction of the IARI based IMS Registration event
	B
	10.1.0
	C6
	C6-110167

	CP-110239
	approved
	31.102
	0467
	1
	Rel-10
	Addition of an EF for USAT facility control
	B
	10.0.0
	C6
	C6-110062

	CP-110239
	approved
	31.111
	0275
	1
	Rel-10
	Rules for multiple entities providing USAT facilities
	B
	10.1.0
	C6
	C6-110063

	CP-110240
	approved
	31.111
	0287
	1
	Rel-7
	Update of reference to ETSI TS 102 223
	F
	7.15.0
	C6
	C6-110185

	CP-110240
	approved
	31.111
	0288
	1
	Rel-8
	Update of reference to ETSI TS 102 223
	F
	8.10.0
	C6
	C6-110186

	CP-110240
	approved
	31.111
	0289
	1
	Rel-9
	Update of reference to ETSI TS 102 223
	F
	9.4.0
	C6
	C6-110187

	CP-110241
	approved
	31.103
	0069
	3
	Rel-8
	Introduction of Data Download via SMS-PP service indication in EF IST
	F
	8.3.0
	C6
	C6-110071

	CP-110241
	approved
	31.103
	0070
	1
	Rel-9
	Introduction of Data Download via SMS-PP service indication in EF IST
	A
	9.1.0
	C6
	C6-110072

	CP-110241
	approved
	31.103
	0071
	1
	Rel-10
	Introduction of Data Download via SMS-PP service indication in EF IST
	A
	10.0.0
	C6
	C6-110073

	CP-110242
	approved
	31.102
	0460
	3
	Rel-9
	CSG lists display Control
	F
	9.5.0
	C6
	C6-110078

	CP-110242
	approved
	31.102
	0471
	-
	Rel-10
	CSG lists display Control
	F
	10.0.0
	C6
	C6-110092

	CP-110243
	approved
	31.111
	0276
	1
	Rel-10
	Addition of Direct Communication Channel for BIP terminal server mode
	C
	10.1.0
	C6
	C6-110080

	CP-110243
	approved
	31.111
	0290
	1
	Rel-10
	Enable Re-assignment of tag values
	C
	10.1.0
	C6
	C6-110193

	CP-110253
	approved
	24.008
	1743
	1
	Rel-9
	Changing “P-TMSI or IMSI” Information Element to “Mobile Identity”
	F
	9.5.0
	C1
	C1-111413

	CP-110253
	approved
	24.008
	1744
	1
	Rel-10
	Changing “P-TMSI or IMSI” Information Element to “Mobile Identity”
	A
	10.1.0
	C1
	C1-111414

	CP-110253
	approved
	24.008
	1764
	1
	Rel-9
	RRC establishment cause for emergency PDP after normal GPRS attach
	F
	9.5.0
	C1
	C1-111422

	CP-110253
	approved
	24.008
	1765
	1
	Rel-10
	RRC establishment cause for emergency PDP after normal GPRS attach
	A
	10.1.0
	C1
	C1-111423

	CP-110253
	approved
	24.301
	1028
	4
	Rel-9
	Clarification to RRC establishment cause when device is attaching for emergency bearer services.
	F
	9.5.0
	C1
	C1-111519

	CP-110253
	approved
	24.301
	1029
	4
	Rel-10
	Clarification to RRC establishment cause when device is attaching for emergency bearer services.
	A
	10.1.0
	C1
	C1-111520

	CP-110254
	approved
	23.205
	0241
	2
	Rel-10
	Introduction of LCLS
	B
	
	C4
	-

	CP-110255
	approved
	29.272
	0354
	2
	Rel-8
	Feature Flags for UE Reachability Notification and State/Location Info Retrieval
	F
	8.9.0
	C4
	-

	CP-110256
	approved
	29.272
	0338
	3
	Rel-9
	Setting of M bit AVP flag
	F
	9.5.0
	C4
	-

	CP-110257
	approved
	29.329
	0168
	2
	Rel-10
	eMPS over Sh
	B
	10.1.0
	C4
	-

	CP-110258
	approved
	29.060
	0785
	6
	Rel-10
	APN-AMBR with NSAPI clarification
	F
	10.0.0
	C4
	C4-110957

	CP-110258
	approved
	29.060
	0803
	1
	Rel-10
	Correcting presence conditions for create PDP context response
	F
	10.0.0
	C4
	C4-110640

	CP-110258
	approved
	29.281
	0037
	2
	Rel-10
	TEID value 0 for GTP-U tunnel
	F
	10.0.0
	C4
	C4-110320

	CP-110258
	approved
	29.281
	0038
	3
	Rel-10
	GTP-U protocol missing information
	F
	10.0.0
	C4
	C4-110391

	CP-110259
	approved
	29.214
	0172
	3
	Rel-10
	Some corrections for sponsored data connectivity
	F
	10.1.0
	C3
	-

	CP-110260
	approved
	29.215
	0146
	1
	Rel-10
	Add the User-CSG-Information AVP in the RAA command
	A
	10.0.0
	C3
	-

	CP-110264
	approved
	31.121
	0153
	3
	Rel-9
	Split of test 8.2.1 for independent verification of correct 'Class 2 SM storage on the USIM' and 'SM memory capacity exceeded handling' support
	C
	9.4.0
	C6
	C6-110196

	CP-110264
	approved
	31.121
	0156
	1
	Rel-9
	Essential correction on TC 5.1.10
	F
	9.4.0
	C6
	C6-110197

	CP-110266
	approved
	29.274
	0903
	2
	Rel-10
	UE Time Zone condition in Modify Bearer Request
	A
	10.1.0
	C4
	-

	CP-110274
	approved
	29.238
	0022
	10
	Rel-10
	ECN Support in Ix Interface
	B
	9.3.0
	C4
	-

	CP-110274
	approved
	29.238
	0022
	10
	Rel-10
	ECN Support in Ix Interface
	B
	9.3.0
	C4
	-

	CP-110275
	approved
	29.333
	0040
	10
	Rel-10
	ECN Support in Mp Interface
	B
	9.0.0
	C4
	-

	CP-110276
	approved
	29.332
	0160
	10
	Rel-10
	ECN Support in Mn Interface
	B
	9.2.0
	C4
	-

	CP-110277
	approved
	29.232
	0630
	10
	Rel-10
	ECN Support in Mc Interface
	B
	9.0.1
	C4
	-

	CP-110278
	approved
	29.334
	0019
	10
	Rel-10
	ECN Support in Iq Interface
	B
	9.3.0
	C4
	-

	CP-110290
	approved
	24.237
	0440
	3
	Rel-10
	Shifting Rel-9 IUT material OUT of TS 24.237
	D
	10.1.0
	C1
	-

	CP-110297
	approved
	31.102
	0472
	3
	Rel-10
	Introduction of the IARI list in the USIM
	B
	10.0.0
	C6
	-

	CP-110298
	approved
	31.111
	0282
	4
	Rel-10
	Introduction the IARI based Open Channel command
	B
	10.1.0
	C6
	-

	CP-110302
	approved
	31.102
	0473
	7
	Rel-10
	Non-Access Stratum (NAS) configuration parameters
	B
	10.0.0
	C6
	-

	CP-110303
	approved
	24.301
	0961
	5
	Rel-10
	Device properties and RRC establishment cause = Delay tolerant – 24.301
	B
	10.1.0
	C1
	C1-111165

	CP-110305
	approved
	24.008
	1699
	3
	Rel-10
	Device properties and RRC establishment cause = Delay tolerant – 24.008
	B
	10.1.0
	C1
	C1-110746

	CP-110306
	approved
	31.103
	0072
	2
	Rel-10
	Introduction of the IARI list in the ISIM
	B
	10.0.0
	C6
	CP-110294

	CP-110309
	approved
	24.229
	3490
	6
	Rel-10
	Inclusion of MEID in the sip.instance of the SIP-Register request
	F
	10.2.0
	C1
	-


Annex C:
Lists of liaisons

C1: Incoming liaison statements

	Tdoc
	Title
	Source
	Source File
	Response

	CP-110018
	Provision of the RRC establishment cause "Delay tolerant"
	TSG CT WG1
	C1-110757
	

	CP-110019
	LS on ANDSF usage for I-WLAN Mobility
	TSG CT WG1
	C1-110759
	

	CP-110020
	LS on the interaction between ISRP and ISMP
	TSG CT WG1
	C1-110760
	

	CP-110021
	LS on Session Management Backoff Timer applicability
	TSG CT WG1
	C1-110783
	

	CP-110022
	LS on PWS security
	TSG CT WG1
	C1-111150
	

	CP-110023
	LS on MTC USIM requirements for Release 10
	TSG CT WG1
	C1-111155
	

	CP-110024
	LS on Relay Node OAM system discovery
	TSG CT WG4
	C4-110420
	

	CP-110025
	Reply LS on Passing Charging characteristics for Inter-RAT Handover
	TSG CT WG4
	C4-110886
	

	CP-110026
	LS on Addressing and Identification on XCAP
	TSG CT WG4
	C4-110961
	

	CP-110027
	LS on LCLS Work Progress Update
	TSG CT WG4
	C4-111014
	

	CP-110028
	Reply LS on CN node selection
	TSG RAN WG2
	R2-110692
	

	CP-110029
	Reply to C1-110757 on Provision of the RRC establishment cause "Delay tolerant"
	TSG RAN WG2
	R2-111726
	

	CP-110030
	Reply LS to CT6 on Hosting Party Module for H(e)NB
	TSG RAN WG3
	R3-110336
	

	CP-110031
	Reply LS on Relay Node OAM System Discovery
	TSG RAN WG3
	R3-110968
	

	CP-110032
	Reply LS on Security for LTE relay nodes
	TSG RAN WG3
	R3-111034
	

	CP-110033
	Reply LS on Discussion on Cell Broadcast Service for MOCN Shared Network 
	TSG SA WG1
	S1-110163
	

	CP-110034
	Reply LS on the interaction between ISRP and ISMP
	TSG SA WG2
	S2-111006
	

	CP-110035
	LS on Mobile Terminating Roaming Forwarding
	TSG SA WG2
	S2-111246
	

	CP-110036
	LS on Security for LTE relay nodes
	TSG SA WG3
	S3-110214
	

	CP-110037
	LS on addition of Transit IOI for IMS Interconnection Charging
	TSG SA WG5
	S5-110497
	

	CP-110038
	Way forward on DVB-NGH and eMBMS convergence
	TSG SA
	SP-100870
	

	CP-110039
	LS on Public Warning System (PWS)
	TSG SA
	SP-100872
	

	CP-110102
	LS out Reply to "Reply LS to 3GPP TSG CT4 on support of ECN"
	TSG CT WG4
	C4-111025
	

	CP-110250
	LS on excessive updates of NAS security context
	TSG CT6
	C6-110184
	

	CP-110251
	Reply LS on Cell Broadcast Service for MOCN Shared Network
	TSG SA WG2
	S2-111272
	

	CP-110252
	Reply LS on Passing Charging characteristics for Inter-RAT Handover
	TSG SA WG5
	S5-111361
	

	CP-110284
	Reply LS (IREG LS_065) to 3GPP CT4 on Addressing and Identification on XCAP
	GSMA IREQ PACKET
	Packet Doc 49_019rev3
	


 C2: Outgoing liaison statements
	Tdoc
	Title
	LS To
	LS Cc
	Attachment

	CP-110282
	3GPP support of Explicit Congestion Notification
	ITU-T Q3/16
	CT4
	CP-110274

	CP-110301
	Reply LS on Addressing and Identification on XCAP
	GSMA IREG Packet, CT4
	GSMA IREG RILTE
	

	CP-110310
	LS on Non-Access Stratum (NAS) configuration parameters for NIMTC
	TSG SA
	CT WG1, CT WG6
	CP-110302


 Annex D:
List of agreed/approved new and revised Work Items

D1: Approved revised Work Items
	Tdoc
	Title
	Source

	CP-110091
	Updated WID for SIPTO
	CT4

	CP-110134
	Optimal Media Routeing
	CT3

	CP-110145
	Revised WID on aSRVCC
	CT1

	CP-110147
	Revised WID on NIMTC
	CT1

	CP-110285
	Revised WID on eIUT
	CT1


 D2: New Approved Work Items

	Tdoc
	Title
	Source

	CP-110092
	EPC Nodes Restoration
	CT4

	CP-110093
	Mobile Terminating Roaming Forwarding
	CT4

	CP-110094
	Core Network impacts for relay nodes
	CT4

	CP-110279
	UICC access to IMS
	CT6

	CP-110287
	EPC Nodes Restoration with ISR
	NTT DOCOMO, NEC

	CP-110288
	New WID on Formulisation of WLAN files
	CT1

	CP-110289
	UICC Application for Hosting Party Module
	CT6


Annex E:
Technical Specifications and Reports

Annex E1:
TS/TR for Information
	Tdoc
	Title
	Source

	CP-110149
	TR 24.826 for information
	CT1


Annex E2:
TS/TR for Approval

	Tdoc
	Title
	Source

	CP-110096
	3GPP TR 23.845 v1.0.0 Study on User Data Convergence (UDC) evolution 
	CT4

	CP-110140
	3GPP TS 29.079 v2.0.0 on Optimal Media Routeing within the IP Multimedia Subsystem
	CT3

	CP-110152
	3GPP TR 24.837 v2.0.0 on IP Multimedia (IM) Core Network (CN) subsystem; inter-UE transfer enhancements; Stage 3
	CT1

	CP-110153
	3GPP TS 24.368 v2.0.0 on Non-Access Stratum (NAS) configuration Management Object (MO)  
	CT1

	CP-110226
	3GPP TR 31.828 v2.0.0 on UICC access to IMS 
	CT6

	CP-110295
	3GPP TS 23.284 v2.0.0 on Local Call Local Switch Stage 2
	CT4

	CP-110299
	3GPP TS 24.235 v1.0.2 on 3GPP System to Wireless Local Area Network (WLAN) Interworking Management Object (MO)
	CT1

	CP-110300
	3GPP TS 24.337 v1.0.1 on IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) inter-UE transfer Stage3
	CT1
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