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That part of CR 362rev1 is considered editorial.
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**********First Change*****************************

4.11.3
User Data Modelling
User Data Modelling refers to the different models that apply to user data convergence: Information Models and Data Models.

An Information Model denotes an abstract, formal representation of entity types, including their properties and relationships, the operations (e.g. read, write…) that can be performed on them, and related rules and constraints. In the information model, entities might have network topology relationship with each other.

In order to accommodate multiple applications and services, existing and new ones, a common baseline information model shall be developed and shall, at minimum, clearly distinguish a number of concepts as entity types:
· -
Subscriber with relation to several users (e.g. a company and its employees), 

· -
A user attached to different subscriptions (e.g. for a private and a professional  service usage) 

· -
A user using multiple devices (e.g. mobiles or fixed) 
· -
Grouping of users to certain categories

· -
A particular user as member of a certain group
· -
Service providers’ services provided by network operators 

-
Enterprise services provided by network operators

The baseline information model shall be future proof. It shall not be tied to any specific implementation of the data base or its interfaces. It shall provide flexibility (in its data structure and content), extensibility and multi-application approach. 

By extensible, it shall be understood that new applications and/or new service profiles can be added by the operator, if necessary. The flexibility shall permit new data for existing applications to be introduced, or modified.
Data Models are practical implementations of the information model, e.g. Tree-like modelling. The common information model shall allow deriving one or more data models. A reference data model shall be standardized for the message exchange over Ud interface [50], in order to enable multivendor interoperability.

Each application shall only interface the UDC for the data it is dealing with, and not be impacted by other data that UDC stores for other applications. It corresponds to the concept of a data view specific to a given application.

An application can allow access by other applications to data for which it is responsible. This can be done under certain constraint customized by operators.

*******************End of Change********************
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