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	In LS R2-112589, there is a question regarding mandatory support of IMS emergency calls for an IMS voice capable UE.  

To address this question, clarifications are made in 10.1.2 on domain selection and in 10.4 that the UE shall support IMS emergency calls in that domain if it supports IMS telephony voice calls. 
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	Clarify that UEs capable of IMS voice are required to support IMS emergency calls. 
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	An IMS voice capable UE may not have the ability to support IMS emergency calls when supported by the serving network and required by serving network policies that include local regulatory requirements.
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START OF CHANGE 1

10.1.2
Domains priority and selection for UE attempts to emergency call

A UE that is connected to a domain in which it is possible for the UE to make voice calls, shall use that domain to make an emergency call unless serving network policy (based on regulatory requirements and operator needs), requires the UE, including an unauthenticated UE, to attempt the emergency call on a specific domain first. 
If the UE is connected to more than one domain in which it is possible for the UE to make voice calls, the UE shall make an emergency call on the same domain it would use to originate a non-emergency voice call unless serving network policy (based on regulatory requirements and operator needs), requires the UE, including an unauthenticated UE, to attempt the emergency call on a specific domain first.
In the case where an emergency call attempt by a UE fails, the UE should automatically make a second attempt on the other domain if the UE supports it.

START OF CHANGE 2
10.4
Emergency calls in the IM CN subsystem

The IM CN subsystem shall support IMS emergency calls. It shall be possible to set up emergency calls initiated by an emergency call number.

If a UE supports IMS Multimedia Telephony service with speech media as specified in TS 22.173[40] via an access network, then it shall also support IMS emergency calls via that access network.  
NOTE:
Other forms of media than speech and GTT-IP[46] for emergency services are for further study. 

An emergency call shall take precedence over any other services a UE may be engaged in, if required by local regulation.

Emergency calls from an unauthenticated UE (as far as the IM CN is concerned) shall be supported by the IM CN subsystem, if required by local regulation.
END CHANGES
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