[3GPP OPs]

additional Response to ITU-R WP5d on the completion of rec. itu-r m.[Imt.rspec]
1. Introduction:

The 3GPP OPs, in addition to their “Response to ITU-R WP 5D on the completion of Rec. ITU-R M.[IMT.RSPEC]”, bring to the attention of ITU-R WP5D some comments related to the CN related specifications list currently included in Annex 1 (specifically section 1.2.2.2) of the draft new Rec. ITU-R M.[IMT.RSPEC].

2. Discussion:

The 3GPP OPs, in response to the liaison statement from ITU-R WP5D [1], have reviewed the overall content of Annex 1 of the draft new Rec. ITU-R M.[IMT.RSPEC], and have identified an editorial amendment in section 1.2.2.2.90. In addition, the 3GPP OPs have also identified two additional Core Network Specifications that could appropriately be added under sections 1.2.2.2.193 and 1.2.2.2.194, respectively. The identified amendments are highlighted with track changes in section 3.
3. Summary of the identified amendments:

[…]
1.2.2.2.90
TS 24.237

IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) service continuity; Stage 3

This specification provides the capability of continuing ongoing communication sessions with multiple media across different access networks. This document provides the protocol details for enabling IMS SC based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access).
[…]

1.2.2.2.192

TS 23.271

Functional stage 2 description of Location Services (LCS)

This document specifies the stage 2 of the Location Services (LCS) feature in UMTS, GSM and EPS (for E-UTRAN), which provides the mechanisms to support mobile location services for operators, subscribers and third party service providers.
1.2.2.2.193

TS 24.337

IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) Inter-UE transfer; Stage 3
The present document provides the protocol details for enabling IMS inter-UE transfer based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP).
1.2.2.2.194

TS 24.368

Non-Access Stratum (NAS) Management Object (MO)
The present document defines a Management Object (MO) that can be used to configure the UE with parameters related to Non-Access Stratum (NAS) functionality.
4. Conclusion:

The 3GPP OPs would like to ask ITU-R WP5D to consider the possible amendments as summarised in Section 3 above.
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