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	1st Modified Section


5.10.3
List of measurements 

This parameter is mandatory if the Job  type is configured for Immediate MDT. This parameter defines the measurements that shall be collected. The parameter is 4 octet long bitmap with the following values in UMTS:

· M1: CPICH RSCP and CPICH Ec/No measurement by UE with Periodic or event 1F as reporting triggers. 

· M2: For 1.28 Mcps TDD, P-CCPCH RSCP and Timeslot ISCP measurement by UE with event 1I as reporting triggers.
· M3: SIR and SIR error (FDD) by NodeB.
· Both M1 and M2
· M1 and M3

· M2 and M3

· M1 and M2 and M3
The parameter can have the following values in LTE:

· M1: RSRP and RSRQ measurement by UE with Periodic, event A2 as reporting triggers

· M2: Power Headroom (PH) measurement by UE
NOTE: Available from MAC layer
· 
· M1 and M2

· 
· 
· 
	LTE

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	
	M2
	M1

	spare

	UMTS

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	M3
	M2
	M1

	spare


	2nd Modified Section


5.10.4
Reporting Trigger

This parameter is mandatory if the list of measurements parameter is configured for M1 and the jobtype is configured for Immediate MDT.

The parameter is one octet long bitmap and can have the following values (detailed definition of the parameter is in 3GPP TS 37.320 [30]):

· Periodical,
· Event A2 for LTE:  
· Event 1F for UMTS, 
· Event 1I for UMTS 1.28 Mcps TDD,

· Periodical and Event A2 for LTE,

· Periodical and Event 1F for UMTS,

· Periodical and Event 1I for UMTS 1.28Mcps TDD
	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	Reserved
	Reserved
	Reserved
	Reserved
	Event 1I for UMTS 1.28 MCPS TDD
	 Event 1F for UMTS 
	Event A2 for LTE
	Periodical


	End of Modified Section
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