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The following CRs, agreed at the SA5#79 and SA5#80 meetings of TSG-SA WG5 are presented to SA#54 for approval:
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	32.251
	0207
	3
	Rel-8
	Add clarification for control plane address used in IP-CAN Bearer charging
	F
	8.13.0
	S5-79
	S5-113270
	Huawei
	CH8
	5.2.1.1, 5.3.1.1

	32.251
	0208
	3
	Rel-9
	Add clarification for control plane address used in IP-CAN Bearer charging
	A
	9.7.0
	S5-79
	S5-113271
	Huawei
	CH8
	5.2.1.1, 5.3.1.1

	32.251
	0209
	3
	Rel-10
	Add clarification for control plane address used in IP-CAN Bearer charging
	A
	10.6.0
	S5-79
	S5-113272
	Huawei
	CH8
	5.2.1.1, 5.3.1.1

	32.251
	0213
	2
	Rel-11
	Add clarification for control plane address used in IP-CAN Bearer charging
	A
	11.0.0
	S5-79
	S5-113273
	Huawei
	CH8
	5.2.1.1, 5.3.1.1

	32.251
	0214
	2
	Rel-8
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	F
	8.13.0
	S5-80
	S5-113854
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	3.1, 6.1.1, 6.1.2, 6.1.3, 6.3.1.2

	32.251
	0215
	1
	Rel-9
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	A
	9.7.0
	S5-80
	S5-113790
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	3.1, 6.1.1, 6.1.2, 6.1.3, 6.3.1.2

	32.251
	0216
	1
	Rel-10
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	A
	10.6.0
	S5-80
	S5-113793
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	3.1, 6.1.1, 6.1.2, 6.1.3, 6.3.1.2

	32.251
	0217
	1
	Rel-11
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	A
	11.0.0
	S5-80
	S5-113796
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	3.1, 6.1.1, 6.1.2, 6.1.3, 6.3.1.2

	32.251
	0218
	-
	Rel-8
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	F
	8.13.0
	S5-80
	S5-113627
	Huawei, Ericsson
	CH8
	6.3.1.2, 6.3.2, 6.3.3, 6.5

	32.251
	0219
	-
	Rel-9
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	A
	9.7.0
	S5-80
	S5-113628
	Huawei, Ericsson
	CH8
	6.3.1.2, 6.3.2, 6.3.3, 6.5

	32.251
	0220
	-
	Rel-10
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	A
	10.6.0
	S5-80
	S5-113629
	Huawei, Ericsson
	CH8
	6.3.1.2, 6.3.2, 6.3.3, 6.5

	32.251
	0221
	-
	Rel-11
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	A
	11.0.0
	S5-80
	S5-113630
	Huawei, Ericsson
	CH8
	6.3.1.2, 6.3.2, 6.3.3, 6.5

	32.298
	0294
	2
	Rel-8
	Correction on RatingGroupId and ResultCode range
	F
	8.12.0
	S5-79
	S5-113249
	Huawei
	CH8
	5.2.2.2

	32.298
	0295
	2
	Rel-9
	Correction on RatingGroupId and ResultCode range
	A
	9.9.0
	S5-79
	S5-113250
	Huawei
	CH8
	5.2.2.2

	32.298
	0296
	2
	Rel-10
	Correction on RatingGroupId and ResultCode range
	A
	10.6.0
	S5-79
	S5-113251
	Huawei
	CH8
	5.2.2.2

	32.298
	0301
	1
	Rel-11
	Correction on RatingGroupId and ResultCode range
	A
	11.0.0
	S5-79
	S5-113252
	Huawei
	CH8
	5.2.2.2

	32.298
	0305
	2
	Rel-8
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	F
	8.12.0
	S5-80
	S5-113855
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	5.1.2.2.13a, 5.1.2.2.53, 5.1.2.2.53a, 5.2.2.2

	32.298
	0306
	1
	Rel-9
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	A
	9.9.0
	S5-80
	S5-113791
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	5.1.2.2.13a, 5.1.2.2.63, 5.1.2.2.64, 5.2.2.2

	32.298
	0307
	1
	Rel-10
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	A
	10.6.0
	S5-80
	S5-113853
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	5.1.2.2.13a, 5.1.2.2.63, 5.1.2.2.64, 5.2.2.2

	32.298
	0308
	1
	Rel-11
	Correction on PDP/PDN Address definition - Alignment with TS 23.401
	A
	11.0.0
	S5-80
	S5-113797
	Nokia Siemens Networks, Deutsche Telekom, Juniper, Huawei, Ericsson
	CH8
	5.1.2.2.13a, 5.1.2.2.63, 5.1.2.2.64, 5.2.2.2

	32.299
	0417
	2
	Rel-8
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	F
	8.15.0
	S5-80
	S5-113856
	Huawei, Ericsson
	CH8
	7.2, 7.2.39B(new), 7.2.124

	32.299
	0418
	2
	Rel-9
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	A
	9.9.0
	S5-80
	S5-113857
	Huawei, Ericsson
	CH8
	7.2, 7.2.57A(new), 7.2.158

	32.299
	0419
	2
	Rel-10
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	A
	10.3.0
	S5-80
	S5-113858
	Huawei, Ericsson
	CH8
	7.2, 7.2.57A(new), 7.2.158

	32.299
	0420
	2
	Rel-11
	Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	A
	11.1.0
	S5-80
	S5-113859
	Huawei, Ericsson
	CH8
	7.2,7.2.57A,7.2.158


