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	When the S-CSCF receives emergency session from P-CSCF, if required, it uses filter criteria to route to AS and forwards the request to an E-CSCF.
But if the S-CSCF receives emergency session from AS which is on behalf of UE to initiate emergency session, the S-CSCF behavoir is not clear, i.e. it uses filter criteria to route to AS and forwards the request to an E-CSCF or just forwards the request to an E-CSCF. 

Such an example is AS initiating an emergency call on behalf an enterprise UE and such call requiring further handling by an AS hosting enterprise services. It proposes S-CSCF invokes AS hosting the service when it receives the emergency call from AS on behalf of UE.
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	The document proposes to clarify the S-CSCF behavior when it receives emergency session from AS. The S-CSCF may use filter criteria to route to AS and forwards the request to an E-CSCF.
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**************** Start of  change *****************

6.2.4
Serving-CSCF

When the S‑CSCF receives an Emergency Registration, the S‑CSCF determine the duration of the registration by checking the value of the Expires header in the received REGISTER request and based on local regulation or operator policy of the serving system.

NOTE 1:
The value of the emergency registration time is subject to local regulation and can be subject to roaming agreements.

When an S-CSCF receives a session initiated by a non-roaming subscriber marked as emergency session from a P-CSCF, the S-CSCF:

-
performs caller authentication in the same way as for any other sessions;

-
if required, uses filter criteria to route to AS;

-
and forwards the request to an E-CSCF.

When an S-CSCF receives a session marked as emergency session from an AS, the S-CSCF:
-
if required, uses filter criteria to route to other ASs;

-
and forwards the request to an E-CSCF.
NOTE 2:
The AS can initiate an emergency request on behalf of a non-roaming user, can convert private network traffic to public network traffic, or can interpret a number in private numbering plan and detect that the request is for emergency session.

**************** End of  change *****************
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