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	1st Modified Section


6.3.1
acknowledgeAlarms (M)

6.3.1.1
Definition

The IRPManager invokes this operation to acknowledge one or more alarms. 
The IRPManager may supply the identifier of the alarm and its perceivedSeverity. The reason for supplying the perceivedSeverity, in addition to the identifier of the alarm, is given in Annex D.
	2nd Modified Section


Annex D (informative):
AcknowledgeAlarms operation scenario
The acknowledgeAlarms operation may optionally include perceivedSeverity as input parameter.

The reason for using perceivedSeverity in the acknowledgeAlarms operation is to avoid an undesirable consequence. An example sequence of events is:

1. IRPAgent AlarmList has alarmId=6 with perceivedSeverity=minor 

2. IRPManager issues getAlarmList 

3. IRPAgent updates alarmId=6 with perceivedSeverity=critical

4. In case IRPAgent have not issued the notifyChangedAlarm in time or in the case IRPManager ignores the notifyChangedAlarm received, for examples… 

5. IRPManager issues acknowledgeAlarms of alarmId=6 with perceivedSeverity=minor

6. IRPAgent rejects acknowledgement, with reason WrongPerceivedSeverity
If the optional perceivedSeverity input parameter was not used in step 5, in step 6 the IRPAgent would have accepted the acknowledgement, with the undesirable consequences:

· IRPManager wrongly concludes that it had acknowledged alarm=6 with perceivedSeverity=minor.
· IRPAgent wrongly concludes that alarmId=6 with perceivedSeverity=critical had been acknowledged.

· Other IRPManagers will see alarmId=6 with perceivedSeverity=critical being acknowledged (and possibly taken care of) by an IRPManager.

	End of Modified Section
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