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First Change

4.15.3
Providing IMS application services in transit network scenarios

When IMS provides transit functionality to other network operators or enterprise networks, the IMS may also provide IMS applications services to the network operator or enterprise network.
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Figure 4.15.3-1: IMS application services reference point for transit network scenarios

The service invocation shall be performed based on local configured invocation criteria that are provided for the specific transit scenario.

The criteria for invocation shall have the possibility to take into account,

-
(served) preceding network,

-
(served) succeeding network, and

-
other additional session information.

NOTE:
The criteria for invocation is intended to be per served interconnected network basis and not per subscriber basis.

Similar to the filter criteria for a user profile, the Transit criteria may have service point triggers based on different information in the request, such as source/destination, SIP method, session case, SIP header, and SIP body. The service invocation procedure shall support suppression/avoidance of conflicting services, multiple invocations of the same service and loopback scenarios.
The IMS application services provided can be classified as:

a)
Originating IMS application services:


In this case the IMS operator provides IMS application services for SIP traffic being received from the served network operator or enterprise network. The application services, appropriate for the received SIP traffic, will be invoked when received from the served network, after which the traffic is routed towards the destination endpoint.

b)
Terminating IMS application services:


In this case the IMS operator provides IMS application services for SIP traffic destined to a served network operator or enterprise network. The application services, appropriate for the received SIP traffic, will be invoked when the served network has been identified as the next network, or when the traffic has been identified as destined to the served network.
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