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Annex E:
List of Change Requests and their status after TSG SA Meeting #54

E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-110806
	22.011
	0185
	1
	8.9.0
	Rel‑8
	H(e)NB emergency call support
	revised
	F
	
	HomeNB

	SP-110870
	22.011
	0185
	1
	8.9.0
	Rel‑8
	H(e)NB emergency call support
	approved
	F
	8.10.0
	HomeNB

	SP-110813
	22.011
	0186
	1
	11.1.0
	Rel‑11
	Applicability of Access Class Barring in a FULL-MOCN configuration
	approved
	F
	11.2.0
	TEI11

	SP-110811
	22.101
	0387
	1
	11.3.0
	Rel‑11
	IMS Multimedia Emergency Session support for UEs in Limited Service Mode
	approved
	F
	11.4.0
	NOVES

	SP-110811
	22.101
	0388
	2
	11.3.0
	Rel‑11
	Correction and removal of inconsistencies to IMS Emergency call when using other media
	approved
	F
	11.4.0
	NOVES

	SP-110811
	22.101
	0390
	2
	11.3.0
	Rel‑11
	Indication of supported media during an IMS multimedia emergency session
	approved
	F
	11.4.0
	NOVES

	SP-110811
	22.101
	0391
	1
	11.3.0
	Rel‑11
	Handover of other media to networks that do not support IMS emergency voice calls
	approved
	F
	11.4.0
	NOVES

	SP-110811
	22.101
	0392
	-
	11.3.0
	Rel‑11
	Media allowed on callback from PSAP
	revised
	F
	
	NOVES

	SP-110873
	22.101
	0392
	1
	11.3.0
	Rel‑11
	Media allowed on callback from PSAP
	approved
	F
	11.4.0
	NOVES

	SP-110811
	22.101
	0393
	-
	11.3.0
	Rel‑11
	Routing IMS multimedia sessions towards the PSAP
	approved
	F
	11.4.0
	NOVES

	SP-110813
	22.101
	0394
	-
	11.3.0
	Rel‑11
	PS additional number
	approved
	B
	11.4.0
	TEI11

	SP-110813
	22.115
	0061
	3
	11.4.0
	Rel‑11
	Clarification of service based charging
	approved
	B
	11.5.0
	TEI11

	SP-110810
	22.146
	0061
	1
	10.0.0
	Rel‑10
	MBMS reception
	approved
	F
	10.1.0
	TEI10

	SP-110810
	22.146
	0062
	1
	11.0.0
	Rel‑11
	MBMS reception
	withdrawn
	A
	11.1.0
	TEI10

	SP-110807
	22.173
	0075
	1
	8.8.0
	Rel‑8
	ACR correction
	approved
	F
	8.9.0
	IMSTSS

	SP-110807
	22.173
	0076
	1
	9.5.0
	Rel‑9
	ACR correction
	approved
	A
	9.6.0
	IMSTSS

	SP-110807
	22.173
	0077
	1
	10.3.0
	Rel‑10
	ACR correction
	approved
	A
	10.4.0
	IMSTSS

	SP-110807
	22.173
	0078
	1
	11.3.0
	Rel‑11
	ACR correction
	approved
	A
	11.4.0
	IMSTSS

	SP-110816
	22.173
	0079
	3
	11.3.0
	Rel‑12
	Blind Call Transfer in MMTel 22.173
	approved
	B
	12.0.0
	TEI12

	SP-110808
	22.220
	0145
	1
	9.7.0
	Rel‑9
	H(e)NB emergency call support
	revised
	F
	
	EHNB

	SP-110871
	22.220
	0145
	2
	9.7.0
	Rel‑9
	H(e)NB emergency call support
	approved
	F
	9.8.0
	EHNB

	SP-110808
	22.220
	0146
	1
	10.7.0
	Rel‑10
	H(e)NB emergency call support
	revised
	A
	
	EHNB

	SP-110871
	22.220
	0146
	2
	10.7.0
	Rel‑10
	H(e)NB emergency call support
	approved
	A
	10.8.0
	EHNB

	SP-110808
	22.220
	0147
	1
	11.3.0
	Rel‑11
	H(e)NB emergency call support
	revised
	A
	
	EHNB

	SP-110871
	22.220
	0147
	2
	11.3.0
	Rel‑11
	H(e)NB emergency call support
	approved
	A
	11.4.0
	EHNB

	SP-110808
	22.220
	0148
	-
	9.7.0
	Rel‑9
	MBMS not supported for HeNB
	approved
	F
	9.8.0
	EHNB

	SP-110808
	22.220
	0149
	1
	11.3.0
	Rel‑11
	MBMS not supported for HeNB
	approved
	A
	11.4.0
	EHNB

	SP-110808
	22.220
	0150
	1
	10.7.0
	Rel‑10
	MBMS not supported for HeNB
	approved
	A
	10.8.0
	EHNB

	SP-110814
	22.228
	0150
	2
	11.4.0
	Rel‑12
	Use Case for IMS-Based Telepresence
	approved
	B
	12.0.0
	IMS_TELEP

	SP-110814
	22.228
	0151
	1
	11.4.0
	Rel‑12
	Requirements for IMS-Based Telepresence
	approved
	B
	12.0.0
	IMS_TELEP

	SP-110814
	22.228
	0154
	1
	11.4.0
	Rel‑12
	IMS-Based Telepresence Definition
	approved
	B
	12.0.0
	IMS_TELEP

	SP-110816
	22.228
	0155
	1
	11.4.0
	Rel‑12
	INIPUI Address Resolution
	approved
	B
	12.0.0
	TEI12

	SP-110810
	22.268
	0018
	1
	10.1.0
	Rel‑10
	Updates on Korean Public Alert System specific requirements
	revised
	F
	
	TEI10

	SP-110872
	22.268
	0018
	2
	10.1.0
	Rel‑10
	Updates on Korean Public Alert System specific requirements
	approved
	F
	10.2.0
	TEI10

	SP-110810
	22.268
	0019
	1
	11.2.0
	Rel‑11
	Updates on Korean Public Alert System specific requirements
	revised
	A
	
	TEI10

	SP-110872
	22.268
	0019
	2
	11.2.0
	Rel‑11
	Updates on Korean Public Alert System specific requirements
	approved
	A
	11.3.0
	TEI10

	SP-110813
	22.268
	0020
	2
	11.2.0
	Rel‑11
	CMAS messages in Multiple Languages
	approved
	C
	11.3.0
	TEI11

	SP-110809
	22.268
	0021
	1
	9.2.1
	Rel‑9
	CMAS Support in E-UTRAN
	approved
	F
	9.3.0
	PWS

	SP-110809
	22.268
	0022
	1
	10.1.0
	Rel‑10
	CMAS Support in E-UTRAN
	approved
	A
	10.2.0
	PWS

	SP-110815
	22.278
	0106
	2
	11.4.0
	Rel‑12
	End User Service Reachability via Non-3GPP Access Technologies
	revised
	B
	
	SMURFs

	SP-110883
	22.278
	0106
	3
	11.4.0
	Rel‑12
	End User Service Reachability via Non-3GPP Access Technologies
	approved
	B
	12.0.0
	SMURFs

	SP-110812
	22.368
	0112
	2
	11.3.0
	Rel‑11
	Modifications to MTC Identifiers
	postponed
	F
	
	SIMTC

	SP-110812
	22.368
	0115
	-
	11.3.0
	Rel‑11
	Inappropriate usage of Network
	postponed
	F
	
	SIMTC


43 CRs (32 approved)

E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-110737
	23.002
	0243
	-
	10.3.0
	Rel‑10
	Adding missing ACTF to IMS entities clause
	approved
	F
	10.4.0
	TEI10

	SP-110737
	23.002
	0244
	-
	11.0.0
	Rel‑11
	Adding missing ACTF to IMS entities clause
	approved
	A
	11.1.0
	TEI10

	SP-110749
	23.060
	1469
	2
	10.5.0
	Rel‑11
	Introducing CSS for VPLMN autonomous CSG roaming
	approved
	B
	11.0.0
	VCSG

	SP-110749
	23.060
	1470
	2
	10.5.0
	Rel‑11
	CSS information storage
	approved
	B
	11.0.0
	VCSG

	SP-110749
	23.060
	1471
	2
	10.5.0
	Rel‑11
	Insert CSG subscriber data procedure in 23.060
	approved
	B
	11.0.0
	VCSG

	SP-110749
	23.060
	1482
	2
	10.5.0
	Rel‑11
	Retrieval of VPLMN CSG subscription information during MM procedures
	approved
	B
	11.0.0
	VCSG

	SP-110734
	23.060
	1502
	2
	10.5.0
	Rel‑10
	Relationship between LIPA permissions and SIPTO permissions
	approved
	F
	10.6.0
	LIPA_SIPTO

	SP-110732
	23.060
	1507
	1
	9.10.0
	Rel‑9
	Pre-Rel‑7 QoS description correction
	approved
	F
	9.11.0
	TEI9

	SP-110732
	23.060
	1508
	1
	10.5.0
	Rel‑10
	Pre-Rel‑7 QoS description correction
	approved
	A
	10.6.0
	TEI9

	SP-110737
	23.060
	1509
	-
	10.5.0
	Rel‑10
	PDP Context Activation of pre-Rel‑7 UEs
	approved
	F
	10.6.0
	TEI10

	SP-110736
	23.060
	1510
	1
	10.5.0
	Rel‑10
	Throttling of Downlink Data Notification Request when ISR is activated
	approved
	F
	10.6.0
	NIMTC

	SP-110732
	23.060
	1514
	1
	10.5.0
	Rel‑10
	Restriction on inter-PLMN handover to a CSG cell
	approved
	A
	10.6.0
	TEI9

	SP-110748
	23.060
	1515
	2
	10.5.0
	Rel‑11
	inter-PLMN handover to a CSG cell based on the associated CSG white lists
	approved
	C
	11.0.0
	TEI11

	SP-110736
	23.060
	1519
	1
	10.5.0
	Rel‑10
	MS initiates detach procedure when MM backoff timer is running
	approved
	F
	10.6.0
	NIMTC

	SP-110736
	23.060
	1520
	2
	10.5.0
	Rel‑10
	APN based Session Management congestion control correction
	approved
	F
	10.6.0
	NIMTC

	SP-110737
	23.060
	1522
	2
	10.5.0
	Rel‑10
	ISR handling at SGSN
	approved
	F
	10.6.0
	TEI10

	SP-110732
	23.060
	1523
	1
	9.10.0
	Rel‑9
	Inter-PLMN Handover to a CSG cell
	approved
	F
	9.11.0
	TEI9

	SP-110736
	23.060
	1537
	1
	10.5.0
	Rel‑10
	Emergency attach when MM back-off timer is running
	approved
	F
	10.6.0
	NIMTC

	SP-110736
	23.060
	1548
	2
	10.5.0
	Rel‑10
	Back-off timer handling in READY or PMM-CONNECTED state
	approved
	F
	10.6.0
	NIMTC

	SP-110732
	23.060
	1562
	2
	9.10.0
	Rel‑9
	Handover to CSG cell with emergency bearer
	approved
	F
	9.11.0
	TEI9

	SP-110732
	23.060
	1563
	2
	10.5.0
	Rel‑10
	Handover to CSG cell with emergency bearer
	approved
	A
	10.6.0
	TEI9

	SP-110729
	23.107
	0169
	3
	8.1.0
	Rel‑8
	QoS mapping
	approved
	F
	8.2.0
	TEI8

	SP-110729
	23.107
	0170
	1
	9.2.0
	Rel‑9
	QoS mapping
	approved
	A
	9.3.0
	TEI8

	SP-110729
	23.107
	0171
	1
	10.1.0
	Rel‑10
	QoS mapping
	approved
	A
	10.2.0
	TEI8

	SP-110740
	23.167
	0192
	1
	11.2.0
	Rel‑11
	Media support during an IMS emergency session
	approved
	B
	11.3.0
	NOVES-IMSESOM

	SP-110730
	23.167
	0195
	1
	9.7.0
	Rel‑9
	Correction of Emergency procedures
	approved
	F
	9.8.0
	IMS_EMER_GPRS_EPS

	SP-110730
	23.167
	0196
	1
	10.4.0
	Rel‑10
	Correction of Emergency procedures
	approved
	A
	10.5.0
	IMS_EMER_GPRS_EPS

	SP-110730
	23.167
	0197
	1
	11.2.0
	Rel‑11
	Correction of Emergency procedures
	approved
	A
	11.3.0
	IMS_EMER_GPRS_EPS

	SP-110737
	23.167
	0200
	1
	10.4.0
	Rel‑10
	Clarification on S-CSCF handling when receiving emergency session from AS.
	approved
	F
	10.5.0
	TEI10

	SP-110737
	23.167
	0201
	1
	11.2.0
	Rel‑11
	Clarification on S-CSCF handling when receiving emergency session from AS.
	approved
	A
	11.3.0
	TEI10

	SP-110733
	23.167
	0202
	4
	9.7.0
	Rel‑9
	Clarifications on non UE detectable emergency call
	revised
	F
	
	TEI9

	SP-110829
	23.167
	0202
	5
	9.7.0
	Rel‑9
	Clarifications on non UE detectable emergency call
	revised
	F
	
	TEI9

	SP-110869
	23.167
	0202
	6
	9.7.0
	Rel‑9
	Clarifications on non UE detectable emergency call
	approved
	F
	9.8.0
	TEI9

	SP-110733
	23.167
	0203
	3
	10.4.0
	Rel‑10
	Clarifications on non UE detectable emergency call
	revised
	A
	
	TEI9

	SP-110829
	23.167
	0203
	4
	10.4.0
	Rel‑10
	Clarifications on non UE detectable emergency call
	revised
	A
	
	TEI9

	SP-110869
	23.167
	0203
	5
	10.4.0
	Rel‑10
	Clarifications on non UE detectable emergency call
	approved
	A
	10.5.0
	TEI9

	SP-110733
	23.167
	0204
	3
	11.2.0
	Rel‑11
	Clarifications on non UE detectable emergency call
	revised
	A
	
	TEI9

	SP-110829
	23.167
	0204
	4
	11.2.0
	Rel‑11
	Clarifications on non UE detectable emergency call
	revised
	A
	
	TEI9

	SP-110869
	23.167
	0204
	5
	11.2.0
	Rel‑11
	Clarifications on non UE detectable emergency call
	approved
	A
	11.3.0
	TEI9

	SP-110740
	23.167
	0205
	2
	11.2.0
	Rel‑11
	Media support on PSAP callback
	approved
	B
	11.3.0
	NOVES-IMSESOM

	SP-110744
	23.203
	0577
	-
	11.3.0
	Rel‑11
	Corrections for SAPP
	approved
	D
	11.4.0
	SAPP

	SP-110744
	23.203
	0578
	2
	11.3.0
	Rel‑11
	Explicit mentioning of some location/access network information event triggers for the subscription by TDF
	approved
	F
	11.4.0
	SAPP

	SP-110741
	23.203
	0584
	1
	11.3.0
	Rel‑11
	Sy policy counter reporting scope clarification
	approved
	F
	11.4.0
	QoS_SSL

	SP-110743
	23.203
	0587
	-
	11.3.0
	Rel‑11
	Clarification on BBAI related Annex P.7
	approved
	F
	11.4.0
	BBAI

	SP-110733
	23.203
	0590
	1
	11.3.0
	Rel‑11
	Removal of Service Data Flow Based Credit Control Function from PCC Architecture
	approved
	A
	11.4.0
	TEI9

	SP-110733
	23.203
	0591
	1
	10.4.0
	Rel‑10
	Removal of Service Data Flow Based Credit Control Function from PCC Architecture
	approved
	A
	10.5.0
	TEI9

	SP-110733
	23.203
	0592
	1
	9.9.0
	Rel‑9
	Removal of Service Data Flow Based Credit Control Function from PCC Architecture
	approved
	F
	9.10.0
	TEI9

	SP-110743
	23.203
	0606
	1
	11.3.0
	Rel‑11
	IPv6 address support by BBAI
	approved
	F
	11.4.0
	BBAI

	SP-110737
	23.203
	0608
	-
	10.4.0
	Rel‑10
	Clarification of SGSN change report
	approved
	F
	10.5.0
	TEI10

	SP-110745
	23.216
	0223
	2
	11.2.0
	Rel‑11
	vSRVCC Cleanup
	approved
	F
	11.3.0
	vSRVCC

	SP-110745
	23.216
	0224
	1
	11.2.0
	Rel‑11
	Clarification of vSRVCC capability indicator handling
	approved
	F
	11.3.0
	vSRVCC

	SP-110745
	23.216
	0225
	2
	11.2.0
	Rel‑11
	Clarification of the vSRVCC indicator handling in the PCRF
	approved
	F
	11.3.0
	vSRVCC

	SP-110745
	23.216
	0226
	1
	11.2.0
	Rel‑11
	Correction of the wrong usage of the PS-to-CS handover indicator
	approved
	F
	11.3.0
	vSRVCC

	SP-110745
	23.216
	0233
	-
	11.2.0
	Rel‑11
	Clarification on codec negotiation of vSRVCC UE
	approved
	F
	11.3.0
	vSRVCC

	SP-110747
	23.216
	0235
	2
	11.2.0
	Rel‑11
	Introduction of SRVCC from CS to PS
	approved
	B
	11.3.0
	rSRVCC

	SP-110745
	23.216
	0236
	2
	11.2.0
	Rel‑11
	Remove impacts of vSRVCC in E-UTRAN
	approved
	F
	11.3.0
	vSRVCC

	SP-110737
	23.216
	0239
	-
	10.1.0
	Rel‑10
	Correction of roaming procedures for ICS
	approved
	F
	10.2.0
	TEI10

	SP-110737
	23.216
	0240
	-
	11.2.0
	Rel‑11
	Correction of roaming procedures for ICS
	approved
	A
	11.3.0
	TEI10

	SP-110742
	23.221
	0132
	7
	10.0.0
	Rel‑11
	Normative documentation for SIMTC and IP addressing
	approved
	B
	11.0.0
	SIMTC-Reach

	SP-110748
	23.221
	0133
	1
	10.0.0
	Rel‑11
	Clarification on T-ADS behaviour
	approved
	C
	11.0.0
	TEI11

	SP-110737
	23.221
	0134
	2
	10.0.0
	Rel‑10
	Update of Domain Selection
	approved
	B
	10.1.0
	TEI10

	SP-110737
	23.228
	0991
	1
	10.6.0
	Rel‑10
	IMS-ALG/IMS-AGW ECN support update
	approved
	F
	10.7.0
	TEI10

	SP-110737
	23.228
	0992
	1
	11.2.0
	Rel‑11
	IMS-ALG/IMS-AGW ECN support update
	approved
	A
	11.3.0
	TEI10

	SP-110739
	23.228
	0995
	2
	11.2.0
	Rel‑11
	IPXS Further elaboration on invocation criteria
	approved
	F
	11.3.0
	IPXS

	SP-110739
	23.228
	0996
	1
	11.2.0
	Rel‑11
	Terminology cleanup of IPXS
	approved
	F
	11.3.0
	IPXS

	SP-110748
	23.228
	0998
	2
	11.2.0
	Rel‑11
	ICSI requirement correction
	approved
	F
	11.3.0
	TEI11

	SP-110750
	23.228
	0999
	1
	11.2.0
	Rel‑11
	Roaming Architecture for Voice over IMS with Local Breakout
	approved
	B
	11.3.0
	RAVEL

	SP-110745
	23.237
	0404
	1
	11.2.0
	Rel‑11
	Clarification of predefined codecs and PS to CS transfer of speech and video
	approved
	F
	11.3.0
	vSRVCC

	SP-110745
	23.237
	0405
	-
	11.2.0
	Rel‑11
	Clarification of PS to CS transfer of speech and video in case of vSRVCC
	approved
	F
	11.3.0
	vSRVCC

	SP-110747
	23.237
	0407
	2
	11.2.0
	Rel‑11
	Introduction of SRVCC from CS to PS
	approved
	B
	11.3.0
	rSRVCC

	SP-110740
	23.237
	0411
	1
	11.2.0
	Rel‑11
	Clarification of emergency for SRVCC when using non-voice media
	approved
	B
	11.3.0
	NOVES-IMSESOM

	SP-110737
	23.237
	0412
	1
	10.7.0
	Rel‑10
	Source access leg release for IMS emergency sessions
	approved
	F
	10.8.0
	TEI10

	SP-110737
	23.237
	0413
	1
	11.2.0
	Rel‑11
	Source access leg release for IMS emergency sessions
	approved
	A
	11.3.0
	TEI10

	SP-110737
	23.237
	0414
	1
	10.7.0
	Rel‑10
	Update on interface reference between ATCF and ATGW
	approved
	F
	10.8.0
	TEI10

	SP-110737
	23.237
	0415
	2
	11.2.0
	Rel‑11
	Update on interface reference between ATCF and ATGW and reference index alignment
	approved
	A
	11.3.0
	TEI10

	SP-110748
	23.237
	0417
	2
	11.2.0
	Rel‑11
	Requirements for IUT remote end privacy preferences
	approved
	B
	11.3.0
	TEI11

	SP-110748
	23.237
	0418
	1
	11.2.0
	Rel‑11
	Clarification of the Source Access Leg Release procedure
	approved
	F
	11.3.0
	TEI11

	SP-110738
	23.246
	0268
	2
	10.1.0
	Rel‑10
	MBMS corrections (ARP usage, GBR for MBMS bearer service, etc.)
	approved
	F
	10.2.0
	TEI10

	SP-110748
	23.246
	0269
	4
	10.1.0
	Rel‑11
	MBMS data transfer time
	approved
	C
	11.0.0
	TEI11

	SP-110731
	23.246
	0270
	-
	9.5.0
	Rel‑9
	MBMS correction for service area filtering in MME
	approved
	F
	9.6.0
	MBMS_EPS

	SP-110738
	23.272
	0706
	4
	10.5.0
	Rel‑10
	Handling of SGs paging in VLR and MME failure cases
	approved
	F
	10.6.0
	TEI10

	SP-110738
	23.272
	0709
	2
	10.5.0
	Rel‑10
	VLR SGs paging retry
	approved
	F
	10.6.0
	TEI10

	SP-110738
	23.272
	0710
	3
	10.5.0
	Rel‑10
	Fast Return after CSFB
	approved
	F
	10.6.0
	TEI10

	SP-110733
	23.272
	0713
	1
	9.9.0
	Rel‑9
	Correction of CSFB Paging procedure in MME
	approved
	F
	9.10.0
	TEI9

	SP-110733
	23.272
	0714
	1
	10.5.0
	Rel‑10
	Correction of CSFB Paging procedure in MME
	approved
	A
	10.6.0
	TEI9

	SP-110733
	23.272
	0716
	2
	9.9.0
	Rel‑9
	Separate LAU and RAU procedures in CS fallback procedure
	approved
	F
	9.10.0
	TEI9

	SP-110733
	23.272
	0717
	2
	10.5.0
	Rel‑10
	Separate LAU and RAU procedures in CS fallback procedure
	approved
	A
	10.6.0
	TEI9

	SP-110738
	23.292
	0175
	2
	10.3.0
	Rel‑10
	CR for Terminated Case of Video Call Domain Selection
	approved
	F
	10.4.0
	TEI10

	SP-110738
	23.292
	0176
	1
	10.3.0
	Rel‑10
	Correction of roaming procedures for ICS
	approved
	F
	10.4.0
	TEI10

	SP-110738
	23.292
	0177
	1
	11.0.0
	Rel‑11
	Correction of roaming procedures for ICS
	approved
	A
	11.1.0
	TEI10

	SP-110748
	23.292
	0178
	1
	11.0.0
	Rel‑11
	Support for Completion of Communication Services
	approved
	F
	11.1.0
	TEI11

	SP-110738
	23.292
	0179
	1
	10.3.0
	Rel‑10
	Communication Waiting correction for ICS
	approved
	F
	10.4.0
	TEI10

	SP-110738
	23.292
	0180
	1
	11.0.0
	Rel‑11
	Communication Waiting correction for ICS
	approved
	A
	11.1.0
	TEI10

	SP-110738
	23.292
	0182
	-
	11.0.0
	Rel‑11
	CR for Terminated Case of Video Call Domain Selection
	approved
	A
	11.1.0
	TEI10

	SP-110738
	23.292
	0183
	-
	10.3.0
	Rel‑10
	ICS and usage of Sh for CSRN fetching
	approved
	F
	10.4.0
	TEI10

	SP-110738
	23.292
	0184
	-
	11.0.0
	Rel‑11
	ICS and usage of Sh for CSRN fetching
	approved
	A
	11.1.0
	TEI10

	SP-110749
	23.401
	2142
	2
	10.5.0
	Rel‑11
	Introducing CSS for VPLMN autonomous CSG roaming
	approved
	B
	11.0.0
	VCSG

	SP-110749
	23.401
	2143
	2
	10.5.0
	Rel‑11
	CSS information storage
	approved
	B
	11.0.0
	VCSG

	SP-110749
	23.401
	2149
	2
	10.5.0
	Rel‑11
	Retrieving CSG subscription information from CSS
	approved
	B
	11.0.0
	VCSG

	SP-110749
	23.401
	2150
	2
	10.5.0
	Rel‑11
	Insert CSG subscriber data
	approved
	B
	11.0.0
	VCSG

	SP-110734
	23.401
	2170
	2
	10.5.0
	Rel‑10
	Relationship between LIPA permissions and SIPTO permissions
	approved
	F
	10.6.0
	LIPA_SIPTO

	SP-110736
	23.401
	2177
	1
	10.5.0
	Rel‑10
	Throttling of Downlink Data Notification Request when ISR is activated
	approved
	F
	10.6.0
	NIMTC

	SP-110732
	23.401
	2181
	1
	10.5.0
	Rel‑10
	Restriction on inter-PLMN handover to a CSG cell
	approved
	A
	10.6.0
	TEI9

	SP-110748
	23.401
	2182
	2
	10.5.0
	Rel‑11
	inter-PLMN handover to a CSG cell based on the associated CSG white lists
	approved
	C
	11.0.0
	TEI11

	SP-110736
	23.401
	2190
	1
	10.5.0
	Rel‑10
	UE initiates detach procedure when MM backoff timer is running
	approved
	F
	10.6.0
	NIMTC

	SP-110736
	23.401
	2191
	1
	10.5.0
	Rel‑10
	APN based Session Management congestion control clarification
	approved
	F
	10.6.0
	NIMTC

	SP-110732
	23.401
	2193
	1
	9.10.0
	Rel‑9
	Inter-PLMN Handover to a CSG cell
	approved
	F
	9.11.0
	TEI9

	SP-110729
	23.401
	2195
	2
	8.14.0
	Rel‑8
	QoS mapping
	approved
	F
	8.15.0
	SAES

	SP-110729
	23.401
	2196
	3
	9.10.0
	Rel‑9
	QoS mapping
	approved
	A
	9.11.0
	SAES

	SP-110729
	23.401
	2197
	3
	10.5.0
	Rel‑10
	QoS mapping
	approved
	A
	10.6.0
	SAES

	SP-110764
	23.401
	2202
	2
	8.14.0
	Rel‑8
	Correction to UE warning message indication with regards to 'digital signature' and 'timestamp'
	approved
	F
	8.15.0
	SAES

	SP-110764
	23.401
	2203
	2
	9.10.0
	Rel‑9
	Correction to UE warning message indication with regards to 'digital signature' and 'timestamp'
	approved
	A
	9.11.0
	SAES

	SP-110764
	23.401
	2204
	2
	10.5.0
	Rel‑10
	Correction to UE warning message indication with regards to 'digital signature' and 'timestamp'
	approved
	A
	10.6.0
	SAES

	SP-110736
	23.401
	2205
	2
	10.5.0
	Rel‑10
	Back-off timer handling in connected mode mobility
	approved
	F
	10.6.0
	NIMTC

	SP-110736
	23.401
	2212
	1
	10.5.0
	Rel‑10
	Emergency attach when MM back-off timer is running
	approved
	F
	10.6.0
	NIMTC

	SP-110740
	23.401
	2232
	2
	10.5.0
	Rel‑11
	Requiring dynamic PCC
	approved
	B
	11.0.0
	NOVES-IMSESOM

	SP-110732
	23.401
	2245
	2
	9.10.0
	Rel‑9
	Handover to CSG cell with emergency bearer
	approved
	F
	9.11.0
	TEI9

	SP-110732
	23.401
	2246
	2
	10.5.0
	Rel‑10
	Handover to CSG cell with emergency bearer
	approved
	A
	10.6.0
	TEI9

	SP-110732
	23.402
	1016
	2
	10.5.0
	Rel‑10
	Removal of HSS notification about PDN connection release in Non-3GPP access network
	approved
	A
	10.6.0
	TEI9

	SP-110732
	23.402
	1017
	2
	11.0.0
	Rel‑11
	Removal of HSS notification about PDN connection release in Non-3GPP access network
	approved
	A
	11.1.0
	TEI9

	SP-110735
	23.402
	1022
	1
	10.5.0
	Rel‑10
	Clarification on the scope of ISRP Filter Rule priority
	approved
	F
	10.6.0
	MAPCON, IFOM

	SP-110732
	23.402
	1035
	-
	9.10.0
	Rel‑9
	Removal of HSS notification about PDN connection release in Non-3GPP access network
	approved
	F
	9.11.0
	TEI9

	SP-110746
	23.402
	1036
	1
	11.0.0
	Rel‑11
	ISRPs based on domain name
	approved
	B
	11.1.0
	DIDA

	SP-110734
	23.402
	1040
	1
	10.5.0
	Rel‑10
	Clarification L-GW on the LIPA with PMIP based S5
	approved
	F
	10.6.0
	LIPA_SIPTO
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	SP-110693
	33.102
	0245
	1
	11.0.0
	Rel‑11
	Modification of security context storage rate on the USIM - resolution of Editor s Note
	reissued
	F
	
	Sec11

	SP-110848
	33.102
	0245
	1
	11.0.0
	Rel‑11
	Modification of security context storage rate on the USIM - resolution of Editor s Note
	approved
	F
	11.1.0
	Sec11

	SP-110848
	33.210
	0032
	-
	11.2.0
	Rel‑11
	Introduction of reference to RFC 4301 in overview clause
	approved
	F
	11.3.0
	Sec11

	SP-110693
	33.210
	0032
	-
	11.2.0
	Rel‑11
	Introduction of reference to RFC 4301 in overview clause
	reissued
	F
	
	Sec11

	SP-110693
	33.220
	0153
	1
	11.0.0
	Rel‑11
	33.220 Rel‑11 Correction of Allowed TLS Ciphersuite Identifiers in Annex H.3
	reissued
	F
	
	Sec11

	SP-110848
	33.220
	0153
	1
	11.0.0
	Rel‑11
	33.220 Rel‑11 Correction of Allowed TLS Ciphersuite Identifiers in Annex H.3
	approved
	F
	11.1.0
	Sec11

	SP-110693
	33.234
	0110
	1
	11.0.0
	Rel‑11
	CR to 33.234: Removal of maximum number of IKEv2 SA limit
	revised
	C
	
	Sec11

	SP-110848
	33.234
	0110
	2
	11.1.0
	Rel‑11
	CR to 33.234: Removal of maximum number of IKEv2 SA limit
	approved
	C
	11.2.0
	Sec11

	SP-110693
	33.234
	0113
	1
	11.0.0
	Rel‑11
	Authentication for Private Network Access
	revised
	C
	
	Sec11

	SP-110848
	33.234
	0113
	2
	11.1.0
	Rel‑11
	Authentication for Private Network Access
	approved
	C
	11.2.0
	Sec11

	SP-110692
	33.310
	0056
	1
	10.4.0
	Rel‑10
	CMPv2 profile
	approved
	F
	10.5.0
	NDS_Backhaul

	SP-110690
	33.320
	0058
	4
	10.3.0
	Rel‑10
	Security for direct interfaces between H(e)NBs
	approved
	B
	10.4.0
	HNB_mob_Sec

	SP-110693
	33.320
	0072
	3
	11.3.0
	Rel‑11
	H(e)NB identity verification requirements for UE access control enforcement
	reissued
	B
	
	Sec11

	SP-110848
	33.320
	0072
	3
	11.3.0
	Rel‑11
	H(e)NB identity verification requirements for UE access control enforcement
	approved
	B
	11.4.0
	Sec11

	SP-110832
	33.320
	0072
	4
	11.3.0
	Rel‑11
	H(e)NB identity verification requirements for UE access control enforcement
	revised
	C
	
	SEC11

	SP-110879
	33.320
	0072
	5
	11.3.0
	Rel‑11
	H(e)NB identity verification requirements for UE access control enforcement
	rejected
	C
	
	SEC11

	SP-110848
	33.320
	0078
	1
	11.3.0
	Rel‑11
	Correction of the architecture description of the H(e)NB system
	approved
	F
	11.4.0
	Sec11

	SP-110693
	33.320
	0078
	1
	11.3.0
	Rel‑11
	Correction of the architecture description of the H(e)NB system
	reissued
	F
	
	Sec11

	SP-110691
	33.320
	0079
	1
	10.3.0
	Rel‑10
	H(e)NB-LGW IP Address Assignment [Rel‑10]
	approved
	F
	10.4.0
	LIPA_SIPTO

	SP-110691
	33.320
	0080
	1
	11.3.0
	Rel‑11
	H(e)NB-LGW IP Address Assignment [Rel‑11]
	approved
	A
	11.4.0
	LIPA_SIPTO

	SP-110693
	33.401
	0483
	1
	11.1.0
	Rel‑11
	CR on 33.401 DSCP use with IPsec
	reissued
	B
	
	Sec11

	SP-110848
	33.401
	0483
	1
	11.1.0
	Rel‑11
	CR on 33.401 DSCP use with IPsec
	approved
	B
	11.2.0
	Sec11

	SP-110848
	33.401
	0484
	1
	11.1.0
	Rel‑11
	CR-Clarification for handover from E-UTRAN to UTRAN
	approved
	F
	11.2.0
	Sec11

	SP-110693
	33.401
	0484
	1
	11.1.0
	Rel‑11
	CR-Clarification for handover from E-UTRAN to UTRAN
	reissued
	F
	
	Sec11

	SP-110848
	33.401
	0486
	1
	11.1.0
	Rel‑11
	Context identification at inter-RAT TAU procedures
	approved
	F
	11.2.0
	Sec11

	SP-110693
	33.401
	0486
	1
	11.1.0
	Rel‑11
	Context identification at inter-RAT TAU procedures
	reissued
	F
	
	Sec11

	SP-110693
	33.401
	0487
	1
	11.1.0
	Rel‑11
	Clarification of the KDF used in the key calculations
	reissued
	F
	
	Sec11

	SP-110848
	33.401
	0487
	1
	11.1.0
	Rel‑11
	Clarification of the KDF used in the key calculations
	approved
	F
	11.2.0
	Sec11

	SP-110694
	33.402
	0098
	3
	10.1.0
	Rel‑10
	Authentication with external networks over S2b (Rel‑11)
	approved
	F
	10.2.0
	TEI10

	SP-110694
	33.402
	0099
	3
	11.1.0
	Rel‑11
	Authentication with external networks over S2b (Rel‑10)
	approved
	A
	11.2.0
	TEI10

	SP-110848
	33.402
	0100
	1
	11.1.0
	Rel‑11
	CR to 33.402: Removal of maximum number of IKEv2 SA limit
	approved
	C
	11.2.0
	Sec11

	SP-110693
	33.402
	0100
	1
	11.1.0
	Rel‑11
	CR to 33.402: Removal of maximum number of IKEv2 SA limit
	reissued
	C
	
	Sec11
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	SP-110791
	26.114
	0135
	2
	11.1.0
	Rel‑11
	Clarification of the methods to compute b=AS for speech
	approved
	A
	11.2.0
	M3A

	SP-110791
	26.114
	0139
	2
	10.1.0
	Rel‑10
	Clarification of the methods to compute b=AS for speech
	approved
	F
	10.2.0
	M3A

	SP-110786
	26.114
	0140
	1
	7.14.0
	Rel‑7
	Correction to H.264 RTP Payload Format Reference
	approved
	F
	7.15.0
	MTSI-MHI

	SP-110786
	26.114
	0141
	1
	8.8.0
	Rel‑8
	Correction to H.264 RTP Payload Format Reference
	approved
	A
	8.9.0
	MTSI-MHI

	SP-110786
	26.114
	0142
	1
	9.6.0
	Rel‑9
	Correction to H.264 RTP Payload Format Reference
	approved
	A
	9.7.0
	MTSI-MHI

	SP-110786
	26.114
	0143
	1
	10.1.0
	Rel‑10
	Correction to H.264 RTP Payload Format Reference
	approved
	A
	10.2.0
	MTSI-MHI

	SP-110786
	26.114
	0144
	1
	11.1.0
	Rel‑11
	Correction to H.264 RTP Payload Format Reference
	approved
	A
	11.2.0
	MTSI-MHI

	SP-110791
	26.114
	0157
	-
	11.1.0
	Rel‑11
	Correction in the description of MTSINP example including H.263
	approved
	F
	11.2.0
	M3A

	SP-110791
	26.114
	0158
	1
	9.6.0
	Rel‑9
	Correction in ECN-related nodes of MTSIMA
	approved
	F
	9.7.0
	M3A

	SP-110791
	26.114
	0159
	1
	10.1.0
	Rel‑10
	Correction in ECN-related nodes of MTSIMA
	approved
	F
	10.2.0
	M3A

	SP-110791
	26.114
	0160
	2
	11.1.0
	Rel‑11
	Correction in ECN-related nodes of MTSIMA
	approved
	A
	11.2.0
	M3A

	SP-110791
	26.114
	0161
	2
	9.6.0
	Rel‑9
	Correction in the usage of mode-set with MTSIMA
	approved
	F
	9.7.0
	M3A

	SP-110791
	26.114
	0162
	2
	10.1.0
	Rel‑10
	Correction in the usage of mode-set with MTSIMA
	approved
	A
	10.2.0
	M3A

	SP-110791
	26.114
	0163
	2
	11.1.0
	Rel‑11
	Correction in the usage of mode-set with MTSIMA
	approved
	A
	11.2.0
	M3A

	SP-110797
	26.114
	0164
	-
	10.1.0
	Rel‑10
	Correction of Sequence Parameter Set NAL unit values in the examples of SDP offers and answers for H.264 video
	approved
	F
	10.2.0
	VCEM

	SP-110797
	26.114
	0165
	-
	11.1.0
	Rel‑11
	Correction of Sequence Parameter Set NAL unit values in the examples of SDP offers and answers for H.264 video
	approved
	F
	11.2.0
	VCEM

	SP-110797
	26.114
	0166
	-
	10.1.0
	Rel‑10
	On correction to H.264 frame reordering usage
	approved
	F
	10.2.0
	VCEM

	SP-110797
	26.114
	0167
	-
	11.1.0
	Rel‑11
	On correction to H.264 frame reordering usage
	approved
	A
	11.2.0
	VCEM

	SP-110804
	26.114
	0168
	-
	7.14.0
	Rel‑7
	Allignment of SDP Capneg usage with MTSI deployments
	approved
	F
	7.15.0
	MTSI-MHI

	SP-110787
	26.114
	0170
	1
	8.8.0
	Rel‑8
	Alignment of SDP Capneg usage with MTSI deployments
	revised
	F
	
	MTSI_eMHI

	SP-110804
	26.114
	0170
	2
	8.8.0
	Rel‑8
	Allignment of SDP Capneg usage with MTSI deployments
	approved
	F
	8.9.0
	MTSI-MHI

	SP-110790
	26.114
	0176
	-
	9.6.0
	Rel‑9
	Update of reference for ECN
	approved
	F
	9.7.0
	LTEimp-Vocoder

	SP-110790
	26.114
	0177
	-
	10.1.0
	Rel‑10
	Update of reference for ECN
	approved
	A
	10.2.0
	LTEimp-Vocoder

	SP-110790
	26.114
	0178
	-
	11.1.0
	Rel‑11
	Update of reference for ECN
	approved
	A
	11.2.0
	LTEimp-Vocoder

	SP-110793
	26.131
	0047
	-
	10.3.0
	Rel‑10
	Correction of sending idle channel noise requirement
	approved
	F
	10.4.0
	EAAT

	SP-110793
	26.131
	0048
	-
	10.3.0
	Rel‑10
	Corrections to volume control setting
	approved
	F
	10.4.0
	EAAT

	SP-110793
	26.132
	0048
	1
	10.2.0
	Rel‑10
	Correction to Ambient Noise Rejection Test Procedure
	approved
	F
	10.3.0
	EAAT

	SP-110793
	26.132
	0049
	-
	10.2.0
	Rel‑10
	Clarification of Stability loss test signal
	approved
	F
	10.3.0
	EAAT

	SP-110792
	26.234
	0193
	-
	9.6.0
	Rel‑9
	Alignment with 3GP-DASH and MPEG DASH
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-110795
	26.234
	0194
	2
	10.2.0
	Rel‑10
	Corrections on QoE Support in PSS Vocabulary and Profile Signaling
	approved
	F
	10.3.0
	MBS_Enh

	SP-110792
	26.234
	0195
	1
	9.6.0
	Rel‑9
	Clarification on Profile Signaling
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-110792
	26.234
	0196
	3
	9.6.0
	Rel‑9
	Clarification on PSS Capability Exchange for Peripheral Device Support
	approved
	F
	9.7.0
	PMA-MBS_Ext

	SP-110792
	26.234
	0197
	3
	10.2.0
	Rel‑10
	Clarification on PSS Capability Exchange for Peripheral Device Support
	approved
	A
	10.3.0
	PMA-MBS_Ext

	SP-110788
	26.237
	0063
	-
	8.6.0
	Rel‑8
	On Resolving IETF dependencies
	approved
	F
	8.7.0
	IMS_PSS_MBMS_US

	SP-110788
	26.237
	0064
	-
	9.7.0
	Rel‑9
	On Resolving IETF dependencies
	approved
	F
	9.8.0
	IMS_PSS_MBMS_US

	SP-110788
	26.237
	0065
	-
	10.3.0
	Rel‑10
	On Resolving IETF dependencies
	approved
	F
	10.4.0
	IMS_PSS_MBMS_US

	SP-110796
	26.237
	0066
	1
	10.3.0
	Rel‑10
	Registration of Content Reporting Configuration Info Package
	approved
	F
	10.4.0
	OPT_IMS_PSS_MBMS_US

	SP-110794
	26.244
	0038
	-
	10.1.0
	Rel‑10
	Alignment with MPEG DASH
	approved
	F
	10.2.0
	HTTP_SDS

	SP-110792
	26.244
	0039
	-
	9.4.0
	Rel‑9
	Alignment with 3GP-DASH and MPEG DASH
	approved
	F
	9.5.0
	PMA-MBS_Ext

	SP-110794
	26.247
	0003
	-
	10.0.0
	Rel‑10
	Alignment with MPEG DASH
	approved
	F
	10.1.0
	HTTP_SDS

	SP-110794
	26.247
	0005
	3
	10.0.0
	Rel‑10
	QoE Updates for Correction, Clarification and MPEG DASH Alignment
	approved
	F
	10.1.0
	HTTP_SDS

	SP-110794
	26.247
	0006
	2
	10.0.0
	Rel‑10
	QoS Support for 3GP-DASH Services
	approved
	F
	10.1.0
	HTTP_SDS

	SP-110795
	26.346
	0170
	5
	10.1.0
	Rel‑10
	Initialisation Segment incorporation in DASH over MBMS
	approved
	F
	10.2.0
	MBS_Enh

	SP-110792
	26.346
	0177
	1
	9.4.1
	Rel‑9
	QoE Changes to support FLUTE
	approved
	F
	9.5.0
	PMA-MBS_Ext

	SP-110789
	26.346
	0178
	1
	8.5.0
	Rel‑8
	AlternativeUnicastDelivery
	approved
	F
	8.6.0
	PSS_MBMS_OMTV

	SP-110789
	26.346
	0179
	1
	9.4.1
	Rel‑9
	AlternativeUnicastDelivery
	approved
	A
	9.5.0
	PSS_MBMS_OMTV

	SP-110789
	26.346
	0180
	1
	10.1.0
	Rel‑10
	AlternativeUnicastDelivery
	approved
	A
	10.2.0
	PSS_MBMS_OMTV

	SP-110789
	26.346
	0181
	1
	8.5.0
	Rel‑8
	Time Synchronisation between UE and BM-SC
	approved
	F
	8.6.0
	PSS_MBMS_OMTV

	SP-110789
	26.346
	0182
	1
	9.4.1
	Rel‑9
	Time Synchronisation between UE and BM-SC
	approved
	A
	9.5.0
	PSS_MBMS_OMTV

	SP-110792
	26.346
	0185
	2
	9.4.1
	Rel‑9
	Clarification of QoE applicability
	approved
	F
	9.5.0
	PMA-MBS_Ext

	SP-110792
	26.346
	0186
	2
	10.1.0
	Rel‑10
	Clarification of QoE applicability
	approved
	A
	10.2.0
	PMA-MBS_Ext

	SP-110792
	26.346
	0190
	2
	9.4.1
	Rel‑9
	Correction to MBMS Session Identity and EPS support
	approved
	F
	9.5.0
	PMA-MBS_Ext

	SP-110792
	26.346
	0191
	2
	10.1.0
	Rel‑10
	Correction to MBMS Session Identity and EPS support
	approved
	A
	10.2.0
	PMA-MBS_Ext

	SP-110792
	26.346
	0192
	2
	9.4.1
	Rel‑9
	File Repair Error Code
	approved
	F
	9.5.0
	PMA-MBS_Ext

	SP-110792
	26.346
	0193
	2
	10.1.0
	Rel‑10
	File Repair Error Code
	approved
	A
	10.2.0
	PMA-MBS_Ext
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	SP-110707
	32.101
	0047
	-
	10.0.0
	Rel‑11
	CR R11 32101
	approved
	B
	11.0.0
	OAM11

	SP-110707
	32.111-2
	0070
	1
	10.3.0
	Rel‑11
	CR R11 32111-2
	approved
	F
	11.0.0
	OAM11

	SP-110720
	32.240
	0031
	2
	11.0.0
	Rel‑11
	Add Sy reference point
	revised
	B
	
	QoS_SSL

	SP-110712
	32.240
	0032
	2
	11.1.0
	Rel‑11
	R11 CR 32 240 Correction of Transit IOI description
	approved
	F
	11.2.0
	IOI_IMS_CH

	SP-110709
	32.250
	0023
	1
	9.2.0
	Rel‑9
	Correction on MSC-SRVCC CDRs for Suppl services and location
	approved
	F
	9.3.0
	CH9

	SP-110709
	32.250
	0024
	1
	10.2.0
	Rel‑10
	Correction on MSC-SRVCC CDRs for Suppl services and location
	approved
	A
	10.3.0
	CH9

	SP-110708
	32.251
	0207
	3
	8.13.0
	Rel‑8
	Add clarification for control plane address used in IP-CAN Bearer charging
	approved
	F
	8.14.0
	CH8

	SP-110708
	32.251
	0208
	3
	9.7.0
	Rel‑9
	Add clarification for control plane address used in IP-CAN Bearer charging
	approved
	A
	9.8.0
	CH8

	SP-110708
	32.251
	0209
	3
	10.6.0
	Rel‑10
	Add clarification for control plane address used in IP-CAN Bearer charging
	approved
	A
	10.7.0
	CH8

	SP-110710
	32.251
	0211
	-
	10.6.0
	Rel‑10
	Correction on duplicated parameters in S/P-GW CDR description
	approved
	F
	10.7.0
	CH10

	SP-110710
	32.251
	0212
	-
	11.0.0
	Rel‑11
	Correction on duplicated parameters in S/P-GW CDR description
	approved
	A
	11.1.0
	CH10

	SP-110708
	32.251
	0213
	2
	11.0.0
	Rel‑11
	Add clarification for control plane address used in IP-CAN Bearer charging
	approved
	A
	11.1.0
	CH8

	SP-110708
	32.251
	0214
	2
	8.13.0
	Rel‑8
	Rel‑8 CR 32.251 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	F
	8.14.0
	CH8

	SP-110708
	32.251
	0215
	1
	9.7.0
	Rel‑9
	Rel‑9 CR 32.251 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	A
	9.8.0
	CH8

	SP-110708
	32.251
	0216
	1
	10.6.0
	Rel‑10
	Rel‑10 CR 32.251 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	A
	10.7.0
	CH8

	SP-110708
	32.251
	0217
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 32.251 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	A
	11.1.0
	CH8

	SP-110708
	32.251
	0218
	-
	8.13.0
	Rel‑8
	R8 CR 32251 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	F
	8.14.0
	CH8

	SP-110708
	32.251
	0219
	-
	9.7.0
	Rel‑9
	R9 CR 32251 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	A
	9.8.0
	CH8

	SP-110708
	32.251
	0220
	-
	10.6.0
	Rel‑10
	R10 CR 32251 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	A
	10.7.0
	CH8

	SP-110708
	32.251
	0221
	-
	11.0.0
	Rel‑11
	R11 CR 32251 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	A
	11.1.0
	CH8

	SP-110710
	32.251
	0225
	1
	10.6.0
	Rel‑10
	R10 32251 Correction of IPv6 PDP/PDN prefix
	approved
	F
	10.7.0
	CH10

	SP-110710
	32.251
	0226
	-
	11.0.0
	Rel‑11
	R11 32251 Correction of IPv6 PDP/PDN prefix
	approved
	A
	11.1.0
	CH10

	SP-110712
	32.260
	0136
	2
	11.1.0
	Rel‑11
	Add Transit IOI to IMS Offline Charging
	approved
	B
	11.2.0
	IOI_IMS_CH

	SP-110711
	32.260
	0137
	2
	11.1.0
	Rel‑11
	Addition of Served User in IMS charging information
	approved
	C
	11.2.0
	CH11

	SP-110712
	32.260
	0140
	2
	11.1.0
	Rel‑11
	R11 CR 32 260 Correction of Transit IOI description
	approved
	F
	11.2.0
	IOI_IMS_CH

	SP-110711
	32.296
	0022
	3
	11.1.0
	Rel‑11
	Editorial changes against Rc reference point
	approved
	D
	11.2.0
	CH11

	SP-110720
	32.296
	0023
	1
	11.1.0
	Rel‑11
	Function Definition of OCS for Sy
	reissued
	C
	
	QoS_SSL

	SP-110720
	32.296
	0024
	1
	11.1.0
	Rel‑11
	Add Notification Management To The Required Functionality Of The OCS
	reissued
	B
	
	QoS_SSL

	SP-110711
	32.296
	0025
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 32.296 Make A Set Of Editorial Updates To The Rc Reference Point Operator Guidance
	approved
	D
	11.2.0
	CH11

	SP-110710
	32.297
	0012
	-
	10.1.0
	Rel‑10
	Correction of the high/low release identifier in CDR file header format
	approved
	F
	10.2.0
	CH10

	SP-110710
	32.297
	0013
	-
	10.1.0
	Rel‑10
	Correction on CDR header format
	approved
	F
	10.2.0
	CH10

	SP-110712
	32.298
	0276
	2
	11.0.0
	Rel‑11
	Add Transit IOI to IMS Offline Charging
	approved
	B
	11.1.0
	IOI_IMS_CH

	SP-110709
	32.298
	0288
	1
	9.9.0
	Rel‑9
	Correction on MSC-SRVCC CDRs for Suppl services and location
	approved
	F
	9.10.0
	CH9

	SP-110709
	32.298
	0289
	1
	10.6.0
	Rel‑10
	Correction on MSC-SRVCC CDRs for Suppl services and location
	approved
	A
	10.7.0
	CH9

	SP-110709
	32.298
	0290
	1
	11.0.0
	Rel‑11
	Correction on MSC-SRVCC CDRs for Suppl services and location
	approved
	A
	11.1.0
	CH9

	SP-110708
	32.298
	0294
	2
	8.12.0
	Rel‑8
	Correction on RatingGroupId and ResultCode range
	approved
	F
	8.13.0
	CH8

	SP-110708
	32.298
	0295
	2
	9.9.0
	Rel‑9
	Correction on RatingGroupId and ResultCode range
	approved
	A
	9.10.0
	CH8

	SP-110708
	32.298
	0296
	2
	10.6.0
	Rel‑10
	Correction on RatingGroupId and ResultCode range
	approved
	A
	10.7.0
	CH8

	SP-110708
	32.298
	0301
	1
	11.0.0
	Rel‑11
	Correction on RatingGroupId and ResultCode range
	approved
	A
	11.1.0
	CH8

	SP-110711
	32.298
	0302
	2
	11.0.0
	Rel‑11
	Remove the Size Limitation to ChargingRuleBaseName
	approved
	C
	11.1.0
	CH11

	SP-110710
	32.298
	0303
	1
	10.6.0
	Rel‑10
	Rel‑10 CR 32298 Correction on ASN.1 syntax - Alignment with TS 29.002
	approved
	F
	10.7.0
	CH10

	SP-110710
	32.298
	0304
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 32298 Correction on ASN.1 syntax - Alignment with TS 29.002
	approved
	A
	11.1.0
	CH10

	SP-110708
	32.298
	0305
	2
	8.12.0
	Rel‑8
	Rel‑8 CR 32.298 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	F
	8.13.0
	CH8

	SP-110708
	32.298
	0306
	1
	9.9.0
	Rel‑9
	Rel‑9 CR 32.298 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	A
	9.10.0
	CH8

	SP-110708
	32.298
	0307
	2
	10.6.0
	Rel‑10
	Rel‑10 CR 32.298 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	A
	10.7.0
	CH8

	SP-110708
	32.298
	0308
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 32.298 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	A
	11.1.0
	CH8

	SP-110710
	32.298
	0310
	1
	10.6.0
	Rel‑10
	R10 32298 Correction of IPv6 PDP/PDN prefix
	approved
	F
	10.7.0
	CH10

	SP-110710
	32.298
	0311
	-
	11.0.0
	Rel‑11
	R11 32298 Correction of IPv6 PDP/PDN prefix
	approved
	A
	11.1.0
	CH10

	SP-110712
	32.299
	0394
	2
	11.1.0
	Rel‑11
	Add Transit IOI to IMS Offline Charging
	approved
	B
	11.2.0
	IOI_IMS_CH

	SP-110710
	32.299
	0411
	2
	10.3.0
	Rel‑10
	Rel‑10 CR 32.299 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	F
	10.4.0
	CH10

	SP-110708
	32.299
	0412
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 32.299 Correction on PDP/PDN Address definition - Alignment with TS 23.401
	approved
	A
	11.2.0
	CH8

	SP-110710
	32.299
	0415
	-
	10.3.0
	Rel‑10
	Rel‑10 CR 32.299 Correction of IETF specified AVP usage in 3GPP charging applications
	approved
	F
	10.4.0
	CH10

	SP-110710
	32.299
	0416
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 32.299 Correction of IETF specified AVP usage in 3GPP charging applications
	approved
	A
	11.2.0
	CH10

	SP-110708
	32.299
	0417
	2
	8.15.0
	Rel‑8
	R8 CR 32299 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	F
	8.16.0
	CH8

	SP-110708
	32.299
	0418
	2
	9.9.0
	Rel‑9
	R9 CR 32299 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	A
	9.10.0
	CH8

	SP-110708
	32.299
	0419
	2
	10.3.0
	Rel‑10
	R10 CR 32299 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	A
	10.4.0
	CH8

	SP-110708
	32.299
	0420
	2
	11.1.0
	Rel‑11
	R11 CR 32299 Correction of Dynamic Address Flag usage for IPv4v6 PDN Connection in PS Information AVP
	approved
	A
	11.2.0
	CH8

	SP-110706
	32.311
	0004
	-
	10.0.0
	Rel‑10
	Enhance definition of IRPVersion
	approved
	F
	10.1.0
	OAM10

	SP-110703
	32.395
	0004
	-
	7.1.0
	Rel‑7
	Correct syntax errors in XML schemas
	approved
	F
	7.2.0
	OAM7-NIM

	SP-110703
	32.395
	0005
	-
	8.0.0
	Rel‑8
	Correct syntax errors in XML schemas
	approved
	A
	8.1.0
	OAM7-NIM

	SP-110703
	32.395
	0006
	-
	9.0.0
	Rel‑9
	Correct syntax errors in XML schemas
	approved
	A
	9.1.0
	OAM7-NIM

	SP-110717
	32.396
	0002
	-
	10.1.0
	Rel‑10
	Correct syntax errors in XML schemas and WSDL.
	approved
	F
	10.2.0
	OAM-IRP-SS

	SP-110706
	32.401
	0030
	-
	10.1.0
	Rel‑10
	CR R10 32.401 Remove outdated text and correct faulty clause references
	approved
	F
	10.2.0
	OAM10

	SP-110713
	32.406
	0007
	-
	11.1.0
	Rel‑11
	CR R11 32.406 Addition of Iupslink to GTP-U Iu related measurements
	approved
	B
	11.2.0
	OAM-ePM-CN

	SP-110704
	32.407
	0014
	1
	9.1.0
	Rel‑9
	Correcting measurement definitions
	approved
	A
	9.2.0
	OAM8

	SP-110704
	32.407
	0015
	1
	10.1.0
	Rel‑10
	Correcting measurement definitions
	approved
	A
	10.2.0
	OAM8

	SP-110704
	32.407
	0016
	1
	11.0.0
	Rel‑11
	Correcting measurement definitions
	approved
	A
	11.1.0
	OAM8

	SP-110704
	32.407
	0017
	-
	8.0.0
	Rel‑8
	Correcting measurement definitions
	approved
	F
	8.1.0
	OAM8

	SP-110714
	32.409
	0041
	2
	11.1.0
	Rel‑11
	CR R11 32409 Add the number of release before ringing and release while ringing on CSCF
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0042
	3
	11.1.0
	Rel‑11
	CR R11 32.409 Correct OIP and add OIR related measurement
	approved
	F
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0043
	2
	11.1.0
	Rel‑11
	CR R11 32.409 Add TIP and TIR service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0044
	2
	11.1.0
	Rel‑11
	CR R11 32.409 Add MWI service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0045
	2
	11.1.0
	Rel‑11
	CR R11 32.409 Add FA service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0046
	2
	11.1.0
	Rel‑11
	CR R11 32.409 Add CRS service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0047
	2
	11.1.0
	Rel‑11
	CR R11 32.409 Add CAT service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0048
	2
	11.1.0
	Rel‑11
	CR R11 32.409 Add AOC service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0049
	1
	11.1.0
	Rel‑11
	Deletion of PCRF related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0050
	1
	11.1.0
	Rel‑11
	CR R11 32.409 Add CCBS and CCNR service related measurement
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0051
	1
	11.1.0
	Rel‑11
	CR R11 32.409 Add CUG service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0053
	1
	11.1.0
	Rel‑11
	CR R11 32.409 Add MCID service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110714
	32.409
	0054
	1
	11.1.0
	Rel‑11
	CR R11 32.409 Add PNM service related measurements
	approved
	B
	11.2.0
	OAM-ePM-IMS

	SP-110715
	32.421
	0038
	2
	10.3.0
	Rel‑10
	Introduce the missing MDT data controller user privacy requiremens
	approved
	F
	10.4.0
	OAM-PM-UE

	SP-110715
	32.421
	0039
	2
	11.0.0
	Rel‑11
	Introduce the missing MDT data controller user privacy requiremens
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110716
	32.421
	0044
	1
	11.0.0
	Rel‑11
	Add MDT support requirements in RAN sharing scenario
	approved
	B
	11.1.0
	OAM-ePM-UE

	SP-110715
	32.421
	0045
	-
	10.3.0
	Rel‑10
	Add MDT data deletion note
	approved
	F
	10.4.0
	OAM-PM-UE

	SP-110715
	32.421
	0046
	1
	11.0.0
	Rel‑11
	Add MDT data deletion note
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110716
	32.421
	0048
	2
	11.0.0
	Rel‑11
	use case and requirements for RLF reporting
	approved
	B
	11.1.0
	OAM-ePM-UE

	SP-110715
	32.421
	0050
	-
	10.3.0
	Rel‑10
	CR R10 32 421 Support multiple cells in area based MDT
	approved
	F
	10.4.0
	OAM-PM-UE

	SP-110715
	32.421
	0051
	-
	11.0.0
	Rel‑11
	CR R11 32 421 Support multiple cells in area based MDT
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110715
	32.422
	0163
	2
	10.5.0
	Rel‑10
	Correct MDT UE selection procedures to protect user privacy
	approved
	F
	10.6.0
	OAM-PM-UE

	SP-110715
	32.422
	0164
	2
	11.1.0
	Rel‑11
	Correct MDT UE selection procedures to protect user privacy
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-110715
	32.422
	0173
	1
	10.5.0
	Rel‑10
	Align the Reporting Trigger parameter with the RAN implementation
	approved
	F
	10.6.0
	OAM-PM-UE

	SP-110715
	32.422
	0174
	1
	11.1.0
	Rel‑11
	Align the Reporting Trigger parameter with the RAN implementation
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-110715
	32.422
	0175
	-
	10.5.0
	Rel‑10
	Clean-up Immediate MDT handling at handover
	approved
	F
	10.6.0
	OAM-PM-UE

	SP-110715
	32.422
	0176
	-
	11.1.0
	Rel‑11
	Clean-up Immediate MDT handling at handover
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-110716
	32.422
	0177
	2
	11.1.0
	Rel‑10
	adding RLF reporting to Trace function
	approved
	B
	11.2.0
	OAM-ePM-UE

	SP-110715
	32.422
	0181
	1
	10.5.0
	Rel‑10
	Error handling correction
	approved
	F
	10.6.0
	OAM-PM-UE

	SP-110715
	32.422
	0182
	1
	11.1.0
	Rel‑11
	Error handling correction
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-110715
	32.422
	0183
	2
	10.5.0
	Rel‑10
	Add TCE address for UTRAN MDT activation
	approved
	F
	10.6.0
	OAM-PM-UE

	SP-110715
	32.422
	0184
	2
	11.1.0
	Rel‑11
	Add TCE address for UTRAN MDT activation
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-110715
	32.422
	0187
	1
	10.5.0
	Rel‑10
	Support multiple cells in area based MDT
	approved
	F
	10.6.0
	OAM-PM-UE

	SP-110715
	32.422
	0188
	-
	11.1.0
	Rel‑11
	Support multiple cells in area based MDT
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-110716
	32.423
	0047
	1
	11.0.0
	Rel‑11
	Clarification of eNB ID in E-UTRAN Trace Record
	approved
	B
	11.1.0
	OAM-ePM-UE

	SP-110716
	32.423
	0053
	-
	10.3.0
	Rel‑11
	Update the trace record content for Uu and X2 interfaces
	approved
	C
	11.0.0
	OAM-ePM-UE

	SP-110715
	32.423
	0054
	-
	10.3.0
	Rel‑10
	Correcting the description of meas vendorSpecific attribute in the XML trace file
	approved
	F
	10.4.0
	OAM-PM-UE

	SP-110707
	32.425
	0089
	1
	11.0.0
	Rel‑11
	Distinguish trigger in MRO measurements of too late handovers
	approved
	B
	11.1.0
	OAM11

	SP-110707
	32.426
	0043
	1
	11.0.0
	Rel‑11
	Removal of hanging paragraphs
	approved
	D
	11.1.0
	OAM11

	SP-110713
	32.426
	0044
	1
	11.0.0
	Rel‑11
	Addition of PCRF related measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110713
	32.426
	0045
	1
	11.0.0
	Rel‑11
	Addition of credit re-authorization procedure related measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110713
	32.426
	0046
	1
	11.0.0
	Rel‑11
	Addition of IP-CAN session termination related measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110713
	32.426
	0047
	1
	11.0.0
	Rel‑11
	CR R11 32.426 Addition of location update by S6a related measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110713
	32.426
	0048
	1
	11.0.0
	Rel‑11
	CR R11 32.426 Addition of authentication by S6a related measurements
	approved
	B
	11.1.0
	OAM-ePM-CN

	SP-110706
	32.432
	0005
	-
	10.1.0
	Rel‑10
	Add missing references to performance measurements TSs and remove obsolete references.
	approved
	F
	10.2.0
	OAM10

	SP-110706
	32.435
	0007
	-
	10.0.0
	Rel‑10
	Correction of stage-2 TS reference.
	approved
	F
	10.1.0
	OAM10

	SP-110716
	32.441
	0008
	-1
	10.1.0
	Rel‑10
	Add RLF reporting use case and requirements -Align with 32.421
	approved
	B
	10.2.0
	OAM-ePM-UE

	SP-110716
	32.442
	0013
	1
	11.0.0
	Rel‑11
	Add RLF reporting configuration -Align with 32.422
	approved
	B
	11.1.0
	OAM-ePM-UE

	SP-110715
	32.442
	0014
	2
	10.2.0
	Rel‑10
	Support multiple cells in area based MDT
	approved
	F
	10.3.0
	OAM-PM-UE

	SP-110715
	32.442
	0015
	2
	11.0.0
	Rel‑11
	Support multiple cells in area based MDT
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110715
	32.442
	0016
	2
	10.2.0
	Rel‑10
	Add TCE address for UTRAN MDT activation
	approved
	F
	10.3.0
	OAM-PM-UE

	SP-110715
	32.442
	0017
	2
	11.0.0
	Rel‑11
	Add TCE address for UTRAN MDT activation
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110716
	32.446
	0033
	-
	11.0.0
	Rel‑11
	Add RLF reporting configuration - Align with 32.422
	approved
	B
	11.1.0
	OAM-ePM-UE

	SP-110715
	32.446
	0034
	-
	10.3.0
	Rel‑10
	Support multiple cells in area based MDT
	approved
	F
	10.4.0
	OAM-PM-UE

	SP-110715
	32.446
	0035
	-
	11.0.0
	Rel‑11
	Support multiple cells in area based MDT
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-110714
	32.454
	0001
	2
	10.0.0
	Rel‑11
	Add the session establishment network success rate related KPI
	approved
	B
	11.0.0
	OAM-ePM-IMS

	SP-110718
	32.500
	0006
	2
	11.0.0
	Rel‑11
	Adding requirement for SON coordination
	approved
	B
	11.1.0
	OAM-SON-LTE_COORD

	SP-110718
	32.522
	0068
	1
	11.0.0
	Rel‑11
	Adding definition of SON coordination
	approved
	B
	11.1.0
	OAM-SON-LTE_COORD

	SP-110721
	32.522
	0070
	1
	10.2.0
	Rel‑10
	Correction on OAM control of MRO
	approved
	F
	10.3.0
	LTE-SON-OAM_SO

	SP-110721
	32.522
	0071
	1
	11.0.0
	Rel‑11
	Correction on OAM control of MRO
	approved
	A
	11.1.0
	LTE-SON-OAM_SO

	SP-110721
	32.526
	0010
	1
	10.2.0
	Rel‑11
	Correction MRO management of HO Trigger
	approved
	F
	11.0.0
	LTE-SON-OAM_SO

	SP-110721
	32.526
	0011
	1
	10.2.0
	Rel‑11
	Correction MRO management of HO Trigger
	approved
	A
	11.0.0
	LTE-SON-OAM_SO

	SP-110707
	32.592
	0017
	-
	11.0.0
	Rel‑11
	Addition of HeNB configuration parameters for EARFCN
	approved
	B
	11.1.0
	OAM11

	SP-110706
	32.592
	0018
	3
	10.3.0
	Rel‑10
	Addition of configuration parameters X for HeNB Power Setting
	approved
	B
	10.4.0
	OAM10

	SP-110706
	32.592
	0019
	1
	11.0.0
	Rel‑11
	Addition of configuration parameters X for HeNB Power Setting
	approved
	A
	11.1.0
	OAM10

	SP-110704
	32.642
	0068
	2
	8.4.0
	Rel‑8
	Add Neighbour cell Relation from UTRAN towards E-UTRAN
	approved
	F
	8.5.0
	OAM8

	SP-110704
	32.642
	0069
	2
	9.2.0
	Rel‑9
	Add Neighbour cell Relation from UTRAN towards E-UTRAN
	approved
	A
	9.3.0
	OAM8

	SP-110704
	32.642
	0070
	2
	10.2.0
	Rel‑10
	Add Neighbour cell Relation from UTRAN towards E-UTRAN
	approved
	A
	10.3.0
	OAM8

	SP-110704
	32.642
	0071
	2
	8.4.0
	Rel‑8
	Add management of IRAT ANR from E-UTRAN to UTRAN
	approved
	F
	8.5.0
	OAM8

	SP-110704
	32.642
	0072
	2
	9.2.0
	Rel‑9
	Add management of IRAT ANR from E-UTRAN to UTRAN
	approved
	A
	9.3.0
	OAM8

	SP-110704
	32.642
	0073
	2
	10.2.0
	Rel‑10
	Add management of IRAT ANR from E-UTRAN to UTRAN
	approved
	A
	10.3.0
	OAM8

	SP-110719
	32.642
	0074
	2
	10.2.0
	Rel‑11
	Add management of IRAT ANR from E-UTRAN to UTRAN, plus UTRAN Intra-RAT ANR
	approved
	B
	11.0.0
	OAM-SON-UTRAN

	SP-110704
	32.643
	0039
	-
	8.1.0
	Rel‑8
	CR R8 32.643 Add missing IRAT ANR to UTRAN - Align with 32.642
	approved
	F
	8.2.0
	OAM8

	SP-110704
	32.643
	0040
	-
	9.1.0
	Rel‑9
	CR R9 32.643 Add missing IRAT ANR to UTRAN - Align with 32.642
	approved
	A
	9.2.0
	OAM8

	SP-110704
	32.645
	0039
	-
	8.0.0
	Rel‑8
	CR R8 32.645 Add missing IRAT ANR to UTRAN and Neighbour cell Relation towards E-UTRAN - Align with 32.642
	approved
	F
	8.1.0
	OAM8

	SP-110704
	32.645
	0040
	-
	9.0.0
	Rel‑9
	CR R9 32.645 Add missing IRAT ANR to UTRAN and Neighbour cell Relation towards E-UTRAN - Align with 32.642
	approved
	A
	9.1.0
	OAM8

	SP-110706
	32.646
	0040
	-
	10.3.0
	Rel‑10
	CR R10 32.646 Add missing IRAT ANR to UTRAN and Neighbour cell Relation towards E-UTRAN - Align with 32.642
	approved
	F
	10.4.0
	OAM10

	SP-110704
	32.652
	0029
	2
	8.0.0
	Rel‑8
	Add Neighbour cell Relation from GERAN towards E-UTRAN
	approved
	F
	8.1.0
	OAM8

	SP-110704
	32.652
	0030
	2
	9.1.0
	Rel‑9
	Add Neighbour cell Relation from GERAN towards E-UTRAN
	approved
	A
	9.2.0
	OAM8

	SP-110704
	32.652
	0031
	2
	10.2.0
	Rel‑10
	Add Neighbour cell Relation from GERAN towards E-UTRAN
	approved
	A
	10.3.0
	OAM8

	SP-110704
	32.652
	0032
	2
	8.0.0
	Rel‑8
	Add management of IRAT ANR from E-UTRAN to GERAN
	approved
	F
	8.1.0
	OAM8

	SP-110704
	32.652
	0033
	2
	9.1.0
	Rel‑9
	Add management of IRAT ANR from E-UTRAN to GERAN
	approved
	A
	9.2.0
	OAM8

	SP-110704
	32.652
	0034
	2
	10.2.0
	Rel‑10
	Add management of IRAT ANR from E-UTRAN to GERAN
	approved
	A
	10.3.0
	OAM8

	SP-110719
	32.652
	0035
	2
	10.2.0
	Rel‑11
	Add management of IRAT ANR from UTRAN to GERAN and from E-UTRAN to GERAN
	approved
	B
	11.0.0
	OAM-SON-UTRAN

	SP-110704
	32.653
	0014
	-
	8.0.0
	Rel‑8
	CR R8 32.653 Add IRAT ANR to GERAN - Align with IS
	approved
	F
	8.1.0
	OAM8

	SP-110704
	32.653
	0015
	-
	9.1.0
	Rel‑9
	CR R9 32.653 Add IRAT ANR to GERAN - Align with IS
	approved
	A
	9.2.0
	OAM8

	SP-110704
	32.655
	0015
	-
	8.0.0
	Rel‑8
	CR R8 32.655 Add IRAT ANR to GERAN and Neighbour cell Relation towards E-UTRAN - Align with IS
	approved
	F
	8.1.0
	OAM8

	SP-110704
	32.655
	0016
	-
	9.1.0
	Rel‑9
	CR R9 32.655 Add IRAT ANR to GERAN and Neighbour cell Relation towards E-UTRAN - Align with IS
	approved
	A
	9.2.0
	OAM8

	SP-110706
	32.656
	0006
	-
	10.3.0
	Rel‑10
	CR R10 32.656 Add IRAT ANR to GERAN and Neighbour cell Relation towards E-UTRAN - Align with IS
	approved
	F
	10.4.0
	OAM10

	SP-110722
	32.692
	0009
	1
	10.1.0
	Rel‑10
	Correct identifier for InventoryUnitHw
	approved
	F
	10.2.0
	OAM10-NIM

	SP-110717
	32.696
	0004
	1
	10.2.0
	Rel‑10
	correct syntax errors in XML schemas inventoryNrmAlt2
	approved
	F
	10.3.0
	OAM-IRP-SS

	SP-110722
	32.696
	0005
	2
	10.2.0
	Rel‑10
	Correct identifier for InventoryUnitHw
	approved
	F
	10.3.0
	OAM10-NIM

	SP-110719
	32.762
	0069
	2
	10.5.0
	Rel‑11
	Add management of IRAT ANR from UTRAN to E-UTRAN
	approved
	B
	11.0.0
	OAM-SON-UTRAN


161 CRs (158 approved)

E.6
CRs under TSG SA responsibility to TSG SA#54

	CRs direct to TSG SA

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-110802
	21.900
	0045
	-
	10.0.0
	Rel‑11
	The use of Category A CRs
	approved
	F
	11.0.0
	TEI11

	SP-110802
	21.900
	0046
	-
	10.0.0
	Rel‑10
	Eliminate contents of Rel‑10 and substitute with pointer to Rel‑11
	approved
	F
	10.1.0
	TEI10

	SP-110825
	21.905
	0106
	-
	10.3.0
	Rel‑11
	Adding MTC terms and definitions
	approved
	B
	11.0.0
	SIMTC


3 CRs (3 approved)

TSG SA

3GPP

3GPP

TSG SA


