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Annex E:
List of Change Requests and their status after TSG SA Meeting #55

E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-120105
	22.101
	0400
	4
	11.4.0
	Rel‑12
	Introduction of Small Data Applications requirements
	approved
	B
	12.0.0
	TEI12

	SP-120103
	22.101
	0401
	1
	11.4.0
	Rel‑11
	PS only subscriptions with SMS support
	approved
	F
	11.5.0
	SIMTC

	SP-120102
	22.168
	0005
	1
	8.1.0
	Rel‑8
	Security requirement correction
	revised
	F
	
	ETWS

	SP-120163
	22.168
	0005
	2
	8.1.0
	Rel‑8
	Security requirement correction
	revised
	F
	
	ETWS

	SP-120169
	22.168
	0005
	3
	8.1.0
	Rel‑8
	Security requirement correction
	revised
	F
	
	ETWS

	SP-120172
	22.168
	0005
	4
	8.1.0
	Rel‑8
	Security requirement correction
	approved
	F
	8.2.0
	ETWS

	SP-120101
	22.228
	0156
	3
	12.0.0
	Rel‑12
	Clarification of Telepresence Requirements
	approved
	B
	12.1.0
	IMS_TELEP

	SP-120101
	22.228
	0157
	1
	12.0.0
	Rel‑12
	Interoperability requirements for Telepresence
	approved
	B
	12.1.0
	IMS_TELEP

	SP-120101
	22.228
	0158
	-
	12.0.0
	Rel‑12
	Addition of interconnection diagram to the Telepresence use case
	approved
	B
	12.1.0
	IMS_TELEP

	SP-120101
	22.228
	0159
	1
	12.0.0
	Rel‑12
	Interworking requirements for Telepresence
	approved
	B
	12.1.0
	IMS_TELEP

	SP-120106
	22.228
	0161
	1
	12.0.0
	Rel‑12
	IMS interconnect requirements for national interconnect
	approved
	B
	12.1.0
	IPXSNAT

	SP-120104
	22.268
	0024
	4
	11.3.0
	Rel‑11
	Disabling receipt of PWS messages
	revised
	B
	
	TEI11

	SP-120185
	22.268
	0024
	6
	11.3.0
	Rel‑11
	Disabling receipt of PWS messages
	approved
	B
	11.4.0
	TEI11

	SP-120183
	22.268
	0024
	6
	11.3.0
	Rel‑11
	Disabling receipt of PWS messages
	revised
	B
	
	TEI11

	SP-120102
	22.268
	0025
	3
	9.3.0
	Rel‑9
	PWS Security requirement correction
	revised
	F
	
	PWS

	SP-120139
	22.268
	0025
	4
	9.3.0
	Rel‑9
	PWS Security requirement correction
	revised
	F
	
	PWS

	SP-120169
	22.268
	0025
	5
	9.3.0
	Rel‑9
	PWS Security requirement correction
	revised
	F
	
	PWS

	SP-120163
	22.268
	0025
	5
	9.3.0
	Rel‑9
	PWS Security requirement correction
	reissued
	F
	
	PWS

	SP-120172
	22.268
	0025
	6
	9.3.0
	Rel‑9
	PWS Security requirement correction
	approved
	F
	9.4.0
	PWS

	SP-120102
	22.268
	0026
	3
	10.2.0
	Rel‑10
	PWS Security requirement correction
	revised
	A
	
	PWS

	SP-120139
	22.268
	0026
	4
	10.2.0
	Rel‑10
	PWS Security requirement correction
	revised
	A
	
	PWS

	SP-120163
	22.268
	0026
	5
	10.2.0
	Rel‑10
	PWS Security requirement correction
	reissued
	A
	
	PWS

	SP-120169
	22.268
	0026
	5
	10.2.0
	Rel‑10
	PWS Security requirement correction
	revised
	A
	
	PWS

	SP-120172
	22.268
	0026
	6
	10.2.0
	Rel‑10
	PWS Security requirement correction
	approved
	A
	10.3.0
	PWS

	SP-120102
	22.268
	0027
	3
	11.3.0
	Rel‑11
	PWS Security requirement correction
	revised
	A
	
	PWS

	SP-120139
	22.268
	0027
	4
	11.3.0
	Rel‑11
	PWS Security requirement correction
	revised
	A
	
	PWS

	SP-120163
	22.268
	0027
	5
	11.3.0
	Rel‑11
	PWS Security requirement correction
	reissued
	A
	
	PWS

	SP-120169
	22.268
	0027
	5
	11.3.0
	Rel‑11
	PWS Security requirement correction
	revised
	A
	
	PWS

	SP-120172
	22.268
	0027
	6
	11.3.0
	Rel‑11
	PWS Security requirement correction
	approved
	A
	11.4.0
	PWS

	SP-120103
	22.368
	0120
	3
	11.3.0
	Rel‑11
	Security to MTC server and MTC application
	approved
	F
	11.4.0
	SIMTC


30 CRs (13 approved)

E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-120087
	23.002
	0242
	2
	11.1.0
	Rel‑11
	Clarification on GUP data repository's role as logical function in the HSS
	approved
	F
	11.2.0
	TEI11

	SP-120087
	23.002
	0245
	-
	11.1.0
	Rel‑11
	Editorial and reference corrections to 23.002
	approved
	F
	11.2.0
	TEI11

	SP-120085
	23.002
	0246
	-
	11.1.0
	Rel‑11
	Clarifications for SaMOG in 23.002
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120090
	23.060
	1467
	2
	11.0.0
	Rel‑11
	Correct the behaviour upon receipt of Teardown Indication
	approved
	F
	11.1.0
	TEI11

	SP-120075
	23.060
	1496
	3
	10.6.0
	Rel‑10
	PS Domain Overload Control when using Network Mode of Operation II
	approved
	F
	10.7.0
	TEI10

	SP-120089
	23.060
	1506
	4
	11.0.0
	Rel‑11
	SM-Backoff timer for NW initiated bearer deactivation
	approved
	B
	11.1.0
	TEI11

	SP-120074
	23.060
	1525
	2
	10.6.0
	Rel‑10
	Alignment of the clause on MTC with GERAN specifications
	approved
	F
	10.7.0
	NIMTC

	SP-120090
	23.060
	1564
	1
	11.0.0
	Rel‑11
	Indication of Change in BCM by GGSN/PDN-GW to UE
	approved
	F
	11.1.0
	TEI11

	SP-120090
	23.060
	1565
	1
	11.0.0
	Rel‑11
	Alignment of S4-SGSN behaviour for PDP Ctx involving streaming or conversational traffic class
	approved
	F
	11.1.0
	TEI11

	SP-120089
	23.060
	1566
	1
	11.0.0
	Rel‑11
	Editorial corrections to 23.060
	approved
	D
	11.1.0
	TEI11

	SP-120089
	23.060
	1567
	1
	11.0.0
	Rel‑11
	IETF references update for 23.060
	approved
	F
	11.1.0
	TEI11

	SP-120066
	23.060
	1568
	2
	8.14.0
	Rel‑8
	S4-SGSN procedure clarifications
	approved
	F
	8.15.0
	SAES

	SP-120066
	23.060
	1569
	2
	9.11.0
	Rel‑9
	S4-SGSN procedure clarifications
	approved
	A
	9.12.0
	SAES

	SP-120066
	23.060
	1570
	2
	10.6.0
	Rel‑10
	S4-SGSN procedure clarifications
	approved
	A
	10.7.0
	SAES

	SP-120066
	23.060
	1571
	2
	11.0.0
	Rel‑11
	S4-SGSN procedure clarifications
	approved
	A
	11.1.0
	SAES

	SP-120074
	23.060
	1576
	1
	11.0.0
	Rel‑11
	Alignment of the clause on MTC with GERAN specifications
	approved
	A
	11.1.0
	NIMTC

	SP-120073
	23.060
	1579
	1
	10.6.0
	Rel‑10
	LIPA PDN connection handling when the UE's CSG membership changes
	approved
	F
	10.7.0
	LIPA_SIPTO

	SP-120090
	23.060
	1582
	1
	11.0.0
	Rel‑11
	Minor Corrections - References and Abbreviations
	approved
	D
	11.1.0
	TEI11

	SP-120089
	23.060
	1583
	-
	11.0.0
	Rel‑11
	Barring sub-categories
	approved
	F
	11.1.0
	TEI11

	SP-120075
	23.060
	1587
	1
	10.6.0
	Rel‑10
	Clarify reference point used inter-PLMN and intra-PLMN
	approved
	F
	10.7.0
	TEI10

	SP-120075
	23.060
	1588
	1
	11.0.0
	Rel‑11
	Clarify reference point used inter-PLMN and intra-PLMN
	approved
	A
	11.1.0
	TEI10

	SP-120090
	23.060
	1593
	2
	11.0.0
	Rel‑11
	Correction on Update Location at Attachment
	approved
	F
	11.1.0
	TEI11

	SP-120090
	23.060
	1599
	1
	11.0.0
	Rel‑11
	RAU trigger upon receipt of paging in congestion
	approved
	F
	11.1.0
	TEI11

	SP-120075
	23.060
	1600
	1
	11.0.0
	Rel‑11
	PS Domain Overload Control when using Network Mode of Operation II
	approved
	A
	11.1.0
	TEI10

	SP-120090
	23.060
	1602
	3
	11.0.0
	Rel‑11
	Support BCM Upgrade from MS-Only to MS/NW
	approved
	F
	11.1.0
	TEI11

	SP-120080
	23.060
	1607
	1
	11.0.0
	Rel‑11
	Include support of other media for IMS Emergency Session
	approved
	C
	11.1.0
	NOVES-IMSESOM

	SP-120090
	23.060
	1608
	1
	11.0.0
	Rel‑11
	Local address and IP address type in the TFT filter
	approved
	B
	11.1.0
	TEI11

	SP-120089
	23.060
	1609
	1
	11.0.0
	Rel‑11
	Declaring support for extended TFT filter format
	approved
	B
	11.1.0
	TEI11

	SP-120081
	23.060
	1613
	2
	11.0.0
	Rel‑11
	Network Provided Location Information Retrieval via Session Management Procedures
	approved
	B
	11.1.0
	NWK-PL2IMS

	SP-120089
	23.060
	1614
	2
	11.0.0
	Rel‑11
	EAB for UTRAN
	approved
	B
	11.1.0
	TEI11

	SP-120086
	23.060
	1616
	3
	11.0.0
	Rel‑11
	Normative documentation for PS Only subscriptions in GPRS Service Description
	approved
	B
	11.1.0
	SIMTC

	SP-120090
	23.060
	1617
	2
	11.0.0
	Rel‑11
	QoS for default bearer
	approved
	F
	11.1.0
	TEI11

	SP-120073
	23.060
	1618
	-
	11.0.0
	Rel‑11
	LIPA PDN connection handling when the UE's CSG membership changes
	approved
	A
	11.1.0
	LIPA_SIPTO

	SP-120086
	23.060
	1620
	4
	11.0.0
	Rel‑11
	Support of PS-only service provision
	approved
	B
	11.1.0
	SIMTC

	SP-120080
	23.167
	0207
	1
	11.3.0
	Rel‑11
	Codecs supported for IMS emergency sessions
	approved
	B
	11.4.0
	NOVES-IMSESOM

	SP-120081
	23.167
	0208
	1
	11.3.0
	Rel‑11
	Support of Network-provided Location for IMS functionality
	approved
	B
	11.4.0
	NWK-PL2IMS

	SP-120080
	23.167
	0212
	3
	11.3.0
	Rel‑11
	Domain Selection Rules for IMSESOM with E-UTRAN and UTRAN Access
	approved
	B
	11.4.0
	NOVES-IMSESOM

	SP-120075
	23.203
	0509
	1
	10.5.0
	Rel‑10
	The reasonable corrections to 23.203
	approved
	F
	10.6.0
	TEI10

	SP-120075
	23.203
	0510
	1
	11.4.0
	Rel‑11
	The reasonable corrections to 23.203
	approved
	A
	11.5.0
	TEI10

	SP-120065
	23.203
	0579
	3
	8.12.0
	Rel‑8
	TFT operation when SGSN accesses to PGW
	approved
	F
	8.13.0
	SAES

	SP-120065
	23.203
	0580
	3
	9.10.0
	Rel‑9
	TFT operation when SGSN accesses to PGW
	approved
	A
	9.11.0
	SAES

	SP-120065
	23.203
	0581
	3
	10.5.0
	Rel‑10
	TFT operation when SGSN accesses to PGW
	approved
	A
	10.6.0
	SAES

	SP-120065
	23.203
	0582
	3
	11.4.0
	Rel‑11
	TFT operation when SGSN accesses to PGW
	approved
	A
	11.5.0
	SAES

	SP-120087
	23.203
	0620
	-
	11.4.0
	Rel‑11
	Editorial corrections to 23.203
	approved
	D
	11.5.0
	TEI11

	SP-120063
	23.203
	0621
	2
	7.12.0
	Rel‑7
	Corrections to deferred rule procedures
	approved
	F
	7.13.0
	PCC

	SP-120063
	23.203
	0622
	2
	8.12.0
	Rel‑8
	Corrections to deferred rule procedures
	approved
	A
	8.13.0
	PCC

	SP-120063
	23.203
	0623
	2
	9.10.0
	Rel‑9
	Corrections to deferred rule procedures
	approved
	A
	9.11.0
	PCC

	SP-120063
	23.203
	0624
	2
	10.5.0
	Rel‑10
	Corrections to deferred rule procedures
	approved
	A
	10.6.0
	PCC

	SP-120063
	23.203
	0625
	3
	11.4.0
	Rel‑11
	Corrections to deferred rule procedures
	approved
	A
	11.5.0
	PCC

	SP-120065
	23.203
	0626
	-
	8.12.0
	Rel‑8
	QoS Mapping
	approved
	F
	8.13.0
	SAES

	SP-120065
	23.203
	0627
	-
	9.10.0
	Rel‑9
	QoS Mapping
	approved
	A
	9.11.0
	SAES

	SP-120065
	23.203
	0628
	-
	10.5.0
	Rel‑10
	QoS Mapping
	approved
	A
	10.6.0
	SAES

	SP-120065
	23.203
	0629
	-
	11.4.0
	Rel‑11
	QoS Mapping
	approved
	A
	11.5.0
	SAES

	SP-120082
	23.203
	0631
	4
	11.4.0
	Rel‑11
	Removal of Subscriber Id from Intermediate Spending Limit Report Request
	approved
	F
	11.5.0
	QoS_SSL

	SP-120087
	23.203
	0643
	-
	11.4.0
	Rel‑11
	Editorial correction on the numbering of NOTEs in TS 23.203
	approved
	D
	11.5.0
	TEI11

	SP-120087
	23.203
	0644
	1
	11.4.0
	Rel‑11
	Conditions of accumulated usage reporting correction
	approved
	F
	11.5.0
	TEI11

	SP-120087
	23.203
	0645
	1
	11.4.0
	Rel‑11
	Including the BBERF interaction in the subscription information update procedure
	approved
	F
	11.5.0
	TEI11

	SP-120087
	23.203
	0647
	-
	11.4.0
	Rel‑11
	Editorial correction of PCC architecture
	approved
	D
	11.5.0
	TEI11

	SP-120087
	23.203
	0648
	1
	11.4.0
	Rel‑11
	Adding usage monitoring control function over Gx reference point
	approved
	F
	11.5.0
	TEI11

	SP-120087
	23.203
	0649
	1
	11.4.0
	Rel‑11
	Some corrections of IP-CAN session establishment procedure
	approved
	F
	11.5.0
	TEI11

	SP-120069
	23.203
	0651
	1
	9.10.0
	Rel‑9
	PCRF addressing for MUPSAP
	approved
	F
	9.11.0
	MUPSAP

	SP-120069
	23.203
	0652
	1
	10.5.0
	Rel‑10
	PCRF addressing for MUPSAP
	approved
	A
	10.6.0
	MUPSAP

	SP-120069
	23.203
	0653
	1
	11.4.0
	Rel‑11
	PCRF addressing for MUPSAP
	approved
	A
	11.5.0
	MUPSAP

	SP-120068
	23.203
	0658
	1
	9.10.0
	Rel‑9
	Correcting Usage Monitoring event trigger
	approved
	F
	9.11.0
	TEI9

	SP-120068
	23.203
	0659
	1
	10.5.0
	Rel‑10
	Correcting Usage Monitoring event trigger
	approved
	A
	10.6.0
	TEI9

	SP-120068
	23.203
	0660
	1
	11.4.0
	Rel‑11
	Correcting Usage Monitoring event trigger
	approved
	A
	11.5.0
	TEI9

	SP-120087
	23.203
	0663
	1
	11.4.0
	Rel‑11
	Usage monitoring signalling congestion handling
	approved
	C
	11.5.0
	TEI11

	SP-120085
	23.203
	0664
	1
	11.4.0
	Rel‑11
	Updates to TS 23.203 for WLAN with S2a
	approved
	B
	11.5.0
	SaMOG_WLAN

	SP-120077
	23.203
	0666
	1
	11.4.0
	Rel‑11
	Cleanup of editor's notes in 23.203 Annex P
	approved
	F
	11.5.0
	BBAI

	SP-120077
	23.203
	0667
	1
	11.4.0
	Rel‑11
	Building Block 2 architecture
	approved
	B
	11.5.0
	BBAI

	SP-120077
	23.203
	0668
	3
	11.4.0
	Rel‑11
	P.5 Functional description
	approved
	B
	11.5.0
	BBAI

	SP-120077
	23.203
	0669
	6
	11.4.0
	Rel‑11
	PCC Procedures and Flows
	approved
	B
	11.5.0
	BBAI

	SP-120077
	23.203
	0670
	3
	11.4.0
	Rel‑11
	PCRF selection procedure for WLAN offloaded traffic
	approved
	B
	11.5.0
	BBAI

	SP-120080
	23.203
	0671
	1
	11.4.0
	Rel‑11
	Include support of other media for IMS Emergency Session
	approved
	C
	11.5.0
	NOVES-IMSESOM

	SP-120087
	23.203
	0672
	1
	11.4.0
	Rel‑11
	Declaring support for extended TFT filter format
	revised
	B
	
	TEI11

	SP-120173
	23.203
	0672
	2
	11.4.0
	Rel‑11
	Declaring support for extended TFT filter format
	approved
	B
	11.5.0
	TEI11

	SP-120084
	23.203
	0673
	-
	11.4.0
	Rel‑11
	PCC support for rSRVCC
	approved
	B
	11.5.0
	rSRVCC

	SP-120077
	23.203
	0678
	2
	11.4.0
	Rel‑11
	Corrections on GW Control and QoS Rules Request Procedure
	approved
	F
	11.5.0
	BBAI

	SP-120077
	23.203
	0679
	2
	11.4.0
	Rel‑11
	Corrections on BPCF Discovery and Selection
	approved
	F
	11.5.0
	BBAI

	SP-120077
	23.203
	0682
	1
	11.4.0
	Rel‑11
	Differentiate the QoS parameter between offload traffic and EPC-routed traffic
	approved
	F
	11.5.0
	BBAI

	SP-120081
	23.203
	0686
	3
	11.4.0
	Rel‑11
	Changes to PCC to support Network Location for IMS functionality
	approved
	B
	11.5.0
	NWK-PL2IMS

	SP-120077
	23.203
	0688
	1
	11.4.0
	Rel‑11
	Clarification on 3GPP HNB Procedures for CS Support
	approved
	F
	11.5.0
	BBAI

	SP-120077
	23.203
	0690
	2
	11.4.0
	Rel‑11
	Reference points enhancement with BBAI
	approved
	B
	11.5.0
	BBAI

	SP-120077
	23.203
	0692
	3
	11.4.0
	Rel‑11
	Annex P: High level requirements for BB2
	approved
	B
	11.5.0
	BBAI

	SP-120077
	23.203
	0693
	3
	11.4.0
	Rel‑11
	P.6 Functional Entities enhancement for BBII NS-WLAN
	approved
	B
	11.5.0
	BBAI

	SP-120087
	23.216
	0241
	2
	11.3.0
	Rel‑11
	Release resource in RAN at SRVCC procedure
	approved
	F
	11.4.0
	TEI11

	SP-120075
	23.216
	0246
	1
	10.2.0
	Rel‑10
	SRVCC recovery due to incomplete IMS session continuity procedure
	approved
	F
	10.3.0
	TEI10

	SP-120075
	23.216
	0247
	1
	11.3.0
	Rel‑11
	SRVCC recovery due to incomplete IMS session continuity procedure
	approved
	A
	11.4.0
	TEI10

	SP-120065
	23.216
	0248
	1
	8.7.0
	Rel‑8
	Intra-UMTS SRVCC handover correction
	approved
	F
	8.8.0
	SAES-SRVCC

	SP-120065
	23.216
	0249
	1
	9.8.0
	Rel‑9
	Intra-UMTS SRVCC handover correction
	approved
	A
	9.9.0
	SAES-SRVCC

	SP-120065
	23.216
	0250
	1
	10.2.0
	Rel‑10
	Intra-UMTS SRVCC handover correction
	approved
	A
	10.3.0
	SAES-SRVCC

	SP-120065
	23.216
	0251
	1
	11.3.0
	Rel‑11
	Intra-UMTS SRVCC handover correction
	approved
	A
	11.4.0
	SAES-SRVCC

	SP-120087
	23.216
	0253
	1
	11.3.0
	Rel‑11
	Timing of Suspension Procedure during SRVCC to GERAN without DTM Support
	approved
	F
	11.4.0
	TEI11

	SP-120084
	23.216
	0254
	-
	11.3.0
	Rel‑11
	Reverse SRVCC and PCC
	approved
	F
	11.4.0
	rSRVCC

	SP-120087
	23.216
	0259
	-
	11.3.0
	Rel‑11
	Clarifications on usage of CAMEL triggers during SRVCC
	approved
	F
	11.4.0
	TEI11

	SP-120084
	23.216
	0260
	1
	11.3.0
	Rel‑11
	MME selection for rSRVCC
	approved
	F
	11.4.0
	rSRVCC

	SP-120084
	23.216
	0262
	1
	11.3.0
	Rel‑11
	Call flow corrections for rSRVCC HO
	approved
	F
	11.4.0
	rSRVCC

	SP-120084
	23.216
	0263
	1
	11.3.0
	Rel‑11
	Bearer release handling in the source MME/SGSN
	approved
	C
	11.4.0
	rSRVCC

	SP-120084
	23.216
	0264
	1
	11.3.0
	Rel‑11
	Emergency call handling in rSRVCC
	approved
	C
	11.4.0
	rSRVCC

	SP-120081
	23.228
	1004
	1
	11.3.0
	Rel‑11
	Network Provided Location Information in IMS
	approved
	B
	11.4.0
	NWK-PL2IMS

	SP-120083
	23.228
	1005
	1
	11.3.0
	Rel‑11
	Number translation clarifications for RAVEL
	approved
	F
	11.4.0
	RAVEL

	SP-120088
	23.228
	1007
	-
	11.3.0
	Rel‑11
	Transit-terminating in IMS transit scenarios
	approved
	C
	11.4.0
	TEI11

	SP-120074
	23.236
	0048
	2
	10.2.1
	Rel‑10
	Corrected MTC terminology
	approved
	F
	10.3.0
	NIMTC

	SP-120088
	23.237
	0420
	1
	11.3.0
	Rel‑11
	PS to CS Dual Radio Access Transfer
	approved
	F
	11.4.0
	TEI11

	SP-120088
	23.237
	0421
	1
	11.3.0
	Rel‑11
	UE using ICS Capabilities in case of PS-CS Access Transfer
	approved
	F
	11.4.0
	TEI11

	SP-120084
	23.237
	0422
	-
	11.3.0
	Rel‑11
	Clarification on the media gateway between PGW/GGSN and ATGW.
	approved
	F
	11.4.0
	rSRVCC

	SP-120075
	23.237
	0423
	1
	10.8.0
	Rel‑10
	Removal of Instance ID in Session Transfer INVITE for SRVCC in alerting state
	approved
	F
	10.9.0
	TEI10

	SP-120075
	23.237
	0424
	1
	11.3.0
	Rel‑11
	Removal of Instance ID in Session Transfer INVITE for SRVCC in alerting state
	approved
	A
	11.4.0
	TEI10

	SP-120084
	23.237
	0425
	1
	11.3.0
	Rel‑11
	Emergency call handling in rSRVCC
	approved
	C
	11.4.0
	rSRVCC

	SP-120075
	23.246
	0272
	-
	10.2.0
	Rel‑10
	Updating Rel‑10 version removing MBMS service area configuration using M3
	approved
	F
	10.3.0
	TEI10

	SP-120088
	23.246
	0273
	-
	11.0.0
	Rel‑11
	Correction to Absolute Start Time for MBMS Data Delivery
	approved
	F
	11.1.0
	TEI11

	SP-120088
	23.251
	0037
	2
	11.0.0
	Rel‑11
	SRVCC and Network Sharing from E-UTRAN
	approved
	B
	11.1.0
	TEI11

	SP-120088
	23.251
	0039
	-
	11.0.0
	Rel‑11
	Editorial corrections on redirection message for Non-supporting UEs in a MOCN configuration
	approved
	D
	11.1.0
	TEI11

	SP-120079
	23.251
	0040
	1
	11.0.0
	Rel‑11
	Introduction of FULL-MOCN-GERAN feature
	approved
	B
	11.1.0
	FULL_MOCN-GERAN

	SP-120070
	23.251
	0042
	1
	10.2.0
	Rel‑10
	MOCN-GERAN support correction
	approved
	F
	10.3.0
	MOCN-GERAN

	SP-120079
	23.251
	0043
	1
	11.0.0
	Rel‑11
	FULL-MOCN-GERAN support
	approved
	C
	11.1.0
	FULL_MOCN-GERAN

	SP-120088
	23.251
	0045
	2
	11.0.0
	Rel‑11
	EAB for network sharing
	approved
	B
	11.1.0
	TEI11

	SP-120071
	23.261
	0011
	-
	10.1.0
	Rel‑10
	IETF reference update for 23.261
	approved
	F
	10.2.0
	IFOM

	SP-120075
	23.272
	0703
	3
	10.6.0
	Rel‑10
	CM Service Request during MO-LR procedure
	approved
	F
	10.7.0
	TEI10

	SP-120088
	23.272
	0705
	2
	10.6.0
	Rel‑11
	Clarification about ISR maintenance for CSFB
	approved
	F
	11.0.0
	TEI11

	SP-120066
	23.272
	0720
	1
	8.10.0
	Rel‑8
	Clarification of ISR activation condition for NMO II RAU and Periodic RAU
	approved
	F
	8.11.0
	SAES-CSFB

	SP-120066
	23.272
	0721
	1
	9.10.0
	Rel‑9
	Clarification of ISR activation condition for NMO II RAU and Periodic RAU
	approved
	A
	9.11.0
	SAES-CSFB

	SP-120066
	23.272
	0722
	1
	10.6.0
	Rel‑10
	Clarification of ISR activation condition for NMO II RAU and Periodic RAU
	approved
	A
	10.7.0
	SAES-CSFB

	SP-120068
	23.272
	0724
	2
	9.10.0
	Rel‑9
	Clarification of LAU/RAU trigger for CSFB UE when ISR is activated
	approved
	F
	9.11.0
	TEI9

	SP-120068
	23.272
	0725
	2
	10.6.0
	Rel‑10
	Clarification of LAU/RAU trigger for CSFB UE when ISR is activated
	approved
	A
	10.7.0
	TEI9

	SP-120088
	23.272
	0727
	1
	10.6.0
	Rel‑11
	Clarification of detach procedure when ISR is activated
	approved
	F
	11.0.0
	TEI11

	SP-120088
	23.272
	0729
	-
	10.6.0
	Rel‑11
	Correction of reference
	approved
	F
	11.0.0
	TEI11

	SP-120088
	23.272
	0735
	1
	10.6.0
	Rel‑11
	Clarification about PLMN selection for CS domain
	approved
	F
	11.0.0
	TEI11

	SP-120075
	23.272
	0736
	1
	10.6.0
	Rel‑10
	Corrections to SGs paging for CSFB
	approved
	F
	10.7.0
	TEI10

	SP-120086
	23.272
	0743
	1
	10.6.0
	Rel‑11
	ISR deactivation exception for PS only SMS
	approved
	B
	11.0.0
	SIMTC

	SP-120086
	23.272
	0746
	3
	10.6.0
	Rel‑11
	SMS over SGs usage to support NAS procedures for PS only SMS
	approved
	B
	11.0.0
	SIMTC-Reach

	SP-120066
	23.272
	0748
	2
	8.10.0
	Rel‑8
	Correction of system behaviour upon MME implicit detach timer expiry when SGs is associated and ISR is activated
	approved
	F
	8.11.0
	SAES-CSFB

	SP-120066
	23.272
	0749
	1
	9.10.0
	Rel‑9
	Correction of system behaviour upon MME implicit detach timer expiry when SGs is associated and ISR is activated
	approved
	A
	9.11.0
	SAES-CSFB

	SP-120066
	23.272
	0750
	1
	10.6.0
	Rel‑10
	Correction of system behaviour upon MME implicit detach timer expiry when SGs is associated and ISR is activated
	approved
	A
	10.7.0
	SAES-CSFB

	SP-120081
	23.292
	0185
	1
	11.1.0
	Rel‑11
	Location information provision during ICS origination/termination procedures
	approved
	B
	11.2.0
	NWK-PL2IMS

	SP-120075
	23.292
	0186
	-
	10.4.0
	Rel‑10
	Clarifications on supported media
	approved
	F
	10.5.0
	TEI10

	SP-120075
	23.292
	0187
	-
	11.1.0
	Rel‑11
	Clarifications on supported media
	approved
	A
	11.2.0
	TEI10

	SP-120088
	23.327
	0022
	-
	10.0.0
	Rel‑11
	Update of reference to obsolete IETF RFCs
	approved
	C
	11.0.0
	TEI11

	SP-120091
	23.401
	2140
	2
	11.0.0
	Rel‑11
	Correct the 'MS' to the 'UE' which accesses via E-UTRAN
	approved
	D
	11.1.0
	TEI11

	SP-120091
	23.401
	2171
	1
	11.0.0
	Rel‑11
	Remove the redundant IE
	approved
	F
	11.1.0
	TEI11

	SP-120089
	23.401
	2175
	3
	11.0.0
	Rel‑11
	SM-Backoff timer for NW initiated bearer deactivation
	approved
	B
	11.1.0
	TEI11

	SP-120091
	23.401
	2188
	2
	11.0.0
	Rel‑11
	Correction in PDN GW initiated bearer deactivation
	approved
	F
	11.1.0
	TEI11

	SP-120074
	23.401
	2189
	2
	10.6.0
	Rel‑10
	Service user correction for MTC congestion control
	approved
	F
	10.7.0
	NIMTC

	SP-120091
	23.401
	2215
	2
	11.0.0
	Rel‑11
	MME behaviour in case of SCTP connection loss
	approved
	F
	11.1.0
	TEI11

	SP-120091
	23.401
	2251
	1
	11.0.0
	Rel‑11
	Corrections to procedure handling of Service Request and S1-based handover
	approved
	F
	11.1.0
	TEI11

	SP-120089
	23.401
	2252
	-
	11.0.0
	Rel‑11
	Editorial corrections to 23.401
	approved
	D
	11.1.0
	TEI11

	SP-120089
	23.401
	2253
	-
	11.0.0
	Rel‑11
	IETF reference update for 23.401
	approved
	F
	11.1.0
	TEI11

	SP-120091
	23.401
	2260
	1
	11.0.0
	Rel‑11
	Add warning NOTE when using PAP for external authentication
	approved
	F
	11.1.0
	TEI11

	SP-120073
	23.401
	2261
	1
	10.6.0
	Rel‑10
	LIPA PDN connection handling when the UE's CSG membership changes
	approved
	F
	10.7.0
	LIPA_SIPTO

	SP-120073
	23.401
	2262
	-
	10.6.0
	Rel‑10
	Correction of the PDN GW selection for the APN with SIPTO permission
	approved
	F
	10.7.0
	LIPA_SIPTO

	SP-120073
	23.401
	2263
	-
	11.0.0
	Rel‑11
	Correction of the PDN GW selection for the APN with SIPTO permission
	approved
	A
	11.1.0
	LIPA_SIPTO

	SP-120064
	23.401
	2266
	1
	8.15.0
	Rel‑8
	Warning System details move to 23.041
	approved
	F
	8.16.0
	TEI8

	SP-120064
	23.401
	2267
	1
	9.11.0
	Rel‑9
	Warning System details move to 23.041
	approved
	A
	9.12.0
	TEI8

	SP-120064
	23.401
	2268
	1
	10.6.0
	Rel‑10
	Warning System details move to 23.041
	approved
	A
	10.7.0
	TEI8

	SP-120064
	23.401
	2269
	1
	11.0.0
	Rel‑11
	Warning System details move to 23.041
	approved
	A
	11.1.0
	TEI8

	SP-120089
	23.401
	2270
	1
	11.0.0
	Rel‑11
	Barring sub-categories
	approved
	F
	11.1.0
	TEI11

	SP-120091
	23.401
	2277
	1
	11.0.0
	Rel‑11
	Correct the mistaken IE in the create session request for EMC
	approved
	F
	11.1.0
	TEI11

	SP-120076
	23.401
	2278
	1
	10.6.0
	Rel‑10
	Clarify reference point used inter-PLMN and intra-PLMN
	approved
	F
	10.7.0
	TEI10

	SP-120076
	23.401
	2279
	1
	11.0.0
	Rel‑11
	Clarify reference point used inter-PLMN and intra-PLMN
	approved
	A
	11.1.0
	TEI10

	SP-120091
	23.401
	2285
	3
	11.0.0
	Rel‑11
	Packet filter included in the Bearer Resource Modification procedure
	approved
	F
	11.1.0
	TEI11

	SP-120074
	23.401
	2286
	2
	11.0.0
	Rel‑11
	Service user correction for MTC congestion control
	approved
	A
	11.1.0
	NIMTC

	SP-120091
	23.401
	2288
	1
	11.0.0
	Rel‑11
	TAU trigger upon receipt of paging in congestion
	approved
	F
	11.1.0
	TEI11

	SP-120091
	23.401
	2290
	-
	11.0.0
	Rel‑11
	Correction of CS Service Block by HSS to MME signalling
	approved
	F
	11.1.0
	TEI11

	SP-120076
	23.401
	2291
	1
	10.6.0
	Rel‑10
	Permit RRC Release in parallel with S1 Release
	approved
	F
	10.7.0
	TEI10

	SP-120076
	23.401
	2292
	1
	11.0.0
	Rel‑11
	Permit RRC Release in parallel with S1 Release
	approved
	A
	11.1.0
	TEI10

	SP-120091
	23.401
	2295
	1
	11.0.0
	Rel‑11
	BCM handling in EPC
	approved
	F
	11.1.0
	TEI11

	SP-120080
	23.401
	2305
	1
	11.0.0
	Rel‑11
	Include support of other media for IMS Emergency Session
	approved
	C
	11.1.0
	NOVES-IMSESOM

	SP-120089
	23.401
	2306
	1
	11.0.0
	Rel‑11
	Declaring support for extended TFT filter format
	approved
	B
	11.1.0
	TEI11

	SP-120081
	23.401
	2312
	2
	11.0.0
	Rel‑11
	Network Provided Location Information Retrieval via Bearer Related Procedure
	approved
	B
	11.1.0
	NWK-PL2IMS

	SP-120089
	23.401
	2313
	2
	11.0.0
	Rel‑11
	EAB for E-UTRAN
	approved
	B
	11.1.0
	TEI11

	SP-120073
	23.401
	2319
	-
	11.0.0
	Rel‑11
	LIPA PDN connection handling when the UE's CSG membership changes
	approved
	A
	11.1.0
	LIPA_SIPTO

	SP-120091
	23.401
	2326
	2
	11.0.0
	Rel‑11
	Priority treatment for Network Management Functions
	approved
	B
	11.1.0
	TEI11

	SP-120091
	23.401
	2327
	1
	11.0.0
	Rel‑11
	Load re-balancing between MMEs for Priority Services
	approved
	B
	11.1.0
	TEI11

	SP-120091
	23.401
	2333
	4
	11.0.0
	Rel‑11
	UE AS capability request over S1
	approved
	F
	11.1.0
	TEI11

	SP-120092
	23.402
	1018
	1
	11.1.0
	Rel‑11
	Corrections in handover procedures
	approved
	F
	11.2.0
	TEI11

	SP-120092
	23.402
	1042
	2
	11.1.0
	Rel‑11
	Clarification on ISMP and ISRP
	approved
	F
	11.2.0
	TEI11

	SP-120072
	23.402
	1044
	1
	11.1.0
	Rel‑11
	Clarification on the scope of ISRP Filter Rule priority
	approved
	A
	11.2.0
	MAPCON, IFOM

	SP-120092
	23.402
	1045
	1
	11.1.0
	Rel‑11
	Editorial corrections to 23.402
	approved
	D
	11.2.0
	TEI11

	SP-120092
	23.402
	1048
	-
	11.1.0
	Rel‑11
	Editorial correction on some sentences in TS 23.402
	approved
	D
	11.2.0
	TEI11

	SP-120092
	23.402
	1049
	-
	11.1.0
	Rel‑11
	Editorial correction on the numbering of NOTEs in TS 23.402
	approved
	D
	11.2.0
	TEI11

	SP-120092
	23.402
	1050
	-
	11.1.0
	Rel‑11
	Supplement of abbreviations in TS 23.402
	approved
	F
	11.2.0
	TEI11

	SP-120076
	23.402
	1051
	-
	11.1.0
	Rel‑11
	Clarification for the non-3GPP access system
	approved
	A
	11.2.0
	TEI10

	SP-120076
	23.402
	1052
	-
	10.6.0
	Rel‑10
	Clarification for the non-3GPP access system
	approved
	F
	10.7.0
	TEI10

	SP-120076
	23.402
	1053
	1
	10.6.0
	Rel‑10
	Cleanup for the removal of HSS notification during PDN connection release in Non-3GPP access network
	approved
	F
	10.7.0
	TEI10

	SP-120076
	23.402
	1054
	1
	11.1.0
	Rel‑11
	Cleanup for the removal of HSS notification during PDN connection release in Non-3GPP access network
	approved
	A
	11.2.0
	TEI10

	SP-120076
	23.402
	1055
	-
	10.6.0
	Rel‑10
	Correction of the reference for the access to external private networks via S2b
	approved
	F
	10.7.0
	TEI10

	SP-120076
	23.402
	1056
	-
	11.1.0
	Rel‑11
	Correction of the reference for the access to external private networks via S2b
	approved
	A
	11.2.0
	TEI10

	SP-120072
	23.402
	1061
	1
	10.6.0
	Rel‑10
	APN provision in non-3GPP to 3GPP handover
	approved
	F
	10.7.0
	MAPCON

	SP-120072
	23.402
	1062
	1
	11.1.0
	Rel‑11
	APN provision in non-3GPP to 3GPP handover
	approved
	A
	11.2.0
	MAPCON

	SP-120076
	23.402
	1065
	1
	10.6.0
	Rel‑10
	Add UE location report on Gx interaction
	approved
	F
	10.7.0
	TEI10

	SP-120076
	23.402
	1066
	1
	11.1.0
	Rel‑11
	Add UE location report on Gx interaction
	approved
	A
	11.2.0
	TEI10

	SP-120092
	23.402
	1068
	1
	11.1.0
	Rel‑11
	Correction on handover indicator in PBU
	approved
	F
	11.2.0
	TEI11

	SP-120067
	23.402
	1072
	-
	8.9.0
	Rel‑8
	Update of IETF reference for IPv4 Support for Proxy Mobile IPv6
	approved
	F
	
	SAES

	SP-120067
	23.402
	1073
	-
	9.11.0
	Rel‑9
	Update of IETF reference for IPv4 Support for Proxy Mobile IPv6
	approved
	F
	
	TEI9

	SP-120067
	23.402
	1074
	-
	10.6.0
	Rel‑10
	Update of IETF reference for IPv4 Support for Proxy Mobile IPv6
	approved
	F
	
	TEI10

	SP-120067
	23.402
	1075
	-
	11.1.0
	Rel‑11
	Update of IETF reference for IPv4 Support for Proxy Mobile IPv6
	approved
	A
	
	TEI10

	SP-120066
	23.402
	1076
	1
	8.9.0
	Rel‑8
	IETF references clean-up
	approved
	F
	8.10.0
	SAES

	SP-120066
	23.402
	1077
	1
	9.11.0
	Rel‑9
	IETF references clean-up
	approved
	A
	9.12.0
	SAES

	SP-120066
	23.402
	1078
	1
	10.6.0
	Rel‑10
	IETF references clean-up
	approved
	A
	10.7.0
	SAES

	SP-120066
	23.402
	1079
	1
	11.1.0
	Rel‑11
	IETF references clean-up
	approved
	A
	11.2.0
	SAES

	SP-120076
	23.402
	1080
	1
	10.6.0
	Rel‑10
	Removal of reference to IETF Draft for IPv6 Prefix Delegation
	approved
	F
	10.7.0
	TEI10

	SP-120076
	23.402
	1081
	1
	11.1.0
	Rel‑11
	Removal of reference to IETF Draft for IPv6 Prefix Delegation
	approved
	A
	11.2.0
	TEI10

	SP-120092
	23.402
	1082
	-
	11.1.0
	Rel‑11
	Update of IETF reference for Internet Key Exchange Protocol
	approved
	F
	11.2.0
	TEI11

	SP-120092
	23.402
	1083
	1
	11.1.0
	Rel‑11
	ePDG charging for inter-operator in roaming scenario
	approved
	B
	11.2.0
	TEI11

	SP-120085
	23.402
	1084
	1
	11.1.0
	Rel‑11
	Architecture and functional description of WLAN access to EPC through S2a for unmodified UEs
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120085
	23.402
	1085
	1
	11.1.0
	Rel‑11
	Update of reference points and addition of cross references for EPC access via Trusted WLAN
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120085
	23.402
	1086
	3
	11.1.0
	Rel‑11
	PDN GW Selection for SaMOG_WLAN
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120085
	23.402
	1088
	1
	11.1.0
	Rel‑11
	Initial Attach in WLAN with S2a
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120092
	23.402
	1089
	1
	11.1.0
	Rel‑11
	Declaring support for extended TFT filter format
	approved
	B
	11.2.0
	TEI11

	SP-120085
	23.402
	1090
	1
	11.1.0
	Rel‑11
	IPv4 address and IPv6 prefix allocation procedures for WLAN access to EPC via S2a for unmodified UEs
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120081
	23.402
	1093
	2
	11.1.0
	Rel‑11
	Network Provided Location Information Retrieval via Bearer Related Procedure with PMIP-based S5/S8
	approved
	B
	11.2.0
	NWK-PL2IMS

	SP-120085
	23.402
	1094
	-
	11.1.0
	Rel‑11
	Detach and PDN disconnection procedures
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120085
	23.402
	1095
	-
	11.1.0
	Rel‑11
	Procedures for SaMOG in 23.402
	approved
	B
	11.2.0
	SaMOG_WLAN

	SP-120078
	23.402
	1097
	1
	11.1.0
	Rel‑11
	ISRPs based on application identity
	approved
	B
	11.2.0
	DIDA
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	SP-120039
	33.102
	0246
	1
	11.1.0
	Rel‑11
	SRVCC HO from CS GERAN/UTRAN to PS UTRAN HSPA
	approved
	B
	11.2.0
	SEC11

	SP-120039
	33.102
	0248
	1
	11.1.0
	Rel‑11
	Storing START in ME at mobility events (33.102)
	approved
	F
	11.2.0
	SEC11

	SP-120039
	33.102
	0249
	1
	11.1.0
	Rel‑11
	Security requirements for RNCs in exposed locations
	approved
	B
	11.2.0
	SEC11

	SP-120034
	33.107
	0114
	-
	11.0.0
	Rel‑11
	Correction on MIP specific parameters provided over the X2 interface.
	approved
	F
	11.1.0
	LI11

	SP-120034
	33.108
	0189
	-
	11.1.0
	Rel‑11
	Correction on reference for MIKEY-TICKET
	approved
	F
	11.2.0
	LI11

	SP-120034
	33.108
	0190
	-
	11.1.0
	Rel‑11
	SAI Reference correction
	approved
	F
	11.2.0
	LI11

	SP-120034
	33.108
	0191
	-
	11.1.0
	Rel‑11
	Correction on reference for MIP specific parameters for the HI2 interface and alignment of reported information.
	approved
	F
	11.2.0
	LI11

	SP-120039
	33.203
	0189
	-
	11.0.0
	Rel‑11
	Editorial correction of scope in Annex S on 3GPP2 access
	approved
	D
	11.1.0
	SEC11

	SP-120033
	33.220
	0156
	3
	11.1.0
	Rel‑11
	SIP Digest-based GBA scope and terminology updates
	approved
	B
	11.2.0
	GBA-ext

	SP-120039
	33.220
	0157
	-
	11.1.0
	Rel‑11
	Update of TLS extensions version
	approved
	F
	11.2.0
	SEC11

	SP-120039
	33.220
	0158
	-
	11.1.0
	Rel‑11
	Correction of BSF and bootstrapping requirements in 2G GBA
	approved
	F
	11.2.0
	SEC11

	SP-120033
	33.220
	0159
	2
	11.1.0
	Rel‑11
	GBA extension for re-use of SIP Digest credentials
	approved
	B
	11.2.0
	GBA-ext

	SP-120039
	33.220
	0160
	1
	11.1.0
	Rel‑11
	GBA terminology issues
	approved
	D
	11.2.0
	SEC11

	SP-120037
	33.220
	0161
	-
	8.8.0
	Rel‑8
	Correction of misimplementation of Change Requests on KDF FC value allocations
	approved
	F
	8.9.0
	TEI8

	SP-120037
	33.220
	0162
	-
	9.3.0
	Rel‑9
	Correction of misimplementation of Change Requests on KDF FC value allocations
	approved
	A
	9.4.0
	TEI8

	SP-120037
	33.220
	0163
	-
	10.0.0
	Rel‑10
	Correction of misimplementation of Change Requests on KDF FC value allocations
	approved
	A
	10.1.0
	TEI8

	SP-120037
	33.220
	0164
	-
	11.1.0
	Rel‑11
	Correction of misimplementation of Change Requests on KDF FC value allocations
	approved
	A
	11.2.0
	TEI8

	SP-120039
	33.222
	0032
	1
	10.0.1
	Rel‑11
	Correction of Reference
	approved
	F
	11.0.0
	SEC11

	SP-120039
	33.222
	0033
	-
	10.0.1
	Rel‑11
	Clarification of Mandatory Implementation
	approved
	F
	11.0.0
	SEC11

	SP-120039
	33.222
	0034
	-
	10.0.1
	Rel‑11
	Update of TLS extensions version
	approved
	F
	11.0.0
	SEC11

	SP-120038
	33.234
	0114
	1
	10.1.0
	Rel‑10
	The identity of the UICC-less UE in emergency call
	approved
	F
	10.2.0
	TEI10

	SP-120038
	33.234
	0116
	1
	10.1.0
	Rel‑10
	Corrections to IKEv2 procedure
	approved
	F
	10.2.0
	TEI10

	SP-120038
	33.234
	0117
	1
	11.2.0
	Rel‑11
	Corrections to IKEv2 procedure
	approved
	A
	11.3.0
	TEI10

	SP-120038
	33.234
	0120
	2
	11.2.0
	Rel‑11
	The identity of the UICC-less UE in emergency call
	approved
	A
	11.3.0
	TEI10

	SP-120039
	33.320
	0081
	1
	11.4.0
	Rel‑11
	Clarifying Management Traffic
	approved
	F
	11.5.0
	SEC11

	SP-120039
	33.320
	0082
	1
	11.4.0
	Rel‑11
	CSG ID mapping
	approved
	F
	11.5.0
	SEC11

	SP-120036
	33.320
	0083
	1
	11.4.0
	Rel‑11
	H(e)NB authorization in direct interface
	approved
	F
	11.5.0
	HNB_mob_Sec

	SP-120036
	33.320
	0085
	1
	11.4.0
	Rel‑11
	Clarification of the device authentication in 33.320
	approved
	F
	11.5.0
	HNB_mob_Sec

	SP-120039
	33.320
	0086
	1
	11.4.0
	Rel‑11
	Clause 4.4.9 modifications to align HeNB verification requirements with RAN3 architecture.
	approved
	F
	11.5.0
	SEC11

	SP-120039
	33.401
	0488
	1
	11.2.0
	Rel‑11
	Clarifying Un user plane ciphering
	approved
	F
	11.3.0
	SEC11

	SP-120039
	33.401
	0489
	1
	11.2.0
	Rel‑11
	SRVCC HO from CS GERAN/UTRAN to PS E-UTRAN
	approved
	B
	11.3.0
	SEC11

	SP-120039
	33.401
	0491
	1
	11.2.0
	Rel‑11
	Clarification of security requirements for backhaul of eNBs
	approved
	F
	11.3.0
	SEC11

	SP-120039
	33.401
	0493
	1
	11.2.0
	Rel‑11
	Storing START in ME at mobility events (33.401)
	approved
	F
	11.3.0
	SEC11

	SP-120113
	33.402
	0103
	-
	11.2.0
	Rel‑11
	Correction of references
	approved
	F
	11.3.0
	Sec11

	SP-120038
	33.402
	0103
	1
	10.2.0
	Rel‑10
	Corrections to IKEv2 procedure
	approved
	F
	10.3.0
	TEI10

	SP-120038
	33.402
	0104
	1
	11.2.0
	Rel‑11
	Corrections to IKEv2 procedure
	approved
	A
	11.3.0
	TEI10

	SP-120037
	33.402
	0105
	1
	10.2.0
	Rel‑10
	Correction to length of MIP-RK
	approved
	A
	10.3.0
	TEI8

	SP-120037
	33.402
	0106
	1
	11.2.0
	Rel‑11
	Correction to length of MIP-RK
	approved
	A
	11.3.0
	TEI8

	SP-120037
	33.402
	0107
	-
	8.6.0
	Rel‑8
	Correction to length of MIP-RK
	approved
	F
	8.7.0
	TEI8

	SP-120037
	33.402
	0108
	-
	9.6.0
	Rel‑9
	Correction to length of MIP-RK
	approved
	A
	9.7.0
	TEI8

	SP-120035
	33.859
	0001
	1
	11.0.0
	Rel‑11
	UKM conclusions
	approved
	F
	11.1.0
	FS_UKM
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	CR
	rev
	Current
version
	Phase
	SUBJECT
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	SP-120024
	26.114
	0174
	1
	10.2.0
	Rel‑10
	Increasing optional codec level of H.264
	approved
	F
	10.3.0
	VCEM

	SP-120024
	26.114
	0175
	1
	11.2.0
	Rel‑11
	Increasing optional codec level of H.264
	approved
	A
	11.3.0
	VCEM

	SP-120024
	26.114
	0179
	1
	10.2.0
	Rel‑10
	Clarifying the usage of "a=imageattr"
	approved
	F
	10.3.0
	VCEM

	SP-120027
	26.114
	0180
	1
	11.2.0
	Rel‑11
	Clarifying the usage of "a=imageattr"
	approved
	F
	11.3.0
	TEI11

	SP-120019
	26.114
	0181
	2
	8.9.0
	Rel‑8
	SDP examples without SDPCapNeg
	approved
	F
	8.10.0
	MTSI_eMHI

	SP-120018
	26.114
	0182
	-
	7.15.0
	Rel‑7
	Correcting order of SDP lines
	approved
	F
	7.16.0
	MTSI-MHI

	SP-120018
	26.114
	0183
	-
	8.9.0
	Rel‑8
	Correcting order of SDP lines
	approved
	A
	8.10.0
	MTSI-MHI

	SP-120018
	26.114
	0184
	-
	9.7.0
	Rel‑9
	Correcting order of SDP lines
	approved
	A
	9.8.0
	MTSI-MHI

	SP-120018
	26.114
	0185
	-
	10.2.0
	Rel‑10
	Correcting order of SDP lines
	approved
	A
	10.3.0
	MTSI-MHI

	SP-120018
	26.114
	0186
	-
	11.2.0
	Rel‑11
	Correcting order of SDP lines
	approved
	A
	11.3.0
	MTSI-MHI

	SP-120021
	26.114
	0190
	2
	10.2.0
	Rel‑10
	Correction of figure for RTP media and session set-up signaling paths
	approved
	F
	10.3.0
	ECSRA_LAA

	SP-120021
	26.114
	0191
	2
	11.2.0
	Rel‑11
	Correction of figure for RTP media and session set-up signaling paths
	approved
	A
	11.3.0
	ECSRA_LAA

	SP-120022
	26.132
	0050
	1
	10.3.0
	Rel‑10
	Correction of receiving distortion
	approved
	F
	10.4.0
	EAAT

	SP-120026
	26.140
	0016
	4
	10.0.0
	Rel‑11
	On MMS video enhancements
	approved
	C
	11.0.0
	EMM

	SP-120026
	26.234
	0198
	3
	10.3.0
	Rel‑11
	On PSS video enhancements
	approved
	C
	11.0.0
	EMM

	SP-120020
	26.234
	0199
	1
	9.7.0
	Rel‑9
	Corrections and Further Recommendations on PSS Vocabulary for Broader Device Type Support
	approved
	F
	9.8.0
	PMA-MBS_Ext

	SP-120020
	26.234
	0200
	1
	10.3.0
	Rel‑10
	Corrections and Further Recommendations on PSS Vocabulary for Broader Device Type Support
	approved
	A
	10.4.0
	PMA-MBS_Ext

	SP-120026
	26.234
	0201
	1
	10.3.0
	Rel‑11
	Corrections and Further Recommendations on PSS Vocabulary
	approved
	C
	11.0.0
	EMM

	SP-120028
	26.267
	0016
	-
	10.0.0
	Rel‑11
	Clarification of START, LLACKs, and HLACKs messages
	approved
	D
	11.0.0
	eCall_Phase2

	SP-120026
	26.346
	0194
	3
	10.2.0
	Rel‑11
	On MBMS video enhancements
	approved
	C
	11.0.0
	EMM

	SP-120026
	26.346
	0195
	2
	10.2.0
	Rel‑11
	USD Signaling of Frequency and Service Area Information for Service Continuity
	approved
	B
	11.0.0
	EMM

	SP-120023
	26.346
	0197
	1
	10.2.0
	Rel‑10
	DASH Layer QOE
	approved
	F
	10.3.0
	MBS_Enh

	SP-120020
	26.346
	0199
	1
	9.5.0
	Rel‑9
	Addition of complete FDT & USD schema
	approved
	F
	9.6.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0200
	1
	10.2.0
	Rel‑10
	Addition of complete FDT & USD schema
	approved
	A
	10.3.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0201
	-
	9.5.0
	Rel‑9
	Correction of StaR-only sample percentage, backoff timer initialisation and RAck timer initialisation in MBMS reception reporting mechanism
	approved
	F
	9.6.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0202
	-
	10.2.0
	Rel‑10
	Correction of StaR-only sample percentage, backoff timer initialisation and RAck timer initialisation in MBMS reception reporting mechanism
	approved
	A
	10.3.0
	PMA-MBS_Ext

	SP-120023
	26.346
	0203
	1
	10.2.0
	Rel‑10
	TMGI & mbms-counting-indication correction
	approved
	F
	10.3.0
	MBS_Enh

	SP-120020
	26.346
	0206
	2
	9.5.0
	Rel‑9
	Clarification on 3GPP File Format Support for MBMS
	approved
	F
	9.6.0
	PMA-MBS_Ext

	SP-120023
	26.346
	0207
	3
	10.2.0
	Rel‑10
	Clarification on 3GPP File Format Support for MBMS
	approved
	F
	10.3.0
	MBS_Enh

	SP-120020
	26.346
	0208
	1
	9.5.0
	Rel‑9
	Miscellaneous corrections
	approved
	F
	9.6.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0209
	1
	10.2.0
	Rel‑10
	Miscellaneous corrections
	approved
	A
	10.3.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0210
	1
	9.5.0
	Rel‑9
	MBMS Scheduling Information
	approved
	F
	9.6.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0211
	1
	10.2.0
	Rel‑10
	MBMS Scheduling Information
	approved
	A
	10.3.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0212
	-
	9.5.0
	Rel‑9
	Aligning security parameters in Service Protection Description with SA3 MBMS TS
	approved
	F
	9.6.0
	PMA-MBS_Ext

	SP-120020
	26.346
	0213
	-
	10.2.0
	Rel‑10
	Aligning security parameters in Service Protection Description with SA3 MBMS TS
	approved
	A
	10.3.0
	PMA-MBS_Ext

	SP-120026
	26.346
	0215
	4
	10.2.0
	Rel‑11
	Reception Reporting from Specific Ues
	approved
	B
	11.0.0
	EMM

	SP-120017
	26.346
	0216
	1
	6.13.0
	Rel‑6
	Clarification of the TMGI Format
	approved
	F
	6.14.0
	MBMS-TSMBMS

	SP-120017
	26.346
	0217
	1
	7.10.0
	Rel‑7
	Clarification of the TMGI Format
	approved
	A
	7.11.0
	MBMS-TSMBMS

	SP-120017
	26.346
	0218
	1
	8.6.0
	Rel‑8
	Clarification of the TMGI Format
	approved
	A
	8.7.0
	MBMS-TSMBMS

	SP-120017
	26.346
	0219
	1
	9.5.0
	Rel‑9
	Clarification of the TMGI Format
	approved
	A
	9.6.0
	MBMS-TSMBMS
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	SP-120044
	32.125
	0005
	-
	9.2.0
	Rel‑9
	Discontinue from Rel‑9 onwards the XML schema extraction and storage
	approved
	F
	9.3.0
	OAM9

	SP-120059
	32.240
	0033
	1
	11.2.0
	Rel‑11
	Add charging principles for RAVEL
	approved
	B
	11.3.0
	RAVEL-CH

	SP-120050
	32.250
	0025
	1
	10.3.0
	Rel‑10
	Correction on Charging for Mobile Terminating Roaming Forwarding (MTRF) - alignment with TS 23.018
	approved
	F
	10.4.0
	MTRF

	SP-120047
	32.250
	0026
	1
	8.2.0
	Rel‑8
	Correction for E-UTRAN location (TAI and E-CGI) on Location Update (VLR) record
	approved
	F
	8.3.0
	CH8

	SP-120047
	32.250
	0027
	1
	9.3.0
	Rel‑9
	Correction for E-UTRAN location (TAI and E-CGI) on Location Update (VLR) record
	approved
	A
	9.4.0
	CH8

	SP-120047
	32.250
	0028
	1
	10.3.0
	Rel‑10
	Correction for E-UTRAN location (TAI and E-CGI) on Location Update (VLR) record
	approved
	A
	10.4.0
	CH8

	SP-120048
	32.251
	0227
	1
	10.7.0
	Rel‑10
	Clarification on "SGSN change" for SGW in EPC Charging
	approved
	F
	10.8.0
	CH10

	SP-120048
	32.251
	0228
	1
	11.1.0
	Rel‑11
	Clarification on "SGSN change" for SGW in EPC Charging
	approved
	A
	11.2.0
	CH10

	SP-120048
	32.260
	0136
	2
	10.5.0
	Rel‑10
	Correction of Diameter AVP usage on Ro charging interfaces
	approved
	F
	10.6.0
	CH10

	SP-120049
	32.260
	0142
	-
	11.2.1
	Rel‑11
	Add Status in Application Server Information in IMS Charging
	approved
	B
	11.3.0
	CH11

	SP-120049
	32.260
	0143
	1
	11.2.1
	Rel‑11
	Correct description of Charging trigger condition in IMS Charging
	approved
	F
	11.3.0
	CH11

	SP-120048
	32.260
	0144
	2
	11.2.1
	Rel‑11
	Correction of Diameter AVP usage on Ro charging interfaces
	approved
	A
	11.3.0
	CH10

	SP-120058
	32.296
	0027
	-
	11.2.0
	Rel‑11
	Correction on references for Sy interface
	approved
	F
	11.3.0
	QoS_SSL

	SP-120048
	32.298
	0312
	1
	10.7.0
	Rel‑10
	Clarification on "SGSN Change" in PGW CDRs
	approved
	F
	10.8.0
	CH10

	SP-120048
	32.298
	0313
	1
	11.1.0
	Rel‑11
	Clarification on "SGSN Change" in PGW CDRs
	approved
	A
	11.2.0
	CH10

	SP-120050
	32.298
	0314
	1
	10.7.0
	Rel‑10
	Correction on Charging for Mobile Terminating Roaming Forwarding (MTRF) - alignment with TS 23.018
	approved
	F
	10.8.0
	MTRF

	SP-120047
	32.298
	0315
	-
	8.13.0
	Rel‑8
	Correction for E-UTRAN location (TAI and E-CGI) on Location Update (VLR) record
	approved
	F
	8.14.0
	CH8

	SP-120047
	32.298
	0316
	-
	9.10.0
	Rel‑9
	Correction for E-UTRAN location (TAI and E-CGI) on Location Update (VLR) record
	approved
	A
	9.11.0
	CH8

	SP-120047
	32.298
	0317
	-
	10.7.0
	Rel‑10
	Correction for E-UTRAN location (TAI and E-CGI) on Location Update (VLR) record
	approved
	A
	10.8.0
	CH8

	SP-120049
	32.298
	0318
	1
	11.1.0
	Rel‑11
	Add Status in IMS Charging CDR
	approved
	B
	11.2.0
	CH11

	SP-120050
	32.298
	0320
	1
	11.1.0
	Rel‑11
	Correction on Charging for Mobile Terminating Roaming Forwarding (MTRF) - alignment with TS 23.018
	approved
	A
	11.2.0
	MTRF

	SP-120047
	32.298
	0321
	1
	11.1.0
	Rel‑11
	Correction for E-UTRAN location (TAI and E-CGI) on Location Update (VLR) record
	approved
	A
	11.2.0
	CH8

	SP-120048
	32.299
	0421
	1
	10.4.0
	Rel‑10
	Add missing Trigger-Type value to address change of UE Timezone alignment with TS 29.212.
	approved
	F
	10.5.0
	CH10

	SP-120048
	32.299
	0422
	1
	11.2.0
	Rel‑11
	Add missing Trigger-Type value to address change of UE Timezone alignment with TS 29.212.
	approved
	A
	11.3.0
	CH10

	SP-120049
	32.299
	0425
	1
	11.2.0
	Rel‑11
	Add Status in AVP "Application-Server-Information"
	approved
	B
	11.3.0
	CH11

	SP-120056
	32.405
	0069
	1
	11.0.0
	Rel‑11
	Add energy saving cause to UTRAN measurements
	approved
	B
	11.1.0
	OAM-IRAT-ESM

	SP-120051
	32.406
	0010
	-
	11.2.0
	Rel‑11
	Addition of RoutingArea to attached subscribers related measurements
	approved
	B
	11.3.0
	OAM-ePM-CN

	SP-120044
	32.407
	0018
	-
	9.2.0
	Rel‑9
	Correcting the codec modification related measurements to eliminate wrong KPI results
	approved
	F
	9.3.0
	OAM9

	SP-120044
	32.407
	0019
	-
	10.2.0
	Rel‑10
	Correcting the codec modification related measurements to eliminate wrong KPI results
	approved
	A
	10.3.0
	OAM9

	SP-120044
	32.407
	0020
	-
	11.1.0
	Rel‑11
	Correcting the codec modification related measurements to eliminate wrong KPI results
	approved
	A
	11.2.0
	OAM9

	SP-120052
	32.409
	0055
	1
	11.2.0
	Rel‑11
	Add ECT service related measurements
	approved
	B
	11.3.0
	OAM-ePM-IMS

	SP-120045
	32.409
	0056
	1
	10.3.0
	Rel‑10
	Add missing measurement type in "Successful initial registration procedures" related measurements
	approved
	F
	10.4.0
	OAM10-PM

	SP-120045
	32.409
	0056
	1
	11.2.0
	Rel‑11
	Add missing measurement type in "Successful initial registration procedures" related measurement
	approved
	A
	11.3.0
	OAM10-PM

	SP-120052
	32.409
	0056
	1
	11.2.0
	Rel‑11
	Editorial correction for quality improvement
	approved
	D
	11.3.0
	OAM-ePM-IMS

	SP-120054
	32.421
	0047
	3
	11.1.0
	Rel‑11
	Add requirement on reduction of redundant MDT data
	approved
	B
	11.2.0
	OAM-ePM-UE

	SP-120054
	32.421
	0054
	1
	11.1.0
	Rel‑11
	Add MDT data collection criteria requirements
	approved
	B
	11.2.0
	OAM-ePM-UE

	SP-120053
	32.422
	0189
	1
	10.6.0
	Rel‑10
	Clarify handling of anonymization when JobType is MDT+Trace - to align with RAN3 36.413 CR#0954
	approved
	F
	10.7.0
	OAM-PM-UE

	SP-120053
	32.422
	0190
	1
	11.2.0
	Rel‑11
	Clarify handling of anonymization when JobType is MDT+Trace - to align with RAN3 36.413 CR#0954 CR R3-113117
	approved
	A
	11.3.0
	OAM-PM-UE

	SP-120053
	32.422
	0192
	1
	10.6.0
	Rel‑10
	Aligning the MDT specification with RAN specifications TS 36.413 and TS 25.413
	approved
	F
	10.7.0
	OAM-PM-UE

	SP-120053
	32.422
	0193
	1
	11.2.0
	Rel‑11
	Aligning the MDT specification with RAN specifications TS 36.413 and TS 25.413
	approved
	A
	11.3.0
	OAM-PM-UE

	SP-120054
	32.422
	0194
	1
	11.2.0
	Rel‑11
	Add trace session deactivation of RLF reporting
	approved
	B
	11.3.0
	OAM-ePM-UE

	SP-120053
	32.423
	0057
	1
	10.4.0
	Rel‑10
	Correct IMSI retrieval file to include MDT anonymization info
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-120053
	32.423
	0058
	1
	11.0.0
	Rel‑11
	Correct IMSI retrieval file to include MDT anonymization info
	approved
	A
	11.1.0
	OAM-PM-UE

	SP-120044
	32.423
	0059
	1
	9.4.0
	Rel‑9
	Modify E-UTRAN Trace Record Content
	approved
	F
	9.5.0
	OAM9

	SP-120044
	32.423
	0060
	1
	10.4.0
	Rel‑10
	Modify E-UTRAN Trace Record Content
	approved
	A
	10.5.0
	OAM9

	SP-120044
	32.423
	0061
	1
	11.0.0
	Rel‑11
	Modify E-UTRAN Trace Record Content
	approved
	A
	11.1.0
	OAM9

	SP-120043
	32.425
	0090
	-
	8.6.0
	Rel‑8
	Correction of E-RAB release related measurements
	approved
	F
	8.7.0
	OAM8

	SP-120043
	32.425
	0091
	-
	9.7.0
	Rel‑9
	Correction of E-RAB release related measurements
	approved
	A
	9.8.0
	OAM8

	SP-120043
	32.425
	0092
	-
	10.5.0
	Rel‑10
	Correction of E-RAB release related measurements
	approved
	A
	10.6.0
	OAM8

	SP-120043
	32.425
	0093
	-
	11.1.0
	Rel‑11
	Correction of E-RAB release related measurements
	approved
	A
	11.2.0
	OAM8

	SP-120051
	32.426
	0050
	1
	11.1.0
	Rel‑11
	Addition of the EPS bearers number of PGW related performance measurement
	approved
	B
	11.2.0
	OAM-ePM-CN

	SP-120051
	32.426
	0051
	1
	11.1.0
	Rel‑11
	Addition of the number of subscribers in ECM-IDLE state and in ECM-CONNECTED state related measurements
	approved
	B
	11.2.0
	OAM-ePM-CN

	SP-120043
	32.435
	0008
	-
	8.0.0
	Rel‑8
	Add missing elements and content in XML measurement report file
	approved
	F
	8.1.0
	OAM8-PM

	SP-120043
	32.435
	0009
	-
	9.0.0
	Rel‑9
	Add missing elements and content in XML measurement report file
	approved
	A
	9.1.0
	OAM8-PM

	SP-120043
	32.435
	0010
	-
	10.1.0
	Rel‑10
	Add missing elements and content in XML measurement report file
	approved
	A
	10.2.0
	OAM8-PM

	SP-120054
	32.441
	0009
	1
	11.0.0
	Rel‑11
	Add MDT data collection criteria requirements
	approved
	B
	11.1.0
	OAM-ePM-UE

	SP-120053
	32.442
	0019
	1
	10.3.0
	Rel‑10
	Inconsistency correction on trace target - Align with 32.422
	approved
	F
	10.4.0
	OAM-PM-UE

	SP-120053
	32.442
	0020
	1
	11.1.0
	Rel‑11
	Inconsistency correction on trace target -Align with 32.422
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-120060
	32.445
	0005
	-
	8.1.0
	Rel‑8
	Correct syntax error in XML schema TraceIRP.xsd,
	approved
	F
	8.2.0
	E-UTRAN-OAM

	SP-120044
	32.445
	0006
	-
	9.1.0
	Rel‑9
	Correct syntax error in XML schema tMIRPIOCs.xsd.
	approved
	F
	9.2.0
	OAM9

	SP-120053
	32.446
	0037
	-
	10.4.0
	Rel‑10
	Inconsistency correction on trace target -Align with 32.442 IS version number
	approved
	F
	10.5.0
	OAM-PM-UE

	SP-120053
	32.446
	0038
	-
	11.1.0
	Rel‑11
	Inconsistency correction on trace target -Align with 32.442 IS version number
	approved
	A
	11.2.0
	OAM-PM-UE

	SP-120056
	32.551
	0008
	5
	10.1.0
	Rel‑11
	Relocate misplaced text for energy saving management concept
	approved
	C
	11.0.0
	OAM-IRAT-ESM

	SP-120056
	32.551
	0009
	2
	10.1.0
	Rel‑11
	Add Inter-RAT Energy Saving Management requirements from 32.834
	approved
	B
	11.0.0
	OAM-IRAT-ESM

	SP-120056
	32.551
	0010
	1
	10.1.0
	Rel‑11
	Add Inter-RAT Energy Saving Management concepts from TR 32.834
	approved
	B
	11.0.0
	OAM-IRAT-ESM

	SP-120056
	32.551
	0011
	1
	10.1.0
	Rel‑11
	Add Inter-RAT Energy Saving Management use cases
	approved
	B
	11.0.0
	OAM-IRAT-ESM

	SP-120055
	32.636
	0005
	-
	10.2.0
	Rel‑10
	Correct syntax errors in XML schema.
	approved
	F
	10.3.0
	OAM-IRP-SS

	SP-120057
	32.642
	0075
	-
	11.0.0
	Rel‑11
	Add management of UTRAN Intra-RAT ANR
	approved
	F
	11.1.0
	OAM-SON-UTRAN

	SP-120057
	32.652
	0036
	-
	11.0.0
	Rel‑11
	Add management of IRAT ANR from UTRAN to GERAN
	approved
	F
	11.1.0
	OAM-SON-UTRAN

	SP-120045
	32.752
	0014
	-
	10.1.0
	Rel‑10
	Correction of name of IOC SGWFunction
	approved
	F
	10.2.0
	OAM10

	SP-120057
	32.762
	0076
	1
	11.0.0
	Rel‑11
	Add ANR switch management solution
	approved
	F
	11.1.0
	OAM-SON-UTRAN

	SP-120057
	32.766
	0034
	1
	10.5.0
	Rel‑11
	Add ANR switch management solution - Align with 32.762
	approved
	F
	11.0.0
	OAM-SON-UTRAN


72 CRs (72 approved)

E.6
CRs under TSG SA responsibility to TSG SA#55

	CRs direct to TSG SA

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-120114
	21.101
	0069
	1
	8.3.0
	Rel‑8
	Changes to list of Specs: UTRAN systems
	approved
	F
	8.4.0
	TEI8

	SP-120114
	21.101
	0070
	1
	9.1.0
	Rel‑9
	Changes to list of Specs: UTRAN systems
	approved
	F
	9.2.0
	TEI9

	SP-120114
	21.101
	0071
	1
	10.1.0
	Rel‑10
	Changes to list of Specs: UTRAN systems
	approved
	F
	10.2.0
	TEI10

	SP-120114
	21.201
	0009
	1
	8.4.0
	Rel‑8
	Changes to list of Specs: LTE systems
	approved
	D
	8.5.0
	TEI8

	SP-120114
	21.201
	0010
	1
	9.1.0
	Rel‑9
	Changes to list of Specs: LTE systems
	approved
	F
	9.2.0
	TEI9

	SP-120114
	21.201
	0011
	1
	10.1.0
	Rel‑10
	Changes to list of Specs: LTE systems
	approved
	F
	10.2.0
	TEI10

	SP-120114
	21.202
	0012
	1
	8.4.0
	Rel‑8
	Changes to list of Specs: common IMS
	approved
	F
	8.5.0
	TEI8

	SP-120114
	21.202
	0013
	1
	9.2.0
	Rel‑9
	Changes to list of Specs: common IMS
	approved
	F
	9.3.0
	TEI9

	SP-120114
	21.202
	0014
	1
	10.1.0
	Rel‑10
	Changes to list of Specs: common IMS
	approved
	F
	10.2.0
	TEI10

	SP-120112
	21.801
	0031
	1
	10.1.2
	Rel‑11
	Clarification on treatment of void clauses
	approved
	F
	11.0.0
	TEI11

	SP-120112
	21.801
	0032
	-
	10.1.2
	Rel‑10
	Eliminate contents of Rel‑10 and substitute with pointer to Rel‑11
	approved
	F
	10.2.0
	TEI10

	SP-120114
	41.101
	0049
	1
	8.3.0
	Rel‑8
	Changes to list of Specs: GERAN systems
	approved
	F
	8.4.0
	TEI8

	SP-120114
	41.101
	0050
	1
	9.1.0
	Rel‑9
	Changes to list of Specs: GERAN systems
	approved
	F
	9.2.0
	TEI9

	SP-120114
	41.101
	0051
	1
	10.1.0
	Rel‑10
	Changes to list of Specs: GERAN systems
	approved
	F
	10.2.0
	TEI10


14 CRs (14 approved)

TSG SA

3GPP

3GPP

TSG SA


