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* * * First Change * * * 

11.3.3.7
Update of Conference 

When a conference is updated, an Update of Conference-event is generated in the following cases:

-
When a target successfully provisions or requests a conference to be updated (e.g., changes to List of Potential Conferees, Start Time, End Time, Recurrence Information, or Cancellation of Conference).  

This event is applicable provided that at least one of the two identities (IMPU, IMPI) are available at the AS/MRFC. Other scenarios, such as in case the update is done via a web interface and the IMPU/IMPI cannot be seen are outside the scope of this specification.

The fields, shown in Table 11.3.8, will be delivered to the DF2, if available, by the AS/MRFC.

Table 11.3.8 Update of Conference

	Observed IMPU 

	Observed IMPI

	Observed Other Identity

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Update Type

	List of Potential Conferees (if available)

	Observed Conference URI

	Temporary Conference URI

	Potential Conference Start Date and Time (if available) – See Note 1

	Potential Conference End Date and Time (if available) – See Note 1

	Recurrence Information – See Note 2.

	Identity(ies) of Conference Controller


NOTE 1:
This information is statically provisioned information and is not correlated to the timestamp requirements for LI.

NOTE 2:
Recurrence information indicates the frequency or pattern of recurrence of the created conference.

* * * End of Changes * * * 
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