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************************** FIRST CHANGE ******************************

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 22.003: "CS Teleservices supported by a PLMN".

[2]
Void

[3]
Void

[4]
Void

[5]
3GPP TS 22.101: "Service principles".

[6]
Void

[7]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1"

[8]
Void

[9]
IETF RFC 3261: "SIP: Session Initiation Protocol"

[10]
3GPP TS 22.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL); Service definition – Stage 1"

[11]
3GPP TS 22.057: "Mobile Execution Environment (MexE); Service description, Stage 1"

[12]
3GPP TS 22.038: "USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1"

[13]
Open Mobile Alliance (OMA): OMA-RD-Parlay_Service_Access-V1_0-20100427-A 

[14]
3GPP TR 21.905: "Vocabulary for 3GPP specifications" 

[15]
IETF RFC 3966: "The tel URI for Telephone Numbers"

[16]
3GPP TS 22.240: "Stage 1 Service Requirement for the 3GPP Generic User Profile (GUP)"

[17]
ETSI ETS 300 284: "Integrated Services Digital Network (ISDN); User-to-User Signalling (UUS) supplementary service; Service description"

[19]
ETSI TS 102 424: "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); Requirements of the NGN network to support Emergency Communication from Citizen to Authority"
[20]
3GPP TS 22.173: "Multimedia Telephony Service and supplementary services" 
[21]
3GPP TS 31.103: "Characteristics of the IP Multimedia Services Identity Module (ISIM) application".
[22]
IETF RFC 5039: "The Session Initiation Protocol (SIP) and Spam"
http://www.ietf.org/rfc/rfc5039.txt?number=5039 
[23]
IETF RFC 5631: "Session Initiation Protocol (SIP) Session Mobility"
http://www.ietf.org/rfc/rfc5631.txt?number=5631 
[24]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[25]
3GPP TS 22.081: "Line Identification supplementary services; Stage 1"

[26]
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".
[xx]
SIP Forum Document Number TWG-2: "SIPConnect Technical Recommendation Version 1.1"
2.2
Informative references

[18]
GSMA PRD IR.34: "Inter-Service Provider IP Backbone Guidelines"

************************ SECOND CHANGE ****************************

8.x
Interworking with IP-PBX in static mode of operation

The IMS shall support IP-PBX in static mode of operation as defined in [xx]. The IP-PBX in static mode of operation does not perform registration procedure as per IMS specifications [24].

The IMS shall authenticate and authorize the IP-PBX in static mode based on a single profile.
The IMS shall provide the following functionalities for the IP-PBX:

-
routing of calls from the IP-PBX and to users in the IP-PBX; 
-
charging;
-
emergency calls;

-
lawful interception;

-
optionally, supplementary services (e.g. call forwarding) applying to all users of the IP-PBX.
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