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Annex F:
Status of all 3GPP CRs after TSG SA #57 Meeting (including GERAN #55)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	CP-120681
	21.801
	0034
	-
	11.1.0
	Rel‑11
	TS and TR titles
	noted
	F
	
	TEI11
	SP

	RP-121451
	21.801
	0034
	-
	11.1.0
	Rel‑11
	TS and TR titles
	noted
	F
	
	TEI11
	SP

	SP-120610
	21.801
	0034
	1
	11.1.0
	Rel‑11
	TS and TR titles
	approved
	F
	11.2.0
	TEI11
	SP

	SP-120521
	21.905
	0108
	-
	11.1.0
	Rel‑11
	Update MTC Definitions in TR 21.905
	approved
	F
	11.2.0
	SIMTC
	S1

	SP-120534
	22.030
	0015
	2
	10.0.0
	Rel‑12
	Adding the presentation of e-marking
	approved
	B
	12.0.0
	TEI12
	S1

	SP-120528
	22.101
	0416
	3
	12.1.0
	Rel‑12
	Definitions for integration of Single Sign-On (SSO) frameworks with 3GPP networks
	approved
	B
	12.2.0
	SSO_int
	S1

	SP-120528
	22.101
	0417
	2
	12.1.0
	Rel‑12
	Requirements for integration of Single Sign-On (SSO) frameworks with 3GPP networks
	approved
	B
	12.2.0
	SSO_int
	S1

	SP-120523
	22.101
	0418
	-
	11.6.0
	Rel‑11
	Removal of SIPTO Service Continuity Requirements from Rel‑11
	approved
	B
	11.7.0
	SIPTO_SC
	S1

	SP-120519
	22.101
	0419
	1
	8.14.0
	Rel‑8
	Correction of UE mandatory features
	approved
	F
	8.15.0
	TEI8
	S1

	SP-120519
	22.101
	0420
	1
	9.10.0
	Rel‑9
	Correction of UE mandatory features
	approved
	A
	9.11.0
	TEI8
	S1

	SP-120519
	22.101
	0421
	1
	10.8.0
	Rel‑10
	Correction of UE mandatory features
	approved
	A
	10.9.0
	TEI8
	S1

	SP-120519
	22.101
	0422
	1
	11.6.0
	Rel‑11
	Correction of UE mandatory features
	approved
	A
	11.7.0
	TEI8
	S1

	SP-120519
	22.101
	0423
	1
	12.1.0
	Rel‑12
	Correction of UE mandatory features
	approved
	A
	12.2.0
	TEI8
	S1

	SP-120522
	22.115
	0066
	-
	11.5.0
	Rel‑11
	Removal of INIPUI Charging Requirements from Rel‑11
	approved
	B
	11.6.0
	INIPUI
	S1

	SP-120526
	22.173
	0085
	-
	12.1.0
	Rel‑12
	ECT Blind clairification in MMTel 22.173
	approved
	F
	12.2.0
	ECTB
	S1

	SP-120520
	22.220
	0155
	2
	10.9.0
	Rel‑10
	Optional UICC authentication
	approved
	A
	10.10.0
	TEI9
	S1

	SP-120520
	22.220
	0156
	3
	11.5.0
	Rel‑11
	Optional UICC authentication
	approved
	A
	11.6.0
	TEI9
	S1

	SP-120520
	22.220
	0158
	1
	9.9.0
	Rel‑9
	Clarification on Hosting Party identification and authentication
	approved
	F
	9.10.0
	TEI9
	S1

	SP-120527
	22.228
	0168
	3
	12.2.0
	Rel‑12
	IMS interconnect with non-IMS based networks
	approved
	B
	12.3.0
	IPXSNAT
	S1

	SP-120531
	22.228
	0169
	1
	12.2.0
	Rel‑12
	Definition of DVB-RCS2 as an access network for IMS
	approved
	B
	12.3.0
	IMSSat
	S1

	SP-120527
	22.228
	0170
	1
	12.2.0
	Rel‑12
	Adding TISPAN reference on national interconnect
	approved
	B
	12.3.0
	IPXSNAT
	S1

	SP-120530
	22.228
	0171
	1
	12.2.0
	Rel‑12
	IP-PBXs in static mode of operation
	approved
	B
	12.3.0
	BusTI
	S1

	SP-120532
	22.228
	0172
	2
	12.2.0
	Rel‑12
	IMS registration control based on location information
	approved
	B
	12.3.0
	IMS_RegCon
	S1

	SP-120534
	22.228
	0174
	2
	12.2.0
	Rel‑12
	IMS support for Push Notification Service
	approved
	D
	12.3.0
	TEI12
	S1

	SP-120529
	22.268
	0037
	-
	11.4.0
	Rel‑12
	Introduction of PWS Security requirements
	approved
	B
	12.0.0
	PWS_Sec
	S1

	SP-120525
	22.278
	0117
	-
	11.5.0
	Rel‑11
	Removal of BB III - Fixed Mobile Convergence requirements from Rel‑11
	approved
	B
	11.6.0
	BBAI
	S1

	SP-120521
	22.368
	0121
	1
	11.5.0
	Rel‑11
	Release 11 stage 2 alignment related to MTCe
	approved
	B
	11.6.0
	SIMTC
	S1

	SP-120521
	22.368
	0122
	1
	11.5.0
	Rel‑11
	Release 11 stage 2 alignment related to MTCe-UEPCOP
	approved
	B
	11.6.0
	SIMTC
	S1

	SP-120521
	22.368
	0123
	1
	11.5.0
	Rel‑11
	Release 11 stage 2 alignment related to MTCe-SDDTE
	approved
	B
	11.6.0
	SIMTC
	S1

	SP-120521
	22.368
	0124
	1
	11.5.0
	Rel‑11
	Release 11 stage 2 alignment related to MTCe-MONTE
	approved
	B
	11.6.0
	SIMTC
	S1

	SP-120521
	22.368
	0125
	1
	11.5.0
	Rel‑11
	Release 11 stage 2 alignment related to MTCe-GROUP
	approved
	B
	11.6.0
	SIMTC
	S1

	SP-120533
	22.368
	0127
	6
	11.5.0
	Rel‑12
	External identifier availability
	approved
	C
	12.0.0
	MTCe-SIMSE
	S1

	SP-120533
	22.368
	0132
	1
	11.5.0
	Rel‑12
	MTC Device and MTC Server relation with Service Enablement Frameworks
	approved
	B
	12.0.0
	MTCe-SIMSE
	S1

	SP-120524
	22.368
	0133
	2
	11.5.0
	Rel‑12
	Clarification of MTC Charging Requirements wrt on line/off line
	approved
	F
	12.0.0
	MTCe-SRM
	S1

	SP-120535
	22.988
	0003
	1
	12.1.0
	Rel‑12
	Add NAI analysis
	approved
	F
	12.2.0
	FS_AMTC
	S1

	SP-120535
	22.988
	0004
	1
	12.1.0
	Rel‑12
	Correct and add additional analysis on tel URI
	approved
	F
	12.2.0
	FS_AMTC
	S1

	SP-120535
	22.988
	0005
	-
	12.1.0
	Rel‑12
	Correct error in SIP URI example
	approved
	F
	12.2.0
	FS_AMTC
	S1

	SP-120487
	23.002
	0252
	-
	11.3.0
	Rel‑12
	Correction to the IMS architecture diagram: Addition of missing Mm interface between I-CSCF and IP Multimedia Networks
	approved
	F
	12.0.0
	TEI12
	S2

	SP-120482
	23.002
	0253
	1
	11.3.0
	Rel‑11
	SIMTC update for architecture, entities and interfaces
	approved
	B
	11.4.0
	SIMTC-Reach
	S2

	SP-120627
	23.002
	0254
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	S2

	SP-120474
	23.002
	0254
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S2

	CP-120472
	23.003
	0338
	1
	11.2.0
	Rel‑11
	External Identifier definition
	approved
	B
	11.3.0
	SIMTC-Reach
	C4

	CP-120472
	23.003
	0339
	1
	11.2.0
	Rel‑11
	PS only subscription w/o MSISDN
	approved
	B
	11.3.0
	SIMTC-Reach
	C4

	CP-120470
	23.003
	0340
	-
	11.2.0
	Rel‑11
	NCC allocation in a shared network
	revised
	B
	
	FULL_MOCN-GERAN
	C4

	CP-120659
	23.003
	0340
	1
	11.2.0
	Rel‑11
	NCC allocation in a shared network
	approved
	B
	11.3.0
	FULL_MOCN-GERAN
	C4

	CP-120457
	23.003
	0342
	1
	11.2.0
	Rel‑11
	MSB in the GUTI and P-TMSI mapping
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120457
	23.003
	0345
	2
	11.2.0
	Rel‑11
	Alignment with stage-2 for MME FQDN
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120476
	23.007
	0210
	2
	11.2.0
	Rel‑11
	Restoration of Data for VCSG
	approved
	B
	11.3.0
	VCSG-St3
	C4

	CP-120471
	23.007
	0211
	1
	11.2.0
	Rel‑11
	Downlink Data Notification message handling in S4 SGSN
	approved
	F
	11.3.0
	eNR_EPC
	C4

	CP-120472
	23.008
	0375
	1
	11.4.0
	Rel‑11
	PS only subscription w/o MSISDN
	approved
	B
	11.5.0
	SIMTC-Reach
	C4

	CP-120465
	23.008
	0376
	1
	11.4.0
	Rel‑11
	Information storage of Homogenous Support of IMS Voice over PS Sessions
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120465
	23.008
	0377
	-
	11.4.0
	Rel‑11
	Data for I-WLAN service
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120465
	23.008
	0378
	1
	11.4.0
	Rel‑11
	Uniform terminology
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120465
	23.008
	0379
	-
	11.4.0
	Rel‑11
	Reference corrections
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120480
	23.008
	0380
	1
	11.4.0
	Rel‑11
	Storage of last known cell identity in GGSN/PDN-GW
	approved
	B
	11.5.0
	NWK-PL2IMS_CT
	C4

	CP-120656
	23.008
	0381
	1
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120491
	23.008
	0381
	-
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120584
	23.009
	0139
	4
	11.0.0
	Rel‑11
	Support of handover to a CSG cell
	approved
	C
	11.1.0
	TEI11, VCSG
	C1

	CP-120476
	23.012
	0041
	1
	11.0.0
	Rel‑11
	Cancel VCSG Location
	approved
	B
	11.1.0
	VCSG-St3
	C4

	CP-120476
	23.012
	0042
	2
	11.0.0
	Rel‑11
	Temporary empty CSG subscription data Indicator
	approved
	B
	11.1.0
	VCSG-St3
	C4

	CP-120468
	23.012
	0043
	1
	11.0.0
	Rel‑11
	Support for MSC in Pool to avoid dual VLR registration
	approved
	F
	11.1.0
	TEI11
	C4

	CP-120589
	23.040
	0128
	-
	11.2.0
	Rel‑11
	External Identifier at the SMS Router
	approved
	F
	11.3.0
	SIMTC-Reach
	C1

	CP-120589
	23.040
	0129
	1
	11.2.0
	Rel‑11
	Functionalities to be supported by SMS Router
	approved
	B
	11.3.0
	SIMTC-Reach
	C1

	CP-120589
	23.040
	0130
	5
	11.2.0
	Rel‑11
	Registration of MME for SMS
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120590
	23.040
	0130
	5
	11.2.0
	Rel‑11
	Registration of MME for SMS
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120589
	23.040
	0131
	1
	11.2.0
	Rel‑11
	Clarification on Support of SMS in MME
	approved
	F
	11.3.0
	SIMTC-PS_Only
	C1

	CP-120589
	23.040
	0132
	-
	11.2.0
	Rel‑11
	Alert-SC based on IMSI
	approved
	F
	11.3.0
	SIMTC-Reach
	C1

	CP-120573
	23.041
	0094
	3
	11.3.0
	Rel‑11
	Correction to Figure 3.3-1
	approved
	A
	11.4.0
	TEI8
	C1

	CP-120492
	23.041
	0098
	1
	11.3.0
	Rel‑11
	"Correction of reference to GSMA document ""Coding of Cell Broadcast Functions"""
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120567
	23.041
	0100
	1
	8.9.0
	Rel‑8
	Correction of Warning Message Delivery Procedure in GSM
	approved
	F
	8.10.0
	ETWS
	C1

	CP-120567
	23.041
	0101
	1
	9.9.0
	Rel‑9
	Correction of Warning Message Delivery Procedure in GSM
	approved
	A
	9.10.0
	ETWS, PWS-St3
	C1

	CP-120567
	23.041
	0102
	1
	10.4.0
	Rel‑10
	Correction of Warning Message Delivery Procedure in GSM
	approved
	A
	10.5.0
	ETWS, PWS-St3
	C1

	CP-120567
	23.041
	0103
	1
	11.3.0
	Rel‑11
	Correction of Warning Message Delivery Procedure in GSM
	approved
	A
	11.4.0
	ETWS, PWS-St3
	C1

	CP-120573
	23.041
	0104
	2
	8.9.0
	Rel‑8
	Correction to Figure 3.3-1
	approved
	F
	8.10.0
	TEI8
	C1

	CP-120573
	23.041
	0105
	2
	9.9.0
	Rel‑9
	Correction to Figure 3.3-1
	approved
	A
	9.10.0
	TEI8
	C1

	CP-120573
	23.041
	0106
	2
	10.4.0
	Rel‑10
	Correction to Figure 3.3-1
	approved
	A
	10.5.0
	TEI8
	C1

	SP-120485
	23.060
	1684
	5
	11.2.0
	Rel‑11
	Appropriate Cause value from the SGSN in roaming case
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120477
	23.060
	1685
	2
	11.2.0
	Rel‑11
	Interactions between SGSN and RAN not supporting bit rates higher than 256 Mbps
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120485
	23.060
	1688
	1
	11.2.0
	Rel‑11
	RA update after Cell Change Order (CCO) to GERAN
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120485
	23.060
	1689
	2
	11.2.0
	Rel‑11
	Clarification on handling of Homogenous Support of IMS Over PS Sessions
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120482
	23.060
	1693
	4
	11.2.0
	Rel‑11
	Correction of PS-only Feature Description
	approved
	F
	11.3.0
	SIMTC
	S2

	SP-120485
	23.060
	1703
	3
	11.2.0
	Rel‑11
	Removing NMO-III
	approved
	C
	11.3.0
	TEI11
	S2

	SP-120483
	23.060
	1707
	3
	11.2.0
	Rel‑11
	Correction of SIRIG to cope with mix of standardised/non-standardised SCIs, and, roamers using V-GGSN, while avoiding impact to LTE/UMTS users.
	approved
	F
	11.3.0
	SIRIG
	S2

	SP-120477
	23.060
	1708
	1
	10.8.1
	Rel‑10
	Removal of Maximum MBR/APN-AMBR
	approved
	F
	10.9.0
	TEI10
	S2

	SP-120477
	23.060
	1709
	1
	11.2.0
	Rel‑11
	Removal of Maximum MBR/APN-AMBR
	approved
	A
	11.3.0
	TEI10
	S2

	CP-120595
	23.122
	0216
	4
	11.2.0
	Rel‑11
	PLMN selection timer for E-UTRA disabling
	approved
	F
	11.3.0
	SAES2, SAES2-CSFB
	C1

	CP-120589
	23.122
	0219
	2
	11.2.0
	Rel‑11
	EAB overriding handling
	approved
	F
	11.3.0
	SIMTC-Reach
	C1

	CP-120584
	23.122
	0220
	-
	11.2.0
	Rel‑11
	Removing NMO III
	approved
	F
	11.3.0
	TEI11
	C1

	SP-120478
	23.139
	0020
	1
	11.1.0
	Rel‑11
	Correction to untrusted S2c procedure
	approved
	F
	11.2.0
	BBAI
	S2

	SP-120478
	23.139
	0024
	1
	11.1.0
	Rel‑11
	Notification of PGW IP address in case of PDN disconnection
	approved
	F
	11.2.0
	BBAI
	S2

	SP-120478
	23.139
	0027
	-
	11.1.0
	Rel‑11
	Corrections of wrong references
	approved
	F
	11.2.0
	BBAI
	S2

	SP-120478
	23.203
	0750
	-
	11.6.0
	Rel‑11
	TDF address transfer over S9a
	approved
	F
	11.7.0
	BBAI
	S2

	SP-120477
	23.203
	0752
	2
	11.6.0
	Rel‑11
	Additional Input for PCC Rule Authorization
	approved
	F
	11.7.0
	TEI11
	S2

	SP-120479
	23.203
	0753
	-
	11.6.0
	Rel‑11
	Addition of PLMN ID for NETLOC
	approved
	F
	11.7.0
	NWK-PL2IMS
	S2

	SP-120478
	23.203
	0755
	1
	11.6.0
	Rel‑11
	Transport of ePDG or PGW IP address over S9
	approved
	F
	11.7.0
	BBAI
	S2

	SP-120478
	23.203
	0757
	1
	11.6.0
	Rel‑11
	Correction of PCC procedures
	approved
	F
	11.7.0
	BBAI
	S2

	SP-120478
	23.203
	0760
	1
	11.6.0
	Rel‑11
	Case 1, 2a and 2b clarification
	approved
	F
	11.7.0
	BBAI
	S2

	SP-120478
	23.203
	0762
	1
	11.6.0
	Rel‑11
	Correction on V-PCRF-Initiated IP-CAN Session Modification for NSWO traffic
	approved
	F
	11.7.0
	BBAI
	S2

	SP-120477
	23.203
	0764
	2
	10.7.0
	Rel‑10
	Removal of Maximum MBR/APN-AMBR
	approved
	F
	10.8.0
	TEI10
	S2

	SP-120477
	23.203
	0765
	2
	11.6.0
	Rel‑11
	Removal of Maximum MBR/APN-AMBR
	approved
	A
	11.7.0
	TEI10
	S2

	SP-120474
	23.207
	0093
	-
	10.0.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S2

	SP-120627
	23.207
	0093
	1
	10.0.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.0.0
	TEI11
	S2

	SP-120480
	23.216
	0299
	-
	11.5.0
	Rel‑11
	CS to PS SRVCC cancellation clarification
	approved
	F
	11.6.0
	rSRVCC
	S2

	SP-120484
	23.216
	0300
	-
	11.5.0
	Rel‑11
	Correction of references
	approved
	F
	11.6.0
	TEI11, rSRVCC
	S2

	SP-120486
	23.216
	0301
	1
	11.5.0
	Rel‑11
	Impact of radio capabilities and network sharing in target cell selection and handover for HSPA SRVCC
	approved
	F
	11.6.0
	TEI11
	S2

	SP-120484
	23.216
	0303
	2
	11.5.0
	Rel‑11
	Clarification to SRVCC Handover Cancellation Procedure in Sec 8.1.3
	approved
	F
	11.6.0
	TEI11, SAES-SRVCC
	S2

	CP-120597
	23.218
	0148
	1
	11.3.0
	Rel‑11
	Usage of visited network MRB address when allocating MRF resources
	approved
	B
	11.4.0
	MRB
	C1

	CP-120591
	23.218
	0149
	-
	11.3.0
	Rel‑11
	Addressing an editor's note relating to interface naming
	approved
	C
	11.4.0
	VINE-CT1
	C1

	CP-120591
	23.218
	0150
	1
	11.3.0
	Rel‑11
	Addressing an editor's note supported functionality for the ISC gateway function
	approved
	B
	11.4.0
	VINE-CT1
	C1

	CP-120597
	23.218
	0152
	-
	11.3.0
	Rel‑11
	Addressing an editor's note relating to resources in multiple VPLMNs
	approved
	F
	11.4.0
	MRB
	C1

	CP-120597
	23.218
	0153
	1
	11.3.0
	Rel‑11
	Addressing an editor's note relating to border control functions on Mr, Mr' and Cr interfaces
	approved
	F
	11.4.0
	MRB
	C1

	CP-120597
	23.218
	0154
	-
	11.3.0
	Rel‑11
	Addressing an editor's note relating to border control concepts for the Rc interface
	approved
	F
	11.4.0
	MRB
	C1

	CP-120597
	23.218
	0155
	-
	11.3.0
	Rel‑11
	Addressing an editor's note relating to IBCF usage on media resource allocation architecture
	approved
	B
	11.4.0
	MRB
	C1

	CP-120591
	23.218
	0157
	1
	11.3.0
	Rel‑11
	Functionalities of the IBCF on the ISC interface
	approved
	B
	11.4.0
	VINE-CT1
	C1

	SP-120488
	23.228
	1015
	2
	11.5.0
	Rel‑12
	IMS Overload Control
	rejected
	B
	
	IOC
	S2

	SP-120614
	23.228
	1017
	-
	11.5.0
	Rel‑11
	IMS Overload Control
	approved
	B
	11.6.0
	IOC
	S2

	SP-120486
	23.236
	0049
	3
	10.3.0
	Rel‑11
	Gs Support for MSC in Pool to avoid dual VLR registration
	approved
	F
	11.0.0
	TEI11
	S2

	SP-120476
	23.237
	0433
	1
	9.8.0
	Rel‑9
	Removal of the MSC server assisted mid-call feature from Rel‑9
	approved
	F
	9.9.0
	IMS_SCC-SPI
	S2

	SP-120486
	23.251
	0057
	6
	11.2.0
	Rel‑11
	Network Sharing Corrections following review of GWCN UTRAN
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120483
	23.251
	0074
	-
	11.2.0
	Rel‑11
	Impact of SIRIG on the BSS in a shared network
	approved
	F
	11.3.0
	SIRIG
	S2

	SP-120486
	23.272
	0726
	4
	11.1.0
	Rel‑11
	SGs Support for MSC in Pool to avoid dual VLR registration
	approved
	F
	11.2.0
	TEI11
	S2

	SP-120482
	23.272
	0809
	3
	11.1.0
	Rel‑11
	Clarification on ISR and 'SMS in MME'
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120482
	23.272
	0830
	4
	11.1.0
	Rel‑11
	Correction of PS-only Feature Description
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120482
	23.272
	0834
	1
	11.1.0
	Rel‑11
	SMS in MME consolidated description and updated scope
	approved
	F
	11.2.0
	SIMTC-Reach
	S2

	SP-120485
	23.272
	0836
	-
	11.1.0
	Rel‑11
	Removing NMO-III
	approved
	C
	11.2.0
	TEI11
	S2

	CP-120467
	23.278
	0052
	1
	10.0.0
	Rel‑11
	Mapping of SIP Responses code and Camel Detection Points
	approved
	F
	11.0.0
	TEI11
	C4

	SP-120481
	23.292
	0190
	1
	11.3.0
	Rel‑11
	RAVEL clarifications for MSC enhanced for ICS
	approved
	F
	11.4.0
	RAVEL
	S2

	CP-120469
	23.335
	0014
	1
	10.0.0
	Rel‑10
	Adding note on Data Model for User Data Convergence architecture
	approved
	C
	10.1.0
	UDC-CN
	C4

	CP-120458
	23.380
	0037
	1
	10.1.0
	Rel‑11
	P-CSCF failure procedure with S5 PMIP
	approved
	F
	11.0.0
	TEI11
	C4

	CP-120440
	23.380
	0038
	1
	8.4.0
	Rel‑8
	Emergency registrations do not affect registration status
	approved
	F
	8.5.0
	TEI8
	C4

	CP-120440
	23.380
	0039
	1
	9.4.0
	Rel‑9
	Emergency registrations do not affect registration status
	approved
	A
	9.5.0
	TEI8
	C4

	CP-120440
	23.380
	0040
	1
	10.1.0
	Rel‑10
	Emergency registrations do not affect registration status
	approved
	A
	10.2.0
	TEI8
	C4

	CP-120491
	23.380
	0041
	-
	10.1.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120656
	23.380
	0041
	1
	10.1.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.0.0
	TEI11
	C4

	SP-120486
	23.401
	2405
	2
	11.2.0
	Rel‑11
	Clarifications to the deferred and static IP address allocations
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120485
	23.401
	2433
	5
	11.2.0
	Rel‑11
	Appropriate Cause value from all the Delete Session Request
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120485
	23.401
	2435
	1
	11.2.0
	Rel‑11
	ISR deactivation in Cell Change Order (CCO) to GERAN
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120486
	23.401
	2436
	1
	11.2.0
	Rel‑11
	ISR deactivation in GERAN Ready to E-UTRAN intersystem change
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120485
	23.401
	2437
	1
	11.2.0
	Rel‑11
	Clarification of Homogenous Support of IMS Over PS Sessions in RAU
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120486
	23.401
	2438
	2
	11.2.0
	Rel‑11
	New clause for Homogenous Support of IMS Over PS Sessions
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120486
	23.401
	2444
	1
	11.2.0
	Rel‑11
	Storage of EPLMN list in HSS
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120485
	23.401
	2450
	-
	11.2.0
	Rel‑11
	Removing NMO-III
	approved
	C
	11.3.0
	TEI11
	S2

	SP-120486
	23.401
	2454
	-
	11.2.0
	Rel‑11
	Removing note on CSG ID coordination in Rel‑11
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120486
	23.401
	2459
	1
	11.2.0
	Rel‑11
	Consideration for deciding correct voice support match indicator
	approved
	F
	11.3.0
	TEI11
	S2

	SP-120547
	23.402
	1121
	1
	10.7.0
	Rel‑10
	PGW selection with 3GPP2 SIPTO support
	approved
	B
	10.8.0
	TEI10
	S2

	SP-120547
	23.402
	1122
	2
	11.3.0
	Rel‑11
	PGW selection with 3GPP2 SIPTO support
	approved
	A
	11.4.0
	TEI10
	S2

	SP-120482
	23.682
	0049
	1
	11.1.0
	Rel‑11
	Addition of MTC AAA into the architecture figure
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120601
	23.682
	0052
	1
	11.1.0
	Rel‑11
	Tsp interface security requirements
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120482
	23.682
	0054
	2
	11.1.0
	Rel‑11
	Adding missing information elements into Table 5.3.1-1
	approved
	F
	11.2.0
	SIMTC
	S2

	SP-120482
	23.682
	0058
	2
	11.1.0
	Rel‑11
	Clarification of Architecture Models and Deployment scenarios
	approved
	F
	11.2.0
	SIMTC-Reach
	S2

	SP-120482
	23.682
	0060
	1
	11.1.0
	Rel‑11
	Message waiting for Device Triggering Function corrections
	approved
	F
	11.2.0
	SIMTC
	S2

	CP-120593
	24.008
	2105
	5
	11.3.0
	Rel‑11
	Security context mapping for SRVCC from CS to PS
	approved
	B
	11.4.0
	rSRVCC-CT
	C1

	CP-120589
	24.008
	2164
	4
	11.3.0
	Rel‑11
	Posibility to ignore paging for non-GPRS services
	approved
	C
	11.4.0
	SIMTC-PS_only
	C1

	CP-120594
	24.008
	2165
	2
	11.3.0
	Rel‑11
	CKSN allocation for idle mode inter-system change
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120594
	24.008
	2179
	2
	11.3.0
	Rel‑11
	Correction and completion of handling of the maximum number of active PDP contexts
	approved
	F
	11.4.0
	SAES2, TEI11
	C1

	CP-120594
	24.008
	2180
	1
	11.3.0
	Rel‑11
	Clearing of the maximum number of active PDP contexts
	approved
	B
	11.4.0
	SAES2
	C1

	CP-120584
	24.008
	2183
	1
	11.3.0
	Rel‑11
	Corrections to Gs Support for MSC in Pool
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120589
	24.008
	2188
	4
	11.3.0
	Rel‑11
	Additional condition for attach exceptions
	approved
	C
	11.4.0
	SIMTC-Reach
	C1

	CP-120594
	24.008
	2192
	1
	11.3.0
	Rel‑11
	RAU/combined RAU after E-UTRAN/UTRAN to GERAN Inter RAT handover
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120584
	24.008
	2193
	1
	11.3.0
	Rel‑11
	Considering ePLMN for SM backoff Timer with cause #50 or #51
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120585
	24.008
	2196
	2
	11.3.0
	Rel‑11
	Skip Indicator for GERAN sharing
	approved
	F
	11.4.0
	FULL_MOCN-GERAN
	C1

	CP-120581
	24.008
	2197
	2
	10.7.0
	Rel‑10
	Clarify MS behaviour after deletion of forbidden lists
	approved
	F
	10.8.0
	NIMTC
	C1

	CP-120581
	24.008
	2198
	2
	11.3.0
	Rel‑11
	Clarify MS behaviour after deletion of forbidden lists
	approved
	A
	11.4.0
	NIMTC
	C1

	CP-120594
	24.008
	2199
	2
	11.3.0
	Rel‑11
	Setting method of EMM combined procedure capability bit
	approved
	F
	11.4.0
	SAES2-CSFB
	C1

	CP-120589
	24.008
	2203
	2
	11.3.0
	Rel‑11
	CS congestion control handling for combined procedure
	approved
	C
	11.4.0
	SIMTC-CS
	C1

	CP-120581
	24.008
	2205
	2
	10.7.0
	Rel‑10
	Handling of MM procedure during combined RAU procedure
	approved
	F
	10.8.0
	NIMTC
	C1

	CP-120581
	24.008
	2206
	2
	11.3.0
	Rel‑11
	Handling of MM procedure during combined RAU procedure
	approved
	A
	11.4.0
	NIMTC
	C1

	CP-120584
	24.008
	2207
	-
	11.3.0
	Rel‑11
	Correcting error introduced by C1-122339
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120572
	24.008
	2208
	1
	8.17.0
	Rel‑8
	IMSI detach triggered by last PDP context deactivation
	approved
	F
	8.18.0
	SAES-CSFB
	C1

	CP-120572
	24.008
	2209
	1
	9.11.0
	Rel‑9
	IMSI detach triggered by last PDP context deactivation
	approved
	A
	9.12.0
	SAES-CSFB
	C1

	CP-120572
	24.008
	2210
	1
	10.7.0
	Rel‑10
	IMSI detach triggered by last PDP context deactivation
	approved
	A
	10.8.0
	SAES-CSFB
	C1

	CP-120572
	24.008
	2211
	1
	11.3.0
	Rel‑11
	IMSI detach triggered by last PDP context deactivation
	approved
	A
	11.4.0
	SAES-CSFB
	C1

	CP-120589
	24.008
	2213
	5
	11.3.0
	Rel‑11
	Handling of PDN connection for dual-priority functionality
	approved
	B
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.008
	2214
	3
	11.3.0
	Rel‑11
	Correction on handling of SM NAS request for dual-priority
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.008
	2215
	1
	11.3.0
	Rel‑11
	Correction on handling of SM back-off timer for dual-priority
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.008
	2216
	2
	11.3.0
	Rel‑11
	Dual priority definition
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120587
	24.008
	2218
	3
	11.3.0
	Rel‑11
	Clarifications for user connection attachment for vSRVCC - removal of editor's note
	approved
	F
	11.4.0
	vSRVCC-CT
	C1

	CP-120584
	24.008
	2219
	-
	11.3.0
	Rel‑11
	Low Priority Indicator vs NAS Signalling Low Priority Indication Terminology
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.008
	2221
	2
	11.3.0
	Rel‑11
	Removing NMO-III
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.008
	2222
	1
	11.3.0
	Rel‑11
	Changes to the security context handling at power on
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120589
	24.008
	2227
	2
	11.3.0
	Rel‑11
	"UE configured for ""Override_ExtendedAccessBarring"""
	approved
	B
	11.4.0
	SIMTC-Reach
	C1

	CP-120584
	24.008
	2228
	1
	11.3.0
	Rel‑11
	Clarifying in GMM substates ATTEMPTING-TO-ATTACH and ATTEMPTING-TO-UPDATE, CM layer triggered GMM message will be sent if T3346 is not running
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120594
	24.008
	2229
	1
	11.3.0
	Rel‑11
	Correct the requirement on QoS modification of default PDP context
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120594
	24.008
	2230
	1
	11.3.0
	Rel‑11
	"Remove the ""combined routing area update procedure"" in CSFB mobile terminating call"
	approved
	F
	11.4.0
	SAES2-CSFB
	C1

	CP-120584
	24.008
	2234
	-
	11.3.0
	Rel‑11
	Correction of device properties in cause mapping
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.008
	2239
	2
	11.3.0
	Rel‑11
	Clarification on description of SMS over GPRS
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120589
	24.008
	2240
	-
	11.3.0
	Rel‑11
	Correction on NAS signalling low priority overriding handling
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.011
	0042
	-
	11.0.0
	Rel‑11
	SMS in MME terminology usage consistency
	approved
	B
	11.1.0
	SIMTC-PS_Only
	C1

	CP-120598
	24.109
	0049
	-
	11.0.0
	Rel‑11
	Qop for GBA_Digest
	approved
	C
	11.1.0
	GBA-ext-St3
	C1

	CP-120598
	24.109
	0050
	1
	11.0.0
	Rel‑11
	GBA_Digest procedures for Ua interface
	approved
	B
	11.1.0
	GBA-ext-St3
	C1

	CP-120583
	24.109
	0051
	1
	11.0.0
	Rel‑11
	Update references for TLS Extensions and PSK cyphersuites
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120583
	24.173
	0089
	1
	11.2.0
	Rel‑11
	Reference update and technical changes: draft-ietf-sipcore-proxy-feature
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120578
	24.229
	4017
	2
	10.8.0
	Rel‑10
	Correcting incorrect references in P-CSCF procedures when emergency call failure occurs
	approved
	F
	10.9.0
	IMSProtoc4
	C1

	CP-120583
	24.229
	4039
	5
	11.4.0
	Rel‑11
	SMS domain selection
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120566
	24.229
	4066
	5
	9.12.1
	Rel‑9
	Emergency sub-service type handling
	approved
	A
	9.13.0
	EMC1
	C1

	CP-120604
	24.229
	4067
	5
	10.8.0
	Rel‑10
	Emergency sub-service type handling
	approved
	A
	10.9.0
	EMC1
	C1

	CP-120566
	24.229
	4068
	5
	11.4.0
	Rel‑11
	Emergency sub-service type handling
	approved
	A
	11.5.0
	EMC1
	C1

	CP-120597
	24.229
	4078
	1
	11.4.0
	Rel‑11
	Support of MRB Query mode in 3GPP TS 24.229
	approved
	B
	11.5.0
	MRB
	C1

	CP-120566
	24.229
	4080
	4
	7.28.0
	Rel‑7
	Emergency sub-service type handling
	approved
	F
	7.29.0
	EMC1
	C1

	CP-120566
	24.229
	4081
	4
	8.20.0
	Rel‑8
	Emergency sub-service type handling
	approved
	A
	8.21.0
	EMC1
	C1

	CP-120603
	24.229
	4082
	2
	11.4.0
	Rel‑11
	Application servers and RAVEL
	approved
	B
	11.5.0
	RAVEL-CT
	C1

	CP-120586
	24.229
	4083
	1
	11.4.0
	Rel‑11
	Annex A updates for USSI
	approved
	B
	11.5.0
	USSI
	C1

	CP-120588
	24.229
	4084
	1
	11.4.0
	Rel‑11
	Correction of correction to profile tables for use of 3GPP IM CN subsystem XML body in restoration procedures
	approved
	F
	11.5.0
	IMSProtoc5
	C1

	CP-120588
	24.229
	4085
	1
	11.4.0
	Rel‑11
	Correcting profile tables for use of 3GPP IM CN subsystem XML body in response to request for emergency services
	approved
	F
	11.5.0
	IMSProtoc5
	C1

	CP-120582
	24.229
	4087
	1
	10.8.0
	Rel‑10
	Reference update and technical changes: draft-ietf-sipcore-proxy-feature
	approved
	F
	10.9.0
	eSRVCC
	C1

	CP-120582
	24.229
	4088
	2
	11.4.0
	Rel‑11
	Reference update and technical changes: draft-ietf-sipcore-proxy-feature
	approved
	F
	11.5.0
	eSRVCC, RAVEL-CT, TEI11
	C1

	CP-120601
	24.229
	4089
	1
	11.4.0
	Rel‑11
	Annex A: P-Access-Network-Info in ACK
	approved
	B
	11.5.0
	NWK-PL2IMS_CT
	C1

	CP-120569
	24.229
	4090
	1
	7.28.0
	Rel‑7
	Correction of SDP Profile about RFC 4145
	approved
	F
	7.29.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4091
	1
	8.20.0
	Rel‑8
	Correction of SDP Profile about RFC 4145
	approved
	A
	8.21.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4092
	1
	9.12.0
	Rel‑9
	Correction of SDP Profile about RFC 4145
	approved
	A
	9.13.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4093
	1
	10.8.0
	Rel‑10
	Correction of SDP Profile about RFC 4145
	approved
	A
	10.9.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4094
	1
	11.4.0
	Rel‑11
	Correction of SDP Profile about RFC 4145
	approved
	A
	11.5.0
	IMSProtoc
	C1

	CP-120582
	24.229
	4096
	1
	10.8.0
	Rel‑10
	Feature-Caps header field part of trust domain
	approved
	F
	10.9.0
	eSRVCC
	C1

	CP-120582
	24.229
	4097
	1
	11.4.0
	Rel‑11
	Feature-Caps header field part of trust domain
	approved
	A
	11.5.0
	eSRVCC
	C1

	CP-120599
	24.229
	4098
	-
	11.4.0
	Rel‑11
	Removing an EN regarding missing charging related headers
	approved
	F
	11.5.0
	IPXS
	C1

	CP-120603
	24.229
	4099
	-
	11.4.0
	Rel‑11
	Removing an EN regarding preservation of parameters in AS
	approved
	F
	11.5.0
	RAVEL-CT
	C1

	CP-120603
	24.229
	4100
	-
	11.4.0
	Rel‑11
	Removing EN regarding number normalization and enum translation
	approved
	F
	11.5.0
	RAVEL-CT
	C1

	CP-120603
	24.229
	4107
	1
	11.4.0
	Rel‑11
	IOI usage between TRF and terminating side
	approved
	B
	11.5.0
	RAVEL-CT
	C1

	CP-120603
	24.229
	4108
	1
	11.4.0
	Rel‑11
	Co-location of TRF
	approved
	F
	11.5.0
	RAVEL-CT
	C1

	CP-120569
	24.229
	4110
	1
	7.28.0
	Rel‑7
	Correct handling of PPR in S-CSCF
	approved
	F
	7.29.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4111
	1
	8.20.0
	Rel‑8
	Correct handling of PPR in S-CSCF
	approved
	A
	8.21.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4112
	1
	9.12.1
	Rel‑9
	Correct handling of PPR in S-CSCF
	approved
	A
	9.13.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4113
	1
	10.8.0
	Rel‑10
	Correct handling of PPR in S-CSCF
	approved
	A
	10.9.0
	IMSProtoc
	C1

	CP-120569
	24.229
	4114
	1
	11.4.0
	Rel‑11
	Correct handling of PPR in S-CSCF
	approved
	A
	11.5.0
	IMSProtoc
	C1

	CP-120583
	24.229
	4115
	1
	11.4.0
	Rel‑11
	Correction ue initiated deregistration
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120577
	24.229
	4116
	1
	9.12.0
	Rel‑9
	Condition for usage of Session-ID header filed within MESSAGE response
	approved
	F
	9.13.0
	IMSProtoc3
	C1

	CP-120577
	24.229
	4117
	1
	10.8.0
	Rel‑10
	Condition for usage of Session-ID header filed within MESSAGE response
	approved
	A
	10.9.0
	IMSProtoc3
	C1

	CP-120577
	24.229
	4118
	1
	11.4.0
	Rel‑11
	Condition for usage of Session-ID header filed within MESSAGE response
	approved
	A
	11.5.0
	IMSProtoc3
	C1

	CP-120597
	24.229
	4119
	-
	11.4.0
	Rel‑11
	Reference update: draft-ietf-mediactrl-mrb
	approved
	F
	11.5.0
	MRB
	C1

	CP-120597
	24.229
	4120
	3
	11.4.0
	Rel‑11
	Visited network MRB information
	approved
	B
	11.5.0
	MRB
	C1

	CP-120583
	24.229
	4121
	3
	11.4.0
	Rel‑11
	PCSCF discovery clarification
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120600
	24.229
	4122
	2
	11.4.0
	Rel‑11
	Clarifications of used identities for registration procedures
	approved
	C
	11.5.0
	GINI
	C1

	CP-120588
	24.229
	4123
	3
	11.4.0
	Rel‑11
	DVB-RCS2 satellite access network as IP-CAN for IMS
	approved
	B
	11.5.0
	IMSProtoc5
	C1

	CP-120600
	24.229
	4124
	3
	11.4.0
	Rel‑11
	Add reg-event changes for RFC 6140
	approved
	C
	11.5.0
	GINI
	C1

	CP-120583
	24.229
	4126
	1
	11.4.0
	Rel‑11
	P-CSCF registration context lost
	approved
	B
	11.5.0
	TEI11
	C1

	CP-120588
	24.229
	4131
	1
	11.4.0
	Rel‑11
	Correction DHCP mechanism for P-CSCF discovery in Annex M
	approved
	F
	11.5.0
	IMSProtoc5
	C1

	CP-120588
	24.229
	4132
	1
	11.4.0
	Rel‑11
	Correction to DHCP mechanism for P-CSCF discovery in Annex O
	approved
	F
	11.5.0
	IMSProtoc5
	C1

	CP-120588
	24.229
	4133
	-
	11.4.0
	Rel‑11
	Correction to Annex 9.2
	approved
	F
	11.5.0
	IMSProtoc5
	C1

	CP-120570
	24.229
	4134
	1
	8.20.0
	Rel‑8
	Reference update: draft-ietf-mmusic-ice-tcp
	approved
	F
	8.21.0
	IMSProtoc2
	C1

	CP-120570
	24.229
	4135
	1
	9.12.1
	Rel‑9
	Reference update: draft-ietf-mmusic-ice-tcp
	approved
	A
	9.13.0
	IMSProtoc2
	C1

	CP-120570
	24.229
	4136
	1
	10.8.0
	Rel‑10
	Reference update: draft-ietf-mmusic-ice-tcp
	approved
	A
	10.9.0
	IMSProtoc2
	C1

	CP-120570
	24.229
	4137
	1
	11.4.0
	Rel‑11
	Reference update: draft-ietf-mmusic-ice-tcp
	approved
	A
	11.5.0
	IMSProtoc2
	C1

	CP-120601
	24.229
	4140
	1
	11.4.0
	Rel‑11
	Network provided location information inserted by the MSC server enhanced for ICS
	approved
	B
	11.5.0
	NWK-PL2IMS_CT
	C1

	CP-120591
	24.229
	4146
	-
	11.4.0
	Rel‑11
	Specification of ISC gateway function - general clauses
	approved
	B
	11.5.0
	VINE-CT1
	C1

	CP-120591
	24.229
	4147
	1
	11.4.0
	Rel‑11
	Specification of ISC gateway function - SIP procedures
	approved
	B
	11.5.0
	VINE-CT1
	C1

	CP-120591
	24.229
	4148
	1
	11.4.0
	Rel‑11
	Specification of application gateway function - SDP procedures
	approved
	B
	11.5.0
	VINE-CT1
	C1

	CP-120588
	24.229
	4151
	-
	11.4.0
	Rel‑11
	Reversal of terminology change in annex D
	approved
	D
	11.5.0
	IMSProtoc5
	C1

	CP-120588
	24.229
	4152
	1
	11.4.0
	Rel‑11
	Emergency priority using the Resource-Priority header field
	approved
	B
	11.5.0
	IMSProtoc5
	C1

	CP-120641
	24.229
	4153
	3
	11.4.0
	Rel‑11
	Description of overload control
	approved
	B
	11.5.0
	IOC
	C1

	CP-120605
	24.229
	4153
	2
	11.4.0
	Rel‑11
	Description of overload control
	revised
	B
	
	IOC
	C1

	CP-120642
	24.229
	4154
	3
	11.4.0
	Rel‑11
	Support of overload control
	approved
	B
	11.5.0
	IOC
	C1

	CP-120605
	24.229
	4154
	2
	11.4.0
	Rel‑11
	Support of overload control
	revised
	B
	
	IOC
	C1

	CP-120639
	24.229
	4156
	3
	11.4.0
	Rel‑11
	Media plane security
	revised
	A
	
	MEDIASEC_CORE
	C1

	CP-120654
	24.229
	4156
	4
	11.4.0
	Rel‑11
	Media plane security
	revised
	A
	
	MEDIASEC_CORE
	C1

	CP-120576
	24.229
	4156
	2
	11.4.0
	Rel‑11
	Media plane security
	revised
	A
	
	MEDIASEC_CORE
	C1

	CP-120664
	24.229
	4156
	5
	11.4.0
	Rel‑11
	Media plane security
	approved
	A
	11.5.0
	MEDIASEC_CORE
	C1

	CP-120638
	24.229
	4157
	3
	10.8.0
	Rel‑10
	Media plane security
	revised
	A
	
	MEDIASEC_CORE
	C1

	CP-120663
	24.229
	4157
	5
	10.8.0
	Rel‑10
	Media plane security
	approved
	A
	10.9.0
	MEDIASEC_CORE
	C1

	CP-120653
	24.229
	4157
	4
	10.8.0
	Rel‑10
	Media plane security
	revised
	A
	
	MEDIASEC_CORE
	C1

	CP-120576
	24.229
	4157
	2
	10.8.0
	Rel‑10
	Media plane security
	revised
	A
	
	MEDIASEC_CORE
	C1

	CP-120637
	24.229
	4158
	3
	9.12.1
	Rel‑9
	Media plane security
	revised
	F
	
	MEDIASEC_CORE
	C1

	CP-120662
	24.229
	4158
	5
	9.12.1
	Rel‑9
	Media plane security
	approved
	F
	9.13.0
	MEDIASEC_CORE
	C1

	CP-120652
	24.229
	4158
	4
	9.12.1
	Rel‑9
	Media plane security
	revised
	F
	
	MEDIASEC_CORE
	C1

	CP-120576
	24.229
	4158
	2
	9.12.1
	Rel‑9
	Media plane security
	revised
	F
	
	MEDIASEC_CORE
	C1

	CP-120576
	24.229
	4159
	1
	11.4.0
	Rel‑11
	mediasec ref deletions
	approved
	A
	11.5.0
	MEDIASEC_CORE
	C1

	CP-120576
	24.229
	4160
	1
	10.8.0
	Rel‑10
	mediasec deletions
	approved
	A
	10.9.0
	MEDIASEC_CORE
	C1

	CP-120576
	24.229
	4161
	1
	9.12.1
	Rel‑9
	mediasec deletions
	approved
	F
	9.13.0
	MEDIASEC_CORE
	C1

	CP-120603
	24.229
	4162
	-
	11.4.0
	Rel‑11
	Updates to charging introduction for RAVEL
	approved
	B
	11.5.0
	RAVEL-CT
	C1

	CP-120588
	24.229
	4163
	1
	11.4.0
	Rel‑11
	Condition for restoration procedures causing UE reregistration
	approved
	F
	11.5.0
	IMSProtoc5
	C1

	CP-120588
	24.229
	4164
	1
	11.4.0
	Rel‑11
	Missing procedure for NASS-IMS bundled authentication at S-CSCF
	approved
	F
	11.5.0
	IMSProtoc5
	C1

	CP-120570
	24.229
	4169
	1
	8.20.0
	Rel‑8
	P-CSCF handling UE port along with IP address during registration
	approved
	F
	8.21.0
	IMSProtoc2
	C1

	CP-120570
	24.229
	4170
	1
	9.12.0
	Rel‑9
	P-CSCF handling UE port along with IP address during registration
	approved
	A
	9.13.0
	IMSProtoc2
	C1

	CP-120570
	24.229
	4171
	1
	10.8.0
	Rel‑10
	P-CSCF handling UE port along with IP address during registration
	approved
	A
	10.9.0
	IMSProtoc2
	C1

	CP-120574
	24.229
	4178
	2
	9.12.1
	Rel‑9
	Emergency and normal registration independence
	approved
	F
	9.13.0
	TEI9
	C1

	CP-120574
	24.229
	4179
	2
	10.8.0
	Rel‑10
	Emergency and normal registration independence
	approved
	A
	10.9.0
	TEI9
	C1

	CP-120574
	24.229
	4180
	2
	11.4.0
	Rel‑11
	Emergency and normal registration independence
	approved
	A
	11.5.0
	TEI9
	C1

	CP-120606
	24.229
	4185
	2
	11.4.0
	Rel‑11
	Support of T.38 related SDP attributes
	approved
	B
	11.5.0
	MMTel_T.38_FAX
	C1

	CP-120578
	24.229
	4188
	-
	11.4.0
	Rel‑11
	Correcting incorrect references in P-CSCF procedures when emergency call failure occurs
	approved
	A
	11.5.0
	IMSProtoc4
	C1

	CP-120656
	24.229
	4189
	1
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.5.0
	TEI11
	C1

	CP-120491
	24.229
	4189
	-
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C1

	CP-120575
	24.237
	0670
	3
	10.7.0
	Rel‑10
	Use of Feature-Caps header to indicate the support of mid-call feature for SCC AS
	approved
	F
	10.8.0
	IMS_SCC-SPI
	C1

	CP-120575
	24.237
	0671
	3
	11.3.0
	Rel‑11
	Use of Feature-Caps header to indicate the support of mid-call feature for SCC AS
	approved
	A
	11.4.0
	IMS_SCC-SPI
	C1

	CP-120582
	24.237
	0712
	1
	10.7.0
	Rel‑10
	Reference update and technical changes: draft-ietf-sipcore-proxy-feature
	approved
	F
	10.8.0
	eSRVCC, aSRVCC
	C1

	CP-120582
	24.237
	0713
	1
	11.3.0
	Rel‑11
	Reference update and technical changes: draft-ietf-sipcore-proxy-feature
	approved
	A
	11.4.0
	eSRVCC, aSRVCC
	C1

	CP-120593
	24.237
	0714
	-
	11.3.0
	Rel‑11
	CS to PS SRVCC - session transfer cancellation
	approved
	C
	11.4.0
	rSRVCC-CT
	C1

	CP-120593
	24.237
	0715
	-
	11.3.0
	Rel‑11
	Minor numbering, spelling and styles corrections
	approved
	F
	11.4.0
	rSRVCC-CT
	C1

	CP-120593
	24.237
	0716
	-
	11.3.0
	Rel‑11
	CS to PS SRVCC, alerting and held only
	approved
	F
	11.4.0
	rSRVCC-CT
	C1

	CP-120593
	24.237
	0717
	-
	11.3.0
	Rel‑11
	CS to PS SRVCC - PS to CS SRVCC clean up and EN removal
	approved
	F
	11.4.0
	rSRVCC-CT
	C1

	CP-120593
	24.237
	0718
	1
	11.3.0
	Rel‑11
	Incorrect info package name g.3gpp.state-and-event-info
	approved
	F
	11.4.0
	rSRVCC-CT, aSRVCC
	C1

	CP-120582
	24.237
	0720
	1
	10.7.0
	Rel‑10
	Replacing the Contact header field with the Feature-Caps header field
	approved
	F
	10.8.0
	eSRVCC
	C1

	CP-120580
	24.237
	0721
	1
	10.7.0
	Rel‑10
	Introduction of OMR in SCC AS
	approved
	F
	10.8.0
	OMR
	C1

	CP-120580
	24.237
	0722
	1
	11.3.0
	Rel‑11
	Introduction of OMR in SCC AS
	approved
	A
	11.4.0
	OMR
	C1

	CP-120582
	24.237
	0726
	1
	10.7.0
	Rel‑10
	Payload type correction - SIP 488 (Not Acceptable Here) response
	approved
	F
	10.8.0
	eSRVCC
	C1

	CP-120582
	24.237
	0727
	1
	11.3.0
	Rel‑11
	Payload type correction - SIP 488 (Not Acceptable Here) response
	approved
	A
	11.4.0
	eSRVCC
	C1

	CP-120587
	24.237
	0730
	-
	11.3.0
	Rel‑11
	eMPS for vSRVCC
	approved
	F
	11.4.0
	vSRVCC-CT
	C1

	CP-120575
	24.237
	0731
	1
	9.11.0
	Rel‑9
	Removal of the MSC server assisted mid-call feature from Rel‑9
	approved
	F
	9.12.0
	IMS_SCC-SPI
	C1

	CP-120573
	24.247
	0067
	1
	8.9.0
	Rel‑8
	Reference update: draft-ietf-simple-msrp-cema
	approved
	F
	8.10.0
	TEI8
	C1

	CP-120573
	24.247
	0068
	1
	9.6.0
	Rel‑9
	Reference update: draft-ietf-simple-msrp-cema
	approved
	A
	9.7.0
	TEI8
	C1

	CP-120573
	24.247
	0069
	1
	10.3.0
	Rel‑10
	Reference update: draft-ietf-simple-msrp-cema
	approved
	A
	10.4.0
	TEI8
	C1

	CP-120573
	24.247
	0070
	1
	11.0.0
	Rel‑11
	Reference update: draft-ietf-simple-msrp-cema
	approved
	A
	11.1.0
	TEI8
	C1

	CP-120603
	24.292
	0222
	-
	11.1.0
	Rel‑11
	MSC server adding g.3gpp.trf in initial INVITE
	approved
	B
	11.2.0
	RAVEL-CT
	C1

	CP-120583
	24.292
	0223
	1
	11.1.0
	Rel‑11
	Removing duplicated IOI parameters in examples
	approved
	F
	11.2.0
	TEI11, ICSRA
	C1

	CP-120568
	24.292
	0224
	1
	8.13.0
	Rel‑8
	Correcting CS SDP usage and updating media capabilities draft reference
	approved
	F
	8.14.0
	ICSRA
	C1

	CP-120568
	24.292
	0225
	1
	9.11.0
	Rel‑9
	Correcting CS SDP usage and updating media capabilities draft reference
	approved
	A
	9.12.0
	ICSRA
	C1

	CP-120568
	24.292
	0226
	1
	10.7.0
	Rel‑10
	Correcting CS SDP usage and updating media capabilities draft reference
	approved
	A
	10.8.0
	ICSRA
	C1

	CP-120568
	24.292
	0227
	1
	11.1.0
	Rel‑11
	Correcting CS SDP usage and updating media capabilities draft reference
	approved
	A
	11.2.0
	ICSRA
	C1

	CP-120601
	24.292
	0228
	1
	11.1.0
	Rel‑11
	Network provided location information inserted by the MSC server enhanced for ICS
	approved
	B
	11.2.0
	NWK-PL2IMS_CT
	C1

	CP-120601
	24.292
	0229
	1
	11.1.0
	Rel‑11
	Network provided location information inserted by the SCC-AS
	approved
	B
	11.2.0
	NWK-PL2IMS_CT
	C1

	CP-120593
	24.301
	1397
	5
	11.3.0
	Rel‑11
	Security context mapping for SRVCC from CS to PS
	approved
	B
	11.4.0
	rSRVCC-CT
	C1

	CP-120595
	24.301
	1460
	4
	11.3.0
	Rel‑11
	PLMN selection timer for E-UTRA disabling
	approved
	F
	11.4.0
	SAES2, SAES2-CSFB
	C1

	CP-120589
	24.301
	1467
	5
	11.3.0
	Rel‑11
	Update result indication for combined procedures
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C1

	CP-120594
	24.301
	1468
	4
	11.3.0
	Rel‑11
	Correction and completion of handling of the maximum number of active EPS bearer contexts
	approved
	F
	11.4.0
	SAES2, TEI11
	C1

	CP-120594
	24.301
	1469
	1
	11.3.0
	Rel‑11
	Clearing of the maximum number of active EPS bearer contexts
	approved
	B
	11.4.0
	SAES2
	C1

	CP-120584
	24.301
	1471
	-
	11.3.0
	Rel‑11
	Corrections to SGs Support for MSC in Pool
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120594
	24.301
	1473
	2
	11.3.0
	Rel‑11
	New cause code for long term errors
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120594
	24.301
	1478
	-
	11.3.0
	Rel‑11
	Clarification of requirement to include the PCO IE
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120584
	24.301
	1479
	1
	11.3.0
	Rel‑11
	Considering ePLMN for ESM backoff timer with cause #50 or #51
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120581
	24.301
	1480
	2
	10.7.0
	Rel‑10
	Clarify UE behaviour after deletion of forbidden lists
	approved
	F
	10.8.0
	NIMTC
	C1

	CP-120581
	24.301
	1481
	2
	11.3.0
	Rel‑11
	Clarify UE behaviour after deletion of forbidden lists
	approved
	A
	11.4.0
	NIMTC
	C1

	CP-120589
	24.301
	1485
	2
	11.3.0
	Rel‑11
	CS congestion control handling for combined procedure
	approved
	C
	11.4.0
	SIMTC-CS
	C1

	CP-120584
	24.301
	1490
	1
	11.3.0
	Rel‑11
	Correcting erroneous definitive of reject causes introduced by C1-122338
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.301
	1491
	1
	11.3.0
	Rel‑11
	Maximum number of active EPS bearer contexts in combined procedure
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120589
	24.301
	1492
	5
	11.3.0
	Rel‑11
	Handling of PDN connection for dual-priority functionality
	approved
	B
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.301
	1493
	3
	11.3.0
	Rel‑11
	Correction on handling of ESM NAS request for dual-priority functionality
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.301
	1494
	1
	11.3.0
	Rel‑11
	Correction on handling of SM back-off timer for dual-priority
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.301
	1495
	2
	11.3.0
	Rel‑11
	Dual priority definition
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120589
	24.301
	1496
	-
	11.3.0
	Rel‑11
	Correction on NAS signalling low priority overriding handling
	approved
	F
	11.4.0
	SIMTC-Reach
	C1

	CP-120594
	24.301
	1499
	3
	11.3.0
	Rel‑11
	Disabling E-UTRA capability for #7 and #14
	approved
	F
	11.4.0
	SAES2, SAES2-CSFB
	C1

	CP-120594
	24.301
	1500
	-
	11.3.0
	Rel‑11
	Response of TAU complete message
	approved
	F
	11.4.0
	SAES2-CSFB
	C1

	CP-120594
	24.301
	1502
	2
	11.3.0
	Rel‑11
	UE-initiated detach procedure during attach when in EMM-DEREGISTERED state
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120594
	24.301
	1503
	1
	11.3.0
	Rel‑11
	Clarification of UE in CS/PS mode of operation
	approved
	F
	11.4.0
	SAES2-CSFB
	C1

	CP-120594
	24.301
	1504
	1
	11.3.0
	Rel‑11
	Clarification of E-UTRA re-enabling.
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120584
	24.301
	1506
	-
	11.3.0
	Rel‑11
	Low Priority Indicator vs NAS Signalling Low Priority Indication Terminology
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120594
	24.301
	1507
	-
	11.3.0
	Rel‑11
	Clarification on TAU trigger after 1xSRVCC
	approved
	F
	11.4.0
	SAES2
	C1

	CP-120589
	24.301
	1510
	2
	11.3.0
	Rel‑11
	"UE configured for ""Override_ExtendedAccessBarring"""
	approved
	B
	11.4.0
	SIMTC-Reach
	C1

	CP-120491
	24.301
	1518
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C1

	CP-120656
	24.301
	1518
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.302
	0202
	1
	11.3.0
	Rel‑11
	Corrections for Name for network provided over non-3GPP access network connected to EPC
	approved
	F
	11.4.0
	TEI11, SAES2
	C1

	CP-120592
	24.302
	0203
	-
	11.3.0
	Rel‑11
	Reference for BBAI
	approved
	B
	11.4.0
	BBAI_BBI-CT, BBAI_BBII-CT
	C1

	CP-120584
	24.302
	0205
	-
	11.3.0
	Rel‑11
	Correction on bit number
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.302
	0209
	2
	11.3.0
	Rel‑11
	Handling of unknown protocol data
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.302
	0210
	3
	11.3.0
	Rel‑11
	Clarification of IPSec tunnel established between the UE and the ePDG
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120584
	24.312
	0096
	1
	11.3.0
	Rel‑11
	Type of generic alert
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120602
	24.312
	0098
	3
	11.3.0
	Rel‑11
	Application-ID
	approved
	B
	11.4.0
	DIDA-CT
	C1

	CP-120604
	24.312
	0098
	3
	11.3.0
	Rel‑11
	Application-ID
	approved
	B
	11.4.0
	DIDA-CT
	C1

	CP-120579
	24.337
	0031
	1
	10.4.0
	Rel‑10
	Reference update and technical changes: draft-ietf-sipcore-proxy-feature
	approved
	F
	10.5.0
	IMS_SC_eIDT
	C1

	CP-120579
	24.337
	0032
	1
	11.1.0
	Rel‑11
	Reference update and technical changes: draft-ietf-sipcore-proxy-feature
	approved
	A
	11.2.0
	IMS_SC_eIDT
	C1

	CP-120579
	24.337
	0033
	-
	10.4.0
	Rel‑10
	Correcting 300 Multiple Choices Response Procedure
	approved
	F
	10.5.0
	IMS_SC_eIDT
	C1

	CP-120579
	24.337
	0034
	-
	11.1.0
	Rel‑11
	Correcting 300 Multiple Choices Response Procedure
	approved
	A
	11.2.0
	IMS_SC_eIDT
	C1

	CP-120589
	24.368
	0006
	-
	11.1.1
	Rel‑11
	Correction on overriding configurations
	approved
	F
	11.2.0
	SIMTC-Reach
	C1

	CP-120571
	24.503
	0099
	1
	8.12.0
	Rel‑8
	Correction of SDP Profile about RFC 4145
	approved
	F
	8.13.0
	MAINT_R2, IMSProtoc
	C1

	CP-120565
	24.503
	0101
	-
	8.12.0
	Rel‑8
	"Specifying ""sos"" URI parameter in 24.503"
	approved
	F
	8.13.0
	EMC1, MAINT_R2
	C1

	CP-120565
	24.503
	0102
	1
	8.12.0
	Rel‑8
	Emergency PUID
	approved
	F
	8.13.0
	EMC1, MAINT_R2
	C1

	CP-120565
	24.503
	0103
	-
	8.12.0
	Rel‑8
	Emergency redirect alignment
	approved
	F
	8.13.0
	EMC1, MAINT_R2
	C1

	CP-120583
	24.604
	0093
	-
	11.3.0
	Rel‑11
	Incorrect reference to OMA common policy schema
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120583
	24.606
	0017
	1
	11.0.0
	Rel‑11
	Support of non support of MWI
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120616
	24.607
	0027
	-
	10.0.0
	Rel‑11
	Reference corrections
	revised
	F
	
	TEI11
	C1

	CP-120634
	24.607
	0027
	1
	11.0.0
	Rel‑11
	Reference corrections
	revised
	F
	
	TEI11
	C1

	CP-120676
	24.607
	0027
	2
	11.0.0
	Rel‑11
	Reference corrections
	approved
	F
	11.1.0
	TEI11
	C1

	CP-120635
	24.608
	0023
	1
	11.1.0
	Rel‑11
	Reference corrections
	revised
	F
	
	TEI11
	C1

	CP-120616
	24.608
	0023
	-
	10.0.0
	Rel‑11
	Reference corrections
	revised
	F
	
	TEI11
	C1

	CP-120677
	24.608
	0023
	2
	11.1.0
	Rel‑11
	Reference corrections
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120583
	24.611
	0031
	-
	11.1.0
	Rel‑11
	Incorrect reference to OMA common policy schema
	approved
	F
	11.2.0
	TEI11
	C1

	CP-120583
	24.642
	0079
	-
	11.1.0
	Rel‑11
	CC Recall consideration of not logged in
	approved
	B
	11.2.0
	TEI11
	C1

	RP-121300
	25.101
	0891
	-
	10.6.0
	Rel‑10
	Corrections of spurious emission band UE co-existence applicable in Japan
	approved
	F
	10.7.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	25.101
	0892
	-
	11.2.0
	Rel‑11
	Corrections of spurious emission band UE co-existence applicable in Japan
	approved
	A
	11.3.0
	RInImp9-UMTSLTE800
	R4

	RP-121309
	25.101
	0898
	1
	10.6.0
	Rel‑10
	Missing allowed de-sensitization for single band 4C-HSDPA
	approved
	F
	10.7.0
	4C_HSDPA-Core
	R4

	RP-121309
	25.101
	0899
	1
	11.2.0
	Rel‑11
	Missing allowed de-sensitization for single band 4C-HSDPA
	approved
	F
	11.3.0
	4C_HSDPA-Core
	R4

	RP-121313
	25.101
	0902
	-
	10.6.0
	Rel‑10
	On missing index of Band XXII
	approved
	F
	10.7.0
	TEI10
	R4

	RP-121299
	25.101
	0903
	1
	9.9.0
	Rel‑9
	Correction of DC-HSUPA core requirements
	approved
	F
	9.10.0
	RANimp-DC_HSUPA
	R4

	RP-121299
	25.101
	0904
	1
	10.6.0
	Rel‑10
	Correction of DC-HSUPA core requirements
	approved
	A
	10.7.0
	RANimp-DC_HSUPA
	R4

	RP-121299
	25.101
	0905
	1
	11.2.0
	Rel‑11
	Correction of DC-HSUPA core requirements
	approved
	A
	11.3.0
	RANimp-DC_HSUPA
	R4

	RP-121314
	25.101
	0906
	1
	11.2.0
	Rel‑11
	Removal of brackets from non-contiguous 4C-HSDPA core requirements
	approved
	F
	11.3.0
	NC_4C_HSDPA-Core
	R4

	RP-121318
	25.101
	0907
	1
	11.2.0
	Rel‑11
	Performance requirements for 8C-HSDPA
	approved
	B
	11.3.0
	8C_HSDPA-Core
	R4

	RP-121312
	25.101
	0908
	-
	10.6.0
	Rel‑10
	Introduction of Band XXII DC-HSUPA requirements
	approved
	F
	10.7.0
	RInImp8-UMTSLTE3500
	R4

	RP-121312
	25.101
	0909
	-
	11.2.0
	Rel‑11
	Introduction of Band XXII DC-HSUPA requirements
	approved
	A
	11.3.0
	RInImp8-UMTSLTE3500
	R4

	RP-121317
	25.101
	0910
	-
	11.2.0
	Rel‑11
	Modification of the MPR/CM for 8C-HSDPA
	approved
	B
	11.3.0
	8C_HSDPA-Core
	R4

	RP-121340
	25.101
	0911
	-
	11.2.0
	Rel‑11
	Correction of the HS-DPCCH power step range.
	approved
	F
	11.3.0
	TEI11
	R4

	RP-121320
	25.101
	0912
	-
	11.2.0
	Rel‑11
	Tx requirements for I-2-VIII-2 and II-1-V-2
	approved
	B
	11.3.0
	HSDPA_DB_MC-Core
	R4

	RP-121320
	25.101
	0913
	1
	11.2.0
	Rel‑11
	Missing requirements for I-2-VIII-2 and II-1-V-2
	approved
	B
	11.3.0
	HSDPA_DB_MC-Core
	R4

	RP-121296
	25.102
	0371
	-
	8.12.0
	Rel‑8
	Correction of frequency band number in Table 5.2 in 25.102 (R8)
	approved
	D
	8.13.0
	TEI8
	R4

	RP-121296
	25.102
	0372
	-
	9.6.0
	Rel‑9
	Correction of frequency band number in Table 5.2 in 25.102 (R9)
	approved
	A
	9.7.0
	TEI8
	R4

	RP-121296
	25.102
	0373
	-
	10.4.0
	Rel‑10
	Correction of frequency band number in Table 5.2 in 25.102 (R10)
	approved
	A
	10.5.0
	TEI8
	R4

	RP-121296
	25.102
	0374
	-
	11.2.0
	Rel‑11
	Correction of frequency band number in Table 5.2 in 25.102 (R11)
	approved
	A
	11.3.0
	TEI8
	R4

	RP-121314
	25.104
	0630
	-
	11.2.0
	Rel‑11
	Alignment of NC-4C-HSDPA configurations table
	approved
	F
	11.3.0
	NC_4C_HSDPA-Core
	R4

	RP-121314
	25.104
	0631
	1
	11.2.0
	Rel‑11
	Correct f_offsetmax definition for a BS operating in non-contiguous spectrum in TS 25.104
	approved
	F
	11.3.0
	NC_4C_HSDPA-Core
	R4

	RP-121316
	25.104
	0632
	-
	11.2.0
	Rel‑11
	Update of B27 & B28 co-location spurious emission requirement for LA BS in 25.104
	approved
	F
	11.3.0
	LTE_APAC700-Core
	R4

	RP-121300
	25.104
	0635
	1
	10.6.0
	Rel‑10
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	F
	10.7.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	25.104
	0636
	-
	11.2.0
	Rel‑11
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	A
	11.3.0
	RInImp9-UMTSLTE800
	R4

	RP-121296
	25.105
	0291
	-
	8.8.0
	Rel‑8
	Clarification for TDD Band
	approved
	F
	8.9.0
	TEI8
	R4

	RP-121296
	25.105
	0292
	-
	9.3.1
	Rel‑9
	Clarification for TDD band
	approved
	A
	9.4.0
	TEI8
	R4

	RP-121296
	25.105
	0293
	-
	10.4.0
	Rel‑10
	Clarification for TDD band
	approved
	A
	10.5.0
	TEI8
	R4

	RP-121296
	25.105
	0294
	-
	11.0.0
	Rel‑11
	Clarification for TDD band
	approved
	A
	11.1.0
	TEI8
	R4

	RP-121313
	25.106
	0088
	2
	10.2.0
	Rel‑10
	Introduction of missing Spurious Emission limits and Input Intermodulation requirements towards E-UTRA FDD Band 24
	approved
	F
	10.3.0
	TEI10
	R4

	RP-121294
	25.133
	1195
	1
	8.16.0
	Rel‑8
	Duration of Time period T1 in Test Cases A.8.7.1 and A.8.7.2.
	approved
	F
	8.17.0
	LTE-RF
	R4

	RP-121294
	25.133
	1196
	-
	9.12.0
	Rel‑9
	Duration of Time period T1 in Test Cases A.8.7.1 and A.8.7.2.
	approved
	A
	9.13.0
	LTE-RF
	R4

	RP-121294
	25.133
	1197
	-
	10.6.0
	Rel‑10
	Duration of Time period T1 in Test Cases A.8.7.1 and A.8.7.2.
	approved
	A
	10.7.0
	LTE-RF
	R4

	RP-121294
	25.133
	1198
	-
	11.1.0
	Rel‑11
	Duration of Time period T1 in Test Cases A.8.7.1 and A.8.7.2.
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121297
	25.133
	1199
	-
	10.6.0
	Rel‑10
	Radio conditions for PBCH reading in Inter-RAT E-UTRA
	approved
	F
	10.7.0
	EHNB-RAN2
	R4

	RP-121297
	25.133
	1200
	-
	11.1.0
	Rel‑11
	Radio conditions for PBCH reading in Inter-RAT E-UTRA
	approved
	A
	11.2.0
	EHNB-RAN2
	R4

	RP-121319
	25.133
	1203
	-
	11.1.0
	Rel‑11
	Measurement requirements for enhanced CELL_FACH
	approved
	B
	11.2.0
	Cell_FACH_enh-Core
	R4

	RP-121313
	25.133
	1208
	-
	10.6.0
	Rel‑10
	Handover Requirements for UTRA FDD to E-UTRA for 25.133 Rel‑10
	approved
	F
	10.7.0
	LTE-RF
	R4

	RP-121313
	25.133
	1209
	-
	11.1.0
	Rel‑11
	Handover Requirements for UTRA FDD to E-UTRA for 25.133 Rel‑11
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121313
	25.133
	1210
	-
	10.6.0
	Rel‑10
	Reference correction
	approved
	F
	10.7.0
	TEI10
	R4

	RP-121313
	25.133
	1211
	-
	11.1.0
	Rel‑11
	Reference correction
	approved
	A
	11.2.0
	TEI10
	R4

	RP-121314
	25.141
	0626
	-
	11.2.0
	Rel‑11
	Alignment of NC-4C-HSDPA configurations table
	approved
	F
	11.3.0
	NC_4C_HSDPA-Core
	R4

	RP-121316
	25.141
	0627
	1
	11.2.0
	Rel‑11
	Update of co-location spurious emission in TS 25.141
	approved
	F
	11.3.0
	LTE_APAC700-Core
	R4

	RP-121300
	25.141
	0630
	1
	10.6.0
	Rel‑10
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	F
	10.7.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	25.141
	0631
	-
	11.2.0
	Rel‑11
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	A
	11.3.0
	RInImp9-UMTSLTE800
	R4

	RP-121301
	25.141
	0632
	-
	9.9.0
	Rel‑9
	Band VIII ACLR
	approved
	F
	9.10.0
	TEI9
	R4

	RP-121301
	25.141
	0633
	-
	10.6.0
	Rel‑10
	Band VIII ACLR
	approved
	A
	10.7.0
	TEI9
	R4

	RP-121301
	25.141
	0634
	-
	11.2.0
	Rel‑11
	Band VIII ACLR
	approved
	A
	11.3.0
	TEI9
	R4

	RP-121312
	25.141
	0635
	-
	10.6.0
	Rel‑10
	BS test uncertainties above 3 GHz
	approved
	F
	10.7.0
	RInImp8-UMTSLTE3500
	R4

	RP-121312
	25.141
	0636
	-
	11.2.0
	Rel‑11
	BS test uncertainties above 3 GHz
	approved
	A
	11.3.0
	RInImp8-UMTSLTE3500
	R4

	RP-121296
	25.142
	0293
	-
	8.8.0
	Rel‑8
	Clarification for TDD Band
	approved
	F
	8.9.0
	TEI8
	R4

	RP-121296
	25.142
	0294
	-
	9.5.0
	Rel‑9
	Clarification for TDD Band
	approved
	A
	9.6.0
	TEI8
	R4

	RP-121296
	25.142
	0295
	-
	10.4.0
	Rel‑10
	Clarification for TDD Band
	approved
	A
	10.5.0
	TEI8
	R4

	RP-121296
	25.142
	0296
	-
	11.0.0
	Rel‑11
	Clarification for TDD Band
	approved
	A
	11.1.0
	TEI8
	R4

	RP-121313
	25.143
	0105
	2
	10.2.0
	Rel‑10
	Introduction of missing Spurious Emission and Input Intermodulation protection limits towards E-UTRA FDD Band 24
	approved
	F
	10.3.0
	TEI10
	R4

	RP-121312
	25.143
	0109
	1
	10.2.0
	Rel‑10
	Repeater test uncertainties for UTRA bands above 3 GHz
	approved
	F
	10.3.0
	RInImp8-UMTSLTE3500
	R4

	RP-121271
	25.211
	0295
	2
	11.0.0
	Rel‑11
	Introduction of Multiflow
	approved
	B
	11.1.0
	HSDPA_MFTX-Core
	R1

	RP-121270
	25.211
	0298
	1
	11.0.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R1

	RP-121384
	25.211
	0299
	1
	11.0.0
	Rel‑11
	Correction of F-TPICH transmission
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121269
	25.211
	0299
	-
	11.2.0
	Rel‑11
	Correction of F-TPICH transmission
	revised
	F
	
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121271
	25.212
	0308
	2
	11.2.0
	Rel‑11
	Introduction of Multiflow
	approved
	B
	11.3.0
	HSDPA_MFTX-Core
	R1

	RP-121267
	25.212
	0309
	1
	10.2.0
	Rel‑10
	Correction of the number of CQI information bits for MC-HSDPA
	approved
	F
	10.3.0
	4C_HSDPA-Core
	R1

	RP-121267
	25.212
	0310
	1
	11.2.0
	Rel‑11
	Correction of the number of CQI information bits for MC-HSDPA
	approved
	A
	11.3.0
	4C_HSDPA-Core
	R1

	RP-121268
	25.212
	0311
	-
	11.2.0
	Rel‑11
	Correction of HS-SCCH order information
	approved
	F
	11.3.0
	8C_HSDPA-Core
	R1

	RP-121270
	25.212
	0314
	-
	11.2.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH
	approved
	B
	11.3.0
	Cell_FACH_enh-Core
	R1

	RP-121271
	25.213
	0113
	2
	11.2.0
	Rel‑11
	Introduction of Multiflow
	approved
	B
	11.3.0
	HSDPA_MFTX-Core
	R1

	RP-121269
	25.213
	0114
	1
	11.2.0
	Rel‑11
	Correction to the gain factor definition for S-DPCCH
	reissued
	F
	
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121384
	25.213
	0114
	1
	11.2.0
	Rel‑11
	Correction to the gain factor definition for S-DPCCH
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121271
	25.214
	0685
	2
	11.2.0
	Rel‑11
	Introduction of Multiflow
	approved
	B
	11.3.0
	HSDPA_MFTX-Core
	R1

	RP-121269
	25.214
	0686
	1
	11.2.0
	Rel‑11
	Correction of F-TPICH transmission
	reissued
	F
	
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121384
	25.214
	0686
	1
	11.2.0
	Rel‑11
	Correction of F-TPICH transmission
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121269
	25.214
	0687
	1
	11.2.0
	Rel‑11
	Correction to the gain factor definition for S-DPCCH
	reissued
	F
	
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121384
	25.214
	0687
	1
	11.2.0
	Rel‑11
	Correction to the gain factor definition for S-DPCCH
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121270
	25.214
	0690
	-
	11.2.0
	Rel‑11
	Introduction of Further Enhancements to CELL_FACH
	approved
	B
	11.3.0
	Cell_FACH_enh-Core
	R1

	RP-121269
	25.214
	0691
	-
	11.2.0
	Rel‑11
	Clarification to F-TPICH transmission.
	reissued
	F
	
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121384
	25.214
	0691
	-
	11.2.0
	Rel‑11
	Clarification to F-TPICH transmission.
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R1

	RP-121369
	25.302
	0211
	1
	11.0.0
	Rel‑11
	Introduction of Multiflow in TS 25.302
	approved
	B
	11.1.0
	HSDPA_MFTX-Core
	R2

	RP-121366
	25.302
	0212
	-
	11.0.0
	Rel‑11
	Correction on F-TPICH transmission for UL CLTD
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-CL-Core
	R2

	RP-121371
	25.304
	0330
	-
	10.5.0
	Rel‑11
	Introduction of EAB in 25.304
	approved
	B
	11.0.0
	SIMTC-RAN_OC-Core
	R2

	RP-121370
	25.304
	0333
	-
	11.0.0
	Rel‑11
	Introduction of MDT multi-PLMN
	approved
	B
	11.1.0
	eMDT_UMTSLTE-Core
	R2

	RP-121368
	25.304
	0337
	-
	10.5.0
	Rel‑11
	Introduction of absolute priority based measurements and reselection in CELL_FACH State
	approved
	B
	11.0.0
	Cell_FACH_enh-Core
	R2

	RP-121361
	25.304
	0338
	-
	9.7.0
	Rel‑9
	Support of cell reselection to EUTRA using Criterion-5 for 1.28Mcps TDD
	approved
	F
	9.8.0
	TEI9
	R2

	RP-121361
	25.304
	0339
	-
	10.5.0
	Rel‑10
	Support of cell reselection to EUTRA using Criterion-5 for 1.28Mcps TDD
	approved
	A
	10.6.0
	TEI9
	R2

	RP-121369
	25.306
	0371
	1
	11.2.0
	Rel‑11
	Introduction of Multiflow in TS 25.306
	approved
	B
	11.3.0
	HSDPA_MFTX-Core
	R2

	RP-121363
	25.306
	0372
	-
	10.7.0
	Rel‑10
	Correction on the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	F
	10.8.0
	TEI10
	R2

	RP-121363
	25.306
	0373
	-
	11.2.0
	Rel‑11
	Correction on the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	A
	11.3.0
	TEI10
	R2

	RP-121359
	25.306
	0376
	-
	9.8.1
	Rel‑9
	Voice support Capabilities
	approved
	F
	9.9.0
	TEI9
	R2

	RP-121359
	25.306
	0377
	-
	10.7.0
	Rel‑10
	Voice support Capabilities
	approved
	A
	10.8.0
	TEI9
	R2

	RP-121359
	25.306
	0378
	-
	11.2.0
	Rel‑11
	Voice support Capabilities
	approved
	A
	11.3.0
	TEI9
	R2

	RP-121360
	25.306
	0384
	-
	9.8.1
	Rel‑9
	Voice support capabilities
	rejected
	F
	
	TEI9
	R2

	RP-121360
	25.306
	0385
	-
	10.7.0
	Rel‑10
	Voice support capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121360
	25.306
	0386
	-
	11.2.0
	Rel‑11
	Voice support capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121369
	25.308
	0127
	1
	11.1.0
	Rel‑11
	Multiflow corrections in TS 25.308
	approved
	F
	11.2.0
	HSDPA_MFTX-Core
	R2

	RP-121364
	25.308
	0129
	1
	11.1.0
	Rel‑11
	Introduction of 4Tx-HSDPA in 25.308
	approved
	B
	11.2.0
	4Tx-HSDPA-Core
	R2

	RP-121369
	25.319
	0105
	1
	11.4.0
	Rel‑11
	Introduction of Multiflow in TS 25.319
	approved
	B
	11.5.0
	HSDPA_MFTX-Core
	R2

	RP-121366
	25.319
	0106
	-
	11.4.0
	Rel‑11
	Clarification on the use of MAC-i/is for UL CLTD
	approved
	F
	11.5.0
	HSPA_UL_TxDiv-CL-Core
	R2

	RP-121263
	25.319
	0107
	1
	11.4.0
	Rel‑11
	Introduction of UL MIMO with 64QAM in TS 25.319
	postponed
	B
	
	MIMO_64QAM_HSUPA-Core
	R2

	RP-121369
	25.321
	0765
	1
	11.1.0
	Rel‑11
	Introduction of Multiflow in TS 25.321
	approved
	B
	11.2.0
	HSDPA_MFTX-Core
	R2

	RP-121356
	25.321
	0772
	-
	9.8.0
	Rel‑9
	Clarification of E-TFC selection for 1.28Mcps TDD
	approved
	F
	9.9.0
	LCRTDD-EDCH-L23, TEI9
	R2

	RP-121356
	25.321
	0773
	-
	10.6.0
	Rel‑10
	Clarification of E-TFC selection for 1.28Mcps TDD
	approved
	A
	10.7.0
	LCRTDD-EDCH-L23, TEI9
	R2

	RP-121356
	25.321
	0774
	-
	11.1.0
	Rel‑11
	Clarification of E-TFC selection for 1.28Mcps TDD
	approved
	A
	11.2.0
	LCRTDD-EDCH-L23, TEI9
	R2

	RP-121357
	25.321
	0776
	-
	8.15.0
	Rel‑8
	Clarification of CRC parity bits appended to MAC-c PDUs
	approved
	F
	8.16.0
	RANimp-UplinkEnhState
	R2

	RP-121357
	25.321
	0777
	-
	9.8.0
	Rel‑9
	Clarification of CRC parity bits appended to MAC-c PDUs
	approved
	A
	9.9.0
	RANimp-UplinkEnhState
	R2

	RP-121357
	25.321
	0778
	-
	10.6.0
	Rel‑10
	Clarification of CRC parity bits appended to MAC-c PDUs
	approved
	A
	10.7.0
	RANimp-UplinkEnhState
	R2

	RP-121357
	25.321
	0779
	-
	11.1.0
	Rel‑11
	Clarification of CRC parity bits appended to MAC-c PDUs
	approved
	A
	11.2.0
	RANimp-UplinkEnhState
	R2

	RP-121369
	25.322
	0403
	-
	11.0.0
	Rel‑11
	Introduction of Multiflow in TS 25.322
	approved
	B
	11.1.0
	HSDPA_MFTX-Core
	R2

	RP-121369
	25.331
	5071
	1
	11.2.0
	Rel‑11
	Introduction of Multiflow in TS 25.331
	approved
	B
	11.3.0
	HSDPA_MFTX-Core
	R2

	RP-121382
	25.331
	5079
	-
	11.2.0
	Rel‑11
	CR to 25.331 on quasi-fast return
	approved
	B
	11.3.0
	TEI11
	R2

	RP-121363
	25.331
	5080
	-
	10.8.0
	Rel‑10
	Correction on the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	F
	10.9.0
	TEI10
	R2

	RP-121363
	25.331
	5081
	-
	11.2.0
	Rel‑11
	Correction on the carrier capability for two-carrier HSDPA for 1.28Mcps TDD
	approved
	A
	11.3.0
	TEI10
	R2

	RP-121365
	25.331
	5082
	-
	11.2.0
	Rel‑11
	Correction on HARQ memory partitioning for 8C-HSDPA
	approved
	F
	11.3.0
	8C_HSDPA-Core
	R2

	RP-121366
	25.331
	5083
	1
	11.2.0
	Rel‑11
	Miscellaneous corrections for UL CLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R2

	RP-121367
	25.331
	5084
	-
	11.2.0
	Rel‑11
	Remove the event 6D modifications for UL OLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-OL-Core
	R2

	RP-121371
	25.331
	5085
	-
	11.2.0
	Rel‑11
	Introduction of EAB in 25.331
	approved
	B
	11.3.0
	SIMTC-RAN_OC-Core
	R2

	RP-121356
	25.331
	5089
	1
	9.11.0
	Rel‑9
	Adding the missing MAC-ehs window size values for 9bits TSN option in 1.28Mcps TDD
	approved
	F
	9.12.0
	RANimp-L2DataRates,TEI9
	R2

	RP-121356
	25.331
	5090
	1
	10.8.0
	Rel‑10
	Adding the missing MAC-ehs window size values for 9bits TSN option in 1.28Mcps TDD
	approved
	A
	10.9.0
	RANimp-L2DataRates, TEI9
	R2

	RP-121356
	25.331
	5091
	1
	11.2.0
	Rel‑11
	Adding the missing MAC-ehs window size values for 9bits TSN option in 1.28Mcps TDD
	revised
	A
	
	RANimp-L2DataRates,TEI9
	R2

	RP-121422
	25.331
	5091
	2
	11.2.0
	Rel‑11
	Adding the missing MAC-ehs window size values for 9bits TSN option in 1.28Mcps TDD
	approved
	A
	11.3.0
	RANimp-L2DataRates,TEI9
	R2

	RP-121357
	25.331
	5117
	-
	8.19.0
	Rel‑8
	Invalidation of default configuration #23
	approved
	C
	8.20.0
	TEI8
	R2

	RP-121357
	25.331
	5118
	-
	9.11.0
	Rel‑9
	Re-introduction of default configuration #23
	approved
	F
	9.12.0
	TEI9
	R2

	RP-121357
	25.331
	5119
	-
	10.8.0
	Rel‑10
	Re-introduction of default configuration #23
	approved
	A
	10.9.0
	TEI9
	R2

	RP-121357
	25.331
	5120
	-
	11.2.0
	Rel‑11
	Re-introduction of default configuration #23
	approved
	A
	11.3.0
	TEI9
	R2

	RP-121382
	25.331
	5125
	-
	11.2.0
	Rel‑11
	Addition of missing IE ôInclude in Scheduling Infoö in default configuration #17
	approved
	F
	11.3.0
	TEI11
	R2

	RP-121359
	25.331
	5126
	-
	9.11.0
	Rel‑9
	Voice support Capabilities
	approved
	F
	9.12.0
	TEI9
	R2

	RP-121428
	25.331
	5129
	1
	11.2.0
	Rel‑11
	Introduction of MDT enhancements
	approved
	B
	11.3.0
	eMDT_UMTSLTE-Core
	R2

	RP-121370
	25.331
	5129
	-
	11.2.0
	Rel‑11
	Introduction of MDT enhancements
	revised
	B
	
	eMDT_UMTSLTE-Core
	R2

	RP-121359
	25.331
	5130
	-
	11.2.0
	Rel‑11
	Voice support Capabilities
	approved
	A
	11.3.0
	TEI9
	R2

	RP-121365
	25.331
	5142
	-
	11.2.0
	Rel‑11
	Correction for 8C-HSDPA backwards compatibility
	approved
	F
	11.3.0
	8C_HSDPA-Core
	R2

	RP-121368
	25.331
	5149
	-
	11.2.0
	Rel‑11
	Introduction of absolute priority based measurements and reselection in CELL_FACH State in 25.331
	approved
	B
	11.3.0
	Cell_FACH_enh-Core
	R2

	RP-121382
	25.331
	5154
	-
	11.2.0
	Rel‑11
	Introduction of Extended S-RNTI
	approved
	F
	11.3.0
	TEI11
	R2

	RP-121383
	25.331
	5168
	-
	11.2.0
	Rel‑11
	Aligning START value handling when entering idle mode from connected mode with stage 2 specifications
	approved
	F
	11.3.0
	SEC11
	R2

	RP-121360
	25.331
	5169
	-
	9.11.0
	Rel‑9
	Voice support capabilities
	rejected
	F
	
	TEI9
	R2

	RP-121360
	25.331
	5170
	-
	10.8.0
	Rel‑10
	Voice support capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121360
	25.331
	5171
	-
	11.2.0
	Rel‑11
	Voice support capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121363
	25.331
	5173
	1
	10.8.0
	Rel‑10
	RRC Connection Release: search time for E-UTRA signaled frequencies
	approved
	C
	10.9.0
	TEI10
	R2

	RP-121363
	25.331
	5174
	1
	11.2.0
	Rel‑11
	RRC Connection Release: search time for E-UTRA signaled frequencies
	approved
	A
	11.3.0
	TEI10
	R2

	RP-121359
	25.331
	5179
	-
	10.8.0
	Rel‑10
	Voice support Capabilities
	approved
	A
	10.9.0
	TEI9
	R2

	RP-121361
	25.331
	5180
	-
	9.11.0
	Rel‑9
	Correction on the note of the IE ôCommon E-DCH system infoö
	approved
	F
	9.12.0
	TEI9
	R2

	RP-121361
	25.331
	5181
	-
	10.8.0
	Rel‑10
	Correction on the note of the IE ôCommon E-DCH system infoö
	approved
	A
	10.9.0
	TEI9
	R2

	RP-121361
	25.331
	5182
	-
	11.2.0
	Rel‑11
	Correction on the note of the IE ôCommon E-DCH system infoö
	approved
	A
	11.3.0
	TEI9
	R2

	RP-121366
	25.331
	5183
	1
	11.2.0
	Rel‑11
	Remove the event 6D modifications for UL CLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R2

	RP-121368
	25.331
	5184
	-
	8.19.0
	Rel‑8
	Introduction of absolute priority based measurements and reselection in CELL_FACH State in 25.331
	approved
	B
	8.20.0
	Cell_FACH_enh-Core
	R2

	RP-121368
	25.331
	5185
	-
	9.11.0
	Rel‑9
	Introduction of absolute priority based measurements and reselection in CELL_FACH State in 25.331
	approved
	B
	9.12.0
	Cell_FACH_enh-Core
	R2

	RP-121368
	25.331
	5186
	-
	10.8.0
	Rel‑10
	Introduction of absolute priority based measurements and reselection in CELL_FACH State in 25.331
	approved
	B
	10.9.0
	Cell_FACH_enh-Core
	R2

	RP-121140
	25.401
	0139
	3
	10.2.0
	Rel‑11
	EAB for CN Overload Control
	approved
	B
	11.0.0
	SIMTC-RAN_OC, TEI11
	R3

	RP-121130
	25.413
	1175
	3
	9.8.0
	Rel‑9
	Correction on Handover to a CSG cell with an Emergency Call
	approved
	F
	9.9.0
	TEI9
	R3

	RP-121130
	25.413
	1176
	2
	10.6.0
	Rel‑10
	Correction on Handover to a CSG cell with an Emergency Call
	approved
	A
	10.7.0
	TEI9
	R3

	RP-121130
	25.413
	1177
	2
	11.0.0
	Rel‑11
	Correction on Handover to a CSG cell with an Emergency Call
	approved
	A
	11.1.0
	TEI9
	R3

	RP-121135
	25.413
	1190
	2
	11.0.0
	Rel‑11
	Addition of HO cause value to the UE history information in RANAP
	approved
	B
	11.1.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-121140
	25.413
	1194
	3
	11.0.0
	Rel‑11
	Introduction of UE Radio Capability Match procedure
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121140
	25.413
	1195
	1
	11.0.0
	Rel‑11
	Introduction of Anonymization of MDT data for area based MDT in UTRAN
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121131
	25.423
	1755
	-
	10.7.0
	Rel‑10
	Corrections on Multicell E-DCH Restriction of Secondary cell list^^
	approved
	F
	10.8.0
	4C_HSDPA
	R3

	RP-121131
	25.423
	1756
	-
	11.2.0
	Rel‑11
	Corrections on Multicell E-DCH Restriction of Secondary cell list^^
	approved
	A
	11.3.0
	4C_HSDPA
	R3

	RP-121132
	25.423
	1757
	1
	11.2.0
	Rel‑11
	Further Corrections on UL CLTD^^
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-CL-Core
	R3

	RP-121140
	25.423
	1762
	1
	11.2.0
	Rel‑11
	Correction of misalignment between ASN.1 and tabular format
	approved
	F
	11.3.0
	RANimp-MIMOLCR, TEI11
	R3

	RP-121133
	25.423
	1763
	1
	11.2.0
	Rel‑11
	Supporting MIMO with four transmit antennas
	postponed
	B
	
	4Tx_HSDPA-Core
	R3

	RP-121131
	25.433
	1950
	-
	10.6.0
	Rel‑10
	Corrections on Multicell E-DCH Restriction of Possible Secondary cell list
	approved
	F
	10.7.0
	4C_HSDPA
	R3

	RP-121131
	25.433
	1951
	1
	11.1.0
	Rel‑11
	Corrections on Multicell E-DCH Restriction of Possible Secondary cell list
	approved
	A
	11.2.0
	4C_HSDPA
	R3

	RP-121132
	25.433
	1952
	-
	11.1.0
	Rel‑11
	Further Corrections on UL CLTD
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	R3

	RP-121133
	25.433
	1958
	1
	11.1.0
	Rel‑11
	Supporting MIMO with four transmit antennas
	postponed
	B
	
	4Tx_HSDPA-Core
	R3

	RP-121140
	25.466
	0048
	1
	11.1.0
	Rel‑11
	Operating bands Numbering for UTRA and EUTRA
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121131
	25.467
	0177
	-
	10.5.0
	Rel‑10
	Corrections on Iurh Setup
	approved
	F
	10.6.0
	HNB_HENB_mob_enh
	R3

	RP-121136
	25.467
	0178
	2
	10.5.0
	Rel‑11
	Introduction of connectivity between HNBs and RNCs via the HNB-GW for RNSAP signalling
	approved
	B
	11.0.0
	EHNB_enh1-Core
	R3

	RP-121140
	25.467
	0179
	2
	10.5.0
	Rel‑11
	Verification of HNB Identity
	approved
	B
	11.0.0
	TEI11
	R3

	RP-121131
	25.469
	0083
	-
	10.1.0
	Rel‑10
	Corrections on the Provision of TNL Address for Direct Iurh-Connectivity
	approved
	F
	10.2.0
	HNB_HENB_mob_enh
	R3

	RP-121136
	25.469
	0084
	1
	10.1.0
	Rel‑11
	Introduction of connectivity between HNBs and RNCs via the HNB-GW for RNSAP signalling
	approved
	B
	11.0.0
	EHNB_enh1-Core
	R3

	RP-121136
	25.471
	0005
	1
	10.2.0
	Rel‑11
	Introduction of connectivity between HNBs and RNCs via the HNB-GW for RNSAP signalling
	approved
	B
	11.0.0
	EHNB_enh1-Core
	R3

	RP-121131
	25.484
	0004
	-
	10.1.0
	Rel‑10
	Corrections to ANR Logging configuration
	approved
	F
	10.2.0
	ANR_UTRAN-Core
	R3

	RP-121341
	25.914
	0021
	1
	11.1.0
	Rel‑11
	Measurement uncertainty update due to use of hand phantoms
	approved
	B
	11.2.0
	FS_OTA_phantoms_UTRA
	R4

	SP-120508
	26.102
	0029
	2
	10.0.0
	Rel‑11
	Clarification of Text Regarding Bit Protection Classes and RAB sub-flows
	approved
	D
	11.0.0
	TEI11
	S4

	SP-120508
	26.114
	0199
	5
	11.4.0
	Rel‑11
	On support of fax
	approved
	B
	11.5.0
	TEI11
	S4

	SP-120496
	26.114
	0205
	3
	8.11.0
	Rel‑8
	Corrections and Clarifications to RTCP Bandwidth Modifiers
	approved
	F
	8.12.0
	MTSI_eMHI
	S4

	SP-120496
	26.114
	0206
	3
	9.9.0
	Rel‑9
	Corrections and Clarifications to RTCP Bandwidth Modifiers
	approved
	A
	9.10.0
	MTSI_eMHI
	S4

	SP-120496
	26.114
	0207
	3
	10.4.0
	Rel‑10
	Corrections and Clarifications to RTCP Bandwidth Modifiers
	approved
	A
	10.5.0
	MTSI_eMHI
	S4

	SP-120496
	26.114
	0208
	3
	11.4.0
	Rel‑11
	Corrections and Clarifications to RTCP Bandwidth Modifiers
	approved
	A
	11.5.0
	MTSI_eMHI
	S4

	SP-120502
	26.114
	0221
	1
	10.4.0
	Rel‑10
	QCI for T.140
	approved
	F
	10.5.0
	TEI10
	S4

	SP-120502
	26.114
	0222
	1
	11.4.0
	Rel‑11
	QCI for T.140
	approved
	A
	11.5.0
	TEI10
	S4

	SP-120500
	26.114
	0223
	1
	10.4.0
	Rel‑10
	Clarifying ECN Support of UTRAN and Video
	approved
	F
	10.5.0
	ECSRA_LAA
	S4

	SP-120500
	26.114
	0224
	1
	11.4.0
	Rel‑11
	Clarifying ECN Support of UTRAN and Video
	approved
	A
	11.5.0
	ECSRA_LAA
	S4

	SP-120502
	26.114
	0225
	1
	10.4.0
	Rel‑10
	Replacing PDP Context Activation
	approved
	F
	10.5.0
	TEI10
	S4

	SP-120502
	26.114
	0226
	1
	11.4.0
	Rel‑11
	Replacing PDP Context Activation
	approved
	A
	11.5.0
	TEI10
	S4

	SP-120508
	26.114
	0227
	1
	11.4.0
	Rel‑11
	Clarifying SDP Attributes
	approved
	F
	11.5.0
	TEI11
	S4

	SP-120497
	26.114
	0228
	-
	9.9.0
	Rel‑9
	Update of reference for ECN for RTP
	approved
	F
	9.10.0
	LTEimp-vocoder
	S4

	SP-120497
	26.114
	0229
	-
	10.4.0
	Rel‑10
	Update of reference for ECN for RTP
	approved
	A
	10.5.0
	LTEimp-vocoder
	S4

	SP-120497
	26.114
	0230
	-
	11.4.0
	Rel‑11
	Update of reference for ECN for RTP
	approved
	A
	11.5.0
	LTEimp-vocoder
	S4

	SP-120508
	26.114
	0231
	-
	11.4.0
	Rel‑11
	Correcting b=AS for SID
	approved
	F
	11.5.0
	TEI11
	S4

	SP-120503
	26.131
	0052
	3
	10.4.0
	Rel‑11
	Addition of UE delay requirement
	approved
	B
	11.0.0
	Ext_ATS
	S4

	SP-120503
	26.131
	0053
	1
	10.4.0
	Rel‑11
	Extension of Acoustic Test Requirements
	approved
	B
	11.0.0
	Ext_ATS
	S4

	SP-120503
	26.132
	0052
	3
	10.4.0
	Rel‑11
	Addition of UE delay test method
	approved
	B
	11.0.0
	Ext_ATS
	S4

	SP-120501
	26.132
	0053
	2
	10.4.0
	Rel‑10
	Addition of 1/12 octave diffuse field table values with frequencies according to IEC 1260 (for information)
	approved
	F
	10.5.0
	EAAT
	S4

	SP-120503
	26.132
	0054
	1
	10.4.0
	Rel‑11
	Extension of Acoustic Tests
	approved
	B
	11.0.0
	Ext_ATS
	S4

	SP-120509
	26.140
	0017
	2
	11.0.0
	Rel‑11
	Inclusion of MVC support for MMS
	approved
	B
	11.1.0
	M3DV
	S4

	SP-120509
	26.234
	0203
	3
	11.0.0
	Rel‑11
	Device Capability Exchange Signaling of Supported 3D Video Formats
	approved
	B
	11.1.0
	M3DV
	S4

	SP-120509
	26.234
	0206
	2
	11.0.0
	Rel‑11
	Service provisioning based on depth range of 3D content
	approved
	B
	11.1.0
	M3DV
	S4

	SP-120509
	26.234
	0209
	-
	11.0.0
	Rel‑11
	Inclusion of 3D support for PSS
	approved
	B
	11.1.0
	M3DV
	S4

	SP-120509
	26.244
	0046
	1
	11.0.0
	Rel‑11
	Introduction of Stereoscopic 3D video
	approved
	B
	11.1.0
	M3DV
	S4

	SP-120504
	26.247
	0009
	3
	10.2.0
	Rel‑11
	QoE Reporting for DASH over Combined MBMS Download and HTTP-based Delivery
	approved
	C
	11.0.0
	EMM
	S4

	SP-120509
	26.247
	0014
	6
	10.2.0
	Rel‑11
	Inclusion of MVC support for DASH
	approved
	B
	11.0.0
	M3DV
	S4

	SP-120509
	26.247
	0015
	4
	10.2.0
	Rel‑11
	Inclusion of 3D Video Format Information in DASH MPD
	approved
	B
	11.0.0
	M3DV
	S4

	SP-120498
	26.346
	0248
	4
	11.1.0
	Rel‑11
	Updates to TS 26.346 referring to IETF FECFRAME
	approved
	A
	11.2.0
	PMA-MBS_Ext
	S4

	SP-120504
	26.346
	0261
	2
	11.1.0
	Rel‑11
	Server Selection for MBMS File Repair via Conventional HTTP Servers
	approved
	C
	11.2.0
	EMM-DDE
	S4

	SP-120504
	26.346
	0262
	1
	11.1.0
	Rel‑11
	MD5 Procedures for MBMS File Repair via Conventional HTTP Servers
	approved
	C
	11.2.0
	EMM-DDE
	S4

	SP-120504
	26.346
	0267
	1
	11.1.0
	Rel‑11
	EMM-DDE file repair overload retry timer
	approved
	B
	11.2.0
	EMM
	S4

	SP-120498
	26.346
	0268
	-
	9.7.0
	Rel‑9
	MBMS FLUTE Schema Correction
	approved
	F
	9.8.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0269
	-
	10.4.0
	Rel‑10
	MBMS FLUTE Schema Correction
	approved
	A
	10.5.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0271
	1
	9.7.0
	Rel‑9
	MBMS Reception Reporting and USD Schema Correction
	approved
	F
	9.8.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0272
	1
	10.4.0
	Rel‑10
	MBMS Reception Reporting and USD Schema Correction
	approved
	A
	10.5.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0273
	2
	11.1.0
	Rel‑11
	MBMS Reception Reporting and USD Schema Correction
	approved
	A
	11.2.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0274
	-
	9.7.0
	Rel‑9
	MBMS FDT Instance ID Schema correction for OMA Push Bearer
	approved
	F
	9.8.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0275
	-
	10.4.0
	Rel‑10
	MBMS FDT Instance ID Schema correction for OMA Push Bearer
	approved
	A
	10.5.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0276
	-
	11.1.0
	Rel‑11
	MBMS FDT Instance ID Schema correction for OMA Push Bearer
	approved
	A
	11.2.0
	PMA-MBS_Ext
	S4

	SP-120504
	26.346
	0280
	-
	11.1.0
	Rel‑11
	Reception Report Aggregation
	approved
	F
	11.2.0
	EMM
	S4

	SP-120504
	26.346
	0281
	1
	11.1.0
	Rel‑11
	Pre-FEC QoE Metric for Download Delivery Sessions
	approved
	B
	11.2.0
	EMM-DDE
	S4

	SP-120509
	26.346
	0282
	2
	11.1.0
	Rel‑11
	Frame Compatible Stereoscopic 3D video support
	approved
	B
	11.2.0
	M3DV
	S4

	SP-120499
	26.346
	0283
	1
	9.7.0
	Rel‑9
	SD Updates on 'availabilityInfo' Description
	approved
	F
	9.8.0
	TEI9
	S4

	SP-120499
	26.346
	0284
	1
	10.4.0
	Rel‑10
	SD Updates on 'availabilityInfo' Description
	approved
	A
	10.5.0
	TEI9
	S4

	SP-120508
	26.346
	0285
	1
	11.1.0
	Rel‑11
	USD Updates on 'availabilityInfo' Description
	approved
	F
	11.2.0
	TEI11
	S4

	SP-120498
	26.346
	0286
	1
	9.7.0
	Rel‑9
	Updates to TS 26.346 referring to IETF FECFRAME
	approved
	F
	9.8.0
	PMA-MBS_Ext
	S4

	SP-120498
	26.346
	0287
	1
	10.4.0
	Rel‑10
	Updates to TS 26.346 referring to IETF FECFRAME
	approved
	A
	10.5.0
	PMA-MBS_Ext
	S4

	CP-120584
	27.007
	0357
	2
	11.3.0
	Rel‑11
	+CPOS and +CPOSR, enhancementst for OTDOA
	approved
	B
	11.4.0
	TEI11
	C1

	CP-120604
	27.007
	0359
	1
	11.3.0
	Rel‑11
	Completion of basic dialup scenaros with +CDU
	approved
	B
	11.4.0
	ATURI
	C1

	CP-120584
	27.007
	0360
	-
	11.3.0
	Rel‑11
	Clarification of time-information elements of +CPOS
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120604
	27.007
	0362
	1
	11.3.0
	Rel‑11
	Service URNs in AT commands
	approved
	B
	11.4.0
	ATURI
	C1

	CP-120481
	29.002
	1068
	5
	11.3.0
	Rel‑11
	PS additional Number
	approved
	B
	11.4.0
	PSAN
	C4

	CP-120473
	29.002
	1077
	4
	11.3.0
	Rel‑11
	PS-only Service Provision and SMS in MME
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120472
	29.002
	1083
	1
	11.3.0
	Rel‑11
	PS only subscription w/o MSISDN
	approved
	B
	11.4.0
	SIMTC-Reach
	C4

	CP-120466
	29.002
	1084
	1
	11.3.0
	Rel‑11
	IMSI in MAP-MO-FORWARD-SHORT-MESSAGE
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120476
	29.002
	1085
	1
	11.3.0
	Rel‑11
	CSS Reset Procedures
	approved
	B
	11.4.0
	VCSG-St3
	C4

	CP-120476
	29.002
	1086
	2
	11.3.0
	Rel‑11
	Temporary empty CSG suscription data
	approved
	B
	11.4.0
	VCSG-St3
	C4

	CP-120466
	29.002
	1088
	1
	11.3.0
	Rel‑11
	CheckIMEI Error
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120466
	29.002
	1089
	-
	11.3.0
	Rel‑11
	TC RT: Number of Dispatcher extension
	approved
	C
	11.4.0
	TEI11
	C4

	CP-120473
	29.002
	1090
	2
	11.3.0
	Rel‑11
	SRI for SM and MME Diameter address
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120472
	29.002
	1091
	2
	11.3.0
	Rel‑11
	MSISDNless MT-SMS
	approved
	B
	11.4.0
	SIMTC-Reach
	C4

	CP-120480
	29.002
	1092
	2
	11.3.0
	Rel‑11
	Local Time Zone
	approved
	F
	11.4.0
	NWK-PL2IMS_CT
	C4

	CP-120647
	29.018
	0095
	6
	11.3.0
	Rel‑11
	SMS-only Support for PS-only Subscription
	revised
	B
	
	SIMTC-PS_Only
	C1

	CP-120650
	29.018
	0095
	7
	11.3.0
	Rel‑11
	SMS-only Support for PS-only Subscription
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C1

	CP-120589
	29.018
	0095
	5
	11.3.0
	Rel‑11
	SMS-only Support for PS-only Subscription
	revised
	B
	
	SIMTC-PS_Only
	C1

	CP-120584
	29.018
	0107
	2
	11.3.0
	Rel‑11
	Avoiding dual VLR registration for legacy UEs
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120572
	29.018
	0109
	1
	8.4.0
	Rel‑8
	EMM Combined UE Waiting Flag set for IMSI detach triggered by last PDP context deactivation
	approved
	F
	8.5.0
	SAES-CSFB
	C1

	CP-120572
	29.018
	0110
	1
	9.2.0
	Rel‑9
	EMM Combined UE Waiting Flag set for IMSI detach triggered by last PDP context deactivation
	approved
	A
	9.3.0
	SAES-CSFB
	C1

	CP-120572
	29.018
	0111
	1
	10.6.0
	Rel‑10
	EMM Combined UE Waiting Flag set for IMSI detach triggered by last PDP context deactivation
	approved
	A
	10.7.0
	SAES-CSFB
	C1

	CP-120572
	29.018
	0112
	1
	11.3.0
	Rel‑11
	EMM Combined UE Waiting Flag set for IMSI detach triggered by last PDP context deactivation
	approved
	A
	11.4.0
	SAES-CSFB
	C1

	CP-120472
	29.060
	0911
	1
	11.3.0
	Rel‑11
	PS only subscription w/o MSISDN
	approved
	B
	11.4.0
	SIMTC-Reach
	C4

	CP-120457
	29.060
	0913
	1
	11.3.0
	Rel‑11
	Target Identification
	approved
	B
	11.4.0
	TEI11
	C4

	CP-120491
	29.060
	0915
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120656
	29.060
	0915
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120536
	29.061
	0379
	-
	11.1.0
	Rel‑11
	Encoding of Absolute Time of MBMS Data Transfer
	approved
	F
	11.2.0
	MBMS_EPS
	C3

	CP-120517
	29.061
	0380
	1
	8.9.0
	Rel‑8
	SGSN address when GnGp SGSN accesses to PGW (R8 29.061)
	approved
	F
	8.10.0
	SAES-St3-intwk
	C3

	CP-120517
	29.061
	0381
	1
	9.9.0
	Rel‑9
	SGSN address when GnGp SGSN accesses to PGW (R9 29.061)
	approved
	A
	9.10.0
	SAES-St3-intwk
	C3

	CP-120517
	29.061
	0382
	1
	10.6.0
	Rel‑10
	SGSN address when GnGp SGSN accesses to PGW (R10 29.061)
	approved
	A
	10.7.0
	SAES-St3-intwk
	C3

	CP-120517
	29.061
	0383
	1
	11.1.0
	Rel‑11
	SGSN address when GnGp SGSN accesses to PGW (R11 29.061)
	approved
	A
	11.2.0
	SAES-St3-intwk
	C3

	CP-120527
	29.061
	0384
	3
	11.1.0
	Rel‑11
	External ID for SIMTC
	approved
	B
	11.2.0
	SIMTC-Reach
	C3

	CP-120521
	29.061
	0385
	1
	11.1.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C3

	CP-120655
	29.061
	0385
	2
	11.1.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.2.0
	TEI11
	C3

	CP-120535
	29.079
	0013
	-
	11.0.0
	Rel‑11
	OMR modification
	approved
	F
	11.1.0
	RAVEL-CT
	C3

	CP-120535
	29.079
	0014
	1
	11.0.0
	Rel‑11
	Naming of transit network
	approved
	F
	11.1.0
	RAVEL-CT
	C3

	CP-120572
	29.118
	0220
	2
	10.8.0
	Rel‑10
	Partial VLR failure or VLR restart with CSFB while ISR is activated
	approved
	A
	10.9.0
	SAES-CSFB
	C1

	CP-120572
	29.118
	0221
	2
	11.3.0
	Rel‑11
	Partial VLR failure or VLR restart with CSFB while ISR is activated
	approved
	A
	11.4.0
	SAES-CSFB
	C1

	CP-120589
	29.118
	0222
	2
	11.3.0
	Rel‑11
	Additional condition for skipping VLR SGs registration
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C1

	CP-120572
	29.118
	0223
	2
	8.10.0
	Rel‑8
	Partial VLR failure or VLR restart with CSFB and while ISR is activated
	approved
	F
	8.11.0
	SAES-CSFB
	C1

	CP-120572
	29.118
	0224
	2
	9.7.0
	Rel‑9
	Partial VLR failure or VLR restart with CSFB and while ISR is activated
	approved
	A
	9.8.0
	SAES-CSFB
	C1

	CP-120594
	29.118
	0225
	1
	11.3.0
	Rel‑11
	Clarification of MME Name and VLR Name format
	approved
	F
	11.4.0
	SAES2-CSFB
	C1

	CP-120594
	29.118
	0227
	1
	11.3.0
	Rel‑11
	Transitioning to SGs-NULL upon Attach
	approved
	F
	11.4.0
	SAES2-CSFB
	C1

	CP-120584
	29.118
	0228
	1
	11.3.0
	Rel‑11
	Avoiding dual VLR registration for legacy UEs
	approved
	F
	11.4.0
	TEI11
	C1

	CP-120516
	29.163
	0606
	4
	9.10.0
	Rel‑9
	TIP TIR interworking 29.163r9
	approved
	A
	9.11.0
	IMS-CCR-IWCS
	C3

	CP-120516
	29.163
	0607
	4
	10.6.0
	Rel‑10
	TIP TIR interworking 29.163r10
	approved
	A
	10.7.0
	IMS-CCR-IWCS
	C3

	CP-120516
	29.163
	0608
	4
	11.3.0
	Rel‑11
	TIP TIR interworking 29.163r11
	approved
	A
	11.4.0
	IMS-CCR-IWCS
	C3

	CP-120512
	29.163
	0612
	3
	9.10.0
	Rel‑9
	Mapping of CANCEL request
	approved
	A
	9.11.0
	IMS-CCR-IWCS
	C3

	CP-120512
	29.163
	0613
	2
	10.6.0
	Rel‑10
	Mapping of CANCEL request
	approved
	A
	10.7.0
	IMS-CCR-IWCS
	C3

	CP-120512
	29.163
	0614
	2
	11.3.0
	Rel‑11
	Mapping of CANCEL request
	approved
	A
	11.4.0
	IMS-CCR-IWCS
	C3

	CP-120516
	29.163
	0618
	3
	8.19.0
	Rel‑8
	TIP TIR interworking 29.163r8
	approved
	F
	8.20.0
	IMS-CCR-IWCS
	C3

	CP-120513
	29.163
	0633
	6
	7.25.0
	Rel‑7
	P-Early-Media Header is Mandatory for MGCF
	approved
	F
	7.26.0
	FBI
	C3

	CP-120513
	29.163
	0634
	6
	8.19.0
	Rel‑8
	P-Early-Media Header is Mandatory for MGCF
	approved
	A
	8.20.0
	FBI
	C3

	CP-120513
	29.163
	0635
	6
	9.10.0
	Rel‑9
	P-Early-Media Header is Mandatory for MGCF
	approved
	A
	9.11.0
	FBI
	C3

	CP-120513
	29.163
	0636
	6
	10.6.0
	Rel‑10
	P-Early-Media Header is Mandatory for MGCF
	approved
	A
	10.7.0
	FBI
	C3

	CP-120513
	29.163
	0637
	6
	11.3.0
	Rel‑11
	P-Early-Media Header is Mandatory for MGCF
	approved
	A
	11.4.0
	FBI
	C3

	CP-120515
	29.163
	0661
	3
	8.19.0
	Rel‑8
	Correction of mapping for COLP-TIP second-first identity
	approved
	F
	8.20.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0662
	3
	9.10.0
	Rel‑9
	Correction of mapping for COLP-TIP second-first identity
	approved
	A
	9.11.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0663
	3
	10.6.0
	Rel‑10
	Correction of mapping for COLP-TIP second-first identity
	approved
	A
	10.7.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0664
	3
	11.3.0
	Rel‑11
	Correction of mapping for COLP-TIP second-first identity
	approved
	A
	11.4.0
	REDOC_TIS-C3
	C3

	CP-120537
	29.163
	0669
	3
	11.3.0
	Rel‑11
	Support of T.38 related SDP attributes
	approved
	B
	11.4.0
	MMTel_T.38_FAX
	C3

	CP-120516
	29.163
	0670
	-
	8.19.0
	Rel‑8
	Reference alignment for RTP Payload Format for AMR and AMR-WB Audio Codecs
	approved
	F
	8.20.0
	IMS-CCR-IWCS
	C3

	CP-120516
	29.163
	0671
	-
	9.10.0
	Rel‑9
	Reference alignment for RTP Payload Format for AMR and AMR-WB Audio Codecs
	approved
	A
	9.11.0
	IMS-CCR-IWCS
	C3

	CP-120516
	29.163
	0672
	-
	10.6.0
	Rel‑10
	Reference alignment for RTP Payload Format for AMR and AMR-WB Audio Codecs
	approved
	A
	10.7.0
	IMS-CCR-IWCS
	C3

	CP-120516
	29.163
	0673
	-
	11.3.0
	Rel‑11
	Reference alignment for RTP Payload Format for AMR and AMR-WB Audio Codecs
	approved
	A
	11.4.0
	IMS-CCR-IWCS
	C3

	CP-120515
	29.163
	0678
	1
	8.19.0
	Rel‑8
	PSTN XML schema Bearer Capability correction
	approved
	F
	8.20.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0679
	1
	9.10.0
	Rel‑9
	PSTN XML schema Bearer Capability correction
	approved
	A
	9.11.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0680
	1
	10.6.0
	Rel‑10
	PSTN XML schema Bearer Capability correction
	approved
	A
	10.7.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0681
	1
	11.3.0
	Rel‑11
	PSTN XML schema Bearer Capability correction
	approved
	A
	11.4.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0682
	2
	11.3.0
	Rel‑11
	XML schema defintion correction
	approved
	A
	11.4.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0683
	2
	10.6.0
	Rel‑10
	XML schema defintion correction
	approved
	A
	10.7.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0684
	2
	9.10.0
	Rel‑9
	XML schema defintion correction
	approved
	A
	9.11.0
	REDOC_TIS-C3
	C3

	CP-120515
	29.163
	0685
	2
	8.19.0
	Rel‑8
	XML schema defintion correction
	approved
	F
	8.20.0
	REDOC_TIS-C3
	C3

	CP-120512
	29.163
	0686
	-
	7.25.0
	Rel‑7
	Mapping of CANCEL request
	approved
	F
	7.26.0
	IMS-CCR-IWCS
	C3

	CP-120512
	29.163
	0687
	-
	8.19.0
	Rel‑8
	Mapping of CANCEL request
	approved
	A
	8.20.0
	IMS-CCR-IWCS
	C3

	CP-120525
	29.165
	0425
	1
	11.3.0
	Rel‑11
	Removal of editor's note in Annex C
	approved
	D
	11.4.0
	NNI_OI
	C3

	CP-120519
	29.165
	0426
	-
	10.8.0
	Rel‑10
	P-Refused-URI-List header field
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0427
	1
	11.3.0
	Rel‑11
	P-Refused-URI-List header field
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120518
	29.165
	0428
	-
	9.11.0
	Rel‑9
	"Correction on the description of ""g.3gpp.crs"""
	approved
	F
	9.12.0
	II-NNI
	C3

	CP-120518
	29.165
	0429
	-
	10.8.0
	Rel‑10
	"Correction on the description of ""g.3gpp.crs"""
	approved
	A
	10.9.0
	II-NNI
	C3

	CP-120518
	29.165
	0430
	-
	11.3.0
	Rel‑11
	"Correction on the description of ""g.3gpp.crs"""
	approved
	A
	11.4.0
	II-NNI
	C3

	CP-120518
	29.165
	0431
	-
	9.11.0
	Rel‑9
	"Correction on the description of ""application/vnd.etsi.mcid+xml"" MIME body"
	approved
	F
	9.12.0
	II-NNI
	C3

	CP-120518
	29.165
	0432
	-
	10.8.0
	Rel‑10
	"Correction on the description of ""application/vnd.etsi.mcid+xml"" MIME body"
	approved
	A
	10.9.0
	II-NNI
	C3

	CP-120518
	29.165
	0433
	-
	11.3.0
	Rel‑11
	"Correction on the description of ""application/vnd.etsi.mcid+xml"" MIME body"
	approved
	A
	11.4.0
	II-NNI
	C3

	CP-120519
	29.165
	0434
	1
	11.3.0
	Rel‑11
	Correcting minor errors
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120525
	29.165
	0435
	2
	11.3.0
	Rel‑11
	Managing the maximum length of a SIP message body
	approved
	B
	11.4.0
	NNI_OI
	C3

	CP-120519
	29.165
	0436
	1
	10.8.0
	Rel‑10
	Clarification on the SDP rules for transporting media streams with TCP
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0437
	1
	11.3.0
	Rel‑11
	Clarification on the SDP rules for transporting media streams with TCP
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120518
	29.165
	0438
	1
	9.11.0
	Rel‑9
	Correcting reference
	approved
	F
	9.12.0
	II-NNI
	C3

	CP-120518
	29.165
	0439
	1
	10.8.0
	Rel‑10
	Correcting reference
	approved
	A
	10.9.0
	II-NNI
	C3

	CP-120518
	29.165
	0440
	1
	11.3.0
	Rel‑11
	Correcting reference
	approved
	A
	11.4.0
	II-NNI
	C3

	CP-120535
	29.165
	0441
	2
	11.3.0
	Rel‑11
	Loopback NNI
	approved
	B
	11.4.0
	RAVEL-CT
	C3

	CP-120535
	29.165
	0442
	3
	11.3.0
	Rel‑11
	Roaming Option Item
	approved
	B
	11.4.0
	RAVEL-CT
	C3

	CP-120535
	29.165
	0443
	3
	11.3.0
	Rel‑11
	Adding TRF into reference architecture
	approved
	B
	11.4.0
	RAVEL-CT
	C3

	CP-120531
	29.165
	0444
	2
	11.3.0
	Rel‑11
	Media control related SIP signalling traversing the II- NNI is not considered
	approved
	F
	11.4.0
	MRB
	C3

	CP-120522
	29.165
	0445
	-
	11.3.0
	Rel‑11
	Minor Corrections
	approved
	F
	11.4.0
	TEI11
	C3

	CP-120519
	29.165
	0449
	1
	10.8.0
	Rel‑10
	draft-ietf-sipcore-proxy-feature: reference update and technical changes
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0450
	1
	11.3.0
	Rel‑11
	draft-ietf-sipcore-proxy-feature: reference update and technical changes
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120531
	29.165
	0451
	1
	11.3.0
	Rel‑11
	Optimised allocation of media resources
	approved
	B
	11.4.0
	MRB
	C3

	CP-120519
	29.165
	0452
	-
	10.8.0
	Rel‑10
	Feature-Caps added to trust domain - CT CR CORRELATION NEEDED
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0453
	-
	11.3.0
	Rel‑11
	Feature-Caps added to trust domain - CT CR CORRELATION NEEDED
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120524
	29.165
	0454
	3
	11.3.0
	Rel‑11
	Unstructured Supplementary Service Data (USSD)
	approved
	B
	11.4.0
	USSI
	C3

	CP-120536
	29.165
	0455
	3
	11.3.0
	Rel‑11
	Adding MIME body table and removing an EN - CT CR CORRELATION NEEDED
	approved
	F
	11.4.0
	II-NNI2
	C3

	CP-120530
	29.165
	0456
	4
	11.3.0
	Rel‑11
	CS to PS access transfer
	approved
	B
	11.4.0
	rSRVCC-CT
	C3

	CP-120526
	29.165
	0457
	1
	11.3.0
	Rel‑11
	Editorial corrections
	approved
	D
	11.4.0
	IMSprotoc5
	C3

	CP-120519
	29.165
	0458
	-
	10.8.0
	Rel‑10
	IUT reference update
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0459
	1
	11.3.0
	Rel‑11
	IUT reference update
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120519
	29.165
	0460
	-
	10.8.0
	Rel‑10
	MIME body name update
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0461
	1
	11.3.0
	Rel‑11
	MIME body name update
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120519
	29.165
	0462
	-
	10.8.0
	Rel‑10
	CDIV corrections
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0463
	-
	11.3.0
	Rel‑11
	CDIV corrections
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120519
	29.165
	0464
	-
	10.8.0
	Rel‑10
	Missing the Event header in MWI
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0465
	1
	11.3.0
	Rel‑11
	Missing the Event header in MWI
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120519
	29.165
	0466
	-
	10.8.0
	Rel‑10
	Event header field missing in CC services
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120519
	29.165
	0467
	-
	11.3.0
	Rel‑11
	Event header field missing in CC services
	approved
	A
	11.4.0
	II-NNI2
	C3

	CP-120614
	29.165
	0470
	3
	11.3.0
	Rel‑11
	Support of overload control
	approved
	B
	11.4.0
	IMSProtoc5
	C3

	CP-120519
	29.165
	0471
	-
	10.8.0
	Rel‑10
	Correcting minor errors
	approved
	F
	10.9.0
	II-NNI2
	C3

	CP-120532
	29.165
	0472
	2
	11.3.0
	Rel‑11
	Add IPXS to architecture
	approved
	F
	11.4.0
	IPXS
	C3

	CP-120460
	29.168
	0026
	-
	11.3.0
	Rel‑11
	Correction to ASN1 syntax
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120460
	29.168
	0027
	-
	11.3.0
	Rel‑11
	Editorial updates of references
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120463
	29.168
	0031
	-
	11.3.0
	Rel‑11
	ETWS Secondary Notification
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120490
	29.173
	0008
	1
	10.2.0
	Rel‑10
	LCS Capabilities Set
	approved
	F
	10.3.0
	TEI10
	C4

	CP-120528
	29.212
	0872
	-
	11.5.0
	Rel‑11
	BBAI related Event Triggers completion
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.212
	0873
	1
	11.5.0
	Rel‑11
	Inclusion of ePDG/PGW IP Address in Gx/Gxx procedures
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120529
	29.212
	0874
	1
	11.5.0
	Rel‑11
	Completion of Sd procedures for BBAI II
	approved
	B
	11.6.0
	BBAI_BBII-CT
	C3

	CP-120646
	29.212
	0875
	1
	11.5.0
	Rel‑11
	Addition of PLMN ID for NETLOC in TS 29.212
	approved
	B
	11.6.0
	NWK-PL2IMS_CT
	C3

	CP-120534
	29.212
	0875
	1
	11.5.0
	Rel‑11
	Addition of PLMN ID for NETLOC in TS 29.212
	reissued
	B
	
	NWK-PL2IMS_CT
	C3

	CP-120520
	29.212
	0884
	1
	10.7.0
	Rel‑10
	Removal of Maximum MBR APN-AMBR (R10 29.212)
	approved
	F
	10.8.0
	PCC-Enh
	C3

	CP-120520
	29.212
	0885
	1
	11.5.0
	Rel‑11
	Removal of Maximum MBR APN-AMBR (R11 29.212)
	approved
	A
	11.6.0
	PCC-Enh
	C3

	CP-120536
	29.212
	0888
	2
	11.5.0
	Rel‑11
	Serving network limitation for PCC Rule Authorization (R11 29.212)
	approved
	F
	11.6.0
	SAES-St3-PCC
	C3

	CP-120536
	29.212
	0889
	1
	11.5.0
	Rel‑11
	Supported feature for R11 (R11 29.212)
	approved
	F
	11.6.0
	SAES-St3-PCC
	C3

	CP-120528
	29.212
	0893
	1
	11.5.0
	Rel‑11
	Definition of case 1, case 2a and case 2b (R11 29.212)
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120523
	29.212
	0899
	1
	11.5.0
	Rel‑11
	Clarification of the redirection function
	approved
	F
	11.6.0
	SAPP-CT3
	C3

	CP-120528
	29.212
	0901
	-
	11.5.0
	Rel‑11
	Correction to the scope of BBAI annex
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.212
	0902
	1
	11.5.0
	Rel‑11
	Including the ePDG address and P-GW address on Gx and Gxx
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.212
	0903
	-
	11.5.0
	Rel‑11
	Including the UDP-Source-Port in the Qos-Rule-Install
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.212
	0904
	-
	11.5.0
	Rel‑11
	Unsolicited application reporting for BBAI
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.212
	0905
	2
	11.5.0
	Rel‑11
	Removal of RAT-Type BBF-WLAN from the Gx/Gxx protocol
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120529
	29.212
	0906
	-
	11.5.0
	Rel‑11
	Remove the editors note regarding the supported feature for NSWO
	approved
	B
	11.6.0
	BBAI_BBII-CT
	C3

	CP-120522
	29.212
	0908
	2
	11.5.0
	Rel‑11
	Clarification of the usage monitoring congestion handling
	approved
	F
	11.6.0
	TEI11
	C3

	CP-120521
	29.212
	0911
	-
	11.5.0
	Rel‑11
	Title correction
	revised
	F
	
	TEI11
	C3

	CP-120655
	29.212
	0911
	1
	11.5.0
	Rel‑11
	Title correction
	approved
	F
	11.6.0
	TEI11
	C3

	CP-120536
	29.213
	0425
	1
	11.3.0
	Rel‑11
	Additional input to obtain GBR values
	approved
	F
	11.4.0
	SAES-St3-PCC
	C3

	CP-120528
	29.213
	0426
	1
	11.3.0
	Rel‑11
	PCRF selection by BPCF
	approved
	B
	11.4.0
	BBAI_BBI-CT
	C3

	CP-120529
	29.213
	0427
	-
	11.3.0
	Rel‑11
	Removal of data list provided over S9a reference point
	approved
	B
	11.4.0
	BBAI_BBII-CT
	C3

	CP-120528
	29.213
	0429
	-
	11.3.0
	Rel‑11
	V-PCRF-Initiated IP-CAN Session Modification for EPC routed traffic (R11 29.213)
	approved
	F
	11.4.0
	BBAI_BBI-CT
	C3

	CP-120529
	29.213
	0430
	1
	11.3.0
	Rel‑11
	V-PCRF-Initiated IP-CAN Session Modification for NSWO traffic (R11 29.213)
	approved
	F
	11.4.0
	BBAI_BBII-CT
	C3

	CP-120514
	29.213
	0431
	1
	8.14.0
	Rel‑8
	Store session information and identify IP-CAN Session (R8 29.213)
	approved
	F
	8.15.0
	SAES-St3-PCC
	C3

	CP-120514
	29.213
	0432
	1
	9.9.0
	Rel‑9
	Store session information and identify IP-CAN Session (R9 29.213)
	approved
	A
	9.10.0
	SAES-St3-PCC
	C3

	CP-120514
	29.213
	0433
	1
	10.6.0
	Rel‑10
	Store session information and identify IP-CAN Session (R10 29.213)
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-120514
	29.213
	0434
	1
	11.3.0
	Rel‑11
	Store session information and identify IP-CAN Session (R11 29.213)
	approved
	A
	11.4.0
	SAES-St3-PCC
	C3

	CP-120528
	29.213
	0435
	1
	11.3.0
	Rel‑11
	Correction to the IP-CAN session establishment and termination procedures for S2c case
	approved
	F
	11.4.0
	BBAI_BBI-CT
	C3

	CP-120529
	29.213
	0436
	1
	11.3.0
	Rel‑11
	Clarification of session binding for NSWO
	approved
	F
	11.4.0
	BBAI_BBII-CT
	C3

	CP-120529
	29.213
	0437
	2
	11.3.0
	Rel‑11
	PCRF-initiated IP-CAN session termination for NSWO traffic
	approved
	B
	11.4.0
	BBAI_BBII-CT
	C3

	CP-120655
	29.213
	0438
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	C3

	CP-120521
	29.213
	0438
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C3

	CP-120511
	29.214
	0229
	1
	7.11.0
	Rel‑7
	Correction of assigned internet protocol number (29.214 R7)
	approved
	F
	7.12.0
	PCC
	C3

	CP-120511
	29.214
	0230
	1
	8.12.0
	Rel‑8
	Correction of assigned internet protocol number (29.214 R8)
	approved
	A
	8.13.0
	PCC
	C3

	CP-120511
	29.214
	0231
	1
	9.9.0
	Rel‑9
	Correction of assigned internet protocol number (29.214 R9)
	approved
	A
	9.10.0
	PCC
	C3

	CP-120511
	29.214
	0232
	1
	10.6.0
	Rel‑10
	Correction of assigned internet protocol number (29.214 R10)
	approved
	A
	10.7.0
	PCC
	C3

	CP-120511
	29.214
	0233
	1
	11.5.0
	Rel‑11
	Correction of assigned internet protocol number (29.214 R11)
	approved
	A
	11.6.0
	PCC
	C3

	CP-120646
	29.214
	0238
	1
	11.5.0
	Rel‑11
	Addition of PLMN ID for NETLOC in TS 29.214
	approved
	B
	11.6.0
	NWK-PL2IMS_CT
	C3

	CP-120534
	29.214
	0238
	1
	11.5.0
	Rel‑11
	Addition of PLMN ID for NETLOC in TS 29.214
	revised
	B
	
	NWK-PL2IMS_CT
	C3

	CP-120514
	29.214
	0239
	1
	8.12.0
	Rel‑8
	Applicable IP-CAN Type (R8 29.214)
	approved
	F
	8.13.0
	SAES-St3-PCC
	C3

	CP-120514
	29.214
	0240
	1
	9.9.0
	Rel‑9
	Applicable IP-CAN Type (R9 29.214)
	approved
	A
	9.10.0
	SAES-St3-PCC
	C3

	CP-120514
	29.214
	0241
	2
	10.6.0
	Rel‑10
	Applicable IP-CAN Type (R10 29.214)
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-120514
	29.214
	0242
	2
	11.5.0
	Rel‑11
	Applicable IP-CAN Type (R11 29.214)
	approved
	A
	11.6.0
	SAES-St3-PCC
	C3

	CP-120536
	29.214
	0245
	2
	11.5.0
	Rel‑11
	Reporting multiple events to AF (R11 29.214)
	approved
	F
	11.6.0
	PCC
	C3

	CP-120521
	29.214
	0246
	-
	11.5.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C3

	CP-120655
	29.214
	0246
	1
	11.5.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.6.0
	TEI11
	C3

	CP-120536
	29.215
	0255
	1
	11.5.0
	Rel‑11
	Incorrect references
	approved
	D
	11.6.0
	SAES-St3-PCC
	C3

	CP-120528
	29.215
	0256
	-
	11.5.0
	Rel‑11
	APN support in S9 and S9a
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.215
	0257
	1
	11.5.0
	Rel‑11
	Completion of S9 and S9a procedures
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.215
	0258
	1
	11.5.0
	Rel‑11
	QoS info in S9a session establishment response
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.215
	0260
	-
	11.5.0
	Rel‑11
	Correction of AVPs for BBAI in case of EPC routed scenario
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120536
	29.215
	0261
	1
	11.5.0
	Rel‑11
	Supported feature for R11 (R11 29.215)
	approved
	F
	11.6.0
	SAES-St3-PCC
	C3

	CP-120528
	29.215
	0262
	1
	11.5.0
	Rel‑11
	Definition of case 1, case 2a and case 2b (R11 29.215)
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.215
	0263
	1
	11.5.0
	Rel‑11
	Transport of ePDG or PGW IP address over S9 (R11 29.215)
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.215
	0264
	-
	11.5.0
	Rel‑11
	Including the UDP-Source-Port in the QoS-Rule-Install
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120528
	29.215
	0265
	2
	11.5.0
	Rel‑11
	Functionality of the PCRF for EPC-routed in 29.215
	approved
	B
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120529
	29.215
	0266
	-
	11.5.0
	Rel‑11
	Add UE-Local-IPv6-Prefix to carry the UE Local IP address
	approved
	B
	11.6.0
	BBAI_BBII-CT
	C3

	CP-120529
	29.215
	0267
	1
	11.5.0
	Rel‑11
	Remove IP-CAN type and RAT type
	approved
	B
	11.6.0
	BBAI_BBII-CT
	C3

	CP-120529
	29.215
	0268
	2
	11.5.0
	Rel‑11
	Functionality fo the PCRF for NSWO in 29.215
	approved
	B
	11.6.0
	BBAI_BBII-CT
	C3

	CP-120528
	29.215
	0270
	1
	11.5.0
	Rel‑11
	Correction to S9a session establishment procedure for S2c case
	approved
	F
	11.6.0
	BBAI_BBI-CT
	C3

	CP-120521
	29.215
	0271
	-
	11.5.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C3

	CP-120655
	29.215
	0271
	1
	11.5.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.6.0
	TEI11
	C3

	CP-120536
	29.219
	0007
	-
	11.1.0
	Rel‑11
	Clean-up for spending limit description (R11 29.219)
	approved
	F
	11.2.0
	QoS_SSL-CT3
	C3

	CP-120439
	29.228
	0572
	2
	7.16.0
	Rel‑7
	Emergency registrations do not affect registration status
	approved
	F
	7.17.0
	TEI7
	C4

	CP-120439
	29.228
	0573
	1
	8.16.0
	Rel‑8
	Emergency registrations do not affect registration status
	approved
	F
	8.17.0
	TEI8
	C4

	CP-120439
	29.228
	0574
	1
	9.9.0
	Rel‑9
	Emergency registrations do not affect registration status
	approved
	A
	9.10.0
	TEI8
	C4

	CP-120439
	29.228
	0575
	1
	10.5.0
	Rel‑10
	Emergency registrations do not affect registration status
	approved
	A
	10.6.0
	TEI8
	C4

	CP-120439
	29.228
	0576
	1
	11.4.0
	Rel‑11
	Emergency registrations do not affect registration status
	approved
	A
	11.5.0
	TEI8
	C4

	CP-120456
	29.228
	0577
	1
	11.4.0
	Rel‑11
	Add RequestURI parameter to SPT matching
	approved
	C
	11.5.0
	TEI11
	C4

	CP-120440
	29.229
	0244
	1
	8.13.0
	Rel‑8
	Emergency registrations do not affect registration status
	approved
	F
	8.14.0
	TEI7
	C4

	CP-120440
	29.229
	0245
	1
	9.5.0
	Rel‑9
	Emergency registrations do not affect registration status
	approved
	A
	9.6.0
	TEI7
	C4

	CP-120440
	29.229
	0246
	1
	10.3.0
	Rel‑10
	Emergency registrations do not affect registration status
	approved
	A
	10.4.0
	TEI7
	C4

	CP-120440
	29.229
	0247
	1
	11.0.0
	Rel‑11
	Emergency registrations do not affect registration status
	approved
	A
	11.1.0
	TEI7
	C4

	CP-120481
	29.230
	0289
	3
	11.3.0
	Rel‑11
	PS additional number AVP code allocation for TS 29.272
	approved
	B
	11.4.0
	PSAN
	C4

	CP-120473
	29.230
	0293
	4
	11.3.0
	Rel‑11
	PS-only Service Provision and SMS in MME
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120461
	29.230
	0299
	2
	11.3.0
	Rel‑11
	AAA Failure Recovery AVP codes
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120474
	29.230
	0305
	-
	11.3.0
	Rel‑11
	Transport-Access-Type AVP for BBAI
	approved
	B
	11.4.0
	BBAI_BBI-CT
	C4

	CP-120480
	29.230
	0307
	1
	11.3.0
	Rel‑11
	Local Time Zone
	approved
	F
	11.4.0
	NWK-PL2IMS_CT
	C4

	CP-120472
	29.230
	0308
	-
	11.3.0
	Rel‑11
	Allocating Application Identifier and command code for Tsp interface
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120472
	29.230
	0309
	-
	11.3.0
	Rel‑11
	S6m/S6n AVP allocation
	approved
	B
	11.4.0
	SIMTC-Reach
	C4

	CP-120665
	29.230
	0310
	1
	9.11.1
	Rel‑9
	GMLC-Name
	approved
	F
	9.12.0
	TEI9
	C4

	CP-120657
	29.230
	0310
	1
	9.10.1
	Rel‑9
	GMLC-Name
	withdrawn
	F
	
	TEI9
	C4

	CP-120444
	29.230
	0310
	-
	9.11.1
	Rel‑9
	GMLC-Name
	revised
	F
	
	TEI9
	C4

	CP-120657
	29.230
	0311
	1
	10.7.0
	Rel‑10
	GMLC-Name
	withdrawn
	A
	
	TEI9
	C4

	CP-120444
	29.230
	0311
	-
	10.7.0
	Rel‑10
	GMLC-Name
	revised
	A
	
	TEI9
	C4

	CP-120666
	29.230
	0311
	1
	10.7.0
	Rel‑10
	GMLC-Name
	approved
	A
	10.8.0
	TEI9
	C4

	CP-120657
	29.230
	0312
	1
	11.3.0
	Rel‑11
	GMLC-Name
	withdrawn
	F
	
	TEI11
	C4

	CP-120444
	29.230
	0312
	-
	11.3.0
	Rel‑11
	GMLC-Name
	revised
	A
	
	TEI9
	C4

	CP-120667
	29.230
	0312
	1
	11.3.0
	Rel‑11
	GMLC-Name
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120491
	29.230
	0313
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120656
	29.230
	0313
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120478
	29.232
	0642
	1
	10.4.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) over Mc Interface - Stage 3
	approved
	B
	11.0.0
	eMPS_Gateway
	C4

	CP-120478
	29.238
	0034
	3
	10.4.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) over Ix Interface Stage 3
	approved
	B
	11.0.0
	eMPS_Gateway
	C4

	CP-120476
	29.272
	0382
	9
	11.3.0
	Rel‑11
	VCSG procedures over S7a/S7d
	approved
	B
	11.4.0
	VCSG-St3
	C4

	CP-120476
	29.272
	0394
	5
	11.3.0
	Rel‑11
	Delete CSG subscription Data over S7a /d
	approved
	B
	11.4.0
	VCSG-St3
	C4

	CP-120481
	29.272
	0404
	5
	11.3.0
	Rel‑11
	PS additional number over S6a/S6d
	approved
	B
	11.4.0
	PSAN
	C4

	CP-120476
	29.272
	0416
	4
	11.3.0
	Rel‑11
	VCSG Reset procedure over S7a/S7d
	approved
	B
	11.4.0
	VCSG-St3
	C4

	CP-120462
	29.272
	0421
	-
	11.3.0
	Rel‑11
	Single Registration Indication
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120462
	29.272
	0422
	-
	11.3.0
	Rel‑11
	Zone Codes
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120462
	29.272
	0423
	-
	11.3.0
	Rel‑11
	Clarification on Notification of UE Reachability
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120444
	29.272
	0425
	1
	9.10.0
	Rel‑9
	GMLC-Name
	reissued
	F
	
	TEI9
	C4

	CP-120657
	29.272
	0425
	1
	9.10.0
	Rel‑9
	GMLC-Name
	withdrawn
	F
	
	TEI9
	C4

	CP-120657
	29.272
	0426
	-
	10.6.0
	Rel‑10
	GMLC-Name
	withdrawn
	A
	
	TEI9
	C4

	CP-120444
	29.272
	0426
	-
	10.6.0
	Rel‑10
	GMLC-Name
	reissued
	A
	
	TEI9
	C4

	CP-120657
	29.272
	0427
	-
	11.3.0
	Rel‑11
	GMLC-Name
	withdrawn
	A
	
	TEI9
	C4

	CP-120444
	29.272
	0427
	-
	11.3.0
	Rel‑11
	GMLC-Name
	reissued
	A
	
	TEI9
	C4

	CP-120462
	29.272
	0428
	-
	11.3.0
	Rel‑11
	CSG-Subscription-Data replacement
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120473
	29.272
	0429
	1
	11.3.0
	Rel‑11
	SMS in MME
	approved
	B
	11.4.0
	SIMTC-PS_Only
	C4

	CP-120462
	29.272
	0430
	1
	11.3.0
	Rel‑11
	Update of Homogeneous Support of IMS Over PS Sessions
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120473
	29.272
	0432
	1
	11.3.0
	Rel‑11
	SMS in SGSN
	approved
	B
	11.4.0
	SIMTC-PS_only
	C4

	CP-120480
	29.272
	0433
	2
	11.3.0
	Rel‑11
	Local Time Zone
	approved
	F
	11.4.0
	NWK-PL2IMS_CT
	C4

	CP-120462
	29.272
	0434
	2
	11.3.0
	Rel‑11
	Mapping S6a and NAS cause code
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120656
	29.272
	0435
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120491
	29.272
	0435
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120461
	29.273
	0272
	3
	11.2.0
	Rel‑11
	Recovering from AAA Server failure
	approved
	B
	11.3.0
	TEI11
	C4

	CP-120474
	29.273
	0279
	1
	11.2.0
	Rel‑11
	Transport Access Type AVP for BBAI
	approved
	B
	11.3.0
	BBAI_BBI-CT
	C4

	CP-120477
	29.273
	0280
	1
	11.2.0
	Rel‑11
	NSWO-Capability & NSWO-Authorization AVPs
	approved
	B
	11.3.0
	SaMOG_WLAN-CN
	C4

	CP-120477
	29.273
	0281
	-
	11.2.0
	Rel‑11
	Access Type for TWAN access
	approved
	B
	11.3.0
	SaMOG_WLAN-CN
	C4

	CP-120441
	29.273
	0282
	-
	8.10.0
	Rel‑8
	Update of IETF draft status to RFC
	approved
	F
	8.11.0
	SAES
	C4

	CP-120441
	29.273
	0283
	-
	9.9.0
	Rel‑9
	Update of IETF draft status to RFC
	approved
	A
	9.10.0
	SAES
	C4

	CP-120441
	29.273
	0284
	-
	10.6.0
	Rel‑10
	Update of IETF draft status to RFC
	approved
	A
	10.7.0
	SAES
	C4

	CP-120441
	29.273
	0285
	-
	11.2.0
	Rel‑11
	Update of IETF draft status to RFC
	approved
	A
	11.3.0
	SAES
	C4

	CP-120447
	29.273
	0286
	2
	10.6.0
	Rel‑10
	PGW selection in eHRPD for SIPTO
	approved
	B
	10.7.0
	SIPTO
	C4

	CP-120447
	29.273
	0287
	2
	11.2.0
	Rel‑11
	PGW selection in eHRPD for SIPTO
	approved
	A
	11.3.0
	SIPTO
	C4

	CP-120491
	29.273
	0292
	-
	11.2.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120656
	29.273
	0292
	1
	11.2.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120477
	29.274
	1216
	1
	11.3.0
	Rel‑11
	RAT Type for EPC access via TWAN
	approved
	B
	11.4.0
	SaMOG_WLAN-CN
	C4

	CP-120457
	29.274
	1217
	-
	11.3.0
	Rel‑11
	Encoding of Absolute Time of MBMS Data Transfer
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120457
	29.274
	1219
	2
	11.3.0
	Rel‑11
	Senders F-TEID in the Forward Relocation Response
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120475
	29.274
	1220
	1
	11.3.0
	Rel‑11
	MSV flag in rSRVCC procedure
	approved
	B
	11.4.0
	rSRVCC-CT
	C4

	CP-120457
	29.274
	1221
	-
	11.3.0
	Rel‑11
	Presence condition of APN-AMBR in the Modify Bearer Response message
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120457
	29.274
	1222
	2
	11.3.0
	Rel‑11
	GTP Tunnel
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120457
	29.274
	1224
	1
	11.3.0
	Rel‑11
	Delete Session Request usage in SGW with active ISR
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120457
	29.274
	1226
	-
	11.3.0
	Rel‑11
	Context Request note error
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120457
	29.274
	1228
	-
	11.3.0
	Rel‑11
	PAA clarification for PDN type IPv4v6
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120448
	29.274
	1229
	-
	10.7.0
	Rel‑10
	SGW DL/UL F-TEID for data forwarding in Forward Relocation Response message
	approved
	F
	10.8.0
	TEI10
	C4

	CP-120448
	29.274
	1230
	-
	11.3.0
	Rel‑11
	SGW DL/UL F-TEID for data forwarding in Forward Relocation Response message
	approved
	A
	11.4.0
	TEI10
	C4

	CP-120457
	29.274
	1232
	2
	11.3.0
	Rel‑11
	Missing F-TEID interface types for Indirect Forwarding
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120457
	29.274
	1233
	2
	11.3.0
	Rel‑11
	Zero TEID Usage In Relocation Cancel Response
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120457
	29.274
	1235
	1
	11.3.0
	Rel‑11
	PDP connection inactivity timer expires
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120475
	29.274
	1236
	-
	11.3.0
	Rel‑11
	SRVCC PS to CS handover with GWCN network sharing
	approved
	B
	11.4.0
	rSRVCC-CT
	C4

	CP-120656
	29.274
	1237
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120491
	29.274
	1237
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120477
	29.275
	0249
	1
	11.3.0
	Rel‑11
	RAT Type for EPC access via TWAN
	approved
	B
	11.4.0
	SaMOG_WLAN-CN
	C4

	CP-120464
	29.275
	0250
	2
	11.3.0
	Rel‑11
	Extensions to PMIPv6 signalling
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120464
	29.275
	0251
	-
	11.3.0
	Rel‑11
	Correction to references for TS 29 275
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120491
	29.275
	0252
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120656
	29.275
	0252
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	C4

	CP-120459
	29.277
	0025
	1
	10.1.0
	Rel‑11
	GCSNA Status IE
	approved
	F
	11.0.0
	TEI11
	C4

	CP-120475
	29.280
	0055
	1
	11.2.0
	Rel‑11
	CS to PS SRVCC Cancel Notification/Acknowledge
	approved
	B
	11.3.0
	rSRVCC-CT
	C4

	CP-120475
	29.280
	0056
	1
	11.2.0
	Rel‑11
	Remove NONCE in CS to PS SRVCC
	approved
	B
	11.3.0
	rSRVCC-CT
	C4

	CP-120475
	29.280
	0058
	3
	11.2.0
	Rel‑11
	SRVCC PS to CS handover with GWCN network sharing
	approved
	B
	11.3.0
	rSRVCC-CT
	C4

	CP-120457
	29.280
	0059
	-
	11.2.0
	Rel‑11
	Sv Flags clarification
	approved
	F
	11.3.0
	TEI11
	C4

	CP-120479
	29.281
	0059
	4
	11.3.0
	Rel‑11
	New extension header in GTP-U for SIRIG
	revised
	B
	
	SIRIG
	C4

	CP-120682
	29.281
	0059
	6
	11.3.0
	Rel‑11
	New extension header in GTP-U for SIRIG
	approved
	B
	11.4.0
	SIRIG
	C4

	CP-120661
	29.281
	0059
	5
	11.3.0
	Rel‑11
	New extension header in GTP-U for SIRIG
	revised
	B
	
	SIRIG
	C4

	CP-120442
	29.282
	0019
	2
	10.2.0
	Rel‑10
	Correction to references Draft for TS 29.282
	approved
	F
	10.3.0
	TEI8
	C4

	CP-120442
	29.282
	0020
	1
	8.2.0
	Rel‑8
	Correction to references Draft for TS 29.282
	approved
	F
	8.3.0
	TEI8
	C4

	CP-120442
	29.282
	0021
	1
	9.0.0
	Rel‑9
	Correction to references Draft for TS 29.282
	approved
	A
	9.1.0
	TEI8
	C4

	CP-120460
	29.282
	0022
	-
	10.2.0
	Rel‑11
	Correction to references for TS 29.282
	approved
	F
	11.0.0
	TEI11
	C4

	CP-120533
	29.292
	0053
	1
	11.2.0
	Rel‑11
	eMPs
	approved
	B
	11.3.0
	eMPS_Gateway
	C3

	CP-120447
	29.303
	0063
	1
	10.3.0
	Rel‑10
	PGW selection in eHRPD for SIPTO
	approved
	B
	10.4.0
	SIPTO
	C4

	CP-120447
	29.303
	0064
	1
	11.1.0
	Rel‑11
	PGW selection in eHRPD for SIPTO
	approved
	A
	11.2.0
	SIPTO
	C4

	CP-120457
	29.303
	0065
	1
	11.1.0
	Rel‑11
	SGW selection
	approved
	F
	11.2.0
	TEI11
	C4

	CP-120473
	29.305
	0029
	4
	11.2.0
	Rel‑11
	PS-only Service Provision and SMS in MME
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C4

	CP-120473
	29.305
	0032
	1
	11.2.0
	Rel‑11
	SMS in MME IWF General
	approved
	B
	11.3.0
	SIMTC-PS_Only
	C4

	CP-120480
	29.305
	0034
	1
	11.2.0
	Rel‑11
	Local Time Zone
	approved
	F
	11.3.0
	NWK-PL2IMS_CT
	C4

	CP-120446
	29.328
	0424
	3
	9.9.0
	Rel‑9
	T-ADS clarification
	approved
	F
	9.10.0
	TEI9
	C4

	CP-120445
	29.328
	0433
	-
	9.9.0
	Rel‑9
	RAT type coding
	approved
	F
	9.10.0
	TEI9
	C4

	CP-120445
	29.328
	0434
	-
	10.6.0
	Rel‑10
	RAT type coding
	approved
	A
	10.7.0
	TEI9
	C4

	CP-120445
	29.328
	0435
	-
	11.4.0
	Rel‑11
	RAT type coding
	approved
	A
	11.5.0
	TEI9
	C4

	CP-120446
	29.328
	0436
	1
	10.6.0
	Rel‑10
	T-ADS clarification
	approved
	A
	10.7.0
	TEI9
	C4

	CP-120446
	29.328
	0437
	2
	11.4.0
	Rel‑11
	T-ADS clarification
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120445
	29.328
	0438
	-
	9.9.0
	Rel‑9
	Base64 Coding
	approved
	F
	9.10.0
	TEI9
	C4

	CP-120445
	29.328
	0439
	-
	10.6.0
	Rel‑10
	Base64 Coding
	approved
	A
	10.7.0
	TEI9
	C4

	CP-120658
	29.328
	0440
	1
	11.4.0
	Rel‑11
	Base64 coding
	approved
	A
	11.5.0
	TEI9
	C4

	CP-120445
	29.328
	0440
	-
	11.4.0
	Rel‑11
	Base64 Coding
	revised
	F
	
	TEI9
	C4

	CP-120460
	29.328
	0441
	2
	11.4.0
	Rel‑11
	Clarification on T-ADS Information
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120481
	29.328
	0442
	3
	11.4.0
	Rel‑11
	A-MSISDN handling over Sh
	approved
	B
	11.5.0
	PSAN
	C4

	CP-120480
	29.328
	0443
	2
	11.4.0
	Rel‑11
	Local Time Zone
	approved
	F
	11.5.0
	NWK-PL2IMS_CT
	C4

	CP-120656
	29.328
	0444
	1
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.5.0
	TEI11
	C4

	CP-120491
	29.328
	0444
	-
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	C4

	CP-120481
	29.329
	0197
	-
	11.3.0
	Rel‑11
	A-MSISDN handling over Sh
	approved
	B
	11.4.0
	PSAN
	C4

	CP-120480
	29.329
	0198
	1
	11.3.0
	Rel‑11
	Local Time Zone
	approved
	F
	11.4.0
	NWK-PL2IMS_CT
	C4

	CP-120478
	29.332
	0176
	3
	10.4.1
	Rel‑11
	Support of Multimedia Priority Service (MPS) over Mn Interface Stage 3
	approved
	B
	11.0.0
	eMPS_Gateway
	C4

	CP-120684
	29.332
	0178
	1
	10.4.1
	Rel‑11
	Support of T.38 related SDP attributes
	approved
	B
	11.0.0
	MMTel_T.38_FAX
	C4

	CP-120483
	29.332
	0178
	1
	10.4.1
	Rel‑11
	Support of T.38 related SDP attributes
	reissued
	B
	
	
	C4

	CP-120443
	29.332
	0179
	-
	8.10.0
	Rel‑8
	Reference alignment for RTP Payload Format for AMR and AMR-WB Audio Codecs
	approved
	F
	8.11.0
	IMS
	C4

	CP-120443
	29.332
	0180
	-
	9.3.0
	Rel‑9
	Reference alignment for RTP Payload Format for AMR and AMR-WB Audio Codecs
	approved
	A
	9.4.0
	IMS
	C4

	CP-120443
	29.332
	0181
	-
	10.4.1
	Rel‑10
	Reference alignment for RTP Payload Format for AMR and AMR-WB Audio Codecs
	approved
	A
	10.5.0
	IMS
	C4

	CP-120478
	29.333
	0055
	3
	10.4.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) over Mp Interface Stage 3
	approved
	B
	11.0.0
	eMPS_Gateway
	C4

	CP-120478
	29.334
	0026
	3
	10.4.0
	Rel‑11
	Support of Multimedia Priority Service (MPS) over Iq Interface Stage 3
	approved
	B
	11.0.0
	eMPS_Gateway
	C4

	CP-120469
	29.335
	0013
	1
	10.1.0
	Rel‑11
	UDC Data Model in TS 29.335
	approved
	C
	11.0.0
	UDC_DM
	C4

	CP-120482
	29.364
	0027
	1
	10.1.0
	Rel‑11
	IMS user group over Sh
	approved
	B
	11.0.0
	GenUG_Sh
	C4

	CP-120620
	31.102
	0529
	1
	5.14.0
	Rel‑5
	Update of reference to ASN.1 coding specification
	approved
	F
	5.15.0
	TEI5
	C6

	CP-120620
	31.102
	0530
	1
	6.21.0
	Rel‑6
	Update of reference to ASN.1 coding specification
	approved
	A
	6.22.0
	TEI5
	C6

	CP-120620
	31.102
	0531
	1
	7.15.0
	Rel‑7
	Update of reference to ASN.1 coding specification
	approved
	A
	7.16.0
	TEI5
	C6

	CP-120620
	31.102
	0532
	1
	8.14.0
	Rel‑8
	Update of reference to ASN.1 coding specification
	approved
	A
	8.15.0
	TEI5
	C6

	CP-120620
	31.102
	0533
	1
	9.10.0
	Rel‑9
	Update of reference to ASN.1 coding specification
	approved
	A
	9.11.0
	TEI5
	C6

	CP-120620
	31.102
	0534
	1
	10.6.0
	Rel‑10
	Update of reference to ASN.1 coding specification
	approved
	A
	10.7.0
	TEI5
	C6

	CP-120620
	31.102
	0535
	1
	11.2.0
	Rel‑11
	Update of reference to ASN.1 coding specification
	approved
	A
	11.3.0
	TEI5
	C6

	CP-120621
	31.104
	0001
	-
	11.0.1
	Rel‑11
	Update of reference to ASN.1 coding specification
	approved
	D
	11.1.0
	TEI11
	C6

	CP-120624
	31.111
	0326
	-
	9.8.0
	Rel‑9
	Correction of length of CSG ID
	approved
	F
	9.9.0
	TEI9
	C6

	CP-120624
	31.111
	0327
	-
	10.7.0
	Rel‑10
	Correction of length of CSG ID
	approved
	A
	10.8.0
	TEI9
	C6

	CP-120624
	31.111
	0328
	-
	11.2.0
	Rel‑11
	Correction of length of CSG ID
	approved
	A
	11.3.0
	TEI9
	C6

	CP-120624
	31.111
	0329
	2
	9.8.0
	Rel‑9
	Correction of CSG ID list identifier
	approved
	F
	9.9.0
	TEI9
	C6

	CP-120624
	31.111
	0330
	1
	10.7.0
	Rel‑10
	Correction of CSG ID list identifier
	approved
	A
	10.8.0
	TEI9
	C6

	CP-120624
	31.111
	0331
	1
	11.2.0
	Rel‑11
	Correction of CSG ID list identifier
	approved
	A
	11.3.0
	TEI9
	C6

	CP-120624
	31.111
	0332
	2
	9.8.0
	Rel‑9
	Changes in ENVELOPE (EVENT DOWNLOAD - CSG Cell Selection)
	approved
	F
	9.9.0
	TEI9
	C6

	CP-120624
	31.111
	0333
	1
	10.7.0
	Rel‑10
	Changes in ENVELOPE (EVENT DOWNLOAD - CSG Cell Selection)
	approved
	A
	10.8.0
	TEI9
	C6

	CP-120624
	31.111
	0334
	1
	11.2.0
	Rel‑11
	Changes in ENVELOPE (EVENT DOWNLOAD - CSG Cell Selection)
	approved
	A
	11.3.0
	TEI9
	C6

	CP-120626
	31.111
	0338
	1
	11.2.0
	Rel‑11
	Correction to reference for 'OPEN CHANNEL related to UICC Server Mode'
	approved
	D
	11.3.0
	TEI11
	C6

	CP-120625
	31.111
	0343
	1
	10.7.0
	Rel‑10
	Clarification of the use of the Incoming IMS Data event
	approved
	F
	10.8.0
	IMS-UICC-S
	C6

	CP-120625
	31.111
	0344
	1
	11.2.0
	Rel‑11
	Clarification of the use of the Incoming IMS Data event
	approved
	A
	11.3.0
	IMS-UICC-S
	C6

	CP-120623
	31.111
	0349
	2
	11.2.0
	Rel‑11
	Enhancements to the security of the SMS OTA download mechanisms
	approved
	C
	11.3.0
	TEI11
	C6

	CP-120623
	31.115
	0016
	3
	10.1.0
	Rel‑11
	Enhancements to the security of the SMS OTA download mechanisms
	approved
	C
	11.0.0
	TEI11
	C6

	CP-120623
	31.116
	0021
	2
	10.2.0
	Rel‑11
	Enhancements to the security of the SMS OTA download mechanisms
	approved
	C
	11.0.0
	TEI11
	C6

	CP-120627
	31.116
	0022
	1
	9.2.0
	Rel‑9
	Update of references to ETSI TC SCP specifications
	approved
	F
	9.3.0
	TEI9
	C6

	CP-120627
	31.116
	0023
	1
	10.2.0
	Rel‑10
	Update of references to ETSI TC SCP specifications
	approved
	A
	10.3.0
	TEI9
	C6

	CP-120627
	31.116
	0024
	1
	10.2.0
	Rel‑11
	Update of references to ETSI TC SCP specifications
	approved
	C
	11.0.0
	TEI11
	C6

	CP-120633
	31.124
	0272
	5
	10.5.0
	Rel‑10
	Addition of UICC Access to IMS tests
	approved
	B
	10.6.0
	UICC_R10_Test
	C6

	CP-120631
	31.124
	0280
	1
	10.5.0
	Rel‑10
	Corrections to test sequence 27.22.7.18.1 for CSG Cell Selection
	approved
	F
	10.6.0
	TEI9
	C6

	CP-120630
	31.124
	0281
	1
	10.5.0
	Rel‑10
	Correction of test sequence for PROVIDE LOCAL INFORMATION, Discovery of surrounding CSG cells
	approved
	F
	10.6.0
	TEI10
	C6

	CP-120629
	31.124
	0282
	2
	10.5.0
	Rel‑10
	Essential correction of Launch Browser tests
	approved
	A
	10.6.0
	TEI4
	C6

	CP-120630
	31.124
	0283
	-
	10.5.0
	Rel‑10
	Correction of Terminal Profile entries in table E.1
	approved
	F
	10.6.0
	TEI10
	C6

	CP-120632
	31.124
	0284
	-
	10.5.0
	Rel‑10
	Correction of network simulator dependencies of the tests in 27.22.7.4
	approved
	F
	10.6.0
	SAES-USIM_LTE-Test
	C6

	CP-120629
	31.124
	0286
	2
	10.5.0
	Rel‑10
	Essential correction of Launch Browser tests
	approved
	A
	10.6.0
	TEI4
	C6

	CP-120622
	31.220
	0007
	-
	10.0.0
	Rel‑11
	Removal of unused reference to ASN.1 coding specification
	approved
	D
	11.0.0
	TEI11
	C6

	SP-120555
	32.111-3
	0053
	1
	9.0.0
	Rel‑9
	Correction of qualifier for variable Header and domain_name
	approved
	A
	9.1.0
	OAM7
	S5

	SP-120555
	32.111-3
	0054
	1
	8.0.0
	Rel‑8
	Correction of qualifier for variable Header and domain_name
	approved
	A
	8.1.0
	OAM7
	S5

	SP-120555
	32.111-3
	0055
	2
	7.1.0
	Rel‑7
	Correction of qualifier for variable Header and domain_name
	approved
	F
	7.2.0
	OAM7
	S5

	SP-120645
	32.122
	0005
	1
	10.0.0
	Rel‑11
	Clean-up of AAM IRP Information Service
	approved
	D
	11.0.0
	OAM11
	S5

	SP-120559
	32.122
	0005
	1
	10.0.0
	Rel‑11
	Clean-up of AAM IRP Information Service
	revised
	D
	
	OAM11
	S5

	SP-120566
	32.240
	0351
	1
	11.4.0
	Rel‑11
	Editorial refinements
	approved
	D
	11.5.0
	CH11
	S5

	SP-120576
	32.240
	0352
	2
	11.4.0
	Rel‑11
	Editorial corrections on Roaming Architecture for Voice over IMS with Local Breakout
	approved
	D
	11.5.0
	RAVEL-CH
	S5

	SP-120566
	32.251
	0250
	1
	11.3.0
	Rel‑11
	Alignment with the PCC defined in TS 23.203
	approved
	F
	11.4.0
	CH11
	S5

	SP-120566
	32.251
	0251
	1
	11.3.0
	Rel‑11
	Correction on Supported fields in Accounting Request Message
	approved
	F
	11.4.0
	CH11
	S5

	SP-120568
	32.251
	0252
	2
	11.3.0
	Rel‑11
	Triggers for SMS offline charging from MME
	approved
	B
	11.4.0
	SIMTC-CH
	S5

	SP-120568
	32.251
	0253
	2
	11.3.0
	Rel‑11
	SMS CDRs description for SMS in MME
	approved
	B
	11.4.0
	SIMTC-CH
	S5

	SP-120627
	32.251
	0254
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	S5

	SP-120474
	32.251
	0254
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S5

	SP-120576
	32.260
	0158
	-
	11.4.0
	Rel‑11
	Correction on session establishment flow for RAVEL
	approved
	F
	11.5.0
	RAVEL-CH
	S5

	SP-120576
	32.260
	0159
	-
	11.4.0
	Rel‑11
	Introduction of Loopback indicator in BGCF CDR for RAVEL
	approved
	B
	11.5.0
	RAVEL-CH
	S5

	SP-120561
	32.260
	0160
	-
	8.14.0
	Rel‑8
	Remove Authorised-Qos from P-CSCF CDR
	approved
	F
	8.15.0
	CH8
	S5

	SP-120561
	32.260
	0161
	-
	9.10.0
	Rel‑9
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	9.11.0
	CH8
	S5

	SP-120561
	32.260
	0162
	-
	10.7.0
	Rel‑10
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	10.8.0
	CH8
	S5

	SP-120561
	32.260
	0163
	-
	11.4.0
	Rel‑11
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	11.5.0
	CH8
	S5

	SP-120566
	32.260
	0164
	1
	11.4.0
	Rel‑11
	Clarify fields under Service information used for IMS Charging
	approved
	D
	11.5.0
	CH11
	S5

	SP-120576
	32.260
	0165
	1
	11.4.0
	Rel‑11
	Add TRF CDR to Offline Charging
	approved
	B
	11.5.0
	RAVEL-CH
	S5

	SP-120569
	32.260
	0167
	1
	11.4.0
	Rel‑11
	Enhancement on flows for ôOneChargingSessionö option description
	approved
	B
	11.5.0
	UCHIMS_AS-SRVCC
	S5

	SP-120569
	32.260
	0168
	1
	11.4.0
	Rel‑11
	Introduction EATF flow for ôOneChargingSessionö option description
	approved
	B
	11.5.0
	UCHIMS_AS-SRVCC
	S5

	SP-120569
	32.260
	0169
	1
	11.4.0
	Rel‑11
	Update SIP AS CDR description for ôOneChargingSessionö option
	approved
	B
	11.5.0
	UCHIMS_AS-SRVCC
	S5

	SP-120566
	32.260
	0170
	2
	11.4.0
	Rel‑11
	Correct flow for SCC AS session transfer PS to CS
	approved
	F
	11.5.0
	CH11
	S5

	SP-120569
	32.260
	0172
	1
	11.4.0
	Rel‑11
	Flows for SRVCC Originating and Terminating sessions through ATCF
	approved
	B
	11.5.0
	UCHIMS_AS-SRVCC
	S5

	SP-120566
	32.260
	0174
	2
	11.4.0
	Rel‑11
	Correction of calling party handling
	approved
	C
	11.5.0
	CH11
	S5

	SP-120562
	32.260
	0175
	-
	9.10.0
	Rel‑9
	Correction of Called-Party-Address AVP
	approved
	F
	9.11.0
	CH9
	S5

	SP-120562
	32.260
	0176
	-
	10.7.0
	Rel‑10
	Correction of Called-Party-Address AVP
	approved
	A
	10.8.0
	CH9
	S5

	SP-120562
	32.260
	0177
	-
	11.4.0
	Rel‑11
	Correction of Called-Party-Address AVP
	approved
	A
	11.5.0
	CH9
	S5

	SP-120575
	32.270
	0024
	1
	10.0.1
	Rel‑11
	Addition of MS Timezone for NetLoc
	approved
	B
	11.0.0
	NWK-PL2IMS_CH
	S5

	SP-120575
	32.274
	0014
	-
	10.0.0
	Rel‑11
	Addition of MS Timezone for NetLoc
	approved
	B
	11.0.0
	NWK-PL2IMS_CH
	S5

	SP-120560
	32.280
	0023
	1
	8.3.0
	Rel‑8
	Correction on AoC service support
	revised
	F
	
	CH8
	S5

	SP-120646
	32.280
	0023
	1
	8.3.0
	Rel‑8
	Correction on AoC service support
	approved
	F
	8.4.0
	CH8
	S5

	SP-120560
	32.280
	0024
	1
	9.4.0
	Rel‑9
	Correction on AoC service support
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.280
	0024
	1
	9.4.0
	Rel‑9
	Correction on AoC service support
	approved
	A
	9.5.0
	CH8
	S5

	SP-120646
	32.280
	0025
	1
	10.3.1
	Rel‑10
	Correction on AoC service support
	approved
	A
	10.4.0
	CH8
	S5

	SP-120560
	32.280
	0025
	1
	10.3.1
	Rel‑10
	Correction on AoC service support
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.298
	0337
	1
	8.15.0
	Rel‑8
	Rename Service-type AVP
	approved
	F
	8.16.0
	CH8
	S5

	SP-120560
	32.298
	0337
	1
	8.15.0
	Rel‑8
	Rename Service-type AVP
	reissued
	F
	
	CH8
	S5

	SP-120646
	32.298
	0338
	1
	9.12.0
	Rel‑9
	Rename Service-type AVP
	approved
	A
	9.13.0
	CH8
	S5

	SP-120560
	32.298
	0338
	1
	9.12.0
	Rel‑9
	Rename Service-type AVP
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.298
	0339
	1
	10.9.0
	Rel‑10
	Rename Service-type AVP
	approved
	A
	10.10.0
	CH8
	S5

	SP-120560
	32.298
	0339
	1
	10.9.0
	Rel‑10
	Rename Service-type AVP
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.298
	0340
	1
	11.3.0
	Rel‑11
	Rename Service-type AVP
	approved
	A
	11.4.0
	CH8
	S5

	SP-120560
	32.298
	0340
	1
	11.3.0
	Rel‑11
	Rename Service-type AVP
	reissued
	A
	
	CH8
	S5

	SP-120576
	32.298
	0341
	-
	11.3.0
	Rel‑11
	Introduction of Loopback indicator in BGCF CDR for RAVEL
	approved
	B
	11.4.0
	RAVEL-CH
	S5

	SP-120561
	32.298
	0342
	-
	8.15.0
	Rel‑8
	Remove Authorised-Qos from P-CSCF CDR
	approved
	F
	8.16.0
	CH8
	S5

	SP-120561
	32.298
	0343
	-
	9.12.0
	Rel‑9
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	9.13.0
	CH8
	S5

	SP-120561
	32.298
	0344
	-
	10.9.0
	Rel‑10
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	10.10.0
	CH8
	S5

	SP-120561
	32.298
	0345
	-
	11.3.0
	Rel‑11
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	11.4.0
	CH8
	S5

	SP-120576
	32.298
	0346
	1
	11.3.0
	Rel‑11
	Add TRF CDR to Offline Charging
	approved
	B
	11.4.0
	RAVEL-CH
	S5

	SP-120561
	32.298
	0348
	2
	8.15.0
	Rel‑8
	Correction on non valid references
	approved
	F
	8.16.0
	CH8
	S5

	SP-120575
	32.298
	0353
	1
	11.3.0
	Rel‑11
	Addition of MS Timezone for NetLoc
	approved
	B
	11.4.0
	NWK-PL2IMS_CH
	S5

	SP-120566
	32.298
	0355
	1
	11.3.0
	Rel‑11
	Correction of calling party handling
	approved
	C
	11.4.0
	CH11
	S5

	SP-120561
	32.298
	0356
	1
	8.15.0
	Rel‑8
	Corrections to ASN.1 Syntax Definitions
	approved
	F
	8.16.0
	CH8
	S5

	SP-120561
	32.298
	0357
	1
	9.12.0
	Rel‑9
	Corrections to ASN.1 Syntax Definitions
	approved
	A
	9.13.0
	CH8
	S5

	SP-120561
	32.298
	0358
	1
	10.9.0
	Rel‑10
	Corrections to ASN.1 Syntax Definitions
	approved
	A
	10.10.0
	CH8
	S5

	SP-120561
	32.298
	0359
	1
	11.3.0
	Rel‑11
	Corrections to ASN.1 Syntax Definitions
	approved
	A
	11.4.0
	CH8
	S5

	SP-120627
	32.298
	0360
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	S5

	SP-120474
	32.298
	0360
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S5

	SP-120562
	32.298
	0360
	-
	9.12.0
	Rel‑9
	Correction of Called-Party-Address AVP
	approved
	F
	9.13.0
	CH9
	S5

	SP-120562
	32.298
	0361
	-
	10.9.0
	Rel‑10
	Correction of Called-Party-Address AVP
	approved
	A
	10.10.0
	CH9
	S5

	SP-120562
	32.298
	0362
	1
	11.3.0
	Rel‑11
	Correction of Called-Party-Address AVP
	approved
	A
	11.4.0
	CH9
	S5

	SP-120560
	32.299
	0453
	1
	8.17.0
	Rel‑8
	Rename Service-type AVP
	reissued
	F
	
	CH8
	S5

	SP-120646
	32.299
	0453
	1
	8.17.0
	Rel‑8
	Rename Service-type AVP
	approved
	F
	8.18.0
	CH8
	S5

	SP-120560
	32.299
	0454
	1
	9.11.0
	Rel‑9
	Rename Service-type AVP
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.299
	0454
	1
	9.11.0
	Rel‑9
	Rename Service-type AVP
	approved
	A
	9.12.0
	CH8
	S5

	SP-120560
	32.299
	0455
	1
	10.6.0
	Rel‑10
	Rename Service-type AVP
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.299
	0455
	1
	10.6.0
	Rel‑10
	Rename Service-type AVP
	approved
	A
	10.7.0
	CH8
	S5

	SP-120560
	32.299
	0456
	1
	11.4.0
	Rel‑11
	Rename Service-type AVP
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.299
	0456
	1
	11.4.0
	Rel‑11
	Rename Service-type AVP
	approved
	A
	11.5.0
	CH8
	S5

	SP-120561
	32.299
	0457
	-
	8.17.0
	Rel‑8
	Remove Authorised-Qos from P-CSCF CDR
	approved
	F
	8.18.0
	CH8
	S5

	SP-120561
	32.299
	0458
	-
	9.11.0
	Rel‑9
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	9.12.0
	CH8
	S5

	SP-120561
	32.299
	0459
	-
	10.6.0
	Rel‑10
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	10.7.0
	CH8
	S5

	SP-120561
	32.299
	0460
	-
	11.4.0
	Rel‑11
	Remove Authorised-Qos from P-CSCF CDR
	approved
	A
	11.5.0
	CH8
	S5

	SP-120566
	32.299
	0461
	1
	11.4.0
	Rel‑11
	Correction on the AVP name
	approved
	F
	11.5.0
	CH11
	S5

	SP-120566
	32.299
	0462
	1
	11.4.0
	Rel‑11
	Supplementation for Reporting-Reason AVP
	approved
	C
	11.5.0
	CH11
	S5

	SP-120560
	32.299
	0463
	1
	8.17.0
	Rel‑8
	Correction on AoC service support
	reissued
	F
	
	CH8
	S5

	SP-120646
	32.299
	0463
	2
	8.17.0
	Rel‑8
	Correction on AoC service support
	approved
	F
	8.18.0
	CH8
	S5

	SP-120564
	32.299
	0464
	1
	10.6.0
	Rel‑10
	Correction of AoC-Information AVP usage
	approved
	F
	10.7.0
	CH10
	S5

	SP-120564
	32.299
	0465
	1
	11.4.0
	Rel‑11
	Correction of AoC-Information AVP usage
	approved
	A
	11.5.0
	CH10
	S5

	SP-120562
	32.299
	0466
	1
	10.6.0
	Rel‑10
	Correction of Called-Party-Address AVP
	approved
	A
	10.7.0
	CH9
	S5

	SP-120562
	32.299
	0467
	1
	11.4.0
	Rel‑11
	Correction of Called-Party-Address AVP
	approved
	A
	11.5.0
	CH9
	S5

	SP-120566
	32.299
	0469
	1
	11.4.0
	Rel‑11
	Correction of calling party handling
	approved
	C
	11.5.0
	CH11
	S5

	SP-120646
	32.299
	0470
	1
	9.11.0
	Rel‑9
	Correction on AoC service support
	approved
	A
	9.12.0
	CH8
	S5

	SP-120560
	32.299
	0470
	1
	9.11.0
	Rel‑9
	Correction on AoC service support
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.299
	0471
	1
	10.6.0
	Rel‑10
	Correction on AoC service support
	approved
	A
	10.7.0
	CH8
	S5

	SP-120560
	32.299
	0471
	1
	10.6.0
	Rel‑10
	Correction on AoC service support
	reissued
	A
	
	CH8
	S5

	SP-120646
	32.299
	0472
	2
	11.4.0
	Rel‑11
	Correction on AoC service support
	approved
	A
	11.5.0
	CH8
	S5

	SP-120560
	32.299
	0472
	1
	11.4.0
	Rel‑11
	Correction on AoC service support
	reissued
	A
	
	CH8
	S5

	SP-120474
	32.299
	0473
	-
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S5

	SP-120627
	32.299
	0473
	1
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.5.0
	TEI11
	S5

	SP-120562
	32.299
	0473
	-
	9.11.0
	Rel‑9
	Correction of Called-Party-Address AVP
	approved
	F
	9.12.0
	CH9
	S5

	SP-120474
	32.409
	0057
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S5

	SP-120627
	32.409
	0057
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	S5

	SP-120571
	32.421
	0061
	1
	11.3.0
	Rel‑11
	Clarify requirements on counting of distinct UEs
	approved
	F
	11.4.0
	OAM-ePM-UE
	S5

	SP-120645
	32.422
	0214
	1
	11.4.0
	Rel‑11
	Clarification of different interpretations of bit significance in the ôList of interfacesö parameter bitmap.
	approved
	C
	11.5.0
	OAM11
	S5

	SP-120559
	32.422
	0214
	1
	11.4.0
	Rel‑11
	Clarification of different interpretations of bit significance in the ôList of interfacesö parameter bitmap.
	revised
	C
	
	OAM11
	S5

	SP-120570
	32.422
	0218
	3
	10.8.0
	Rel‑10
	Correcting the missing event threshold parameters for the event 1F and event 1l reporting triggers
	approved
	F
	10.9.0
	OAM-PM-UE
	S5

	SP-120570
	32.422
	0219
	3
	11.4.0
	Rel‑11
	Correcting the missing event threshold parameters for the event 1F and event 1l reporting triggers
	approved
	A
	11.5.0
	OAM-PM-UE
	S5

	SP-120571
	32.422
	0220
	1
	11.4.0
	Rel‑11
	Adding new MDT parameters to align with TS 37.320
	approved
	B
	11.5.0
	OAM-ePM-UE
	S5

	SP-120570
	32.422
	0222
	-
	10.8.0
	Rel‑10
	Add combined Trace and Immediate MDT job type to the MDT parameters scope
	approved
	F
	10.9.0
	OAM-PM-UE
	S5

	SP-120570
	32.422
	0223
	-
	11.4.0
	Rel‑11
	Add combined Trace and Immediate MDT job type to the MDT parameters scope
	approved
	A
	11.5.0
	OAM-PM-UE
	S5

	SP-120474
	32.422
	0226
	-
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S5

	SP-120627
	32.422
	0226
	1
	11.4.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.5.0
	TEI11
	S5

	SP-120474
	32.423
	0064
	-
	11.1.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S5

	SP-120627
	32.423
	0064
	1
	11.1.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.2.0
	TEI11
	S5

	SP-120571
	32.441
	0010
	1
	11.1.0
	Rel‑11
	Clarify requirements on counting of distinct UEs
	approved
	F
	11.2.0
	OAM-ePM-UE
	S5

	SP-120571
	32.442
	0216
	1
	11.3.0
	Rel‑11
	Adding new MDT configuration parameters to align with TS 37.320 and TS 32.422.
	approved
	B
	11.4.0
	OAM-ePM-UE
	S5

	SP-120570
	32.442
	0218
	1
	10.5.0
	Rel‑10
	Add missing threshold parameter for UMTS event triggered measurements
	approved
	F
	10.6.0
	OAM-PM-UE
	S5

	SP-120570
	32.442
	0219
	1
	11.3.0
	Rel‑11
	Add missing threshold parameter for UMTS event triggered measurements
	approved
	A
	11.4.0
	OAM-PM-UE
	S5

	SP-120571
	32.446
	0044
	1
	11.3.0
	Rel‑11
	Adding new MDT parameters to align with TS 32.422 and TS 37.320
	approved
	B
	11.4.0
	OAM-ePM-UE
	S5

	SP-120570
	32.446
	0046
	-
	10.6.0
	Rel‑10
	Add missing threshold parameter for UMTS event triggered measurements
	approved
	F
	10.7.0
	OAM-PM-UE
	S5

	SP-120570
	32.446
	0047
	-
	11.3.0
	Rel‑11
	Add missing threshold parameter for UMTS event triggered measurements
	approved
	A
	11.4.0
	OAM-PM-UE
	S5

	SP-120559
	32.501
	0004
	1
	10.0.0
	Rel‑11
	Clarification of eNodeB state after self-configuration
	revised
	D
	
	OAM11
	S5

	SP-120645
	32.501
	0004
	1
	10.0.0
	Rel‑11
	Clarification of eNodeB state after self-configuration
	approved
	D
	11.0.0
	OAM11
	S5

	SP-120574
	32.511
	0011
	-
	11.1.0
	Rel‑11
	Clean-up changes for ANR management concepts and requirements
	approved
	D
	11.2.0
	OAM-SON-UTRAN
	S5

	SP-120567
	32.521
	0006
	3
	10.1.0
	Rel‑11
	Add SON coordination concept description
	approved
	B
	11.0.0
	OAM-SON-LTE_COORD
	S5

	SP-120559
	32.522
	0096
	2
	11.2.0
	Rel‑11
	Remove Inter-RAT ES restriction for esNotAllowedTimePeriod
	revised
	C
	
	OAM11
	S5

	SP-120645
	32.522
	0096
	2
	11.2.0
	Rel‑11
	Remove Inter-RAT ES restriction for esNotAllowedTimePeriod
	approved
	C
	11.3.0
	OAM11
	S5

	SP-120558
	32.522
	0097
	2
	10.3.0
	Rel‑10
	Correct candidateCellLoadParameters
	approved
	F
	10.4.0
	OAM10
	S5

	SP-120645
	32.522
	0098
	2
	11.2.0
	Rel‑11
	Correct candidateCellLoadParameters
	approved
	A
	11.3.0
	OAM11
	S5

	SP-120559
	32.522
	0098
	2
	11.2.0
	Rel‑11
	Correct candidateCellLoadParameters
	revised
	A
	
	OAM11
	S5

	SP-120573
	32.522
	0103
	-
	11.2.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	B
	11.3.0
	OAM-IRAT-ESM
	S5

	SP-120567
	32.522
	0105
	-
	11.2.0
	Rel‑11
	Move SON coordination concept description to TS 32.521
	approved
	D
	11.3.0
	OAM-SON-LTE_COORD
	S5

	SP-120567
	32.522
	0107
	1
	11.2.0
	Rel‑11
	Coordination between ES and cell compensation
	approved
	B
	11.3.0
	OAM-SON-LTE_COORD
	S5

	SP-120567
	32.522
	0108
	3
	11.2.0
	Rel‑11
	Change description of Coordination between SON functions below Itf-N and CM operations over itf-N
	approved
	F
	11.3.0
	OAM-SON-LTE_COORD
	S5

	SP-120567
	32.522
	0109
	2
	11.2.0
	Rel‑11
	Enhancement of general SON coordination solutions
	approved
	C
	11.3.0
	OAM-SON-LTE_COORD
	S5

	SP-120567
	32.522
	0110
	2
	11.2.0
	Rel‑11
	Add examples of how to use general SON coordination solutions
	approved
	B
	11.3.0
	OAM-SON-LTE_COORD
	S5

	SP-120645
	32.526
	0019
	1
	11.1.0
	Rel‑11
	Remove Inter-RAT ES restriction for esAllowedTimePeriod (align with 32.522)
	approved
	C
	11.2.0
	OAM11
	S5

	SP-120559
	32.526
	0019
	1
	11.1.0
	Rel‑11
	Remove Inter-RAT ES restriction for esAllowedTimePeriod (align with 32.522)
	revised
	C
	
	OAM11
	S5

	SP-120573
	32.526
	0023
	-
	11.1.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	B
	11.2.0
	OAM-IRAT-ESM
	S5

	SP-120559
	32.531
	0017
	2
	10.1.0
	Rel‑11
	Addition of cancellation of Non-Automated Software Management operations
	revised
	B
	
	OAM11
	S5

	SP-120645
	32.531
	0017
	2
	10.1.0
	Rel‑11
	Addition of cancellation of Non-Automated Software Management operations
	approved
	B
	11.0.0
	OAM11
	S5

	SP-120558
	32.531
	0018
	-
	10.1.0
	Rel‑10
	Correction on TS-family members in introduction
	approved
	F
	10.2.0
	OAM10
	S5

	SP-120558
	32.532
	0035
	-
	10.1.0
	Rel‑10
	Correction on TS-family members in introduction
	approved
	F
	10.2.0
	OAM10
	S5

	SP-120559
	32.532
	0037
	1
	10.1.0
	Rel‑11
	Addition of progress reporting and cancellation of Non-Automated Software Management operations
	revised
	B
	
	OAM11
	S5

	SP-120645
	32.532
	0037
	1
	10.1.0
	Rel‑11
	Addition of progress reporting and cancellation of Non-Automated Software Management operations
	approved
	B
	11.0.0
	OAM11
	S5

	SP-120559
	32.536
	0009
	1
	10.1.0
	Rel‑11
	Addition of progress reporting and cancellation of Non-Automated Software Management operations
	revised
	B
	
	OAM11
	S5

	SP-120645
	32.536
	0009
	1
	10.1.0
	Rel‑11
	Addition of progress reporting and cancellation of Non-Automated Software Management operations
	approved
	B
	11.0.0
	OAM11
	S5

	SP-120573
	32.551
	0025
	2
	11.1.0
	Rel‑11
	eNB overlaid use case
	approved
	B
	11.2.0
	OAM-IRAT-ESM
	S5

	SP-120559
	32.551
	0026
	1
	11.1.0
	Rel‑11
	Removal of Inter-RAT ES restriction for the time period during which energy saving is allowed
	revised
	C
	
	OAM11
	S5

	SP-120645
	32.551
	0026
	2
	11.1.0
	Rel‑11
	Removal of Inter-RAT ES restriction for the time period during which energy saving is allowed
	approved
	C
	11.2.0
	OAM11
	S5

	SP-120557
	32.592
	0028
	2
	9.2.0
	Rel‑9
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	9.3.0
	OAM9
	S5

	SP-120558
	32.592
	0029
	2
	10.6.0
	Rel‑10
	Addition of auto-configuration in HeNB Info Model Stage 2 spec
	approved
	F
	10.7.0
	OAM10
	S5

	SP-120573
	32.642
	0078
	1
	11.2.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	B
	11.3.0
	OAM-IRAT-ESM
	S5

	SP-120556
	32.643
	0042
	-
	8.3.0
	Rel‑8
	Remove the superfluous attributes in IDL specification - Align with 32.642
	approved
	F
	8.4.0
	OAM8
	S5

	SP-120556
	32.643
	0043
	-
	9.2.0
	Rel‑9
	Remove the superfluous attributes in IDL specification - Align with 32.642
	approved
	A
	9.3.0
	OAM8
	S5

	SP-120556
	32.645
	0043
	-
	8.2.0
	Rel‑8
	Remove the superfluous attribute in XML schema- Align with 32.642
	approved
	F
	8.3.0
	OAM8
	S5

	SP-120556
	32.645
	0044
	-
	9.2.0
	Rel‑9
	Remove the superfluous attribute in XML schema- Align with 32.642
	approved
	A
	9.3.0
	OAM8
	S5

	SP-120558
	32.646
	0043
	-
	10.5.0
	Rel‑10
	Remove the superfluous attributes in IDL specification and XML schema- Align with 32.642
	approved
	F
	10.6.0
	OAM10
	S5

	SP-120558
	32.646
	0044
	-
	11.0.0
	Rel‑11
	Remove the superfluous attributes in IDL specification and XML schema- Align with 32.642
	approved
	A
	11.1.0
	OAM10
	S5

	SP-120573
	32.646
	0045
	1
	11.0.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	B
	11.1.0
	OAM-IRAT-ESM
	S5

	SP-120573
	32.652
	0038
	1
	11.1.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	B
	11.2.0
	OAM-IRAT-ESM
	S5

	SP-120573
	32.656
	0007
	1
	10.4.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	B
	11.0.0
	OAM-IRAT-ESM
	S5

	SP-120572
	32.690
	0002
	1
	10.0.0
	Rel‑11
	Add missing requirements to Inventory Management
	approved
	F
	11.0.0
	OAM-FMC-IRP
	S5

	SP-120565
	32.692
	0011
	1
	10.2.0
	Rel‑11
	Addition of swInstallationTime , swActivationTime and licActivationTime
	approved
	B
	11.0.0
	OAM11-NIM
	S5

	SP-120565
	32.696
	0007
	1
	10.3.0
	Rel‑11
	Addition of swInstallationTime , swActivationTime and licActivationTime
	approved
	B
	11.0.0
	OAM11-NIM
	S5

	SP-120573
	32.762
	0081
	-
	11.2.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	C
	11.3.0
	OAM-IRAT-ESM
	S5

	SP-120573
	32.766
	0039
	-
	11.1.0
	Rel‑11
	Add support for Inter-RAT Energy Saving Management
	approved
	B
	11.2.0
	OAM-IRAT-ESM
	S5

	SP-120563
	32.792
	0001
	-
	10.0.0
	Rel‑10
	Add/Correct support for multi frequency HW
	approved
	F
	10.1.0
	OAM10-NIM
	S5

	SP-120563
	32.796
	0001
	2
	10.0.0
	Rel‑10
	Add/Correct support for multi frequency HW
	approved
	F
	10.1.0
	OAM10-NIM
	S5

	SP-120605
	33.102
	0254
	2
	11.3.0
	Rel‑11
	Corrections to rSRVCC cases for UTRAN/HSPA
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120605
	33.102
	0255
	-
	11.3.0
	Rel‑11
	Aligning START handling after authentication with the stage 3 specifications
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120474
	33.107
	0120
	-
	11.2.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S3

	SP-120627
	33.107
	0120
	1
	11.2.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.3.0
	TEI11
	S3

	SP-120600
	33.107
	0121
	-
	11.2.0
	Rel‑12
	H(e)NB Support in TS 33.107
	approved
	B
	12.0.0
	LI12
	S3

	SP-120627
	33.108
	0198
	1
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	approved
	F
	11.4.0
	TEI11
	S3

	SP-120474
	33.108
	0198
	-
	11.3.0
	Rel‑11
	Reference list correction to align with the corrected TS 29.212 title
	revised
	F
	
	TEI11
	S3

	SP-120619
	33.108
	0199
	-
	9.6.0
	Rel‑9
	ePSlocationOfTheTarget in EPS-PMIP-SpecificParameters
	approved
	A
	9.7.0
	LI8
	S3

	SP-120619
	33.108
	0200
	-
	10.4.0
	Rel‑10
	ePSlocationOfTheTarget in EPS-PMIP-SpecificParameters
	approved
	A
	10.5.0
	LI8
	S3

	SP-120619
	33.108
	0201
	-
	11.3.0
	Rel‑11
	ePSlocationOfTheTarget in EPS-PMIP-SpecificParameters
	approved
	A
	11.4.0
	LI8
	S3

	SP-120617
	33.108
	0202
	-
	11.3.0
	Rel‑11
	EPS Location ASN.1 Parameter Correction
	approved
	A
	11.4.0
	LI10
	S3

	SP-120617
	33.108
	0203
	-
	10.4.0
	Rel‑10
	EPS Location ASN.1 Parameter Correction
	approved
	F
	10.5.0
	LI10
	S3

	SP-120619
	33.108
	0204
	-
	8.13.0
	Rel‑8
	ePSlocationOfTheTarget in EPS-PMIP-SpecificParameters
	approved
	F
	8.14.0
	LI8
	S3

	SP-120605
	33.110
	0020
	-
	10.1.0
	Rel‑11
	Correction for TLS references to point to TS 33.310
	approved
	F
	11.0.0
	SEC11
	S3

	SP-120602
	33.203
	0192
	3
	12.0.0
	Rel‑12
	TLS enhancements for IMS signaling security
	approved
	C
	12.1.0
	SEC12
	S3

	SP-120605
	33.210
	0043
	-
	11.3.0
	Rel‑11
	Clarification of integrity and confidentiality requirements for GTP-C
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120605
	33.210
	0044
	-
	12.0.0
	Rel‑12
	Clarification of integrity and confidentiality requirements for GTP-C [Rel‑12]
	approved
	A
	12.1.0
	SEC11
	S3

	SP-120605
	33.220
	0170
	1
	11.3.0
	Rel‑11
	Correction of description of ôBootstrapping Initiationö
	approved
	F
	11.4.0
	SEC11
	S3

	SP-120605
	33.221
	0011
	-
	10.0.0
	Rel‑11
	Deletion of unused references
	approved
	F
	11.0.0
	SEC11
	S3

	SP-120604
	33.222
	0036
	-
	11.1.0
	Rel‑11
	Taking into account GBA_Digest for HTTPS-based Ua interface
	approved
	F
	11.2.0
	GBA-ext
	S3

	SP-120605
	33.222
	0037
	-
	11.1.0
	Rel‑11
	Correction of psk-TLS references and NULL cipher profiles to point toTS 33.310
	approved
	F
	11.2.0
	SEC11
	S3

	SP-120605
	33.223
	0022
	1
	10.0.0
	Rel‑11
	Clarification of UE registration procedure in Push-NAF
	approved
	F
	11.0.0
	SEC11
	S3

	SP-120605
	33.224
	0003
	1
	10.0.0
	Rel‑11
	Addition of missing cipher suites with NULL encryption for GPL
	approved
	F
	11.0.0
	SEC11
	S3

	SP-120607
	33.246
	0156
	1
	9.0.0
	Rel‑9
	Relaxing the requirement to consume MTK-IDs in strict order
	postponed
	F
	
	TEI9
	S3

	SP-120607
	33.246
	0157
	1
	10.0.0
	Rel‑10
	Relaxing the requirement to consume MTK-IDs in strict order
	postponed
	A
	
	TEI9
	S3

	SP-120607
	33.246
	0158
	1
	9.0.0
	Rel‑9
	Fixing the lack of confidentiality protection for Associated Delivery Procedures
	postponed
	F
	
	TEI9
	S3

	SP-120607
	33.246
	0159
	1
	10.0.0
	Rel‑10
	Fixing the lack of confidentiality protection for Associated Delivery Procedures
	postponed
	A
	
	TEI9
	S3

	SP-120607
	33.246
	0160
	2
	10.0.0
	Rel‑11
	Relaxing the requirement to consume MTK-IDs in strict order
	postponed
	A
	
	TEI9
	S3

	SP-120607
	33.246
	0161
	2
	9.0.0
	Rel‑9
	Allowing NTP-UTC timestamp for replay protection in MBMS MIKEY
	postponed
	F
	
	TEI9
	S3

	SP-120607
	33.246
	0162
	2
	10.0.0
	Rel‑10
	Allowing NTP-UTC timestamp for replay protection in MBMS MIKEY
	postponed
	A
	
	TEI9
	S3

	SP-120607
	33.246
	0163
	2
	10.0.0
	Rel‑11
	Allowing NTP-UTC timestamp for replay protection in MBMS MIKEY
	postponed
	A
	
	TEI9
	S3

	SP-120607
	33.246
	0164
	-
	10.0.0
	Rel‑11
	Fixing the lack of confidentiality protection for Associated Delivery Procedures
	postponed
	A
	
	TEI9
	S3

	SP-120605
	33.259
	0009
	-
	10.0.0
	Rel‑11
	Correction for TLS references to point to TS 33.310
	approved
	F
	11.0.0
	SEC11
	S3

	SP-120606
	33.310
	0064
	1
	11.0.0
	Rel‑11
	Clarification of CMP requirements
	approved
	F
	11.1.0
	NDS_Backhaul
	S3

	SP-120605
	33.310
	0065
	1
	11.0.0
	Rel‑11
	Miscellaneous corrections to TS 33.310
	approved
	F
	11.1.0
	SEC11
	S3

	SP-120602
	33.328
	0036
	-
	10.0.0
	Rel‑12
	Removing erroneous e2ae indication
	approved
	F
	12.0.0
	SEC12
	S3

	SP-120602
	33.328
	0037
	-
	10.0.0
	Rel‑12
	Correction of confidentiality on the Iq interface
	approved
	F
	12.0.0
	SEC12
	S3

	SP-120609
	33.328
	0038
	2
	10.0.0
	Rel‑12
	Extending the scope and structure of TS 33.328 to accommodate IMS media security extensions
	approved
	B
	12.0.0
	eMEDIASEC
	S3

	SP-120609
	33.328
	0039
	2
	10.0.0
	Rel‑12
	Mechanisms for e2ae media protection for MSRP
	approved
	B
	12.0.0
	eMEDIASEC
	S3

	SP-120602
	33.401
	0503
	-
	12.4.0
	Rel‑12
	Alignment of rule for running EPS-AKA at IRAT mobility
	approved
	F
	12.5.0
	SEC12
	S3

	SP-120605
	33.401
	0504
	-
	11.4.0
	Rel‑11
	Length of truncated NAS token
	approved
	F
	11.5.0
	SEC11
	S3

	SP-120605
	33.401
	0505
	-
	11.4.0
	Rel‑11
	Corrections to rSRVCC cases for E-UTRAN
	approved
	F
	11.5.0
	SEC11
	S3

	SP-120618
	33.402
	0111
	-
	8.7.0
	Rel‑8
	Correction of reference
	approved
	F
	8.8.0
	SAES
	S3

	SP-120616
	33.828
	0004
	-
	11.0.0
	Rel‑11
	Correction to MIKEY-TICKET deferred delivery solution
	approved
	F
	11.1.0
	FS_eMEDIASEC
	S3

	RP-121090
	34.108
	0902
	-
	11.2.0
	Rel‑11
	Change the UL and DL Transport channel information common in RB release message for A5-A8 and A10 for LCR TDD in 34.108
	approved
	F
	11.3.0
	TEI4_Test
	R5

	RP-121093
	34.108
	0903
	-
	11.2.0
	Rel‑11
	Addition some IE's default value for LCR TDD in 34.108
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-121109
	34.108
	0904
	-
	11.2.0
	Rel‑11
	Correction to radio beared message content for DC-HSUPA tests
	approved
	F
	11.3.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121103
	34.108
	0905
	-
	11.2.0
	Rel‑11
	Correction of reference test frequency in band e for 1.28 Mcps option
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-121109
	34.108
	0906
	-
	11.2.0
	Rel‑11
	Correction to RADIO BEARER SETUP message for DC-HSUPA protocol testing
	approved
	F
	11.3.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121111
	34.108
	0907
	-
	11.2.0
	Rel‑11
	Adding FDD reference test frequencies for Operating Band XXV
	approved
	F
	11.3.0
	E1900-UEConTest
	R5

	RP-121094
	34.108
	0908
	-
	11.2.0
	Rel‑11
	Correction to Default SIB5 for TDD in 34.108
	approved
	F
	11.3.0
	LTE-UEConTest_RF
	R5

	RP-121102
	34.108
	0909
	-
	11.2.0
	Rel‑11
	Correction to default contents of Radio Bearer Setup message for configuration A19a in 34.108
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-121090
	34.108
	0910
	-
	11.2.0
	Rel‑11
	Addition default physical channels code allocation for Signalling for LCR TDD in 34.108
	approved
	F
	11.3.0
	TEI4_Test
	R5

	RP-121351
	34.109
	0051
	-
	10.1.0
	Rel‑10
	Addition of Location Information functionality to 34.109
	withdrawn
	F
	
	MDT_UMTSLTE-UEConTest
	R2

	RP-121121
	34.114
	0048
	-
	11.1.0
	Rel‑11
	Clarifications to User Equipment (UE) and Mobile State (MS) over the air performance requirements
	approved
	F
	11.2.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121121
	34.114
	0049
	-
	11.1.0
	Rel‑11
	Corrections to recommended OTA performance for operating bands
	approved
	F
	11.2.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121121
	34.114
	0050
	-
	11.1.0
	Rel‑11
	Introduction of Estimation of Measurement Uncertainty for LME & LEE
	approved
	F
	11.2.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121121
	34.114
	0051
	-
	11.1.0
	Rel‑11
	Clarifications to examples of uncertainty budget calculations for LME & LEE
	approved
	F
	11.2.0
	UEAnt_FSTest-UEConTest
	R5

	RP-121102
	34.121-1
	1442
	-
	10.3.0
	Rel‑10
	Annex E.5 - Correction to numbers of HS-SCCH for DC-HSDPA
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-121115
	34.121-1
	1443
	-
	10.3.0
	Rel‑10
	New test cases 9.2.1KC and 9.2.1KD
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-121094
	34.121-1
	1444
	-
	10.3.0
	Rel‑10
	Changes associated with PHS band operation change for WCDMA
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.121-1
	1445
	-
	10.3.0
	Rel‑10
	Update of Annex I
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.121-1
	1446
	-
	10.3.0
	Rel‑10
	Correction to 8.6.7
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.121-1
	1447
	-
	10.3.0
	Rel‑10
	Alignment of test procedure steps in cell reselection tests
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121091
	34.121-1
	1448
	-
	10.3.0
	Rel‑10
	Correction on Rx test cases
	approved
	F
	10.4.0
	TEI5_Test
	R5

	RP-121094
	34.121-1
	1449
	-
	10.3.0
	Rel‑10
	Correction to test applicability in FDD/E-UTRAN test cases
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121120
	34.121-1
	1450
	-
	10.3.0
	Rel‑10
	Adding band XXVI (850MHz) to 34.121-1 (RRM test cases)
	approved
	F
	10.4.0
	e850_UB-UEConTest
	R5

	RP-121120
	34.121-1
	1451
	-
	10.3.0
	Rel‑10
	Introduction of E850 Upper Band (Band 26) into sections 4 and 5 of 34.121-1
	approved
	F
	10.4.0
	e850_UB-UEConTest
	R5

	RP-121094
	34.121-1
	1452
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for E-UTRAN RSRP Test cases 8.7.10 and 8.7.11
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.121-1
	1453
	-
	10.3.0
	Rel‑10
	Uncertainties and Test Tolerances for E-UTRAN RSRQ Test cases 8.7.12 and 8.7.13
	approved
	F
	10.4.0
	LTE-UEConTest_RF
	R5

	RP-121115
	34.121-1
	1454
	-
	10.3.0
	Rel‑10
	New Test case 9.2.1LC and 9.2.1LD
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-121109
	34.121-1
	1455
	-
	10.3.0
	Rel‑10
	Adding new RMCs into annexes for DC-HSUPA tests
	approved
	F
	10.4.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121109
	34.121-1
	1456
	-
	10.3.0
	Rel‑10
	Updating incomplete DC-HSUPA test cases in 34.121-1
	approved
	F
	10.4.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121109
	34.121-1
	1457
	-
	10.3.0
	Rel‑10
	New test case, Relative Code Domain Error with HS-DPCCH and E-DCH with 16QAM for DC-HSUPA
	approved
	F
	10.4.0
	RANimp-DC_HSUPA_UEConTest
	R5

	RP-121089
	34.121-1
	1459
	-
	10.3.0
	Rel‑10
	Adding band XXII in spurious emission test cases in 34.121-1
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-121120
	34.121-2
	0127
	-
	10.3.0
	Rel‑10
	Adding band XXVI into ICS proforma tables
	approved
	F
	10.4.0
	e850_UB-UEConTest
	R5

	RP-121115
	34.121-2
	0128
	-
	10.3.0
	Rel‑10
	Applicability changes for test case 9.2.1LC and 9.2.1LD
	approved
	F
	10.4.0
	4C_HSDPA-UEConTest
	R5

	RP-121089
	34.121-2
	0129
	-
	10.3.0
	Rel‑10
	Specifying redundant test cases in 34.121-2
	approved
	F
	10.4.0
	TEI_Test
	R5

	RP-121102
	34.122
	0413
	-
	11.2.0
	Rel‑11
	Corrections to the frequency band requirements
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-121094
	34.122
	0414
	-
	11.2.0
	Rel‑11
	Completing Test case 8.7.16 in 34.122
	approved
	F
	11.3.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.122
	0415
	-
	11.2.0
	Rel‑11
	Correction to 8.7.15 E-UTRAN TDD RSRP
	approved
	F
	11.3.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.122
	0416
	-
	11.2.0
	Rel‑11
	Alignment of test procedure steps in TDD cell reselection tests
	approved
	F
	11.3.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.122
	0417
	-
	11.2.0
	Rel‑11
	Clarification of the release of UTRAN-EUTRAN Inter-RAT RRM test cases in 34.122
	approved
	F
	11.3.0
	LTE-UEConTest_RF
	R5

	RP-121089
	34.123-1
	3153
	-
	10.1.0
	Rel‑10
	Correction to GCF WI-10 RRC test case 8.1.10.1
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121090
	34.123-1
	3154
	-
	10.1.0
	Rel‑10
	Correction the message direction in test case 8.3.1.3a for LCR TDD.
	approved
	F
	10.2.0
	TEI4_Test
	R5

	RP-121090
	34.123-1
	3155
	-
	10.1.0
	Rel‑10
	Change the power level in test case 8.4.1.7a for LCR TDD.
	approved
	F
	10.2.0
	TEI4_Test
	R5

	RP-121102
	34.123-1
	3156
	-
	10.1.0
	Rel‑10
	Removal of ETWS test case 8.1.1.14
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121102
	34.123-1
	3157
	-
	10.1.0
	Rel‑10
	Correction of TC 8.1.1.13 for ETWS test case
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121103
	34.123-1
	3158
	-
	10.1.0
	Rel‑10
	Update of test case 13.4.1
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121103
	34.123-1
	3159
	-
	10.1.0
	Rel‑10
	Update of test case 13.4.2
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121103
	34.123-1
	3160
	-
	10.1.0
	Rel‑10
	Update of test case 13.4.3
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121103
	34.123-1
	3161
	-
	10.1.0
	Rel‑10
	Update of test case 13.4.4
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121103
	34.123-1
	3162
	-
	10.1.0
	Rel‑10
	Update of test case 13.4.5
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121114
	34.123-1
	3163
	-
	10.1.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.4a (TDD)
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3164
	-
	10.1.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.5
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3165
	-
	10.1.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.5a (TDD)
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121103
	34.123-1
	3166
	-
	10.1.0
	Rel‑10
	Update of TC 13.4.6 (IMS Emergency CT1 aspects UMTS)
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121103
	34.123-1
	3167
	-
	10.1.0
	Rel‑10
	Update of TC 13.4.8 (IMS Emergency CT1 aspects UMTS)
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121089
	34.123-1
	3168
	-
	10.1.0
	Rel‑10
	Correction to P-GSM, E-GSM and R-GSM support handling in test case 8.1.5.7
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121111
	34.123-1
	3169
	-
	10.1.0
	Rel‑10
	Addition of UTRA FDD test frequencies for idle mode test cases and Operating Band XXV
	approved
	F
	10.2.0
	E1900-UEConTest
	R5

	RP-121102
	34.123-1
	3170
	-
	10.1.0
	Rel‑10
	Correction to CSG test case 6.3.3.1
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121092
	34.123-1
	3171
	-
	10.1.0
	Rel‑10
	"Correction to TS 34.123-1 TC 7.1.6.2.6 ""MAC-es/s correct handling of relative grants"""
	approved
	F
	10.2.0
	TEI6_Test
	R5

	RP-121102
	34.123-1
	3172
	-
	10.1.0
	Rel‑10
	Addition of new RRC testcase 8.3.4.22 with discontinous reception and transmission for DC-HSDPA
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121102
	34.123-1
	3173
	-
	10.1.0
	Rel‑10
	Addition of new RRC test case 8.3.1.53 for Absolute priority based cell reselection failure
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121092
	34.123-1
	3174
	-
	10.1.0
	Rel‑10
	"Correction to TS 34.123-1 TC 7.1.6.2.11 ""MAC-es/e correct handling of absolute and relative grants in discontinuous downlink reception operation"""
	approved
	F
	10.2.0
	TEI6_Test
	R5

	RP-121102
	34.123-1
	3175
	-
	10.1.0
	Rel‑10
	Update of UTRA test case 12.9.7b Service Request / rejected / No Suitable Cells In Location Area
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121089
	34.123-1
	3176
	-
	10.1.0
	Rel‑10
	Correction to Idle mode check procedure
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121093
	34.123-1
	3177
	-
	10.1.0
	Rel‑10
	Correction to Rel‑7 CPC testcase 8.2.2.53
	approved
	F
	10.2.0
	TEI7_Test
	R5

	RP-121102
	34.123-1
	3178
	-
	10.1.0
	Rel‑10
	Correction to Rel‑8 MAC-I/Is testcase 7.1.7.3
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121102
	34.123-1
	3179
	-
	10.1.0
	Rel‑10
	Clarification for test case 8.1.9c
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121102
	34.123-1
	3180
	-
	10.1.0
	Rel‑10
	Addition of a new test case: 8.1.9d
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121102
	34.123-1
	3181
	-
	10.1.0
	Rel‑10
	Addition of a new test case: 8.1.9e
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121089
	34.123-1
	3182
	-
	10.1.0
	Rel‑10
	Update to test case 8.1.5.7
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121102
	34.123-1
	3183
	-
	10.1.0
	Rel‑10
	Addition of new RRC test case 8.3.1.54 for Absolute priority based cell reselection when more than one cell meets the criterion.
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121114
	34.123-1
	3184
	-
	10.1.0
	Rel‑10
	Correction to UTRAN ANR test case 8.7.1.1
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3185
	-
	10.1.0
	Rel‑10
	Correction to UTRAN ANR test case 8.7.1.2
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3186
	-
	10.1.0
	Rel‑10
	Correction to UTRAN ANR test case 8.7.1.3
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3187
	-
	10.1.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.4
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3188
	-
	10.1.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.1a (TDD)
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3189
	-
	10.1.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.2a (TDD)
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3190
	-
	10.1.0
	Rel‑10
	New UTRAN ANR test case 8.7.1.3a (TDD)
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121112
	34.123-1
	3191
	-
	10.1.0
	Rel‑10
	Addition of MDT test case 8.6.2.2
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121112
	34.123-1
	3192
	-
	10.1.0
	Rel‑10
	Addition of MDT test case 8.6.2.3
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121112
	34.123-1
	3193
	-
	10.1.0
	Rel‑10
	Addition of MDT test case 8.6.2.4
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121112
	34.123-1
	3194
	-
	10.1.0
	Rel‑10
	Addition of MDT test case 8.6.2.5
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121112
	34.123-1
	3195
	-
	10.1.0
	Rel‑10
	Addition of MDT test case 8.6.2.6
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121112
	34.123-1
	3196
	-
	10.1.0
	Rel‑10
	Addition of MDT test case 8.6.2.7
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121114
	34.123-1
	3197
	-
	10.1.0
	Rel‑10
	New UTRAN ANR GERAN Inter-RAT test case 8.7.2.1
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121114
	34.123-1
	3198
	-
	10.1.0
	Rel‑10
	New UTRAN ANR GERAN Inter-RAT test case 8.7.2.1a (TDD)
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121102
	34.123-1
	3199
	-
	10.1.0
	Rel‑10
	Correction of TC 8.1.1.19 for ETWS test case
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121115
	34.123-1
	3200
	-
	10.1.0
	Rel‑10
	Introduction of new Test Case 8.2.2.80
	approved
	F
	10.2.0
	4C_HSDPA-UEConTest
	R5

	RP-121115
	34.123-1
	3201
	-
	10.1.0
	Rel‑10
	Introduction of new Test Case 8.2.1.45
	approved
	F
	10.2.0
	4C_HSDPA-UEConTest
	R5

	RP-121090
	34.123-1
	3202
	-
	10.1.0
	Rel‑10
	Correction to LCR TDD TC8.3.1.3a
	approved
	F
	10.2.0
	TEI4_Test
	R5

	RP-121103
	34.123-2
	0604
	-
	10.1.0
	Rel‑10
	Change some test case version for LCR TDD from Rel‑8 to Rel‑9 in 34.123-2
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121102
	34.123-2
	0605
	-
	10.1.0
	Rel‑10
	Removal applicability for ETWS TC 8.1.1.14
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121103
	34.123-2
	0606
	-
	10.1.0
	Rel‑10
	Adding applicability for new test cases 13.4.4 and 13.4.5
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121102
	34.123-2
	0607
	-
	10.1.0
	Rel‑10
	Addition of Applicability for new Test Cases for Absolute priority based cell reselection.
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121102
	34.123-2
	0608
	-
	10.1.0
	Rel‑10
	Modification of title for test case 8.1.1.19
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121114
	34.123-2
	0609
	-
	10.1.0
	Rel‑10
	Addition of applicability of new UTRAN ANR test cases
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121102
	34.123-2
	0610
	-
	10.1.0
	Rel‑10
	Correction to the release information of ICS item 'Support for CS Voice over HSPA' of A.18a/30
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121102
	34.123-2
	0611
	-
	10.1.0
	Rel‑10
	Addition of applicability for test cases 8.1.9d and 8.1.9e
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121089
	34.123-2
	0612
	-
	10.1.0
	Rel‑10
	Correction to the conditions of C438, C455 and C456 to Void
	approved
	F
	10.2.0
	TEI_Test
	R5

	RP-121115
	34.123-2
	0613
	-
	10.1.0
	Rel‑10
	Applicability of Test Cases 8.2.1.45 and 8.2.2.80
	approved
	F
	10.2.0
	4C_HSDPA-UEConTest
	R5

	RP-121112
	34.123-2
	0614
	-
	10.1.0
	Rel‑10
	Addition of applicability statement for MDT test cases
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121102
	34.123-2
	0615
	-
	10.1.0
	Rel‑10
	Addition of Applicability for new DC-HSDPA Test Cases
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-121103
	34.123-3
	2978
	-
	10.0.0
	Rel‑10
	34123-3: Routine maintenance and updates
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-121103
	34.123-3
	2979
	-
	9.4.0
	Rel‑9
	Removal of technical content in 34.123-3 v9.4.0 and substitution with pointer to the next Release
	approved
	F
	9.5.0
	TEI9_Test
	R5

	RP-121105
	34.123-3
	2980
	-
	10.0.0
	Rel‑10
	Regression CR for UTRA wk16 ATS
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-121105
	34.123-3
	2981
	-
	10.0.0
	Rel‑10
	Addition of ETWS test case 8.1.1.13 to HSPA8_ENH ATS
	approved
	B
	10.1.0
	TEI8_Test
	R5

	RP-121105
	34.123-3
	2982
	-
	10.0.0
	Rel‑10
	Regression CR for UTRA 12wk16 ATS
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-121105
	34.123-3
	2983
	-
	10.0.0
	Rel‑10
	Addition of CS Voice over HSPA test case 7.3.7.2 to HSPA8 ATS
	approved
	B
	10.1.0
	TEI8_Test
	R5

	RP-121105
	34.123-3
	2984
	-
	10.0.0
	Rel‑10
	Addition of CS Voice over HSPA test case 8.3.1.48 to HSPA8 ATS
	approved
	B
	10.1.0
	TEI8_Test
	R5

	RP-121105
	34.123-3
	2985
	-
	10.0.0
	Rel‑10
	Correction to UTRA test case 8.1.5.7
	approved
	F
	10.1.0
	TEI_Test
	R5

	RP-121105
	34.123-3
	2986
	-
	10.0.0
	Rel‑10
	Correction to Ecall tescases.
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-121105
	34.123-3
	2987
	-
	10.0.0
	Rel‑10
	Correction to Rel‑7/Rel‑8 testcases based on 12wk23 ATS
	approved
	F
	10.1.0
	TEI7_Test
	R5

	RP-121105
	34.123-3
	2988
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-130 Improved L2 UL MAC test case 7.1.7.3 to HSPA8_ENH ATS
	approved
	B
	10.1.0
	TEI8_Test
	R5

	RP-121104
	34.123-3
	2989
	-
	10.0.0
	Rel‑10
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	10.1.0
	TEI8_Test
	R5

	RP-121105
	34.123-3
	2990
	-
	10.0.0
	Rel‑10
	Correction to HSUPA UTRA test case 14.7.8
	approved
	F
	10.1.0
	TEI6_Test
	R5

	RP-121102
	34.229-1
	0383
	-
	9.9.0
	Rel‑9
	IMS MTSI message content correction
	approved
	F
	9.10.0
	TEI8_Test
	R5

	RP-121103
	34.229-1
	0384
	-
	9.9.0
	Rel‑9
	Update to test case 12.19
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-1
	0385
	-
	9.9.0
	Rel‑9
	Update generic procedure C.21
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-1
	0386
	-
	9.9.0
	Rel‑9
	Update generic procedure C.25
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-1
	0387
	-
	9.9.0
	Rel‑9
	Update generic procedure C.26
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-1
	0388
	-
	9.9.0
	Rel‑9
	Update the default messages for IMS video
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-1
	0389
	-
	9.9.0
	Rel‑9
	Updates to 17.1 - MO Speech, add video remove video
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-1
	0390
	-
	9.9.0
	Rel‑9
	Updates to 17.2 - MT Speech, add video remove video
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-2
	0109
	-
	9.9.0
	Rel‑9
	Update to ICS proforma table for Additional information
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121103
	34.229-3
	0067
	-
	9.4.0
	Rel‑9
	34229-3: Routine maintenance and updates
	approved
	F
	9.5.0
	TEI9_Test
	R5

	RP-121221
	34.229-3
	0068
	-
	9.4.0
	Rel‑9
	TTCN IMS correction
	approved
	F
	9.5.0
	TEI8_Test
	R5

	RP-121221
	34.229-3
	0069
	-
	9.4.0
	Rel‑9
	Addition of GCF WI-031 IMS test case 8.10
	approved
	B
	9.5.0
	TEI8_Test
	R5

	RP-121221
	34.229-3
	0070
	-
	9.4.0
	Rel‑9
	Addition of GCF WI-031 IMS test case 8.12
	approved
	B
	9.5.0
	TEI8_Test
	R5

	RP-121221
	34.229-3
	0071
	-
	9.4.0
	Rel‑9
	Addition of GCF WI-031 IMS test case 8.13
	approved
	B
	9.5.0
	TEI8_Test
	R5

	RP-121221
	34.229-3
	0072
	-
	9.4.0
	Rel‑9
	Addition of GCF WI-128 IMS test case 18.1
	approved
	B
	9.5.0
	TEI8_Test
	R5

	RP-121221
	34.229-3
	0073
	-
	9.4.0
	Rel‑9
	Addition of GCF WI-128 IMS test case 18.2
	approved
	B
	9.5.0
	TEI8_Test
	R5

	RP-121221
	34.229-3
	0074
	-
	9.4.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 16.1
	approved
	B
	9.5.0
	TEI8_Test
	R5

	RP-121221
	34.229-3
	0075
	-
	9.4.0
	Rel‑9
	Addition of GCF WI-103 IMS test case 16.2
	approved
	B
	9.5.0
	TEI8_Test
	R5

	RP-121106
	34.229-3
	0076
	-
	9.4.0
	Rel‑9
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	9.5.0
	TEI8_Test
	R5

	RP-121094
	34.902
	0019
	-
	9.3.0
	Rel‑9
	Add Test Tolerance analyses for TS 34.121-1 Test Cases 8.7.10 and 8.7.11
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-121094
	34.902
	0020
	-
	9.3.0
	Rel‑9
	Add Test Tolerance analyses for TS 34.121-1 Test Cases 8.7.12 and 8.7.13
	approved
	F
	9.4.0
	LTE-UEConTest_RF
	R5

	RP-121294
	36.101
	1227
	-
	8.18.0
	Rel‑8
	Correct Transport Block size in 9RB 16QAM Uplink Reference Measurement Channel
	approved
	F
	8.19.0
	LTE-RF
	R4

	RP-121294
	36.101
	1228
	-
	9.12.0
	Rel‑9
	Correct Transport Block size in 9RB 16QAM Uplink Reference Measurement Channel
	approved
	A
	9.13.0
	LTE-RF
	R4

	RP-121294
	36.101
	1229
	-
	10.7.0
	Rel‑10
	Correct Transport Block size in 9RB 16QAM Uplink Reference Measurement Channel
	approved
	A
	10.8.0
	LTE-RF
	R4

	RP-121294
	36.101
	1230
	-
	11.1.0
	Rel‑11
	Correct Transport Block size in 9RB 16QAM Uplink Reference Measurement Channel
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121301
	36.101
	1231
	-
	9.12.0
	Rel‑9
	RF: Missleading note-references in test parameters for transmission mode 8
	approved
	F
	9.13.0
	LTE-RF
	R4

	RP-121313
	36.101
	1232
	1
	10.7.0
	Rel‑10
	RF: Corrections to power allocation parameters for transmission mode 8
	approved
	F
	10.8.0
	LTE-RF
	R4

	RP-121313
	36.101
	1233
	1
	11.1.0
	Rel‑11
	RF: Corrections to power allocation parameters for transmission mode 8 (Rel‑11)
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121304
	36.101
	1234
	-
	10.7.0
	Rel‑10
	RF-CA: non-CA notation and applicability of test points in scenarios without and with CA operation
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.101
	1235
	-
	11.1.0
	Rel‑11
	RF-CA: non-CA notation and applicability of test points in scenarios without and with CA operation (Rel‑11)
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121305
	36.101
	1236
	-
	10.7.0
	Rel‑10
	ACK/NACK feedback modes for FDD and TDD TM4 CA demodulation requirements (Rel‑10)
	approved
	F
	10.8.0
	LTE_CA-Perf
	R4

	RP-121305
	36.101
	1237
	-
	11.1.0
	Rel‑11
	ACK/NACK feedback modes for FDD and TDD TM4 CA demodulation requirements (Rel‑11)
	approved
	A
	11.2.0
	LTE_CA-Perf
	R4

	RP-121305
	36.101
	1238
	-
	10.7.0
	Rel‑10
	Correction of feedback mode for CA TDD demodulation requirements (resubmission of R4-63AH-0194 for Rel‑10)
	approved
	F
	10.8.0
	LTE_CA-Perf
	R4

	RP-121305
	36.101
	1239
	-
	11.1.0
	Rel‑11
	Correction of feedback mode for CA TDD demodulation requirements (resubmission of R4-63AH-0194 for Rel‑11)
	approved
	A
	11.2.0
	LTE_CA-Perf
	R4

	RP-121302
	36.101
	1240
	-
	10.7.0
	Rel‑10
	ABS pattern setup for MBSFN ABS test (resubmission of R4-63AH-0204 for Rel‑10)
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1241
	-
	11.1.0
	Rel‑11
	ABS pattern setup for MBSFN ABS test (resubmission of R4-63AH-0204 for Rel‑11)
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1242
	-
	10.7.0
	Rel‑10
	CR on eICIC CQI definition test (resubmission of R4-63AH-0205 for Rel‑10)
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1243
	-
	11.1.0
	Rel‑11
	CR on eICIC CQI definition test (resubmission of R4-63AH-0205 for Rel‑11)
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1244
	1
	10.7.0
	Rel‑10
	Transmission of CQI feedback and other corrections (Rel‑10)
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1245
	-
	11.1.0
	Rel‑11
	Transmission of CQI feedback and other corrections (Rel‑11)
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1246
	1
	10.7.0
	Rel‑10
	Target SNR setting for eICIC MBSFN-ABS demodulation requirements (Rel‑10)
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1247
	-
	11.1.0
	Rel‑11
	Target SNR setting for eICIC MBSFN-ABS demodulation requirements (Rel‑11)
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121335
	36.101
	1248
	-
	11.1.0
	Rel‑11
	Introduction of CA_1_21 RF requirements into TS 36.101
	approved
	B
	11.2.0
	LTE_CA_B1_B21-Core
	R4

	RP-121300
	36.101
	1250
	-
	10.7.0
	Rel‑10
	Corrections of spurious emission band UE co-existence applicable in Japan
	approved
	F
	10.8.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	36.101
	1251
	-
	11.1.0
	Rel‑11
	Corrections of spurious emission band UE co-existence applicable in Japan
	approved
	A
	11.2.0
	RInImp9-UMTSLTE800
	R4

	RP-121306
	36.101
	1252
	-
	10.7.0
	Rel‑10
	Correction on RMC for frequency non-selective CQI test
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1253
	-
	11.1.0
	Rel‑11
	Correction on RMC for frequency non-selective CQI test
	approved
	A
	11.2.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1254
	1
	10.7.0
	Rel‑10
	Requirements for the eDL-MIMO CQI test
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1255
	-
	11.1.0
	Rel‑11
	Requirements for the eDL-MIMO CQI test
	approved
	A
	11.2.0
	LTE_eDL_MIMO
	R4

	RP-121302
	36.101
	1256
	1
	10.7.0
	Rel‑10
	Clarification on PDSCH test setup under MBSFN ABS
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1257
	-
	11.1.0
	Rel‑11
	Clarification on PDSCH test setup under MBSFN ABS
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121316
	36.101
	1258
	-
	11.1.0
	Rel‑11
	Update of Band 28 requirements
	approved
	F
	11.2.0
	LTE_APAC700-Core, LTE-RF
	R4

	RP-121313
	36.101
	1261
	1
	10.7.0
	Rel‑10
	Applicabilty of statement allowing RBW < Meas BW for spurious
	approved
	F
	10.8.0
	LTE-RF
	R4

	RP-121313
	36.101
	1262
	-
	11.1.0
	Rel‑11
	Applicabilty of statement allowing RBW < Meas BW for spurious
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121298
	36.101
	1263
	-
	9.12.0
	Rel‑9
	Clarification of RB allocation for DRS demodulation tests
	approved
	F
	9.13.0
	LTEimp-eDL
	R4

	RP-121298
	36.101
	1264
	-
	10.7.0
	Rel‑10
	Clarification of RB allocation for DRS demodulation tests
	approved
	A
	10.8.0
	LTEimp-eDL
	R4

	RP-121298
	36.101
	1265
	-
	11.1.0
	Rel‑11
	Clarification of RB allocation for DRS demodulation tests
	approved
	A
	11.2.0
	LTEimp-eDL
	R4

	RP-121304
	36.101
	1266
	1
	10.7.0
	Rel‑10
	Removal of brackets for CA Tx
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.101
	1267
	-
	11.1.0
	Rel‑11
	Removal of brackets for CA Tx
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121337
	36.101
	1268
	1
	11.1.0
	Rel‑11
	TS 36.101 CR for CA_38
	approved
	B
	11.2.0
	LTE_CA_B38-Core
	R4

	RP-121327
	36.101
	1269
	-
	11.1.0
	Rel‑11
	Introduction of CA_B7_B20 in 36.101
	approved
	B
	11.2.0
	LTE_CA_B7_B20-core
	R4

	RP-121313
	36.101
	1270
	-
	10.7.0
	Rel‑10
	Corrections of FRC subframe allocations and other minor problems
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121313
	36.101
	1271
	-
	11.1.0
	Rel‑11
	Corrections of FRC subframe allocations and other minor problems
	approved
	A
	11.2.0
	TEI10
	R4

	RP-121305
	36.101
	1272
	-
	10.7.0
	Rel‑10
	Adding missed code rate of R.35-1 TDD for R10
	approved
	F
	10.8.0
	LTE_CA-Perf
	R4

	RP-121305
	36.101
	1273
	1
	10.7.0
	Rel‑10
	Introduction of requirements for TDD CA Soft Buffer Limitation
	approved
	F
	10.8.0
	LTE_CA-Perf
	R4

	RP-121305
	36.101
	1274
	-
	11.1.0
	Rel‑11
	Introduction of requirements for TDD CA Soft Buffer Limitation
	approved
	A
	11.2.0
	LTE_CA-Perf
	R4

	RP-121307
	36.101
	1275
	1
	10.7.0
	Rel‑10
	Correction of eDL-MIMIO CSI RMC tables and references
	approved
	F
	10.8.0
	LTE_eDL_MIMO-Perf
	R4

	RP-121307
	36.101
	1276
	-
	11.1.0
	Rel‑11
	Correction of eDL-MIMIO CSI RMC tables and references
	approved
	A
	11.2.0
	LTE_eDL_MIMO-Perf
	R4

	RP-121307
	36.101
	1277
	-
	10.7.0
	Rel‑10
	Correction of MIMO channel model for polarized antennas
	approved
	F
	10.8.0
	LTE_eDL_MIMO-Perf
	R4

	RP-121307
	36.101
	1278
	-
	11.1.0
	Rel‑11
	Correction of MIMO channel model for polarized antennas
	approved
	A
	11.2.0
	LTE_eDL_MIMO-Perf
	R4

	RP-121303
	36.101
	1279
	1
	10.7.0
	Rel‑10
	Addition of 15 and 20MHz Bandwidths for Band 23 to TS 36.101 (Rel‑10)
	approved
	C
	10.8.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-121303
	36.101
	1280
	-
	11.1.0
	Rel‑11
	Addition of 15 and 20MHz Bandwidths for Band 23 to TS 36.101 (Rel‑11)
	approved
	A
	11.2.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-121334
	36.101
	1283
	1
	11.1.0
	Rel‑11
	Add requirements for inter-band CA of B_1-18 and B_11-18 in TS 36.101
	approved
	B
	11.2.0
	LTE_CA_B1_B18-core
	R4

	RP-121304
	36.101
	1284
	1
	10.7.0
	Rel‑10
	CR for A-MPR masks for NS_CA_1C
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.101
	1285
	1
	11.1.0
	Rel‑11
	CR for MPR mask for multi-clustered simultaneous transmission in single CC in Rel‑11
	approved
	B
	11.2.0
	LTE_CA-Core
	R4

	RP-121445
	36.101
	1286
	2
	9.12.0
	Rel‑9
	Introduction of Japanese Regulatory Requirements to LTE Band 8 (R9)
	approved
	F
	9.13.0
	TEI9
	R4

	RP-121216
	36.101
	1286
	1
	9.12.0
	Rel‑9
	Introduction of Japanese Regulatory Requirements to LTE Band 8(R9)
	revised
	F
	
	TEI9
	R4

	RP-121446
	36.101
	1287
	2
	10.7.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements to LTE Band 8 (R10)
	approved
	A
	10.8.0
	TEI9
	R4

	RP-121217
	36.101
	1287
	1
	10.7.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements to LTE Band 8(R10)
	revised
	A
	
	TEI9
	R4

	RP-121447
	36.101
	1288
	2
	11.1.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements to LTE Band 8 (R11)
	approved
	A
	11.2.0
	TEI9
	R4

	RP-121218
	36.101
	1288
	1
	11.1.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements to LTE Band 8(R11)
	revised
	A
	
	TEI9
	R4

	RP-121315
	36.101
	1289
	-
	11.1.0
	Rel‑11
	CR for Band 27 MOP
	approved
	F
	11.2.0
	LTE_e850_LB-Core
	R4

	RP-121315
	36.101
	1290
	-
	11.1.0
	Rel‑11
	CR for Band 27 A-MPR
	approved
	C
	11.2.0
	LTE_e850_LB-Core
	R4

	RP-121316
	36.101
	1291
	-
	11.1.0
	Rel‑11
	CR to replace protected frequency range with new band number 27
	approved
	D
	11.2.0
	LTE_APAC700-Core
	R4

	RP-121215
	36.101
	1292
	1
	11.1.0
	Rel‑11
	Introduction of CA band combination Band3 + Band5 to TS 36.101
	approved
	B
	11.2.0
	LTE_CA_B3_B5-Core
	R4

	RP-121329
	36.101
	1292
	-
	11.1.0
	Rel‑11
	Introduction of CA band combination Band3 + Band5 to TS 36.101
	revised
	B
	
	LTE_CA_B3_B5-Core
	R4

	RP-121306
	36.101
	1297
	1
	10.7.0
	Rel‑10
	Requirements for eDL-MIMO RI test
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1300
	1
	11.1.0
	Rel‑11
	Requirements for eDL-MIMO RI test
	approved
	A
	11.2.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1303
	-
	10.7.0
	Rel‑10
	Corrections to TM9 demodulation tests
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1304
	-
	11.1.0
	Rel‑11
	Corrections to TM9 demodulation tests
	approved
	A
	11.2.0
	LTE_eDL_MIMO
	R4

	RP-121313
	36.101
	1305
	-
	10.7.0
	Rel‑10
	Correction to PCFICH power parameter setting
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121313
	36.101
	1306
	-
	11.1.0
	Rel‑11
	Correction to PCFICH power parameter setting
	approved
	A
	11.2.0
	TEI10
	R4

	RP-121306
	36.101
	1308
	1
	10.7.0
	Rel‑10
	Correction on frequency non-selective CQI test
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1310
	1
	11.1.0
	Rel‑11
	Correction on frequency non-selective CQI test
	approved
	A
	11.2.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1311
	1
	10.7.0
	Rel‑10
	eDL-MIMO CQI/PMI test
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R4

	RP-121306
	36.101
	1313
	1
	11.1.0
	Rel‑11
	eDL-MIMO CQI/PMI test
	approved
	A
	11.2.0
	LTE_eDL_MIMO
	R4

	RP-121313
	36.101
	1315
	-
	10.7.0
	Rel‑10
	Correction of the definition of unsynchronized operation
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121313
	36.101
	1316
	-
	11.1.0
	Rel‑11
	Correction of the definition of unsynchronized operation
	approved
	A
	11.2.0
	TEI10
	R4

	RP-121304
	36.101
	1319
	1
	10.7.0
	Rel‑10
	Correction to Transmit Modulation Quality Tests for Intra-Band CA
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.101
	1320
	1
	11.1.0
	Rel‑11
	Correction to Transmit Modulation Quality Tests for Intra-Band CA
	approved
	F
	11.2.0
	LTE_CA-Core
	R4

	RP-121338
	36.101
	1324
	2
	11.1.0
	Rel‑11
	36.101 CR for LTE_CA_B7
	approved
	B
	11.2.0
	LTE_CA_B7-Core
	R4

	RP-121331
	36.101
	1325
	-
	11.1.0
	Rel‑11
	Introduction of CA_3_20 RF requirements into TS 36.101
	approved
	B
	11.2.0
	LTE_CA_B3_B20-Core
	R4

	RP-121316
	36.101
	1326
	-
	11.1.0
	Rel‑11
	A-MPR table correction for NS_18
	approved
	F
	11.2.0
	LTE_APAC700-Core, LTE-RF
	R4

	RP-121304
	36.101
	1331
	1
	10.7.0
	Rel‑10
	Bandwidth combination sets for intra-band and inter-band carrier aggregation
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.101
	1332
	1
	11.1.0
	Rel‑11
	Bandwidth combination sets for intra-band and inter-band carrier aggregation
	approved
	F
	11.2.0
	LTE_CA-Core
	R4

	RP-121325
	36.101
	1339
	-
	11.1.0
	Rel‑11
	Introduction of LTE Advanced Carrier Aggregation of Band 4 and Band 13
	approved
	F
	11.2.0
	LTE_CA_B4_B13-Core
	R4

	RP-121326
	36.101
	1340
	1
	11.1.0
	Rel‑11
	Introduction of CA configurations CA-12A-4A and CA-17A-4A
	approved
	F
	11.2.0
	LTE_CA_B4_B12-Core
	R4

	RP-121324
	36.101
	1341
	-
	11.1.0
	Rel‑11
	Introduction of CA_B3_B7 in 36.101
	approved
	B
	11.2.0
	LTE_CA_B3_B7-Core
	R4

	RP-121328
	36.101
	1343
	-
	11.1.0
	Rel‑11
	Introduction of Band 2 + Band 17 inter-band CA configuration into 36.101
	approved
	B
	11.2.0
	LTE_CA_B2_B17-Core
	R4

	RP-121260
	36.101
	1344
	1
	11.1.0
	Rel‑11
	Introduction of Band 29 (UE RF)
	withdrawn
	B
	
	LTE_DL_FDD700-Core
	R4

	RP-121295
	36.101
	1345
	-
	8.18.0
	Rel‑8
	Random precoding granularity in PMI tests
	approved
	F
	8.19.0
	LTE-RF
	R4

	RP-121295
	36.101
	1348
	-
	9.12.0
	Rel‑9
	Random precoding granularity in PMI tests
	approved
	A
	9.13.0
	LTE-RF
	R4

	RP-121306
	36.101
	1349
	1
	10.7.0
	Rel‑10
	FRC for TM9 FDD
	approved
	F
	10.8.0
	LTE_eDL_MIMO
	R4

	RP-121295
	36.101
	1350
	-
	10.7.0
	Rel‑10
	Random precoding granularity in PMI tests
	approved
	A
	10.8.0
	LTE-RF
	R4

	RP-121306
	36.101
	1351
	-
	11.1.0
	Rel‑11
	FRC for TM9 FDD
	approved
	A
	11.2.0
	LTE_eDL_MIMO
	R4

	RP-121295
	36.101
	1352
	-
	11.1.0
	Rel‑11
	Random precoding granularity in PMI tests
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121302
	36.101
	1357
	-
	10.7.0
	Rel‑10
	Introduction of RI test for eICIC
	approved
	B
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.101
	1358
	-
	11.1.0
	Rel‑11
	Introduction of RI test for eICIC
	approved
	B
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121304
	36.101
	1359
	-
	10.7.0
	Rel‑10
	Notes for deltaTib and deltaRib tables
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.101
	1360
	-
	11.1.0
	Rel‑11
	Notes for deltaTib and deltaRib tables
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121304
	36.101
	1361
	-
	11.1.0
	Rel‑11
	CR for A-MPR masks for NS_CA_1C
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121328
	36.104
	0306
	-
	11.1.0
	Rel‑11
	Introduction of CA band combination Band2 + Band17 to TS 36.104
	approved
	B
	11.2.0
	LTE_CA_B2_B17-Core
	R4

	RP-121321
	36.104
	0307
	-
	11.1.0
	Rel‑11
	Correction to intra-band non-contiguous carrier aggregation bands acronym
	approved
	F
	11.2.0
	LTE_CA_enh-Core
	R4

	RP-121335
	36.104
	0308
	-
	11.1.0
	Rel‑11
	Introduction of CA band combination Band1 + Band21 to TS 36.104
	approved
	B
	11.2.0
	LTE_CA_B1_B21-Core
	R4

	RP-121327
	36.104
	0309
	-
	11.1.0
	Rel‑11
	Introduction of CA_B7_B20 in 36.104
	approved
	B
	11.2.0
	LTE_CA_B7_B20-core
	R4

	RP-121301
	36.104
	0310
	-
	9.12.0
	Rel‑9
	Introduction of Japanese regulatory requirements for LTE band 8 in 36.104 R9
	approved
	F
	9.13.0
	TEI9
	R4

	RP-121301
	36.104
	0311
	-
	10.7.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements for LTE band 8 in 36.104 R10
	approved
	A
	10.8.0
	TEI9
	R4

	RP-121301
	36.104
	0312
	-
	11.1.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements for LTE band 8 in 36.104 R11
	approved
	A
	11.2.0
	TEI9
	R4

	RP-121340
	36.104
	0313
	2
	11.1.0
	Rel‑11
	Performant requirements of PUCCH format 2 with DTX detection for 36.104
	approved
	B
	11.2.0
	TEI11
	R4

	RP-121334
	36.104
	0314
	1
	11.1.0
	Rel‑11
	Add requirements for inter-band CA of B_1-18 in TS 36.104
	approved
	B
	11.2.0
	LTE_CA_B1_B18-core
	R4

	RP-121338
	36.104
	0315
	1
	11.1.0
	Rel‑11
	36.104 CR for LTE_CA_B7
	approved
	B
	11.2.0
	LTE_CA_B7-Core
	R4

	RP-121340
	36.104
	0316
	2
	11.1.0
	Rel‑11
	Reusing band 41 requirements for the Japan 2.5G TDD band
	approved
	F
	11.2.0
	TEI11
	R4

	RP-121329
	36.104
	0317
	-
	11.1.0
	Rel‑11
	Introduction of CA band combination Band3 + Band5 to TS 36.104
	approved
	B
	11.2.0
	LTE_CA_B3_B5-Core
	R4

	RP-121321
	36.104
	0318
	1
	11.1.0
	Rel‑11
	Intra-band non-contiguous CA BS receiver requirement
	approved
	F
	11.2.0
	LTE_CA_enh-Core
	R4

	RP-121300
	36.104
	0323
	-
	10.7.0
	Rel‑10
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	F
	10.8.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	36.104
	0324
	-
	11.1.0
	Rel‑11
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	A
	11.2.0
	RInImp9-UMTSLTE800
	R4

	RP-121331
	36.104
	0325
	-
	11.1.0
	Rel‑11
	Introduction of CA_3_20 RF requirements into TS 36.104
	approved
	B
	11.2.0
	LTE_CA_B3_B20-Core
	R4

	RP-121333
	36.104
	0327
	-
	11.1.0
	Rel‑11
	Introduction of CA_8_20 RF requirements into TS 36.104
	approved
	B
	11.2.0
	LTE_CA_B8_B20-Core
	R4

	RP-121324
	36.104
	0328
	-
	11.1.0
	Rel‑11
	Introduction of CA_B3_B7 in 36.104
	approved
	B
	11.2.0
	LTE_CA_B3_B7-Core
	R4

	RP-121261
	36.104
	0329
	2
	11.1.0
	Rel‑11
	Introduction of Band 29 (BS RF)
	withdrawn
	B
	
	LTE_DL_FDD700-Core
	R4

	RP-121312
	36.106
	0041
	-
	10.4.0
	Rel‑10
	Update on the upper frequency limit for Spurious Emissions for Repeater
	approved
	F
	10.5.0
	RInImp8-UMTSLTE3500
	R4

	RP-121313
	36.106
	0042
	1
	10.4.0
	Rel‑10
	Introduction of missing uplink Spurious Emission limits for E-UTRA Band 36, 41 and 42
	approved
	F
	10.5.0
	TEI10
	R4

	RP-121301
	36.133
	1383
	-
	9.12.0
	Rel‑9
	Identification of Cell 3 in RRM Test cases A.4.2.7 and A.4.2.8
	approved
	F
	9.13.0
	LTE-RF
	R4

	RP-121301
	36.133
	1384
	-
	10.7.0
	Rel‑10
	Identification of Cell 3 in RRM Test cases A.4.2.7 and A.4.2.8
	approved
	A
	10.8.0
	LTE-RF
	R4

	RP-121301
	36.133
	1385
	-
	11.1.0
	Rel‑11
	Identification of Cell 3 in RRM Test cases A.4.2.7 and A.4.2.8
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121301
	36.133
	1388
	-
	9.12.0
	Rel‑9
	Making FDD-TDD Inter-freq RSRQ measurement accuracy test case band-agnostic
	approved
	F
	9.13.0
	LTE-RF
	R4

	RP-121301
	36.133
	1389
	-
	10.7.0
	Rel‑10
	Making FDD-TDD Inter-freq RSRQ measurement accuracy test case band-agnostic
	approved
	A
	10.8.0
	LTE-RF
	R4

	RP-121301
	36.133
	1390
	-
	11.1.0
	Rel‑11
	Making FDD-TDD Inter-freq RSRQ measurement accuracy test case band-agnostic
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121304
	36.133
	1391
	-
	10.7.0
	Rel‑10
	Thresholds and margins in RRM test cases A.8.16.1 and A.8.16.2
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1392
	-
	11.1.0
	Rel‑11
	Thresholds and margins in RRM test cases A.8.16.1 and A.8.16.2
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121295
	36.133
	1396
	1
	9.12.0
	Rel‑9
	Modification of Handover Delay Requirement and Test Cases from E-UTRAN to cdma2000 1x (Rel‑9)
	approved
	A
	9.13.0
	LTE-RF
	R4

	RP-121295
	36.133
	1397
	1
	10.7.0
	Rel‑10
	Modification of Handover Delay Requirement and Test Cases from E-UTRAN to cdma2000 1x (Rel‑10)
	approved
	A
	10.8.0
	LTE-RF
	R4

	RP-121295
	36.133
	1398
	1
	11.1.0
	Rel‑11
	Modification of Handover Delay Requirement and Test Cases from E-UTRAN to cdma2000 1x (Rel‑11)
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121302
	36.133
	1399
	-
	10.7.0
	Rel‑10
	Correction to RSRP/RSRQ measurement accuracy tests in MBSFN R10
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.133
	1400
	-
	11.1.0
	Rel‑11
	Correction to RSRP/RSRQ measurement accuracy tests in MBSFN R11
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121304
	36.133
	1402
	-
	10.7.0
	Rel‑10
	Activation/deactivation core requirement for carrier aggregation R10
	approved
	B
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1403
	-
	11.1.0
	Rel‑11
	Activation/ deactivation core requirement for carrier aggregation R11
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121313
	36.133
	1404
	-
	10.7.0
	Rel‑10
	Minor corrections for E-UTRAN â€" GSM measurements without Measurement Gaps and Rx-Tx measurements when PCell is changed
	approved
	F
	10.8.0
	TEI10
	R4

	RP-121313
	36.133
	1405
	-
	11.1.0
	Rel‑11
	Minor corrections for E-UTRAN â€" GSM measurements without Measurement Gaps and Rx-Tx measurements when PCell is changed
	approved
	A
	11.2.0
	TEI10
	R4

	RP-121304
	36.133
	1406
	3
	10.7.0
	Rel‑10
	RRM requirements for CA REFSENSE (Rel‑10)
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1407
	3
	11.1.0
	Rel‑11
	RRM requirements for CA REFSENSE (Rel‑11)
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1408
	-
	10.7.0
	Rel‑10
	Square Bracket Removal for RSTD measurement requirement in Pcell changing and Handover R10
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1409
	-
	11.1.0
	Rel‑11
	Square Bracket Removal for RSTD measurement requirement in Pcell changing and Handover R11
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1410
	-
	10.7.0
	Rel‑10
	Correction to the E-UTRAN secondary component carrier measurements when common DRX is used R10
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1411
	-
	11.1.0
	Rel‑11
	Correction to the E-UTRAN secondary component carrier measurements when common DRX is used R11
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1412
	-
	10.7.0
	Rel‑10
	Requirements for Inter-frequency Measurements without Gaps when DRX is used R10
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1413
	-
	11.1.0
	Rel‑11
	Requirements for Inter-frequency Measurements without Gaps when DRX is used R11
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1414
	-
	10.7.0
	Rel‑10
	Clarification on TDD UL-DL subframe configurations in inter-frequency RSTD measurement without gaps R10
	approved
	F
	10.8.0
	LTE_CA-Core
	R4

	RP-121304
	36.133
	1415
	-
	11.1.0
	Rel‑11
	Clarification on TDD UL-DL subframe configurations in inter-frequency RSTD measurement without gaps R11
	approved
	A
	11.2.0
	LTE_CA-Core
	R4

	RP-121301
	36.133
	1416
	-
	9.12.0
	Rel‑9
	Correction for E-UTRA TDD RRC connection release redirection to UTRA TDD test case R9
	approved
	F
	9.13.0
	TEI9
	R4

	RP-121301
	36.133
	1417
	-
	10.7.0
	Rel‑10
	Correction for E-UTRA TDD RRC connection release redirection to UTRA TDD test case R10
	approved
	A
	10.8.0
	TEI9
	R4

	RP-121301
	36.133
	1418
	-
	11.1.0
	Rel‑11
	Correction for E-UTRA TDD RRC connection release redirection to UTRA TDD test case R11
	approved
	A
	11.2.0
	TEI9
	R4

	RP-121340
	36.133
	1419
	-
	11.1.0
	Rel‑11
	Addition of E-UTRAN FDD - UTRAN FDD identification of a new CGI of UTRAN cell using autonomous gaps
	approved
	F
	11.2.0
	LTE-RF
	R4

	RP-121340
	36.133
	1420
	-
	11.1.0
	Rel‑11
	Addition of E-UTRAN TDD - UTRAN FDD identification of a new CGI of UTRAN cell using autonomous gaps
	approved
	F
	11.2.0
	LTE-RF
	R4

	RP-121301
	36.133
	1421
	-
	9.12.0
	Rel‑9
	Correction to E-UTRAN TDD-FDD Inter-frequency event triggered reporting test case R9
	approved
	F
	9.13.0
	LTE-RF
	R4

	RP-121301
	36.133
	1422
	-
	10.7.0
	Rel‑10
	Correction to E-UTRAN TDD-FDD Inter-frequency event triggered reporting test case R10
	approved
	A
	10.8.0
	LTE-RF
	R4

	RP-121301
	36.133
	1423
	-
	11.1.0
	Rel‑11
	Correction to E-UTRAN TDD-FDD Inter-frequency event triggered reporting test case R11
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121295
	36.133
	1424
	-
	8.18.0
	Rel‑8
	Remove the brackets for Tq of Uplink Transmit Timing R8
	approved
	F
	8.19.0
	LTE-RF
	R4

	RP-121294
	36.133
	1428
	1
	8.18.0
	Rel‑8
	Correction to RSRQ accuracy test cases R8
	approved
	F
	8.19.0
	LTE-RF
	R4

	RP-121294
	36.133
	1429
	1
	9.12.0
	Rel‑9
	Correction to RSRQ accuracy test cases R9
	approved
	F
	9.13.0
	LTE-RF
	R4

	RP-121294
	36.133
	1430
	1
	10.7.0
	Rel‑10
	Correction to RSRQ accuracy test cases R10
	approved
	F
	10.8.0
	LTE-RF
	R4

	RP-121302
	36.133
	1431
	1
	10.7.0
	Rel‑10
	Alignment for ABS configurations in RRM Tests R10
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.133
	1432
	-
	11.1.0
	Rel‑11
	Alignment for ABS configurations in RRM Tests R11
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121294
	36.133
	1433
	1
	11.1.0
	Rel‑11
	Correction to RSRQ accuracy test cases R11
	approved
	F
	11.2.0
	LTE-RF
	R4

	RP-121297
	36.133
	1436
	-
	9.12.0
	Rel‑9
	Radio conditions for PBCH reading in E-UTRA
	approved
	F
	9.13.0
	EHNB-RAN2
	R4

	RP-121297
	36.133
	1437
	-
	10.7.0
	Rel‑10
	Radio conditions for PBCH reading in E-UTRA
	approved
	A
	10.8.0
	EHNB-RAN2
	R4

	RP-121297
	36.133
	1438
	-
	11.1.0
	Rel‑11
	Radio conditions for PBCH reading in E-UTRA
	approved
	A
	11.2.0
	EHNB-RAN2
	R4

	RP-121305
	36.133
	1443
	-
	10.7.0
	Rel‑10
	Introduction of inter-frequency/ RAT measurements in CA
	approved
	F
	10.8.0
	LTE_CA-Perf
	R4

	RP-121305
	36.133
	1444
	-
	11.1.0
	Rel‑11
	Introduction of inter-frequency/ RAT measurements in CA
	approved
	A
	11.2.0
	LTE_CA-Perf
	R4

	RP-121302
	36.133
	1448
	1
	10.7.0
	Rel‑10
	ABS signal transmission configuration for RRM tests
	approved
	F
	10.8.0
	eICIC_LTE-Perf
	R4

	RP-121302
	36.133
	1449
	-
	11.1.0
	Rel‑11
	ABS signal transmission configuration for RRM tests
	approved
	A
	11.2.0
	eICIC_LTE-Perf
	R4

	RP-121340
	36.133
	1450
	1
	11.1.0
	Rel‑11
	Table format update for adding new bands
	approved
	F
	11.2.0
	TEI11
	R4

	RP-121301
	36.133
	1451
	-
	9.12.0
	Rel‑9
	Editorial correction RRM
	approved
	F
	9.13.0
	TEI9
	R4

	RP-121301
	36.133
	1452
	-
	10.7.0
	Rel‑10
	Editorial correction RRM
	approved
	A
	10.8.0
	TEI9
	R4

	RP-121295
	36.133
	1453
	-
	8.18.0
	Rel‑8
	Modification of Handover Delay Requirement and Test Cases from E-UTRAN to cdma2000 1x (Rel‑9)
	approved
	F
	8.19.0
	LTE-RF
	R4

	RP-121301
	36.133
	1454
	-
	11.1.0
	Rel‑11
	Editorial correction RRM
	approved
	A
	11.2.0
	TEI9
	R4

	RP-121305
	36.141
	0349
	-
	10.7.0
	Rel‑10
	Clarification of inter-band CA test configuration generation
	approved
	F
	10.8.0
	LTE_CA-Perf
	R4

	RP-121305
	36.141
	0350
	-
	11.1.0
	Rel‑11
	Clarification of inter-band CA test configuration generation
	approved
	A
	11.2.0
	LTE_CA-Perf
	R4

	RP-121328
	36.141
	0351
	-
	11.1.0
	Rel‑11
	Introduction of CA band combination Band2 + Band17 to TS 36.141
	approved
	B
	11.2.0
	LTE_CA_B2_B17-Core
	R4

	RP-121321
	36.141
	0352
	-
	11.1.0
	Rel‑11
	Correction to intra-band non-contiguous carrier aggregation bands acronym
	approved
	F
	11.2.0
	LTE_CA_enh-Core
	R4

	RP-121336
	36.141
	0353
	-
	11.1.0
	Rel‑11
	Introduction of CA band combination Band1 + Band21 to TS 36.141
	approved
	B
	11.2.0
	LTE_CA_B1_B21-Perf
	R4

	RP-121327
	36.141
	0354
	-
	11.1.0
	Rel‑11
	Introduction of CA_B7_B20 in 36.141
	approved
	B
	11.2.0
	LTE_CA_B7_B20-core
	R4

	RP-121301
	36.141
	0355
	-
	9.10.0
	Rel‑9
	Introduction of Japanese Regulatory Requirements for LTE band 8 in 36.141 R9
	approved
	F
	9.11.0
	TEI9
	R4

	RP-121301
	36.141
	0356
	-
	10.7.0
	Rel‑10
	Introduction of Japanese Regulatory Requirements for LTE band 8 in 36.141 R10
	approved
	A
	10.8.0
	TEI9
	R4

	RP-121301
	36.141
	0357
	-
	11.1.0
	Rel‑11
	Introduction of Japanese Regulatory Requirements for LTE band 8 in 36.141 R11
	approved
	A
	11.2.0
	TEI9
	R4

	RP-121334
	36.141
	0359
	1
	11.1.0
	Rel‑11
	Add requirements for inter-band CA of B_1-18 in TS 36.141
	approved
	B
	11.2.0
	LTE_CA_B1_B18-core
	R4

	RP-121339
	36.141
	0360
	1
	11.1.0
	Rel‑11
	36.141 CR for LTE_CA_B7
	approved
	B
	11.2.0
	LTE_CA_B7-Perf
	R4

	RP-121308
	36.141
	0361
	2
	11.1.0
	Rel‑11
	Reusing band 41 requirements for the Japan 2.5G TDD band
	approved
	F
	11.2.0
	LTE_TDD_2600_US
	R4

	RP-121330
	36.141
	0362
	1
	11.1.0
	Rel‑11
	Introduction of CA band combination Band3 + Band5 to TS 36.141
	approved
	B
	11.2.0
	LTE_CA_B3_B5-Perf
	R4

	RP-121322
	36.141
	0363
	1
	11.1.0
	Rel‑11
	Intra-band non-contiguous CA BS receiver requirement
	approved
	F
	11.2.0
	LTE_CA_enh-Perf
	R4

	RP-121300
	36.141
	0368
	-
	10.7.0
	Rel‑10
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	F
	10.8.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	36.141
	0369
	-
	11.1.0
	Rel‑11
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	A
	11.2.0
	RInImp9-UMTSLTE800
	R4

	RP-121332
	36.141
	0370
	-
	11.1.0
	Rel‑11
	Introduction of CA_3_20 RF requirements into TS 36.141
	approved
	B
	11.2.0
	LTE_CA_B3_B20-Perf
	R4

	RP-121332
	36.141
	0372
	-
	11.1.0
	Rel‑11
	Introduction of CA_8_20 RF requirements into TS 36.141
	approved
	B
	11.2.0
	LTE_CA_B3_B20-Perf
	R4

	RP-121324
	36.141
	0373
	-
	11.1.0
	Rel‑11
	Introduction of CA_B3_B7 in 36.141
	approved
	B
	11.2.0
	LTE_CA_B3_B7-Core
	R4

	RP-121312
	36.143
	0042
	-
	10.4.0
	Rel‑10
	Update on the upper frequency limit for Spurious Emissions for Repeater
	approved
	F
	10.5.0
	RInImp8-UMTSLTE3500
	R4

	RP-121313
	36.143
	0043
	1
	10.4.0
	Rel‑10
	Introduction of missing uplink Spurious Emission limits for E-UTRA Band 36, 41 and 42
	approved
	F
	10.5.0
	TEI10
	R4

	RP-121274
	36.211
	0170
	4
	10.5.0
	Rel‑11
	Introduction of an additional special subframe configuration
	approved
	B
	11.0.0
	LTE_TDD_add_subframe-Core
	R1

	RP-121272
	36.211
	0173
	-
	10.5.0
	Rel‑11
	36.211 CR0173 (Rel‑11, B) Inclusion of Rel‑11 features
	approved
	B
	11.0.0
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	R1

	RP-121272
	36.212
	0139
	-
	10.6.0
	Rel‑11
	36.212 CR0139 (Rel‑11, B) Introduction of Rel‑11 LTE-Advanced features in 36.212
	approved
	B
	11.0.0
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	R1

	RP-121274
	36.213
	0380
	4
	10.6.0
	Rel‑11
	Introduction of an additional special subframe configuration
	approved
	B
	11.0.0
	LTE_TDD_add_subframe-Core
	R1

	RP-121265
	36.213
	0382
	-
	10.6.0
	Rel‑10
	Clarification of codebook subsampling for PUCCH 2-1
	approved
	F
	10.7.0
	LTE_eDL_MIMO-Core
	R1

	RP-121266
	36.213
	0383
	-
	10.6.0
	Rel‑10
	Correction to UE transmit antenna selection
	approved
	F
	10.7.0
	LTE_UL_MIMO-Core
	R1

	RP-121264
	36.213
	0384
	-
	10.6.0
	Rel‑10
	TDD HARQ-ACK procedure for PUCCH format 1b with channel selection in carrier aggregation
	approved
	F
	10.7.0
	LTE_CA-Core
	R1

	RP-121265
	36.213
	0385
	-
	10.6.0
	Rel‑10
	Corrections for Handling CSI-RS patterns
	approved
	F
	10.7.0
	LTE_eDL_MIMO-Core
	R1

	RP-121264
	36.213
	0386
	1
	10.6.0
	Rel‑10
	Reference serving cell for pathloss estimation
	approved
	F
	10.7.0
	LTE_CA-Core
	R1

	RP-121264
	36.213
	0387
	-
	10.6.0
	Rel‑10
	Power control for PUCCH format 3 with single configured cell
	approved
	F
	10.7.0
	LTE_CA-Core
	R1

	RP-121264
	36.213
	0388
	-
	10.6.0
	Rel‑10
	ACK/NACK resource in case of channel selection
	approved
	F
	10.7.0
	LTE_CA-Core
	R1

	RP-121272
	36.213
	0389
	-
	10.6.0
	Rel‑11
	36.213 CR0389 (Rel‑11, B) Introduction of Rel‑11 features
	approved
	B
	11.0.0
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	R1

	RP-121273
	36.214
	0018
	4
	10.1.0
	Rel‑11
	UL Relative Time of Arrival
	approved
	B
	11.0.0
	LCS_LTE-NBPS-Core
	R1

	RP-121371
	36.300
	0472
	-
	11.2.0
	Rel‑11
	Introduction of EAB in 36.300
	approved
	B
	11.3.0
	SIMTC-RAN_OC-Core
	R2

	RP-121395
	36.300
	0475
	-
	11.2.0
	Rel‑11
	Corrections to physical channels of RN and the number of measurement types
	approved
	F
	11.3.0
	LTE_Relay-Core, TEI11
	R2

	RP-121362
	36.300
	0475
	-
	11.2.0
	Rel‑11
	Corrections to physical channels of RN and the number of measurement types
	reissued
	F
	
	LTE_Relay-Core, TEI11
	R2

	RP-121374
	36.300
	0476
	1
	11.2.0
	Rel‑11
	Network Based Positioning Support
	approved
	B
	11.3.0
	LCS_LTE-NBPS-Core
	R2

	RP-121379
	36.300
	0481
	-
	11.2.0
	Rel‑11
	CR on the addition of the stage-2 agreements on IDC
	approved
	B
	11.3.0
	SPIA_IDC_LTE-Core
	R2

	RP-121377
	36.300
	0483
	1
	11.2.0
	Rel‑11
	Introduction of Carrier aggregation enhancements
	approved
	B
	11.3.0
	LTE_CA_enh-Core
	R2

	RP-121380
	36.300
	0488
	-
	11.2.0
	Rel‑11
	Introduction of CoMP Resource Management
	postponed
	B
	
	COMP_LTE_DL-Core
	R2

	RP-121137
	36.300
	0493
	-
	11.2.0
	Rel‑11
	Support of MBMS Service Continuity
	approved
	B
	11.3.0
	MBMS_LTE_SC-Core
	R2

	RP-121140
	36.300
	0494
	-
	11.2.0
	Rel‑11
	Correction of GUMMEI
	approved
	B
	11.3.0
	TEI11
	R2

	RP-121382
	36.300
	0495
	-
	11.2.0
	Rel‑11
	Verification of HeNB Identity
	approved
	B
	11.3.0
	TEI11
	R2

	RP-121140
	36.300
	0496
	-
	11.2.0
	Rel‑11
	Introduction of UE Radio Capability Match procedure
	approved
	F
	11.3.0
	TEI11
	R2

	RP-121372
	36.300
	0497
	-
	11.2.0
	Rel‑11
	Support for inter-RAT MRO
	approved
	B
	11.3.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-121140
	36.300
	0498
	-
	11.2.0
	Rel‑11
	EAB for CN Overload Control
	approved
	B
	11.3.0
	SIMTC-RAN_OC-Core, TEI11
	R2

	RP-121372
	36.300
	0499
	-
	11.2.0
	Rel‑11
	Description of the failure information retrieval function for SON MRO purposes
	approved
	B
	11.3.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-121372
	36.300
	0500
	-
	11.2.0
	Rel‑11
	Description of the inter-RAT ping-pong problem
	approved
	B
	11.3.0
	SONenh2_LTE_UTRA-Core
	R2

	RP-121138
	36.300
	0501
	-
	11.2.0
	Rel‑11
	Addition of UE measurements solution for Inter-RAT energy saving scenario
	approved
	B
	11.3.0
	Netw_Energy_LTE-Core
	R2

	RP-121350
	36.302
	0031
	-
	10.4.0
	Rel‑11
	Introduction of parallel PRACH and PUSCH/PUCCH/SRS transmission
	approved
	B
	11.0.0
	LTE_CA_enh-Core
	R2

	RP-121370
	36.304
	0192
	1
	11.0.0
	Rel‑11
	Introduction of MDT multi-PLMN
	approved
	B
	11.1.0
	eMDT_UMTSLTE-Core
	R2

	RP-121289
	36.304
	0193
	-
	11.0.0
	Rel‑11
	RAN overload handling using RRC Reject
	postponed
	C
	
	TEI11
	R2

	RP-121375
	36.304
	0195
	-
	11.0.0
	Rel‑11
	Introducing MBMS enhancements
	approved
	B
	11.1.0
	MBMS_LTE_SC-Core
	R2

	RP-121374
	36.305
	0035
	1
	11.0.0
	Rel‑11
	Number of SRS transmissions
	approved
	C
	11.1.0
	LCS_LTE-NBPS-Core
	R2

	RP-121358
	36.305
	0036
	-
	9.8.0
	Rel‑9
	Clarification on the case that the eNB functions as an LCS client
	reissued
	F
	
	LCS_LTE
	R2

	RP-121394
	36.305
	0036
	-
	9.8.0
	Rel‑9
	Clarification on the case that the eNB functions as an LCS client
	approved
	F
	9.9.0
	LCS_LTE
	R2

	RP-121358
	36.305
	0037
	-
	10.3.0
	Rel‑10
	Clarification on the case that the eNB functions as an LCS client
	reissued
	A
	
	LCS_LTE
	R2

	RP-121394
	36.305
	0037
	-
	10.3.0
	Rel‑10
	Clarification on the case that the eNB functions as an LCS client
	approved
	A
	10.4.0
	LCS_LTE
	R2

	RP-121394
	36.305
	0041
	-
	11.0.0
	Rel‑11
	Clarification on the case that the eNB functions as an LCS client
	approved
	A
	11.1.0
	LCS_LTE
	R2

	RP-121358
	36.305
	0041
	-
	11.0.0
	Rel‑11
	Clarification on the case that the eNB functions as an LCS client
	reissued
	A
	
	LCS_LTE
	R2

	RP-121374
	36.305
	0042
	-
	11.0.0
	Rel‑11
	Correction to SRS configuration for UTDOA
	approved
	F
	11.1.0
	LCS_LTE-NBPS-Core
	R2

	RP-121374
	36.305
	0043
	1
	11.0.0
	Rel‑11
	Network Based Positioning Support
	approved
	B
	11.1.0
	LCS_LTE-NBPS-Core
	R2

	RP-121359
	36.306
	0098
	-
	9.6.0
	Rel‑9
	Voice support Capabilities
	approved
	F
	9.7.0
	TEI9
	R2

	RP-121359
	36.306
	0099
	-
	10.6.0
	Rel‑10
	Voice support Capabilities
	approved
	A
	10.7.0
	TEI9
	R2

	RP-121359
	36.306
	0100
	-
	11.0.0
	Rel‑11
	Voice support Capabilities
	approved
	A
	11.1.0
	TEI9
	R2

	RP-121375
	36.306
	0103
	-
	11.0.0
	Rel‑11
	Introducing MBMS enhancements
	approved
	B
	11.1.0
	MBMS_LTE_SC-Core
	R2

	RP-121362
	36.306
	0104
	-
	10.6.0
	Rel‑10
	Clarification on spatial multiplexing requirement in supportedBandCombination
	reissued
	F
	
	LTE_CA-Core
	R2

	RP-121395
	36.306
	0104
	-
	10.6.0
	Rel‑10
	Clarification on spatial multiplexing requirement in supportedBandCombination
	approved
	F
	10.7.0
	LTE_CA-Core
	R2

	RP-121395
	36.306
	0105
	-
	11.0.0
	Rel‑11
	Clarification on spatial multiplexing requirement in supportedBandCombination
	approved
	A
	11.1.0
	LTE_CA-Core
	R2

	RP-121362
	36.306
	0105
	-
	11.0.0
	Rel‑11
	Clarification on spatial multiplexing requirement in supportedBandCombination
	reissued
	A
	
	LTE_CA-Core
	R2

	RP-121360
	36.306
	0112
	-
	9.6.0
	Rel‑9
	Voice support Capabilities
	rejected
	F
	
	TEI9
	R2

	RP-121360
	36.306
	0113
	-
	10.6.0
	Rel‑10
	Voice support Capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121360
	36.306
	0114
	-
	11.0.0
	Rel‑11
	Voice support Capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121373
	36.306
	0118
	-
	11.0.0
	Rel‑11
	Introduction of optional and conditionally mandatory features for Rel‑11 UE
	postponed
	B
	
	LTE_CA_enh-Core, LTE_eDDA-Core, eMDT_UMT
	R2

	RP-121335
	36.307
	0058
	-
	10.4.0
	Rel‑10
	Introduction of CA_1A-21A to TS 36.307
	approved
	B
	10.5.0
	LTE_CA_B1_B21-Core
	R4

	RP-121335
	36.307
	0059
	-
	11.1.0
	Rel‑11
	Introduction of CA_1A-21A to TS 36.307
	approved
	B
	11.2.0
	LTE_CA_B1_B21-Core
	R4

	RP-121337
	36.307
	0060
	1
	10.4.0
	Rel‑10
	TS 36.307 CR for CA_38
	approved
	B
	10.5.0
	LTE_CA_B38-Core
	R4

	RP-121327
	36.307
	0061
	-
	10.4.0
	Rel‑10
	Introduction of CA_B7_B20 in 36.307
	approved
	B
	10.5.0
	LTE_CA_B7_B20-core
	R4

	RP-121334
	36.307
	0062
	1
	10.4.0
	Rel‑10
	Add requirements for inter-band CA of B_1-18 in TS 36.307
	approved
	B
	10.5.0
	LTE_CA_B1_B18-core
	R4

	RP-121329
	36.307
	0063
	-
	10.4.0
	Rel‑10
	Introduction of CA band combination Band3 + Band5 to TS 36.307
	approved
	B
	10.5.0
	LTE_CA_B3_B5-Core
	R4

	RP-121338
	36.307
	0064
	1
	10.4.0
	Rel‑10
	36.307 CR for LTE_CA_B7
	approved
	B
	10.5.0
	LTE_CA_B7-Core
	R4

	RP-121331
	36.307
	0065
	-
	10.4.0
	Rel‑10
	Introduction of CA_3A-20A to TS 36.307
	approved
	B
	10.5.0
	LTE_CA_B3_B20-Core
	R4

	RP-121333
	36.307
	0066
	-
	10.4.0
	Rel‑10
	Introduction of CA_8_20 RF requirements into TS 36.307
	approved
	B
	10.5.0
	LTE_CA_B8_B20-Core
	R4

	RP-121295
	36.307
	0067
	2
	8.6.0
	Rel‑8
	Relation between EARFCN for overlapping bands with multiple FBI indication
	approved
	F
	8.7.0
	LTE-RF
	R4

	RP-121295
	36.307
	0068
	1
	9.6.0
	Rel‑9
	Relation between EARFCN for overlapping bands with multiple FBI indication
	approved
	A
	9.7.0
	LTE-RF
	R4

	RP-121295
	36.307
	0069
	1
	10.4.0
	Rel‑10
	Relation between EARFCN for overlapping bands with multiple FBI indication
	approved
	A
	10.5.0
	LTE-RF
	R4

	RP-121295
	36.307
	0070
	1
	11.1.0
	Rel‑11
	Relation between EARFCN for overlapping bands with multiple FBI indication
	approved
	A
	11.2.0
	LTE-RF
	R4

	RP-121324
	36.307
	0071
	-
	10.4.0
	Rel‑10
	Introduction of CA_B3_B7 in 36.307
	approved
	B
	10.5.0
	LTE_CA_B3_B7-Core
	R4

	RP-121338
	36.307
	0072
	-
	11.1.0
	Rel‑11
	36.307 CR for LTE_CA_B7
	approved
	B
	11.2.0
	LTE_CA_B7-Core
	R4

	RP-121337
	36.307
	0073
	-
	11.1.0
	Rel‑11
	TS 36.307 CR for CA_38
	approved
	B
	11.2.0
	LTE_CA_B38-Core
	R4

	RP-121327
	36.307
	0074
	-
	11.1.0
	Rel‑11
	Introduction of CA_B7_B20 in 36.307
	approved
	B
	11.2.0
	LTE_CA_B7_B20-core
	R4

	RP-121329
	36.307
	0075
	-
	11.1.0
	Rel‑11
	Introduction of CA band combination Band3 + Band5 to TS 36.307
	approved
	B
	11.2.0
	LTE_CA_B3_B5-Core
	R4

	RP-121331
	36.307
	0076
	-
	11.1.0
	Rel‑11
	Introduction of CA_3A-20A to TS 36.307
	approved
	B
	11.2.0
	LTE_CA_B3_B20-Core
	R4

	RP-121334
	36.307
	0077
	-
	11.1.0
	Rel‑11
	Add requirements for inter-band CA of B_1-18 in TS 36.307
	approved
	B
	11.2.0
	LTE_CA_B1_B18-core
	R4

	RP-121333
	36.307
	0078
	-
	11.1.0
	Rel‑11
	Introduction of CA_8_20 RF requirements into TS 36.307
	approved
	B
	11.2.0
	LTE_CA_B8_B20-Core
	R4

	RP-121324
	36.307
	0079
	-
	11.1.0
	Rel‑11
	Introduction of CA_B3_B7 in 36.307
	approved
	B
	11.2.0
	LTE_CA_B3_B7-Core
	R4

	RP-121370
	36.314
	0027
	1
	10.2.0
	Rel‑11
	Introduction of MDT measurements
	approved
	B
	11.0.0
	eMDT_UMTSLTE-Core
	R2

	RP-121382
	36.321
	0558
	-
	10.5.0
	Rel‑11
	Clarification on Measurement Gap
	approved
	F
	11.0.0
	TEI11, LTE-L23
	R2

	RP-121395
	36.321
	0559
	1
	10.5.0
	Rel‑10
	P bit in Extended PHR MAC CE
	approved
	F
	10.6.0
	LTE_CA-Core
	R2

	RP-121362
	36.321
	0559
	1
	10.5.0
	Rel‑10
	P bit in Extended PHR MAC CE
	reissued
	F
	
	LTE_CA-Core
	R2

	RP-121377
	36.321
	0572
	1
	10.5.0
	Rel‑11
	Introduction of CA Enhancements in MAC
	approved
	B
	11.0.0
	LTE_CA_enh-Core
	R2

	RP-121362
	36.321
	0577
	1
	10.5.0
	Rel‑10
	Deadlock of PHR transmission
	reissued
	F
	
	LTE-L23, TEI10
	R2

	RP-121395
	36.321
	0577
	1
	10.5.0
	Rel‑10
	Deadlock of PHR transmission
	approved
	F
	10.6.0
	LTE-L23, TEI10
	R2

	RP-121382
	36.321
	0581
	-
	10.5.0
	Rel‑11
	Clarification of TA value maintenance at TA timer expiry
	approved
	F
	11.0.0
	TEI11, LTE-L23
	R2

	RP-121377
	36.323
	0099
	1
	10.1.0
	Rel‑11
	Introduction of Carrier Aggregation enhancements in PDCP
	approved
	B
	11.0.0
	LTE_CA_enh-Core
	R2

	RP-121371
	36.331
	0982
	1
	11.0.0
	Rel‑11
	Introduction of EAB in 36.331
	approved
	B
	11.1.0
	SIMTC-RAN_OC-Core
	R2

	RP-121381
	36.331
	0990
	-
	11.0.0
	Rel‑11
	Additional special subframe configuration related correction
	approved
	B
	11.1.0
	LTE_TDD_add_subframe-Core
	R2

	RP-121259
	36.331
	1000
	2
	11.0.0
	Rel‑11
	36.331 CR introducing In-Device Coexistence (IDC)
	revised
	B
	
	SPIA_IDC_LTE-Core
	R2

	RP-121404
	36.331
	1000
	3
	11.0.0
	Rel‑11
	36.331 CR introducing In-Device Coexistence (IDC)
	revised
	B
	
	SPIA_IDC_LTE-Core
	R2

	RP-121423
	36.331
	1000
	4
	11.0.0
	Rel‑11
	Iintroducing In-Device Coexistence (IDC)
	approved
	B
	11.1.0
	SPIA_IDC_LTE-Core
	R2

	RP-121395
	36.331
	1003
	-
	10.6.0
	Rel‑10
	CR on SCell measurement cycle
	approved
	F
	10.7.0
	LTE_CA-Core
	R2

	RP-121362
	36.331
	1003
	-
	10.6.0
	Rel‑10
	CR on SCell measurement cycle
	reissued
	F
	
	LTE_CA-Core
	R2

	RP-121362
	36.331
	1005
	1
	10.6.0
	Rel‑10
	CR on measurement report
	reissued
	F
	
	TEI10
	R2

	RP-121285
	36.331
	1005
	2
	10.6.0
	Rel‑10
	CR on measurement report
	withdrawn
	F
	
	TEI10
	R2

	RP-121395
	36.331
	1005
	1
	10.6.0
	Rel‑10
	CR on measurement report
	approved
	F
	10.7.0
	TEI10
	R2

	RP-121359
	36.331
	1006
	-
	9.11.0
	Rel‑9
	Voice support Capabilities
	approved
	F
	9.12.0
	TEI9
	R2

	RP-121359
	36.331
	1007
	-
	10.6.0
	Rel‑10
	Voice support Capabilities
	approved
	A
	10.7.0
	TEI9
	R2

	RP-121359
	36.331
	1008
	-
	11.0.0
	Rel‑11
	Voice support Capabilities
	approved
	A
	11.1.0
	TEI9
	R2

	RP-121361
	36.331
	1011
	-
	9.11.0
	Rel‑9
	Differentiating UTRAN modes in FGIs
	approved
	F
	9.12.0
	TEI9
	R2

	RP-121361
	36.331
	1012
	-
	10.6.0
	Rel‑10
	Differentiating UTRAN modes in FGIs
	approved
	A
	10.7.0
	TEI9
	R2

	RP-121361
	36.331
	1013
	-
	11.0.0
	Rel‑11
	Differentiating UTRAN modes in FGIs
	approved
	A
	11.1.0
	TEI9
	R2

	RP-121368
	36.331
	1022
	1
	11.0.0
	Rel‑11
	Introduction of Absolute Priority Based Cell Reselection in CELL_FACH State in 36.331
	approved
	B
	11.1.0
	Cell_FACH_enh-Core
	R2

	RP-121370
	36.331
	1024
	-
	11.0.0
	Rel‑11
	Introducing MDT enhancements for REL-11
	approved
	B
	11.1.0
	eMDT_UMTSLTE-Core
	R2

	RP-121231
	36.331
	1025
	1
	10.5.0
	Rel‑11
	Introducing Carrier aggregation enhancements for REL-11
	revised
	B
	
	LTE_CA_enh-Core
	R2

	RP-121377
	36.331
	1025
	-
	10.5.0
	Rel‑11
	Introducing Carrier aggregation enhancements for REL-11
	revised
	B
	
	LTE_CA_enh-Core
	R2

	RP-121349
	36.331
	1025
	2
	11.0.0
	Rel‑11
	Introducing Carrier aggregation enhancements for REL-11
	approved
	B
	11.1.0
	LTE_CA_enh-Core
	R2

	RP-121375
	36.331
	1026
	-
	11.0.0
	Rel‑11
	Introducing MBMS enhancements for REL-11
	approved
	B
	11.1.0
	MBMS_LTE_SC-Core
	R2

	RP-121358
	36.331
	1039
	-
	9.11.0
	Rel‑9
	Rules for including featureGroupIndRel9Add in Rel‑9
	reissued
	F
	
	TEI9
	R2

	RP-121394
	36.331
	1039
	-
	9.11.0
	Rel‑9
	Rules for including featureGroupIndRel9Add in Rel‑9
	approved
	F
	9.12.0
	TEI9
	R2

	RP-121288
	36.331
	1042
	-
	11.0.0
	Rel‑11
	RAN overload handling using RRC connection Rejection
	postponed
	C
	
	TEI11
	R2

	RP-121360
	36.331
	1043
	-
	9.11.0
	Rel‑9
	Voice support Capabilities
	rejected
	F
	
	TEI9
	R2

	RP-121360
	36.331
	1044
	-
	10.6.0
	Rel‑10
	Voice support Capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121360
	36.331
	1045
	-
	11.0.0
	Rel‑11
	Voice support Capabilities
	rejected
	A
	
	TEI9
	R2

	RP-121376
	36.331
	1052
	2
	11.0.0
	Rel‑11
	Signaling support for CRS interference management in eICIC
	approved
	B
	11.1.0
	eICIC_enh_LTE-Core
	R2

	RP-121395
	36.331
	1055
	-
	11.0.0
	Rel‑11
	CR on SCell measurement cycle
	approved
	A
	11.1.0
	LTE_CA-Core
	R2

	RP-121362
	36.331
	1055
	-
	11.0.0
	Rel‑11
	CR on SCell measurement cycle
	reissued
	A
	
	LTE_CA-Core
	R2

	RP-121362
	36.331
	1056
	-
	11.0.0
	Rel‑11
	CR on measurement report
	reissued
	A
	
	TEI10
	R2

	RP-121286
	36.331
	1056
	1
	11.0.0
	Rel‑11
	CR on Measurement Report
	withdrawn
	A
	
	TEI10
	R2

	RP-121395
	36.331
	1056
	-
	11.0.0
	Rel‑11
	CR on measurement report
	approved
	A
	11.1.0
	TEI10
	R2

	RP-121378
	36.331
	1057
	3
	11.0.0
	Rel‑11
	Introduction of 'Power preference indication'
	approved
	B
	11.1.0
	LTE_eDDA-Core
	R2

	RP-121373
	36.331
	1058
	-
	11.0.0
	Rel‑11
	Introduction of Rel‑11 UE capabilities
	postponed
	B
	
	LTE_CA_enh-Core, LTE_eDDA-Core, eMDT_UMT
	R2

	RP-121279
	36.331
	1059
	-
	10.6.0
	Rel‑10
	Correction for PUCCH/SRS Release
	approved
	F
	10.7.0
	LTE_CA-Core
	R2

	RP-121280
	36.331
	1060
	-
	11.0.0
	Rel‑11
	Correction for PUCCH/SRS Release
	approved
	A
	11.1.0
	LTE_CA-Core
	R2

	RP-121424
	36.355
	0074
	2
	10.5.0
	Rel‑10
	Corrections to GNSS Acquisition Assistance Data
	approved
	F
	10.6.0
	TEI10, LCS_LTE
	R2

	RP-121362
	36.355
	0074
	1
	10.5.0
	Rel‑10
	Corrections to GNSS Acquisition Assistance Data
	reissued
	F
	
	TEI10, LCS_LTE
	R2

	RP-121394
	36.355
	0074
	1
	10.5.0
	Rel‑10
	Corrections to GNSS Acquisition Assistance Data
	revised
	F
	
	TEI10, LCS_LTE
	R2

	RP-121140
	36.413
	1011
	2
	11.0.0
	Rel‑11
	UE Radio Capability Match Indicator for Voice Continuity
	approved
	F
	11.1.0
	TEI11
	R3

	RP-121140
	36.413
	1018
	-
	11.0.0
	Rel‑11
	Correction of GUMMEI
	approved
	B
	11.1.0
	TEI11
	R3

	RP-121138
	36.413
	1034
	1
	11.0.0
	Rel‑11
	Corrections for IRAT Network Energy Savings
	approved
	F
	11.1.0
	Netw_Energy_LTE-Core
	R3

	RP-121135
	36.413
	1041
	2
	11.0.0
	Rel‑11
	Addition of HO cause value to the UE history information in S1AP
	approved
	B
	11.1.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-121138
	36.413
	1044
	1
	11.0.0
	Rel‑11
	Energy Saving UE Measurement ("Probing")
	approved
	B
	11.1.0
	Netw_Energy_LTE-Core
	R3

	RP-121137
	36.423
	0520
	2
	11.1.0
	Rel‑11
	Support of MBMS Service Continuity
	approved
	B
	11.2.0
	MBMS_LTE_SC-Core
	R3

	RP-121140
	36.423
	0527
	3
	11.1.0
	Rel‑11
	Multiband support per cell
	approved
	F
	11.2.0
	TEI11
	R3

	RP-121135
	36.423
	0540
	1
	11.1.0
	Rel‑11
	Enhancement of HO REPORT to enable inter-RAT ping-pong detection and addition of HO cause value to the UE history information
	approved
	B
	11.2.0
	SONenh2_LTE_UTRA-Core
	R3

	RP-121139
	36.423
	0546
	-
	11.1.0
	Rel‑11
	Support for new special subframe configurations
	approved
	B
	11.2.0
	LTE_TDD_add_subframe
	R3

	RP-121140
	36.444
	0042
	1
	11.2.0
	Rel‑11
	Coding Rules
	approved
	F
	11.3.0
	TEI11
	R3

	RP-121131
	36.455
	0030
	2
	10.3.0
	Rel‑10
	Correction on E-CID Measurements
	approved
	F
	10.4.0
	TEI10
	R3

	RP-121098
	36.508
	0325
	-
	10.1.0
	Rel‑10
	Correction to default message content of UTRA NAS attach accept message
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0326
	-
	10.1.0
	Rel‑10
	Correction default message content for Tracking Area Update Request message
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121095
	36.508
	0327
	-
	10.1.0
	Rel‑10
	RF: Addition of messages and SIB combination informations for RF MBMS tests
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121098
	36.508
	0328
	-
	10.1.0
	Rel‑10
	Clarify requirements for ROHC
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0329
	-
	10.1.0
	Rel‑10
	Updates to cl 6.x regarding use of MIMO
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121113
	36.508
	0330
	-
	10.1.0
	Rel‑10
	Update of default parameters for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121098
	36.508
	0331
	-
	10.1.0
	Rel‑10
	Addition of default value of Additional update parameters
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0332
	-
	10.1.0
	Rel‑10
	Addition of default value of Explicit Signalling Indication parameters
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121095
	36.508
	0333
	-
	10.1.0
	Rel‑10
	Update of NeighCellConfig for RRM tests
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121095
	36.508
	0334
	-
	10.1.0
	Rel‑10
	Correction to HO commands for UTRAN TDD
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121116
	36.508
	0335
	-
	10.1.0
	Rel‑10
	Addition of new connection diagrams for UL-MIMO Testing
	approved
	F
	10.2.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121098
	36.508
	0336
	-
	10.1.0
	Rel‑10
	Correction to generic test procedure CS fallback to GERAN with redirection or CCO / MT call(DTM not supported)
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0337
	-
	10.1.0
	Rel‑10
	Correction to RRC Connection Reconfiguration message during Handover from UTRA to EUTRA
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0338
	-
	10.1.0
	Rel‑10
	Update to Reference dedicated EPS bearer context #3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0339
	-
	10.1.0
	Rel‑10
	Update generic procedure 4.5A.6
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0340
	-
	10.1.0
	Rel‑10
	Update generic procedure 4.5A.7
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0341
	-
	10.1.0
	Rel‑10
	Update generic procedure 4.5A.8
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0342
	-
	10.1.0
	Rel‑10
	Update generic procedure 4.5A.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0343
	-
	10.1.0
	Rel‑10
	Update the default value of IE RadioResourceConfigCommon and IE additionalSpectrumEmission
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0344
	-
	10.1.0
	Rel‑10
	Correction to test procedure 6.4.2.10
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0345
	-
	10.1.0
	Rel‑10
	Corrections to CDMA2000 message sequences
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0346
	-
	10.1.0
	Rel‑10
	Update of UE Capability Information
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0347
	-
	10.1.0
	Rel‑10
	Update of Paging test procedure (for NAS test cases)
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0348
	-
	10.1.0
	Rel‑10
	Addition of guard timer to the procedure for IMS signalling
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121098
	36.508
	0349
	-
	10.1.0
	Rel‑10
	Update to cl. 6.4.2.7A and 7.2B.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121113
	36.508
	0351
	-
	10.1.0
	Rel‑10
	Extension of cell configurations for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.508
	0352
	-
	10.1.0
	Rel‑10
	Maximum number of cells simultaneously used in Carrier Aggregation test cases
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121098
	36.508
	0353
	-
	10.1.0
	Rel‑10
	Update of default MSPL and MLPL contents in Test UICC
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121113
	36.508
	0354
	-
	10.1.0
	Rel‑10
	Correction to the CA test state references
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121098
	36.509
	0025
	-
	9.5.0
	Rel‑9
	Clarification of DL IP Header
	approved
	F
	9.6.0
	LTE-UEConTest_SIG
	R5

	RP-121112
	36.509
	0026
	-
	9.5.0
	Rel‑10
	Addition of Location Information functionality to 36.509
	approved
	F
	10.0.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121096
	36.521-1
	0659
	-
	10.2.0
	Rel‑10
	Correction of TC 6.3.5.2
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0660
	-
	10.2.0
	Rel‑10
	Corrections to Transmitter Characteristics Requirements
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0661
	-
	10.2.0
	Rel‑10
	Correction to SNR definition
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0662
	-
	10.2.0
	Rel‑10
	RF: Several editorial corrections
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0663
	-
	10.2.0
	Rel‑10
	RF: PDCCH Padding in Rx spurious emissions test
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121118
	36.521-1
	0664
	-
	10.2.0
	Rel‑10
	Introduction of eDL-MIMO to Propagation Conditions
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121096
	36.521-1
	0665
	-
	10.2.0
	Rel‑10
	RF: Alignement of RMC references in test procedure of CSI tests
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0666
	-
	10.2.0
	Rel‑10
	LTE RF - Correction to 7.4 and 7.5 UL allocations
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-1
	0667
	-
	10.2.0
	Rel‑10
	Addition of test description to CA Maximum input level test case
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0668
	-
	10.2.0
	Rel‑10
	Correction to Occupied bandwidth for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0669
	-
	10.2.0
	Rel‑10
	Correction to Reference sensitivity level for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0670
	-
	10.2.0
	Rel‑10
	New Annex for: Statistical testing of receiver performance with throughput for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121096
	36.521-1
	0671
	-
	10.2.0
	Rel‑10
	Correction to test parameters in 6.6.3.2
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0672
	-
	10.2.0
	Rel‑10
	Update of clause 8 uncertainties and Test Tolerances for Rel‑9 Tests
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0673
	-
	10.2.0
	Rel‑10
	Clarification of RB allocation for DRS demodulation tests
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0674
	-
	10.2.0
	Rel‑10
	Correction to uplink reference measurement channel
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121116
	36.521-1
	0675
	-
	10.2.0
	Rel‑10
	Addition of a new TC for power control relative power tolerance for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0676
	-
	10.2.0
	Rel‑10
	Addition of a new TC for aggregate power control tolerance for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121096
	36.521-1
	0677
	-
	10.2.0
	Rel‑10
	Update carrier frequency and EARFCN
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121116
	36.521-1
	0678
	-
	10.2.0
	Rel‑10
	Update test case of UE maximum output power for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0679
	-
	10.2.0
	Rel‑10
	Update test case of configured UE transmitted output power for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0680
	-
	10.2.0
	Rel‑10
	Update test case of power control absolute power tolerance for UL- MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121113
	36.521-1
	0681
	-
	10.2.0
	Rel‑10
	Editorial corrections to blocking characteristics for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121116
	36.521-1
	0682
	-
	10.2.0
	Rel‑10
	ACLR for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121096
	36.521-1
	0683
	-
	10.2.0
	Rel‑10
	TS 36.521-1: A-MPR and additional spurious corrections
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0684
	-
	10.2.0
	Rel‑10
	TS 36.521-1: UL allocation clarification in PUSCH-EVM with exclusion period test
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0685
	-
	10.2.0
	Rel‑10
	TS 36.521-1: Clause 9 applicability revision (UE categories)
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0686
	-
	10.2.0
	Rel‑10
	Update of References in 36.521-1 v980 (pointer)
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121120
	36.521-1
	0687
	-
	10.2.0
	Rel‑10
	TS 36.521-1:A-MPR Test tolerances update for NS_12, NS_13, NS_14, NS_15
	approved
	F
	10.3.0
	e850_UB-UEConTest
	R5

	RP-121096
	36.521-1
	0688
	-
	10.2.0
	Rel‑10
	Correction to the content of reference table number for TC 7.8.1
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-1
	0689
	-
	10.2.0
	Rel‑10
	Corrections to EVM and global in channel test for Intra-Band CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0690
	-
	10.2.0
	Rel‑10
	Correction to ONOFF time mask for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0691
	-
	10.2.0
	Rel‑10
	Correction to Transmitter Spurious emissions for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0692
	-
	10.2.0
	Rel‑10
	New Annex for: Statistical testing of receiver characteristics with CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121118
	36.521-1
	0693
	-
	10.2.0
	Rel‑10
	Introduction of eDL-MIMO to measurement of performance requirements
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0694
	-
	10.2.0
	Rel‑10
	Addition of a new TC for additional maximum power reduction (A-MPR) for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121096
	36.521-1
	0695
	-
	10.2.0
	Rel‑10
	Additional texts for Note2 in Spurious emission test
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-1
	0696
	-
	10.2.0
	Rel‑10
	Additions to test requirements for Maximum Power Reduction for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121116
	36.521-1
	0697
	-
	10.2.0
	Rel‑10
	Addition of a new TC for time alignment between transmitter branches for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121096
	36.521-1
	0698
	-
	10.2.0
	Rel‑10
	Changes associated with PHS band operation change for LTE
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0699
	-
	10.2.0
	Rel‑10
	TS 36.521-1: PDSCH RMC for Rel‑9 PCFICH test cases
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0700
	-
	10.2.0
	Rel‑10
	TS 36.521-1:Adding missing UL RMCs for test 9.4.1.2.2
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121116
	36.521-1
	0701
	-
	10.2.0
	Rel‑10
	MPR for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0702
	-
	10.2.0
	Rel‑10
	SEM for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0703
	-
	10.2.0
	Rel‑10
	ADDITIONAL SEM for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121096
	36.521-1
	0704
	-
	10.2.0
	Rel‑10
	RF: Update of Annex I
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-1
	0705
	-
	10.2.0
	Rel‑10
	Correction of test procedure for 36.521-1 chapter 8 CA test cases
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121096
	36.521-1
	0706
	-
	10.2.0
	Rel‑10
	TS 36.521-1: New test cases for CQI reporting under fading conditions - PUCCH 1-0
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0707
	-
	10.2.0
	Rel‑10
	RF: Updates to transmission mode 8 test cases
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0708
	-
	10.2.0
	Rel‑10
	RF: Several corrections to MBMS performance tests
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0709
	-
	10.2.0
	Rel‑10
	Addition of RF Test case: 8.7.2.1_1 TDD sustained data rate performance (Rel‑10 and forward)
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121118
	36.521-1
	0710
	-
	10.2.0
	Rel‑10
	Introduction of FDD PMI Reporting PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121118
	36.521-1
	0711
	-
	10.2.0
	Rel‑10
	Introduction of TDD PMI Reporting PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121118
	36.521-1
	0712
	-
	10.2.0
	Rel‑10
	FDD RI Reporting for eDL-MIMO
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121118
	36.521-1
	0713
	-
	10.2.0
	Rel‑10
	TDD RI Reporting for eDL-MIMO
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121118
	36.521-1
	0714
	-
	10.2.0
	Rel‑10
	Introduction of eDL-MIMO to CSI Reference Measurement Channels
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121118
	36.521-1
	0715
	-
	10.2.0
	Rel‑10
	Introdcution of eDL-MIMO to structure of clauses
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121113
	36.521-1
	0716
	-
	10.2.0
	Rel‑10
	RF-CA: Introduction of new specification structure for Tx tests for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0717
	-
	10.2.0
	Rel‑10
	CA RF - TC 6.2.2A update
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0718
	-
	10.2.0
	Rel‑10
	CA RF - Updates to Blocking Test Cases
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0719
	-
	10.2.0
	Rel‑10
	CA RF - TC 7.7A Spurious Response update
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121096
	36.521-1
	0720
	-
	10.2.0
	Rel‑10
	New RF TC for 36.521-1 _ 6.3.5A.1 Power Control Absolute power tolerance for CA
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121096
	36.521-1
	0721
	-
	10.2.0
	Rel‑10
	New RF TC for 36.521-1 _ 6.3.5A.2 Power Control Relative power tolerance for CA
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-1
	0722
	-
	10.2.0
	Rel‑10
	Correction to Transmit OFF power for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0723
	-
	10.2.0
	Rel‑10
	Adjusting test procedure and test requirements to new Annex G.3A
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0724
	-
	10.2.0
	Rel‑10
	Update of Test case 8.7.2.1A TDD sustained data rate performance for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0725
	-
	10.2.0
	Rel‑10
	Corrections to A-MPR for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0726
	-
	10.2.0
	Rel‑10
	Additions to test description for Adjacent Channel Selectivity (ACS) for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0727
	-
	10.2.0
	Rel‑10
	Introduction to UE configured transmitted output power for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-1
	0728
	-
	10.2.0
	Rel‑10
	Introduction of ACS and UE configured Tx output power for CA in Annex
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121118
	36.521-1
	0729
	-
	10.2.0
	Rel‑10
	Introduction Single-Layer Spatial Multiplexing for eDL-MIMO
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121113
	36.521-1
	0730
	-
	10.2.0
	Rel‑10
	updates to 6.6.2.1A SEM for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121116
	36.521-1
	0731
	-
	10.2.0
	Rel‑10
	Addition of a new TC6.6.3B.1 for Transmitter Spurious emissions for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0732
	-
	10.2.0
	Rel‑10
	Addition of a new TC6.6.3B.2 for Spurious emission band UE co-existence for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0733
	-
	10.2.0
	Rel‑10
	Addition of a new TC6.6.3B.3 for Additional spurious emissions for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0734
	-
	10.2.0
	Rel‑10
	Addition of a new TC for narrow band blocking for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0735
	-
	10.2.0
	Rel‑10
	Update test case of general ON OFF time mask for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0736
	-
	10.2.0
	Rel‑10
	Update test case of frequency error for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0737
	-
	10.2.0
	Rel‑10
	Update test case of Error Vector Magnitude (EVM) for UL- MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0738
	-
	10.2.0
	Rel‑10
	Update test case of carrier leakage for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0739
	-
	10.2.0
	Rel‑10
	Update test case of in-band emissions for non allocated RB for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0740
	-
	10.2.0
	Rel‑10
	Update test case of EVM equalizer spectrum flatness for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0741
	-
	10.2.0
	Rel‑10
	Update test case of reference sensitivity level for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0742
	-
	10.2.0
	Rel‑10
	Update test case of maximum input level for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0743
	-
	10.2.0
	Rel‑10
	Update test case of in-band blocking for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0744
	-
	10.2.0
	Rel‑10
	Update test case of out-of-band blocking for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0745
	-
	10.2.0
	Rel‑10
	Update test case of spurious response for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0746
	-
	10.2.0
	Rel‑10
	Update test case of wide band Intermodulation for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121116
	36.521-1
	0747
	-
	10.2.0
	Rel‑10
	Update test case of Adjacent Channel Selectivity (ACS) for UL-MIMO
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121096
	36.521-1
	0748
	-
	10.2.0
	Rel‑10
	Corrections to Reference Measurement Channel Requirements
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-2
	0062
	-
	10.2.0
	Rel‑10
	Updates to applicability for Chapter9 absolute and relative RSRP measurement test cases for carrier aggregation.
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-2
	0063
	-
	10.2.0
	Rel‑10
	Introduction of Applicability for E-UTRAN Event Triggered reporting on deactivated SCell with PCell interruption in non-DRX for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-2
	0064
	-
	10.2.0
	Rel‑10
	Correction to Applicability for RSRQ for E-UTRA Carrier Aggregation
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121118
	36.521-2
	0065
	-
	10.2.0
	Rel‑10
	Introduction of eDL MIMO to UE service capabilities
	approved
	F
	10.3.0
	LTE_eDL_MIMO-UEConTest
	R5

	RP-121095
	36.521-2
	0066
	-
	9.8.0
	Rel‑9
	Update of References in 36.521-2 v980 (pointer)
	approved
	F
	9.9.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-2
	0067
	-
	10.2.0
	Rel‑10
	TS 36.521-2:TDD CA test cases applicability correction
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121095
	36.521-2
	0068
	-
	10.2.0
	Rel‑10
	Clarification of the release of UTRAN-EUTRAN Inter-RAT RRM test cases in 36.521-2
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121095
	36.521-2
	0069
	-
	10.2.0
	Rel‑10
	Applicability for new RRM test cases
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-2
	0070
	-
	10.2.0
	Rel‑10
	Introduction of Applicability for ACS for CA and UE config Tx output power for CA
	approved
	F
	10.3.0
	LTE_CA-UEConTest
	R5

	RP-121095
	36.521-2
	0071
	-
	10.2.0
	Rel‑10
	TS 36.521-2:New UE categories addition
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121095
	36.521-2
	0072
	-
	10.2.0
	Rel‑10
	Applicability update for test cases in TS 36.521-1 with single BW requirements not defined for all operating bands, rel-8
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121116
	36.521-2
	0073
	-
	10.2.0
	Rel‑10
	Update applicability of UL-MIMO related conformance test cases
	approved
	F
	10.3.0
	LTE_UL_MIMO-UEConTest
	R5

	RP-121095
	36.521-2
	0074
	-
	10.2.0
	Rel‑10
	TS 36.521-2:Applicability for new CQI test cases
	approved
	F
	10.3.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0585
	-
	10.1.0
	Rel‑10
	Correction to References in Annex I
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0587
	-
	10.1.0
	Rel‑10
	Corrections to E-UTRAN FDD intra frequency measurements requirements
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0588
	-
	10.1.0
	Rel‑10
	Corrections to E-UTRAN FDD inter frequency measurements requirements
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0589
	-
	10.1.0
	Rel‑10
	Corrections to E-UTRAN TDD intra frequency measurements requirements
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0590
	-
	10.1.0
	Rel‑10
	Corrections to E-UTRAN TDD inter frequency measurements requirements
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-3
	0591
	-
	10.1.0
	Rel‑10
	Introduction of E-UTRAN TDD-TDD Event Triggered reporting on deactivated SCell with PCell interruption in non-DRX for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-3
	0592
	-
	10.1.0
	Rel‑10
	Correction to FDD RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-3
	0593
	-
	10.1.0
	Rel‑10
	Correction to TDD RSRQ for E-UTRA Carrier Aggregation tests
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-3
	0594
	-
	10.1.0
	Rel‑10
	Introduction of default RRC messages exceptions for Carrier Aggregation
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121097
	36.521-3
	0596
	-
	10.1.0
	Rel‑10
	Addition of new TC 4.6.2.1 E-UTRAN TDD-cdma2000 1X Cell Reselection: cdma2000 1X is of Lower Priority
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0597
	-
	10.1.0
	Rel‑10
	Addition of new TC 8.18.1 E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0598
	-
	10.1.0
	Rel‑10
	Addition of new TC 8.19.1 E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0599
	-
	10.1.0
	Rel‑10
	Annex H message content updates
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0600
	-
	10.1.0
	Rel‑10
	Addition of Cell configuration mapping for new RRM test cases
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0601
	-
	10.1.0
	Rel‑10
	Correction to transmit timing test cases
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0602
	-
	10.1.0
	Rel‑10
	Addition of band indicator for GERAN
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0603
	-
	10.1.0
	Rel‑10
	RRM: Update of Annex J
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0604
	-
	9.9.0
	Rel‑9
	Update of References in 36.521-3 v990 (pointer)
	approved
	F
	9.10.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0605
	-
	10.1.0
	Rel‑10
	Clarification of the release of UTRAN-EUTRAN Inter-RAT RRM test cases in 36.521-3
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0606
	-
	10.1.0
	Rel‑10
	Addition of new RRM TC 4.5.2.1 E-UTRAN TDD-HRPD Cell Reselection: HRPD is of Lower Priority
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0607
	-
	10.1.0
	Rel‑10
	Addition of new TC 5.3.5 E-UTRAN TDD-HRPD Handover
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0608
	-
	10.1.0
	Rel‑10
	Addition of new TC 6.3.8 E-UTRA FDD RRC connection release redirection to UTRA TDD without SI provided
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0609
	-
	10.1.0
	Rel‑10
	Addition of new TC 6.3.9 Redirection from E-UTRAN FDD to UTRAN FDD without System Information
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0610
	-
	10.1.0
	Rel‑10
	Addition of new TC 6.3.10 Redirection from E-UTRAN FDD to GERAN when System Information is not provided
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0611
	-
	10.1.0
	Rel‑10
	Addition of new TC 6.3.11 Redirection from E-UTRAN TDD to GERAN when System Information is not provided
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-3
	0612
	-
	10.1.0
	Rel‑10
	Introduction of Chapter9 absolute and relative RSRP measurement test cases for carrier aggregation (TC 9.1.6.1 and 9.1.6.2)
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121097
	36.521-3
	0613
	-
	10.1.0
	Rel‑10
	Uncertainties and Test Tolerances for E-UTRAN FDD, TDD Inter frequency reselection in the existence of non-allowed CSG cell Test cases 4.2.7 and 4.2.8
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0614
	-
	10.1.0
	Rel‑10
	Addition of new TC 5.3.6 E-UTRAN TDD-cdma2000 1X Handover
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0615
	-
	10.1.0
	Rel‑10
	Addition of new TC 6.3.7 E-UTRA TDD RRC connection release redirection to UTRA TDD without SI provided
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0616
	-
	10.1.0
	Rel‑10
	Addition of new TC 6.3.12 E-UTRAN TDD RRC connection release redirection to UTRAN FDD without SI provided
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0617
	-
	10.1.0
	Rel‑10
	Addition of new TC 9.2.4A.1 FDD - TDD Inter Frequency Absolute RSRQ Accuracy
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0618
	-
	10.1.0
	Rel‑10
	Addition of new TC 9.2.4A.2 FDD - TDD Inter Frequency Relative Accuracy of RSRQ
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0619
	-
	10.1.0
	Rel‑10
	Addition of new TC 8.14.3 E-UTRAN TDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0620
	-
	10.1.0
	Rel‑10
	Addition of new TC 8.15.3 E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121113
	36.521-3
	0621
	-
	10.1.0
	Rel‑10
	Introduction of E-UTRAN FDD-FDD Event Triggered reporting on deactivated SCell with PCell interruption in non-DRX for CA
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.521-3
	0622
	-
	10.1.0
	Rel‑10
	Introduction of E-UTRAN Event Triggered reporting on deactivated SCell with PCell interruption in non-DRX for CA in Annex
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121097
	36.521-3
	0623
	-
	10.1.0
	Rel‑10
	Addition of new TC 8.14.2 E-UTRAN TDD-FDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0624
	-
	10.1.0
	Rel‑10
	Addition of new TC 8.15.2 E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0625
	-
	10.1.0
	Rel‑10
	RRM: Further avoidance of frequency overlapping for inter-frequency and inter-RAT
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.521-3
	0626
	-
	10.1.0
	Rel‑10
	Adding clauses in TS 36.521-3 with references for positioning test cases
	approved
	F
	10.2.0
	LTE-UEConTest_RF
	R5

	GP-121042
	36.523-1
	1884
	1
	10.1.0
	Rel‑10
	CR 36.523-1-1884 GCF priority g1 - Correction to Idle Mode test case 6.2.3.24
	approved
	F
	10.2.0
	TEI10_Test
	G3new

	GP-120868
	36.523-1
	1886
	-
	10.1.0
	Rel‑10
	CR 36.523-1-1886 GCF Priority g1 - Correction to Idle mode test case 6.2.3.19
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	G3new

	RP-121099
	36.523-1
	1887
	-
	10.1.0
	Rel‑10
	GCF Priority u1: Optimisation of test frequency allocation of UTRA cell
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1888
	-
	10.1.0
	Rel‑10
	GCF Priority 2 - Correction to test case 9.2.3.2.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1889
	-
	10.1.0
	Rel‑10
	GCF Priority X - Corrections of test case 8.1.3.12
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1890
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EUTRA RRC test case 8.3.2.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1891
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.1.2.13
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1892
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.3.3.5a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1893
	-
	10.1.0
	Rel‑10
	GCF Priority g1 - Correction to multilayer test case 13.1.7
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1894
	-
	10.1.0
	Rel‑10
	GCF Priority g1 - Correction to EMM test case 9.2.3.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1895
	-
	10.1.0
	Rel‑10
	GCF Priority 3 - Correction to EUTRA MAC testcase 7.1.3.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1896
	-
	10.1.0
	Rel‑10
	GCF Priority X - Update to test case 6.2.3.33
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1897
	-
	10.1.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.3.3.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1898
	-
	10.1.0
	Rel‑10
	GCF Priority C1 - Correction to Rel9 EUTRA-1xRTT test case 6.2.3.10a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1899
	-
	10.1.0
	Rel‑10
	GCF Priority C1 - Correction to Rel9 EUTRA-HRPD test case 6.2.3.7a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1900
	-
	10.1.0
	Rel‑10
	GCF Priority C1 - Correction to Rel9 EUTRA-1xRTT test case 6.2.3.9a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1901
	-
	10.1.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.1.2.13
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1902
	-
	10.1.0
	Rel‑10
	GCF Priority 1 - Correction to EUTRA RRC test case 8.5.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1903
	-
	10.1.0
	Rel‑10
	GCF Priority 4: Correction to test case 6.1.2.8a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121113
	36.523-1
	1904
	-
	10.1.0
	Rel‑10
	Enhancements to LTE CA test case 7.1.9.1
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121110
	36.523-1
	1905
	-
	10.1.0
	Rel‑10
	Update PWS Rel‑9 test case 18.1.4
	approved
	F
	10.2.0
	PWS-RAN_UEConTest
	R5

	RP-121099
	36.523-1
	1906
	-
	10.1.0
	Rel‑10
	GCF Priority 1- Correction to RRC test case 8.1.3.12a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1907
	-
	10.1.0
	Rel‑10
	GCF Priority 4 - Correction to Idle Mode test case 6.1.1.3b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121122
	36.523-1
	1908
	-
	10.1.0
	Rel‑11
	Addition of new TC9.4.5 Integrity protection / Correct functionality of EPS NAS integrity algorithm / ZUC
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121099
	36.523-1
	1909
	-
	10.1.0
	Rel‑10
	GCF Priority g1: Correction to EMM TC 9.2.3.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1910
	-
	10.1.0
	Rel‑10
	Corrections of measGapConfig IE definitions in CDMA2000 related test cases
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1911
	-
	10.1.0
	Rel‑10
	GCF Priority 2: Update MAC TC 7.1.4.16
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121112
	36.523-1
	1912
	-
	10.1.0
	Rel‑10
	Update MDT TC 8.6.5.3 title
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121103
	36.523-1
	1913
	-
	10.1.0
	Rel‑10
	Update of References to specs and Releases in 36.523-1 v990 (pointer)
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121099
	36.523-1
	1914
	-
	10.1.0
	Rel‑10
	Update of References to specs and Releases in 36.523-1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1915
	-
	10.1.0
	Rel‑10
	Add missing PLMN and TAC
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1916
	-
	10.1.0
	Rel‑10
	GCF Priority 3 - Correction to test cases 9.3.1.4, 9.3.1.5 and 9.3.1.6
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121114
	36.523-1
	1917
	-
	10.1.0
	Rel‑10
	Correction to UTRAN ANR E-UTRAN Inter-RAT test case 8.7.1
	approved
	F
	10.2.0
	ANR_UTRAN-UEConTest
	R5

	RP-121099
	36.523-1
	1918
	-
	10.1.0
	Rel‑10
	GCF priority b1: Correction to test case 6.1.2.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1919
	-
	10.1.0
	Rel‑10
	GCF Priority U1 - Update of EMM TC 9.2.3.2.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1920
	-
	10.1.0
	Rel‑10
	GCF priority 1 - Correction of test case 8.5.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1921
	-
	10.1.0
	Rel‑10
	GCF Priority 1..4 - Editorial Corrections to EMM test cases
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1922
	-
	10.1.0
	Rel‑10
	GCF Priority 3 - Update of EMM test case 9.2.2.1.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1923
	-
	10.1.0
	Rel‑10
	GCF Priority 3 - Correction to EUTRA Idle Mode test case 6.1.1.4
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121099
	36.523-1
	1924
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to Idle mode test case 6.2.1.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1925
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to Idle mode test case 6.2.3.13
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1926
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.3.2.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1927
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.3.2.14
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1928
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.2.3.3.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1929
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test case 9.3.1.6
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1930
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to EMM test cases 9.2.1.2.1b and 9.2.1.2.1.c
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1931
	-
	10.1.0
	Rel‑10
	GCF Priority u1 Update of TC 9.2.3.3.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1932
	-
	10.1.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.1.2.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1933
	-
	10.1.0
	Rel‑10
	GCF Priority U1 - Update of EMM test case 9.2.3.2.1b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1934
	-
	10.1.0
	Rel‑10
	GCF Priority U2 - Correction to UTRA-EUTRA test case 8.4.2.4
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1935
	-
	10.1.0
	Rel‑10
	GCF Priority C1 - Correction to test cases 8.3.2.8 and 8.3.2.10
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1936
	-
	10.1.0
	Rel‑10
	GCF Priority C1 - Correction to test case 6.2.3.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1937
	-
	10.1.0
	Rel‑10
	GCF Priority g1 - Correction to multilayer test case 13.1.10
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1938
	-
	10.1.0
	Rel‑10
	GCF Priority g1 - Correction to multilayer test case 13.1.8
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1939
	-
	10.1.0
	Rel‑10
	GCF Priority g1 - Correction to multilayer test case 13.1.9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1940
	-
	10.1.0
	Rel‑10
	GCF Priority 3 - Correction to EUTRA MAC test cases 7.1.3.2, 7.1.4.2
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1941
	-
	10.1.0
	Rel‑10
	Correction to Rel‑9 EUTRA-HRPD Idle Mode test case 6.2.3.8a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1942
	-
	10.1.0
	Rel‑10
	GCF Priority X: Addition of New Inter band test case 6.1.2.15b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1943
	-
	10.1.0
	Rel‑10
	Correction to EUTRA Idle Mode test case 6.1.1.4a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1944
	-
	10.1.0
	Rel‑10
	GCF Priority X - Update of test case 6.1.2.2a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1945
	-
	10.1.0
	Rel‑10
	GCF Priority X - Addition of new test case 8.4.7.11
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1946
	-
	10.1.0
	Rel‑10
	GCF Priority X: Correction to test case 13.4.4.1
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1947
	-
	10.1.0
	Rel‑10
	GCF Priority X - Update of 13.4.4.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1948
	-
	10.1.0
	Rel‑10
	GCF Priority X - Update of 8.4.7.x test cases
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1949
	-
	10.1.0
	Rel‑10
	GCF Priority x - Addition of new test case 6.2.3.4a : Inter-RAT cell reselection / From UTRA_CELL_PCH state to E-UTRA RRC_IDLE based on RSRQ+RSRP evaluation
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121110
	36.523-1
	1950
	-
	10.1.0
	Rel‑10
	Update PWS Rel‑9 test case 18.1.7
	approved
	F
	10.2.0
	PWS-RAN_UEConTest
	R5

	RP-121117
	36.523-1
	1951
	-
	10.1.0
	Rel‑10
	GCF Priority X - Addition of New Rel‑10 eICIC test case
	approved
	F
	10.2.0
	eICIC_LTE-UEConTest
	R5

	RP-121117
	36.523-1
	1952
	-
	10.1.0
	Rel‑10
	Addition of new Rel‑10 eICIC test case 8.3.1.19
	approved
	F
	10.2.0
	eICIC_LTE-UEConTest
	R5

	RP-121122
	36.523-1
	1953
	-
	10.1.0
	Rel‑11
	Addition of Test Case 7.3.4.3 Integrity protection Correct functionality of EPS AS integrity algorithms ZUC
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121122
	36.523-1
	1954
	-
	10.1.0
	Rel‑11
	Addition of new ZUC test case 7.3.3.6 correct functionality of EPS UP encryption algorithms
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121122
	36.523-1
	1955
	-
	10.1.0
	Rel‑11
	Addition of new TC7.3.3.5 Ciphering and deciphering / Correct functionality of EPS AS encryption algorithms / ZUC
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121122
	36.523-1
	1956
	-
	10.1.0
	Rel‑11
	Addition of new TC 9.4.6 Ciphering and deciphering / Correct functionality of EPS NAS encryption algorithm / ZUC
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121100
	36.523-1
	1957
	-
	10.1.0
	Rel‑10
	GCF Priority g1 - Correction to EUTRA test cases 8.4.3.2 and 8.4.3.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1958
	-
	10.1.0
	Rel‑10
	Correction to EUTRAN-GERAN test cases for classmark change
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1959
	-
	10.1.0
	Rel‑10
	GCF Priority U1 - Correction to EMM test case 9.2.3.3.4
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1960
	-
	10.1.0
	Rel‑10
	GCF Priority 3 - Correction to EMM test case 9.2.2.1.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1961
	-
	10.1.0
	Rel‑10
	GCF Priority X Addition of new test case 13.4.1.5
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121100
	36.523-1
	1962
	-
	10.1.0
	Rel‑10
	GCF Priority u1 - Correction to SRVCC test cases 13.4.3.1, 13.4.3.2, 13.4.3.4 and 13.4.3.6
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121103
	36.523-1
	1963
	-
	10.1.0
	Rel‑10
	Update test case 11.2.11
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-121113
	36.523-1
	1964
	-
	10.1.0
	Rel‑10
	Update of CA TC 7.1.3.11
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1965
	-
	10.1.0
	Rel‑10
	GCF Priority X - Addition of New Carrier Aggregation test case
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1966
	-
	10.1.0
	Rel‑10
	Correction of CA test case 8.2.2.3
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1967
	-
	10.1.0
	Rel‑10
	Addition of new TC 7.1.4.19 CA / UE power headroom reporting / SCell activation and DL pathloss change reporting / Extended PHR
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1968
	-
	10.1.0
	Rel‑10
	Addition of new TC 7.1.4.23 CA / Correct handling of MAC control information / Buffer status
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1969
	-
	10.1.0
	Rel‑10
	Correction of CA test case 8.2.2.4
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1970
	-
	10.1.0
	Rel‑10
	Correction of CA test case 8.2.2.5
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1971
	-
	10.1.0
	Rel‑10
	Correction of CA test case 8.2.4.17
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1972
	-
	10.1.0
	Rel‑10
	Correction of CA test case 8.2.4.18
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1973
	-
	10.1.0
	Rel‑10
	Correction of CA test case 8.3.1.17
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-1
	1974
	-
	10.1.0
	Rel‑10
	Correction of CA test case 8.3.1.18
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	GP-121043
	36.523-1
	1975
	-
	10.1.0
	Rel‑10
	CR 36.523-1-1975 GCF Priority g1 - Deletion of Idle mode test case 6.2.3.20
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121044
	36.523-2
	0339
	1
	10.1.1
	Rel‑10
	CR 36.523-2-0339 GCF priority g1 - Correction to applicability of Idle mode test cases 6.2.3.19, 6.2.3.20
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121045
	36.523-2
	0340
	1
	10.1.1
	Rel‑10
	CR 36.523-2-0340 Correction to applicability of test case 6.2.3.29
	approved
	F
	10.2.0
	TEI_Test
	G3new

	RP-121101
	36.523-2
	0341
	-
	10.1.1
	Rel‑10
	GCF Priority X - Addition applicability of test case 8.4.7.11
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0342
	-
	10.1.1
	Rel‑10
	Correct applicability for TC 8.2.4.12
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0343
	-
	10.1.1
	Rel‑10
	GCF Priority 3 - Correction to applicability of EMM test case 9.2.3.2.17
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121110
	36.523-2
	0344
	-
	10.1.1
	Rel‑10
	Update Applicability Table for all PWS Test Cases
	approved
	F
	10.2.0
	PWS-RAN_UEConTest
	R5

	RP-121113
	36.523-2
	0345
	-
	10.1.1
	Rel‑10
	Correction to applicability of CA TC 7.1.3.11
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121101
	36.523-2
	0346
	-
	10.1.1
	Rel‑10
	GCF Priority X - Correction to applicability of Rel9 EUTRA Interband test cases
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0347
	-
	10.1.1
	Rel‑10
	Clarify support for ROHC
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0348
	-
	10.1.1
	Rel‑10
	Correction to PICS conditions
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0349
	-
	10.1.1
	Rel‑10
	Clarification of EMM TC applicability
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121122
	36.523-2
	0350
	-
	10.1.1
	Rel‑11
	Addition of applicability statement for new Test Case 7.3.4.3: Integrity protection / Correct functionality of EPS AS integrity algorithms / ZUC
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121122
	36.523-2
	0351
	-
	10.1.1
	Rel‑11
	Addition of applicability statement for new ZUC test case 7.3.3.6
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121101
	36.523-2
	0352
	-
	10.1.1
	Rel‑10
	Addition of applicability statement for E-UTRAN test case 13.4.1.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121110
	36.523-2
	0353
	-
	10.1.1
	Rel‑10
	Introduction of new PICS for PWS
	approved
	F
	10.2.0
	PWS-RAN_UEConTest
	R5

	RP-121122
	36.523-2
	0354
	-
	10.1.1
	Rel‑11
	Addition of applicability statement for new ZUC Rel‑11 test cases
	approved
	F
	11.0.0
	EEA3_EIA3_UEConTest
	R5

	RP-121113
	36.523-2
	0355
	-
	10.1.1
	Rel‑10
	Applicability for new CA test cases
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121103
	36.523-2
	0356
	-
	9.9.0
	Rel‑9
	Update of References to specs and Releases in 36.523-2 v990 (pointer)
	approved
	F
	9.10.0
	TEI9_Test
	R5

	RP-121101
	36.523-2
	0357
	-
	10.1.1
	Rel‑10
	GCF priority 4 - Correction to EMM test case 9.3.1.18 test case applicability
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0358
	-
	10.1.1
	Rel‑10
	Addition of Applicability for new InterRAT cell reselection Test Case
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0359
	-
	10.1.1
	Rel‑10
	GCF Priority 3 - Correction to applicability statement of EMM test case 9.2.2.1.3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0360
	-
	10.1.1
	Rel‑10
	GCF Priority 2: Introduction of missing applicability for test case 9.2.1.1.7a
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-2
	0361
	-
	10.1.1
	Rel‑10
	GCF Priority X: Addition of Applicability for new Inter band test case 6.1.2.15b
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121112
	36.523-2
	0362
	-
	10.1.1
	Rel‑10
	Corrections to title of 8.6.5.3 and applicability of test case 8.6.5.1
	approved
	F
	10.2.0
	MDT_UMTSLTE-UEConTest
	R5

	RP-121117
	36.523-2
	0363
	-
	10.1.1
	Rel‑10
	Addition of applicability statement for new eICIC test cases
	approved
	F
	10.2.0
	eICIC_LTE-UEConTest
	R5

	RP-121101
	36.523-2
	0364
	-
	10.1.1
	Rel‑10
	Upgrade LTE-UTRA TDD TCs to Rel‑9
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	R5

	RP-121113
	36.523-2
	0365
	-
	10.1.1
	Rel‑10
	Addition of applicability statement for new CA test case 8.4.2.7
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121113
	36.523-2
	0366
	-
	10.1.1
	Rel‑10
	Correction of CA TCs Applicability
	approved
	F
	10.2.0
	LTE_CA-UEConTest
	R5

	RP-121101
	36.523-3
	1157
	-
	10.0.0
	Rel‑10
	Update the guidelines for TC executions
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121101
	36.523-3
	1158
	-
	10.0.0
	Rel‑10
	Correction to postamble procedure of EUTRAN-GERAN test cases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121103
	36.523-3
	1159
	-
	10.0.0
	Rel‑10
	Removal of technical content in 36.523-3 v9.4.0 and substitution with pointer to the next Release
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-121101
	36.523-3
	1160
	-
	10.0.0
	Rel‑10
	36523-3: Routine maintenance and updates
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1161
	-
	10.0.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC test case 8.1.2.14
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1162
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 EUTRA-GERAN test case 6.2.3.21
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1163
	-
	10.0.0
	Rel‑10
	LTE_TDD : Addition of GCF WI-091 EUTRA MAC Testcase 7.1.6.1
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1164
	-
	10.0.0
	Rel‑10
	LTE_TDD : Addition of GCF WI-091 EUTRA MAC Testcase 7.1.6.2
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1165
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.3.4.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1166
	-
	10.0.0
	Rel‑10
	Correction to GERAN paging group calculation
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1167
	-
	10.0.0
	Rel‑10
	Addition of GCF WI 86 EMM test case 9.2.3.3.5a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1168
	-
	10.0.0
	Rel‑10
	Enhanced decoding of GERAN Types in LTE/SAE ATS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1169
	-
	10.0.0
	Rel‑10
	Correction to Manual PLMN Selection after Switch On in LTE/SAE ATS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1170
	-
	10.0.0
	Rel‑10
	Correction to template "cds_DL_CommonInformation_CompressedMode_FDD" in LTE/SAE ATS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1171
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-082 EMM CSG test case 9.2.1.2.14
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1172
	-
	10.0.0
	Rel‑10
	Correction to EUTRA MAC test case 7.1.1.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1173
	-
	10.0.0
	Rel‑10
	Correction to EUTRA MAC test case 7.1.4.7a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1174
	-
	10.0.0
	Rel‑10
	Correction to DRX parameter in the Tracking Area Update Request message
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1175
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 EUTRA testcase 8.4.3.2
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1176
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 EUTRA testcase 8.4.3.3
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1177
	-
	10.0.0
	Rel‑10
	Correction to EUTRA SIB 6 content for combination C10
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1178
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-086 EUTRA -UTRAN test case 9.2.3.3.2
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1179
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.3.1.18
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1180
	-
	10.0.0
	Rel‑10
	Addition of GCF WI 86 LTE<>UTRAN test case 9.2.3.3.3
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1181
	-
	10.0.0
	Rel‑10
	Correction to Uplink F4 Frequency for EUTRA Band 5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1182
	-
	10.0.0
	Rel‑10
	LTE_TDD : Addition of GCF WI-097 EUTRA EMM Testcase 9.2.1.2.8
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1183
	-
	10.0.0
	Rel‑10
	LTE_TDD : Addition of GCF WI-097 EUTRA EMM Testcase 9.2.3.2.9
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1184
	-
	10.0.0
	Rel‑10
	Addition of Rel9 EUTRA RRC Testcase 8.2.1.8
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1185
	-
	10.0.0
	Rel‑10
	LTE_TDD : Addition of Rel9 EUTRA RRC Testcase 8.1.2.14
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1186
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-086 EUTRA<>UTRA HSPA Handover Testcase 8.4.1.5
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1187
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of Rel9 EUTRA RRC Testcase 8.2.1.8
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1188
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EUTRA test case 6.2.3.21
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1189
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-088 EUTRA Idle Mode Testcase 6.2.3.7
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1190
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-096 EUTRA test case 8.3.2.3
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1191
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-088 EUTRA<>CDMA200 1XRTT Testcase 6.2.3.9
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1192
	-
	10.0.0
	Rel‑10
	Addition of EMM testcase 9.2.1.1.1b
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1193
	-
	10.0.0
	Rel‑10
	Addition of EMM testcase 9.2.1.1.13a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1194
	-
	10.0.0
	Rel‑10
	Addition of EMM testcase 9.2.1.1.15a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1195
	-
	10.0.0
	Rel‑10
	Addition of EMM testcase 9.2.1.1.16a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1196
	-
	10.0.0
	Rel‑10
	Addition of EMM testcase 9.2.3.1.18a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1197
	-
	10.0.0
	Rel‑10
	Addition of EMM testcase 9.2.1.1.7a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1198
	-
	10.0.0
	Rel‑10
	Addition of EMM testcase 9.2.3.1.15a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1199
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 EUTRA - GERAN test case 6.2.3.17
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1200
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 EUTRA - GERAN test case 6.2.3.18
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1201
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.1.2.1b
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1202
	-
	10.0.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC Interband Testcase 8.2.4.13
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1203
	-
	10.0.0
	Rel‑10
	Addition of Rel9 EUTRA RRC Interband Testcase 8.1.3.11
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1204
	-
	10.0.0
	Rel‑10
	Addition of Rel‑9 EUTRA-HRPD Idle Mode test case 6.2.3.7a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1205
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-086 EMM test case 9.2.3.3.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1206
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.1.2.13
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1207
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of Rel9 EUTRA RRC Interband Testcase 8.1.3.11
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1208
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of Rel‑9 EUTRA RRC Interband Testcase 8.2.4.13
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1209
	-
	10.0.0
	Rel‑10
	Addition of Rel9 EUTRA RRC Interband Testcase 8.1.3.12
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1210
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.2.8
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1211
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-086 EUTRA-UTRAN Multi-layer test case 13.1.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1212
	-
	10.0.0
	Rel‑10
	Addition of Rel9 EUTRA RRC Interband Testcase 8.2.4.15
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1213
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-086 EUTRA EMM Testcase 9.2.1.2.1c
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1214
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.1.2.1d
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1215
	-
	10.0.0
	Rel‑10
	Correction to f_UTRAN_PhyChReconf_InterRatCompresseModeActivate
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1216
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.3.1.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1217
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.1.1.24
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1218
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-088 EUTRA<>CDMA200 1XRTT RRC Testcase 8.3.2.9
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1219
	-
	10.0.0
	Rel‑10
	Correction to function f_EUTRA_Capability in LTE/SAE ATS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1220
	-
	10.0.0
	Rel‑10
	Correction to usage of IP packets in EUTRA Test Mode B for IPv6-only UEs
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1221
	-
	10.0.0
	Rel‑10
	Addition of Rel‑9 EUTRA RRC Interband Testcase 8.2.4.14
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1222
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-081 EUTRA MAC DRX testcase 7.1.6.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1223
	-
	10.0.0
	Rel‑10
	Correction for GERAN SI2Quater message content
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1224
	-
	10.0.0
	Rel‑10
	Correction to EUTRA Idle mode test case 6.2.2.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1225
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-086 EMM Testcase 9.2.3.3.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1226
	-
	10.0.0
	Rel‑10
	Correction to ESM testcases 10.8.5 and 10.8.6
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1227
	-
	10.0.0
	Rel‑10
	Correction to function f_EUTRA_RmvFbdnPLMN and CSG test cases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1228
	-
	10.0.0
	Rel‑10
	Correction to Multilayer test case 13.4.2.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1229
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.3.3.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1230
	-
	10.0.0
	Rel‑10
	Correction GCF WI-082 EUTRA EMM Testcase 9.2.3.1.23
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1231
	-
	10.0.0
	Rel‑10
	Correction GCF WI-086 EUTRA EMM Testcase 9.2.3.2.9
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1232
	-
	10.0.0
	Rel‑10
	Correction GCF WI-086 EUTRA Multilayer Testcase 13.1.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1233
	-
	10.0.0
	Rel‑10
	Correction GCF WI-086 EUTRA EMM Testcase 9.2.3.2.1c
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1234
	-
	10.0.0
	Rel‑10
	Correction GCF WI-081 EUTRA MAC Testcase 7.1.4.12
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1235
	-
	10.0.0
	Rel‑10
	Correction to EUTRA RRC test case 8.5.4.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1236
	-
	10.0.0
	Rel‑10
	Correction GCF WI-086 EUTRA Idle Mode Testcase 6.2.1.2
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1237
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-086 EUTRA-UTRAN test case 8.4.2.2
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1238
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of Rel‑9 EUTRA RRC Interband Testcase 8.2.4.14
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1239
	-
	10.0.0
	Rel‑10
	Correction for GERAN Packet Uplink Assignment template
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1240
	-
	10.0.0
	Rel‑10
	Correction to EUTRA RRC test case 8.1.3.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1241
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 Multi-layer test case 13.1.7
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1242
	-
	10.0.0
	Rel‑10
	Addition of EUTRA Multi-layer test case 13.1.8
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1243
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 EUTRA - GERAN test case 6.2.3.19
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1244
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 Multi-layer test case 13.1.9
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1245
	-
	10.0.0
	Rel‑10
	Correction to Rel9 EUTRA RRC testcase 8.2.1.8
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1246
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.1.2.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1247
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.1.5.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1248
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 Multi-layer test case 13.1.10
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1249
	-
	10.0.0
	Rel‑10
	Correction to f_UT_ConfigureCombinedAttach and f_UT_ConfigureEPSAttach
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1250
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 Multi-layer test case 6.2.3.20
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1251
	-
	10.0.0
	Rel‑10
	Addition of Rel9 EUTRA<>CDMA2000 1xRTT Testcase 6.2.3.9a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1252
	-
	10.0.0
	Rel‑10
	Correction to GERAN Type Defs in LTE/SAE ATS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1253
	-
	10.0.0
	Rel‑10
	Correction to initial 'Power Off' MMI command in LTE/SAE ATS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1254
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 EUTRA - GERAN test case 6.2.3.24
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1255
	-
	10.0.0
	Rel‑10
	Correction to function f_SelectionExpr
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1256
	-
	10.0.0
	Rel‑10
	Addition of Rel9 EUTRA<>CDMA2000 1xRTT Testcase 6.2.3.10a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1257
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-087 testcase 6.2.3.16
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1258
	-
	10.0.0
	Rel‑10
	Correction to Selection Expression for EMM test case 9.2.3.2.4 and 9.2.1.2.4
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1259
	-
	10.0.0
	Rel‑10
	Correction of GCF WI-086 EMM testcase 9.2.3.2.1a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1260
	-
	10.0.0
	Rel‑10
	Correction to multiLayer test case 13.1.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1261
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.3.3.5a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1262
	-
	10.0.0
	Rel‑10
	Correction to WI-086 EUTRA-UTRAN EMM Testcase 9.2.3.2.14
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1263
	-
	10.0.0
	Rel‑10
	Correction to function fl_EUTRA_CheckNoAttach_Common
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1264
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-086 UTRA<>EUTRA HSPA Handover Testcase 8.4.2.4
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1265
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-086 RRC test case 8.4.1.5
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1266
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-089 EUTRA test case 8.3.2.5
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1267
	-
	10.0.0
	Rel‑10
	Addition of Rel‑9 EUTRA-HRPD Idle Mode test case 6.2.3.8a
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1268
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle Mode testcase 6.2.3.17
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1269
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EUTRA Idle Mode testcase 6.2.3.18
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1270
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.2.11
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1271
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EMM test case 9.2.3.4.1
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1272
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-086 EUTRA-UTRAN test case 9.2.2.1.10
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1273
	-
	10.0.0
	Rel‑10
	Correction to EUTRA RRC test case 8.1.3.7
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1274
	-
	10.0.0
	Rel‑10
	Correction to applicability for test case 6.1.2.15
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1275
	-
	10.0.0
	Rel‑10
	Correction to EMM test case 9.2.3.4.1
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1276
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-089 EUTRA test case 6.2.1.1
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1277
	-
	10.0.0
	Rel‑10
	Addition of GCF WI-087 LTE<>GERAN Multilayer Testcase 13.3.2.2
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1278
	-
	10.0.0
	Rel‑10
	Correction EUTRA<>GERAN Testcases using Multiple GERAN Cell
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1279
	-
	10.0.0
	Rel‑10
	Correction to EUTRA<>UTRA Band IX Testcases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1280
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-087 EUTRA EMM testcase 9.2.3.2.13
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1281
	-
	10.0.0
	Rel‑10
	Correction to EMM test cases 9.3.1.4, 9.3.1.5, 9.3.1.6
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1282
	-
	10.0.0
	Rel‑10
	Correction for function fl_ConvertPLMN
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1283
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-087 EUTRA EMM testcase 9.2.3.2.8
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1284
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of EUTRA test case 8.1.3.12
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1285
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of EUTRA test case 8.2.4.15
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1286
	-
	10.0.0
	Rel‑10
	Correction to EUTRA EMM testcase 9.2.3.3.5a
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1287
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-082 EMM testcases 9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12 and 9.2.3.1.16
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1288
	-
	10.0.0
	Rel‑10
	Correction to Common IRAT NAS templates in LTE/SAE ATS
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1289
	-
	10.0.0
	Rel‑10
	Correction to LTE<>GERAN test cases
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1290
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EUTRA test case 6.2.3.19
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1291
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 EUTRA test case 6.2.3.20
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1292
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 Multilayer test case 13.1.7
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1293
	-
	10.0.0
	Rel‑10
	LTE_TDD: Addition of GCF WI-097 Multilayer test case 13.1.8
	approved
	B
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1294
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-087 EUTRA Multilayer testcase 13.1.9
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1295
	-
	10.0.0
	Rel‑10
	Correction for GERAN cell selection parameters
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121108
	36.523-3
	1296
	-
	10.0.0
	Rel‑10
	Correction to GCF WI-086 EMM test case 9.2.3.3.3
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121107
	36.523-3
	1297
	-
	10.0.0
	Rel‑10
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	10.1.0
	LTE-UEConTest_SIG
	R5

	RP-121316
	36.820
	0001
	-
	11.0.0
	Rel‑11
	CR to 36.820 APAC700
	approved
	F
	11.1.0
	LTE_APAC700-Core
	R4

	RP-121097
	36.903
	0038
	-
	9.4.1
	Rel‑9
	Update Test Tolerance analysis for RRM test case 9.1.2.1
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.903
	0039
	-
	9.4.1
	Rel‑9
	Update Test Tolerance analysis for RRM test case 9.1.2.2
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.903
	0040
	-
	9.4.1
	Rel‑9
	Update Test Tolerance analysis for RRM test cases 9.1.3.1+9.1.4.1
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.903
	0041
	-
	9.4.1
	Rel‑9
	Update Test Tolerance analysis for RRM test cases 9.1.3.2+9.1.4.2
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.903
	0042
	-
	9.4.1
	Rel‑9
	Update Test Tolerance analysis for RRM test cases 9.2.1.1+9.2.2.1
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.903
	0043
	-
	9.4.1
	Rel‑9
	Update Test Tolerance analysis for RRM test cases 9.2.3.1+9.2.4.1
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.903
	0044
	-
	9.4.1
	Rel‑9
	Update Test Tolerance analysis for RRM test cases 9.2.3.2+9.2.4.2
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121097
	36.903
	0045
	-
	9.4.1
	Rel‑9
	Add Test Tolerance analyses for TS 36.521-3 Test cases 4.2.7 and 4.2.8
	approved
	F
	9.5.0
	LTE-UEConTest_RF
	R5

	RP-121310
	37.104
	0077
	1
	10.7.0
	Rel‑10
	Applicability of Cumulative ACLR
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.104
	0078
	-
	11.1.0
	Rel‑11
	Applicability of Cumulative ACLR
	approved
	A
	11.2.0
	MSR_NC-Core
	R4

	RP-121310
	37.104
	0079
	1
	10.7.0
	Rel‑10
	Correct the f_offsetmax definition for TS 37.104
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.104
	0080
	-
	11.1.0
	Rel‑11
	Correct the f_offsetmax definition for TS 37.104
	approved
	A
	11.2.0
	MSR_NC-Core
	R4

	RP-121308
	37.104
	0081
	2
	11.1.0
	Rel‑11
	Reusing band 41 requirements for the Japan 2.5G TDD band
	approved
	B
	11.2.0
	LTE_TDD_2600_US
	R4

	RP-121310
	37.104
	0082
	1
	10.7.0
	Rel‑10
	Intra-band non-contiguous receiver requirements
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.104
	0083
	1
	11.1.0
	Rel‑11
	Intra-band non-contiguous receiver requirements
	approved
	A
	11.2.0
	MSR_NC-Core
	R4

	RP-121310
	37.104
	0084
	-
	10.7.0
	Rel‑10
	Deleting additional BC3 transmitter intermodulation requirement for NC MSR
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.104
	0085
	-
	11.1.0
	Rel‑11
	Deleting additional BC3 transmitter intermodulation requirement for NC MSR
	approved
	A
	11.2.0
	MSR_NC-Core
	R4

	RP-121300
	37.104
	0087
	-
	10.7.0
	Rel‑10
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	F
	10.8.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	37.104
	0088
	-
	11.1.0
	Rel‑11
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	A
	11.2.0
	RInImp9-UMTSLTE800
	R4

	RP-121310
	37.104
	0089
	-
	10.7.0
	Rel‑10
	Clean-up of ACLR wording for MSR-NC
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.104
	0090
	1
	11.1.0
	Rel‑11
	Clean-up of ACLR wording for MSR-NC
	approved
	F
	11.2.0
	MSR_NC-Core
	R4

	RP-121340
	37.104
	0091
	1
	11.1.0
	Rel‑11
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	F
	11.2.0
	TEI11
	R4

	RP-121310
	37.141
	0138
	1
	10.7.0
	Rel‑10
	Correct the f_offsetmax definition for TS 37.141
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.141
	0139
	-
	11.1.0
	Rel‑11
	Correct the f_offsetmax definition for TS 37.141
	approved
	A
	11.2.0
	MSR_NC-Core
	R4

	RP-121308
	37.141
	0140
	2
	11.1.0
	Rel‑11
	Reusing band 41 requirements for the Japan 2.5G TDD band
	approved
	F
	11.2.0
	LTE_TDD_2600_US
	R4

	RP-121310
	37.141
	0141
	1
	10.7.0
	Rel‑10
	Intra-band non-contiguous receiver requirements
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.141
	0142
	1
	11.1.0
	Rel‑11
	Intra-band non-contiguous receiver requirements
	approved
	A
	11.2.0
	MSR_NC-Core
	R4

	RP-121310
	37.141
	0143
	-
	10.7.0
	Rel‑10
	Deleting additional BC3 transmitter intermodulation requirement for NC MSR
	approved
	F
	10.8.0
	MSR_NC-Core
	R4

	RP-121310
	37.141
	0144
	-
	11.1.0
	Rel‑11
	Deleting additional BC3 transmitter intermodulation requirement for NC MSR
	approved
	A
	11.2.0
	MSR_NC-Core
	R4

	RP-121300
	37.141
	0146
	-
	10.7.0
	Rel‑10
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	F
	10.8.0
	RInImp9-UMTSLTE800
	R4

	RP-121300
	37.141
	0147
	-
	11.1.0
	Rel‑11
	Modificaitions of frequency ranges on spurious emission requirements for Band 6, 18, 19
	approved
	A
	11.2.0
	RInImp9-UMTSLTE800
	R4

	RP-121311
	37.141
	0148
	1
	10.7.0
	Rel‑10
	Clarification of non-contiguous BC1 transmitter intermodulation requirements
	approved
	F
	10.8.0
	MSR_NC-Perf
	R4

	RP-121311
	37.141
	0149
	-
	11.1.0
	Rel‑11
	Clarification of non-contiguous BC1 transmitter intermodulation requirements
	approved
	A
	11.2.0
	MSR_NC-Perf
	R4

	RP-121311
	37.141
	0150
	-
	10.7.0
	Rel‑10
	Clean-up of ACLR wording for MSR-NC
	approved
	F
	10.8.0
	MSR_NC-Perf
	R4

	RP-121311
	37.141
	0151
	1
	11.1.0
	Rel‑11
	Clean-up of ACLR wording for MSR-NC
	approved
	F
	11.2.0
	MSR_NC-Perf
	R4

	RP-121312
	37.141
	0152
	-
	10.7.0
	Rel‑10
	BS test uncertainties above 3 GHz
	approved
	F
	10.8.0
	RInImp8-UMTSLTE3500
	R4

	RP-121312
	37.141
	0153
	-
	11.1.0
	Rel‑11
	BS test uncertainties above 3 GHz
	approved
	A
	11.2.0
	RInImp8-UMTSLTE3500
	R4

	RP-121340
	37.141
	0155
	-
	11.1.0
	Rel‑11
	Modification to increase GSM Carrier Power in MSR BS for Band Category 2
	approved
	F
	11.2.0
	TEI11
	R4

	RP-121370
	37.320
	0046
	1
	11.0.0
	Rel‑11
	Updates for MDT enhancements
	approved
	B
	11.1.0
	eMDT_UMTSLTE-Core
	R2

	RP-121119
	37.571-1
	0013
	-
	10.0.0
	Rel‑10
	Correction to RSTD Measurement Accuracy Tests 9.1.3 and 9.1.4
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-1
	0014
	-
	10.0.0
	Rel‑10
	Addition of RRM Test Case 9.8.4 TDD inter-frequency RSTD Accuracy
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0012
	-
	10.0.0
	Rel‑10
	Removal of FFS for Sub-test-7
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0013
	-
	10.0.0
	Rel‑10
	Correction of references to clauses in 37.571-5
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0014
	-
	10.0.0
	Rel‑10
	Editorial Corrections
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0015
	-
	10.0.0
	Rel‑10
	Correction of MO-LR CS fallback test cases 7.4.1
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0016
	-
	10.0.0
	Rel‑10
	Correction to UE Network Capability Test Procedure
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0017
	-
	10.0.0
	Rel‑10
	Correction to Register and Facility message type content
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0018
	-
	10.0.0
	Rel‑10
	Addition of RESET command to EPC MO-LR tests
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-2
	0019
	-
	10.0.0
	Rel‑10
	Small corrections to default E-UTRAN message contents
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121103
	37.571-3
	0003
	-
	10.0.0
	Rel‑10
	Correction of sub-test names and PICS names
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-121103
	37.571-4
	0001
	-
	10.0.0
	Rel‑10
	37571-4: Routine maintenance and updates
	approved
	F
	10.1.0
	TEI9_Test
	R5

	RP-121119
	37.571-5
	0012
	-
	10.0.0
	Rel‑10
	Addition of missing Assistance Data
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-5
	0013
	-
	10.0.0
	Rel‑10
	Addition of Rel‑10 Information Elements
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121119
	37.571-5
	0014
	-
	10.0.0
	Rel‑10
	Addition of missing Assistance Data
	approved
	F
	10.1.0
	TEI10_Test
	R5

	RP-121323
	37.900
	0001
	-
	10.0.0
	Rel‑11
	Additional co-existence scenarios for BC3 MSR
	approved
	B
	11.0.0
	LTE_TDD_add_subframe
	R4

	RP-121123
	37.901
	0016
	-
	11.3.0
	Rel‑11
	Correction to Table A.2.2.3-2: Test Points for FTP Downlink Testing
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-121123
	37.901
	0017
	-
	11.3.0
	Rel‑11
	TR 37.901: Power levels revision
	approved
	F
	11.4.0
	TEI11_Test
	R5

	CP-120596
	43.068
	0165
	-
	11.2.0
	Rel‑11
	TC-RT: Corrections to group call redundancy
	approved
	F
	11.3.0
	RT_VGCS_Red
	C1

	CP-120584
	43.068
	0166
	-
	11.2.0
	Rel‑11
	TC-RT: Cleanup of editorial or textual defects
	approved
	F
	11.3.0
	TEI11
	C1

	CP-120596
	43.069
	0118
	-
	11.2.0
	Rel‑11
	TC-RT: Corrections to broadcast call redundancy
	approved
	F
	11.3.0
	RT_VGCS_Red
	C1

	CP-120584
	43.069
	0119
	-
	11.2.0
	Rel‑11
	TC-RT: Cleanup of editorial or textual defects
	approved
	F
	11.3.0
	TEI11
	C1

	GP-121152
	44.018
	0936
	6
	11.1.0
	Rel‑11
	Broadcast of additional information for Network Sharing and Domain-Specific Access Control
	Approved
	B
	11.2.0
	Full_MOCN-GERAN
	G2

	GP-121151
	44.018
	0968
	3
	11.1.0
	Rel‑11
	Supporting Dual Priority Device Operation
	Approved
	B
	11.2.0
	TEI11
	G2

	GP-121111
	44.018
	0981
	1
	11.1.0
	Rel‑11
	Introduction of Implicit Reject in IPA
	Approved
	C
	11.2.0
	TEI11
	G2

	GP-121153
	44.018
	0982
	1
	11.1.0
	Rel‑11
	Introduction of NCC_PERMITTED in idle mode for FULL-MOCN mobiles
	Approved
	B
	11.2.0
	Full_MOCN-GERAN
	G2

	GP-121120
	44.060
	1535
	5
	11.1.0
	Rel‑11
	Indication of selected PLMN ID on the PS side
	Approved
	B
	11.2.0
	Full_MOCN-GERAN
	G2

	GP-121085
	44.060
	1543
	2
	8.16.0
	Rel‑8
	Correction of RRC Container
	Approved
	F
	8.17.0
	GELTE
	G2

	GP-121086
	44.060
	1544
	2
	9.12.0
	Rel‑9
	Correction of RRC Container
	Approved
	A
	9.13.0
	GELTE
	G2

	GP-121087
	44.060
	1545
	2
	10.9.0
	Rel‑10
	Correction of RRC Container
	Approved
	A
	10.10.0
	GELTE
	G2

	GP-121088
	44.060
	1546
	2
	11.1.0
	Rel‑11
	Correction of RRC Container
	Approved
	A
	11.2.0
	GELTE
	G2

	GP-121012
	44.060
	1558
	1
	10.9.0
	Rel‑10
	Corrections to CSN.1 encoding
	Approved
	F
	10.10.0
	TEI10
	G2

	GP-121013
	44.060
	1559
	2
	11.1.0
	Rel‑11
	Corrections to CSN.1 encoding
	Approved
	A
	11.2.0
	TEI10
	G2

	GP-121102
	44.060
	1566
	1
	11.1.0
	Rel‑11
	Supporting Dual Priority Device Operation
	Approved
	B
	11.2.0
	TEI11
	G2

	GP-121105
	44.060
	1567
	1
	11.1.0
	Rel‑11
	Correction of E-UTRAN Enhanced Cell Reselection Parameters
	Approved
	A
	11.2.0
	TEI9
	G2

	GP-121089
	44.060
	1569
	1
	7.26.0
	Rel‑7
	Corrections to PACKET CS RELEASE INDICATION message encoding
	Approved
	F
	7.27.0
	TEI7
	G2

	GP-121021
	44.060
	1570
	-
	8.16.0
	Rel‑8
	Corrections to PACKET CS RELEASE INDICATION message encoding
	Approved
	A
	8.17.0
	TEI7
	G2

	GP-121022
	44.060
	1571
	-
	9.12.0
	Rel‑9
	Corrections to PACKET CS RELEASE INDICATION message encoding
	Approved
	A
	9.13.0
	TEI7
	G2

	GP-121023
	44.060
	1572
	-
	10.9.0
	Rel‑10
	Corrections to PACKET CS RELEASE INDICATION message encoding
	Approved
	A
	10.10.0
	TEI7
	G2

	GP-121024
	44.060
	1573
	-
	11.1.0
	Rel‑11
	Corrections to PACKET CS RELEASE INDICATION message encoding
	Approved
	F
	11.2.0
	TEI11
	G2

	GP-121103
	44.060
	1574
	-
	9.12.0
	Rel‑9
	Correction of E-UTRAN Enhanced Cell Reselection Parameters
	Approved
	F
	9.13.0
	TEI9
	G2

	GP-121104
	44.060
	1575
	-
	10.9.0
	Rel‑10
	Correction of E-UTRAN Enhanced Cell Reselection Parameters
	Approved
	A
	10.10.0
	TEI9
	G2

	GP-121129
	45.002
	0159
	5
	10.3.0
	Rel‑11
	Introduction of SI22 message for Network Sharing
	approved
	B
	11.0.0
	Full_MOCN-GERAN
	G1

	GP-120923
	45.005
	0534
	-
	11.0.0
	Rel‑11
	Spurious emission limit in receive band for Medium Range multicarrier BTS
	approved
	F
	11.1.0
	MRLA
	G1

	GP-121127
	45.005
	0535
	1
	11.0.0
	Rel‑11
	Correction factor to reference sensitivity and interference requirements for Local Area multicarrier BTS
	approved
	F
	11.1.0
	MRLA
	G1

	GP-121128
	45.005
	0541
	2
	11.0.0
	Rel‑11
	Corrections on medium range and local area multicarrier BTS requirements
	approved
	F
	11.1.0
	MRLA
	G1

	GP-120950
	45.005
	0542
	-
	9.11.0
	Rel‑9
	Removal of signal level brackets for VAMOS reference interference performance
	approved
	F
	9.12.0
	VAMOS
	G1

	GP-120951
	45.005
	0543
	-
	10.5.0
	Rel‑10
	Removal of signal level brackets for VAMOS reference interference performance
	approved
	A
	10.6.0
	VAMOS
	G1

	GP-120952
	45.005
	0544
	-
	11.0.0
	Rel‑11
	Removal of signal level brackets for VAMOS reference interference performance
	approved
	A
	11.1.0
	VAMOS
	G1

	GP-121136
	45.005
	0545
	1
	11.0.0
	Rel‑11
	Clarification of output power declaration for Medium Range and Local Area multicarrier BTS
	approved
	F
	11.1.0
	MRLA
	G1

	GP-121150
	45.005
	0546
	-
	10.5.0
	Rel‑10
	Clarification of the relation between TIGHTER and DARP phase I MS capability
	approved
	F
	10.6.0
	TIGHTER
	G1

	GP-121156
	45.005
	0547
	-
	11.0.0
	Rel‑11
	Clarification of the relation between TIGHTER and DARP phase I MS capability
	approved
	A
	11.1.0
	TIGHTER
	G1

	GP-121130
	45.008
	0587
	1
	11.1.0
	Rel‑11
	Introduction of NCC_PERMITTED for FULL-MOCN mobiles
	approved
	F
	11.2.0
	Full_MOCN-GERAN
	G1

	GP-121146
	45.010
	0034
	2
	10.1.0
	Rel‑11
	Impact from rSRVCC from GERAN to E-UTRAN
	postponed
	F
	
	rSRVCC
	G1

	GP-120925
	45.010
	0063
	-
	10.1.0
	Rel‑11
	Synchronization requirements for Local Area multicarrier BTS
	approved
	B
	11.0.0
	MRLA
	G1

	GP-120916
	45.860
	0024
	-
	11.3.0
	Rel‑11
	Synchronization requirements for Local Area multicarrier BTS
	approved
	B
	11.4.0
	FS_SPEED
	G1

	GP-121119
	48.018
	0324
	2
	10.6.0
	Rel‑11
	Gb interface signalling for SIRIG
	Approved
	B
	11.0.0
	SIRIG
	G2

	GP-121082
	48.018
	0373
	1
	8.8.0
	Rel‑8
	Correction of contents of the Target to Source Transparent Container IE
	Approved
	F
	8.9.0
	GELTE
	G2

	GP-121083
	48.018
	0374
	1
	9.7.0
	Rel‑9
	Correction of contents of the Target to Source Transparent Container IE
	Approved
	A
	9.8.0
	GELTE
	G2

	GP-121084
	48.018
	0375
	1
	10.6.0
	Rel‑10
	Correction of contents of the Target to Source Transparent Container IE
	Approved
	A
	10.7.0
	GELTE
	G2

	GP-121108
	48.018
	0377
	1
	10.6.0
	Rel‑11
	Clarification of the Global eNB ID encoding
	Approved
	F
	11.0.0
	TEI11
	G2

	GP-121017
	48.071
	0040
	-
	9.2.0
	Rel‑9
	Correction of Element Identifier Coding
	Approved
	F
	9.3.0
	TEI9
	G2

	GP-121018
	48.071
	0041
	-
	10.2.0
	Rel‑10
	Correction of Element Identifier Coding
	Approved
	A
	10.3.0
	TEI9
	G2

	GP-120812
	51.010-1
	4737
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4737 New test 14.16.4.1a Synchronous single co-channel interferer (DTS-1) in TIGHTER configuration
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121050
	51.010-1
	4738
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4738 New test 14.16.4.2a Synchronous multiple interferers (DTS-2 / DTS-3) in TIGHTER configuration
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120814
	51.010-1
	4739
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4739 New test 14.18.8.1a Synchronous single co-channel interferer (DTS-1) in TIGHTER configuration
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121051
	51.010-1
	4740
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4740 New test 14.18.8.2a Synchronous single co-channel interferer (DTS-2 / DTS-3) in TIGHTER configuration
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120898
	51.010-1
	4741
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4741 14.x Correction to VAMOS test cases
	approved
	F
	10.2.0
	TIGHTER
	G3new

	GP-120899
	51.010-1
	4742
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4742 13.2 Alignment of test procedure
	approved
	F
	10.2.0
	TIGHTER
	G3new

	GP-120900
	51.010-1
	4743
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4743 51.2.2.x: Transmission of Additional MS Radio Access Capabilities during 2-phase access
	approved
	F
	10.2.0
	TIGHTER
	G3new

	GP-121031
	51.010-1
	4744
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4744 51.3.5.2: Transmission of Additional MS Radio Access Capabilities during 2-phase access
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121032
	51.010-1
	4745
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4745 52.1.2.1.9.4: Transmission of Additional MS Radio Access Capabilities during 2-phase access
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120827
	51.010-1
	4746
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4746 Addition of new Test case 14.4.4a - Co-channel rejection - FACCH/F in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-120828
	51.010-1
	4747
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4747 Addition of new Test case 14.4.5a - Co-channel rejection - FACCH/H in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-120829
	51.010-1
	4748
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4748 Addition of new Test case 14.4.6a - Co-channel rejection - TCH/EFS in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-121052
	51.010-1
	4749
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4749 Addition of new Test case 14.4.8a - Co-channel rejection - TCH/AFS in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-120831
	51.010-1
	4750
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4750 Addition of new Test case 14.4.16a - Co-channel rejection - TCH/AHS in TIGHTER configuration
	approved
	B
	10.2.0
	TEI9_Test
	G3new

	GP-120832
	51.010-1
	4751
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4751 Addition of new Test case 14.4.28a - Co-channel rejection - TCH/WFS in TIGHTER configuration
	approved
	B
	10.2.0
	TEI9_Test
	G3new

	GP-121053
	51.010-1
	4752
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4752 Addition of new Test case 14.5.1.1a - Adjacent channel rejection - TCH/FS in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-121058
	51.010-1
	4753
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4753 Addition of new Test case 14.5.1.7a - Adjacent Channel Interference - TCH/WFS in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-121054
	51.010-1
	4754
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4754 Addition of new Test case 14.11.3.3a - DARP Phase 1 Speech bearer test -TCH-AHS/ DTS-2/3 in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-120836
	51.010-1
	4755
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4755 Addition of new Test case 14.12.1.2a - DARP Phase 1 Signalling bearer test - FACCH/F - DTS-2-3 in TIGHTER configuration
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-121033
	51.010-1
	4756
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4756 Addition of new Test cases 20.25.x - Intersystem Cell Reselection based on Priority
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-121034
	51.010-1
	4757
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4757 26.6.11 Verification of supported features in Classmark 3
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	G3new

	GP-120843
	51.010-1
	4758
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4758 26.21.6 Specific messages content not aligned with Table 26.21-1
	approved
	F
	10.2.0
	TEI10_Test
	G3new

	GP-120844
	51.010-1
	4759
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4759 26.21.7 Specific messages content not aligned with Table 26.21-1
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120845
	51.010-1
	4760
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4760 47.4.1-1 Corrections to the test procedure
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121059
	51.010-1
	4761
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4761 Addition of new Test case 14.11.1.1a DARP Phase 1 Speech bearer test TCH-FS DTS-1 in TIGHTER configuration
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121061
	51.010-1
	4762
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4762 Addition of new Test case 14.11.2.1a DARP Phase 1 Speech bearer test TCH-AFS DTS-1 in TIGHTER configuration
	approved
	F
	10.2.0
	TEI10_Test
	G3new

	GP-121060
	51.010-1
	4763
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4763 Addition of new Test case 14.11.2.3a DARP Phase 1 Speech bearer test TCH-AFS DTS-2/3 in TIGHTER configuration
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121062
	51.010-1
	4764
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4764 Addition of new Test case 14.11.3.1a DARP Phase 1 Speech bearer test TCH-AHS DTS-1 in TIGHTER configuration
	approved
	F
	10.2.0
	TEI10_Test
	G3new

	GP-121035
	51.010-1
	4765
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4765 Editorial Correction to test case 58a.1.7
	approved
	F
	10.2.0
	LTE-UEConTest_SIG
	G3new

	GP-120873
	51.010-1
	4766
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4766 40.5 modification for LLC AM
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121037
	51.010-1
	4767
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4767 46.x modification for LLC AM
	approved
	F
	10.2.0
	TEI10_Test
	G3new

	GP-121055
	51.010-1
	4768
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4768 New test 13.1b Frequency error and phase error in TIGHTER configuration \ with legacy TSC in VAMOS mode
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121056
	51.010-1
	4769
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4769 New test 13.2b Frequency error under multipath and interference conditions in TIGHTER configuration \ with legacy TSC in VAMOS mode
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121046
	51.010-1
	4771
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4771 21.1 and 21.2 modifications to support GPRS Only device.
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121068
	51.010-1
	4772
	1
	10.1.0
	Rel‑10
	CR 51.010-1-4772 44.2.3.1.4 - Correction to detach procedure in case of SIM removal
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120897
	51.010-1
	4773
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4773 21.13 Editorial corrections and alignment of test procedure
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121047
	51.010-1
	4774
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4774 50.4.3.6: Correction to optional steps
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121048
	51.010-1
	4775
	-
	10.1.0
	Rel‑10
	CR 51.010-1-4775 53.3.2.1: Correction to optional steps
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121070
	51.010-2
	0764
	2
	10.1.0
	Rel‑10
	CR 51.010-2-0764 Addition of new TIGHTER tests
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121066
	51.010-2
	0765
	1
	10.1.0
	Rel‑10
	CR 51.010-2-0765 Addition of new TIGHTER tests
	approved
	B
	10.2.0
	TEI_Test
	G3new

	GP-121038
	51.010-2
	0766
	1
	10.1.0
	Rel‑10
	CR 51.010-2-0766 Addition of new Test cases 20.25.x
	approved
	B
	10.2.0
	TEI10_Test
	G3new

	GP-121063
	51.010-2
	0768
	1
	10.1.0
	Rel‑10
	CR 51.010-2-0768 Addition of new TIGHTER tests
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121064
	51.010-2
	0770
	2
	10.1.0
	Rel‑10
	CR 51.010-2-0770 Correction to applicability condition of test case 44.2.2.1.9 in Table B.1
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120875
	51.010-2
	0771
	-
	10.1.0
	Rel‑10
	CR 51.010-2-0771 Modification for LLC AM part 2
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120879
	51.010-2
	0772
	-
	10.1.0
	Rel‑10
	CR 51.010-2-0772 Modification for Tighter part 2
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120888
	51.010-2
	0773
	-
	10.1.0
	Rel‑10
	CR 51.010-2-0773 22.1 - 'Applicability' correction, not applicable for GPRS only device.
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121065
	51.010-2
	0774
	1
	10.1.0
	Rel‑10
	CR 51.010-2-0774 Correction to applicability condition of test case 44.2.2.1.8 in Table B.1
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-120891
	51.010-2
	0775
	-
	10.1.0
	Rel‑10
	CR 51.010-2-0775 Renumbering of 13.16.2.x and 13.17.3.x in part 2
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121036
	51.010-2
	0776
	-
	10.1.0
	Rel‑10
	CR 51.010-2-0776 Add new PICS for Selective Ciphering of Downlink SACCH
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121041
	51.010-2
	0777
	-
	10.1.0
	Rel‑10
	"CR 51.010-2-0777 Removal of the ""see note 1"" indications in the Release column for test cases 42.9.2.1.x, 42.9.2.2.x and 42.9.3.1.x in Table B.1"
	approved
	F
	10.2.0
	TEI10_Test
	G3new

	GP-121049
	51.010-2
	0778
	-
	10.1.0
	Rel‑10
	CR 51.010-2-0778 51.010-2: Clarification in "Table A.1: Types of Mobile Stations" for GSM bands
	approved
	F
	10.2.0
	TEI_Test
	G3new

	CP-120628
	51.010-4
	0087
	2
	4.23.0
	Rel‑4
	Modification of the initial conditions for clause 27.22.4.7.1
	approved
	F
	4.24.0
	TEI4
	C6

	CP-120629
	51.010-4
	0088
	2
	4.23.0
	Rel‑4
	Essential correction of Launch Browser tests
	approved
	F
	4.24.0
	TEI4
	C6

	CP-120629
	51.010-4
	0090
	2
	4.23.0
	Rel‑4
	Essential correction of Launch Browser tests
	approved
	F
	4.24.0
	TEI4
	C6

	GP-120819
	51.010-5
	0116
	-
	10.1.0
	Rel‑10
	CR 51.010-5-0116 Update for the latest version of TTCN
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-121040
	51.010-7
	0007
	1
	9.4.0
	Rel‑9
	CR 51.010-7-0007 Addition of missing Assistance Data
	approved
	F
	9.5.0
	TEI10_Test
	G3new

	GP-120999
	51.021
	0249
	1
	10.5.0
	Rel‑11
	Introduction of Medium Range and Local Area multicarrier BTS
	approved
	B
	11.0.0
	MRLA, MCBTS
	G1

	GP-121121
	51.021
	0250
	1
	8.12.0
	Rel‑8
	Miscellaneous corrections for multicarrier BTS testing requirements
	approved
	F
	8.13.0
	MCBTS
	G1

	GP-121122
	51.021
	0251
	1
	9.9.0
	Rel‑9
	Miscellaneous corrections for multicarrier BTS testing requirements
	approved
	A
	9.10.0
	MCBTS
	G1

	GP-121123
	51.021
	0252
	1
	10.5.0
	Rel‑10
	Miscellaneous corrections for multicarrier BTS testing requirements
	approved
	A
	10.6.0
	MCBTS
	G1

	GP-121000
	51.021
	0253
	-
	8.12.0
	Rel‑8
	Spurious emission - protection of operating Rx band
	approved
	F
	8.13.0
	MCBTS
	G1

	GP-121001
	51.021
	0254
	-
	9.9.0
	Rel‑9
	Spurious emission - protection of operating Rx band
	approved
	A
	9.10.0
	MCBTS
	G1

	GP-121002
	51.021
	0255
	-
	10.5.0
	Rel‑10
	Spurious emission - protection of operating Rx band
	approved
	A
	10.6.0
	MCBTS
	G1
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