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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply:

NOTE:
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AC
Alternating Current

AL-SDU
Application Layer - Service Data Unit

AMR
Adaptive Multi-Rate

AMR-NB
Adaptive Multi-Rate - NarrowBand

AMR-WB
Adaptive Multi-Rate - WideBand

APP
APPlication-defined RTCP packet

ARQ
Automatic repeat ReQuest

AS
Application Server

AVC
Advanced Video Coding

CCM
Codec Control Messages

CDF
Cumulative Distribution Function

CMR
Codec Mode Request

cps
characters per second

CS
Circuit Switched

CSCF
Call Session Control Function

CTM
Cellular Text telephone Modem

DTMF
Dual Tone Multi-Frequency

DTX
Discontinuous Transmission

E-UTRAN
Evolved UTRAN
FIR
Full Intra Request
GIP
Generic IP access

GOB
Group Of Blocks

H-ARQ
Hybrid - ARQ

HSPA
High Speed Packet Access

ICM
Initial Codec Mode

IDR
Instantaneous Decoding Refresh

IMS
IP Multimedia Subsystem

IP
Internet Protocol

IPv4
Internet Protocol version 4

ITU-T
International Telecommunications Union - Telecommunications

JBM
Jitter Buffer Management

MGCF
Media Gateway Control Function

MGW
Media GateWay

MIME
Multipurpose Internet Mail Extensions

MO
Management Object

MPEG
Moving Picture Experts Group

MRFC
Media Resource Function Controller

MRFP
Media Resource Function Processor

MSRP
Message Session Relay Protocol

MTSI
Multimedia Telephony Service for IMS

MTU
Maximum Transfer Unit

NACK
Negative ACKnowledgment

NNI
Network-to-Network Interface

NTP
Network Time Protocol

PCM
Pulse Code Modulation

PDP
Packet Data Protocol

PLI
Picture Loss Indication

POI
Point Of Interconnect

PSTN
Public Switched Telephone Network

QoE
Quality of Experience

QoS
Quality of Service

QP
Quantization Parameter
RoHC
Robust HeaderCompression

RR
Receiver Report

RTCP
RTP Control Protocol

RTP
Real-time Transport Protocol

SB-ADPCM
Sub-Band Adaptive Differential PCM

SDP
Session Description Protocol

SDPCapNeg
SDP Capability Negotiation

SID
SIlence Descriptor

SIP
Session Initiation Protocol

SR
Sender Report

TFO
Tandem-Free Operation

TISPAN
Telecoms and Internet converged Services and Protocols for Advanced Network

TMMBN
Temporary Maximum Media Bit-rate Notification

TMMBR
Temporary Maximum Media Bit-rate Request

TrFO
Transcoder-Free Operation

UDP
User Datagram Protocol

UE 
User Equipment

VoIP
Voice over IP

VOP
Video Object Plane

*** End change 1 ***

*** Start change 2 ***

6.2.3
Video

If video is used in a session, the session setup shall determine the bandwidth, RTP profile, video codec, profile and level. The "imageattr" attribute as specified in [76] should be supported.

An MTSI client shall offer AVPF for all media streams containing video. RTP profile negotiation shall be done as described in clause 6.2.1a.

An MTSI client is required to support the AVPF feedback messages trr-int, NAC and PLI [40] and the CCM feedback messages FIR, TMMBR and TMMBN [43], see Clauses 7.3.3 and 10.3. These feedback messages can only be used together with AVPF and shall be negotiated in SDP offer/answer before they can be used in the session [40]. An MTSI client sending an SDP offer for AVPF shall also include these AVPF and CCM feedback messages in the offer. An MTSI client accepting an SDP offer for AVPF for video shall also accept these AVPF and CCM feedback messages if they are offered.

Examples of SDP offers and answers for video can be found in clause A.4.

NOTE:
For H.264 / MPEG-4 (Part 10) AVC, the optional max-rcmd-nalu-size receiver-capability parameter of RFC 6184 [25] should be set to the smaller of the MTU size (if known) minus header size or 1 400 bytes (otherwise).

*** End change 2 ***

*** Start change 3 ***

7.3.3
Video

MTSI clients offering video shall support AVPF (RFC 4585 [40]). The behaviour can be controlled by allocating enough RTCP bandwidth using "b=RR:" and "b=RS:" (see section 7.3.1) and setting the value of "trr-int".

MTSI clients offering video shall support transmission and reception of AVPF NACK messages, as an indication of non-received media packets. MTSI terminals offering video shall also support reception of AVPF Picture Loss Indication (PLI). An MTSI client receiving NACK or PLI should take appropriate action to improve the situation for the MTSI client that sent NACK or PLI, although no action is mandated nor specified. Note that by setting the bitmask of following lost packets (BLP) the frequency of transmitting NACK can be reduced, but the repairing action by the MTSI client receiving the message can be delayed correspondingly.
The Temporary Maximum Media Bit-rate Request (TMMBR) and Temporary Maximum Media Bit-rate Notification (TMMBN) messages of Codec-Control Messages (CCM) [43] shall be supported by MTSI clients in terminals supporting video. The TMMBR notification messages along with RTCP sender reports and receiver reports are used for dynamic video rate adaptation. See clause 10.3 for usage and Annexes  B and C for examples of bitrate adaptation.

MTSI clients supporting video shall support Full Intra Request (FIR) of CCM [43].
The usage of the AVPF and CCM feedback messages is negotiated in SDP offer/answer, see Clause 6.2.3. Any AVPF or CCM feedback messages that have not been agreed in the SDP offer/answer negotiation shall not be used in the session, [40].
*** End change 3 ***

*** Start change 4 ***

10.3
Video

MTSI clients receiving RTCP Receiver Reports (RR) indicating nonzero packet loss should adjust their outgoing bitrate accordingly (see RFC 3550 [9]). Note that for IMS networks, which normally have nonzero packet loss and fairly long round-trip delay, the amount of bitrate reduction specified in RFC 3448 [56] is generally too restrictive for video and may, if used as specified, result in very low video bitrates already at (for IMS) moderate packet loss rates.

It is recommended that a video sender adapts its video output rate based on RTCP reports and TMMBR messages. Some examples are given in Annex B.

The use of TMMBR and TMMBN depends on the outcome of the SDP offer/answer negotiation, see Clause 6.2.3.
If TMMBR andTMMBN is allowed to be used in the session and if the receiving MTSI client in terminal is made aware of a reduction in downlink bandwidth allocation through an explicit indication of the available bandwidth from the network (e.g. due to QoS renegotiation or handoff to another radio access technology), or from measurements such as increased delay at the receiver it shall notify the sender of the new current maximum bitrate using TMMBR. In this context the TMMBR message is used to quickly signal to the other party a reduction in available bitrate. The sending MTSI client, receiving TMMBR, shall respond by sending TMMBN, as described in CCM [43]. To determine TMMBR and TMMBN content, both sending MTSI client and receiving MTSI client in terminal shall use their best estimates of packet measured overhead size when measured overhead values are not available. If the TMMBR message was sent due to an explicit indication of available bandwidth, the MTSI client in terminal that sent the TMMBR message shall, after receiving the TMMBN, send a SIP UPDATE to the other party to establish the new rate as specified in clause 6.2.7. 

If TMMBR and TMMBN is not allowed to be used in the session and if the MTSI client in terminal is made aware of a reduction in downlink bandwidth allocation (e.g. due to QoS renegotiation or handoff to another radio access technology) is shall send a SIP UPDATE to the other party to establish the new rate as specified in clause 6.2.7.
If the receiving MTSI client in terminal is made aware of an increase in downlink bandwidth allocation (determined via separate negotiation) through an explicit indication from the network (e.g. due to QoS renegotiation or handoff to another radio access technology) then, if this has not yet occurred, it shall send a SIP UPDATE to the other party to establish the new rate as specified in clause 6.2.7.
*** End change 4 ***
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