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	The HTML FORM based authentication within TLS is significantly different from this Ua security protocol identifier where the NAF specific key is used as a password in the (TLS tunneled) HTTP Digest case compared to HTML FORM case where the NAF specific key is transferred in plain text inside the TLS tunnel.

Therefore a new Ua security protocol Id is proposed in a CR to 33.220.
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D.1.2  Key derivation

FQDN

When the web browser in the ME downloads a web page using HTTPS, the web browser verifies that the FQDN in the URL matches the FQDN used in the TLS certificate used by the server (NAF). It is common good security practice for web browsers to perform this check. Any web browser that does not perform this check is not secure enough to be used for security sensitive applications with or without GBA, and therefore should not be considered for the purpose of this specificaton.

Once the web browser has verified that the FQDN in the URL matches the FQDN in the server (NAF) certificate, the browser makes this verified FQDN available to the GBA API.

The GBA API uses the verified FQDN to derive the authentication token Ks_js_NAF.

NOTE1: 
Security associated with the use of the FQDN in Javascript in the manner described above is dependent upon the implementation of the web browser, which is out-of-scope for 3GPP.



The Ua security protocol identifier to be used is (0x01,0x00,0x02,yy,zz) as specified in Annex H of 3GPP TS 33.220 [3], where yy and zz are the protection mechanism CipherSuite as specified in relevant TLS specifications by IETF.

NOTE2:  
HTML FORM is tunneled through TLS, therefore the first consideration might be to use the Ua security protocol identifier for Ua security protocols that are based on TLS (HTTP Digest with HTTPS and Pre-shared key TLS) that is already specified in Annex H of 3GPP TS 33.220 [3] (0x01,0x00,0x01,yy,zz). This protocol id is used when the NAF specific key is used as a password in the TLS tunneled HTTP Digest case. This is substantially different, for example, from the case where HTML FORM based authentication within TLS tunnel is used, therefore a different Ua protocol id is used.
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