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Annex E:
List of Change Requests and their status after TSG SA Meeting #60
E.1
CRs under SA WG1 responsibility
	CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-130199
	21.905
	0110
	2
	11.3.0
	Rel‑12
	Add common definitions from ProSe
	revised
	F
	
	ProSe

	SP-130196
	22.030
	0018
	1
	12.0.0
	Rel‑12
	Displaying of PIN and PIN2 entry to the user
	approved
	C
	12.1.0
	TEI12

	SP-130195
	22.101
	0452
	-
	11.8.0
	Rel‑11
	Removal of IMS Emergency Callback requirements from Rel‑11
	approved
	F
	11.9.0
	TEI11

	SP-130194
	22.101
	0457
	1
	9.11.0
	Rel‑9
	Requirement on emergency IM CN service
	approved
	F
	9.12.0
	TEI9

	SP-130194
	22.101
	0458
	2
	10.10.0
	Rel‑10
	Requirement on emergency IM CN service
	approved
	A
	10.11.0
	TEI9

	SP-130194
	22.101
	0460
	2
	11.8.0
	Rel‑11
	Requirement on emergency IM CN service
	approved
	A
	11.9.0
	TEI9

	SP-130199
	22.115
	0068
	3
	12.0.0
	Rel‑12
	Broadening of Prose Communication Defintion to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	revised
	F
	
	ProSe

	SP-130315
	22.115
	0068
	4
	12.0.0
	Rel‑12
	Broadening of Prose Communication Defintion to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	approved
	F
	12.1.0
	ProSe

	SP-130199
	22.115
	0070
	1
	12.0.0
	Rel‑12
	Charging for the use of EPC Path in ProSe
	revised
	F
	
	ProSe

	SP-130315
	22.115
	0070
	2
	12.0.0
	Rel‑12
	Charging for the use of EPC Path in ProSe
	approved
	F
	12.1.0
	ProSe

	SP-130196
	22.173
	0090
	2
	12.3.0
	Rel‑12
	Clarification of supplementary services suppression on callbacks
	approved
	F
	12.4.0
	TEI12

	SP-130195
	22.173
	0091
	-
	11.4.0
	Rel‑11
	Removal of IMS Emergency Callback requirements from Rel‑11
	approved
	F
	11.5.0
	TEI11

	SP-130200
	22.228
	0196
	3
	12.5.0
	Rel‑12
	Support of WebRTC client access to IMS
	approved
	B
	12.6.0
	IMS_WebRTC

	SP-130196
	22.268
	0045
	2
	12.1.0
	Rel‑12
	Rel‑11 alignment regarding disabling and enabling of PWS Notifications
	approved
	F
	12.2.0
	TEI12

	SP-130196
	22.268
	0046
	1
	12.1.0
	Rel‑12
	PWS integrity protection when roaming internationally
	approved
	C
	12.2.0
	TEI12

	SP-130199
	22.278
	0126
	1
	12.2.0
	Rel‑12
	Add a ProSe API requirement and two requirement fixes for Proximity Services
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0126
	2
	12.2.0
	Rel‑12
	Add a ProSe API requirement and two requirement fixes for Proximity Services
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0127
	8
	12.2.0
	Rel‑12
	Broadening of ProSe Communication Definition to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0127
	9
	12.2.0
	Rel‑12
	Broadening of ProSe Communication Definition to include ProSe Group and ProSe Broadcast Communications for Public Safety.
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0128
	2
	12.2.0
	Rel‑12
	Addition of an agreed requirement in the Public Safety Specific Requirements for Proximity Services
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0128
	3
	12.2.0
	Rel‑12
	Addition of an agreed requirement in the Public Safety Specific Requirements for Proximity Services
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0131
	3
	12.2.0
	Rel‑12
	Addition of a new requirement in the Public Safety Specific Requirements for Proximity Services for the use of direct radio signals
	revised
	B
	
	ProSe

	SP-130315
	22.278
	0131
	4
	12.2.0
	Rel‑12
	Addition of a new requirement in the Public Safety Specific Requirements for Proximity Services for the use of direct radio signals
	approved
	B
	12.3.0
	ProSe

	SP-130199
	22.278
	0132
	3
	12.2.0
	Rel‑12
	"Correction of ""in / out of E-UTRAN coverage"" and editorials"
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0132
	4
	12.2.0
	Rel‑12
	Correction of ôin / out of E-UTRAN coverageö and editorials
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0133
	-
	12.2.0
	Rel‑12
	Explicitly excluding GSM and UMTS from ProSe
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0133
	1
	12.2.0
	Rel‑12
	Explicitly excluding GSM and UMTS from ProSe
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0136
	1
	12.2.0
	Rel‑12
	"Clarifying the use of the term ""range"""
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0136
	2
	12.2.0
	Rel‑12
	Clarifying the use of the term ærangeÆ
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0140
	1
	12.2.0
	Rel‑12
	Deleting a duplicate Public Safety requirement arising from the ProSe Group use case
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0140
	2
	12.2.0
	Rel‑12
	Deleting a duplicate Public Safety requirement arising from the ProSe Group use case
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0143
	1
	12.2.0
	Rel‑12
	Clarify what means off network ProSe
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0143
	2
	12.2.0
	Rel‑12
	Clarify what means off network ProSe
	approved
	F
	12.3.0
	ProSe

	SP-130315
	22.278
	0146
	7
	12.2.0
	Rel‑12
	Service description for ProSe Discovery and ProSe Communication
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0146
	7
	12.2.0
	Rel‑12
	Service description for ProSe Discovery and ProSe Communication
	reissued
	F
	
	ProSe

	SP-130199
	22.278
	0148
	3
	12.2.0
	Rel‑12
	Clarifying the Requirement on Authorizing ProSe Data Sessions in Public Safety Scenarios
	revised
	D
	
	ProSe

	SP-130315
	22.278
	0148
	4
	12.2.0
	Rel‑12
	Clarifying the Requirement on Authorizing ProSe Data Sessions in Public Safety Scenarios
	approved
	D
	12.3.0
	ProSe

	SP-130199
	22.278
	0150
	2
	12.2.0
	Rel‑12
	Replace WiFi Direct with WLAN direct communications
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0150
	3
	12.2.0
	Rel‑12
	Replace WiFi Direct with WLAN direct communications
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0152
	1
	12.2.0
	Rel‑12
	Correcting Service Continuity Requirement in UE-to-Network Relay Scenarios
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0152
	2
	12.2.0
	Rel‑12
	Correcting Service Continuity Requirement in UE-to-Network Relay Scenarios
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0153
	3
	12.2.0
	Rel‑12
	Infrastructure path corrections
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0153
	4
	12.2.0
	Rel‑12
	Infrastructure path corrections
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0155
	2
	12.2.0
	Rel‑12
	On dimensioning requirements for ProSe UE-to-UE Relay
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0155
	3
	12.2.0
	Rel‑12
	On dimensioning requirements for ProSe UE-to-UE Relay
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0156
	1
	12.2.0
	Rel‑12
	Clarification to interactions between ProSe relaying, ProSe Communication and ProSe Group Communication
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0156
	2
	12.2.0
	Rel‑12
	Clarification to interactions between ProSe relaying, ProSe Communication and ProSe Group Communication
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0158
	2
	12.2.0
	Rel‑12
	Addressing uncertainties in deployment of Public Safety ProSe
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0158
	3
	12.2.0
	Rel‑12
	Addressing uncertainties in deployment of Public Safety ProSe
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0159
	2
	12.2.0
	Rel‑12
	Clarifying the Requirement on Pre-Configuring Public Safety ProSe-enabled UEs for operations without any connection to the E-UTRAN
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0159
	3
	12.2.0
	Rel‑12
	Clarifying the Requirement on Pre-Configuring Public Safety ProSe-enabled UEs for operations without any connection to the E-UTRAN
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0163
	-
	12.2.0
	Rel‑12
	Add requirement to limit the number of ProSe UE-to-UE relays between two Public Safety ProSe-enabled UEs to one.
	revised
	B
	
	ProSe

	SP-130315
	22.278
	0163
	1
	12.2.0
	Rel‑12
	Add requirement to limit the number of ProSe UE-to-UE relays between two Public Safety ProSe-enabled UEs to one.
	approved
	B
	12.3.0
	ProSe

	SP-130199
	22.278
	0165
	2
	12.2.0
	Rel‑12
	ProSe Discovery Definition Update
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0165
	3
	12.2.0
	Rel‑12
	ProSe Discovery Definition Update
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0168
	1
	12.2.0
	Rel‑12
	Update to Requirement on EPC Proximity Detection
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0168
	2
	12.2.0
	Rel‑12
	Update to Requirement on EPC Proximity Detection
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0169
	3
	12.2.0
	Rel‑12
	Discovery can be requested by any application
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0169
	4
	12.2.0
	Rel‑12
	Discovery can be requested by any application
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0172
	2
	12.2.0
	Rel‑12
	ProSe System means ProSe
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0172
	3
	12.2.0
	Rel‑12
	ProSe System means ProSe
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0173
	1
	12.2.0
	Rel‑12
	Control of resource applies also when UEs are served by the same eNB.
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0173
	2
	12.2.0
	Rel‑12
	Control of resource applies also when UEs are served by the same eNB.
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0175
	3
	12.2.0
	Rel‑12
	Remaining details in consistent usage of range terminology
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0175
	4
	12.2.0
	Rel‑12
	Remaining details in consistent usage of range terminology
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0176
	3
	12.2.0
	Rel‑12
	"The addition of a definition for ""communication range"""
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0176
	4
	12.2.0
	Rel‑12
	The addition of a definition for æcommunication rangeÆ
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0181
	-
	12.2.0
	Rel‑12
	Correction of ProSe Services to ProSe
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0181
	1
	12.2.0
	Rel‑12
	Correction of ProSe Services to ProSe
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0182
	2
	12.2.0
	Rel‑12
	Setting Up and Handling for ProSe UE-to-UE Relay
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0182
	3
	12.2.0
	Rel‑12
	Setting Up and Handling for ProSe UE-to-UE Relay
	approved
	F
	12.3.0
	ProSe

	SP-130199
	22.278
	0183
	4
	12.2.0
	Rel‑12
	Clarification for the use of ProSe UE-to-Network Relay - Network Reachability Indication by ProSe-enabled Public Safety UE Served by E-UTRAN
	revised
	F
	
	ProSe

	SP-130315
	22.278
	0183
	5
	12.2.0
	Rel‑12
	Clarification for the use of ProSe UE-to-Network Relay - Network Reachability Indication by ProSe-enabled Public Safety UE Served by E-UTRAN
	approved
	F
	12.3.0
	ProSe

	SP-130202
	22.803
	0064
	1
	12.1.0
	Rel‑12
	Indicate TR is no longer maintained for Rel‑12 and add references to normative specifications
	revised
	D
	
	FS_ProSe

	SP-130316
	22.803
	0064
	2
	12.1.0
	Rel‑12
	Indicate TR is no longer maintained for Rel‑12 and add references to normative specifications
	approved
	D
	12.2.0
	FS_ProSe


75 CRs (42 approved)
E.2
CRs under SA WG2 responsibility
	CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-130305
	23.002
	0261
	2
	11.5.0
	Rel‑11
	Clarification on the reference of SGd and S6c
	approved
	F
	11.6.0
	SIMTC-Reach

	SP-130216
	23.002
	0261
	2
	11.5.0
	Rel‑11
	Clarification on the reference of SGd and S6c
	reissued
	F
	
	SIMTC-Reach

	SP-130216
	23.002
	0262
	2
	12.1.0
	Rel‑12
	Clarification on the reference of SGd and S6c
	reissued
	A
	
	SIMTC-Reach

	SP-130305
	23.002
	0262
	2
	12.1.0
	Rel‑12
	Clarification on the reference of SGd and S6c
	approved
	A
	12.2.0
	SIMTC-Reach

	SP-130226
	23.002
	0263
	2
	12.1.0
	Rel‑12
	Adding SIPTO at the Local Network
	reissued
	B
	
	LIMONET

	SP-130310
	23.002
	0263
	2
	12.1.0
	Rel‑12
	Adding SIPTO at the Local Network
	approved
	B
	12.2.0
	LIMONET

	SP-130230
	23.002
	0264
	2
	12.1.0
	Rel‑12
	Introduction of Gyn/Gzn interfaces to the specification
	approved
	B
	12.2.0
	ABC

	SP-130219
	23.002
	0265
	-
	11.5.0
	Rel‑11
	Correction of home routed access PCC architecture
	reissued
	F
	
	SAPP

	SP-130307
	23.002
	0265
	-
	11.5.0
	Rel‑11
	Correction of home routed access PCC architecture
	approved
	F
	11.6.0
	SAPP

	SP-130224
	23.060
	1738
	2
	11.5.0
	Rel‑11
	Correction on the definition of packet filter evaluation precedence index
	revised
	F
	
	TEI11, E2EQoS

	SP-130320
	23.060
	1738
	3
	11.5.0
	Rel‑11
	Correction on the definition of packet filter evaluation precedence index
	approved
	F
	11.6.0
	TEI11, E2EQoS

	SP-130225
	23.060
	1761
	1
	11.5.0
	Rel‑11
	Clarification that IMSVoPS is MMTEL
	approved
	F
	11.6.0
	TEI11, SAES

	SP-130225
	23.060
	1762
	2
	12.0.0
	Rel‑12
	Clarification that IMSVoPS is MMTEL
	approved
	A
	12.1.0
	TEI11, SAES

	SP-130225
	23.060
	1763
	2
	11.5.0
	Rel‑11
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	F
	11.6.0
	TEI11, SAES

	SP-130225
	23.060
	1764
	2
	12.0.0
	Rel‑12
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	A
	12.1.0
	TEI11, SAES

	SP-130213
	23.060
	1766
	4
	10.11.0
	Rel‑10
	Consistent description of allowed packet filter configurations
	approved
	F
	10.12.0
	TEI10, SAES

	SP-130213
	23.060
	1767
	2
	11.5.0
	Rel‑11
	Consistent description of allowed packet filter configurations
	approved
	A
	11.6.0
	TEI10, SAES

	SP-130213
	23.060
	1768
	2
	12.0.0
	Rel‑12
	Consistent description of allowed packet filter configurations
	approved
	A
	12.1.0
	TEI10, SAES

	SP-130225
	23.060
	1772
	1
	11.5.0
	Rel‑11
	Gateway selection by SGSN depending on E-UTRAN roaming agreement
	approved
	C
	11.6.0
	TEI11, SAES

	SP-130225
	23.060
	1773
	1
	12.0.0
	Rel‑12
	Gateway selection by SGSN depending on E-UTRAN roaming agreement
	approved
	A
	12.1.0
	TEI11, SAES

	SP-130226
	23.060
	1775
	1
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on HNB
	revised
	C
	
	LIMONET

	SP-130324
	23.060
	1775
	2
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on HNB
	approved
	C
	12.1.0
	LIMONET

	SP-130224
	23.060
	1777
	1
	12.0.0
	Rel‑12
	Correction on the definition of packet filter evaluation precedence index
	revised
	A
	
	TEI11, E2EQoS

	SP-130320
	23.060
	1777
	2
	12.0.0
	Rel‑12
	Correction on the definition of packet filter evaluation precedence index
	approved
	A
	12.1.0
	TEI11, E2EQoS

	SP-130220
	23.060
	1778
	3
	11.5.0
	Rel‑11
	Introduction of Operator Group GGSN
	revised
	F
	
	SIRIG

	SP-130319
	23.060
	1778
	4
	11.5.0
	Rel‑11
	Introduction of Operator Group GGSN
	approved
	F
	11.6.0
	SIRIG

	SP-130220
	23.060
	1779
	3
	12.0.0
	Rel‑12
	Introduction of Operator Group GGSN
	revised
	A
	
	SIRIG

	SP-130319
	23.060
	1779
	4
	12.0.0
	Rel‑12
	Introduction of Operator Group GGSN
	approved
	A
	12.1.0
	SIRIG

	SP-130232
	23.060
	1781
	5
	12.0.0
	Rel‑12
	Correct inconsistency with Stage 1 regarding support for emergency bearer services in the serving network
	approved
	D
	12.1.0
	TEI12

	SP-130222
	23.060
	1784
	2
	11.5.0
	Rel‑11
	Incomplete specification text on link MTU size for IPv6
	approved
	F
	11.6.0
	TEI11

	SP-130226
	23.060
	1791
	1
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	revised
	F
	
	LIMONET

	SP-130324
	23.060
	1791
	2
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	approved
	F
	12.1.0
	LIMONET

	SP-130232
	23.060
	1793
	2
	12.0.0
	Rel‑12
	Individual subscription migration and subscriber troubleshooting
	approved
	B
	12.1.0
	TEI12, SAES

	SP-130310
	23.060
	1795
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	approved
	F
	12.1.0
	LIMONET

	SP-130226
	23.060
	1795
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	reissued
	F
	
	LIMONET

	SP-130232
	23.060
	1797
	2
	12.0.0
	Rel‑12
	Use of MM backoff timer for voice centric devices
	approved
	F
	12.1.0
	TEI12

	SP-130242
	23.060
	1798
	-
	12.0.0
	Rel‑12
	Incomplete specification text on link MTU size for IPv6
	approved
	A
	12.1.0
	TEI12

	SP-130228
	23.139
	0043
	1
	11.4.0
	Rel‑12
	Conclusion on S2a for P4C_TI
	approved
	B
	12.0.0
	P4C-TI

	SP-130224
	23.167
	0223
	1
	11.6.0
	Rel‑11
	Domain selection before UE detectable emergency session
	reissued
	F
	
	TEI11, IMS_EMER_GPRS_EPS

	SP-130309
	23.167
	0223
	1
	11.6.0
	Rel‑11
	Domain selection before UE detectable emergency session
	approved
	F
	11.7.0
	TEI11, IMS_EMER_GPRS_EPS

	SP-130224
	23.167
	0226
	2
	11.6.0
	Rel‑11
	Domain selection in the event emergency bearer services are not supported
	reissued
	F
	
	TEI11, IMS_EMER_GPRS_EPS

	SP-130309
	23.167
	0226
	2
	11.6.0
	Rel‑11
	Domain selection in the event emergency bearer services are not supported
	approved
	F
	11.7.0
	TEI11, IMS_EMER_GPRS_EPS

	SP-130308
	23.203
	0783
	3
	11.9.0
	Rel‑11
	S9 optional at local breakout
	withdrawn
	F
	
	TEI11

	SP-130223
	23.203
	0783
	3
	11.9.0
	Rel‑11
	S9 optional at local breakout
	approved
	F
	11.10.0
	TEI11

	SP-130308
	23.203
	0798
	2
	12.0.0
	Rel‑12
	S9 optional at local breakout
	withdrawn
	A
	
	TEI11

	SP-130223
	23.203
	0798
	2
	12.0.0
	Rel‑12
	S9 optional at local breakout
	approved
	A
	12.1.0
	TEI11

	SP-130230
	23.203
	0799
	5
	12.0.0
	Rel‑12
	Application Based Charging functionality added for TDF
	approved
	B
	12.1.0
	ABC

	SP-130229
	23.203
	0800
	1
	12.0.0
	Rel‑12
	Disabling/re-enabling usage monitoring
	approved
	D
	12.1.0
	UMONC

	SP-130218
	23.203
	0803
	2
	11.9.0
	Rel‑11
	Correction of PCC based location reporting procedures
	revised
	F
	
	NWK-PL2IMS

	SP-130323
	23.203
	0803
	3
	11.9.0
	Rel‑11
	Correction of PCC based location reporting procedures
	approved
	F
	11.10.0
	NWK-PL2IMS

	SP-130218
	23.203
	0804
	2
	12.0.0
	Rel‑12
	Correction of PCC based location reporting procedures
	revised
	A
	
	NWK-PL2IMS

	SP-130323
	23.203
	0804
	3
	12.0.0
	Rel‑12
	Correction of PCC based location reporting procedures
	approved
	A
	12.1.0
	NWK-PL2IMS

	SP-130308
	23.203
	0805
	1
	11.9.0
	Rel‑11
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	withdrawn
	F
	
	TEI11

	SP-130223
	23.203
	0805
	1
	11.9.0
	Rel‑11
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	approved
	F
	11.10.0
	TEI11

	SP-130223
	23.203
	0806
	1
	12.0.0
	Rel‑12
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	approved
	A
	12.1.0
	TEI11

	SP-130308
	23.203
	0806
	1
	12.0.0
	Rel‑12
	Corrections in sections describing the bearer binding and event triggering for GTP based EPC
	withdrawn
	A
	
	TEI11

	SP-130230
	23.203
	0808
	3
	12.0.0
	Rel‑12
	Modifications on Application Based Charging functionality added for TDF
	revised
	B
	
	ABC

	SP-130329
	23.203
	0808
	4
	12.0.0
	Rel‑12
	Modifications on Application Based Charging functionality added for TDF
	approved
	B
	12.1.0
	ABC

	SP-130219
	23.203
	0809
	2
	11.9.0
	Rel‑11
	Functionality of application detection and control in case of PCEF enhanced with ADC
	revised
	F
	
	SAPP

	SP-130318
	23.203
	0809
	3
	11.9.0
	Rel‑11
	Functionality of application detection and control in case of PCEF enhanced with ADC
	approved
	F
	11.10.0
	SAPP

	SP-130219
	23.203
	0810
	2
	12.0.0
	Rel‑12
	Functionality of application detection and control in case of PCEF enhanced with ADC
	revised
	A
	
	SAPP

	SP-130318
	23.203
	0810
	3
	12.0.0
	Rel‑12
	Functionality of application detection and control in case of PCEF enhanced with ADC
	approved
	A
	12.1.0
	SAPP

	SP-130217
	23.203
	0812
	-
	11.9.0
	Rel‑11
	Remove the editor's note of VPLMN-Id provisioning
	approved
	F
	11.10.0
	BBAI

	SP-130217
	23.203
	0813
	-
	12.0.0
	Rel‑12
	Remove the editor's note of VPLMN-Id provisioning
	approved
	A
	12.1.0
	BBAI

	SP-130218
	23.203
	0818
	2
	11.9.0
	Rel‑11
	Onetime reporting of the present Access Network Information
	reissued
	F
	
	NWK-PL2IMS

	SP-130306
	23.203
	0818
	2
	11.9.0
	Rel‑11
	Onetime reporting of the present Access Network Information
	approved
	F
	11.10.0
	NWK-PL2IMS

	SP-130218
	23.203
	0819
	2
	12.0.0
	Rel‑12
	Onetime reporting of the present Access Network Information
	reissued
	A
	
	NWK-PL2IMS

	SP-130306
	23.203
	0819
	2
	12.0.0
	Rel‑12
	Onetime reporting of the present Access Network Information
	approved
	A
	12.1.0
	NWK-PL2IMS

	SP-130216
	23.204
	0100
	1
	11.3.0
	Rel‑11
	Adding the interface between IP-SM-GW and MME
	revised
	F
	
	SIMTC

	SP-130322
	23.204
	0100
	2
	11.3.0
	Rel‑11
	Adding the interface between IP-SM-GW and MME
	approved
	F
	11.4.0
	SIMTC

	SP-130216
	23.204
	0101
	1
	12.1.0
	Rel‑12
	Adding the interface between IP-SM-GW and MME
	revised
	A
	
	SIMTC

	SP-130322
	23.204
	0101
	2
	12.1.0
	Rel‑12
	Adding the interface between IP-SM-GW and MME
	approved
	A
	12.2.0
	SIMTC

	SP-130214
	23.216
	0313
	1
	10.5.0
	Rel‑10
	SRVCC Handover Cancellation corrections
	approved
	F
	10.6.0
	eSRVCC

	SP-130214
	23.216
	0314
	1
	11.8.0
	Rel‑11
	SRVCC Handover Cancellation corrections
	approved
	A
	11.9.0
	eSRVCC

	SP-130309
	23.216
	0315
	1
	11.8.0
	Rel‑11
	PS-to-CS handover indicator for the E-UTRAN-to-1x SRVCC procedure
	approved
	F
	11.9.0
	TEI11, SRVCC

	SP-130224
	23.216
	0315
	1
	11.8.0
	Rel‑11
	PS-to-CS handover indicator for the E-UTRAN-to-1x SRVCC procedure
	reissued
	F
	
	TEI11, SAES-SRVCC

	SP-130221
	23.216
	0317
	1
	11.8.0
	Rel‑11
	HO restriction to E-UTRAN for rSRVCC from UTRAN
	approved
	F
	11.9.0
	rSRVCC

	SP-130224
	23.216
	0318
	1
	11.8.0
	Rel‑11
	Inclusion of equipment identifier in normal mode of operation
	reissued
	F
	
	TEI11, SAES-SRVCC

	SP-130309
	23.216
	0318
	1
	11.8.0
	Rel‑11
	Inclusion of equipment identifier in normal mode of operation
	approved
	F
	11.9.0
	TEI11, SRVCC

	SP-130223
	23.221
	0148
	6
	11.1.0
	Rel‑11
	Enabling CS services when UE gets IMSI detached
	approved
	F
	11.2.0
	TEI11

	SP-130308
	23.221
	0148
	6
	11.1.0
	Rel‑11
	Enabling CS services when UE gets IMSI detached
	withdrawn
	F
	
	TEI11

	SP-130231
	23.228
	1031
	5
	12.0.0
	Rel‑12
	Adding support for IP-PBX in static Mode
	approved
	B
	12.1.0
	BusTI

	SP-130215
	23.228
	1032
	-
	11.7.0
	Rel‑11
	Transit AS invocation corrections of reference point
	approved
	F
	11.8.0
	IPXS

	SP-130215
	23.228
	1033
	-
	12.0.0
	Rel‑12
	Transit AS invocation corrections of reference point
	approved
	A
	12.1.0
	IPXS

	SP-130218
	23.228
	1038
	1
	11.7.0
	Rel‑11
	Alignment with stage 3 for the Geographical Identifier
	reissued
	C
	
	NWK-PL2IMS

	SP-130306
	23.228
	1038
	1
	11.7.0
	Rel‑11
	Alignment with stage 3 for the Geographical Identifier
	approved
	C
	11.8.0
	NWK-PL2IMS

	SP-130218
	23.228
	1040
	2
	12.0.0
	Rel‑12
	Alignment with stage 3 for the Geographical Identifier
	reissued
	A
	
	NWK-PL2IMS

	SP-130306
	23.228
	1040
	2
	12.0.0
	Rel‑12
	Alignment with stage 3 for the Geographical Identifier
	approved
	A
	12.1.0
	NWK-PL2IMS

	SP-130232
	23.236
	0050
	3
	11.0.0
	Rel‑12
	Use of Low Access Priority Indication (LAPI) to select SGSN for PS domain
	approved
	C
	12.0.0
	TEI12, NIMTC

	SP-130232
	23.237
	0458
	-
	12.2.0
	Rel‑12
	Correcting PS-CS Dual Radio flow
	approved
	F
	12.3.0
	TEI12, eDRVCC

	SP-130213
	23.237
	0459
	1
	10.10.0
	Rel‑10
	Clarification on aSRVCC mid-call
	approved
	F
	10.11.0
	TEI10

	SP-130213
	23.237
	0460
	1
	11.7.0
	Rel‑11
	Clarification on aSRVCC mid-call
	approved
	A
	11.8.0
	TEI10

	SP-130213
	23.237
	0461
	1
	12.2.0
	Rel‑12
	Clarification on aSRVCC mid-call
	approved
	A
	12.3.0
	TEI10

	SP-130308
	23.237
	0462
	1
	11.7.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	withdrawn
	F
	
	TEI11

	SP-130223
	23.237
	0462
	1
	11.7.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	approved
	F
	11.8.0
	TEI11

	SP-130308
	23.237
	0463
	1
	12.2.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	withdrawn
	A
	
	TEI11

	SP-130223
	23.237
	0463
	1
	12.2.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	approved
	A
	12.3.0
	TEI11

	SP-130213
	23.251
	0092
	2
	10.5.0
	Rel‑10
	Correction of BSC indication in Inter RAT Handover
	approved
	F
	10.6.0
	TEI10

	SP-130213
	23.251
	0093
	-
	10.5.0
	Rel‑10
	Update to Annex B.2; alignment with stage 3
	approved
	F
	10.6.0
	TEI10

	SP-130216
	23.272
	0847
	3
	11.4.0
	Rel‑11
	Clarification on 'SMS in MME'
	reissued
	F
	
	SIMTC-Reach

	SP-130305
	23.272
	0847
	3
	11.4.0
	Rel‑11
	Clarification on ôSMS in MMEö
	approved
	F
	11.5.0
	SIMTC-Reach

	SP-130241
	23.272
	0854
	3
	9.13.0
	Rel‑9
	LAU-less Emergency call with CSFB
	approved
	F
	9.14.0
	TEI9

	SP-130241
	23.272
	0862
	2
	10.10.0
	Rel‑10
	LAU-less Emergency call with CSFB
	approved
	A
	10.11.0
	TEI9

	SP-130241
	23.272
	0863
	2
	11.4.0
	Rel‑11
	LAU-less Emergency call with CSFB
	approved
	A
	11.5.0
	TEI9

	SP-130309
	23.272
	0868
	2
	11.4.0
	Rel‑11
	Enabling terminating CS services for EPS/IMSI attached UE selecting a non-3GPP access
	approved
	F
	11.5.0
	TEI11, SAES-CSFB

	SP-130224
	23.272
	0868
	2
	11.4.0
	Rel‑11
	Enabling terminating CS services for EPS/IMSI attached UE selecting a non-3GPP access
	reissued
	F
	
	TEI11, SAES-SRVCC

	SP-130211
	23.272
	0869
	4
	9.13.0
	Rel‑9
	CSFB interactions with IMS Emergency call
	approved
	F
	9.14.0
	IMS_EMER_GPRS_EPS

	SP-130211
	23.272
	0870
	4
	10.10.0
	Rel‑10
	CSFB interactions with IMS Emergency call
	approved
	A
	10.11.0
	IMS_EMER_GPRS_EPS

	SP-130211
	23.272
	0871
	4
	11.4.0
	Rel‑11
	CSFB interactions with IMS Emergency call
	approved
	A
	11.5.0
	IMS_EMER_GPRS_EPS

	SP-130308
	23.272
	0872
	3
	11.4.0
	Rel‑11
	Release of SGs association in case of SRVCC
	withdrawn
	F
	
	TEI11

	SP-130223
	23.272
	0872
	3
	11.4.0
	Rel‑11
	Release of SGs association in case of SRVCC
	approved
	F
	11.5.0
	TEI11

	SP-130224
	23.272
	0873
	2
	11.4.0
	Rel‑11
	Handling of terminating CS services during IMS Call
	withdrawn
	F
	
	TEI11, SAES-CSFB

	SP-130224
	23.272
	0874
	2
	11.4.0
	Rel‑11
	How CSFB UE return back to the former LTE PLMN
	revised
	F
	
	TEI11, SAES-CSFB

	SP-130320
	23.272
	0874
	3
	11.4.0
	Rel‑11
	How CSFB UE return back to the former LTE PLMN
	approved
	F
	11.5.0
	TEI11,SAES-CSFB

	SP-130224
	23.272
	0875
	2
	11.4.0
	Rel‑11
	Clarification for MME selection during NW-initiated CS Service procedure while UE is in IMS VoIP session
	revised
	F
	
	TEI11, SAES-CSFB

	SP-130320
	23.272
	0875
	3
	11.4.0
	Rel‑11
	Clarification for MME selection during NW-initiated CS Service procedure while UE is in IMS VoIP session
	approved
	F
	11.5.0
	TEI11, SAES-CSFB

	SP-130309
	23.272
	0877
	2
	11.4.0
	Rel‑11
	CN signalling for allowing UE return to former LTE PLMN after CSFB
	approved
	F
	11.5.0
	TEI11, SAES-CSFB

	SP-130224
	23.272
	0877
	2
	11.4.0
	Rel‑11
	CN signalling for allowing UE return to former LTE PLMN after CSFB
	revised
	F
	
	TEI11, SAES-CSFB

	SP-130320
	23.272
	0877
	3
	11.4.0
	Rel‑11
	CN signalling for allowing UE return to former LTE PLMN after CSFB
	approved
	F
	11.5.0
	SAES-CSFB, TEI11

	SP-130212
	23.272
	0878
	-
	10.10.0
	Rel‑10
	MSC/VLR selection for MTC devices
	approved
	F
	10.11.0
	NIMTC

	SP-130212
	23.272
	0879
	1
	11.4.0
	Rel‑11
	MSC/VLR selection for MTC devices
	approved
	A
	11.5.0
	NIMTC

	SP-130223
	23.292
	0197
	3
	11.5.0
	Rel‑11
	Support of MTRR feature for T-ADS
	approved
	F
	11.6.0
	TEI11

	SP-130223
	23.292
	0198
	3
	12.0.0
	Rel‑12
	Support of MTRR feature for T-ADS
	approved
	A
	12.1.0
	TEI11

	SP-130308
	23.292
	0199
	-
	11.5.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	withdrawn
	F
	
	TEI11

	SP-130223
	23.292
	0199
	-
	11.5.0
	Rel‑11
	Clarification regarding conference call participants leaving the conference
	approved
	F
	11.6.0
	TEI11

	SP-130308
	23.292
	0200
	-
	12.1.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	withdrawn
	A
	
	TEI11

	SP-130223
	23.292
	0200
	-
	12.1.0
	Rel‑12
	Clarification regarding conference call participants leaving the conference
	approved
	A
	12.2.0
	TEI11

	SP-130225
	23.401
	2517
	1
	11.5.0
	Rel‑11
	Clarification that IMSVoPS is MMTEL
	approved
	F
	11.6.0
	TEI11, SAES

	SP-130225
	23.401
	2518
	1
	12.0.0
	Rel‑12
	Clarification that IMSVoPS is MMTEL
	approved
	A
	12.1.0
	TEI11, SAES

	SP-130225
	23.401
	2519
	2
	11.5.0
	Rel‑11
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	F
	11.6.0
	TEI11, SAES

	SP-130225
	23.401
	2520
	2
	12.0.0
	Rel‑12
	Immediate Cancel Location ACK during HSS-initiated detach procedure
	approved
	A
	12.1.0
	TEI11, SAES

	SP-130226
	23.401
	2521
	2
	12.0.0
	Rel‑12
	ISR handling in SIPTO at local network
	revised
	B
	
	LIMONET

	SP-130324
	23.401
	2521
	3
	12.0.0
	Rel‑12
	ISR handling in SIPTO at local network
	approved
	B
	12.1.0
	LIMONET

	SP-130212
	23.401
	2522
	2
	10.10.0
	Rel‑10
	Disabling ISR when (E)MM backoff timer applies
	postponed
	F
	
	NIMTC

	SP-130212
	23.401
	2523
	1
	11.5.0
	Rel‑11
	Disabling ISR when (E)MM backoff timer applies
	postponed
	A
	
	NIMTC

	SP-130212
	23.401
	2524
	1
	12.0.0
	Rel‑12
	Disabling ISR when (E)MM backoff timer applies
	postponed
	A
	
	NIMTC

	SP-130226
	23.401
	2538
	2
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on eNodeB
	revised
	C
	
	LIMONET

	SP-130324
	23.401
	2538
	3
	12.0.0
	Rel‑12
	Direct user plane path establishment for SIPTO at local network on eNodeB
	approved
	C
	12.1.0
	LIMONET

	SP-130216
	23.401
	2539
	1
	11.5.0
	Rel‑11
	Clarification on operations related to dual priority
	reissued
	F
	
	SIMTC-Reach

	SP-130305
	23.401
	2539
	1
	11.5.0
	Rel‑11
	Clarification on operations related to dual priority
	approved
	F
	11.6.0
	SIMTC-Reach

	SP-130216
	23.401
	2540
	1
	12.0.0
	Rel‑12
	Clarification on operations related to dual priority
	reissued
	A
	
	SIMTC-Reach

	SP-130305
	23.401
	2540
	1
	12.0.0
	Rel‑12
	Clarification on operations related to dual priority
	approved
	A
	12.1.0
	SIMTC-Reach

	SP-130232
	23.401
	2543
	5
	12.0.0
	Rel‑12
	Correct inconsistency with Stage 1 regarding support for emergency bearer services in the serving network
	approved
	D
	12.1.0
	TEI12

	SP-130226
	23.401
	2546
	5
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	reissued
	F
	
	LIMONET

	SP-130310
	23.401
	2546
	5
	12.0.0
	Rel‑12
	Correction to PDN Deactivation for SIPTO@LN
	approved
	F
	12.1.0
	LIMONET

	SP-130232
	23.401
	2557
	2
	12.0.0
	Rel‑12
	Individual subscription migration and subscriber troubleshooting
	approved
	B
	12.1.0
	TEI12, SAES

	SP-130232
	23.401
	2559
	1
	12.0.0
	Rel‑12
	Addition of End Marker Support for Handover Scenarios with SGW Relocation
	approved
	B
	12.1.0
	TEI12, SAES

	SP-130310
	23.401
	2561
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	approved
	F
	12.1.0
	LIMONET

	SP-130226
	23.401
	2561
	-
	12.0.0
	Rel‑12
	Correction on the applicability of SIPTO@LN at a CSG cell
	reissued
	F
	
	LIMONET

	SP-130232
	23.401
	2562
	3
	12.0.0
	Rel‑12
	Use of Low Access Priority Indication to select MME
	approved
	C
	12.1.0
	TEI12, NIMTC

	SP-130232
	23.401
	2566
	3
	12.0.0
	Rel‑12
	Use of MM backoff timer for voice centric devices
	approved
	F
	12.1.0
	TEI12

	SP-130225
	23.402
	1153
	1
	11.6.0
	Rel‑11
	Reference correction for draft-ietf-mip6-bootstrapping-dhc to RFC 6611
	approved
	F
	11.7.0
	TEI11, SAES-SA-FP_n3GPP

	SP-130225
	23.402
	1154
	1
	12.0.0
	Rel‑12
	Reference correction for draft-ietf-mip6-bootstrapping-dhc to RFC 6611
	approved
	A
	12.1.0
	TEI11, SAES-SA-FP_n3GPP

	SP-130227
	23.402
	1157
	-
	12.0.0
	Rel‑12
	Missing IARP description
	approved
	F
	12.1.0
	OPIIS

	SP-130232
	23.402
	1160
	1
	12.0.0
	Rel‑12
	Addition of End Marker Support for Handover Scenarios with SGW Relocation
	approved
	B
	12.1.0
	TEI12, SAES

	SP-130305
	23.682
	0069
	4
	11.3.0
	Rel‑11
	Triggering indication added in the CDR
	approved
	F
	11.4.0
	SIMTC-Reach

	SP-130216
	23.682
	0069
	4
	11.3.0
	Rel‑11
	Triggering indication added in the CDR
	reissued
	F
	
	SIMTC-Reach

	SP-130216
	23.682
	0072
	3
	11.3.0
	Rel‑11
	Making Device Trigger outcome to SCS optional
	reissued
	F
	
	SIMTC-Reach

	SP-130305
	23.682
	0072
	3
	11.3.0
	Rel‑11
	Making Device Trigger outcome to SCS optional
	approved
	F
	11.4.0
	SIMTC-Reach

	SP-130305
	23.682
	0073
	1
	11.3.0
	Rel‑11
	Missing condition of delivery of Message Delivery Report
	approved
	F
	11.4.0
	SIMTC-Reach

	SP-130216
	23.682
	0073
	1
	11.3.0
	Rel‑11
	Missing condition of delivery of Message Delivery Report
	reissued
	F
	
	SIMTC-Reach

	SP-130257
	23.682
	0074
	2
	11.3.0
	Rel‑11
	Device triggering indication in SM
	approved
	F
	11.4.0
	SIMTC
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	SP-130248
	33.107
	0126
	-
	12.2.0
	Rel‑12
	Provision on Unencrypted CC
	approved
	C
	12.3.0
	LI12

	SP-130248
	33.107
	0127
	-
	12.2.0
	Rel‑12
	Mid Session Interception for IMS
	approved
	B
	12.3.0
	LI12

	SP-130248
	33.108
	0208
	-
	12.0.0
	Rel‑12
	Name correction of reference [1]
	approved
	F
	12.1.0
	LI12

	SP-130248
	33.108
	0209
	-
	12.0.0
	Rel‑12
	Potential Compatibility Issues with use of OCTET STRING Encoding
	approved
	F
	12.1.0
	LI12

	SP-130248
	33.108
	0210
	-
	12.0.0
	Rel‑12
	Start of interception for an already established IMS session
	approved
	B
	12.1.0
	LI12

	SP-130248
	33.108
	0211
	-
	12.0.0
	Rel‑12
	Missing references to annex B.9 for PS and IMS interception
	approved
	F
	12.1.0
	LI12

	SP-130254
	33.203
	0198
	-
	12.1.0
	Rel‑12
	Specification of Tunnelling of UE Services over Restrictive Access Networks - IMS
	approved
	B
	12.2.0
	TURAN

	SP-130301
	33.220
	0172
	1
	12.0.0
	Rel‑12
	Ua security protocol identifier
	approved
	F
	12.1.0
	Web_GBA

	SP-130249
	33.220
	0172
	1
	12.0.0
	Rel‑12
	Ua security protocol identifier
	reissued
	F
	
	Web_GBA

	SP-130255
	33.220
	0173
	-
	12.0.0
	Rel‑12
	Removal of editor's note Release 12 - 33.220
	approved
	A
	12.1.0
	FS_SSO_APS

	SP-130255
	33.220
	0174
	-
	11.4.0
	Rel‑11
	Removal of editor's note Release 11 - 33.220
	approved
	F
	11.5.0
	FS_SSO_APS

	SP-130258
	33.220
	0175
	1
	12.0.0
	Rel‑12
	CR 33.220: Mandating encryption in the TLS profile for 2G GBA
	approved
	F
	12.1.0
	TEI12, SEC7-2GGBA

	SP-130258
	33.220
	0176
	1
	12.0.0
	Rel‑12
	CR 33.220: Removal of realm check in 2G GBA
	approved
	F
	12.1.0
	TEI12, SEC7-2GGBA

	SP-130258
	33.220
	0177
	2
	12.0.0
	Rel‑12
	Correction of 2G GBA
	approved
	F
	12.1.0
	TEI12, SEC7-2GGBA

	SP-130301
	33.222
	0040
	2
	12.1.0
	Rel‑12
	Addition of details on API
	approved
	B
	12.2.0
	Web_GBA

	SP-130249
	33.222
	0040
	2
	12.1.0
	Rel‑12
	Addition of details on API
	reissued
	B
	
	Web_GBA

	SP-130301
	33.222
	0044
	1
	12.1.0
	Rel‑12
	Correction of Ua security protocol identifier text
	approved
	C
	12.2.0
	Web_GBA

	SP-130249
	33.222
	0044
	1
	12.1.0
	Rel‑12
	Correction of Ua security protocol identifier text
	reissued
	C
	
	Web_GBA

	SP-130249
	33.222
	0045
	1
	12.1.0
	Rel‑12
	Missing reference added
	reissued
	F
	
	Web_GBA

	SP-130301
	33.222
	0045
	1
	12.1.0
	Rel‑12
	Missing reference added
	approved
	F
	12.2.0
	Web_GBA

	SP-130301
	33.222
	0046
	-
	12.1.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	approved
	C
	12.2.0
	Web_GBA

	SP-130249
	33.222
	0046
	-
	12.1.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	reissued
	C
	
	Web_GBA

	SP-130249
	33.222
	0047
	-
	12.1.0
	Rel‑12
	Removal of editor's note - 33.222
	reissued
	F
	
	Web_GBA

	SP-130301
	33.222
	0047
	-
	12.1.0
	Rel‑12
	Removal of editorÆs note
	approved
	F
	12.2.0
	Web_GBA

	SP-130301
	33.222
	0048
	1
	12.1.0
	Rel‑12
	Combination of Channel Binding Methods
	approved
	C
	12.2.0
	Web_GBA

	SP-130249
	33.222
	0048
	1
	12.1.0
	Rel‑12
	Combination of Channel Binding Methods
	reissued
	C
	
	Web_GBA

	SP-130301
	33.222
	0049
	1
	12.1.0
	Rel‑12
	Addition of details on API
	approved
	B
	12.2.0
	Web_GBA

	SP-130251
	33.246
	0171
	2
	11.1.0
	Rel‑11
	Confidentiality Protection of Associated Delivery Procedure Messages
	approved
	F
	11.2.0
	SEC11

	SP-130256
	33.328
	0052
	2
	12.2.0
	Rel‑12
	IMS end-to-access-edge security for MSRP media and compatibility with RCS
	approved
	C
	12.3.0
	eMEDIASEC

	SP-130256
	33.328
	0053
	1
	12.2.0
	Rel‑12
	Editorial modification to security for conferencing based on SIP signalling security
	approved
	D
	12.3.0
	eMEDIASEC

	SP-130250
	33.401
	0519
	1
	12.7.0
	Rel‑12
	CR-Clarification for handover from UTRAN to E-UTRAN-R12
	approved
	A
	12.8.0
	SEC12

	SP-130251
	33.401
	0520
	1
	11.6.0
	Rel‑11
	CR-Clarification for handover from UTRAN to E-UTRAN-R11
	approved
	A
	11.7.0
	SEC11

	SP-130252
	33.401
	0521
	1
	10.4.0
	Rel‑10
	Clarification for handover from UTRAN to E-UTRAN-R10
	approved
	F
	10.5.0
	TEI10

	SP-130254
	33.402
	0113
	-
	11.4.0
	Rel‑12
	Specification of Tunnelling of UE Services over Restrictive Access Networks
	approved
	B
	12.0.0
	TURAN

	SP-130255
	33.804
	0003
	1
	11.1.0
	Rel‑11
	Removal of editor's note Release 11 - 33.804
	approved
	F
	11.2.0
	FS_SSO_APS

	SP-130258
	33.804
	0004
	2
	11.1.0
	Rel‑12
	Considerations on channel binding and GBA_Digest
	approved
	F
	12.0.0
	TEI12,GBA-ext

	SP-130301
	33.823
	0001
	-
	12.0.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	approved
	C
	12.1.0
	Web_GBA

	SP-130249
	33.823
	0001
	-
	12.0.0
	Rel‑12
	Clarification on usage of confidentiality and integrity for TLS tunnel
	reissued
	C
	
	Web_GBA

	SP-130301
	33.823
	0002
	1
	12.0.0
	Rel‑12
	Combination of Channel Binding Methods
	approved
	C
	12.1.0
	Web_GBA

	SP-130249
	33.823
	0002
	1
	12.0.0
	Rel‑12
	Combination of Channel Binding Methods
	reissued
	C
	
	Web_GBA

	SP-130301
	33.823
	0003
	-
	12.0.0
	Rel‑12
	Removal of editorÆs note
	approved
	F
	12.1.0
	Web_GBA

	SP-130249
	33.823
	0003
	-
	12.0.0
	Rel‑12
	Removal of editor's note - 33.823
	reissued
	F
	
	Web_GBA


42 CRs (32 approved)

E.4
CRs under SA WG4 responsibility

	CRs from SA WG4

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-130188
	26.114
	0237
	1
	12.1.0
	Rel‑12
	Camera and Flip bits semantic clarifications
	approved
	F
	12.2.0
	CVO

	SP-130188
	26.114
	0246
	1
	12.1.0
	Rel‑12
	Correction of text regarding order when compensating for flip and rotation
	approved
	F
	12.2.0
	CVO

	SP-130181
	26.114
	0247
	1
	9.11.0
	Rel‑9
	Correction on ECN Capability Indication in the SDP
	approved
	F
	9.12.0
	LTEimp-Vocoder

	SP-130181
	26.114
	0248
	1
	10.6.0
	Rel‑10
	Correction on ECN Capability Indication in the SDP
	approved
	A
	10.7.0
	LTEimp-Vocoder

	SP-130181
	26.114
	0249
	1
	11.6.0
	Rel‑11
	Correction on ECN Capability Indication in the SDP
	approved
	A
	11.7.0
	LTEimp-Vocoder

	SP-130181
	26.114
	0250
	1
	12.1.0
	Rel‑12
	Correction on ECN Capability Indication in the SDP
	approved
	A
	12.2.0
	LTEimp-Vocoder

	SP-130191
	26.114
	0253
	1
	12.1.0
	Rel‑12
	Correcting Re-use of H.264 Parameter Set Identifier
	approved
	F
	12.2.0
	TEI12

	SP-130191
	26.114
	0254
	-
	12.1.0
	Rel‑12
	Missing IANA registration information for two SDP attributes
	approved
	F
	12.2.0
	TEI12

	SP-130189
	26.131
	0056
	-
	11.2.0
	Rel‑12
	Adding receiving distortion tests at frequencies lower than 1020Hz
	approved
	B
	12.0.0
	ART_LTE-NBWB

	SP-130189
	26.131
	0057
	1
	11.2.0
	Rel‑12
	Update acoustic requirements specification to cover MTSI speech-only services over LTE (narrowband and wideband)
	approved
	B
	12.0.0
	ART_LTE-NBWB

	SP-130185
	26.132
	0058
	1
	11.2.0
	Rel‑11
	Update of the reference algorithm for echo control characteristics evaluation in Annex B
	approved
	F
	11.3.0
	Ext_ATS

	SP-130189
	26.132
	0059
	-
	11.2.0
	Rel‑12
	Adding receiving distortion tests at frequencies lower than 1020Hz
	approved
	B
	12.0.0
	ART_LTE-NBWB

	SP-130189
	26.132
	0060
	2
	11.2.0
	Rel‑12
	Update acoustic test method specification to cover MTSI speech-only services over LTE (narrowband and wideband)
	approved
	B
	12.0.0
	ART_LTE-NBWB

	SP-130185
	26.132
	0061
	2
	11.2.0
	Rel‑11
	UE delay test method
	approved
	F
	11.3.0
	Ext_ATS

	SP-130183
	26.234
	0211
	-
	9.9.0
	Rel‑9
	Missing RDF schema identification
	approved
	F
	9.10.0
	PMA-MBS_Ext

	SP-130183
	26.234
	0212
	-
	10.4.0
	Rel‑10
	Missing RDF schema identification
	approved
	A
	10.5.0
	PMA-MBS_Ext

	SP-130186
	26.234
	0213
	-
	11.1.0
	Rel‑11
	Missing RDF schema identification
	approved
	F
	11.2.0
	M3DV

	SP-130188
	26.234
	0214
	-
	12.0.0
	Rel‑12
	Missing RDF schema identification
	approved
	F
	12.1.0
	CVO

	SP-130182
	26.237
	0072
	1
	9.9.0
	Rel‑9
	Clarification on File Repair Procedure in IMS-based MBMS Download Service
	approved
	F
	9.10.0
	IMS_PSS_MBMS_US_EXT

	SP-130182
	26.237
	0073
	1
	10.6.0
	Rel‑10
	Clarification on File Repair Procedure in IMS-based MBMS Download Service
	approved
	A
	10.7.0
	IMS_PSS_MBMS_US_EXT

	SP-130182
	26.237
	0074
	1
	11.0.0
	Rel‑11
	Clarification on File Repair Procedure in IMS-based MBMS Download Service
	approved
	A
	11.1.0
	IMS_PSS_MBMS_US_EXT

	SP-130184
	26.247
	0018
	6
	10.3.0
	Rel‑10
	General Corrections to DASH
	approved
	F
	10.4.0
	HTTP_SDS

	SP-130184
	26.247
	0025
	2
	10.3.0
	Rel‑10
	DASH Profiles correction
	approved
	F
	10.4.0
	HTTP_SDS

	SP-130184
	26.247
	0026
	2
	11.2.0
	Rel‑11
	DASH Profiles correction
	approved
	A
	11.3.0
	HTTP_SDS

	SP-130184
	26.247
	0027
	1
	10.3.0
	Rel‑10
	Correction of Cardinality of DeltaSupport element in Table 8-5
	approved
	F
	10.4.0
	HTTP_SDS

	SP-130184
	26.247
	0028
	1
	11.2.0
	Rel‑11
	Correction of Cardinality of DeltaSupport element in Table 8-5
	approved
	A
	11.3.0
	HTTP_SDS

	SP-130184
	26.247
	0029
	2
	10.3.0
	Rel‑10
	Correction of MPD Delta MIME type information
	approved
	F
	10.4.0
	HTTP_SDS

	SP-130184
	26.247
	0030
	2
	11.2.0
	Rel‑11
	Correction of MPD Delta MIME type information
	approved
	A
	11.3.0
	HTTP_SDS

	SP-130184
	26.247
	0031
	-
	11.2.0
	Rel‑11
	General Corrections to DASH
	approved
	A
	11.3.0
	HTTP_SDS

	SP-130187
	26.346
	0306
	2
	11.4.0
	Rel‑11
	Confidentiality Protection of Associated Delivery Procedure Messages
	approved
	F
	11.5.0
	TEI11

	SP-130183
	26.346
	0321
	2
	9.10.0
	Rel‑9
	Correction of MBMS Session Identity
	approved
	F
	9.11.0
	PMA-MBS_Ext

	SP-130183
	26.346
	0322
	2
	10.7.0
	Rel‑10
	Correction of MBMS Session Identity
	approved
	A
	10.8.0
	PMA-MBS_Ext

	SP-130183
	26.346
	0323
	2
	11.4.0
	Rel‑11
	Correction of MBMS Session Identity
	approved
	A
	11.5.0
	PMA-MBS_Ext

	SP-130183
	26.346
	0324
	1
	9.10.0
	Rel‑9
	Correction to metadata reference and USD example
	approved
	F
	9.11.0
	PMA-MBS_Ext

	SP-130183
	26.346
	0325
	1
	10.7.0
	Rel‑10
	Correction to metadata reference and USD example
	approved
	A
	10.8.0
	PMA-MBS_Ext

	SP-130183
	26.346
	0326
	1
	11.4.0
	Rel‑11
	Correction to metadata reference and USD example
	approved
	A
	11.5.0
	PMA-MBS_Ext
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	SP-130304
	28.623
	0002
	2
	11.0.0
	Rel‑11
	Correction of XML schema
	approved
	F
	11.1.0
	OAM11

	SP-130267
	28.623
	0002
	2
	11.0.0
	Rel‑11
	CR R11 28.623 Correction of XML schema
	approved
	F
	11.1.0
	OAM11

	SP-130267
	28.628
	0002
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 28.628 SON coordination synchronization with 32.522
	approved
	F
	11.2.0
	OAM11

	SP-130304
	28.628
	0002
	1
	11.1.0
	Rel‑11
	SON coordination synchronization with TS 32.522
	approved
	F
	11.2.0
	OAM11

	SP-130304
	28.628
	0003
	-
	11.1.0
	Rel‑11
	Energy saving synchronization with TS 32.522
	approved
	F
	11.2.0
	OAM11

	SP-130267
	28.628
	0003
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.628 Energy saving synchronization with 32.522
	approved
	F
	11.2.0
	OAM11

	SP-130304
	28.628
	0004
	-
	11.1.0
	Rel‑11
	Correction of attribute constraints
	approved
	F
	11.2.0
	OAM11

	SP-130267
	28.628
	0004
	-
	11.1.0
	Rel‑11
	R11 CR 28.628 Correction of attribute constraints
	approved
	F
	11.2.0
	OAM11

	SP-130304
	28.629
	0001
	1
	11.0.0
	Rel‑11
	SON coordination synchronization with TS 32.526
	approved
	F
	11.1.0
	OAM11

	SP-130267
	28.629
	0001
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28.629 SON coordination synchronization with 32.526
	approved
	F
	11.1.0
	OAM11

	SP-130304
	28.629
	0002
	1
	11.0.0
	Rel‑11
	Energy saving synchronization with TS 32.526
	approved
	F
	11.1.0
	OAM11

	SP-130267
	28.629
	0002
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28.629 Energy saving synchronization with 32.526
	approved
	F
	11.1.0
	OAM11

	SP-130304
	28.658
	0003
	1
	11.1.0
	Rel‑11
	Energy saving synchronization with TS 32.762
	approved
	F
	11.2.0
	OAM11

	SP-130267
	28.658
	0003
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 28.658 Energy saving synchronization with 32.762
	approved
	F
	11.2.0
	OAM11

	SP-130267
	28.658
	0004
	2
	11.1.0
	Rel‑11
	Rel‑11 CR 28.658 Align the link inheritance with 28.622
	approved
	F
	11.2.0
	OAM11

	SP-130304
	28.658
	0004
	2
	11.1.0
	Rel‑11
	Alignment of the the link inheritance relation with TS 28.622
	approved
	F
	11.2.0
	OAM11

	SP-130267
	28.659
	0003
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 28.659 Energy saving synchronization with 32.766
	approved
	F
	11.2.0
	OAM11

	SP-130304
	28.659
	0003
	1
	11.1.0
	Rel‑11
	Energy saving synchronization with TS 32.766
	approved
	F
	11.2.0
	OAM11

	SP-130267
	28.705
	0001
	2
	11.0.0
	Rel‑11
	CR Rel‑11 TS 28.705 Elimination of ambiguities in the TS
	approved
	F
	11.1.0
	OAM11

	SP-130304
	28.705
	0001
	2
	11.0.0
	Rel‑11
	Elimination of ambiguities in the TS
	approved
	F
	11.1.0
	OAM11

	SP-130264
	32.101
	0049
	-
	7.4.0
	Rel‑7
	Rel‑7 CR 32101 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace

	SP-130302
	32.101
	0049
	-
	7.4.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.5.0
	OAM7-Trace

	SP-130264
	32.101
	0050
	-
	8.5.0
	Rel‑8
	Rel‑8 CR 32101 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.101
	0050
	-
	8.5.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.6.0
	OAM7-Trace

	SP-130264
	32.101
	0051
	-
	9.1.0
	Rel‑9
	Rel‑9 CR 32101 Remove IMS Service Level Trace
	revised
	A
	
	OAM7-Trace

	SP-130302
	32.101
	0051
	1
	9.1.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.2.0
	OAM7-Trace

	SP-130264
	32.101
	0052
	-
	10.0.0
	Rel‑10
	Rel‑10 CR 32101 Remove IMS Service Level Trace
	revised
	A
	
	OAM7-Trace

	SP-130302
	32.101
	0052
	1
	10.0.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.1.0
	OAM7-Trace

	SP-130304
	32.102
	0049
	1
	11.0.0
	Rel‑11
	Updates of entities of the mobile system
	approved
	F
	11.1.0
	OAM11

	SP-130267
	32.102
	0049
	1
	11.0.0
	Rel‑11
	Updates of entities of the mobile system
	approved
	F
	11.1.0
	OAM11

	SP-130272
	32.111-1
	0008
	1
	11.0.0
	Rel‑12
	Rel‑12 CR 32.111-1 Addition of criteria for critical and major alarms (compliance Top OPE)
	approved
	C
	12.0.0
	OAM-NGMN_OPE

	SP-130272
	32.111-1
	0010
	1
	11.0.0
	Rel‑12
	Rel‑12 CR 32.111-1 Addition of requirements on repair actions (compliance Top OPE)
	approved
	C
	12.0.0
	OAM-NGMN_OPE

	SP-130304
	32.140
	0008
	2
	11.0.0
	Rel‑11
	Include Converged Management SuM NRM in the TS family
	approved
	F
	11.1.0
	OAM11

	SP-130267
	32.140
	0008
	2
	11.0.0
	Rel‑11
	CR 32140 Rel‑11 SuM Reqs
	approved
	F
	11.1.0
	OAM11

	SP-130267
	32.141
	0003
	2
	11.0.0
	Rel‑11
	CR 32141 Rel‑11 SuM Arch
	approved
	F
	11.1.0
	OAM11

	SP-130304
	32.141
	0003
	2
	11.0.0
	Rel‑11
	Include Converged management SuM NRM in the TS family
	approved
	F
	11.1.0
	OAM11

	SP-130267
	32.156
	0001
	-
	11.0.2
	Rel‑11
	CR 32156 Rel‑11 Model Repertoire introduce CR S5vTMFa354
	approved
	F
	11.1.0
	OAM11

	SP-130304
	32.156
	0001
	-
	11.0.2
	Rel‑11
	Correction of attribute properties
	approved
	F
	11.1.0
	OAM11

	SP-130267
	32.157
	0001
	1
	11.0.0
	Rel‑11
	CR Rel‑11 32157 Correct the description of the attribute definition table
	approved
	F
	11.1.0
	OAM11

	SP-130304
	32.157
	0001
	1
	11.0.0
	Rel‑11
	Correct the description of the attribute definition table
	approved
	F
	11.1.0
	OAM11

	SP-130276
	32.240
	0357
	1
	12.0.0
	Rel‑12
	Introduction of TDF Gyn and Gzn interfaces in charging architecture for ABC
	approved
	B
	12.1.0
	ABC

	SP-130270
	32.251
	0264
	1
	11.6.0
	Rel‑11
	Rel‑11 CR 32251 Correction on SSID availability in TWAN User Location
	approved
	F
	11.7.0
	CH11

	SP-130270
	32.251
	0265
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32251 Correction on SSID availability in TWAN User Location
	approved
	A
	12.2.0
	CH11

	SP-130273
	32.251
	0268
	1
	11.6.0
	Rel‑11
	Correction for use of Charging Characteristics for SMS in MME
	approved
	F
	11.7.0
	SIMTC-CH

	SP-130273
	32.251
	0269
	1
	12.1.0
	Rel‑12
	Correction for use of Charging Characteristics for SMS in MME
	approved
	A
	12.2.0
	SIMTC-CH

	SP-130271
	32.251
	0272
	1
	12.1.0
	Rel‑12
	R12 CR 32.251 Adjustment on IMEI - alignment to TS 29.274
	approved
	F
	12.2.0
	CH12

	SP-130278
	32.251
	0273
	1
	10.9.0
	Rel‑10
	Adding CDR fields needed for MTC
	reissued
	F
	
	NIMTC-CH

	SP-130317
	32.251
	0273
	1
	10.9.0
	Rel‑10
	Adding CDR fields needed for MTC
	approved
	F
	10.10.0
	NIMTC-CH

	SP-130317
	32.251
	0274
	1
	12.1.0
	Rel‑12
	Adding CDR fields needed for MTC
	approved
	A
	12.2.0
	NIMTC-CH

	SP-130273
	32.251
	0274
	1
	12.1.0
	Rel‑12
	Adding CDR fields needed for MTC
	approved
	A
	12.2.0
	SIMTC-CH

	SP-130317
	32.251
	0275
	-
	11.6.0
	Rel‑11
	Adding CDR fields needed for MTC
	approved
	A
	11.7.0
	NIMTC-CH

	SP-130273
	32.251
	0275
	-
	11.6.0
	Rel‑11
	Adding CDR fields needed for MTC
	approved
	A
	11.7.0
	SIMTC-CH

	SP-130270
	32.251
	0276
	-
	11.6.0
	Rel‑11
	Rel‑11 CR 32251 Binding of TWAN User Location Info and Serving Node Type to Diameter AVP
	approved
	F
	11.7.0
	CH11

	SP-130270
	32.251
	0277
	-
	12.1.0
	Rel‑12
	REl-12 CR 32251 Binding of TWAN User Location Info and Serving Node Type to Diameter AVP
	approved
	A
	12.2.0
	CH11

	SP-130276
	32.251
	0279
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.251 Introduction of the principle for TDF supporting application based charging
	approved
	B
	12.2.0
	CH12

	SP-130270
	32.252
	0011
	1
	11.0.0
	Rel‑11
	Correction of scope for WLAN charging
	approved
	F
	11.1.0
	CH11

	SP-130279
	32.260
	0206
	1
	11.7.0
	Rel‑11
	Remove RTTI from TRF and TF CDRs
	approved
	F
	11.8.0
	RAVEL-CH

	SP-130277
	32.260
	0207
	2
	11.7.0
	Rel‑11
	Corrections for Network Provided Location Information
	approved
	F
	11.8.0
	NWK-PL2IMS_CH

	SP-130271
	32.260
	0210
	1
	11.7.0
	Rel‑11
	Rel‑11 CR 32260 Introduction of reason header in IMS offline Charging
	approved
	B
	11.8.0
	CH12

	SP-130274
	32.274
	0018
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.274 Introduction SMS Offline charging principles and flows
	approved
	B
	12.1.0
	SMS-SC-CH

	SP-130279
	32.298
	0392
	-
	11.6.0
	Rel‑11
	Remove RTTI from TRF and TF CDRs
	approved
	F
	11.7.0
	RAVEL-CH

	SP-130270
	32.298
	0393
	1
	11.6.0
	Rel‑11
	Addition of IMS Visited Network Identifier
	approved
	F
	11.7.0
	CH11

	SP-130271
	32.298
	0396
	1
	11.6.0
	Rel‑12
	R12 CR 32.298 Adjustment on IMEI - alignment with TS 29.274
	approved
	F
	12.0.0
	CH12

	SP-130270
	32.298
	0397
	1
	11.6.0
	Rel‑11
	Rel‑11 CR 32298 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a
	approved
	F
	11.7.0
	CH11

	SP-130271
	32.298
	0398
	1
	11.6.0
	Rel‑12
	Add SIP Reason Header Information to CDR for IMS Offline Charging
	approved
	B
	12.0.0
	CH12

	SP-130270
	32.299
	0501
	1
	11.7.0
	Rel‑11
	Rel‑11 CR 32.299 Addition of IMS Visited Network Identifier
	approved
	F
	11.8.0
	CH11

	SP-130270
	32.299
	0502
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.299 Addition of IMS Visited Network Identifier
	approved
	A
	12.1.0
	CH11

	SP-130270
	32.299
	0505
	-
	11.7.0
	Rel‑11
	R11 CR 32.299 Correction on AVP definitions
	approved
	F
	11.8.0
	CH11

	SP-130270
	32.299
	0506
	-
	12.0.0
	Rel‑12
	R12 CR 32.299 Correction on AVP definitions
	approved
	A
	12.1.0
	CH11

	SP-130303
	32.299
	0510
	-
	8.19.0
	Rel‑8
	Correction on data accounting - alignment with TS 32.298
	approved
	F
	8.20.0
	CH8

	SP-130269
	32.299
	0510
	-
	8.19.0
	Rel‑8
	Rel‑8 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	F
	8.20.0
	CH8

	SP-130269
	32.299
	0511
	-
	9.14.0
	Rel‑9
	Rel‑9 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	A
	9.15.0
	CH8

	SP-130303
	32.299
	0511
	-
	9.14.0
	Rel‑9
	Correction on data accounting - alignment with TS 32.298
	approved
	A
	9.15.0
	CH8

	SP-130269
	32.299
	0512
	-
	10.9.0
	Rel‑10
	Rel‑10 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	A
	10.10.0
	CH8

	SP-130303
	32.299
	0512
	-
	10.9.0
	Rel‑10
	Correction on data accounting - alignment with TS 32.298
	approved
	A
	10.10.0
	CH8

	SP-130269
	32.299
	0513
	-
	11.7.0
	Rel‑11
	Rel‑11 CR 32.299 Correction on data accounting - alignment with TS 32.298
	approved
	A
	11.8.0
	CH8

	SP-130303
	32.299
	0513
	-
	11.7.0
	Rel‑11
	Correction on data accounting - alignment with TS 32.298
	approved
	A
	11.8.0
	CH8

	SP-130269
	32.299
	0514
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 32.299 Correction on data accounting - alignment with TS 32.298
	withdrawn
	A
	
	CH8

	SP-130271
	32.299
	0517
	1
	12.0.0
	Rel‑12
	R12 CR 32.299 Adjustment on IMEI - alignment to TS 29.274
	approved
	F
	12.1.0
	CH12

	SP-130269
	32.299
	0524
	-
	8.19.0
	Rel‑8
	R8 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	F
	8.20.0
	CH8

	SP-130303
	32.299
	0524
	-
	8.19.0
	Rel‑8
	Correction of User-Equipment-Info-Value : encoding
	approved
	F
	8.20.0
	CH8

	SP-130303
	32.299
	0525
	-
	9.14.0
	Rel‑9
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	9.15.0
	CH8

	SP-130269
	32.299
	0525
	-
	9.14.0
	Rel‑9
	R9 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	9.15.0
	CH8

	SP-130303
	32.299
	0526
	-
	10.9.0
	Rel‑10
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	10.10.0
	CH8

	SP-130269
	32.299
	0526
	-
	10.9.0
	Rel‑10
	R10 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	10.10.0
	CH8

	SP-130303
	32.299
	0527
	-
	11.7.0
	Rel‑11
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	11.8.0
	CH8

	SP-130269
	32.299
	0527
	-
	11.7.0
	Rel‑11
	R11 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	11.8.0
	CH8

	SP-130269
	32.299
	0528
	-
	12.0.0
	Rel‑12
	R12 CR 32.299 Correction of User-Equipment-Info-Value : encoding
	approved
	A
	12.1.0
	CH8

	SP-130303
	32.299
	0528
	-
	12.0.0
	Rel‑12
	Correction of User-Equipment-Info-Value : encoding
	approved
	A
	12.1.0
	CH8

	SP-130270
	32.299
	0529
	1
	11.7.0
	Rel‑11
	Rel‑11 CR 32299 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a
	approved
	F
	11.8.0
	CH11

	SP-130270
	32.299
	0530
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32299 Introduction of Charging for access to Trusted WLAN Access Network in EPC - over S2a
	approved
	A
	12.1.0
	CH11

	SP-130271
	32.299
	0531
	1
	12.0.0
	Rel‑12
	Add Reason Header AVP
	approved
	B
	12.1.0
	CH12

	SP-130267
	32.300
	0015
	-
	11.1.0
	Rel‑11
	S5-Qingdao E CR Rel‑11 32300 on code set clarification v2
	approved
	F
	11.2.0
	OAM11

	SP-130304
	32.300
	0015
	-
	11.1.0
	Rel‑11
	Correct code set usage for Distinguished Name
	approved
	F
	11.2.0
	OAM11

	SP-130266
	32.416
	0002
	-
	10.1.0
	Rel‑10
	CR 32416 Rel‑10 PM IRP SS Remove iRPId
	approved
	F
	10.2.0
	OAM10

	SP-130266
	32.416
	0003
	-
	11.0.0
	Rel‑11
	CR 32416 Rel‑11 PM IRP SS Remove iRPId
	approved
	A
	11.1.0
	OAM10

	SP-130264
	32.421
	0067
	-
	7.2.0
	Rel‑7
	Rel‑7 CR 32421 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace

	SP-130302
	32.421
	0067
	-
	7.2.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.3.0
	OAM7-Trace

	SP-130264
	32.421
	0068
	-
	8.6.0
	Rel‑8
	Rel‑8 CR 32421 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.421
	0068
	-
	8.6.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.7.0
	OAM7-Trace

	SP-130264
	32.421
	0069
	-
	9.1.0
	Rel‑9
	Rel‑9 CR 32421 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.421
	0069
	-
	9.1.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.2.0
	OAM7-Trace

	SP-130264
	32.421
	0070
	-
	10.5.0
	Rel‑10
	Rel‑10 CR 32421 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.421
	0070
	-
	10.5.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.6.0
	OAM7-Trace

	SP-130267
	32.422
	0252
	-
	11.7.0
	Rel‑11
	Rel‑11 CR 32422 Correction in the UMTS anonymization procedure
	approved
	F
	11.8.0
	OAM11

	SP-130304
	32.422
	0252
	-
	11.7.0
	Rel‑11
	Correction in anonymization procedure for UMTS
	approved
	F
	11.8.0
	OAM11

	SP-130302
	32.422
	0253
	-
	7.2.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.3.0
	OAM7-Trace

	SP-130264
	32.422
	0253
	-
	7.2.0
	Rel‑7
	Rel‑7 CR 32422 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace

	SP-130264
	32.422
	0254
	-
	8.8.0
	Rel‑8
	Rel‑8 CR 32422 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.422
	0254
	-
	8.8.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.9.0
	OAM7-Trace

	SP-130264
	32.422
	0255
	-
	9.5.0
	Rel‑9
	Rel‑9 CR 32422 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.422
	0255
	-
	9.5.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.6.0
	OAM7-Trace

	SP-130264
	32.422
	0256
	-
	10.11.0
	Rel‑10
	Rel‑10 CR 32422 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.422
	0256
	-
	10.11.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.12.0
	OAM7-Trace

	SP-130275
	32.422
	0258
	-
	10.11.0
	Rel‑10
	Align MDT Report Interval parameter
	approved
	F
	10.12.0
	OAM-PM-UE

	SP-130265
	32.423
	0070
	1
	9.5.0
	Rel‑9
	Rel‑9 CR 32423 Correct trace file name format
	approved
	F
	9.6.0
	OAM9

	SP-130265
	32.423
	0071
	1
	10.5.0
	Rel‑10
	Rel‑10 CR 32423 Correct trace file name format
	approved
	A
	10.6.0
	OAM9

	SP-130265
	32.423
	0072
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32423 Correct trace file name format
	approved
	A
	11.5.0
	OAM9

	SP-130267
	32.423
	0073
	2
	11.4.0
	Rel‑11
	CR R11 32.423 Correct the XML shcema for MDT data
	approved
	F
	11.5.0
	OAM11

	SP-130304
	32.423
	0073
	2
	11.4.0
	Rel‑11
	Correct the XML schema for MDT data
	approved
	F
	11.5.0
	OAM11

	SP-130268
	32.425
	0130
	1
	11.4.0
	Rel‑12
	Addition of RSRP related measurements
	approved
	B
	12.0.0
	OAM12

	SP-130268
	32.425
	0131
	1
	11.4.0
	Rel‑12
	Addition of RSRQ related measurements
	approved
	B
	12.0.0
	OAM12

	SP-130268
	32.425
	0132
	1
	11.4.0
	Rel‑12
	Addition of UE Power Headroom related measurements
	approved
	B
	12.0.0
	OAM12

	SP-130268
	32.425
	0133
	1
	11.4.0
	Rel‑12
	Addition of UE Rx-Tx time difference related measurements
	approved
	B
	12.0.0
	OAM12

	SP-130268
	32.425
	0134
	1
	11.4.0
	Rel‑12
	Addition of AOA related measurements
	approved
	B
	12.0.0
	OAM12

	SP-130265
	32.426
	0059
	1
	9.4.0
	Rel‑9
	CR Rel‑9 32.426 Clarification of trigger conditions for S-GW data volume measurements
	approved
	F
	9.5.0
	OAM9

	SP-130265
	32.426
	0060
	1
	10.4.0
	Rel‑10
	CR Rel‑10 32.426 Clarification of trigger conditions for S-GW data volume measurements
	approved
	A
	10.5.0
	OAM9

	SP-130265
	32.426
	0061
	1
	11.3.0
	Rel‑11
	CR Rel‑11 32.426 Clarification of trigger conditions for S-GW data volume measurements
	approved
	A
	11.4.0
	OAM9

	SP-130302
	32.441
	0013
	-
	7.1.0
	Rel‑7
	Removal of IMS Service Level Trace feature
	approved
	F
	7.2.0
	OAM7-Trace

	SP-130264
	32.441
	0013
	-
	7.1.0
	Rel‑7
	Rel‑7 CR 32441 Remove IMS Service Level Trace
	reissued
	F
	
	OAM7-Trace

	SP-130302
	32.441
	0014
	-
	8.1.0
	Rel‑8
	Removal of IMS Service Level Trace feature
	approved
	A
	8.2.0
	OAM7-Trace

	SP-130264
	32.441
	0014
	-
	8.1.0
	Rel‑8
	Rel‑8 CR 32441 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.441
	0015
	-
	9.0.0
	Rel‑9
	Removal of IMS Service Level Trace feature
	approved
	A
	9.1.0
	OAM7-Trace

	SP-130264
	32.441
	0015
	-
	9.0.0
	Rel‑9
	Rel‑9 CR 32441 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130302
	32.441
	0016
	-
	10.1.0
	Rel‑10
	Removal of IMS Service Level Trace feature
	approved
	A
	10.2.0
	OAM7-Trace

	SP-130264
	32.441
	0016
	-
	10.1.0
	Rel‑10
	Rel‑10 CR 32441 Remove IMS Service Level Trace
	reissued
	A
	
	OAM7-Trace

	SP-130267
	32.522
	0134
	1
	11.5.1
	Rel‑11
	R11 CR 32.522 Correction of attribute constraints
	approved
	A
	11.6.0
	OAM11

	SP-130266
	32.522
	0135
	1
	11.5.1
	Rel‑11
	Rel‑11 CR 32.522 Remove EUtranRelationSON in UML diagram
	approved
	A
	11.6.0
	OAM10

	SP-130267
	32.522
	0136
	1
	11.5.1
	Rel‑11
	CR 32.522 Rel‑11 Correcting error in attribute constraint
	approved
	F
	11.6.0
	OAM11

	SP-130304
	32.522
	0136
	1
	11.5.1
	Rel‑11
	Correcting error in attribute constraint
	approved
	F
	11.6.0
	OAM11

	SP-130266
	32.522
	0137
	-
	10.4.2
	Rel‑10
	Rel‑10 CR 32.522 Remove EUtranRelationSON in UML diagram
	approved
	F
	10.5.0
	OAM10

	SP-130266
	32.522
	0138
	-
	10.4.2
	Rel‑10
	R10 CR 32.522 Correction of attribute constraints
	approved
	F
	10.5.0
	OAM10

	SP-130304
	32.522
	0139
	-
	11.5.1
	Rel‑11
	Correct the attribute constraint of energySavingControl
	approved
	F
	11.6.0
	OAM11

	SP-130267
	32.522
	0139
	-
	11.5.1
	Rel‑11
	R11 CR 32.522 Correct the attribute constraint of energySavingControl
	approved
	F
	11.6.0
	OAM11

	SP-130267
	32.526
	0030
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32.526 Correction on XML schema compile error
	approved
	F
	11.5.0
	OAM11

	SP-130304
	32.526
	0030
	1
	11.4.0
	Rel‑11
	Correction of XML schema compilation error
	approved
	F
	11.5.0
	OAM11

	SP-130304
	32.622
	0037
	1
	11.0.0
	Rel‑11
	Align specification of multiplicity for <<names>> composition with the model repertoire
	approved
	F
	11.1.0
	OAM11

	SP-130267
	32.622
	0037
	1
	11.0.0
	Rel‑11
	CR Rel‑11 TS 32.622 Align specification of multiplicity for (names) composition with the model repertoire
	approved
	F
	11.1.0
	OAM11

	SP-130266
	32.762
	0096
	-
	10.6.0
	Rel‑10
	R10 CR 32.762 Correct the attribute constraint of energySavingControl
	approved
	F
	10.7.0
	OAM10

	SP-130304
	32.766
	0053
	1
	11.4.0
	Rel‑11
	Correction of XML schema compilation errors
	approved
	F
	11.5.0
	OAM11

	SP-130267
	32.766
	0053
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32.766 Correction on XML schema compile errors
	approved
	F
	11.5.0
	OAM11
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	SP-130315
	21.905
	0110
	3
	11.3.0
	Rel‑12
	Add common definitions from ProSe
	approved
	F
	12.0.0
	ProSe
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