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	First Change


14.2.2 Procedures at the UE

The UE shall support the procedures specified in TS 24 229 [7] for originating sessions.
The UE shall generate an initial INVITE request:

* The Request-URI in the INVITE request shall be the well known PSI (Public Service Identifier) of the MBMS Download Service.

* The To header shall contain the same URI as in the Request-URI.

* The From header shall indicate the public user identity of the user.

An SDP offer shall be included in the request. The SDP offer shall be done in accordance with the parameters received during UE service selection procedure and with media capabilities and required bandwidth available for the MBMS download service. The SDP offer shall include the following elements:
* An a=source-filter line to indicate the IP source address of the FLUTE session.
* An a=flute-tsi line to indicate Transport Session ID (TSI) of the FLUTE session.
NOTE: The combination of the TSI and the IP source address identifies the FLUTE session. 
* The m-line(s) shall be set to the media parameters retrieved via service selection procedures for the requested MBMS download service.
* The c-line(s) shall be set according to the multicast address retrieved via service selection procedures for the requested MBMS download service.
The descriptions of above parameters conform to section 7.3 of 3GPP TS 26.346[11].
* An a=mbms_download_service:ServiceId line to indicate the MBMS download service which the UE intends to initiate.

Once the UE receives the SIP response, the UE shall examine the FLUTE session parameters in the received SDP, and receive the MBMS download data accordingly.

In case the FDT is unavailable, the UE shall get the FDT according to fdt_address attribute in the SDP Answer. The FDT contains content description information for the files delivered in the FLUTE session.

In case of incomplete download, the UE shall execute the file repair procedures towards the repair server indicated by repair-server-address attribute in the SDP Answer. In the case the file repair procedures are to be conducted over broadcast/multicast delivery, the repair-server-address:uri should instead indicate the Session Description (SDP file) for the broadcast/multicast repair session and UE shall then use this URI to fetch the SDP and join the corresponding broadcast/multicast repair session.
The UE shall report the reception statistics using either HTTP or SIP INFO message according to report-channel parameter of the SDP Answer. The XML contents in the report message refer to section 9.5.3.2 of 3GPP TS 26.346[11].
	Second Change


14.2.4 Procedures at the SCF

The SCF shall support the procedures specified in TS 24.229 [7] applicable to an AS acting as a terminating UA.
Upon receipt of SIP INVITE request, the SCF shall perform service authorization procedures to check the service rights of requested MBMS download service according to the user subscription information, See clause 10.4.

The SCF shall examine the SDP parameters in the SDP offer.

· It shall examine the a=mbms_download_service parameter. This parameter contains the channel the UE intends to join. If the mbms_download_service parameter does not point to a channel that the UE is allowed to join the SCF shall not accept the offer and shall answer with a 403 error code. 

· It shall examine the c-line(s) to determine that it is a multicast session. It may also check that it corresponds to the mbms_download_service parameter. If not, the SCF shall answer with a 403 error code.

If the SDP parameters are examined successfully, the SCF shall answer with a SIP 200 OK, indicating the SDP answer as follows:

· the m-line(s) and c-line(s) shall be identical to ones indicated in the SDP offer. 
· The source-filter and flute-tsi attributes shall be identical to ones indicated in the SDP offer.
· An a=fdt_address:uri to indicate the address of the File Delivery Table. 

· An a=repair-server-address:uri to indicate the address of the repair server. In the case the file repair procedures are to be conducted over broadcast/multicast delivery, the repair-server-address:uri should instead be the URI of the Session Description (SDP file) of the broadcast/multicast repair session.
· An a=report-channel:SIP/HTTP line to indicate to the UE that the reception report procedure should be performed by SIP or HTTP channel.

· It shall include an a=recvonly attribute.
	End of document
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