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A.2.2
Codecs parameter

The codecs parameter is defined in RFC 6381. The ISO file format name space and ISO syntax in clauses 3.3 and 3.4 of RFC 6381 [32] shall be used together with extensions to the ISO syntax specified here. 

The syntax in clause 3.4 of RFC 6381 defines the usage of the codecs parameter for files based on the ISO base media file format and specifies that the first element of a parameter value is a sample description entry four-character code. It also includes specific definitions for MPEG audio ('mp4a') and MPEG video ('mp4v') where each value in addition to the four-character code includes two elements signalling Object Type Indications and Profile Level Indications (video only). It also includes specific definitions for Advanced Video Coding (‘avc1’) where each value in addition to the four-character code includes a second element (referred to as ’avcoti’ in the formal syntax), which is the hexadecimal representation of the following three bytes in the (subset) sequence parameter set Network Abstraction Layer (NAL) unit specified in [29]: (1) profile_idc,(2) the byte containing the constraint_set flags (currently constraint_set0_flag through constraint_set5_flag, and the reserved_zero_2bits), and (3) level_idc. Note also that reserved_zero_2bits is required to be equal to 0 in [29], but other values for it may be specified in the future by ITU-T or ISO/IEC. These definitions apply to the MPEG codecs used by the 3GP file format, such as H.264 (AVC) [29], MPEG-4 Visual [10], MPEG-4 AAC [13] and Enhanced aacPlus [23, 24, 25]. Values for other codecs used by the 3GP file format are specified below.

When the first element of a value is 's263', indicating H.263 video [9], the second element is the decimal representation of the profile, e.g., 0 or 3, and the third element is the decimal representation of the level, e.g. 10 or 45.
When the first element of a value is one of the following elements, no other elements are defined for that value:

-
'samr', indicating AMR narrow-band speech [11];

-
'sawb', indicating AMR wide-band speech [12];

-
'sawp', indicating Extended AMR wide-band audio [21];

-
'tx3g', indicating timed text [4];
-   ‘3gvo’, indicating CVO as defined in clauses 6.11 and 14.
The following syntax defines all values above in ABNF (RFC 4234 [31]) by extending the definition in clause 3.4 of RFC 6381:

id-iso
=
iso-gen / iso-mpega / iso-mpegv / iso-amr / iso-amr-wb / iso-amr-wbp / iso-tt /  iso-cvo / iso-h263 




; iso-gen, iso-mepga, iso-mpegv, iso-avc as defined in RFC 6381

iso-amr
=
%x73.61.6d.72
; 'samr'

iso-amr-wb
=
%x73.61.77.62
; 'sawb'

iso-amr-wbp
=
%x73.61.6d.74
; 'sawp'

iso-tt
=
%x74.78.33.67
; 'tx3g'
iso-cvo                =    %x33.67.76.6f
; '3gvo'
iso-h263
=
s263 "." h263-profile "." h263-level

s263
=
%x73.32.36.33
; 's263'

h263-profile
=
1*DIGIT

h263-level
=
1*DIGIT
	End of document
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