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	Reason for change:
(
	When the MME is registered as a SMS serving node in HSS, the MME always serve the UE for SMS until the SMS subscription contexts is removed, e.g, due to purge or the UE registers in the CS domain.
If the UE register in the EPS domian and  camp on the same MME, the MME will not interact with HSS.If the UE does not register to CS domain, the MME will still be regarded as possible SMS serving node even when the UE has not asked for this. This will lead to useless SMS delivery attempts via MME.
For example, a UE originally get SMS through MME. Later the user’s preference changes and would like to get SMS service by IMS. As such UE does not need to trigger the non-EPS registration, i.e. standalone EPS attach or TAU is triggered. In this case, SMS in MME is not needed any more.However as the MME is not required to interact with HSS, it will not  notify the HSS to cancel the SMS registration. 

It is proposed to clarify that the MME intiates the procedure to remove the registration for SMS in HSS if it has been registered as SMS serving node before and the UE regsiters only for non-EPS services.
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Start of Changes.
C.8.2
Removal of registration of MME for SMS
C.8.2.0 General

The removal of the registration of MME for SMS is used by:

-
The HSS to inform the MME that the registration of MME for SMS is canceled; or by
-
The MME to inform the HSS that it requests to remove its registration for SMS.
C.8.2.1 HSS-initiated removal of registration of MME for SMS
When the HSS needs to indicate to the MME that it is no longer registered for SMS, (e.g. because of a removal of SMS subscription, CS location update, etc), the following procedure is applied.
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Figure C.8.2-1: Cancellation of MME registration for SMS in MME
1.
There is an event that shall trigger the cancellation of the MME being registered for SMS. This may for example be the removal of the SMS subscription for the UE, a CS location update, etc.

2.
The HSS sends an Insert Subscriber Data Request (Remove SMS registration) message to the MME to inform the MME that it is no more registered for SMS in MME.

3.
The MME sets its "MME Registered for SMS" parameter as not registered for SMS and the "SMS subscription data" is considered by the MME as invalid. It acknowledges with an Insert Subscriber Data Answer message to the HSS.

NOTE:
A normal Cancel Location of MME which results in the MME no longer being registered for PS services for that UE will also render the MME not registered for SMS.
C.8.2.2  MME-initiated removal of registration of MME for SMS
When the MME needs to indicate to the HSS that it is no longer registered for SMS in HSS, (e.g. because the UE initiate a EPS attach only,TAU), the following procedure is applied.  
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Figure C.8.2-2: Removal of MME registration for SMS in HSS

1. There is an event that triggers the cancellation of the MME being registered for SMS. This may for example be an UE initiated EPS attach only or a TAU.
2.
The MME sends a message to the HSS to inform the HSS to remove its registration for SMS in HSS.

3.
The HSS cancels the SMS registration for the UE in the MME. It acknowledges and responds to the MME.
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1. Trigger for Removal of SMS registration in HSS
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