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	TS
	CR
	Rev
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	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.401
	2589
	1
	Rel-11
	Clarification on the handling non-MM message during handover
	F
	11.7.0
	S2-099
	S2-133565
	Huawei, Hisilicon
	TEI11, SAES
	5.5.1.2.1
	

	23.401
	2590
	1
	Rel-12
	Clarification on the handling non-MM message during handover
	A
	12.2.0
	S2-099
	S2-133566
	Huawei, Hisilicon
	TEI11, SAES
	5.5.1.2.1
	

	23.060
	1800
	8
	Rel-11
	Definition for a valid state of the TFT setting
	F
	11.7.0
	S2-100
	S2-134433
	Ericsson, Huawei, HiSilicon, Cisco
	TEI11, SAES
	9.2.0, 9.2.2.1A, 9.2.2.3, 9.2.3.3B, 9.3, 15.3.0, 15.3.1
	

	23.060
	1801
	5
	Rel-12
	Definition for a valid state of the TFT setting
	A
	12.2.0
	S2-100
	S2-134294
	Ericsson, Huawei, HiSilicon, Cisco
	TEI11, SAES
	9.2.0, 9.2.2.1A, 9.2.2.3, 9.2.3.3B, 9.3, 15.3.0, 15.3.1
	

	23.401
	2553
	6
	Rel-11
	DL traffic mapping alignment with 23.060
	F
	11.7.0
	S2-099
	S2-133839
	Ericsson
	TEI11, SAES
	4.7.2.1, 4.7.2.2
	

	23.401
	2554
	4
	Rel-12
	DL traffic mapping alignment with 23.060
	A
	12.2.0
	S2-099
	S2-133615
	Ericsson
	TEI11, SAES
	4.7.2.1, 4.7.2.2
	

	23.401
	2620
	3
	Rel-11
	Fix downlink packet delivery failure due to crash with mobility event
	F
	11.7.0
	S2-099
	S2-133738
	NEC
	TEI11, SAES
	5.3.4.3
	

	23.401
	2621
	3
	Rel-12
	Fix downlink packet delivery failure due to crash with mobility event
	A
	12.2.0
	S2-099
	S2-133739
	NEC
	TEI11, SAES
	5.3.4.3
	

	23.401
	2596
	2
	Rel-11
	Handling of uplink packet filters and definition for a valid state of the TFT setting
	F
	11.7.0
	S2-100
	S2-134103
	Ericsson
	TEI11, SAES
	4.7.2.1, 5.4.5
	TS 23.060 CR 1800



	23.401
	2597
	2
	Rel-12
	Handling of uplink packet filters and definition for a valid state of the TFT setting
	A
	12.2.0
	S2-100
	S2-134104
	Ericsson
	TEI11, SAES
	4.7.2.1, 5.4.5
	TS 23.060 CR 1801



	23.203
	0824
	6
	Rel-11
	PCC support for unidirectional downlink flows in NW-initiated procedures
	F
	11.11.0
	S2-100
	S2-134101
	Ericsson
	TEI11, SAES
	6.1.1.3
	

	23.203
	0825
	4
	Rel-12
	PCC support for unidirectional downlink flows in NW-initiated procedures
	A
	12.2.0
	S2-100
	S2-134102
	Ericsson
	TEI11, SAES
	6.1.1.3
	

	23.203
	0845
	3
	Rel-11
	Correction of PCRF discovery and selection in the presence of NAT devices and overlapping address space
	F
	11.11.0
	S2-100
	S2-134296
	China Mobile, Huawei, ZTE, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI11, SAES
	7.6.1
	

	23.203
	0846
	3
	Rel-12
	Correction of PCRF discovery and selection in the presence of NAT devices and overlapping address space
	A
	12.2.0
	S2-100
	S2-134297
	China Mobile, Huawei, ZTE, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI11, SAES
	7.6.1
	


