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2.
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same release as the present document.

[1]
3GPP TS 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 32.140: "Subscription Management Requirements".

[3]
Open Mobile Alliance (OMA): OMA-RD-Parlay_Service_Access-V1_0-20100427-A.

[4]
W3C Recommendation "Extensible Markup Language (XML) 1.0 (Fifth Edition) " http://www.w3.org/TR/2008/REC-xml-20081126/
[5]
W3C Recommendation "XML Schemas, Part 1: Structures Second Edition" http://www.w3.org/TR/2004/REC-xmlschema-1-20041028/

[6]
W3C Recommendation "XML Schemas, Part 2: Datatypes Second Edition" http://www.w3.org/TR/2004/REC-xmlschema-2-20041028/
******* SECOND CHANGE *******

6.3
General Service Requirements

This subclause includes different Service aspects and requirements for the 3GPP Generic User Profile. The following general requirements from the point of view of different Service Applications apply:

· It shall be possible for an application to retrieve the whole user profile or selected parts of it in one transaction.

· There shall be effective means to retrieve individual GUP data elements with acceptable delay for real-time services.

One typical use case for the latter requirement is a call control application that would take advantage of subscriber’s preferences or charging related information. 

Third party applications may take advantage of the features specified e.g. for Open Service Access (see OMA Parlay Service Access Requirements [3]) to access GUP data.

The description of GUP data shall be easily extensible for new, proprietary uses without any problems caused for the existing or standard applications.
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