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	Reason for change:
	At SA2-99 the treatment of a 380 response for an undetected IMS emergency call was studied and this resulted in a change to 23.167 that aligned clause 7.1.2 with Annex H.2 so that the P-CSCF can indicate explicitly in the 380 response whether a normal call or an emergency call should be used in the CS domain when the CS domain is selected to retry the call.
The new behaviour is such that when receiving a 380 response with an empty contact header field the UE retrying in the CS domain will perform an emergency call setup. 
This results in a mismatch between the behaviour of the UE when first attempt is made in IMS (resulting in an emergency call setup in CS) and when the first attempt is made in the CS domain (normal call setup). 

	
	

	Summary of change:
	The logic for treatment of a non UE detectable emergency session whereby the retry is performed in the CS domain is modified so that when no emergency service information is included by the P-CSCF a normal call is setup rather than an emergency call. 

	
	

	Consequences if not approved:
	Mismatch between behaviour of the UE in case of a non UE detectable emergency call between the cases where the call is first attempted in IMS and where the call is first attempted in the CS domain.
In the case where the P-CSCF does not provide emergency service information the non UE detectable emergency will reach the default PSAP which may be different from the desired PSAP.
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	Other comments:
	It needs to be verified that this change corrects all the call scenarios that needed to be covered and that it does not cause mis-operation of emergency calls to any country.


7.1.2
Non UE detectable Emergency Session

As the UE could not detect the emergency session, the session establishment request will be sent to a P‑CSCF in the visited PLMN or a P‑CSCF in the home PLMN as per a normal session establishment procedure. The former is only applicable to a roaming situation whereas the latter can apply to both a roaming and non-roaming situation. Prior to sending the session establishment request the UE must be registered in the IMS as per the normal registration procedure.

In the case that the P‑CSCF detects that this is a request to establish an emergency session, based upon local policy (e.g., checking access type):

-
the P‑CSCF may reject the session initiation request with an indication that this is for an emergency session and may include an emergency service information that may optionally contain a emergency subservice type (see TS 24.229 [19]) or a country specific emergency subservice type (see TS 24.229 [19]). When the UE receives the session rejection then the UE shall:

-
select a domain for the emergency session;

-
if the PS domain is selected, follow the procedure in clause 7.1.1;

-
for systems based on TS 24.008 [13], if the CS domain is selected and a dialled number is available, attempt a normal call (i.e. TS 11, see TS 22.003 [26]) using the dialled number if:

-
an emergency service information is included by the P-CSCF with either a country specific emergency subservice type (see TS 24.229 [19]) or a emergency subservice type (see TS 24.229 [19]) that does not map into an emergency service category for the CS domain; or
-
no emergency service information is included by the P-CSCF;
-
for systems based on TS 24.008 [13], if the CS domain is selected, attempt an emergency call (i.e. TS 12, see TS 22.003 [26]) if:

-
a dialled number is not available; or

-
an emergency service information is included by the P-CSCF with no emergency subservice type or a emergency subservice type (see TS 24.229 [19]) that maps into an emergency service category for the CS domain;

-
if the CS domain is selected and for CS system that do not support emergency call handling procedures (e.g. as described by TS12 in TS 22.003 [26] for systems based on TS 24.008 [13] or in systems providing access to IM CN subsystem using a cdma2000 network, for example) a normal call is made;

-
If prior to attempting the call in the CS domain the UE receives a list of local emergency numbers the UE may verify if the dialled number is an emergency number and if verified, the UE shall attempt an emergency call set up indicating the appropriate emergency call type.

-
Alternatively, the P‑CSCF in the visited PLMN or the P‑CSCF in the home PLMN for a non-roaming UE may allow the session initiation request to continue by inserting the explicit emergency indication in the session request and forward that request to an Emergency CSCF in the same network. The E‑CSCF shall inform the UE that the session has been marked as an emergency session so the UE can treat the session as an emergency session establishment.

