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H.6
Quick tips to working with your document

When working with your 3GPP TS or 3GPP TR remember ...

... you may do this...

-
use bold to emphasize text;

-
use italic for citations, linguistic expressions or when a word/text/expression is extracted from a specific context;

-
use non-breaking spaces (°) or hyphens (—) in order to avoid unexpected wrap around between two words and/or numbers (e.g. 50°cm, 1°000, clause°6, annex°A, table°1, figure°1, TR°21°801—1, etc.). These characters appear as normal spaces ( ) or hyphens (-) when printed out;

-
use the default tab stops 0,5 cm;

-
use "straight" quotation marks (". . .") not "curly" or "smart" (“. . .”) ones. If a second set of quotations is needed (e.g. GDMO, ASN.1, etc.), single quotes ('. . .') may be used.

… but please don't do this …

-
alter existing styles or formats pre-set in the 3GPP template;

-
add new styles to the 3GPP template;

-
delete 3GPP styles;

-
use a font other than the one pre-set in the 3GPP styles;

-
put more than one space after a full stop;

-
precede comma (,), semicolon (;), colon (:), full stop (.), question mark (?) or exclamation mark (!) by spaces;

-
use spaces in place of tabs when indentation/alignment is required; this can cause text to be misaligned;

-
use footnotes or end-notes;

-
unnecessarily use capital letters
-
use underlining to emphasize text (this can be confused with revision marking; see also clause H.7.1).

H.7
Other formatting considerations

H.7.1
Text decoration

It is permissible to use italic and/or bold font for the purposes described in clause H.6.

The use of underlining shall be restricted to the special case where a TS or TR cites text from an external source but makes changes to it; those changes are marked by underlining of newly inserted text and strikeout of text to be deleted. See annex J.3.Underlining shall not be used in any other circumstances due to the risk of confusion with revision marks.

Coloured text shall not be used in TSs and TRs. The text colour shall be left as "automatic" which is normally rendered as black (but may vary depending on the user's setup).

Other text decoration such as highlighting, blinking, shadow, embossed, etc shall not be used.

