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*** FIRST CHANGE ***
5.2.3
Delivery of IRI

The events defined in TS 33.107 [19] are used to generate Records for the delivery via HI2.

There are eight different events type received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

It is an implementation option if the redundant information will be sent for each further event.

Table 5.4: Structure of the records for UMTS (CS)

	Event
	IRI Record Type

	Call establishment
	BEGIN

	Answer
	CONTINUE

	Supplementary service
	CONTINUE

	Handover
	CONTINUE

	Release
	END

	Location update
	REPORT

	Subscriber controlled input
	REPORT

	SMS
	REPORT


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in 3G MSC server or 3G GMSC server or DF2/MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

Table 5.5: Description of parameters

	Parameter
	Definition
	ASN.1 parameter

	observed MSISDN
	Target Identifier with the MSISDN of the target
	PartyInformation/msISDN

	observed IMSI
	Target Identifier with the IMSI of the target
	PartyInformation/imsi

	observed IMEI
	Target Identifier with the IMEI of the target, it must be checked for each call over the radio interface
	PartyInformation/imei

	event type
	Description of which type of event is delivered: Establishment, Answer, Supplementary service, Handover, Release, SMS, Location update, Subscriber controlled input
	Umts-CS-Event. In case this parameter is not sent over the HI2 interface, the presence of other parameterson HI2 indicates the event type (e.g. sMS or sciData parameter presence)

	event date
	Date of the event generation in the 3G MSC server or 3G GMSC server
	timestamp

	event time
	Time of the event generation in the 3G MSC server or 3G GMSC server
	

	dialled number
	Dialled number before digit modification,
IN-modification, etc.
	PartyInformation (= originating)/DSS1-parameters/calledpartynumber

	connected number
	Number of the answering party
	PartyInformation/supplementary-Services-Info

	other party address
	Directory number of the other party for originating calls

Calling party for terminating calls
	PartyInformation 
(= terminating)/calledpartynumber

PartyInformation/callingpartynumber

	call direction
	Information if the target is calling or called e.g. MOC/MTC or originating/terminating in or/out
	intercepted-Call-Direct

	CID
	Unique number for each call sent to the DF, to help the LEA, to have a correlation between each call and the IRI (combination of Interception Node ID and the correlation number)
	communicationIdentifier

	lawful interception identifier
	Unique number for each surveillance lawful authorization
	LawfulInterceptionIdentifier

	SAI
	SAI of the target; for the location information
	locationOfTheTarget

	location area code
	Location-area-code of the target defines the Location Area in a PLMN
	

	basic service
	Information about Tele service or bearer service
	PartyInformation/DSS1-parameters-codeset-0

	supplementary service
	Supplementary services used by the target
e.g. CF, CW, ECT
	PartyInformation/Supplementary-Services

	forwarded to number
	Forwarded to number at CF
	PartyInformation/calledPartyNumber
(party-Qualifier indicating forwarded-to-party)

	call release reason
	Call release reason of the target call
	Release-Reason-Of-intercepted-Call

	SMS
	The SMS content with header which is sent with the SMS-service
	SMS

	SCI
	Non-call related Subscriber Controlled Input (SCI) which the 3G MSC server receives from the ME
	PartyInformation/sciData

	NOTE:
LIID parameter must be present in each record sent to the LEMF.


*** SECOND CHANGE ***

6.5
IRI for packet domain

The IRI will in principle be available in the following phases of a data transmission:

1.
At connection attempt when the target identity becomes active, at which time packet transmission may or may not occur (set up of a data context, target may be the originating or terminating party);

2.
At the end of a connection, when the target identity becomes inactive (removal of a data context);

3.
At certain times when relevant information are available.

In addition, information on non-transmission related actions of a target constitute IRI and is sent via HI2, e.g. information on subscriber controlled input.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information);

2.
Basic data context information, for standard data transmission between two parties.

The events defined in TS 33.107 [19] are used to generate records for the delivery via HI2.

Unless other wise noted, the following terminology applies to both GPRS and 3G GSN nodes:

GPRS attach




- also applies to Mobile Station attach

GPRS detach




- also applies to Mobile Station detach

gPRSEvent




- also applies to PDP Context events and Mobile Station events

gPRSCorrelationNumber
- also applies to PDP Context Correlation

gPRSOperationErrorCode
- also applies to PDP Context Operation Error Codes

There are several different event types received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

Table 6.1: Mapping between UMTS Data Events and HI2 records type
	Event
	IRI Record Type

	GPRS attach
	REPORT

	GPRS detach
	REPORT

	PDP context activation (successful)
	BEGIN

	PDP context modification
	CONTINUE

	PDP context activation (unsuccessful)
	REPORT

	Start of interception with mobile station attached (national option)
	REPORT

	Start of interception with PDP context active
	BEGIN or optionally CONTINUE 

	PDP context deactivation
	END

	Location update
	REPORT 

	SMS
	REPORT

	ServingSystem
	REPORT

	Packet Data Header Information
	REPORT


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the GSN or DF2 MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

Table 6.2: Mapping between Events information and IRI information

	parameter
	description
	HI2 ASN.1 parameter

	observed MSISDN
	Target Identifier with the MSISDN of the target.
	partyInformation (party-identiity)

	observed IMSI
	Target Identifier with the IMSI of the target.
	partyInformation (party-identity)

	observed IMEI 
	Target Identifier with the IMEI of the target.
	partyInformation (party-identity)

	observed PDP address
	PDP address(es) used by the target. In case of IPv4v6 two addresses may be carried.
	partyInformation

(services-data-information)

	event type
	Description which type of event is delivered: PDP Context Activation, PDP Context Deactivation,GPRS Attach, etc.
	gPRSevent (when using Annex B.3) or ePSevent (when using Annex B.9)

	event date
	Date of the event generation in the xGSN
	Timestamp

	event time
	Time of the event generation in the xGSN
	

	access point name
	The Access Point Name contains a logical name (see 3GPP TS 23.060 [---TBD---])
	partyInformation

(services-data-information)

	PDP type
	This field describes the PDP type as defined in 3GPP TS 29.060 [17], TS 24.008 [9], TS 29.002 [4]
	partyInformation

(services-data-information)

	initiator
	This field indicates whether the PDP context activation, deactivation, or modification is MS directed or network initiated.
	initiator

	correlation number
	Unique number for each PDP context delivered to the LEMF, to help the LEA, to have a correlation between each PDP Context and the IRI. 
	gPRSCorrelationNumber

	lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	location information
	When authorized, this field provides the location information of the target that is present at the SGSN at the time of event record production.
	locationOfTheTarget

	SMS
	The SMS content with header which is sent with the SMS-service
	sMS

	failed context activation reason
	This field gives information about the reason for a failed context activation of the target.
	gPRSOperationErrorCode

	failed attach reason
	This field gives information about the reason for a failed attach attempt of the target.
	gPRSOperationErrorCode

	service center address
	This field identifies the address of the relevant server within the calling (if server is originating) or called (if server is terminating) party address parameters for SMS-MO or SMS-MT.
	serviceCenterAddress

	umts QOS
	This field indicates the Quality of Service associated with the PDP Context procedure.
	qOS

	context deactivation reason
	This field gives information about the reason for context deactivation of the target.
	gPRSOperationErrorCode

	network identifier
	Operator ID plus SGSN, GGSN, or HLR address.
	networkIdentifier

	iP assignment
	Observed PDP address is statically or dynamically assigned.
	iP-assignment

	SMS originating address
	Identifies the originator of the SMS message.
	DataNodeAddress

	SMS terminating address
	Identifies the intended recipient of the SMS message.
	DataNodeAddress

	SMS initiator
	Indicates whether the SMS is MO, MT, or Undefined
	sms-initiator

	serving SGSN number
	An E.164 number of the serving SGSN.
	servingSGSN-Number

	serving SGSN address
	An IP address of the serving SGSN.

In case of S4-SGSN, this may be provided as Diameter id and realm of the serving S4-SGSN connected via S6d interface to the HSS.
	servingSGSN-Address 

servingS4-SGSN-address

	NSAPI
	Network layer Service Access Point Identifier

information element contains an NSAPI identifying a PDP Context in a mobility management context specified by the Tunnel Endpoint Identifier Control Plane

This is an optional parameter to help DF/MF and LEA's to distinguish between the sending mobile access networks when the GGSN is used as element of the PDG according TS 23.234 [43].
	nSAPI

	ULI Timestamp
	Indicates the time when the User Location Information was acquired.
	uLITimestamp

	destination IP address
	Identifies the destination IP address of a packet.
	destinationIPAddress

	destination port number
	Identifies the destination port number of a packet
	destinationPortNumber

	source IP address
	Identifies the source IP address of a packet.
	sourceIPAddress

	source port number
	Identifies the source port number of a packet.
	sourcePortNumber

	transport protocol
	Identifies the transport protocol (i.e., Protocol Field in IPv4 or Next Header Field in IPv6.
	transportProtocol

	flow label
	The field in the IPv6 header that is used by a source to label packets of a flow (see RFC 3697 [70])
	flowLabel

	packet count
	The number of packets detected and reported in a particular packet data summary report.
	packetCount

	packet size
	The size of a packet (i.e., Total Length Field in IPv4 [68] or Payload Length Field in IPv6 [69])
	packetsize

	packet direction
	Identifies the direction of the intercepted packet (from subject or to subject)
	packetDirection

	packet header copy
	Provides a copy of the packet headers including IP layer and next layer, and extensions, but excluding content.
	packetHeaderCopy

	summary period
	Provides the period of time during which the packets of the summary report were sent or received by the subject.
	summaryPeriod

	sum of packet sizes
	Sum of values in Total Length Fields in IPv4 packets or Payload Length Field in IPv6 packets.
	sumOfPacketSizes

	packet data summary reason
	Provides the reason for a summary report.
	packetDataSummaryReason

	packet data summary
	For each particular packet flow, identifies pertinent reporting information (e.g., source IP address, destination IP address, source port, destination port, transport protocol, packet count, time interval, sum of packet sizes) associated with the particular packet flow.
	packetDataSummary


NOTE:
LIID parameter must be present in each record sent to the LEMF.

*** CHANGE #3 ***

6.5.1.1
REPORT record information

The REPORT record is used to report non-communication related subscriber actions (events) and for reporting unsuccessful packet-mode communication attempts.

The REPORT record shall be triggered when:

-
the intercept subject's mobile station performs a GPRS attach procedure (successful or unsuccessful);

-
the intercept subject's mobile station performs a GPRS detach procedure;

-
the intercept subject's mobile station is unsuccessful at performing a PDP context activation procedure;

-
the intercept subject's mobile station performs a cell, routing area, or combined cell and routing area update;

-
the interception is activated after intercept subject's mobile station has successfully performed GPRS attach procedure;

-
optionally when the intercept subject's mobile station leaves the old SGSN;

-
optionally when the intercept subject's mobile station enters or leaves IA;

-
the intercept subject's mobile station sends an SMS-Mobile Originated (MO) communication. Dependent on national requirements, the triggering event shall occur either when the 3G SGSN receives the SMS from the target MS or, when the 3G SGSN receives notification that the SMS-Centre successfully received the SMS;


national regulations may mandate that a REPORT record shall be triggered when the 3G SGSN receives an SMS-MO communication from the intercept subject's mobile station;

-
the intercept subject's mobile station receives a SMS Mobile-Terminated (MT) communication. Dependent on national requirements, the triggering event shall occur either when the 3G SGSN receives the SMS from the SMS-Centre or, when the 3G SGSN receives notification that the target MS successfully received the SMS;


national regulations may mandate that a REPORT record shall be triggered when the 3G SGSN receives an SMS-MT communication from the SMS-Centre destined for the intercept subject's mobile station;

-
as a national option, a mobile terminal is authorized for service with another network operator or service provider;

-
packet data header reporting is performed on an individual intercepted packet basis and a packet is detected as it is sent or received by the target for a packet-data communication PDP Context.;

-
when packet data summary reporting is performed on an summary basis for a packet-data communication PDP Context.associated with a particular packet flow (defined as the combination of source IP address, destination IP address, source port, destination port, and protocol and for IPv6 also include the flow label) and:

-
the packet flow starts, 

-
an interim packet summary report is to be provided, or

-
packet flow ends including the case where PDP Context is deactivated.

An interim packet summary report is triggered if:

-
the expiration of a configurable Summary Timer per intercept occurs.  The Summary Timer is configurable in units of seconds. or

-
a per-intercept configurable count threshold is reached.

Packet Header Information Reporting is reported either on a per-packet (i.e., non-summarised) basis or in a summary report.  These reports provide IRI associated with the packets detected. The packet header information related REPORT record is used to convey packet header information during an active packet-data communication PDP Context.

Note – in the case of IP Fragments, Packet Header Information on a 6-tuple basis may only be available on the first packet and subsequent packets may not include such information and therefore may not be reported.

.

Table 6.3: GPRS Attach REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	event type
	C
	Provide GPRS Attach event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	failed attach reason
	C
	Provide information about the reason for failed attach attempts of the target.


Table 6.4: GPRS Detach REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	event type
	C
	Provide GPRS Detach event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.


Table 6.5: PDP Context Activation (unsuccessful) REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	observed PDP address
	C
	Provide to identify either the:

-
static address requested by the intercept subject's MS in association with a subject-initiated PDP context activation request for unsuccessful PDP context activation requests; or

-
address offered by the network in association with a network-initiated PDP context activation request when the intercept subject's MS rejects the network-initiated PDP context activation.

	iP assignment
	C
	Provide to indicate observed PDP address is statically or dynamically assigned.

	event type
	C
	Provide PDP Context Activation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify either the:

-
packet data network to which the intercept subject requested to be connected when the intercept subject's mobile station is unsuccessful at performing a PDP context activation procedure (MS to Network); or

-
access point of the packet data network that requested to be connected to the MS when the intercept subject's mobile station rejects a network-initiated PDP context activation (Network to MS).

	PDP type
	C
	Provide to describe the PDP type of the observed PDP address. The PDP Type defines the end user protocol to be used between the external packet data network and the MS.

	initiator
	C
	Provide to indicate whether the PDP context activation is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	failed context activation reason
	C
	Provide information about the reason for failed context activation attempts of the target.

	umts QOS
	C
	Provide to identify the QOS parameters.


Table 6.6: Location Information Update REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	event type
	C
	Provide Location Information Update event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS. This parameter, in case of inter-SGSN RAU, will be sent only by the new SGSN.

	old location information
	O
	Provide (only by the old SGSN), when authorized and if available, to identify the old location information for the intercept subject's MS.

	ldi event
	O
	Provide, when authorized, to indicate whether the intercept subject is entering or leaving the interception area (only applicable for location dependant interception).


Location Information Update REPORT Record shall be sent in the following cases:

-
when the intercept subject's mobile station moves to the new SGSN;

-
optionally when the intercept subject's mobile station leaves the old SGSN;

Table 6.7: SMS-MO and SMS-MT Communication REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	event type
	C
	Provide SMS event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	SMS originating address
	O
	Provide to identify the originating and destination address of the

	SMS destination address
	
	SMS message

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	SMS
	C
	Provide, when authorized, to deliver SMS content, including header which is sent with the SMS-service.

	service center address
	C
	Provide to identify the address of the relevant SMS-C server. If SMS content is provided, this parameter is optional.

	SMS initiator
	M
	Indicates whether the SMS is MO, MT, or Undefined.


Table 6.8: Serving System REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	C
	Provide at least one and others when available.

	observed IMSI
	
	

	event type
	C
	Provide Serving System event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Network identifier of the HLR reporting the event.

	lawful intercept identifier
	M
	Shall be provided.

	servingSGSN-Number
	C
	Provide to identify the E.164 number of the serving SGSN.

	servingSGSN-Address
	C
	Provide to identify the IP address of the serving SGSN.

	servingS4SGSN-address
	C
	Provide the Diameter Origin-Host and Origin-Realm of the serving S4‑SGSN.


Table 6.9: Start Of Interception with mobile station attached REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	event type
	C
	Provide Start Of Interception with mobile station attached event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.


Start Of Interception with mobile station attached REPORT Record shall be sent in the following case:

-
the interception is activated any time after intercept subject's mobile station has successfully performed GPRS attach procedure.

Table 6.10: Packet Data Header Information REPORT Record 

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	observed PDP address
	M
	Provide to identify the:

-
static address requested by the intercept subject's MS, and allocated by the Network for a successful PDP context activation.

-
address allocated dynamically by the network to the intercept subject MS in association with a PDP context activation (i.e. address is sent by the Network in an Activate PDP Context Accept) for a successful PDP context activation procedure when the PDP Context activation request does not contain a static PDP address.

-
address offered by the network in association with a network-initiated PDP context activation request when the intercept subject's MS accepts the network-initiated PDP context activation request.

	event type
	M
	Provide the Packet Data Header Information event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	M
	Provide to identify the packet data network to which the intercept subject is connected.

	PDP type
	M
	Provide to describe the PDP type of the observed PDP address. The PDP Type defines the end user protocol to be used between the external packet data network and the MS.

	network identifier
	M
	Shall be provided.

	correlation number
	M
	Provide to uniquely identify the PDP context delivered to the LEMF used to correlate IRI records with CC.

	lawful intercept identifier
	M
	Shall be provided.

	packet data header information
	M
	Shall be provided to identify the packet header information to be reported on a per-packet basis as defined in Table 6.11 or on a summary basis.  For summary reporting includes one or more packet flow summaries where each packet flow summary is associated with a particular packet flow as defined in Table 6.12. 

	NSAPI
	O
	Provided for additional information.


Table 6.11: Contents of per-packet, packet data header information parameter 

	Parameter
	MOC
	Description/Conditions

	source IP address
	C
	Provide when mapping packet header information to identify the source IP address for a particular packet flow.

	source port number
	C
	Provide when mapping packet header information to report the source port number for a particular packet flow when the transport protocol supports port numbers.

	destination IP address
	C
	Provide when mapping packet header information to Identify the destination IP address for a particular packet flow.

	destination port number
	C
	Provide when mapping packet header information to report the destination port number for a particular packet flow when the transport protocol supports port numbers.

	transport protocol
	C
	Provide when mapping packet header information to identify the transport protocol (e.g., TCP) for a particular packet flow.

	flow label
	C
	Provide when mapping packet header information for IPv6 only for a particular packet flow.

	direction
	M
	Shall be provided.  Identifies the direction of the packet (from subject or to subject).  

	packet size
	O
	Provide when mapping packet header information to convey the value contained in Total Length Fields of the IPv4 packets or the value contained in the Payload Length fields of the IPv6 packets.

	packet data header copy
	C
	Provide when reporting a copy of the entire packet header information rather than mapping individual information.  


Table 6.12: Contents of a single summary flow packet data header information parameter 

	Parameter
	MOC
	Description/Conditions

	source IP address
	M
	Shall be provided.  Identifies the source IP address for a particular packet flow.

	source port number
	C
	Provide to report the source port number for a particular packet flow when the transport protocol supports port numbers.

	destination IP address
	M
	Shall be provided.  Identifies the destination IP address for a particular packet flow.

	destination port number
	C
	Provide to report the destination port number for a particular packet flow when the transport protocol supports port numbers.

	transport protocol
	M
	Identifies the transport protocol (e.g., TCP) for a particular packet flow.

	flow label
	C
	Provide for IPv6 only for a particular packet flow.

	summary period
	M
	Provides the period of time during which the packets of a particular packet flow of the summary report were sent or received by the subject and defined by specifying the time when the first packet and the last packet of the reporting period were detected. 

	packet count
	M
	Provides the number of packets detected for a particular packet flow.

	sum of packet sizes
	O
	Provides the sum of values contained in Total Length Fields of the IPv4 packets or the sum of the values contained in the Payload Length fields of the IPv6 packets.

	packet data summary reason
	M
	Provides the reason for the report being delivered to the LEMF (i.e., timeout, count limit, end of session).


*** CHANGE #4 ***

8.5
IRI for I-WLAN

The IRI will in principle be available in the following phases of a data transmission:

1.
At I-WLAN access initiation attempt, when the target identity becomes active, at which time packet transmission may or may not occur (at the set up of a I-WLAN tunnel, the target may be the originating or terminating party);

2.
At the end of a connection, when the target identity becomes inactive (removal of a I-WLAN tunnel);

3.
At certain times when relevant information are available.

In addition, information on non-transmission related actions of a target constitute IRI and is sent via HI2, e.g. information on subscriber controlled input.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information);

2.
Basic data communication information, for standard data transmission between two parties.

The events defined in TS 33.107 [19] are used to generate records for the delivery via HI2.

There are multiple different event types received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

Table 8.1: Mapping between I-WLAN Events and HI2 records type
	Event
	IRI Record Type

	I-WLAN Access Initiation
	REPORT

	I-WLAN Access Termination
	REPORT

	I-WLAN Tunnel Establishment (successful)
	BEGIN

	I-WLAN Tunnel Establishment (unsuccessful)
	REPORT

	I-WLAN Tunnel Disconnect
	END

	Start of intercept with I-WLAN Communication Active
	BEGIN or REPORT

	Packet Data Header Information
	REPORT


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the ICE or DF2 MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

For the event “Start of intercept with I-WLAN Communication Active” reported from a AAA server, this event is reported using a:

· REPORT record to provide an indication that I-WLAN Access Initiation event has already occurred, but there are no tunnels established yet.

· BEGIN record to provide an indication that one or more I-WLAN Tunnels are already established.

Table 8.2: Mapping between Events information and IRI information

	parameter
	description
	HI2 ASN.1 parameter

	observed MSISDN
	Target Identifier with the MSISDN of the target.
	partyInformation (partyIdentiity)

	observed IMSI
	Target Identifier with the IMSI of the target.
	partyInformation (partyIdentity)

	observed NAI 
	Target Identifier with the NAI of the target.
	partyInformation (partyIdentity)

	event type
	Description which type of event is delivered: I-WLAN Access Initiation, I-WLAN Access Termination, I-WLAN Tunnel Establishment, I-WLAN Tunnel Disconnect, Start of Intercept with I-WLAN Communication Active, Packet Data Header Information, etc. 
	i-WLANevent

	event date
	Date of the event generation in the PDG or AAA server.
	timestamp

	event time
	Time of the event generation in the PDG or AAA server.
	

	WLAN access point name
	The WLAN Access Point Name contains a logical name of the access point (see 3GPP TS 23.060 [---TBD---])
	partyInformation

(services-Data-Information)

	initiator
	This field indicates whether the event being reported is the result of an MS directed action or network initiated action when either one can initiate the action.  
	initiator

	correlation number
	Unique number for each I-WLAN tunnel delivered to the LEMF, to help the LEA, to have a correlation between each I-WLAN tunnel and the IRI. 
	correlationNumber

	lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	WLAN UE Local IP address
	The Local IP address used by the target in a WLAN AN.
	partyInformation

(services-data-information)

	WLAN UE MAC address
	MAC Address of WLAN UE on the WLAN 
	i-WLANInformation

 (wLANMACAddress)

	WLAN Remote IP address 
	It is the IP address of the WLAN UE in the network being accessed by the WLAN UE and is used in the data packet encapsulated by the WLAN UE-initiated tunnel.  In addition, it is the source address used by applications in the WLAN UE. 
	partyInformation

(services-data-information)

	network identifier
	Operator ID plus PDG or AAA server address.
	networkIdentifier

	WLAN Operator name
	This field identifies the WLAN Operator serving the intercept subject.
	i-WLANInformation

 (wLANOperatorName)

	WLAN Location Data
	This field identifies the location of the WLAN serving the subject.
	i-WLANInformation

(wLANLocationData)

	WLAN Location Information
	This field provides detailed location information about the WLAN serving the intercept subject. 
	i-WLANInformation

(wLANLocationInformation)

	NAS IP/IPv6 address
	An IP address of the serving Network Access Server.
	i-WLANInformation

 (nasIPIPv6Address)

	visited PLMN ID
	This field identifies the visited PLMN that will either terminate or tunnel the intercept subject's communications to the Home PLMN.
	visitedPLMNID

	session alive timer
	This field identifies the expected maximum duraton of the I-WLAN access being initiated. 
	i-WLANInformation

(sessionAliveTimer)

	failed access reason
	This field gives information about the reason for a failed access initiation attempt of the target.
	i-WLANOperationErrorCode

	session termination reason
	This field identifies the reason for the termination of the I-WLAN access.
	i-WLANOperationErrorCode

	failed tunnel establishment reason
	This field gives information ("Authentication failed" or Authorization failed") about the reason for a failed tunnel establishment of the target.
	i-WLANOperationErrorCode

	tunnel disconnect reason
	This field gives information about the reason for tunnel disconnect of the target. (For Further Study).
	i-WLANOperationErrorCode

	NSAPI
	Network layer Service Access Point Identifier.

Information element contains an NSAPI identifying a PDP Context in a mobility management context specified by the Tunnel Endpoint Identifier Control Plane.

This is an optional parameter to help DF/MF and LEA's to distinguish between the sending mobile access networks when the GGSN is used as element of the PDG according TS 23.234 [43].
	nSAPI

	destination IP address
	Identifies the destination IP address of a packet.
	destinationIPAddress

	destination port number
	Identifies the destination port number of a packet
	destinationPortNumber

	source IP address
	Identifies the source IP address of a packet.
	sourceIPAddress

	source port number
	Identifies the source port number of a packet.
	sourcePortNumber

	transport protocol
	Identifies the transport protocol (i.e., Protocol Field in IPv4 or Next Header Field in IPv6.
	transportProtocol

	flow label
	The field in the IPv6 header that is used by a source to label packets of a flow (see RFC 3697 [c])
	flowLabel

	packet count
	The number of packets detected and reported in a particular packet data summary report.
	packetCount

	packet size
	The size of a packet (i.e., Total Length Field in IPv4 [a] or Payload Length Field in IPv6 [b])
	packetsize

	packet direction
	Identifies the direction of the intercepted packet (from subject or to subject)
	packetDirection

	packet header copy
	Provides a copy of the packet headers including IP layer and next layer, and extensions, but excluding content.
	packetHeaderCopy

	summary period
	Provides the period of time during which the packets of the summary report were sent or received by the subject.
	summaryPeriod

	sum of packet sizes
	Sum of values in Total Length Fields in IPv4 packets or Payload Length Field in IPv6 packets.
	sumOfPacketSizes

	packet data summary reason
	Provides the reason for a summary report.
	packetDataSummaryReason

	packet data summary
	For each particular packet flow, identifies pertinent reporting information (e.g., source IP address, destination IP address, source port, destination port, transport protocol, packet count, time interval, sum of packet sizes) associated with the particular packet flow.
	packetDataSummary


NOTE:
LIID parameter must be present in each record sent to the LEMF.

*** CHANGE #5 ***

8.5.1.2
REPORT record information

The REPORT record is used to report non-communication related target actions (events) and for reporting unsuccessful packet-mode communication attempts.

The REPORT record shall be triggered when:

-
the intercept subject's WLAN UE performs a (successful or unsuccessful) I-WLAN access initiation procedure (triggered by AAA server);

-
the intercept subject’s WLAN UE performs a (successful or unsuccessful) re-authentication (triggered by AAA server);

-
the intercept subject's WLAN UE performs a I-WLAN access termination detach procedure (triggered by AAA server);

-
the intercept subject's WLAN UE is unsuccessful at performing a I-WLAN tunnel establishment procedure (triggered by AAA server or PDG);

-
the interception of a subject's communications is started and the WLAN UE has already successfully performed a I-WLAN access initiation procedure (triggered by AAA server), but there are no tunnels established;

-
packet data header reporting is performed on an individual intercepted packet basis and a packet is detected as it is sent or received by the target for I-WLAN communications;

-
when packet data summary reporting is performed on an summary basis for I-WLAN communications associated with a particular packet flow (defined as the combination of source IP address, destination IP address, source port, destination port, and protocol and for IPv6 also include the flow label) and:

-
the packet flow starts, 

-
an interim packet summary report is to be provided, or

-
packet flow ends including the case where the I-WLAN interworking tunnel is deactivated.

An interim packet summary report is triggered if:

-
the expiration of a configurable Summary Timer per intercept occurs.  The Summary Timer is configurable in units of seconds, or

-
a per-intercept configurable count threshold is reached. 

Packet Header Information Reporting is reported either on a per-packet (i.e., non-summarised) basis or in a summary report.  These reports provide IRI associated with the packets detected. The packet header information related REPORT record is used to convey packet header information during active I-WLAN communications.

Note – in the case of IP Fragments, Packet Header Information on a 6-tuple basis may only be available on the first packet and subsequent packets may not include such information and therefore may not be reported.

Table 8.3: I-WLAN Access Initiation REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed NAI
	
	

	event type
	C
	Provide I-WLAN Initiation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	WLAN Operator Name
	C
	Provide, when available, to identify the WLAN operator serving the intercept subject.

	WLAN Location Data
	C
	Provide, when available, to identify the WLAN location serving the intercept subject.

	WLAN Location Information
	C
	Provide, when available, to identify the location information of the WLAN serving the intercept subject.

	NAS IP/IPv6 address
	C
	Provide, when available, to identify the address of the NAS serving the intercept subject.

	WLAN UE MAC address
	C
	Provide, when available, to identify the MAC address of the intercept subject in the WLAN serving the intercept subject.

	visited PLMN ID
	C
	Provide, when available, to identiy the visited PLMN that will either terminate or tunnel the subject's communications to the Home PLMN.

	session alive time
	C
	Provide, when available, to identify the expected maximum duration of the I-WLAN Access being initiated.

	failed access reason
	C
	Provide information about the reason for failed access initiation attempts of the target.


Table 8.4: I-WLAN Access Termination REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed NAI
	
	

	event type
	C
	Provide I-WLAN Access Termination event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	WLAN Operator Name
	C
	Provide, when available, to identify the WLAN operator serving the intercept subject.

	WLAN Location Data
	C
	Provide, when available, to identify the WLAN location serving the intercept subject.

	WLAN Location Information
	C
	Provide, when authorized, to identify the location information of the WLAN serving the intercept subject.

	NAS IP/IPv6 address
	C
	Provide, when available, to identify the address of the NAS serving the intercept subject.

	WLAN UE MAC address
	C
	Provide, when available, to identify the MAC address of the intercept subject in the WLAN serving the intercept subject.

	session termination reason
	C
	Provide information about the reason for termination of I-WLAN access of the target.


Table 8.5: I-WLAN Tunnel Establishment (unsuccessful) REPORT Record - PDG

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed NAI
	
	

	event type
	C
	Provide I-WLAN Tunnel Establishment event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	WLAN access point name
	C
	Provide to identify the packet data network to which the intercept subject requested to be connected when the intercept subject's WLAN UE is unsuccessful at performing a I-WLAN tunnel establishment procedure (MS to Network).

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	WLAN UE Local IP address
	C
	Provide, when available, to identify the IP address associated with the intercept subject in the WLAN.  

	WLAN UE Remote IP address
	C
	Provide, when available, to identify the IP address associated with the intercept subject in the network being accessed by the intercept subject.  

	failed I-WLAN tunnel establishment reason
	C
	Provide information about the reason for failed I-WLAN tunnel establishment attempts of the target.


Table 8.6: I-WLAN Tunnel Establishment (unsuccessful) REPORT Record – AAA Server

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed NAI
	
	

	event type
	C
	Provide I-WLAN Tunnel Establishment event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	WLAN access point name
	C
	Provide to identify the packet data network to which the intercept subject requested to be connected when the intercept subject's WLAN UE is unsuccessful at performing a I-WLAN tunnel establishment procedure (MS to Network).

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	failed I-WLAN tunnel establishment reason
	C
	Provide information about the reason for failed I-WLAN tunnel establishment attempts of the target.

	visited PLMN ID
	C
	Provide, when available, to identiy the visited PLMN that will either terminate or tunnel the subject's communications to the Home PLMN.


Table 8.7: Start of Intercept With I-WLAN Communication Active REPORT Record – AAA Server

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed NAI
	
	

	event type
	C
	Provide Start of Intercept With I-WLAN Communication Active event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	WLAN Operator Name
	C
	Provide, when available, to identify the WLAN operator serving the intercept subject.

	WLAN Location Data
	C
	Provide, when available, to identify the WLAN location serving the intercept subject.

	WLAN Location Information
	C
	Provide, when available, to identify the location information of the WLAN serving the intercept subject.

	NAS IP/IPv6 address
	C
	Provide, when available, to identify the address of the NAS serving the intercept subject.

	WLAN UE MAC address
	C
	Provide, when available, to identify the MAC address of the intercept subject in the WLAN serving the intercept subject.

	visited PLMN ID
	C
	Provide, when available, to identiy the visited PLMN that will either terminate or tunnel the subject's communications to the Home PLMN.

	session alive time
	C
	Provide, when available, to identify the expected maximum duration of the I-WLAN Access being initiated.


Table 8.8: Packet Data Header REPORT Record 

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed IMEI
	
	

	event type
	M
	Provide the Packet Data Header Information event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	WLAN access point name
	M
	Provide to identify the packet data network to which the intercept subject is connected.

	WLAN local IP address
	M
	Provide to identify the IP address associated with the intercept subject in the WLAN.  

	WLAN remote IP address
	M
	Provide to identify the IP address associated with the intercept subject in the network being accessed by the intercept subject for the I-WLAN tunnel.   

	network identifier
	M
	Shall be provided.

	correlation number
	M
	Provide to uniquely identify the I-WLAN interworking communications.delivered to the LEMF used to correlate IRI records with CC.

	lawful intercept identifier
	M
	Shall be provided.

	packet data header information
	M
	Shall be provided to identify the packet header information to be reported on a per-packet basis as defined in Table 8.9 or on a summary basis.  For summary reporting includes one or more packet flow summaries where each packet flow summary is associated with a particular packet flow as defined in Table 8.10. 

	NSAPI
	O
	Provided for additional information.


Table 8.9: Contents of per-packet, packet data header information parameter

	Parameter
	MOC
	Description/Conditions

	source IP address
	C
	Provide when mapping packet header information to identify the source IP address for a particular packet flow.

	source port number
	C
	Provide when mapping packet header information to report the source port number for a particular packet flow when the transport protocol supports port numbers.

	destination IP address
	C
	Provide when mapping packet header information to Identify the destination IP address for a particular packet flow.

	destination port number
	C
	Provide when mapping packet header information to report the destination port number for a particular packet flow when the transport protocol supports port numbers.

	transport protocol
	C
	Provide when mapping packet header information to identify the transport protocol (e.g., TCP) for a particular packet flow.

	flow label
	C
	Provide when mapping packet header information for IPv6 only for a particular packet flow.

	direction
	M
	Shall be provided.  Identifies the direction of the packet (from subject or to subject).  

	packet size
	O
	Provide when mapping packet header information to convey the value contained in Total Length Fields of the IPv4 packets or the value contained in the Payload Length fields of the IPv6 packets.

	packet data header copy
	C
	Provide when reporting a copy of the entire packet header information rather than mapping individual information.  


Table 8.10: Contents of a single summary flow packet data header information parameter

	Parameter
	MOC
	Description/Conditions

	source IP address
	M
	Shall be provided.  Identifies the source IP address for a particular packet flow.

	source port number
	C
	Provide to report the source port number for a particular packet flow when the transport protocol supports port numbers.

	destination IP address
	M
	Shall be provided.  Identifies the destination IP address for a particular packet flow.

	destination port number
	C
	Provide to report the destination port number for a particular packet flow when the transport protocol supports port numbers.

	transport protocol
	M
	Identifies the transport protocol (e.g., TCP) for a particular packet flow.

	flow label
	C
	Provide for IPv6 only for a particular packet flow.

	summary period
	M
	Provides the period of time during which the packets of a particular packet flow of the summary report were sent or received by the subject and defined by specifying the time when the first packet and the last packet of the reporting period were detected. 

	packet count
	M
	Provides the number of packets detected for a particular packet flow.

	sum of packet sizes
	O
	Provides the sum of values contained in Total Length Fields of the IPv4 packets or the sum of the values contained in the Payload Length fields of the IPv6 packets.

	packet data summary reason
	M
	Provides the reason for the report being delivered to the LEMF (i.e., timeout, count limit, end of session).


*** CHANGE #6 ***

9.5
IRI for MBMS

The IRI will in principle be available in the following phases of a data transmission:

1.
At MBMS Service Joining or Leaving.

2.
At MBMS Subscription Activation, Modification and Termination.

3.
At certain times when relevant information are available.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information);

2.
Basic data communication information, for standard data transmission between two parties.

The events defined in TS 33.107 [19] are used to generate records for the delivery via HI2.

There are multiple different event types received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

Table 9.1: Mapping between MBMS Events and HI2 records type
	Event
	IRI Record Type

	MBMS Service Joining
	BEGIN

	MBMS Service Leaving
	END

	MBMS Subscription Activation
	REPORT

	MBMS Subscription Modification
	REPORT

	MBMS Subscription Termination
	REPORT

	Start of intercept with MBMS Service Active
	BEGIN


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the ICE or DF2 MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

NOTE: Support for MBMS over IMS is For Further Study. As a minimum, IMPU and IMPI reporting support will be required.

Table 9.2: Mapping between Events information and IRI information

	parameter
	Description
	HI2 ASN.1 parameter

	observed IMSI
	Target Identifier with the IMSI of the target.
	partyInformation (partyIdentiity)

	event type
	Description which type of event is delivered MBMS Service Joining, MBMS Service Leaving, MBMS Subscription Activation, MBMS Subscription Modification, MBMS Subscription Termination, Start of intercept with MBMS Service Active  etc. 
	mbms-Event

	event date
	Date of the event generation in the BM-SC server.
	Timestamp

	event time
	Time of the event generation in the BM-SC server.
	Timestamp

	BM-SC Identifier
	Name or Identifier of BM-SC
	mbmsInformation

(mbmsBmscName)

	initiator
	This field indicates whether the event being reported is the result of an UE directed action or network initiated/ off-online action when either one can initiate the action.  
	Initiator

	correlation number
	Unique correlation number for each subject MBMS service and MBMS session. It is used for correlating different  IRI records. However the correlation number is not used to correlate subscription related events.
	correlationNumber

	lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	MBMS Subscribed Service
	Name or Identifier of the MBMS Service to which the target has subscribed. Must provide explicit identification of service subscribed from all other services (e.g. TV Channel name and name of content to be viewed)
	mbmsInformation

(mbmsServiceName)

	MBMS Service Joining Time
	MBMS Service Joining Time
	mbmsInformation

(mbms-join-time) 

	MBMS Service Subscription List
	List of all users subscribed to MBMS Service to which target has requested Joining.

NOTE:- This list may be very long for some services.
	mbmsInformation

(MbmsSerSubscriberList)

	Visited PLMN ID
	Identity of the visited PLMN to which the user is registered
	visitedPLMNID

	APN
	The Access Point Name contains a logical name on which IP multicast address is defined (see 3GPP TS 23.060 [---TBD---])
	mbmsInformation

(MBMSapn)

	Multicast/Broadcast Mode
	MBMS bearer service in broadcast or multicast mode
	mbmsInformation

(mbms-Mode)

	IP IP/IPv6 multicast address(multicast mode only)
	IP or IPv6  multicast address identifying the MBMS bearer described by this MBMS Bearer Context.
	mbmsInformation

(mbmsIPIPv6Address)

	List of Downstream Nodes
	List of downstream nodes that have requested the MBMS bearer service and to which notifications and MBMS data have to be forwarded.
	mbmsInformation

(mbmsNodeList)

	MBMS Service Leaving Reason


	Indicates whether the UE initated/requested leaving, or whether BM-SC/network terminated the Serivce to the UE (eg GSN session dropped or BM-SC subscription expired etc).

Logically if leaving reason is subscription expiry then subscription terminated report record will also be generated.
	mbmsInformation

(mbmsLeavingReason)

	MBMS Service Subscription Terminated Reason
	Indicates whether the service subscription termination was requested initiated/requested by the user (including via customer services or other off-line means) or whether subscription expired.
	mbmsInformation

(mbmsSubsTermReason)


NOTE:
LIID parameter must be present in each record sent to the LEMF.

*** CHANGE #7 ***

9.5.1.2
REPORT record information

The REPORT record is used to report non-communication related target actions (events) and for reporting unsuccessful packet-mode communication attempts.

The REPORT record shall be triggered when:

-
the intercept subject's MBMS UE or interception subject via an off-line means (eg via internet or customer service centre) performs MBMS Subscription Activation. See Table 9.3

-
the intercept subject's MBMS UE or interception subject via an off-line means (eg via internet or customer service centre) performs MBMS Subscription Modification. See Table 9.4

-
the intercept subject's MBMS UE or interception subject via an off-line means (eg via internet or customer service centre) performs MBMS Subscription Termination. See Table 9.5

Table 9.3 MBMS Subscription Activation REPORT Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	Network Element Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Address 




	C
	Provide IP or IPv6 address of the target if available where target has directly accessed the BM-SC Server to Activate their subscription and not via offline method (eg customer services).

	Visited PLMN ID 




	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to BM-SC server.

	MBMS Service Subscription List 




	O
	Provided for additional information


Table 9.4: MBMS Subscription Modification REPORT Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	Network Element Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Address 




	C
	Provide IP or IPv6 address of the target if available where target has directly accessed the BM-SC Server to Activate their subscription and not via offline method (eg customer services).

	Visited PLMN ID 




	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to BM-SC server.

	MBMS Service Subscription List 
	O
	Provided for additional information


Table 9.5: MBMS Subscription Termination REPORT Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	Network Element Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Address 




	C
	Provide IP or IPv6 address of the tearget if available where target has directly accessed the BM-SC Server to Activate their subscription and not via offline method (eg customer services).

	Visited PLMN ID 




	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to BM-SC server.

	MBMS Service Subscription List
	O
	Provided for additional information

	MBMS Service Subscription Terminated Reason
	M
	Shall be provided.


*** CHANGE #8 ***

9.5.1.3
BEGIN record information

The BEGIN record is used to convey the first event of MBMS service interception.

The BEGIN record shall be triggered when:

-
the intercept subject's MBMS UE successfully joins an MBMS service (MBMS Service Joining). See Table 9.6

-
interception is activated for the intercept subject but the MBMS UE has successfully joined an MBMS service prior to the start of interception (Start of intercept with MBMS Service Active). See Table 9.7

Table 9.6: MBMS Service Joining BEGIN Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Correlation Number
	M
	Shall be provided.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	MBMS Service Joining Time
	M
	Provide time at which target joined the MBMS service, or will join the service.

	Network Element Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Multicast Address 

	C
	Provide IP or IPv6 address of the target if available for multicast services only.

	Visited PLMN ID 




	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to MBMS service.

	Multicast/Broadcast Mode
	M
	Shall be provided.

	APN
	C
	Provide for PS domain access to MBMS. 

	List of Downstream Nodes 

	C
	Provide in the case of a multicast service, if available.

	MBMS Service Subscription List
	O
	Provided for additional information


Table 9.7: Start of intercept with MBMS Service Active BEGIN Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Correlation Number
	M
	Shall be provided.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	MBMS Service Joining Time
	M
	Provide time at which target joined the MBMS service.

	Network Element Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Multicast Address 

	C
	Provide IP or IPv6 address of the target if available for multicast services only.

	Visited PLMN ID 




	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to MBMS service.

	Multicast/Broadcast Mode
	M
	Shall be provided.

	APN
	C
	Provide for PS domain access to MBMS.

	List of Downstream Nodes 

	C
	Provide in the case of a multicast service, if available.

	MBMS Service Subscription List
	O
	Provided for additional information


*** CHANGE #9 ***

9.5.1.4
END record information

The END record is used to convey the last event of packet-data communication.

The END record shall be triggered when:

-
the intercept subject's MBMS UE successfully leaves an MBMS service or the MBMS service is terminated by the BM_SC (MBMS Service Leaving). See Table 9.8

Table 9.8: MBMS Service Leaving END Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	M
	Shall be provided.

	Event Type
	M
	Provide MBMS Service Joining event type

	Event Time
	M
	Provide the time the event is detected.

	Event Date
	M
	Provide the date the event is detected.

	Correlation Number
	M
	Shall be provided.

	Lawful Interception Identifier
	M
	Shall be provided

	MBMS Subscribed Service
	M
	Shall be provided.

	Network Element Identifier
	M
	Shall be provided.

	Initiator
	M
	Shall be provided.

	IP/IPv6 Multicast Address 

	C
	Shall be provided.

	Visited PLMN ID 




	C
	Provide PLMN ID of a visited network used by the target in the case of non Home network access to MBMS service.

	MBMS Service Subscription List
	O
	Provided for additional information

	MBMS Service Leaving Reason
	M
	Shall be provided.


*** CHANGE #10 ***

10.5
IRI for evolved packet domain

The IRI will in principle be available in the following phases of a data transmission:

1.
At connection attempt when the target identity becomes active, at which time packet transmission may or may not occur (set up of a bearer/tunnel, target may be the originating or terminating party);

2.
At the end of a connection, when the target identity becomes inactive (removal of a bearer/tunnel);

3.
At certain times when relevant information are available.

In addition, information on non-transmission related actions of a target constitute IRI and is sent via HI2.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information);

2.
Basic data context information, for standard data transmission between two parties.

The events defined in TS 33.107 [19] are used to generate records for the delivery via HI2.

There are several different event types received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF. The applicability of the events to specific access (E-UTRAN, trusted non-3GPP access, untrusted non-3GPP access) and network protocols (GTP/PMIP S5/S8 interface) is specified in [19]. Additional events and mapping with IRI Record type are applicable to EPS in case of interworking between SGSN and PDN-GW over Gn/Gp interface, as specified in this document for PS interception.

Table 10.5.1: Mapping between EPS Events and HI2 records type 
	Event
	IRI Record Type

	E-UTRAN attach
	REPORT

	E-UTRAN detach
	REPORT

	Bearer activation (successful)
	BEGIN

	Bearer modification
	CONTINUE

	UE Requested bearer resource modification
	REPORT

	Bearer activation (unsuccessful)
	REPORT

	Start of interception with active bearer
	BEGIN or optionally CONTINUE 

	Bearer deactivation
	END

	UE requested PDN connectivity
	REPORT

	UE requested PDN disconnection
	REPORT

	Tracking Area update
	REPORT 

	Serving Evolved Packet System
	REPORT

	PMIP attach/tunnel activation (successful)
	BEGIN

	PMIP attach/tunnel activation (unsuccessful)
	REPORT

	PMIP session modification
	CONTINUE

	PMIP detach/tunnel deactivation
	END

	Start of interception with active PMIP tunnel
	BEGIN (or optionally CONTINUE)

	PMIP PDN-GW initiated PDN disconnection
	END

	MIP registration/tunnel activation (successful)
	BEGIN

	MIP registration/tunnel activation (unsuccessful)
	REPORT

	MIP deregistration/tunnel deactivation
	END

	Start of interception with active MIP tunnel
	BEGIN

	DSMIP registration/tunnel activation (successful)
	BEGIN

	DSMIP registration/tunnel activation (unsuccessful)
	REPORT

	DSMIP session modification
	CONTINUE

	DSMIP deregistration/tunnel deactivation
	END

	Start of interception with active DSMIP tunnel
	BEGIN

	DSMIP HA Switch
	REPORT

	PMIP Resource Allocation Deactivation
	END

	MIP Resource Allocation Deactivation
	END

	Start of interception with E-UTRAN attached UE
	REPORT

	Packet Data Header Information
	REPORT


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the network nodes or DF2 MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

Table 10.5.2: Mapping between Events information and IRI information

	parameter
	description
	HI2 ASN.1 parameter

	observed MSISDN
	Target Identifier with the MSISDN of the target.
	partyInformation (party-identiity)

	observed IMSI
	Target Identifier with the IMSI of the target.
	partyInformation (party-identity)

	observed ME Id 
	Target Identifier with the ME Id of the target.
	partyInformation (party-identity)

	observed MN NAI
	Target Identifier with the NAI of the target .
	partyInformation (party-identity)

	event type
	Description which type of event is delivered
	ePSevent

	event date
	Date of the event generation in the node
	Timestamp

	event time
	Time of the event generation in the node
	

	access point name
	When provided by the MME, the parameter carries the Access Point Name provided by the UE. When provided by the S-GW/PDN-GW, it is the APN used for the PDN connection
	aPN

	APN-AMBR
	Contains the Aggregate Maximum Bit Rate for the APN
	aPN-AMBR

	PDN type
	Indicated the used IP version (IPv4, IPv6, IPv4/IPv6) 
	pDNAddressAllocation

	PDN address allocation
	Provides the IP version (IPv4, IPv6, IPv4/IPv6) and the IP address(es) allocated for the UE. 
	pDNAddressAllocation

	Protocol Configuration Options
	Are used to transfer parameters between the UE and the PDN-GW (e.g. address allocation preference by DHCP)
	protConfigOptions

	Attach type
	Indicates the type of attach and may carry indication of handover in case of mobility with non-3GPP access.
	attachType

	RAT type
	Radio Access Type
	rATType

	initiator
	This field indicates whether the procedure is UE or network initiated.
	initiator

	Handover indication
	Provides information that the procedure is triggered as part of a handover
	handoverIndication,

extendedHandoverIndication

	Procedure Transaction Identifier
	Identifies a set of messages belonging to the same procedure; the parameter is dynamically allocated by the UE
	procedureTransactionId

	EPS bearer identity
	Identifies an EPS bearer for one UE accessing via E-UTRAN. It is allocated by the MME.
	ePSBearerIdentity

	Bearer activation/ deactivation type
	Indicates the type of bearer being activated/deactivated, i.e. default or dedicated.
	bearerActivationType, bearerDeactivationType

	Linked EPS bearer identity
	Indicates, in case of dedicated bearer, the EPS bearer identity of the default bearer.
	linkedEPSBearerId

	Switch off indicator
	Indicates whether a detach procedure is due to a switch off situation or not.
	detachType

	Detach type
	Parameter sent by the network to the UE to indicate the type of detach.
	detachType

	Traffic Flow Template (TFT)
	Collection of all packet filters associated with the EPS bearer.
	tFT

	Traffic Aggregate Description (TAD)
	Consists of the description of the packet filter(s) for the traffic flow aggregate.
	trafficAggregateDescription

	correlation number
	Unique number for each target connection delivered to the LEMF, to help the LEA, to have a correlation between each target connection and the IRI. 
	ePSCorrelationNumber

	lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	location information
	When authorized, this field provides the location information of the target that is present at the node at the time of event record production.
	ePSlocationOfTheTarget

	Old location information
	Location information of the target before Tracking Area Update.
	ePSlocationOfTheTarget

	Failure reason
	The reason for the failure or rejection of the Tracking Area Update
	failedTAUReason

	failed bearer activation reason
	This field gives information about the reason for a failed bearer activation of the target.
	failedBearerActivationReason

	failed attach reason
	This field gives information about the reason for a failed attach attempt of the target.
	failedEUTRANAttachreason, status, code (depending on the protocol)

	Session modification failure reason
	This field gives information about the reason for a failed session modification attempt of the target 
	status

	EPS bearer QOS
	This field indicates the Quality of Service associated with the EPS bearer procedure.
	ePSBearerqOS

	bearer deactivation reason
	This field gives information about the reason for bearer deactivation of the target.
	bearerDeactivationCause

	network identifier
	Operator ID plus node address.
	networkIdentifier

	Failed Bearer Modification reason
	The reason for failure of Bearer Modification
	failedBearerModReason

	ULI Timestamp
	Indicates the time when the User Location Information was acquired.
	uLITimestamp

	Lifetime
	Lifetime of the tunnel; it is set to a nonzero value in case of registration or lifetime extension; is set to zero in case of deregistration.
	lifetime

	Access technology type
	Indicates the Radio Access Type
	accessTechnologyType

	UE address info
	Includes one or more IP addresses allocated to the UE.
	iPv6HomeNetworkPrefix, iPv4HomeAddress, iPv6careOfAddress, iPv4careOf Address

	Additional parameters
	Additional information provided by the UE, such as protocol configuration options
	protConfigurationOption

	serving MME address
	Diameter Origin-Host and Origin-Realm of the serving MME.
	servingMME-Address

	Revocation trigger
	Contains the reason which triggered a PDN-GW initiated PDN-disconnection (revocation) procedure.
	revocationTrigger

	Home Address
	Contains the UE Home IP address
	homeAddress

	Home Agent Address
	Contains the IP address of the Home Agent
	homeAgentAddress

	Requested IPv6 Home Prefix
	The IPv6 Home Prefix requested by the UE.
	requestedIPv6HomePrefix

	Care of Address
	The local IP address assigned to the UE by the Access Network.
	careOfAddress

	HSS/AAA address
	The address of the HSS/AAA triggering a pDN-GW reallocation.
	hSS-AAA-address

	Target PDN-GW address
	The address of the PDN-GW which the UE will be reallocated to.
	targetPDN-GW-Address

	Foreign domain address
	The relevant IP address in the foreign domain.
	foreignDomainAddress

	Visited network identifier
	 An identifier that allows the home network to identify the visited network [53]
	visitedNetworkId

	DHCP v4 Address Allocation Indication
	Indicates that DHCPv4 is to be used to allocate the IPv4 address to the UE
	dHCPv4AddressAllocationInd

	Serving Network
	Identifies, for E-UTRAN access, the serving network the UE is attached to
	servingNetwork

	Request type
	Provides the type of UE requested PDN connectivity 
	requestType

	Failed reason
	Provides the failure cause for UE requested PDN connectivity
	uEReqPDNConnFailReason

	destination IP address
	Identifies the destination IP address of a packet.
	destinationIPAddress

	destination port number
	Identifies the destination port number of a packet
	destinationPortNumber

	source IP address
	Identifies the source IP address of a packet.
	sourceIPAddress

	source port number
	Identifies the source port number of a packet.
	sourcePortNumber

	transport protocol
	Identifies the transport protocol (i.e., Protocol Field in IPv4 or Next Header Field in IPv6.
	transportProtocol

	flow label
	The field in the IPv6 header that is used by a source to label packets of a flow (see RFC 3697 [c])
	flowLabel

	packet count
	The number of packets detected and reported in a particular packet data summary report.
	packetCount

	packet size
	The size of a packet (i.e., Total Length Field in IPv4 [a] or Payload Length Field in IPv6 [b])
	packetsize

	packet direction
	Identifies the direction of the intercepted packet (from subject or to subject)
	packetDirection

	packet header copy
	Provides a copy of the packet headers including IP layer and next layer, and extensions, but excluding content.
	packetHeaderCopy

	summary period
	Provides the period of time during which the packets of the summary report were sent or received by the subject.
	summaryPeriod

	sum of packet sizes
	Sum of values in Total Length Fields in IPv4 packets or Payload Length Field in IPv6 packets.
	sumOfPacketSizes

	packet data summary reason
	Provides the reason for a summary report.
	packetDataSummaryReason

	packet data summary
	For each particular packet flow, identifies pertinent reporting information (e.g., source IP address, destination IP address, source port, destination port, transport protocol, packet count, time interval, sum of packet sizes) associated with the particular packet flow.
	packetDataSummary


NOTE:
LIID parameter must be present in each record sent to the LEMF.

*** CHANGE #11 ***

10.5.1.1
REPORT record information

The REPORT record is used to report non-communication related target actions (events) and for reporting unsuccessful packet-mode communication attempts. In addition, this record is also used to report some target actions which may trigger communication attempts or modifications of an existing communication, when the communication attempt or the change of the existing communication itself is reported separately.

The REPORT record shall be triggered when:

-
the intercept subject's UE performs an E-UTRAN attach procedure (successful or unsuccessful);

-
the intercept subject's UE performs an E-UTRAN detach procedure;

-
the intercept subject's UE is unsuccessful at performing an EPS bearer activation procedure;

-
the intercept subject’s UE performs an UE requested bearer resource modification;

-
the intercept subject's UE performs a tracking area update;

-
optionally when the intercept subject's UE leaves the old MME;

-
the intercept subject’s UE performs an UE requested PDN connectivity procedure;

-
the intercept subject’s UE performs an UE requested PDN disconnection procedure;

-
the intercept subject's UE is unsuccessful at performing a PMIP attach/tunnel activation procedure;

-
the intercept subject’s UE is unsuccessful at performing a MIP registration/tunnel activation procedure;

-
the intercept subject's UE is unsuccessful at performing a DSMIP registration/tunnel activation procedure;

-
optionally when the intercept subject's UE enters or leaves IA (FFS);

-
the intercept subject’s UE is ordered by the network to perform an home agent switch;

-
as a national option, a mobile terminal is authorized for service with another network operator or service provider;

-
the interception of a subject is started with E-UTRAN attaced target. If there are more than one PDN connections then a REPORT record is generated per PDN connection. ,

-
packet data header reporting is performed on an individual intercepted packet basis and a packet is detected as it is sent or received by the target for an EPS bearer/session.;

-
when packet data summary reporting is performed on an summary basis for an EPS bearer/session.associated with a particular packet flow (defined as the combination of source IP address, destination IP address, source port, destination port, and protocol and for IPv6 also include the flow label) and:

-
the packet flow starts, 

-
an interim packet summary report is to be provided, or

-
packet flow ends including the case where the EPS bearer/session is deactivated.

An interim packet summary report is triggered if:

-
the expiration of a configurable Summary Timer per intercept occurs.  The Summary Timer is configurable in units of seconds, or  

-
a per-intercept configurable count threshold is reached. 

Packet Header Information Reporting is reported either on a per-packet (i.e., non-summarised) basis or in a summary report.  These reports provide IRI associated with the packets detected. The packet header information related REPORT record is used to convey packet header information during an active EPS bearer/session.

NOTE:  in the case of IP Fragments, Packet Header Information on a 6-tuple basis may only be available on the first packet and subsequent packets may not include such information and therefore may not be reported.

Table 10.5.1.1.1: E-UTRAN Attach REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide E-UTRAN Attach event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	failed attach reason
	C
	Provide information about the reason for failed attach attempt of the target.

	PDN Type
	C
	Indicated the used IP version (IPv4, IPv6, IPv4/IPv6), including possible reason for modification by the network

	APN
	C
	Provides the Access Point Name

	Protocol Configuration Options
	C
	Provides information sent from the UE to the network

	Attach type
	C
	Provides the type of attach

	EPS bearer identity
	C
	When the attach is successful, provides the allocated EPS bearer identity.


Table 10.5.1.1.2: E-UTRAN Detach REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide E-UTRAN Detach event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS.

	initiator
	C
	Provided to indicate whether the detach is UE or network initiated

	Switch off indicator
	C
	Provided to indicate whether the detach is due to a switch off

	Detach type
	C
	Sent by the network to the UE to indicate the type of detach


Table 10.5.1.1.3: Bearer Activation (unsuccessful) REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	PDN address allocation
	C
	Provides the PDN type and PDN address(es) used by the network.

	event type
	C
	Provide EPS Bearer Activation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the packet data network to which the attempt to connect was made; this information may be provided by the UE; the parameter is applicable only for default bearer activation. 

	RAT type
	C
	Provide the Radio Access Type used by the target. 

	initiator
	C
	Provide to indicate whether the EPS bearer activation is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	failed bearer activation reason
	C
	Provide information about the reason for failed bearer activation attempts of the target.

	EPS bearer QOS
	C
	Provide to identify the QOS parameters. The parameter carries the requested EPS bearer QOS.

	Bearer activation type
	C
	Provides information on default or dedicated bearer failed activation

	APN-AMBR
	C
	The Aggregate Maximum Bit Rate foreseen for the APN. The parameter carries the subscribed APN-AMBR.

	Protocol configuration options 
	C
	Provide information about the protocol configuration options requested by the UE

	Procedure transaction identifier
	C
	Used to associate the EPS bearer activation attempt to other messages triggering the procedure.

	Linked EPS bearer identity
	C
	Provides, in case of failed dedicated bearer activation attempt, the EPS bearer id of the associated default bearer; not applicable in case of default bearer activation attempt.

	Traffic Flow Template TFT
	C
	The TFT associated to the dedicated bearer activation attempt; not applicable in case of default bearer activation attemot

	Handover indication
	C
	Provide information that the procedure is triggered as part of a handover


Table 10.5.1.1.4: UE requested bearer resource modification REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide UE requested bearer resource modification event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	failed bearer modification reason
	C
	Provide information about the reason for failed UE requested bearer resource modification.

	EPS bearer QOS
	C
	Provide to identify the QOS parameters.

	Procedure transaction identifier
	C
	Used to associate the UE requested bearer resource modification to other messages related to the procedure.

	Linked EPS bearer identity
	C
	Provides the EPS bearer id of the associated default bearer.

	EPS Bearer identity 
	C
	Provides the EPS bearer id of the bearer which the request refers to.

	Traffic Aggregate Description 
	C
	Description of the packet filter(s) for the traffic flow aggregate

	Protocol Configuration Options
	C
	Provide information about the protocol configuration options requested by the UE.


Table 10.5.1.1.5: Tracking Area Update REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide Tracking Area Update event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's MS. This parameter, in case of inter-MME TAU, will be sent only by the new MME.

	old location information
	O
	Provide (only by the old MME), when authorized and if available, to identify the old location information for the intercept subject's MS.

	Failure reason
	C
	Provide, in unsuccessful case, the reason for the failure or rejection of the TAU.


In case of inter-MME TAU, Tracking Area Update REPORT Record shall be sent in the following cases:

-
when the intercept subject's UE moves to the new MME;

-
optionally when the intercept subject's UE leaves the old MME.
Table 10.5.1.1.6: UE requested PDN connectivity REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide UE requested PDN connectivity event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the packet data network to which the attempt to connect was made; this information may be provided by the UE (valid only for default bearer activation). 

	Request type
	C
	Indicates the type of request, i.e. initial request or handover

	PDN type
	C
	Provide to describe the IP version requested by the target UE.

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	failed reason
	C
	Provide information about the reason for failed procedure.

	Protocol configuration options 
	C
	Provide information about the protocol configuration options requested by the UE

	EPS bearer identity
	C
	The identity of the allocated EPS bearer


Table 10.5.1.1.7: UE requested PDN disconnection REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide UE requested PDN disconnection event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	Linked EPS bearer identity
	C
	The identity of the default EPS bearer associated with the PDN connection being disconnected.


Table 10.5.1.1.8: PMIP Attach/tunnel activation (unsuccessful) REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed MSISDN
	
	

	observed ME Id
	
	

	observed IMSI
	
	

	event type
	C
	Provide PMIP Attach/tunnel activation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	Lifetime
	C
	The requested lifetime for the tunnel

	Access technology type
	C
	Provide the radio access type

	failed attach reason
	C
	Provide information about the reason for failed attach/tunnel activation attempt of the target.

	Handover indicator
	C
	Provide information that the procedure is triggered as part of the handover

	APN
	C
	Provide the Access Point Name

	UE address info
	C
	Includes one or more addresses allocated to the UE

	Additional parameters
	C
	Provide additional parameters sent by the UE.

	Serving Network
	C
	Provide to identify the serving network the UE is attached to in case of E-UTRAN access and PMIP based S5/S8 interfaces.

	DHCPv4 Address Allocation Indication
	C
	Indicates that DHCPv4 is to be used to allocate the IPv4 address to the UE in case of E-UTRAN access and PMIP based S5/S8 interfaces

	Location information
	C
	Provide, when authorized, to identify location information for the intercepted subject’s UE.


Table 10.5.1.1.9: MIP registration/tunnel activation (unsuccessful) REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed IMSI
	
	

	event type
	C
	Provide MIP registration/tunnel activation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	Lifetime
	C
	The requested lifetime for the tunnel

	failed attach reason
	C
	Provide information about the reason for failed registration/tunnel activation attempt of the target.

	Home Address
	C
	Provide the UE Home IP Address

	Care of Address
	C
	The local IP address provided by the access network

	Home Agent Address
	C
	Provide the Home Agent address


Table 10.5.1.1.10: DSMIP registration/tunnel activation (unsuccessful) REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed IMSI
	
	

	event type
	C
	Provide DSMIP registration/tunnel activation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	lifetime
	C
	The requested lifetime for the tunnel.

	failed attach reason
	C
	Provide information about the reason for failed registration/tunnel activation attempt of the target.

	Requested IPv6 Home Prefix
	C
	Provide the UE IPv6 Home Prefix.

	Home address
	C
	Provide the assigned home address.

	APN
	C
	Provides the Access Point Name.

	Care of address
	C
	The local IP address provided by the access network.


Table 10.5.1.1.11: DSMIP Home Agent Switch REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed IMSI
	
	

	event type
	C
	Provide DSMIP Home Agent Switch event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	HSS/AAA address
	C
	Provide the address of the HSS/AAA triggering the procedure

	Target PDN-GW address
	M
	Provide the address of the new PDN-GW


Table 10.5.1.1.12: Serving Evolved Packet System REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	C
	Provide at least one and others when available.

	observed IMSI
	
	

	observed ME Id
	
	

	event type
	C
	Provide Serving Evolved Packet System event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Network identifier of the HSS reporting the event.

	lawful intercept identifier
	M
	Shall be provided.

	Serving MME address
	C
	Provide the Diameter Origin-Host and the Diameter Origin‑Realm of the serving MME (in case of E-UTRAN access).

	Visited Network Identifier
	C
	 An identifier that allows the home network to identify the visited network [53]


Table 10.5.1.1.13: Start of interception with E-UTRAN attaced UE REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide start of interception with PDN connection active

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided. 

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	access point name
	C
	Provide to identify the packet data network to which the attempt to connect was made; this information may be provided by the UE (valid only for default bearer activation). 

	PDN type
	C
	Provide to describe the IP version requested by the target UE.

	EPS bearer identity
	C
	The identity of the default EPS bearer

	lawful intercept identifier
	M
	Shall be provided.


Table 10.5.1.1.14: Packet Data Header Information REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide Packet Data Header Information event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	initiator
	C
	Provide to indicate whether the EPS bearer modification is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	EPS bearer id
	C
	Provides the EPS bearer id allocated by the network.

	Handover indication
	C
	Provide information that the procedure is triggered as part of a handover.

	Correlation number
	M
	Provide to uniquely identify the EPS bearer/tunnel delivered to the LEMF and to correlate IRI records with CC.

	lifetime
	C
	The lifetime for the tunnel

	Requested IPv6 Home Prefix
	C
	Provide the UE IPv6 Home Prefix

	Home address
	C
	Provide the assigned home address

	APN
	C
	Provides the Access Point Name

	Care of address
	C
	The IP address provided by the access network

	packet data header information
	M
	Shall be provided to identify the packet header information to be reported on a per-packet basis as defined in Table 10.5.1.1.15 or on a summary basis.  For summary reporting includes one or more packet flow summaries where each packet flow summary is associated with a particular packet flow as defined in Table 10.5.1.1.16.


Table 10.5.1.1.15: Contents of a per-packet packet data header information parameter 

	Parameter
	MOC
	Description/Conditions

	source IP address
	C
	Provide when mapping packet header information to identify the source IP address for a particular packet flow.

	source port number
	C
	Provide when mapping packet header information to report the source port number for a particular packet flow when the transport protocol supports port numbers.

	destination IP address
	C
	Provide when mapping packet header information to Identify the destination IP address for a particular packet flow.

	destination port number
	C
	Provide when mapping packet header information to report the destination port number for a particular packet flow when the transport protocol supports port numbers.

	transport protocol
	C
	Provide when mapping packet header information to identify the transport protocol (e.g., TCP) for a particular packet flow.

	flow label
	C
	Provide when mapping packet header information for IPv6 only for a particular packet flow.

	direction
	M
	Shall be provided.  Identifies the direction of the packet (from subject or to subject).  

	packet size
	C
	Provide when mapping packet header information to convey the value contained in Total Length Fields of the IPv4 packets or the value contained in the Payload Length fields of the IPv6 packets.

	packet data header copy
	C
	Provide when reporting a copy of the entire packet header information rather than mapping individual information.  


Table 10.5.1.1.16: Contents of a single summary flow packet data header information parameter

	Parameter
	MOC
	Description/Conditions

	source IP address
	M
	Shall be provided.  Identifies the source IP address for a particular packet flow.

	source port number
	C
	Provide to report the source port number for a particular packet flow when the transport protocol supports port numbers.

	destination IP address
	M
	Shall be provided.  Identifies the destination IP address for a particular packet flow.

	destination port number
	C
	Provide to report the destination port number for a particular packet flow when the transport protocol supports port numbers.

	transport protocol
	M
	Identifies the transport protocol (e.g., TCP) for a particular packet flow.

	flow label
	C
	Provide for IPv6 only for a particular packet flow.

	summary period
	M
	Provides the period of time during which the packets of a particular packet flow of the summary report were sent or received by the subject and defined by specifying the time when the first packet and the last packet of the reporting period were detected. 

	packet count
	M
	Provides the number of packets detected for a particular packet flow.

	sum of packet sizes
	M
	Provides the sum of values contained in Total Length Fields of the IPv4 packets or the sum of the values contained in the Payload Length fields of the IPv6 packets.

	packet data summary reason
	M
	Provides the reason for the report being delivered to the LEMF (i.e., timeout, count limit, end of session).


*** CHANGE #12 ***

10.5.1.2
BEGIN record information

The BEGIN record is used to convey the first event of EPS communication interception.

The BEGIN record shall be triggered in the following cases:

-
successful EPS bearer activation or tunnel establishment;

-
the interception of a subject's communications is started and at least one EPS bearer or tunnel is active. In this case, some of the parameters, available at EPS bearer or tunnel activation may be not available any longer at the node. It is not required to store these parameters at the node to be used just in case of LI activation at later stage. If more than one EPS bearer or tunnel is active, a BEGIN record shall be generated for each EPS bearer or tunnel that is active; 

-
during the S-GW relocation, when there is a change in the PLMN or when the information about the change in the PLMN is not available at the DF/MF;

-
the target entered an interception area and has at least one EPS bearer/tunnel active (FFS).

Table 10.5.1.2.1: Bearer Activation (successful) and Start of Interception with active bearer BEGIN Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide, depending on the reported event, 

Bearer activation 

or 

Start of interception with active bearer event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the packet data network to which the connection is made (valid only for default bearer activation).

	PDN address allocation
	C
	Provides the PDN type and PDN address(es) used by the network.

	initiator
	C
	Provide to indicate whether the EPS bearer activation is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	EPS bearer QOS
	C
	Provide to identify the QOS parameters. It carries the EPS bearer QOS associated to the established bearer.

	Bearer activation type
	C
	Provides information on default or dedicated bearer activation.

	APN-AMBR
	C
	The Aggregate Maximum Bit Rate foreseen for the APN. The parameter carries the APN-AMBR used for the established bearer

	Protocol configuration options 
	C
	Provide information about the protocol configuration options requested by the UE.

	Procedure transaction identifier
	C
	Used to associate the EPS bearer activation to other messages triggering the procedure.

	EPS bearer id
	C
	Provides the EPS bearer id allocated by the network.

	Linked EPS bearer identity
	C
	Provides, in case of dedicated bearer activation, the EPS bearer id of the associated default bearer; not applicable in case of default bearer activation.

	Traffic Flow Template(s) TFT
	C
	The TFT associated to the dedicated bearer activation; not applicable in case of default bearer activation.

	Handover indication
	C
	Provide information that the procedure is triggered as part of a handover.

	RAT type
	C
	The Radio Access Type used by the target (only applicable to default bearer activation).

	Correlation number
	C
	Provide to uniquely identify the EPS bearer delivered to the LEMF and to correlate IRI records with CC.


Table 10.5.1.2.2: PMIP Attach/tunnel activation (successful) and Start of Interception with active PMIP tunnel BEGIN Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed MSISDN
	
	

	Observed ME Id
	
	

	observed IMSI
	
	

	event type
	C
	Provide, depending on the reported event, 

PMIP Attach/tunnel activation

or

Start of interception with active PMIP tunnel event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	Lifetime
	C
	The lifetime for the tunnel

	Access technology type
	C
	Provide the radio access type

	
	
	

	Handover indicator
	C
	Provide information that the procedure is triggered as part of the handover

	APN
	C
	Provides the Access Point Name

	UE address info
	C
	Includes one or more addresses allocated to the UE

	Correlation number
	C
	Provide to uniquely identify tunnel delivered to the LEMF and to correlate IRI records with CC.

	Serving Network
	C
	Provide to identify the serving network the UE is attached to in case of E-UTRAN access and PMIP based S5/S8 interfaces.

	DHCPv4 Address Allocation Indication
	C
	Indicates that DHCPv4 is to be used to allocate the IPv4 address to the UE in case of E-UTRAN access and PMIP based S5/S8 interfaces.

	Location information
	C
	Provide, when authorized, to identify location information for the intercepted subject’s UE.


Table 10.5.1.2.3: MIP registration/tunnel activation (successful) and Start of Interception with active MIP tunnel BEGIN Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed IMSI
	
	

	event type
	C
	Provide, depending on the reported event, 

MIP registration/tunnel activation

or

Start of interception with active MIP tunnel event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	Lifetime
	C
	The lifetime for the tunnel.

	Home Address
	C
	Provide the UE Home IP Address.

	Care of address
	C
	The IP address provided by the access network.

	Home Agent Address
	C
	Provide the Home Agent address

	Correlation number
	C
	Provide to uniquely identify tunnel delivered to the LEMF and to correlate IRI records with CC.

	APN
	C
	Provides the Access Point Name


Table 10.5.1.2.4: DSMIP registration/tunnel activation (successful) and Start of Interception with active DSMIP tunnel BEGIN Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed IMSI
	
	

	event type
	C
	Provide, depending on the reported event, 

DSMIP registration/tunnel activation 

or

Start of interception with active DSMIP tunnel event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	lifetime
	C
	The lifetime for the tunnel

	Requested IPv6 Home Prefix
	C
	Provide the UE IPv6 Home Prefix

	Home address
	C
	Provide the assigned home address

	APN
	C
	Provides the Access Point Name

	Care of address
	C
	The IP address provided by the access network

	Correlation number
	C
	Provide to uniquely identify tunnel delivered to the LEMF and to correlate IRI records with CC.


*** CHANGE #13 ***

10.5.1.3
CONTINUE record information

The CONTINUE record is used to convey events during an active EPS bearer/tunnel.

The CONTINUE record shall be triggered in the following cases:

-
An active EPS bearer/session is modified; 

-
during the S-GW relocation, when target has got at least one EPS bearer/tunnel active, the PLMN does not change and the triggering event information is available at the DF/MF.
NOTE: This scenario does not apply to DSMIP and MIP protocol cases.

In order to enable the LEMF to correlate the information on HI3, a new correlation number shall not be generated within a CONTINUE record.

Table 10.5.1.3.1: Bearer Modification CONTINUE Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide Bearer modification event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	initiator
	C
	Provide to indicate whether the EPS bearer modification is network-initiated, intercept-subject-initiated, or not available.

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	EPS bearer QOS
	C
	Provide to identify the QOS parameters.

	APN-AMBR
	C
	The Aggregate Maximum Bit Rate for the APN.

	Procedure transaction identifier
	C
	Used to associate the EPS bearer modification to other messages triggering the procedure.

	EPS bearer id
	C
	Provides the EPS bearer id allocated by the network.

	Traffic Flow Template(s) TFT
	C
	The TFT associated to the EPS bearer modification;

	RAT type
	C
	The Radio Access Type used by the target.

	APN-AMBR
	C
	The Aggregate Maximum Bit Rate foreseen for the APN.

	Handover indication
	C
	Provide information that the procedure is triggered as part of a handover.

	Correlation number
	C
	Provide to uniquely identify the EPS bearer delivered to the LEMF and to correlate IRI records with CC.

	Failed bearer modification reason
	C
	Provide information about the reason for failed bearer modification


Table 10.5.1.3.2: Start of Interception with active bearer CONTINUE Record

	Parameter
	MOC
	Description/Conditions

	observed MSISDN
	
	

	observed IMSI
	C
	Provide at least one and others when available.

	observed ME Id
	
	

	event type
	C
	Provide Start of interception with active bearer event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	access point name
	C
	Provide to identify the packet data network to which the connection is made (valid only for default bearer).

	PDN address allocation
	C
	Provides the PDN type and PDN address(es) used by the network.

	network identifier
	M
	Shall be provided. 

	lawful intercept identifier
	M
	Shall be provided.

	location information
	C
	Provide, when authorized, to identify location information for the intercept subject's UE.

	EPS bearer QOS
	C
	Provide to identify the QOS parameters.

	Bearer activation type
	C
	Provides information on default or dedicated bearer.

	APN-AMBR
	C
	The Aggregate Maximum Bit Rate foreseen for the APN.

	Protocol configuration options 
	C
	Provide, if available, information about the protocol configuration options requested by the UE (valid only for default bearer).

	Procedure transaction identifier
	C
	Used, if available, to associate the EPS bearer to other messages triggering the previous bearer activation.

	EPS bearer id
	C
	Provides the EPS bearer id allocated by the network.

	Linked EPS bearer identity
	C
	Provides, in case of dedicated bearer, the EPS bearer id of the associated default bearer; not applicable in case of default bearer.

	Traffic Flow Template(s) TFT
	C
	The TFT associated to the dedicated bearer; not applicable in case of default bearer.

	Handover indication
	C
	Provide information that the procedure is triggered as part of a handover.

	RAT type
	C
	The Radio Access Type used by the target (only applicable to default bearer).

	Correlation number
	C
	Provide to uniquely identify the EPS bearer delivered to the LEMF and to correlate IRI records with CC.


Table 10.5.1.3.3: Start of Interception with active PMIP tunnel CONTINUE Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed MSISDN
	
	

	observed ME Id
	
	

	observed IMSI
	
	

	event type
	C
	Provide Start of interception with active PMIP tunnel event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	Lifetime
	C
	The lifetime for the tunnel

	Access technology type
	C
	Provide the radio access type

	Handover indicator
	C
	Provide information that the procedure is triggered as part of the handover

	APN
	C
	Provides the Access Point Name

	UE address info
	C
	Includes one or more addresses allocated to the UE

	Additional parameters
	C
	Provide additional parameters sent by the UE.

	Correlation number
	C
	Provide to uniquely identify tunnel delivered to the LEMF and to correlate IRI records with CC.

	Serving Network
	C
	Provide to identify the serving network the UE is attached to in case of E-UTRAN access and PMIP based S5/S8 interfaces.

	Location information
	C
	Provide, when authorized, to identify location information for the intercepted subject’s UE.


Table 10.5.1.3.4: PMIP session modification CONTINUE Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed MSISDN
	
	

	observed ME Id
	
	

	observed IMSI
	
	

	event type
	C
	Provide PMIP session modification.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	Lifetime
	C
	The lifetime for the tunnel

	Access technology type
	C
	Provide the radio access type

	Handover indicator
	C
	Provide information that the procedure is triggered as part of the handover

	APN
	C
	Provides the Access Point Name

	UE address info
	C
	Includes one or more addresses allocated to the UE

	Additional parameters
	C
	Provide additional parameters sent by the UE.

	Correlation number
	C
	Provide to uniquely identify tunnel delivered to the LEMF and to correlate IRI records with CC.

	Serving Network
	C
	Provide to identify the serving network the UE is attached to

	DHCPv4 Address Allocation Indication
	C
	Indicates that DHCPv4 is to be used to allocate the IPv4 address to the UE

	Location information
	C
	Provide, when authorized, to identify location information for the intercepted subject’s UE.


Table 10.5.1.3.5: DSMIP session modification CONTINUE Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and others when available

	observed IMSI
	· 
	

	event type
	C
	Provide DSMIP session modification.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	lifetime
	C
	The lifetime for the tunnel

	Requested IPv6 Home Prefix
	C
	Provide the UE IPv6 Home Prefix

	Home address
	C
	Provide the assigned home address

	APN
	C
	Provides the Access Point Name

	Care of address
	C
	The IP address provided by the access network

	Correlation number
	C
	Provide to uniquely identify tunnel delivered to the LEMF and to correlate IRI records with CC.

	Session modification failure reason
	C
	Provides the reason for failure


*** CHANGE #14 ***

11.5
IRI for IMS Conference Services

The IRI will in principle be available in the following phases of a conference service transmission:

1. At a conference creation, when the target successfully provisions or requests that a conference is created; 

2. At the start of a conference, when the first party is joined to the conference; the conference may be provisioned or requested by the target or the conference is the target of interception;

3.
At the end of a conference, when the last party on the conference leaves or the conference is terminated by the conference server; the conference may be provisioned or requested by the target or the conference is the target of interception;

4.
At certain times when relevant information are available.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information);

2.
Basic data communication information, for standard data transmission between two parties.

The events defined in TS 33.107 [19] are used to generate records for the delivery via HI2.

There are multiple different event types received at DF2 level. According to each event, a Record is sent to the LEMF if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

Table 11.1: Mapping between IMS Conference Service Events and HI2 records type

	Event
	IRI Record Type

	Start of Conference (successful)
	BEGIN

	Start of Intercept with Conference Active
	BEGIN

	Conference Service Party Join
	CONTINUE

	Conference Service Party Leave
	CONTINUE

	Conference Service Bearer Modify
	CONTINUE

	Conference Service End (unsuccessful)
	CONTINUE

	Conference Service End (successful)
	END

	Start of Conference (unsuccessful)
	REPORT

	Conference Service Creation
	REPORT

	Conference Service Update
	REPORT


A set of information is used to generate the records. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the ICE or DF2 MF, if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

Table 11.2: Mapping between Events information and IRI information

	Parameter
	description
	HI2 ASN.1 parameter

	Bearer Modify ID
	Identity of the party modifying or attempting to modify a media bearer
	bearerModifyPartyID (partyIdentity)

	Conference End Reason
	Provides a reason for why the conference ended.
	confEndReason

	Conference URI


	A URI associated with the conference being monitored.
	confID 

	Correlation Number
	The correlation number is used to correlate CC and IRI. The correlation number is also used to allow the correlation of IRI records.  
	confCorrelation

	Event Date
	Date of the event generation in the AS/MRFC.
	timestamp

	Event Time


	Time of the event generation in the AS/MRFC server. Timestamp shall be based on the AS/MRFC internal clock.
	

	Event Type
	Description which type of event is delivered: Start of Conference, Party Join, Party Leave, Bearer Modifiy, Start of Intercept on an Active Conference, Conference End
	confEvent

	Failed Bearer Modify Reason
	Provides a reason for why a bearer modfication attempt failed
	confEventFailureReason

	Failed Conference End Reason
	Provides a reason for why a conference end attempt failed
	confEventFailureReason

	Failed Conference Start Reason
	Provides a reason for why a conference start attempt failed.
	confEventFailureReason

	Failed Party Join Reason
	Provides a reason for why a party join attempt failed.
	confEventFailureReason

	Failed Party Leave Reason
	Provides a reason for why a party leave attempt failed.
	confEventFailureReason

	Identity(ies) of Conference Controller


	Identifies the parties that have control privileges on the conference, if such information is configured in the system.
	confControllerID (partyIdentity)

	Initiator


	The initiator of a request, for example, the target, the network, a conferee.
	confEventInitiator 

	Join Party ID


	Identity of the party successfully joining or attempting to join the conference.
	joinPartyID  (partyIdentity)

	Join Party Supported Bearers
	Identity of bearer types supported by the party successfully joining the conference
	confPartyInformation (supportedmedia)

	Leave Party ID


	Identity of the party leaving or being requested to leave the conference.
	leavePartyID (partyIdentity)

	List of Conferees


	Identifies each of the conferees currently on a conference (e.g., via SIP URI or TEL URI).
	confPartyInformation (partyIdentity)

	List of Potential Conferees


	Identifies each of the parties to be invited to a conference or permitted to join the conference (if available).
	listOfPotConferees (partyIdentity)

	List of Waiting Conferees
	Identifies each of the conferees awaiting to join a conference (e.g., called in to a conference that has not yet started)
	listOfWaitConferees (partyIdentity)

	Media Modification
	Identifies how the media was modified (i.e., added, removed, or changed) and the value for the media
	mediaModification

	Network Element Identifier
	Unique identifier for the element reporting the ICE.
	networkIdentifer

	Observed IMPU


	IMS Public User identity (IMPU) of the target.  In some cases, this identity may not be observed by the MRFC. Also see Note 1.
	partyInformation (partyIdentity)

	Observed IMPI


	IMS Private User identity (IMPI) of the target. In some cases, this identity may not be observed by the MRFC.  Also see Note 1.
	partyInformation (partyIdentity)

	Observed Other Identity
	Target identifier with the NAI of the target.
	partyInformation (partyIdentity)

	Party Leave Reason
	Provides a reason for why a party left the conference
	reason

	Party(ies) Affected by Bearer Modification
	The list of parties affected by a media bearer modification 
	confPartyInformation (partyIdentity)

	Potential Conference End Time
	The expected end time of the conference, if such end information is configured in the system.
	potConfEndInfo (timestamp)

	Potential Conference Start Time
	The expected start time of the conference, if start time information is configured in the system.
	potConfStartInfo (timestamp)

	Recurrence Information


	Information indicating the recurrence pattern for the event as configured for the created conference.
	RecurrenceInfo

	Supported Bearers
	Provides all bearer types supported by a conferee in a conference
	confPartyInformation (supportedmedia)

	Temporary Conference URI
	A temporarily allocated URI associated with a conference being monitored.
	tempConfID


NOTE 1:
In most cases, either the IMPU or IMPI may be available, but not necessarily both.

NOTE 2:
LIID parameter must be present in each record sent to the LEMF.

*** CHANGE #15 ***

B.3
Intercept related information (HI2 PS and IMS)

Declaration of ROSE operation umts-sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data UmtsIRIsContent must be considered.

ASN1 description of IRI (HI2 interface)

UmtsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2(1) r12(12) version-3 (3)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS 



OPERATION, 



ERROR 




FROM Remote-Operations-Information-Objects 




{joint-iso-itu-t(2) remote-operations(4) informationObjects(5) version1(0)}



LawfulInterceptionIdentifier,



TimeStamp,



Network-Identifier,



National-Parameters,



National-HI2-ASN1parameters,



DataNodeAddress,



IPAddress,



IP-value,



X25Address




FROM HI2Operations




{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)

 



  lawfulIntercept(2) hi2(1) version10(10)}; -- Imported from TS 101 671v2.15.1

-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2DomainId OBJECT IDENTIFIER
::= {threeGPPSUBDomainId hi2(1) r12(12) version-3 (3)}

umts-sending-of-IRI  OPERATION ::= 

{


ARGUMENT
UmtsIRIsContent


ERRORS

{ OperationErrors }


CODE

global:{threeGPPSUBDomainId hi2(1) opcode(1)}

}

-- Class 2 operation . The timer shall be set to a value between 3 s and 240 s. 

-- The timer.default value is 60s.

-- NOTE:
The same note as for HI management operation applies.

UmtsIRIsContent

::= CHOICE

{


umtsiRIContent


UmtsIRIContent,


umtsIRISequence


UmtsIRISequence

}

UmtsIRISequence

::= SEQUENCE OF UmtsIRIContent

-- Aggregation of UmtsIRIContent is an optional feature.

-- It may be applied in cases when at a given point in time

-- several IRI records are available for delivery to the same LEA destination.

-- As a general rule, records created at any event shall be sent

-- immediately and not withheld in the DF or MF in order to

-- apply aggragation.

-- When aggregation is not to be applied,  

-- UmtsIRIContent needs to be chosen.

UmtsIRIContent

::= CHOICE 

{


iRI-Begin-record

[1] IRI-Parameters,
-- include at least one optional parameter 


iRI-End-record


[2] IRI-Parameters,


iRI-Continue-record

[3] IRI-Parameters,
-- include at least one optional parameter 


iRI-Report-record

[4] IRI-Parameters
-- include at least one optional parameter 

}

unknown-version 

ERROR ::= { CODE local:0}

missing-parameter

ERROR ::= { CODE local:1}

unknown-parameter-value
ERROR ::= { CODE local:2}

unknown-parameter

ERROR ::= { CODE local:3}

OperationErrors ERROR ::= 

{ 


unknown-version | 


missing-parameter | 


unknown-parameter-value | 


unknown-parameter 

}

-- This values may be sent by the LEMF, when an operation or a parameter is misunderstood.

-- Parameters having the same tag numbers must be identical in Rel-5 and onwards modules.

IRI-Parameters

::= SEQUENCE 

{


hi2DomainId



[0]
OBJECT IDENTIFIER,  -- 3GPP HI2 domain


iRIversion



[23] ENUMERATED


{



version2 (2),



…,



version3 (3),


version4 (4),




-- note that version5 (5) cannot be used as it was missed in the version 5 of this




-- ASN.1 module.



version6 (6),




-- vesion7(7) was ommited to align with ETSI TS 101 671.



lastVersion (8)
} OPTIONAL,



-- Optional parameter "iRIversion" (tag 23) was always redundant in 33.108, because 



-- the object identifier "hi2DomainId" was introduced into "IRI Parameters" in the 



-- initial version of 33.108v5.0.0. In order to keep backward compatibility, even when



-- the version of the "hi2DomainId" parameter will be incremented it is recommended



-- to always send to LEMF the same: enumeration value "lastVersion(8)".



-- if not present, it means version 1 is handled


lawfulInterceptionIdentifier
[1] LawfulInterceptionIdentifier,



-- This identifier is associated to the target.


timeStamp



[3] TimeStamp, 



-- date and time of the event triggering the report.) 


initiator 



[4] ENUMERATED 


{



not-Available

(0),



originating-Target
(1),




-- in case of GPRS, this indicates that the PDP context activation, modification 




-- or deactivation is MS requested



terminating-Target
(2),




-- in case of GPRS, this indicates that the PDP context activation, modification or




-- deactivation is network initiated


...


} OPTIONAL,


locationOfTheTarget

[8] Location OPTIONAL,



-- location of the target 

partyInformation 

[9] SET SIZE (1..10) OF PartyInformation OPTIONAL, 



-- This parameter provides the concerned party, the identiy(ies) of the party



--)and all the information provided by the party. 


serviceCenterAddress
[13] PartyInformation OPTIONAL,



-- e.g. in case of SMS message this parameter provides the address of  the relevant 



-- server within the calling (if server is originating) or called (if server is



-- terminating) party address parameters


sMS





[14] SMS-report OPTIONAL,



-- this parameter provides the SMS content and associated information


national-Parameters

[16] National-Parameters OPTIONAL,


gPRSCorrelationNumber
[18] GPRSCorrelationNumber OPTIONAL,


gPRSevent 



[20] GPRSEvent OPTIONAL,



-- This information is used to provide particular action of the target



-- such as attach/detach


sgsnAddress 


[21] DataNodeAddress OPTIONAL,


gPRSOperationErrorCode 
[22] GPRSOperationErrorCode OPTIONAL,


ggsnAddress 


[24] DataNodeAddress OPTIONAL,


qOS





[25] UmtsQos OPTIONAL,


networkIdentifier

[26] Network-Identifier OPTIONAL,


sMSOriginatingAddress 
[27] DataNodeAddress OPTIONAL,


sMSTerminatingAddress 
[28] DataNodeAddress OPTIONAL,


iMSevent



[29] IMSevent OPTIONAL,


sIPMessage



[30] OCTET STRING  OPTIONAL,


servingSGSN-number

[31] OCTET STRING (SIZE (1..20))
OPTIONAL, 

                               -- Coded according to 3GPP TS 29.002 [4] and 3GPP TS 23.003 25].


servingSGSN-address

[32] OCTET STRING (SIZE (5..17)) 
OPTIONAL,









-- Octets are coded according to 3GPP TS 23.003 [25]


..., 

 


-- Tag


[33] was taken into use by ETSI module in TS 101 671v2.13.1


ldiEvent
 


[34] LDIevent OPTIONAL,


correlation 


[35] CorrelationValues OPTIONAL,


mediaDecryption-info
[36] MediaDecryption-info OPTIONAL, 


servingS4-SGSN-address
[37] OCTET STRING OPTIONAL,


-- Diameter Origin-Host and Origin-Realm of the S4-SGSN based on the TS 29.272 [59]. 


-- Only the data fields from the Diameter AVPs are provided concatenated 


-- with a semicolon to populate this field. 

    sipMessageHeaderOffer   [38] OCTET STRING OPTIONAL,

    sipMessageHeaderAnswer  [39] OCTET STRING OPTIONAL,

    sdpOffer                [40] OCTET STRING OPTIONAL,

    sdpAnswer               [41] OCTET STRING OPTIONAL, 

    uLITimestamp            [42] OCTET STRING (SIZE (8)) OPTIONAL,

    -- Coded according to 3GPP TS 29.060 [17]; Only the ULI Timestamp value is reported. 


packetDataHeaderInformation

   [43] PacketDataHeaderInformation
OPTIONAL, 

    mediaSecFailureIndication         [44] MediaSecFailureIndication OPTIONAL,

national-HI2-ASN1parameters
[255]
National-HI2-ASN1parameters
OPTIONAL

}

-- Parameters having the same tag numbers must be identical in Rel-5 and onwards modules

-- PARAMETERS FORMATS

PartyInformation 


::= SEQUENCE 

{


party-Qualifier 
[0]  ENUMERATED 


{



gPRS-Target(3),



...


},


partyIdentity 

[1] SEQUENCE 


{



imei




[1] OCTET STRING (SIZE (8)) OPTIONAL,




-- See MAP format [4]



imsi




[3] OCTET STRING (SIZE (3..8)) OPTIONAL,




-- See MAP format [4] International Mobile 




-- Station Identity E.212 number beginning with Mobile Country Code



msISDN




[6] OCTET STRING (SIZE (1..9)) OPTIONAL,




-- MSISDN of the target, encoded in the same format as the AddressString




-- parameters defined in MAP format document TS 29.002 [4]



e164-Format



[7] OCTET STRING    (SIZE (1 .. 25)) OPTIONAL,




-- E164 address of the node in international format. Coded in the same format as 




-- the calling party number  parameter of the ISUP (parameter part:[29])



sip-uri




[8] OCTET STRING 
OPTIONAL,




-- See [26]



...,



tel-uri




[9] OCTET STRING 
OPTIONAL




-- See [67]


},

services-Data-Information 
[4] Services-Data-Information OPTIONAL,



-- This parameter is used to transmit all the information concerning the



-- complementary information associated to the basic data call


...

}

Location
::= SEQUENCE 

{


e164-Number         [1] OCTET STRING (SIZE (1..25)) OPTIONAL,
        -- Coded in the same format as the ISUP location number (parameter
        -- field) of the ISUP (see EN 300 356 [30]).    

globalCellID

[2] GlobalCellID
OPTIONAL,



--see MAP format (see [4])



rAI




[4] Rai

OPTIONAL,



-- the Routeing Area Identifier in the current  SGSN is coded in accordance with the 



-- § 10.5.5.15 of document [9] without the Routing Area Identification IEI  



-- (only the last 6 octets are used)


gsmLocation


[5] GSMLocation OPTIONAL,

 
umtsLocation

[6] UMTSLocation OPTIONAL,


sAI




[7] Sai
OPTIONAL,



-- format:
PLMN-ID
3 octets (no. 1 – 3)



--


LAC

2 octets (no. 4 – 5)



--


SAC

2 octets (no. 6 – 7)



--


(according to 3GPP TS 25.413 [62])


...,


oldRAI



[8] Rai

OPTIONAL,



-- the Routeing Area Identifier in the old SGSN is coded in accordance with the 



-- § 10.5.5.15 of document [9] without the Routing Area Identification IEI 



-- (only the last 6 octets are used). 


tAI




[9] OCTET STRING (SIZE (6))
OPTIONAL,



-- The TAI is coded according to the TS 29.118 [64] without the TAI IEI.



-- The tAI parameter is applicable only to the CS traffic cases where 



-- the available location information is the one received from the the MME. 


eCGI



[10] OCTET STRING (SIZE (8)) OPTIONAL



-- the ECGI is coded according to the TS 29.118 [64] without the ECGI IEI.



-- The eCGI parameter is applicable only to the CS traffic cases where 



-- the available location information is the one received from the the MME.

}

GlobalCellID
::= OCTET STRING  (SIZE (5..7))
Rai



::= OCTET STRING (SIZE (6))
Sai



::=
OCTET STRING (SIZE (7))
GSMLocation 
::= CHOICE 

{


geoCoordinates 
[1] SEQUENCE



{



latitude

[1]
PrintableString (SIZE(7..10)),








-- format : 
XDDMMSS.SS



longitude

[2]
PrintableString (SIZE(8..11)),








-- format : 
XDDDMMSS.SS



mapDatum

[3]
MapDatum DEFAULT wGS84,



...,



azimuth


[4] INTEGER (0..359) OPTIONAL




-- The azimuth is the bearing, relative to true north.


},



-- format : 
XDDDMMSS.SS



-- 



X 


: N(orth), S(outh), E(ast), W(est)



--



DD or DDD 
: degrees (numeric characters)



--



MM


: minutes (numeric characters)



--



SS.SS 

: seconds, the second part (.SS) is optionnal



-- Example :



--


latitude short form

N502312



--


longitude long form

E1122312.18


utmCoordinates
[2] SEQUENCE



{



utm-East 

[1] PrintableString (SIZE(10)),





utm-North 

[2] PrintableString (SIZE(7)),





-- example
utm-East
32U0439955




--


utm-North
5540736



mapDatum

[3]
MapDatum DEFAULT wGS84,



...,



azimuth


[4] INTEGER (0..359) OPTIONAL




-- The azimuth is the bearing, relative to true north.

 
},


utmRefCoordinates  
[3] SEQUENCE 


{



utmref-string

PrintableString (SIZE(13)),



mapDatum


MapDatum DEFAULT wGS84,



...


},



-- example
32UPU91294045




wGS84Coordinates  
[4] OCTET STRING



-- format is as defined in [37].

}

MapDatum ::= ENUMERATED

{



wGS84,


wGS72,


eD50, 
-- European Datum 50


...

}

UMTSLocation ::= CHOICE {


point




[1]
GA-Point,


pointWithUnCertainty
[2]
GA-PointWithUnCertainty,


polygon




[3]
GA-Polygon

}

GeographicalCoordinates ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude



INTEGER (0..8388607),


longitude



INTEGER (-8388608..8388607),


...

}

GA-Point ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


...

}

GA-PointWithUnCertainty ::=SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


uncertaintyCode



INTEGER (0..127)

}

maxNrOfPoints





INTEGER ::= 15
GA-Polygon ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



geographicalCoordinates

GeographicalCoordinates,



...


}

SMS-report

::= SEQUENCE 

{


sMS-Contents
[3] SEQUENCE


{



sms-initiator

[1] ENUMERATED 
-- party which sent the  SMS



{




target


(0),




server


(1), 




undefined-party
(2),




...



},



transfer-status

[2] ENUMERATED 



{




succeed-transfer
(0), 

-- the transfer of the SMS message succeeds




not-succeed-transfer(1), 




undefined


(2),




... 



} OPTIONAL,



other-message

[3] ENUMERATED 
-- in case of terminating call, indicates if












-- the server will send other SMS



{




yes


(0),




no


(1), 




undefined
(2),




... 



} OPTIONAL,



content



[4] OCTET STRING (SIZE (1 .. 270)) OPTIONAL,










-- Encoded in the format defined for the SMS mobile 



... 


}


}

GPRSCorrelationNumber ::= OCTET STRING (SIZE(8..20))

CorrelationValues ::= CHOICE {



iri-to-CC 
[0]

IRI-to-CC-Correlation, -- correlates IRI to Content(s)



iri-to-iri
[1]

IRI-to-IRI-Correlation, -- correlates IRI to IRI 



both-IRI-CC
[2]

SEQUENCE { -- correlates IRI to IRI and IRI to Content(s)









iri-CC
[0]
IRI-to-CC-Correlation,









iri-IRI
[1]
IRI-to-IRI-Correlation}

}

 

 

IRI-to-CC-Correlation ::= SEQUENCE { -- correlates IRI to Content




cc 

[0] SET OF 
OCTET STRING,-- correlates IRI to multiple CCs




iri 
[1] 

OCTET STRING OPTIONAL 










-- correlates IRI to CC with signaling

}

IRI-to-IRI-Correlation ::= OCTET STRING -- correlates IRI to IRI

GPRSEvent ::= ENUMERATED 

{


pDPContextActivation 




(1),


startOfInterceptionWithPDPContextActive
(2),


pDPContextDeactivation




(4),


gPRSAttach 







(5),


gPRSDetach 







(6),


locationInfoUpdate 





(10),


sMS 








(11),


pDPContextModification




(13),


servingSystem






(14),


... ,


startOfInterceptionWithMSAttached

(15) ,


packetDataHeaderInformation



(16)

}

-- see [19]

IMSevent ::= ENUMERATED 

{


unfilteredSIPmessage (1),



-- This value indicates to LEMF that the whole SIP message is sent.


...,


sIPheaderOnly (2),



-- If warrant requires only IRI then specific content in a 'sIPMessage'



-- (e.g. 'Message', etc.) has been deleted before sending it to LEMF.

    decryptionKeysAvailable (3) ,



-- This value indicates to LEMF that the IRI carries CC decryption keys for the session

        -- under interception. 

    startOfInterceptionForIMSEstablishedSession  (4)

        -- This value indicates to LEMF that the IRI carries information related to

        -- interception started on an already established IMS session.

}

Services-Data-Information ::= SEQUENCE

{


gPRS-parameters [1] GPRS-parameters OPTIONAL,


...

}

GPRS-parameters ::= SEQUENCE 

{


pDP-address-allocated-to-the-target 
[1] DataNodeAddress OPTIONAL,


aPN 




[2] OCTET STRING (SIZE(1..100)) OPTIONAL,


-- The Access Point Name (APN) is coded in accordance with



-- 3GPP TS 24.008 [9] without the APN IEI (only the last 100 octets are used).



-- Octets are coded according to 3GPP TS 23.003 [25].


pDP-type 



[3] OCTET STRING (SIZE(2)) OPTIONAL, 

    -- Include either Octets 3 and 4 of the Packet Data Protocol Address information element of 

    -- 3GPP TS 24.008 [9]or Octets 4 and 5 of the End User Address IE of 3GPP TS 29.060 [17].

when PDP-type is IPv4 or IPv6, the IP address is carried by parameter


-- pDP-address-allocated-to-the-target


-- when PDP-type is IPv4v6, the additional IP address is carried by parameter


-- additionalIPaddress


...,


nSAPI




[4] OCTET STRING (SIZE (1)) OPTIONAL,

    -- Include either Octet 2 of the NSAPI IE of 3GPP TS 24.008 [9] or Octet 2 of the NSAPI IE of 

    -- 3GPP TS 29.060 [17].


additionalIPaddress

[5] DataNodeAddress OPTIONAL

}

GPRSOperationErrorCode ::= OCTET STRING

-- The parameter shall carry the GMM cause value or the SM cause value, as defined in the

-- standard [9], without the IEI.

LDIevent ::= ENUMERATED 

{


targetEntersIA 


(1),


targetLeavesIA


(2),


...

}

UmtsQos ::= CHOICE

{


qosMobileRadio [1] OCTET STRING,



-- The qosMobileRadio parameter shall be coded in accordance with the § 10.5.6.5 of



-- document [9] without the Quality of service IEI and Length of 



-- quality of service IE (. That is, first 



-- two octets carrying 'Quality of service IEI' and 'Length of quality of service

 

-- IE' shall be excluded). 


qosGn [2] OCTET STRING



-- qosGn parameter shall be coded in accordance with § 7.7.34 of document [17]

} 

MediaDecryption-info ::= SEQUENCE OF CCKeyInfo



-- One or more key can be available for decryption, one for each media streams of the
        -- intercepted session.

CCKeyInfo ::= SEQUENCE

{


cCCSID
 [1]
OCTET STRING,




-- the parameter uniquely mapping the key to the encrypted stream. 


cCDecKey [2]
OCTET STRING,


cCSalt   [3]    OCTET STRING OPTIONAL,

        -- The field reports the value from the CS_ID field in the ticket exchange headers as
        -- defined in IETF RFC 6043 [61].

...

}

MediaSecFailureIndication  ::= ENUMERATED

{

    genericFailure  (0),

    ...

}

PacketDataHeaderInformation ::= CHOICE

{


packetDataHeader

[1]
PacketDataHeader,


packetDataHeaderSummary
[2]
PacketDataHeaderSummary,

...

}

PacketDataHeader ::= CHOICE

{


packetDataHeaderMapped
[1]
PacketDataHeaderMapped,


packetDataHeaderCopy
[2]
PacketDataHeaderCopy,

...

}

PacketDataHeaderMapped ::= SEQUENCE OF

{


sourceIPAddress


[1] IPAddress
OPTIONAL,


sourcePortNumber

[2] INTEGER (0..65535) OPTIONAL,



destinationIPAddress
[3] IPAddress
OPTIONAL,


destinationPortNumber
[4] INTEGER (0..65535) OPTIONAL,


transportProtocol

[5] INTEGER  OPTIONAL,


-- For IPv4, report the “Protocol” field and for IPv6 report “Next Header” field.


-- Assigned Internet Protocol Numbers can be found at 


-- http://www.iana.org/assignments/protocol-numbers/protocol-numbers.xml


packetsize



[6] INTEGER OPTIONAL,


flowLabel



[7] INTEGER OPTIONAL,


packetCount



[8] INTEGER OPTIONAL,


direction



[9] TPDU-direction,

...

} 

TPDU-direction ::= ENUMERATED

{


from-target 
(1),


to-target 

(2),


unknown 

(3)

}

PacketDataHeaderCopy ::= SEQUENCE OF

{


direction



[1] TPDU-direction,


headerCopy



[2] OCTET STRING,
-- includes a copy of the packet header at the IP 





-- network layer and above including extension headers, but excluding contents.

...

} 

PacketDataSummary ::= SEQUENCE OF PacketFlowSummary

PacketFlowSummary ::= SEQUENCE

{


sourceIPAddress


[1] IPAddress,


sourcePortNumber

[2] INTEGER (0..65535) OPTIONAL,



destinationIPAddress
[3] IPAddress,


destinationPortNumber
[4] INTEGER (0..65535) OPTIONAL,


transportProtocol

[5] INTEGER,


-- For IPv4, report the “Protocol” field and for IPv6 report “Next Header” field.


-- Assigned Internet Protocol Numbers can be found at 


-- http://www.iana.org/assignments/protocol-numbers/protocol-numbers.xml


flowLabel



[6] INTEGER OPTIONAL,


summaryPeriod


[7] ReportInteval,


packetCount



[8] INTEGER,


sumOfPacketSizes

[9] INTEGER,


packetDataSummaryReason
[10] ReportReason,
...

} 

ReportReason ::= ENUMERATED

{


timerExpired


[0],



countThresholdHit

[1],


pDPComtextDeactivated   [2],


pDPContextModification
[3],


other or unknown

[4],


...

} 

ReportInterval ::= SEQUENCE

{


firstPacketTimeStamp
[0] TimeStamp,


lastPacketTimeStamp

[1] TimeStamp,


...

} 

END -- OF UmtsHI2Operations
*** CHANGE #16 ***
B.3a
Interception related information (HI2 CS)

For North America the use of J-STD-25 A[23] is recommended.

Declaration of ROSE operation sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data IRI-Content must be considered.

ASN1 description of IRI (HI2 CS interface)

UmtsCS-HI2Operations 

{itu-t (0) identified-organization (4) etsi (0) securityDomain (2) lawfulIntercept (2) threeGPP(4) hi2CS (3) r11(11) version-1 (1)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS OPERATION, 


ERROR 



FROM Remote-Operations-Information-Objects 



{joint-iso-itu-t (2) remote-operations(4) informationObjects(5) version1(0)}


LawfulInterceptionIdentifier,


TimeStamp,


Intercepted-Call-State,


PartyInformation,


CallContentLinkCharacteristics,


CommunicationIdentifier,


CC-Link-Identifier,


National-Parameters,


National-HI2-ASN1parameters


FROM HI2Operations



{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)




lawfulIntercept(2) hi2(1) version9(9)} –- Imported from TS 101 671v2.13.1


Location,


SMS-report


FROM UmtsHI2Operations



{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)




lawfulintercept(2) threeGPP(4) hi2(1) r11(11) version-0(0)};

-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2CSDomainId OBJECT IDENTIFIER ::= {threeGPPSUBDomainId hi2CS(3) r11(11) version-1(1)}

umtsCS-sending-of-IRI  OPERATION ::= 

{


ARGUMENT
UmtsCS-IRIsContent


ERRORS

{ OperationErrors }


CODE

global:{ threeGPPSUBDomainId hi2CS(3) opcode(1)}

}

-- Class 2 operation. The timer shall be set to a value between 3 s and 240 s. 

-- The timer.default value is 60s.

-- NOTE: The same note as for HI management operation applies.

UmtsCS-IRIsContent

::= CHOICE

{


iRIContent


UmtsCS-IRIContent,


iRISequence


UmtsCS-IRISequence

}

UmtsCS-IRISequence

::= SEQUENCE OF UmtsCS-IRIContent


-- Aggregation of UmtsCS-IRIContent is an optional feature.


-- It may be applied in cases when at a given point in time several IRI records are 


-- available for delivery to the same LEA destination.


-- As a general rule, records created at any event shall be sent immediately and shall 


-- not held in the DF or MF in order to apply aggregation. 

-- When aggregation is not to be applied, UmtsCS-IRIContent needs to be chosen.

UmtsCS-IRIContent

::= CHOICE 

{


iRI-Begin-record

[1] IRI-Parameters,



--at least one optional parameter must be included within the iRI-Begin-Record


iRI-End-record


[2] IRI-Parameters,


iRI-Continue-record

[3] IRI-Parameters,



--at least one optional parameter must be included within the iRI-Continue-Record


iRI-Report-record

[4] IRI-Parameters,



--at least one optional parameter must be included within the iRI-Report-Record


...

}

unknown-version 

ERROR ::= { CODE local:0}

missing-parameter

ERROR ::= { CODE local:1}

unknown-parameter-value
ERROR ::= { CODE local:2}

unknown-parameter

ERROR ::= { CODE local:3}

OperationErrors ERROR ::= 

{ 


unknown-version | 


missing-parameter | 


unknown-parameter-value | 


unknown-parameter 

}

--These values may be sent by the LEMF, when an operation or a parameter is misunderstood.

IRI-Parameters

::= SEQUENCE 

{


hi2CSDomainId





[0]
OBJECT IDENTIFIER, -- 3GPP HI2 CS domain


iRIversion






[23] ENUMERATED


{



version1(1),



...,



version2(2),



version3(3),



-- versions 4-7 were ommited to align with UmtsHI2Operations.


lastVersion(8)


} OPTIONAL,



-- Optional parameter "iRIversion" (tag 23) was always redundant in 33.108, because 



-- the object identifier "hi2CSDomainId" was introduced into "IRI Parameters" with the 



-- initial HI2 CS domain module in 33.108v6.1.0. In order to keep backward compatibility, 



-- even when the version of the "hi2CSDomainId" parameter will be incremented it is 



-- recommended to always send to LEMF the same: enumeration value "lastVersion(8)".



-- if not present, it means version 1 is handled


lawfulInterceptionIdentifier

[1] LawfulInterceptionIdentifier,



-- This identifier is associated to the target.


communicationIdentifier



[2] CommunicationIdentifier,



-- used to uniquely identify an intercepted call.


timeStamp






[3] TimeStamp, 



-- date and time of the event triggering the report.


intercepted-Call-Direct 


[4] ENUMERATED 


{



not-Available(0),



originating-Target(1),



terminating-Target(2),


...


} OPTIONAL,


intercepted-Call-State 



[5] Intercepted-Call-State OPTIONAL,



-- Not required for UMTS. May be included for backwards compatibility to GSM
ringingDuration 




[6] OCTET STRING (SIZE (3)) OPTIONAL,



-- Duration in seconds. BCD coded : HHMMSS



-- Not required for UMTS. May be included for backwards compatibility to GSM
conversationDuration 



[7] OCTET STRING (SIZE (3)) OPTIONAL,



-- Duration in seconds. BCD coded : HHMMSS



-- Not required for UMTS. May be included for backwards compatibility to GSM


locationOfTheTarget




[8] Location OPTIONAL,



-- location of the target 

partyInformation 




[9] SET SIZE (1..10) OF PartyInformation OPTIONAL, 



-- This parameter provides the concerned party (Originating, Terminating or forwarded



-- party), the identity(ies) of the party and all the information provided by the party. 


callContentLinkInformation


[10] SEQUENCE 


{



cCLink1Characteristics

[1] CallContentLinkCharacteristics OPTIONAL,




-- information concerning the Content of Communication Link Tx channel established




-- toward the LEMF (or the sum signal channel, in case of mono mode).



cCLink2Characteristics

[2] CallContentLinkCharacteristics OPTIONAL,




-- information concerning the Content of Communication Link Rx channel established




-- toward the LEMF.



... 


} OPTIONAL,


release-Reason-Of-Intercepted-Call
[11] OCTET STRING (SIZE (2)) OPTIONAL,



-- Release cause coded in [31] format. 



-- This parameter indicates the reason why the



-- intercepted call cannot be established or why the intercepted call has been



-- released after the active phase.


nature-Of-The-intercepted-call

[12] ENUMERATED 


{



--Not required for UMTS. May be included for backwards compatibility to GSM



--Nature of the intercepted "call":



gSM-ISDN-PSTN-circuit-call(0),




-- the possible UUS content is sent through the HI2 or HI3 "data" interface




-- the possible call content call is established through the HI3 „circuit„ interface



gSM-SMS-Message(1),




-- the SMS content is sent through the HI2 or HI3 "data" interface



uUS4-Messages(2),




-- the UUS content is sent through the HI2 or HI3 "data" interface



tETRA-circuit-call(3),




-- the possible call content call is established through the HI3 "circuit" interface




-- the possible data are sent through the HI3 "data" interface



teTRA-Packet-Data(4),




-- the data are sent through the HI3 "data" interface



gPRS-Packet-Data(5),




-- the data are sent through the HI3 "data" interface



...


} OPTIONAL,


serviceCenterAddress



[13] PartyInformation OPTIONAL,



-- e.g. in case of SMS message this parameter provides the address of  the relevant 



-- server within the calling (if server is originating) or called 



-- (if server is terminating) party address parameters


sMS








[14] SMS-report OPTIONAL,



-- this parameter provides the SMS content and associated information


cC-Link-Identifier




[15] CC-Link-Identifier OPTIONAL,



-- Depending on a network option, this parameter may be used to identify a CC link



-- in case of multiparty calls.


national-Parameters




[16] National-Parameters OPTIONAL,


...,


umts-Cs-Event





[33] Umts-Cs-Event OPTIONAL,


-- Care should be taken to ensure additional parameter numbering does not conflict with


-- ETSI TS 101 671 or Annex B.3 of this document (PS HI2).


national-HI2-ASN1parameters


[255]
National-HI2-ASN1parameters
OPTIONAL

}

Umts-Cs-Event ::= ENUMERATED

{


call-establishment



(1),


answer






(2),


supplementary-Service


(3),


handover





(4),


release






(5),


sMS







(6),


location-update




(7),


subscriber-Controlled-Input 
(8),


...

}

END –- OF UmtsCS-HI2Operations

*** CHANGE #17 ***

B.9
Intercept related information (HI2 SAE/EPS and IMS)

Declaration of ROSE operation umts-sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data UmtsIRIsContent must be considered.

ASN1 description of IRI (HI2 interface)

EpsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2eps(8) r12(12) version-4(4)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS 



OPERATION, 



ERROR 




FROM Remote-Operations-Information-Objects 




{joint-iso-itu-t(2) remote-operations(4) informationObjects(5) version1(0)}



LawfulInterceptionIdentifier,



TimeStamp,



Network-Identifier,



National-Parameters,



National-HI2-ASN1parameters,



DataNodeAddress,



IPAddress,



IP-value,



X25Address




FROM HI2Operations




{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)

 



  lawfulIntercept(2) hi2(1) version10(10)}; -- Imported from TS 101 671v3.3.1

-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2epsDomainId OBJECT IDENTIFIER
::= {threeGPPSUBDomainId hi2eps(8) r12(12) version-4(4)}

eps-sending-of-IRI  OPERATION ::= 

{


ARGUMENT
EpsIRIsContent


ERRORS

{ OperationErrors }


CODE

global:{threeGPPSUBDomainId hi2eps(8) opcode(1)}

}

-- Class 2 operation . The timer shall be set to a value between 3 s and 240 s. 

-- The timer.default value is 60s.

-- NOTE:
The same note as for HI management operation applies.

EpsIRIsContent

::= CHOICE

{


epsiRIContent


EpsIRIContent,


epsIRISequence


EpsIRISequence

}

EpsIRISequence

::= SEQUENCE OF EpsIRIContent

-- Aggregation of EpsIRIContent is an optional feature.

-- It may be applied in cases when at a given point in time

-- several IRI records are available for delivery to the same LEA destination.

-- As a general rule, records created at any event shall be sent

-- immediately and not withheld in the DF or MF in order to

-- apply aggragation.

-- When aggregation is not to be applied,  

-- EpsIRIContent needs to be chosen. 

-- EpsIRIContent includes events that correspond to EPS and UMTS/GPRS.  

EpsIRIContent

::= CHOICE 

{


iRI-Begin-record

[1] IRI-Parameters,
-- include at least one optional parameter 


iRI-End-record


[2] IRI-Parameters,


iRI-Continue-record

[3] IRI-Parameters,
-- include at least one optional parameter 


iRI-Report-record

[4] IRI-Parameters
-- include at least one optional parameter 

}

-- the EpsIRIContent may provide events that correspond to UMTS/GPRS as well.

unknown-version 

ERROR ::= { CODE local:0}

missing-parameter

ERROR ::= { CODE local:1}

unknown-parameter-value
ERROR ::= { CODE local:2}

unknown-parameter

ERROR ::= { CODE local:3}

OperationErrors ERROR ::= 

{ 


unknown-version | 


missing-parameter | 


unknown-parameter-value | 


unknown-parameter 

}

-- This values may be sent by the LEMF, when an operation or a parameter is misunderstood.

-- Parameters having the same tag numbers must be identical in Rel-5 and onwards modules.

IRI-Parameters

::= SEQUENCE 

{


hi2epsDomainId



[0]
OBJECT IDENTIFIER,  -- 3GPP HI2 EPS domain


lawfulInterceptionIdentifier
[1] LawfulInterceptionIdentifier,



-- This identifier is associated to the target.


timeStamp



[3] TimeStamp, 



-- date and time of the event triggering the report.) 


initiator 



[4] ENUMERATED 


{



not-Available

(0),



originating-Target
(1),




-- in case of GPRS, this indicates that the PDP context activation, modification 




-- or deactivation is MS requested




-- in case of EPS, this indicated that the EPS detach, bearer activation, modification 




-- or deactivation is UE requested



terminating-Target
(2),




-- in case of GPRS, this indicates that the PDP context activation, modification or




-- deactivation is network initiated




-- in case of EPS, this indicated that the EPS detach, bearer activation, modification




-- or deactivation is network initiated


...


} OPTIONAL,


locationOfTheTarget

[8] Location OPTIONAL,



-- location of the target 

partyInformation 

[9] SET SIZE (1..10) OF PartyInformation OPTIONAL, 



-- This parameter provides the concerned party, the identiy(ies) of the party



--)and all the information provided by the party. 


serviceCenterAddress
[13] PartyInformation OPTIONAL,



-- e.g. in case of SMS message this parameter provides the address of  the relevant 



-- server within the calling (if server is originating) or called (if server is



-- terminating) party address parameters


sMS





[14] SMS-report OPTIONAL,



-- this parameter provides the SMS content and associated information


national-Parameters

[16] National-Parameters OPTIONAL,


ePSCorrelationNumber
[18] EPSCorrelationNumber OPTIONAL, 

-- this parameter provides GPRS Correlation number when the event corresponds to UMTS/GPRS.


ePSevent 



[20] EPSEvent OPTIONAL,



-- This information is used to provide particular action of the target



-- such as attach/detach


sgsnAddress 


[21] DataNodeAddress OPTIONAL,


gPRSOperationErrorCode 
[22] GPRSOperationErrorCode OPTIONAL,


ggsnAddress 


[24] DataNodeAddress OPTIONAL,


qOS





[25] UmtsQos OPTIONAL,


networkIdentifier

[26] Network-Identifier OPTIONAL,


sMSOriginatingAddress 
[27] DataNodeAddress OPTIONAL,


sMSTerminatingAddress 
[28] DataNodeAddress OPTIONAL,


iMSevent



[29] IMSevent OPTIONAL,


sIPMessage



[30] OCTET STRING  OPTIONAL,


servingSGSN-number

[31] OCTET STRING (SIZE (1..20))
OPTIONAL,


servingSGSN-address

[32] OCTET STRING (SIZE (5..17)) 
OPTIONAL,









-- Octets are coded according to 3GPP TS 23.003 [25]


..., 

 


-- Tag


[33] was taken into use by ETSI module in TS 101 671v2.13.1


ldiEvent
 


[34] LDIevent OPTIONAL,


correlation 


[35] CorrelationValues OPTIONAL,

    ePS-GTPV2-specificParameters   [36] EPS-GTPV2-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of GTPV2 based intercepted messages

    ePS-PMIP-specificParameters    [37] EPS-PMIP-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of PMIP based intercepted messages

    ePS-DSMIP-SpecificParameters   [38] EPS-DSMIP-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of DSMIP based intercepted messages

    ePS-MIP-SpecificParameters     [39] EPS-MIP-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of MIP based intercepted messages

    servingNodeAddress             [40] OCTET STRING               OPTIONAL,

         -- this parameter is kept for backward compatibility only and should not be used

         -- as it has been superseeded by parameter visitedNetworkId

    visitedNetworkId               [41] UTF8String                 OPTIONAL,

         -- contains the visited network identifier inside the EPS Serving System Update for

         -- non 3GPP access, coded according to [53]


mediaDecryption-info
       [42] MediaDecryption-info OPTIONAL, 


servingS4-SGSN-address
       [43] OCTET STRING OPTIONAL,


-- Diameter Origin-Host and Origin-Realm of the S4-SGSN based on the TS 29.272 [59]. 


-- Only the data fields from the Diameter AVPs are provided concatenated 


-- with a semicolon to populate this field. 

    sipMessageHeaderOffer   [44] OCTET STRING OPTIONAL,

    sipMessageHeaderAnswer  [45] OCTET STRING OPTIONAL,

    sdpOffer                [46] OCTET STRING OPTIONAL,

    sdpAnswer               [47] OCTET STRING OPTIONAL, 

    uLITimestamp            [48] OCTET STRING (SIZE (8)) OPTIONAL,

    -- Coded according to 3GPP TS 29.060 [17]; Only the ULI Timestamp value is reported. 


packetDataHeaderInformation

   [49] PacketDataHeaderInformation
OPTIONAL, 

    mediaSecFailureIndication         [50] MediaSecFailureIndication OPTIONAL,

national-HI2-ASN1parameters
[255]
National-HI2-ASN1parameters
OPTIONAL

}

-- Parameters having the same tag numbers must be identical in Rel-5 and onwards modules

-- PARAMETERS FORMATS

PartyInformation 


::= SEQUENCE 

{


party-Qualifier 
[0]  ENUMERATED 


{



gPRSorEPS-Target(3),



...


},


partyIdentity 

[1] SEQUENCE 


{



imei




[1] OCTET STRING (SIZE (8)) OPTIONAL,




-- See MAP format [4]



imsi




[3] OCTET STRING (SIZE (3..8)) OPTIONAL,




-- See MAP format [4] International Mobile 




-- Station Identity E.212 number beginning with Mobile Country Code



msISDN




[6] OCTET STRING (SIZE (1..9)) OPTIONAL,




-- MSISDN of the target, encoded in the same format as the AddressString




-- parameters defined in MAP format document TS 29.002 [4]



e164-Format



[7] OCTET STRING    (SIZE (1 .. 25)) OPTIONAL,




-- E164 address of the node in international format. Coded in the same format as 




-- the calling party number  parameter of the ISUP (parameter part:[29])



sip-uri




[8] OCTET STRING 
OPTIONAL,




-- See [26]



...,



tel-uri




[9] OCTET STRING 
OPTIONAL,




-- See [67]

        nai                    [10] OCTET STRING    OPTIONAL

            -- NAI of the target, encoded in the same format as defined by [EPS stage 3 specs]


},


services-Data-Information 
[4] Services-Data-Information OPTIONAL,



-- This parameter is used to transmit all the information concerning the



-- complementary information associated to the basic data call


...

}

Location
::= SEQUENCE 

{


e164-Number         [1] OCTET STRING (SIZE (1..25)) OPTIONAL,
        -- Coded in the same format as the ISUP location number (parameter
        -- field) of the ISUP (see EN 300 356 [30]).    

globalCellID

[2] GlobalCellID
OPTIONAL,



--see MAP format (see [4])



rAI




[4] Rai

OPTIONAL,



-- the Routeing Area Identifier in the current  SGSN is coded in accordance with the 



-- § 10.5.5.15 of document [9] without the Routing Area Identification IEI  



-- (only the last 6 octets are used)


gsmLocation


[5] GSMLocation OPTIONAL,

 
umtsLocation

[6] UMTSLocation OPTIONAL,


sAI




[7] Sai
OPTIONAL,



-- format:
PLMN-ID
3 octets (no. 1 – 3)



--


LAC

2 octets (no. 4 – 5)



--


SAC

2 octets (no. 6 – 7)



--


(according to 3GPP TS 25.413 [62])


...,


oldRAI



[8] Rai

OPTIONAL



-- the Routeing Area Identifier in the old SGSN is coded in accordance with the 



-- § 10.5.5.15 of document [9] without the Routing Area Identification IEI 



-- (only the last 6 octets are used).
}

GlobalCellID
::= OCTET STRING  (SIZE (5..7))
Rai



::= OCTET STRING (SIZE (6))
Sai



::=
OCTET STRING (SIZE (7))

GSMLocation 
::= CHOICE 

{


geoCoordinates 
[1] SEQUENCE



{



latitude

[1]
PrintableString (SIZE(7..10)),








-- format : 
XDDMMSS.SS



longitude

[2]
PrintableString (SIZE(8..11)),








-- format : 
XDDDMMSS.SS



mapDatum

[3]
MapDatum DEFAULT wGS84,



...,



azimuth


[4] INTEGER (0..359) OPTIONAL




-- The azimuth is the bearing, relative to true north.


},



-- format : 
XDDDMMSS.SS



-- 



X 


: N(orth), S(outh), E(ast), W(est)



--



DD or DDD 
: degrees (numeric characters)



--



MM


: minutes (numeric characters)



--



SS.SS 

: seconds, the second part (.SS) is optionnal



-- Example :



--


latitude short form

N502312



--


longitude long form

E1122312.18


utmCoordinates
[2] SEQUENCE



{



utm-East 

[1] PrintableString (SIZE(10)),





utm-North 

[2] PrintableString (SIZE(7)),





-- example
utm-East
32U0439955




--


utm-North
5540736



mapDatum

[3]
MapDatum DEFAULT wGS84,



...,



azimuth


[4] INTEGER (0..359) OPTIONAL




-- The azimuth is the bearing, relative to true north.

 
},


utmRefCoordinates  
[3] SEQUENCE 


{



utmref-string

PrintableString (SIZE(13)),



mapDatum


MapDatum DEFAULT wGS84,



...


},



-- example
32UPU91294045




wGS84Coordinates  
[4] OCTET STRING



-- format is as defined in [37].

}

MapDatum ::= ENUMERATED

{



wGS84,


wGS72,


eD50, 
-- European Datum 50


...

}

UMTSLocation ::= CHOICE {


point




[1]
GA-Point,


pointWithUnCertainty
[2]
GA-PointWithUnCertainty,


polygon




[3]
GA-Polygon

}

GeographicalCoordinates ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude



INTEGER (0..8388607),


longitude



INTEGER (-8388608..8388607),


...

}

GA-Point ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


...

}

GA-PointWithUnCertainty ::=SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


uncertaintyCode



INTEGER (0..127)

}

maxNrOfPoints





INTEGER ::= 15
GA-Polygon ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



geographicalCoordinates

GeographicalCoordinates,



...


}

SMS-report

::= SEQUENCE 

{


sMS-Contents
[3] SEQUENCE


{



sms-initiator

[1] ENUMERATED 
-- party which sent the  SMS



{




target


(0),




server


(1), 




undefined-party
(2),




...



},



transfer-status

[2] ENUMERATED 



{




succeed-transfer
(0), 

-- the transfer of the SMS message succeeds




not-succeed-transfer(1), 




undefined


(2),




... 



} OPTIONAL,



other-message

[3] ENUMERATED 
-- in case of terminating call, indicates if












-- the server will send other SMS



{




yes


(0),




no


(1), 




undefined
(2),




... 



} OPTIONAL,



content



[4] OCTET STRING (SIZE (1 .. 270)) OPTIONAL,










-- Encoded in the format defined for the SMS mobile 



... 


}


}

EPSCorrelationNumber ::= OCTET STRING 

       -- In case of PS interception, the size will be in the range (8..20)

CorrelationValues ::= CHOICE {



iri-to-CC 
[0]

IRI-to-CC-Correlation, -- correlates IRI to Content(s)



iri-to-iri
[1]

IRI-to-IRI-Correlation, -- correlates IRI to IRI 



both-IRI-CC
[2]

SEQUENCE { -- correlates IRI to IRI and IRI to Content(s)









iri-CC
[0]
IRI-to-CC-Correlation,









iri-IRI
[1]
IRI-to-IRI-Correlation}

}

 

 

IRI-to-CC-Correlation ::= SEQUENCE { -- correlates IRI to Content




cc 

[0] SET OF 
OCTET STRING,-- correlates IRI to multiple CCs




iri 
[1] 

OCTET STRING OPTIONAL 










-- correlates IRI to CC with signaling

}

IRI-to-IRI-Correlation ::= OCTET STRING -- correlates IRI to IRI

EPSEvent ::= ENUMERATED 

{


pDPContextActivation 




(1),


startOfInterceptionWithPDPContextActive
(2),


pDPContextDeactivation




(4),


gPRSAttach 







(5),


gPRSDetach 







(6),


locationInfoUpdate 





(10),


sMS 








(11),


pDPContextModification




(13),


servingSystem






(14),


... ,


startOfInterceptionWithMSAttached

(15),

    e-UTRANAttach






(16),

    e-UTRANDetach                           (17),

    bearerActivation                        (18),

    startOfInterceptionWithActiveBearer     (19),

    bearerModification                      (20),

    bearerDeactivation                      (21),

    uERequestedBearerResourceModification   (22),

    uERequestedPDNConnectivity              (23),

    uERequestedPDNDisconnection             (24),

    trackingAreaUpdate                      (25),

    servingEvolvedPacketSystem              (26),

    pMIPAttachTunnelActivation              (27),

    pMIPDetachTunnelDeactivation            (28),

    startOfInterceptWithActivePMIPTunnel    (29),

    pMIPPdnGwInitiatedPdnDisconnection      (30),

    mIPRegistrationTunnelActivation         (31),

    mIPDeregistrationTunnelDeactivation     (32),

    startOfInterceptWithActiveMIPTunnel     (33),

    dSMIPRegistrationTunnelActivation       (34),

    dSMIPDeregistrationTunnelDeactivation   (35),

    startOfInterceptWithActiveDsmipTunnel   (36),

    dSMipHaSwitch                           (37),

    pMIPResourceAllocationDeactivation      (38),

    mIPResourceAllocationDeactivation       (39),

    pMIPsessionModification                 (40),

    startOfInterceptWithEUTRANAttachedUE    (41),

    dSMIPSessionModification                (42) ,


packetDataHeaderInformation



(43)

}

-- see [19]

IMSevent ::= ENUMERATED 

{


unfilteredSIPmessage (1),



-- This value indicates to LEMF that the whole SIP message is sent.


...,


sIPheaderOnly (2),



-- If warrant requires only IRI then specific content in a 'sIPMessage'



-- (e.g. 'Message', etc.) has been deleted before sending it to LEMF.

    decryptionKeysAvailable (3) ,



-- This value indicates to LEMF that the IRI carries CC decryption keys for the session

        -- under interception. 

    startOfInterceptionForIMSEstablishedSession  (4)

        -- This value indicates to LEMF that the IRI carries information related to

        -- interception started on an already established IMS session.

}

Services-Data-Information ::= SEQUENCE

{


gPRS-parameters [1] GPRS-parameters OPTIONAL,


...

}

GPRS-parameters ::= SEQUENCE 

{


pDP-address-allocated-to-the-target 
[1] DataNodeAddress OPTIONAL,


aPN 




[2] OCTET STRING (SIZE(1..100)) OPTIONAL,


pDP-type 



[3] OCTET STRING (SIZE(2)) OPTIONAL, 

   -- Include either Octets 3 and 4 of the Packet Data Protocol Address information element

    -- of 3GPP TS 24.008 [9] or Octets 4 and 5 of the End User Address IE of 3GPP TS 29.060 [17].


-- when PDP-type is IPv4 or IPv6, the IP address is carried by parameter


-- pDP-address-allocated-to-the-target


-- when PDP-type is IPv4v6, the additional IP address is carried by parameter


-- additionalIPaddress


...,


nSAPI




[4] OCTET STRING (SIZE (1)) OPTIONAL,

    -- Include either Octet 2 of the NSAPI IE of 3GPP TS 24.008 [9] 

    -- or Octet 2 of the NSAPI IE of 3GPP TS 29.060 [17].


additionalIPaddress

[5] DataNodeAddress OPTIONAL

}

GPRSOperationErrorCode ::= OCTET STRING

-- The parameter shall carry the GMM cause value or the SM cause value, as defined in the

-- standard [9], without the IEI.

LDIevent ::= ENUMERATED 

{


targetEntersIA 


(1),


targetLeavesIA


(2),


...

}

UmtsQos ::= CHOICE

{


qosMobileRadio [1] OCTET STRING,



-- The qosMobileRadio parameter shall be coded in accordance with the § 10.5.6.5 of



-- document [9] without the Quality of service IEI and Length of 



-- quality of service IE (. That is, first 



-- two octets carrying 'Quality of service IEI' and 'Length of quality of service

 

-- IE' shall be excluded). 


qosGn [2] OCTET STRING



-- qosGn parameter shall be coded in accordance with § 7.7.34 of document [17]

} 

EPS-GTPV2-SpecificParameters ::= SEQUENCE

{

    pDNAddressAllocation                 [1]   OCTET STRING                       OPTIONAL,

    aPN                                  [2]   OCTET STRING (SIZE (1..100))       OPTIONAL,

    protConfigOptions                    [3]   ProtConfigOptions                  OPTIONAL,

    attachType                           [4]   OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47]

    ePSBearerIdentity                    [5]   OCTET STRING                       OPTIONAL,

    detachType                           [6]   OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47], includes switch off indicator

    rATType                              [7]   OCTET STRING (SIZE (1))            OPTIONAL,

    failedBearerActivationReason         [8]   OCTET STRING (SIZE (1))            OPTIONAL,

    ePSBearerQoS                         [9]   OCTET STRING                       OPTIONAL,

    bearerActivationType                 [10]  TypeOfBearer                       OPTIONAL,

    aPN-AMBR                             [11]  OCTET STRING                       OPTIONAL,

    -- Only octets 5 onwards of AMBR IE from 3GPP TS 29.274 [46] shall be included.

    procedureTransactionId               [12]  OCTET STRING                       OPTIONAL,

    linkedEPSBearerId                    [13]  OCTET STRING                       OPTIONAL,

    --The Linked EPS Bearer Identity shall be included and coded according to 3GPP TS 29.274 [46].
    tFT                                  [14]  OCTET STRING                       OPTIONAL,

    -- Only octets 3 onwards of TFT IE from 3GPP TS 24.008 [9] shall be included.

    handoverIndication                   [15]  NULL                               OPTIONAL,

    failedBearerModReason                [16]  OCTET STRING (SIZE (1))            OPTIONAL,

    trafficAggregateDescription          [17]  OCTET STRING                       OPTIONAL,

    failedTAUReason                      [18]  OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47]

    failedEUTRANAttachReason             [19]  OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47]      

    servingMMEaddress                    [20]  OCTET STRING                       OPTIONAL,


-- Contains the data fields from the Diameter Origin-Host and Origin-Realm AVPs


-- as received in the HSS from the MME according to the TS 29.272 [59].


-- Only the data fields from the Diameter AVPs are provided concatenated 


-- with a semicolon to populate this field.

    bearerDeactivationType               [21]  TypeOfBearer                       OPTIONAL,

    bearerDeactivationCause              [22]  OCTET STRING (SIZE (1))            OPTIONAL,
    ePSlocationOfTheTarget               [23]  EPSLocation                        OPTIONAL,
      -- the use of ePSLocationOfTheTarget is mutually exclusive with the use of locationOfTheTarget

      -- ePSlocationOfTheTarget allows using the coding of the paramater according to SAE stage 3.

    ...,


pDNType                              [24]   OCTET STRING (SIZE (1))           OPTIONAL,

    -- coded according to TS 24.301 [47]


    requestType                          [25]  OCTET STRING (SIZE (1))            OPTIONAL,

      -- coded according to TS 24.301 [47]

    uEReqPDNConnFailReason               [26]  OCTET STRING (SIZE (1))            OPTIONAL,

      -- coded according to TS 24.301 [47] 


extendedHandoverIndication


 [27]  OCTET STRING (SIZE (1)) 


  OPTIONAL,


-- This parameter with value 1 indicates handover based on the flags in the TS 29.274 [46].


-- Otherwise set to the value 0. 


-- The use of extendedHandoverIndication and handoverIndication parameters is 


-- mutually exclusive and depends on the actual ASN.1 encoding method. 

    uLITimestamp                         [28]  OCTET STRING (SIZE (8))            OPTIONAL


    }  

   -- All the parameters within EPS-GTPV2-SpecificParameters are coded as the corresponding IEs 

   -- without the octets containing type and length. Unless differently stated, they are coded

   -- according to 3GPP TS 29.274 [46]; in this case the octet containing the instance

   -- shall also be not included.

TypeOfBearer ::= ENUMERATED

{

    defaultBearer          (1),
    dedicatedBearer        (2),

    ...

}



EPSLocation
::= SEQUENCE 

{

   

userLocationInfo    [1] OCTET STRING (SIZE (1..39)) OPTIONAL,
        -- coded according to 3GPP TS 29.274 [46]; the type IE is not included 


gsmLocation


[2] GSMLocation OPTIONAL,

 
umtsLocation

[3] UMTSLocation OPTIONAL,


olduserLocationInfo
[4] OCTET STRING (SIZE (1..39))
OPTIONAL,

        -- coded in the same way as userLocationInfo


lastVisitedTAI
    [5] OCTET STRING (SIZE (1..5))
OPTIONAL,

        -- the Tracking Area Identity is coded in accordance with the TAI field in 3GPP TS 29.274
        -- [46].


tAIlist


    [6] OCTET STRING (SIZE (7..97))
OPTIONAL,

       -- the TAI List is coded acording to 3GPP TS 24.301 [47], without the TAI list IEI

    ...,


threeGPP2Bsid


[7] OCTET STRING (SIZE (1..12)) OPTIONAL



-- contains only the payload from the 3GPP2-BSID AVP described in the 3GPP TS 29.212 [56].

}


ProtConfigOptions ::= SEQUENCE

{

    ueToNetwork                           [1]  OCTET STRING (SIZE(1..251))        OPTIONAL,

    -- This shall be coded with octet 3 onwards of the Protocol Configuration Options IE in

    -- accordance with 3GPP TS 24.008 [9].  

 networkToUe                           [2]  OCTET STRING (SIZE(1..251))        OPTIONAL,

    -- This shall be coded with octet 3 onwards of the Protocol Configuration Options IE in

    -- accordance with 3GPP TS 24.008 [9].    

...

}

EPS-PMIP-SpecificParameters ::= SEQUENCE

{

    lifetime                              [1]  INTEGER (0..65535)                 OPTIONAL,

    accessTechnologyType                  [2]  OCTET STRING (SIZE (4))            OPTIONAL,

    aPN                                   [3]  OCTET STRING (SIZE (1..100))       OPTIONAL,

    iPv6HomeNetworkPrefix                 [4]  OCTET STRING (SIZE (20))           OPTIONAL,

    protConfigurationOption               [5]  OCTET STRING                       OPTIONAL,

    handoverIndication                    [6]  OCTET STRING (SIZE (4))            OPTIONAL,

    status                                [7]  INTEGER (0..255)                   OPTIONAL,

    revocationTrigger                     [8]  INTEGER (0..255)                   OPTIONAL, 

    iPv4HomeAddress                       [9]  OCTET STRING (SIZE (4))            OPTIONAL,

    iPv6careOfAddress                     [10] OCTET STRING                       OPTIONAL,

    iPv4careOfAddress                     [11] OCTET STRING                       OPTIONAL,

    ...,

    servingNetwork                        [12] OCTET STRING (SIZE (3))            OPTIONAL,

    dHCPv4AddressAllocationInd            [13] OCTET STRING (SIZE (1))            OPTIONAL,
    ePSlocationOfTheTarget                [14] EPSLocation                        OPTIONAL

    -- parameters coded according to 3GPP TS 29.275 [48] and RFCs specifically


-- referenced in it.

}

EPS-DSMIP-SpecificParameters ::= SEQUENCE

{

    lifetime                              [1]   INTEGER (0..65535)                OPTIONAL,

    requestedIPv6HomePrefix               [2]   OCTET STRING (SIZE (25))          OPTIONAL,

    -- coded according to RFC 5026

    homeAddress                           [3]   OCTET STRING (SIZE (8))           OPTIONAL,

    iPv4careOfAddress                     [4]   OCTET STRING (SIZE (8))           OPTIONAL,

    iPv6careOfAddress                     [5]   OCTET STRING (SIZE(16))           OPTIONAL,

    aPN                                   [6]   OCTET STRING (SIZE (1..100))      OPTIONAL,

    status                                [7]   INTEGER (0..255)                  OPTIONAL,

    hSS-AAA-address                       [8]   OCTET STRING                      OPTIONAL,

    targetPDN-GW-Address                  [9]   OCTET STRING                      OPTIONAL,

    ...

    -- parameters coded according to 3GPP TS 24.303 [49] and RFCs specifically


-- referenced in it.

}

EPS-MIP-SpecificParameters ::= SEQUENCE

{

    lifetime                              [1]   INTEGER (0.. 65535)                  OPTIONAL,

    homeAddress                           [2]   OCTET STRING (SIZE (4))           OPTIONAL,

    careOfAddress                         [3]   OCTET STRING (SIZE (4))           OPTIONAL,

    homeAgentAddress                      [4]   OCTET STRING (SIZE (4))           OPTIONAL,

    code                                  [5]   INTEGER (0..255)                  OPTIONAL,

    foreignDomainAddress                  [7]   OCTET STRING (SIZE (4))           OPTIONAL,

    ...

    -- parameters coded according to 3GPP TS 29.279 [63] and RFCs specifically


-- referenced in it.

}

MediaDecryption-info ::= SEQUENCE OF CCKeyInfo



-- One or more key can be available for decryption, one for each media streams of the
        -- intercepted session.

CCKeyInfo ::= SEQUENCE

{


cCCSID
 [1]
OCTET STRING,




-- the parameter uniquely mapping the key to the encrypted stream. 


cCDecKey [2]
OCTET STRING,


cCSalt   [3]    OCTET STRING OPTIONAL,

        -- The field reports the value from the CS_ID field in the ticket exchange headers as
        -- defined in IETF RFC 6043 [61].

...

}

MediaSecFailureIndication  ::= ENUMERATED

{

    genericFailure  (0),

    ...

}

PacketDataHeaderInformation ::= CHOICE

{


packetDataHeader

[1]
PacketDataHeader,


packetDataHeaderSummary
[2]
PacketDataHeaderSummary,

...

}

PacketDataHeader ::= CHOICE

{


packetDataHeaderMapped
[1]
PacketDataHeaderMapped,


packetDataHeaderCopy
[2]
PacketDataHeaderCopy,

...

}

PacketDataHeaderMapped ::= SEQUENCE OF

{


sourceIPAddress


[1] IPAddress
OPTIONAL,


sourcePortNumber

[2] INTEGER (0..65535) OPTIONAL,



destinationIPAddress
[3] IPAddress
OPTIONAL,


destinationPortNumber
[4] INTEGER (0..65535) OPTIONAL,


transportProtocol

[5] INTEGER  OPTIONAL,


-- For IPv4, report the “Protocol” field and for IPv6 report “Next Header” field.


-- Assigned Internet Protocol Numbers can be found at 


-- http://www.iana.org/assignments/protocol-numbers/protocol-numbers.xml


packetsize



[6] INTEGER OPTIONAL,


flowLabel



[7] INTEGER OPTIONAL,


packetCount



[8] INTEGER OPTIONAL,


direction



[9] TPDU-direction,

...

} 

TPDU-direction ::= ENUMERATED

{


from-target 
(1),


to-target 

(2),


unknown 

(3)

}

PacketDataHeaderCopy ::= SEQUENCE OF

{


direction



[1] TPDU-direction,


headerCopy



[2] OCTET STRING,
-- includes a copy of the packet header at the IP 





-- network layer and above including extension headers, but excluding contents.

...

} 

PacketDataSummary ::= SEQUENCE OF PacketFlowSummary

PacketFlowSummary ::= SEQUENCE

{


sourceIPAddress


[1] IPAddress,


sourcePortNumber

[2] INTEGER (0..65535) OPTIONAL,



destinationIPAddress
[3] IPAddress,


destinationPortNumber
[4] INTEGER (0..65535) OPTIONAL,


transportProtocol

[5] INTEGER,


-- For IPv4, report the “Protocol” field and for IPv6 report “Next Header” field.


-- Assigned Internet Protocol Numbers can be found at 


-- http://www.iana.org/assignments/protocol-numbers/protocol-numbers.xml


flowLabel



[6] INTEGER OPTIONAL,


summaryPeriod


[7] ReportInteval,


packetCount



[8] INTEGER,


sumOfPacketSizes

[9] INTEGER,


packetDataSummaryReason
[10] ReportReason,

...

} 

ReportReason ::= ENUMERATED

{


timerExpired


[0],



countThresholdHit

[1],


pDPComtextDeactivated   [2],


pDPContextModification
[3],


other or unknown

[4],


...

} 

ReportInterval ::= SEQUENCE

{


firstPacketTimeStamp
[0] TimeStamp,


lastPacketTimeStamp

[1] TimeStamp,


...

} 

END -- OF EpsHI2Operations
*** END OF CHANGES ***

