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Annex F:
Status of all 3GPP CRs after TSG SA #64 Meeting (including GERAN #62)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-140200
	21.101
	0074
	-
	10.3.0
	Rel‑10
	Update to list of specs
	approved
	F
	10.4.0
	TEI10
	SP

	SP-140200
	21.101
	0075
	-
	11.0.0
	Rel‑11
	Update to list of specs
	approved
	F
	11.1.0
	TEI11
	SP

	SP-140200
	21.201
	0014
	-
	10.3.0
	Rel‑10
	Update to list of specs
	approved
	F
	10.4.0
	TEI10
	SP

	SP-140200
	21.201
	0015
	-
	11.0.0
	Rel‑11
	Update to list of specs
	approved
	F
	11.1.0
	TEI11
	SP

	SP-140201
	21.801
	0038
	-
	12.0.0
	Rel‑12
	Underlining
	approved
	F
	12.1.0
	TEI12
	SP

	SP-140233
	22.011
	0203
	2
	12.1.0
	Rel‑13
	Access control mechanism for operator-identified applications
	approved
	B
	13.0.0
	ACDC
	S1

	SP-140222
	22.173
	0094
	-
	8.9.0
	Rel‑8
	Removal of CDIVN service
	approved
	F
	8.10.0
	TISMMTEL-R8
	S1

	SP-140222
	22.173
	0095
	-
	9.6.0
	Rel‑9
	Removal of CDIVN service
	approved
	A
	9.7.0
	TISMMTEL-R8
	S1

	SP-140222
	22.173
	0096
	-
	10.5.0
	Rel‑10
	Removal of CDIVN service
	approved
	A
	10.6.0
	TISMMTEL-R8
	S1

	SP-140222
	22.173
	0097
	-
	11.5.0
	Rel‑11
	Removal of CDIVN service
	approved
	A
	11.6.0
	TISMMTEL-R8
	S1

	SP-140222
	22.173
	0098
	-
	12.5.0
	Rel‑12
	Removal of CDIVN service
	approved
	A
	12.6.0
	TISMMTEL-R8
	S1

	SP-140230
	22.228
	0197
	2
	12.6.0
	Rel‑13
	Use case for end to end WebRTC bearer support over IMS
	approved
	B
	13.0.0
	eWebRTCi
	S1

	SP-140230
	22.228
	0198
	2
	12.6.0
	Rel‑13
	Support for end to end WebRTC bearer support over IMS
	approved
	B
	13.0.0
	eWebRTCi
	S1

	SP-140236
	22.228
	0199
	2
	12.6.0
	Rel‑13
	Use of differentiated paging for incoming voice over E-UTRAN services
	approved
	B
	13.0.0
	voE-UTRAN_PPD
	S1

	SP-140223
	22.228
	0200
	1
	12.6.0
	Rel‑12
	Alignment of IMS WebRTC stage 1 with stage 2
	approved
	F
	12.7.0
	IMS_WebRTC
	S1

	SP-140223
	22.228
	0201
	1
	12.6.0
	Rel‑12
	Alignment of IMS WebRTC stage 1 Authentication with stage 2
	approved
	F
	12.7.0
	IMS_WebRTC
	S1

	SP-140225
	22.228
	0203
	2-
	12.6.0
	Rel‑12
	Clarification on the use of codecs by the WebRTC IMS client
	approved
	F
	12.7.0
	IMS_WebRTC
	S1

	SP-140236
	22.278
	0201
	2
	12.4.0
	Rel‑13
	Differential paging for voice over E-UTRAN vs. other services using the IMS signalling bearer
	approved
	B
	13.0.0
	voE-UTRAN_PPD
	S1

	SP-140231
	22.278
	0202
	1
	12.4.0
	Rel‑13
	Definitions and abbreviations for Isolated E-UTRAN operation
	noted
	B
	
	IOPS
	S1

	SP-140231
	22.278
	0203
	1
	12.4.0
	Rel‑13
	Service description for Isolated E-UTRAN operation
	noted
	B
	
	IOPS
	S1

	SP-140231
	22.278
	0204
	2
	12.4.0
	Rel‑13
	General operation, subscriber and service management for Isolated E-UTRAN
	noted
	B
	
	IOPS
	S1

	SP-140231
	22.278
	0205
	1
	12.4.0
	Rel‑13
	Initiation of Isolated E-UTRAN operation
	noted
	B
	
	IOPS
	S1

	SP-140231
	22.278
	0206
	2
	12.4.0
	Rel‑13
	Ongoing Isolated E-UTRAN operation
	noted
	B
	
	IOPS
	S1

	SP-140224
	22.368
	0153
	1
	12.3.0
	Rel‑12
	End of Release 12 alignment of M2M service requirements
	approved
	F
	12.4.0
	MTCe-SRM
	S1

	SP-140244
	22.852
	0001
	1
	12.0.0
	Rel‑13
	Update to Clause 1 (Scope)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0002
	1
	12.0.0
	Rel‑13
	Update to Clause 3 (Definitions, Symbols & Abbreviations)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0003
	1
	12.0.0
	Rel‑13
	Update to Clause 4.1.2 (What Constitutes a Shared RAN)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0004
	1
	12.0.0
	Rel‑13
	Update to Clause 4.2 (Scenario and use case 1, RAN Sharing Monitoring)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0005
	1
	12.0.0
	Rel‑13
	Update to Clause 4.6 (Scenario and use case 5.a, Asymmetric RAN Resource Allocation)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0006
	1
	12.0.0
	Rel‑13
	Update to Clause 4.9 (Scenario and use case 7, On-demand Automated Capacity Brokering)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0007
	1
	12.0.0
	Rel‑13
	Update to Clause 4.14 (Scenario and use case 12, PLMN selection enhancements towards a shared RAN)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0008
	2
	12.0.0
	Rel‑13
	Add new Clause 4.16 (Scenario and use case 14, Common Network Shared by Multiple Operators)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0009
	2
	12.0.0
	Rel‑13
	Add new Clause 4.17 (Scenario and use case 15, Interworking between shared RATs)
	postponed
	B
	
	FS_GUSH
	S1

	SP-140244
	22.852
	0010
	1
	12.0.0
	Rel‑13
	Update to Clause 5 (Considerations)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0011
	2
	12.0.0
	Rel‑13
	Update to Clause 6 (Potential Requirements)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140244
	22.852
	0012
	2
	12.0.0
	Rel‑13
	Update to Clause 7 (Conclusion and recommendations)
	approved
	B
	13.0.0
	FS_GUSH
	S1

	SP-140259
	23.002
	0273
	2
	12.4.0
	Rel‑12
	adding MB2 to TS 23.002 due to GCSE_LTE feature.
	approved
	B
	12.5.0
	GCSE_LTE
	S2

	SP-140251
	23.002
	0274
	1
	10.5.0
	Rel‑10
	Introduce missing ATGW into architecture
	approved
	F
	10.6.0
	TEI10
	S2

	CP-140254
	23.003
	0381
	4
	12.2.0
	Rel‑12
	Addition of ProSe Application ID format
	approved
	B
	12.3.0
	ProSe-CT
	C4

	CP-140254
	23.003
	0382
	6
	12.2.0
	Rel‑12
	Addition of ProSe Application Code format
	approved
	B
	12.3.0
	ProSe-CT
	C4

	CP-140267
	23.003
	0383
	1
	12.2.0
	Rel‑12
	Correct definition of Decorated NAI for Evolved Packet Core (EPC)
	approved
	F
	12.3.0
	WLAN_NS-CT
	C4

	CP-140267
	23.003
	0384
	1
	12.2.0
	Rel‑12
	Definition of Alternative NAI for Evolved Packet Core (EPC)
	approved
	B
	12.3.0
	WLAN_NS-CT
	C4

	CP-140262
	23.003
	0386
	4
	12.2.0
	Rel‑12
	Conference Factory URI for IMS
	revised
	F
	
	TEI12
	C4

	CP-140445
	23.003
	0386
	6
	12.2.0
	Rel‑12
	Conference Factory URI for IMS
	approved
	B
	12.3.0
	TEI12
	C4

	CP-140437
	23.007
	0274
	3
	12.4.0
	Rel‑12
	Sm path failure recovery
	approved
	B
	12.5.0
	eMBMS_Rest
	C4

	CP-140244
	23.007
	0274
	3
	12.4.0
	Rel‑12
	Sm path failure recovery
	reissued
	B
	
	eMBMS_Rest
	C4

	CP-140244
	23.007
	0283
	1
	12.4.0
	Rel‑12
	SGmb path failure recovery
	reissued
	B
	
	eMBMS_Rest
	C4

	CP-140259
	23.007
	0284
	1
	12.4.0
	Rel‑12
	Handling of E-RAB Release due to GTPU error indication for default bearer at MME
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140255
	23.007
	0285
	-
	12.4.0
	Rel‑12
	PWS Restart Indication parameters
	approved
	F
	12.5.0
	REP_WMD
	C4

	CP-140255
	23.007
	0286
	2
	12.4.0
	Rel‑12
	HeNB ID verification in the PWS Restart Indication message
	approved
	B
	12.5.0
	REP_WMD
	C4

	CP-140255
	23.007
	0287
	2
	12.4.0
	Rel‑12
	Routing of PWS messages to HeNBs
	approved
	B
	12.5.0
	REP_WMD
	C4

	CP-140437
	23.007
	0288
	1
	12.4.0
	Rel‑12
	M1 and/or M3/Iu resources modification during MBMS session re-establishment
	approved
	B
	12.5.0
	eMBMS_Rest
	C4

	CP-140244
	23.007
	0288
	1
	12.4.0
	Rel‑12
	MBMS session re-establishment with modified M1 IP multicast addresses
	reissued
	B
	
	eMBMS_Rest
	C4

	CP-140437
	23.007
	0289
	-
	12.4.0
	Rel‑12
	MCE Failure
	approved
	B
	12.5.0
	eMBMS_Rest
	C4

	CP-140244
	23.007
	0289
	-
	12.4.0
	Rel‑12
	MCE failure
	reissued
	B
	
	eMBMS_Rest
	C4

	CP-140260
	23.007
	0290
	-
	12.4.0
	Rel‑12
	Restoring the (S)Gs associations during tracking/routing area update procedures
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140437
	23.007
	0291
	1
	12.4.0
	Rel‑12
	SGmb path failure
	approved
	B
	12.5.0
	eMBMS_Rest
	C4

	CP-140244
	23.007
	0291
	1
	12.4.0
	Rel‑12
	SGmb path failure
	reissued
	B
	
	eMBMS_Rest
	C4

	CP-140259
	23.007
	0296
	2
	12.4.0
	Rel‑12
	Update SGW behaviours after receiving PMIP error indication
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140246
	23.007
	0298
	2
	12.4.0
	Rel‑12
	SGW restoration when S5 path failure
	approved
	B
	12.5.0
	TEI12
	C4

	CP-140242
	23.008
	0408
	1
	12.2.0
	Rel‑12
	Presence Reporting Area Action
	approved
	B
	12.3.0
	CNO_ULI-CT
	C4

	CP-140237
	23.008
	0409
	1
	11.9.0
	Rel‑11
	CS to PS SRVCC
	approved
	F
	11.10.0
	rSRVCC-CT
	C4

	CP-140237
	23.008
	0410
	1
	12.2.0
	Rel‑12
	CS to PS SRVCC
	approved
	A
	12.3.0
	rSRVCC-CT
	C4

	CP-140238
	23.008
	0411
	1
	11.9.0
	Rel‑11
	IP-SM-GW address handling clarification
	approved
	F
	11.10.0
	TEI11
	C4

	CP-140238
	23.008
	0412
	1
	12.2.0
	Rel‑12
	IP-SM-GW address handling clarification
	approved
	A
	12.3.0
	TEI11
	C4

	CP-140258
	23.008
	0413
	1
	12.2.0
	Rel‑12
	Consistency of ICS Indicator
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140331
	23.041
	0142
	-
	12.5.0
	Rel‑12
	Available-Capacity not implemented
	approved
	C
	12.6.0
	TEI12
	C1

	CP-140327
	23.041
	0143
	1
	12.5.0
	Rel‑12
	Support of category indication for prioritization of emergency alerts
	approved
	F
	12.6.0
	REP_WMD
	C1

	SP-140251
	23.060
	1843
	-
	10.12.0
	Rel‑10
	Correction of IETF reference on prefix delegation
	approved
	F
	10.13.0
	TEI10
	S2

	SP-140251
	23.060
	1844
	-
	11.9.0
	Rel‑11
	Correction of IETF reference on prefix delegation
	approved
	A
	11.10.0
	TEI10
	S2

	SP-140251
	23.060
	1845
	-
	12.4.0
	Rel‑12
	Correction of IETF reference on prefix delegation
	approved
	A
	12.5.0
	TEI10
	S2

	SP-140256
	23.060
	1846
	2
	11.9.0
	Rel‑11
	Corrections to TFT packet filter related descriptions
	approved
	F
	11.10.0
	TEI11, SAES
	S2

	SP-140256
	23.060
	1847
	2
	12.4.0
	Rel‑12
	Corrections to TFT packet filter related descriptions
	approved
	A
	12.5.0
	TEI11, SAES
	S2

	SP-140272
	23.060
	1848
	1
	12.4.0
	Rel‑12
	Correction of possible PGW actions during PDN connection termination
	approved
	F
	12.5.0
	WORM
	S2

	SP-140269
	23.060
	1853
	2
	12.4.0
	Rel‑12
	BCM handling in NW init procedures
	reissued
	F
	
	TEI12
	S2

	SP-140377
	23.060
	1853
	2
	12.4.0
	Rel‑12
	BCM handling in NW init procedures
	approved
	F
	12.5.0
	TEI12
	S2

	SP-140257
	23.060
	1858
	2
	12.4.0
	Rel‑12
	Deferred ULI reporting
	approved
	F
	12.5.0
	CNO_ULI
	S2

	SP-140257
	23.060
	1862
	5
	12.4.0
	Rel‑12
	Clarifying when the PGW can set ULI reporting, CSG reporting and PRA reporting
	approved
	F
	12.5.0
	CNO_ULI, TEI12
	S2

	SP-140257
	23.060
	1863
	1
	12.4.0
	Rel‑12
	Clarifications for presence reporting area based location reporting
	approved
	F
	12.5.0
	CNO_ULI
	S2

	SP-140263
	23.060
	1864
	2
	12.4.0
	Rel‑12
	Clarifications for Power Savings Mode
	approved
	F
	12.5.0
	MTCe-UEPCOP
	S2

	SP-140256
	23.060
	1865
	2
	11.9.0
	Rel‑11
	Clarification on SGSN behaviour on roaming situation
	approved
	F
	11.10.0
	TEI11, SAES
	S2

	SP-140256
	23.060
	1866
	2
	12.4.0
	Rel‑12
	Clarification on SGSN behaviour on roaming situation
	approved
	A
	12.5.0
	TEI11, SAES
	S2

	SP-140270
	23.060
	1867
	2
	12.4.0
	Rel‑12
	Introduction of traffic steering for RAN-based WLAN interworking solution
	approved
	B
	12.5.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140269
	23.060
	1868
	3
	12.4.0
	Rel‑12
	Correction to the SGSN initiated bearer setup during the RAU procedure
	reissued
	F
	
	TEI12, SAES
	S2

	SP-140377
	23.060
	1868
	3
	12.4.0
	Rel‑12
	Correction to the SGSN initiated bearer setup during the RAU procedure
	approved
	F
	12.5.0
	TEI12, SAES
	S2

	SP-140257
	23.060
	1869
	3
	12.4.0
	Rel‑12
	Correction of ULI reporting only when the UE is in 'CONNECTED' state
	approved
	F
	12.5.0
	CNO_ULI
	S2

	CP-140331
	23.122
	0249
	4
	12.4.0
	Rel‑12
	PLMN selection timer for enhanced EMM cause #15
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140323
	23.122
	0253
	1
	12.4.0
	Rel‑12
	Updates due to power saving mode
	approved
	F
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140331
	23.122
	0255
	-
	12.4.0
	Rel‑12
	Clarification regarding cause #25 received by the UE
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140328
	23.122
	0257
	2
	12.4.0
	Rel‑12
	Triggering a CS call from the selected CSG and being redirected to a non-CSG cell
	approved
	F
	12.5.0
	SAES3-CSFB
	C1

	SP-140247
	23.167
	0262
	3
	9.13.0
	Rel‑9
	380 - Emergency call clarification
	approved
	F
	9.14.0
	IMS_EMER_GPRS_EPS
	S2

	SP-140247
	23.167
	0263
	3
	10.10.0
	Rel‑10
	380 - Emergency call clarification
	approved
	A
	10.11.0
	IMS_EMER_GPRS_EPS
	S2

	SP-140247
	23.167
	0264
	3
	11.10.0
	Rel‑11
	380 - Emergency call clarification
	approved
	A
	11.11.0
	IMS_EMER_GPRS_EPS
	S2

	SP-140265
	23.203
	0878
	2
	12.4.0
	Rel‑12
	Corrections to Annex S for the non-seamless WLAN offload scenario
	approved
	F
	12.5.0
	P4C-F
	S2

	SP-140254
	23.203
	0879
	2
	11.13.0
	Rel‑11
	Clarifications for PCC rules with application identifier
	approved
	F
	11.14.0
	SAPP
	S2

	SP-140254
	23.203
	0880
	2
	12.4.0
	Rel‑12
	Clarifications for PCC rules with application identifier
	approved
	A
	12.5.0
	SAPP
	S2

	SP-140257
	23.203
	0882
	2
	12.4.0
	Rel‑12
	Clarifying the support of PRA reporting
	approved
	F
	12.5.0
	CNO_ULI
	S2

	SP-140257
	23.203
	0884
	4
	12.4.0
	Rel‑12
	Correction of ULI reporting only when the UE is in 'CONNECTED' state
	revised
	F
	
	CNO_ULI
	S2

	SP-140354
	23.203
	0884
	5
	12.4.0
	Rel‑12
	Correction of ULI reporting only when the UE is in 'CONNECTED' state
	approved
	F
	12.5.0
	CNO_ULI
	S2

	SP-140273
	23.203
	0885
	5
	12.4.0
	Rel‑13
	PCC Rules sharing resources
	revised
	B
	
	DRuMS
	S2

	SP-140383
	23.203
	0885
	6
	12.4.0
	Rel‑13
	PCC Rules sharing resources
	approved
	B
	13.0.0
	DRuMS
	S2

	SP-140253
	23.203
	0887
	2
	11.13.0
	Rel‑11
	PCRF discovery for the HNB CS Service
	approved
	F
	11.14.0
	BBAI
	S2

	SP-140253
	23.203
	0888
	2
	12.4.0
	Rel‑12
	PCRF discovery for the HNB CS Service
	approved
	A
	12.5.0
	BBAI
	S2

	SP-140265
	23.203
	0889
	2
	12.4.0
	Rel‑12
	IPv6 address in IP-CAN session establishment
	approved
	F
	12.5.0
	P4C-F
	S2

	SP-140255
	23.216
	0324
	-
	11.10.0
	Rel‑11
	Correction on location reporting in emergency 1xSRVCC
	approved
	F
	11.11.0
	TEI11
	S2

	SP-140255
	23.216
	0325
	-
	12.0.0
	Rel‑12
	Correction on location reporting in emergency 1xSRVCC
	approved
	A
	12.1.0
	TEI11
	S2

	SP-140269
	23.221
	0157
	2
	11.2.0
	Rel‑12
	USSD method selection
	reissued
	F
	
	TEI12
	S2

	SP-140377
	23.221
	0157
	2
	11.2.0
	Rel‑12
	USSD method selection
	approved
	F
	12.0.0
	TEI12
	S2

	SP-140251
	23.221
	0158
	3
	10.2.0
	Rel‑10
	Keeping ongoing IMS voice calls when IMSvoPS indication changes
	approved
	F
	10.3.0
	TEI10
	S2

	SP-140251
	23.221
	0159
	3
	11.2.0
	Rel‑11
	Keeping ongoing IMS voice calls when IMSvoPS indication changes
	approved
	A
	11.3.0
	TEI10
	S2

	SP-140274
	23.221
	0163
	2
	11.2.0
	Rel‑13
	Clarification on roaming subscription corresponding to specific RAT for 23.221
	approved
	B
	13.0.0
	TEI13
	S2

	SP-140261
	23.228
	1065
	1
	12.4.0
	Rel‑12
	Required information to select an appropriate eP-CSCF in WWSF
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1066
	1
	12.4.0
	Rel‑12
	Fix on WWSF's function for WIC registration of web authentication-less users
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1068
	4
	12.4.0
	Rel‑12
	General corrections and removal of wrong statements
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1069
	1
	12.4.0
	Rel‑12
	Removal of optional TLS and SRTP Layers
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1070
	2
	12.4.0
	Rel‑12
	Some security related clarifications and corrections
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1072
	2
	12.4.0
	Rel‑12
	Definition of WebRTC IMS Client
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1075
	2
	12.4.0
	Rel‑12
	Update of WebRTC architecture to align with SA3
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1079
	2
	12.4.0
	Rel‑12
	Re-assignment of user identities by the WWSF
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140261
	23.228
	1081
	2
	12.4.0
	Rel‑12
	Missing procedures for WebRTC IMS Client
	approved
	F
	12.5.0
	IMS_WebRTC
	S2

	SP-140249
	23.237
	0470
	1
	10.11.0
	Rel‑10
	IP-CAN access when an existing IMS voice session
	approved
	F
	10.12.0
	SAES, TEI10
	S2

	SP-140249
	23.237
	0471
	-
	11.9.0
	Rel‑11
	IP-CAN access when an existing IMS voice session
	approved
	A
	11.10.0
	SAES, TEI10
	S2

	SP-140249
	23.237
	0472
	-
	12.6.0
	Rel‑12
	IP-CAN access when an existing IMS voice session
	approved
	A
	12.7.0
	SAES, TEI10
	S2

	SP-140252
	23.237
	0476
	1
	10.11.0
	Rel‑10
	Select held session as the first transferred session for alerting + held session scenario with Mid-call feature
	approved
	F
	10.12.0
	TEI10, aSRVCC
	S2

	SP-140252
	23.237
	0477
	1
	11.9.0
	Rel‑11
	Select held session as the first transferred session for alerting + held session scenario with Mid-call feature
	approved
	A
	11.10.0
	TEI10, aSRVCC
	S2

	SP-140252
	23.237
	0478
	1
	12.6.0
	Rel‑12
	Select held session as the first transferred session for alerting + held session scenario with Mid-call feature
	approved
	A
	12.7.0
	TEI10, aSRVCC
	S2

	SP-140269
	23.246
	0279
	2
	12.1.0
	Rel‑12
	Resource allocation for the MBMS bearer
	reissued
	F
	
	TEI12, MBMS_EPS
	S2

	SP-140377
	23.246
	0279
	2
	12.1.0
	Rel‑12
	Resource allocation for the MBMS bearer
	approved
	F
	12.2.0
	TEI12, MBMS_EPS
	S2

	SP-140260
	23.246
	0281
	1
	12.1.0
	Rel‑12
	Lift restriction GBR=MBR for MBMS when GCSE is used
	revised
	F
	
	GCSE_LTE
	S2

	SP-140369
	23.246
	0281
	2
	12.1.0
	Rel‑12
	Source for MBMS traffic when GCSE is used
	rejected
	F
	
	GCSE_LTE
	S2

	SP-140387
	23.246
	0383
	-
	12.1.0
	Rel‑12
	Source for MBMS traffic when GCSE is used
	approved
	F
	12.2.0
	GCSE_LTE
	S2

	SP-140262
	23.251
	0099
	2
	12.0.0
	Rel‑12
	Master eNB is responsible to select Secondary eNBs compliant to network sharing agreements
	approved
	B
	12.1.0
	LTE_SC_enh_dualC-core
	S2

	SP-140377
	23.251
	0100
	3
	12.0.0
	Rel‑12
	Exchange of PLMN identities in Shared Networks
	approved
	F
	12.1.0
	TEI12, SAES
	S2

	SP-140269
	23.251
	0100
	3
	12.0.0
	Rel‑12
	Exchange of PLMN identities in Shared Networks
	reissued
	F
	
	TEI12, SAES
	S2

	SP-140255
	23.271
	0402
	2
	11.2.0
	Rel‑11
	Correction on location reporting in emergency 1xSRVCC
	approved
	F
	11.3.0
	TEI11
	S2

	SP-140255
	23.271
	0403
	2
	12.0.0
	Rel‑12
	Correction on location reporting in emergency 1xSRVCC
	approved
	A
	12.1.0
	TEI11
	S2

	SP-140250
	23.272
	0923
	3
	10.14.0
	Rel‑10
	Correction of CSFB priority and eMLPP handling
	approved
	F
	10.15.0
	eMPS
	S2

	SP-140250
	23.272
	0924
	3
	11.8.0
	Rel‑11
	Correction of CSFB priority and eMLPP handling
	approved
	A
	11.9.0
	eMPS
	S2

	SP-140250
	23.272
	0925
	3
	12.2.0
	Rel‑12
	Correction of CSFB priority and eMLPP handling
	approved
	A
	12.3.0
	eMPS
	S2

	SP-140256
	23.272
	0926
	1
	11.8.0
	Rel‑11
	How to transfer the last used LTE PLMN identity for CSFB to UTRAN
	approved
	F
	11.9.0
	TEI11,SAES-CSFB
	S2

	SP-140256
	23.272
	0927
	1
	12.2.0
	Rel‑12
	How to transfer the last used LTE PLMN identity for CSFB to UTRAN
	approved
	A
	12.3.0
	TEI11,SAES-CSFB
	S2

	SP-140251
	23.272
	0928
	1
	10.14.0
	Rel‑10
	Correction on priority paging
	approved
	F
	10.15.0
	TEI10
	S2

	SP-140251
	23.272
	0929
	1
	11.8.0
	Rel‑11
	Correction on priority paging
	approved
	A
	11.9.0
	TEI10
	S2

	SP-140251
	23.272
	0930
	1
	12.2.0
	Rel‑12
	Correction on priority paging
	approved
	A
	12.3.0
	TEI10
	S2

	SP-140269
	23.272
	0931
	1
	12.2.0
	Rel‑12
	New CSFB high priority indication for eMPS and emergency call
	reissued
	F
	
	TEI12, eMPS
	S2

	SP-140377
	23.272
	0931
	1
	12.2.0
	Rel‑12
	New CSFB high priority indication for eMPS and emergency call
	approved
	F
	12.3.0
	TEI12, eMPS
	S2

	SP-140269
	23.272
	0932
	-
	12.2.0
	Rel‑12
	Correction of ISR requirements for SGSN
	reissued
	F
	
	TEI12, SAES-CSFB
	S2

	SP-140377
	23.272
	0932
	-
	12.2.0
	Rel‑12
	Correction of ISR requirements for SGSN
	approved
	F
	12.3.0
	TEI12, SAES-CSFB
	S2

	SP-140252
	23.272
	0933
	2
	10.14.0
	Rel‑10
	Handling CSFB request when VoLTE call is on-going in non SRVCC capable network/UE
	approved
	F
	10.15.0
	TEI10, SAES-CSFB
	S2

	SP-140252
	23.272
	0934
	1
	11.8.0
	Rel‑11
	Handling CSFB request when VoLTE call is on-going in non SRVCC capable network/UE
	approved
	A
	11.9.0
	TEI10, SAES-CSFB
	S2

	SP-140252
	23.272
	0935
	1
	12.2.0
	Rel‑12
	Handling CSFB request when VoLTE call is on-going in non SRVCC capable network/UE
	approved
	A
	12.3.0
	TEI10, SAES-CSFB
	S2

	SP-140249
	23.292
	0209
	2
	10.5.0
	Rel‑10
	Access Domain Selection when an ongoing IMS voice over PS session
	approved
	F
	10.6.0
	SAES, TEI10
	S2

	SP-140249
	23.292
	0210
	1
	11.7.0
	Rel‑11
	Access Domain Selection when an ongoing IMS voice over PS session
	approved
	A
	11.8.0
	SAES, TEI10
	S2

	SP-140249
	23.292
	0211
	1
	12.3.0
	Rel‑12
	Access Domain Selection when an ongoing IMS voice over PS session
	approved
	A
	12.4.0
	SAES, TEI10
	S2

	SP-140274
	23.292
	0213
	2
	12.3.0
	Rel‑13
	Synchronizing service settings data management between CS and IMS
	approved
	C
	13.0.0
	TEI13
	S2

	SP-140267
	23.303
	0002
	2
	12.0.0
	Rel‑12
	ProSe Application ID Operator Identifier is changed to PLMN ID
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0003
	2
	12.0.0
	Rel‑12
	Application identity usage description
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0004
	2
	12.0.0
	Rel‑12
	Revocation of EPC assisted WLAN direct communication
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0005
	2
	12.0.0
	Rel‑12
	Change of Application Code in Discovery procedures
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0009
	2
	12.0.0
	Rel‑12
	Corrections in ProSe architecture description
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0010
	4
	12.0.0
	Rel‑12
	Corrections in the description of functional entities
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0012
	1
	12.0.0
	Rel‑12
	Corrections in 'Authorization and provisioning for ProSe' clause
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0016
	5
	12.0.0
	Rel‑12
	Update the interface description
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0018
	7
	12.0.0
	Rel‑12
	Interaction between the ProSe and EPC procedure
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0019
	2
	12.0.0
	Rel‑12
	Modification of Assistance information for EPC assisted WLAN direct communication
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0020
	-
	12.0.0
	Rel‑12
	Clarification of the ProSe direct discovery procedure
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0021
	1
	12.0.0
	Rel‑12
	Correction discovery authorization in match procedure procedure
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0023
	5
	12.0.0
	Rel‑12
	Completion of definitions
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0024
	1
	12.0.0
	Rel‑12
	ProSe Application Code fix
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0025
	5
	12.0.0
	Rel‑12
	Clarification on authorization policy for ProSe Direct Discovery
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0030
	2
	12.0.0
	Rel‑12
	Corrections for clauses 5.3.3.4 and 5.3.3.5.
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140267
	23.303
	0034
	1
	12.0.0
	Rel‑12
	Correction on Announcing procedures
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0037
	3
	12.0.0
	Rel‑12
	Clarification of MSISDN usage
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0039
	2
	12.0.0
	Rel‑12
	Monitored PLMN in the Match report procedure
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0042
	7
	12.0.0
	Rel‑12
	Correction to use of masks and filters
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0044
	2
	12.0.0
	Rel‑12
	Clarification regarding the Discovery Filter and Filter ID
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0045
	2
	12.0.0
	Rel‑12
	Editorial corrections in EPC-level discovery procedures
	merged
	F
	
	ProSe
	S2

	SP-140266
	23.303
	0047
	1
	12.0.0
	Rel‑12
	Add a note on Status of Relay in Rel‑12
	approved
	B
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0056
	2
	12.0.0
	Rel‑12
	Update to PLMN list handling
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0057
	4
	12.0.0
	Rel‑12
	Correction of the Proximity Alert procedure
	merged
	F
	
	ProSe
	S2

	SP-140297
	23.303
	0057
	5
	12.0.0
	Rel‑12
	Correction of the Proximity Alert procedure
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0058
	2
	12.0.0
	Rel‑12
	Handling of invalid Proximity Request due to exceeding time window
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0066
	1
	12.0.0
	Rel‑12
	Clarification on the announcing authorisation policy
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0068
	3
	12.0.0
	Rel‑12
	Revocation Procedures for ProSe Direct Service
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0073
	3
	12.0.0
	Rel‑12
	Clarifications on the use of wild-carded ProSe App. IDs/ProSe App. Codes
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0074
	1
	12.0.0
	Rel‑12
	Completes the number of RAN and CT references
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0076
	2
	12.0.0
	Rel‑12
	Editorial Corrections
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0077
	1
	12.0.0
	Rel‑12
	Clarification on ProSe Direct Discovery Procedures in Roaming Case
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0085
	2
	12.0.0
	Rel‑12
	Missing text on Layer-3 Protocol Data Unit Type
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0086
	2
	12.0.0
	Rel‑12
	Usage of Source Layer-2 ID and Destination Layer-2 ID
	approved
	F
	12.1.0
	ProSe
	S2

	SP-140266
	23.303
	0087
	1
	12.0.0
	Rel‑12
	Missing procedure on ProSe Application Code revocation
	approved
	F
	12.1.0
	ProSe
	S2

	CP-140248
	23.333
	0069
	2
	12.1.0
	Rel‑12
	ICE support for MRF in Mp interface
	approved
	B
	12.2.0
	ICEH248
	C4

	CP-140245
	23.334
	0041
	1
	12.3.0
	Rel‑12
	e2e media security for TCP-based media using TLS Functional requirements
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140245
	23.334
	0042
	4
	12.3.0
	Rel‑12
	e2ae media security for TCP-based media using TLS Functional requirements
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140245
	23.334
	0043
	2
	12.3.0
	Rel‑12
	e2ae media security for UDP-based media using DTLS Functional requirements
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140256
	23.334
	0045
	1
	12.3.0
	Rel‑12
	"Functional requirements clarification of ""stage 2"" convention"
	approved
	F
	12.4.0
	RTCP_MUX
	C4

	CP-140248
	23.334
	0046
	3
	12.3.0
	Rel‑12
	Support for Interactive Connectivity Establishment (ICE)
	approved
	B
	12.4.0
	ICEH248
	C4

	CP-140249
	23.334
	0052
	2
	12.3.0
	Rel‑12
	WebRTC media security using DTLS-SRTP
	approved
	B
	12.4.0
	IMS_WebRTC
	C4

	CP-140249
	23.334
	0053
	2
	12.3.0
	Rel‑12
	WebRTC support for Iq
	approved
	B
	12.4.0
	IMS_WebRTC
	C4

	CP-140245
	23.334
	0054
	1
	12.3.0
	Rel‑12
	e2e media security for TCP-based media using TLS - Procedures
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140245
	23.334
	0055
	2
	12.3.0
	Rel‑12
	e2ae media security for TCP-based media - procedures
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140245
	23.334
	0056
	1
	12.3.0
	Rel‑12
	e2ae media security for UDP-based media using DTLS procedures
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140245
	23.334
	0057
	3
	12.3.0
	Rel‑12
	Iq requirements for end-to-end TCP bearer connection control and related NAT traversal support
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	SP-140255
	23.401
	2653
	1
	11.9.0
	Rel‑11
	Add PCO handling to the PGW initiated bearer modification procedure
	approved
	F
	11.10.0
	TEI11
	S2

	SP-140255
	23.401
	2654
	1
	12.4.0
	Rel‑12
	Add PCO handling to the PGW initiated bearer modification procedure
	approved
	A
	12.5.0
	TEI11
	S2

	SP-140269
	23.401
	2655
	2
	12.4.0
	Rel‑12
	PGW pause of charging functionality and inter-operator charging
	reissued
	F
	
	TEI12
	S2

	SP-140377
	23.401
	2655
	2
	12.4.0
	Rel‑12
	PGW pause of charging functionality and inter-operator charging
	approved
	F
	12.5.0
	TEI12
	S2

	SP-140272
	23.401
	2656
	1
	12.4.0
	Rel‑12
	Correction of possible PGW actions during PDN connection termination
	approved
	F
	12.5.0
	WORM
	S2

	SP-140269
	23.401
	2658
	3
	12.4.0
	Rel‑12
	Introduction of Dual Connectivity Function
	reissued
	B
	
	TEI12, LTE_SC_enh_dualC
	S2

	SP-140256
	23.401
	2659
	3
	11.9.0
	Rel‑11
	IRAT handover MME handling
	approved
	F
	11.10.0
	TEI11, SAES
	S2

	SP-140256
	23.401
	2660
	3
	12.4.0
	Rel‑12
	IRAT handover MME handling
	approved
	A
	12.5.0
	TEI11, SAES
	S2

	SP-140251
	23.401
	2661
	1
	10.11.0
	Rel‑10
	Correction on priority paging
	approved
	F
	10.12.0
	TEI10
	S2

	SP-140251
	23.401
	2662
	1
	11.9.0
	Rel‑11
	Correction on priority paging
	approved
	A
	11.10.0
	TEI10
	S2

	SP-140251
	23.401
	2663
	1
	12.4.0
	Rel‑12
	Correction on priority paging
	approved
	A
	12.5.0
	TEI10
	S2

	SP-140377
	23.401
	2672
	-
	12.4.0
	Rel‑12
	Handling of MME UE S1AP ID in case of S1 release
	approved
	F
	12.5.0
	TEI12
	S2

	SP-140269
	23.401
	2672
	-
	12.4.0
	Rel‑12
	Handling of MME UE S1AP ID in case of S1 release
	reissued
	F
	
	TEI12
	S2

	SP-140257
	23.401
	2679
	5
	12.4.0
	Rel‑12
	Clarifying when the PGW can set ULI reporting, CSG reporting and PRA reporting
	approved
	F
	12.5.0
	CNO_ULI, TEI12
	S2

	SP-140263
	23.401
	2680
	1
	12.4.0
	Rel‑12
	Clarification on ISR for PSM UE
	approved
	F
	12.5.0
	MTCe-UEPCOP
	S2

	SP-140257
	23.401
	2681
	1
	12.4.0
	Rel‑12
	Clarifications for presence reporting area based location reporting
	approved
	F
	12.5.0
	CNO_ULI
	S2

	SP-140263
	23.401
	2683
	2
	12.4.0
	Rel‑12
	Clarifications for Power Savings Mode
	approved
	F
	12.5.0
	MTCe-UEPCOP
	S2

	SP-140263
	23.401
	2684
	9
	12.4.0
	Rel‑12
	CN Assistance information for eNB parameters setting
	approved
	F
	12.5.0
	MTCe-SDDTE
	S2

	SP-140256
	23.401
	2688
	2
	11.9.0
	Rel‑11
	Clarification on MME behaviour on roaming situation
	approved
	F
	11.10.0
	TEI11, SAES
	S2

	SP-140256
	23.401
	2689
	2
	12.4.0
	Rel‑12
	Clarification on MME behaviour on roaming situation
	approved
	A
	12.5.0
	TEI11, SAES
	S2

	SP-140269
	23.401
	2693
	3
	12.4.0
	Rel‑12
	Inter PLMN handover for emergency bearer service
	reissued
	F
	
	TEI12, IMS_EMER_GPRS_EPS
	S2

	SP-140377
	23.401
	2693
	3
	12.4.0
	Rel‑12
	Inter PLMN handover for emergency bearer service
	approved
	F
	12.5.0
	TEI12, IMS_EMER_GPRS_EPS
	S2

	SP-140377
	23.401
	2694
	5
	12.4.0
	Rel‑12
	Correction to the MME initiated bearer setup during the TAU procedure
	approved
	F
	12.5.0
	TEI12, SAES
	S2

	SP-140269
	23.401
	2694
	5
	12.4.0
	Rel‑12
	Correction to the MME initiated bearer setup during the TAU procedure
	reissued
	F
	
	TEI12, SAES
	S2

	SP-140269
	23.401
	2695
	1
	12.4.0
	Rel‑12
	PGW initiated bearer request message arrival during the TAU
	reissued
	F
	
	TEI12, SAES
	S2

	SP-140377
	23.401
	2695
	1
	12.4.0
	Rel‑12
	PGW initiated bearer request message arrival during the TAU
	approved
	F
	12.5.0
	TEI12, SAES
	S2

	SP-140257
	23.401
	2696
	3
	12.4.0
	Rel‑12
	Correction of ULI reporting only when the UE is in 'CONNECTED' state
	approved
	F
	12.5.0
	CNO_ULI
	S2

	SP-140270
	23.401
	2697
	4
	12.4.0
	Rel‑12
	Traffic steering for RAN-based WLAN interworking solution
	approved
	B
	12.5.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140269
	23.401
	2707
	4
	12.4.0
	Rel‑12
	Introduction of Dual Connectivity Operation
	reissued
	B
	
	TEI12, LTE_SC_enh_dualC
	S2

	SP-140377
	23.401
	2715
	2
	12.4.0
	Rel‑12
	Correction on the description of Location Service function
	approved
	F
	12.5.0
	TEI12
	S2

	SP-140269
	23.401
	2715
	2
	12.4.0
	Rel‑12
	Correction on the description of Location Service function
	reissued
	F
	
	TEI12
	S2

	SP-140248
	23.402
	1244
	2
	9.12.0
	Rel‑9
	Correction on E-UTRAN to HRPD handover
	approved
	F
	9.13.0
	TEI9
	S2

	SP-140248
	23.402
	1245
	1
	10.8.0
	Rel‑10
	Correction on E-UTRAN to HRPD handover
	approved
	A
	10.9.0
	TEI9
	S2

	SP-140248
	23.402
	1246
	1
	11.8.0
	Rel‑11
	Correction on E-UTRAN to HRPD handover
	approved
	A
	11.9.0
	TEI9
	S2

	SP-140248
	23.402
	1247
	1
	12.4.0
	Rel‑12
	Correction on E-UTRAN to HRPD handover
	approved
	A
	12.5.0
	TEI9
	S2

	SP-140264
	23.402
	1248
	1
	12.4.0
	Rel‑12
	Correction to various procedures in WLAN on PMIP S2a to align these with the procedures in WLAN on GTP S2a
	approved
	F
	12.5.0
	NETLOC_TWAN
	S2

	SP-140269
	23.402
	1252
	2
	12.4.0
	Rel‑12
	Correction on default bearer activation in PMIP-based systems
	reissued
	F
	
	TEI12
	S2

	SP-140377
	23.402
	1252
	2
	12.4.0
	Rel‑12
	Correction on default bearer activation in PMIP-based systems
	approved
	F
	12.5.0
	TEI12
	S2

	SP-140258
	23.402
	1253
	1
	12.4.0
	Rel‑12
	Cleanup of eSaMOG Editor's Note
	approved
	D
	12.5.0
	eSaMOG
	S2

	SP-140258
	23.402
	1254
	1
	12.4.0
	Rel‑12
	Addition of the TWAG IP address of control plane to EAP-AKA' extention
	approved
	F
	12.5.0
	eSaMOG
	S2

	SP-140264
	23.402
	1257
	1
	12.4.0
	Rel‑12
	Clarification on requested user location info and/or Time Zone by PCRF
	approved
	F
	12.5.0
	NetLOC_TWAN
	S2

	SP-140271
	23.402
	1259
	1
	12.4.0
	Rel‑12
	Home Service Provider in ANDSF MO
	approved
	F
	12.5.0
	WLAN_NS
	S2

	SP-140269
	23.402
	1260
	2
	12.4.0
	Rel‑12
	Correcting the reference to IEEE 802.11
	reissued
	F
	
	TEI12, WLAN_NS
	S2

	SP-140377
	23.402
	1260
	2
	12.4.0
	Rel‑12
	Correcting the reference to IEEE 802.11
	approved
	F
	12.5.0
	TEI12, WLAN_NS
	S2

	SP-140264
	23.402
	1269
	2
	12.4.0
	Rel‑12
	Clarification on Access Network Information Contents in case of a TWAN Access
	approved
	F
	12.5.0
	NETLOC_TWAN
	S2

	SP-140271
	23.402
	1270
	2
	12.4.0
	Rel‑12
	Correction of HS2.0 reference
	approved
	F
	12.5.0
	WLAN_NS
	S2

	SP-140376
	23.402
	1275
	2
	12.4.0
	Rel‑12
	Maintenance of I-WLAN specifications
	approved
	F
	12.5.0
	TEI12
	S2

	SP-140269
	23.402
	1275
	2
	12.4.0
	Rel‑12
	Maintenance of I-WLAN specifications
	revised
	F
	
	TEI12
	S2

	SP-140270
	23.402
	1279
	3
	12.4.0
	Rel‑12
	Usage of RAN assistance parameters in ANDSF rules
	approved
	B
	12.5.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140258
	23.402
	1280
	1
	12.4.0
	Rel‑12
	Missing indication of TWAG WLCP IP version
	approved
	F
	12.5.0
	eSaMOG
	S2

	SP-140268
	23.402
	1282
	1
	12.4.0
	Rel‑12
	Support of Load and Overload Control over S2a and S2b
	approved
	B
	12.5.0
	GOCMe, TEI12
	S2

	SP-140271
	23.402
	1284
	1
	12.4.0
	Rel‑12
	Correction to ANDSF for the use of service providers in PSPL
	approved
	F
	12.5.0
	WLAN_NS
	S2

	SP-140259
	23.468
	0007
	1
	12.0.0
	Rel‑12
	Update sections 5.2 & 5.4 for GCSE
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0008
	2
	12.0.0
	Rel‑12
	Update clause 4.2.1 for GCSE
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0009
	1
	12.0.0
	Rel‑12
	Update clause 4.2.3 for GCSE
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0010
	2
	12.0.0
	Rel‑12
	Update of GC1reference point for GCSE
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0016
	1
	12.0.0
	Rel‑12
	Fix misleading text on uplink bearer
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0017
	1
	12.0.0
	Rel‑12
	Corrections to the TMGI allocation and deallocation procedures
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0018
	2
	12.0.0
	Rel‑12
	Proposed change of terminology for used TMGIs over MB2
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0019
	2
	12.0.0
	Rel‑12
	Charging requirements for GCSE_LTE
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0021
	2
	12.0.0
	Rel‑12
	Clarifications to service description from BM-SC
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0032
	1
	12.0.0
	Rel‑12
	Clarification of actions consequent upon TMGI expiry
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0035
	1
	12.0.0
	Rel‑12
	Deactivate the MBMS bearer procedure
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0037
	2
	12.0.0
	Rel‑12
	Priority and pre-emption for GCS
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0038
	1
	12.0.0
	Rel‑12
	Clarifications to security requirements
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140259
	23.468
	0039
	1
	12.0.0
	Rel‑12
	Flow ID allocation by BM-SC only
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	SP-140263
	23.682
	0084
	-
	12.1.0
	Rel‑12
	Removal of HSS impacts on device trigger recall/replace
	approved
	F
	12.2.0
	MTCe-SDDTE
	S2

	SP-140263
	23.682
	0085
	1
	12.1.0
	Rel‑12
	Clarification on TAU/RAU procedure for Power Saving Mode
	approved
	F
	12.2.0
	MTCe-UEPCOP
	S2

	SP-140263
	23.682
	0086
	1
	12.1.0
	Rel‑12
	Clarification on ISR for PSM UE
	approved
	F
	12.2.0
	MTCe-UEPCOP
	S2

	SP-140259
	23.768
	0002
	-
	12.0.0
	Rel‑12
	QCI values for Public Safety services
	approved
	F
	12.1.0
	GCSE_LTE
	S2

	CP-140310
	24.008
	2489
	5
	11.10.0
	Rel‑11
	Continuation of EAB override for requests on a PDN connection established with EAB override.
	approved
	F
	11.11.0
	SIMTC-RAN_OC
	C1

	CP-140310
	24.008
	2490
	5
	12.5.0
	Rel‑12
	Continuation of EAB override for requests on a PDN connection established with EAB override.
	approved
	A
	12.6.0
	SIMTC-RAN_OC
	C1

	CP-140331
	24.008
	2497
	4
	12.5.0
	Rel‑12
	Conditions for performing RAU for MS configured with Dual Priority
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140311
	24.008
	2504
	7
	11.10.0
	Rel‑11
	TFT filter settings
	approved
	F
	11.11.0
	TEI11
	C1

	CP-140459
	24.008
	2505
	10
	12.5.0
	Rel‑12
	TFT filter settings
	approved
	A
	12.6.0
	TEI11
	C1

	CP-140311
	24.008
	2505
	8
	12.5.0
	Rel‑12
	TFT filter settings
	revised
	A
	
	TEI11
	C1

	CP-140446
	24.008
	2505
	9
	12.5.0
	Rel‑12
	TFT filter settings
	revised
	A
	
	TEI11
	C1

	CP-140331
	24.008
	2508
	3
	12.5.0
	Rel‑12
	Cases of #17 to trigger redirection
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140312
	24.008
	2532
	8
	11.10.0
	Rel‑11
	Handling of PDP context activation procedure in equivalent PLMN
	approved
	F
	11.11.0
	TEI11
	C1

	CP-140312
	24.008
	2533
	8
	12.5.0
	Rel‑12
	Handling of PDP context activation procedure in equivalent PLMN
	approved
	A
	12.6.0
	TEI11
	C1

	CP-140331
	24.008
	2543
	7
	12.5.0
	Rel‑12
	BCM handling in NW init procedures
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140304
	24.008
	2544
	1
	10.13.0
	Rel‑10
	Cases of #17 to trigger redirection
	revised
	F
	
	TEI10
	C1

	CP-140444
	24.008
	2544
	2
	10.13.0
	Rel‑10
	Cases of #17 to trigger redirection
	revised
	F
	
	TEI10
	C1

	CP-140458
	24.008
	2544
	3
	10.13.0
	Rel‑10
	Cases of #17 to trigger redirection
	approved
	F
	10.14.0
	TEI10
	C1

	CP-140331
	24.008
	2546
	3
	12.5.0
	Rel‑12
	T3346 and T3312 correction
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2547
	1
	12.5.0
	Rel‑12
	Capability indicator for MFBI-support
	approved
	B
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2548
	1
	12.5.0
	Rel‑12
	"Setting ""Call in MPTY"" MPTY auxiliary state after access transfer of a conference call"
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140311
	24.008
	2549
	-
	11.10.0
	Rel‑11
	Correction of wrong action and reference to procedure when handling reject cause #8
	approved
	F
	11.11.0
	TEI11
	C1

	CP-140311
	24.008
	2550
	-
	12.5.0
	Rel‑12
	Correction of wrong action and reference to procedure when handling reject cause #8
	approved
	A
	12.6.0
	TEI11
	C1

	CP-140331
	24.008
	2552
	2
	12.5.0
	Rel‑12
	Disable E-UTRA capability for GPRS only detach
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2553
	2
	12.5.0
	Rel‑12
	New RAU trigger for PMM mode re-synchronization
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2555
	5
	12.5.0
	Rel‑12
	Handling of Abnormal Cases related to Emergency PDP Activation Request Procedure
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2556
	1
	12.5.0
	Rel‑12
	PS signaling connection release
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2557
	-
	12.5.0
	Rel‑12
	Implicit detach cause value used for P-RAU
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2558
	-
	12.5.0
	Rel‑12
	A missed handling for a non-semantical mandatory IE error
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2559
	2
	12.5.0
	Rel‑12
	Correction to TFT checks
	revised
	F
	
	TEI12
	C1

	CP-140447
	24.008
	2559
	3
	12.5.0
	Rel‑12
	Correction to TFT checks
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2560
	6
	12.5.0
	Rel‑12
	Correction to packet filters
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140323
	24.008
	2563
	3
	12.5.0
	Rel‑12
	Timer T3324 expiry
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140323
	24.008
	2564
	2
	12.5.0
	Rel‑12
	Power saving mode activation
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140323
	24.008
	2565
	3
	12.5.0
	Rel‑12
	Editorials on power saving mode
	approved
	D
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140329
	24.008
	2566
	1
	12.5.0
	Rel‑12
	Correction to Service Request procedure
	approved
	F
	12.6.0
	SINE
	C1

	CP-140331
	24.008
	2567
	1
	12.5.0
	Rel‑12
	TMSI reallocation - abnormal cases in the MS
	approved
	D
	12.6.0
	TEI12
	C1

	CP-140323
	24.008
	2568
	2
	12.5.0
	Rel‑12
	Corrections for newly introduced PSM
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140329
	24.008
	2569
	3
	12.5.0
	Rel‑12
	Handling of Service request procedure for emergency bearer services
	approved
	F
	12.6.0
	SINE
	C1

	CP-140323
	24.008
	2572
	2
	12.5.0
	Rel‑12
	No data transmission when PSM is activated
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140323
	24.008
	2573
	2
	12.5.0
	Rel‑12
	PSM not applying for MS with emergency bearer service
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140331
	24.008
	2576
	3
	12.5.0
	Rel‑12
	Start T3340 for cause values #7 and #8
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2577
	2
	12.5.0
	Rel‑12
	TMSI reallocation - abnormal cases in the network side
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140308
	24.008
	2578
	-
	11.10.0
	Rel‑11
	Removing editor's note on handling ongoing signalling when a CS to PS handover occurs
	approved
	F
	11.11.0
	rSRVCC-CT
	C1

	CP-140308
	24.008
	2579
	-
	12.5.0
	Rel‑12
	Removing editor's note on handling ongoing signalling when a CS to PS handover occurs
	approved
	A
	12.6.0
	rSRVCC-CT
	C1

	CP-140331
	24.008
	2581
	1
	12.5.0
	Rel‑12
	Paging at GERAN stops T3246
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2582
	1
	12.5.0
	Rel‑12
	Correcting inconsistent text - CR2415r3 based on unofficial version of 24.008 v12.3.0
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2584
	1
	12.5.0
	Rel‑12
	Correction of selective RAU if PS back-off timer is running
	approved
	F
	12.6.0
	TEI12, SAES3
	C1

	CP-140331
	24.008
	2589
	1
	12.5.0
	Rel‑12
	Clarification of for how long the MS remembers selected ciphering algorithm
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2590
	2
	12.5.0
	Rel‑12
	Emergency call clarifications
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140331
	24.008
	2591
	2
	12.5.0
	Rel‑12
	ISR should not be activated when T3412 is not running in the UE.
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140323
	24.008
	2592
	2
	12.5.0
	Rel‑12
	Clarifications on emergency attach and PSM
	approved
	B
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140328
	24.008
	2596
	1
	12.5.0
	Rel‑12
	RAU trigger with RRC connection failure
	approved
	F
	12.6.0
	SAES3
	C1

	CP-140331
	24.008
	2597
	1
	12.5.0
	Rel‑12
	Name alignment on LOCATION UPDATING ACCEPT message
	approved
	D
	12.6.0
	TEI12
	C1

	CP-140323
	24.008
	2601
	1
	12.5.0
	Rel‑12
	T3324 value set to zero
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140331
	24.008
	2604
	1
	12.5.0
	Rel‑12
	Mapping between the RAU procedure and RRC establishment cause
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140323
	24.008
	2605
	2
	12.5.0
	Rel‑12
	ISR deactivaton for Power Saving Mode
	approved
	B
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140323
	24.008
	2606
	-
	12.5.0
	Rel‑12
	Corrections to UE power saving mode
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140323
	24.008
	2608
	5
	12.5.0
	Rel‑12
	The set of mobile reachable timer considering PSM
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140331
	24.008
	2609
	2
	12.5.0
	Rel‑12
	Correction for attempt counter
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140330
	24.147
	0109
	-
	12.1.0
	Rel‑12
	Editorial corrections
	approved
	D
	12.2.0
	TEI12
	C1

	CP-140333
	24.147
	0110
	2
	12.1.0
	Rel‑12
	Conference event subscription fallback
	approved
	C
	12.2.0
	UP6665
	C1

	CP-140330
	24.167
	0171
	1
	12.1.0
	Rel‑12
	Exclude USSD from SS configuration
	approved
	F
	12.2.0
	TEI12
	C1

	CP-140330
	24.173
	0098
	1
	12.0.0
	Rel‑12
	Extended scope of TS 26.114
	approved
	B
	12.1.0
	TEI12
	C1

	CP-140334
	24.173
	0103
	2
	12.0.0
	Rel‑12
	USSD method selection
	approved
	B
	12.1.0
	USSD_MS
	C1

	CP-140330
	24.182
	0078
	3
	11.1.0
	Rel‑12
	Correction on CAT flow of gateway model
	approved
	F
	12.0.0
	TEI12
	C1

	CP-140332
	24.229
	4771
	6
	12.4.0
	Rel‑12
	Firewall traversal for IMS services based on ICE
	approved
	C
	12.5.0
	TURAN-CT
	C1

	CP-140322
	24.229
	4855
	3
	12.4.0
	Rel‑12
	Non UE detected emergency call correction: additional cases for retry attempt using EMERGENCY SETUP in CS domain
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140320
	24.229
	4856
	1
	12.4.0
	Rel‑12
	IMS based telepresence: 24.229 SDP impacts
	approved
	B
	12.5.0
	IMS_TELEP
	C1

	CP-140296
	24.229
	4858
	3
	12.4.0
	Rel‑12
	Clarification of payload type usage for telephony-events
	approved
	A
	12.5.0
	IMSProtoc2
	C1

	CP-140317
	24.229
	4860
	2
	12.4.0
	Rel‑12
	Reference update: RFC 7090 (draft-ietf-ecrit-psap-callback)
	approved
	F
	12.5.0
	EMC_PC
	C1

	CP-140296
	24.229
	4861
	3
	8.27.0
	Rel‑8
	Corrections for voice centric UE to continue being reachable for IMS voice when P-CSCF serving the UE stops being available
	approved
	F
	8.28.0
	IMSProtoc2
	C1

	CP-140296
	24.229
	4862
	3
	9.19.1
	Rel‑9
	Corrections for voice centric UE to continue being reachable for IMS voice when P-CSCF serving the UE stops being available
	approved
	A
	9.20.0
	IMSProtoc2
	C1

	CP-140296
	24.229
	4863
	3
	10.15.0
	Rel‑10
	Corrections for voice centric UE to continue being reachable for IMS voice when P-CSCF serving the UE stops being available
	approved
	A
	10.16.0
	IMSProtoc2
	C1

	CP-140296
	24.229
	4864
	3
	11.11.0
	Rel‑11
	Corrections for voice centric UE to continue being reachable for IMS voice when P-CSCF serving the UE stops being available
	approved
	A
	11.12.0
	IMSProtoc2
	C1

	CP-140296
	24.229
	4865
	3
	12.4.0
	Rel‑12
	Corrections for voice centric UE to continue being reachable for IMS voice when P-CSCF serving the UE stops being available
	approved
	A
	12.5.0
	IMSProtoc2
	C1

	CP-140318
	24.229
	4866
	1
	12.4.0
	Rel‑12
	Reference update of draft-ietf-mmusic-udptl-dtls
	approved
	F
	12.5.0
	eMEDIASEC-CT
	C1

	CP-140322
	24.229
	4867
	-
	12.4.0
	Rel‑12
	SIP timer table update due to RFC 6026
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140330
	24.229
	4868
	1
	12.4.0
	Rel‑12
	Routeing to MSC server in S-CSCF
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140302
	24.229
	4869
	1
	10.15.0
	Rel‑10
	IOI exchange between the SCC AS and ATCF
	approved
	F
	10.16.0
	eSRVCC
	C1

	CP-140302
	24.229
	4870
	1
	11.11.0
	Rel‑11
	IOI exchange between the SCC AS and ATCF
	approved
	A
	11.12.0
	eSRVCC
	C1

	CP-140302
	24.229
	4871
	1
	12.4.0
	Rel‑12
	IOI exchange between the SCC AS and ATCF
	approved
	A
	12.5.0
	eSRVCC
	C1

	CP-140322
	24.229
	4888
	5
	12.4.0
	Rel‑12
	Proactive media transcoding in IMS
	approved
	B
	12.5.0
	IMSProtoc6
	C1

	CP-140324
	24.229
	4889
	2
	12.4.0
	Rel‑12
	Indicating traffic leg in dialog creating and stand-alone requests
	approved
	B
	12.5.0
	NNI_RS
	C1

	CP-140295
	24.229
	4890
	1
	8.27.0
	Rel‑8
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	F
	8.28.0
	IMS_Corp
	C1

	CP-140295
	24.229
	4891
	1
	9.19.1
	Rel‑9
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	9.20.0
	IMS_Corp
	C1

	CP-140295
	24.229
	4892
	1
	10.15.0
	Rel‑10
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	10.16.0
	IMS_Corp
	C1

	CP-140295
	24.229
	4893
	1
	11.11.0
	Rel‑11
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	11.12.0
	IMS_Corp
	C1

	CP-140295
	24.229
	4894
	1
	12.4.0
	Rel‑12
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	12.5.0
	IMS_Corp
	C1

	CP-140322
	24.229
	4902
	2
	12.4.0
	Rel‑12
	Support of RFC 3263 for P-CSCF discovery procedure
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140291
	24.229
	4903
	-
	7.32.0
	Rel‑7
	Syntax for OLI is incorrect
	approved
	F
	7.33.0
	FBI
	C1

	CP-140291
	24.229
	4904
	-
	8.27.0
	Rel‑8
	Syntax for OLI is incorrect
	approved
	A
	8.28.0
	FBI
	C1

	CP-140291
	24.229
	4905
	-
	9.19.1
	Rel‑9
	Syntax for OLI is incorrect
	approved
	A
	9.20.0
	FBI
	C1

	CP-140291
	24.229
	4906
	-
	10.15.0
	Rel‑10
	Syntax for OLI is incorrect
	approved
	A
	10.16.0
	FBI
	C1

	CP-140291
	24.229
	4907
	-
	11.11.0
	Rel‑11
	Syntax for OLI is incorrect
	approved
	A
	11.12.0
	FBI
	C1

	CP-140291
	24.229
	4908
	-
	12.4.0
	Rel‑12
	Syntax for OLI is incorrect
	approved
	A
	12.5.0
	FBI
	C1

	CP-140294
	24.229
	4909
	1
	8.27.0
	Rel‑8
	GRUU validation
	approved
	F
	8.28.0
	ICSRA
	C1

	CP-140294
	24.229
	4910
	1
	9.19.1
	Rel‑9
	GRUU validation
	approved
	A
	9.20.0
	ICSRA
	C1

	CP-140294
	24.229
	4911
	1
	10.15.0
	Rel‑10
	GRUU validation
	approved
	A
	10.16.0
	ICSRA
	C1

	CP-140294
	24.229
	4912
	1
	11.11.0
	Rel‑11
	GRUU validation
	approved
	A
	11.12.0
	ICSRA
	C1

	CP-140294
	24.229
	4913
	1
	12.4.0
	Rel‑12
	GRUU validation
	approved
	A
	12.5.0
	ICSRA
	C1

	CP-140322
	24.229
	4914
	1
	12.4.0
	Rel‑12
	"Issue with ""tokenized-by"" "
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140296
	24.229
	4915
	2
	8.27.0
	Rel‑8
	Clarification of payload type usage for telephony-events
	approved
	F
	8.28.0
	IMSProtoc2
	C1

	CP-140296
	24.229
	4916
	2
	9.19.1
	Rel‑9
	Clarification of payload type usage for telephony-events
	approved
	A
	9.20.0
	IMSProtoc2
	C1

	CP-140296
	24.229
	4917
	2
	10.15.0
	Rel‑10
	Clarification of payload type usage for telephony-events
	approved
	A
	10.16.0
	IMSProtoc2
	C1

	CP-140296
	24.229
	4918
	2
	11.11.0
	Rel‑11
	Clarification of payload type usage for telephony-events
	approved
	A
	11.12.0
	IMSProtoc2
	C1

	CP-140300
	24.229
	4919
	-
	9.19.1
	Rel‑9
	Profile table changes for SDES media plane security role
	approved
	F
	9.20.0
	MEDIASEC_CORE
	C1

	CP-140300
	24.229
	4920
	-
	10.15.0
	Rel‑10
	Profile table changes for SDES media plane security role
	approved
	A
	10.16.0
	MEDIASEC_CORE
	C1

	CP-140300
	24.229
	4921
	-
	11.11.0
	Rel‑11
	Profile table changes for SDES media plane security role
	approved
	A
	11.12.0
	MEDIASEC_CORE
	C1

	CP-140300
	24.229
	4922
	-
	12.4.0
	Rel‑12
	Profile table changes for SDES media plane security role
	approved
	A
	12.5.0
	MEDIASEC_CORE
	C1

	CP-140318
	24.229
	4923
	-
	12.4.0
	Rel‑12
	Profile tables changes for e2e media security for MSRP using TLS and KMS
	approved
	F
	12.5.0
	eMEDIASEC-CT
	C1

	CP-140318
	24.229
	4924
	-
	12.4.0
	Rel‑12
	Profile tables changes for mediasec header field
	approved
	F
	12.5.0
	eMEDIASEC-CT
	C1

	CP-140322
	24.229
	4930
	3
	12.4.0
	Rel‑12
	Remote strength tag value in subsequent SDP offers
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140322
	24.229
	4934
	-
	12.4.0
	Rel‑12
	Correction of I-CSCF IOI Note
	approved
	F
	12.5.0
	IMSProtoc6, IMSProtoc5
	C1

	CP-140322
	24.229
	4935
	-
	12.4.0
	Rel‑12
	IOI in NOTIFY response
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140316
	24.229
	4936
	4
	12.4.0
	Rel‑12
	Barring premium rate number
	approved
	B
	12.5.0
	eIODB
	C1

	CP-140322
	24.229
	4938
	2
	12.4.0
	Rel‑12
	Fail-safe emergency PDN connection release
	approved
	B
	12.5.0
	IMSProtoc6
	C1

	CP-140307
	24.229
	4939
	1
	11.11.0
	Rel‑11
	EN removal: Feature-capability indicator IANA registration status
	approved
	F
	11.12.0
	RAVEL-CT
	C1

	CP-140307
	24.229
	4940
	1
	12.4.0
	Rel‑12
	EN removal: Feature-capability indicator IANA registration status
	approved
	A
	12.5.0
	RAVEL-CT
	C1

	CP-140311
	24.229
	4941
	1
	11.11.0
	Rel‑11
	Correction of g.3gpp.icsi-ref feature-capability indicator definition
	approved
	F
	11.12.0
	TEI11
	C1

	CP-140311
	24.229
	4942
	1
	12.4.0
	Rel‑12
	Correction of g.3gpp.icsi-ref feature-capability indicator definition
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140321
	24.229
	4943
	1
	12.4.0
	Rel‑12
	Web Real Time Communication (WebRTC) Access to IMS: Annex A impacts
	approved
	B
	12.5.0
	IMS_WebRTC
	C1

	CP-140322
	24.229
	4944
	3
	12.4.0
	Rel‑12
	Applicability of i-wlan-node-id parameter in P-Access-Network-Info
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140299
	24.229
	4958
	2
	9.19.1
	Rel‑9
	Solution for editor's note related to draft-ietf-sipcore-rfc4244bis-00
	approved
	F
	9.20.0
	IMSProtoc3
	C1

	CP-140299
	24.229
	4959
	2
	10.15.0
	Rel‑10
	Solution for editor's note related to draft-ietf-sipcore-rfc4244bis-00
	approved
	A
	10.16.0
	IMSProtoc3
	C1

	CP-140299
	24.229
	4960
	2
	11.11.0
	Rel‑11
	Solution for editor's note related to draft-ietf-sipcore-rfc4244bis-00
	approved
	A
	11.12.0
	IMSProtoc3
	C1

	CP-140299
	24.229
	4961
	2
	12.4.0
	Rel‑12
	Solution for editor's note related to draft-ietf-sipcore-rfc4244bis-00
	approved
	A
	12.5.0
	IMSProtoc3
	C1

	CP-140292
	24.229
	4962
	2
	7.32.0
	Rel‑7
	URI matching for terminating requests
	approved
	F
	7.33.0
	GRUU
	C1

	CP-140292
	24.229
	4963
	2
	8.27.0
	Rel‑8
	URI matching for terminating requests
	approved
	A
	8.28.0
	GRUU
	C1

	CP-140292
	24.229
	4964
	2
	9.19.1
	Rel‑9
	URI matching for terminating requests
	approved
	A
	9.20.0
	GRUU
	C1

	CP-140292
	24.229
	4965
	2
	10.15.0
	Rel‑10
	URI matching for terminating requests
	approved
	A
	10.16.0
	GRUU
	C1

	CP-140292
	24.229
	4966
	2
	11.11.0
	Rel‑11
	URI matching for terminating requests
	approved
	A
	11.12.0
	GRUU
	C1

	CP-140292
	24.229
	4967
	2
	12.4.0
	Rel‑12
	URI matching for terminating requests
	approved
	A
	12.5.0
	GRUU
	C1

	CP-140324
	24.229
	4968
	2
	12.4.0
	Rel‑12
	Traffic leg URI parameter in SUBSCRIBE from P-CSCF
	approved
	B
	12.5.0
	NNI_RS
	C1

	CP-140324
	24.229
	4969
	1
	12.4.0
	Rel‑12
	Trust domain for traffic leg URI parameter
	approved
	B
	12.5.0
	NNI_RS
	C1

	CP-140324
	24.229
	4970
	2
	12.4.0
	Rel‑12
	Traffic leg URI parameter - Annex A
	approved
	B
	12.5.0
	NNI_RS
	C1

	CP-140294
	24.229
	4971
	1
	8.27.0
	Rel‑8
	Updating CS-SDP draft reference to RFC 7195
	approved
	F
	8.28.0
	ICSRA
	C1

	CP-140294
	24.229
	4972
	1
	9.19.1
	Rel‑9
	Updating CS-SDP draft reference to RFC 7195
	approved
	A
	9.20.0
	ICSRA
	C1

	CP-140294
	24.229
	4973
	1
	10.15.0
	Rel‑10
	Updating CS-SDP draft reference to RFC 7195
	approved
	A
	10.16.0
	ICSRA
	C1

	CP-140294
	24.229
	4974
	1
	11.11.0
	Rel‑11
	Updating CS-SDP draft reference to RFC 7195
	approved
	A
	11.12.0
	ICSRA
	C1

	CP-140294
	24.229
	4975
	1
	12.4.0
	Rel‑12
	Updating CS-SDP draft reference to RFC 7195
	approved
	A
	12.5.0
	ICSRA
	C1

	CP-140322
	24.229
	4979
	2
	12.4.0
	Rel‑12
	Session refresh request retry
	approved
	B
	12.5.0
	IMSProtoc6
	C1

	CP-140304
	24.229
	4980
	1
	10.15.0
	Rel‑10
	Update draft-atarius-dispatch-meid-urn
	approved
	F
	10.16.0
	TEI10
	C1

	CP-140304
	24.229
	4981
	1
	11.11.0
	Rel‑11
	Update draft-atarius-dispatch-meid-urn
	approved
	A
	11.12.0
	TEI10
	C1

	CP-140304
	24.229
	4982
	1
	12.4.0
	Rel‑12
	Update draft-atarius-dispatch-meid-urn
	approved
	A
	12.5.0
	TEI10
	C1

	CP-140322
	24.229
	4984
	2
	12.4.0
	Rel‑12
	Reference mismatch between Rel‑11 and Rel‑12
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140322
	24.229
	4985
	1
	12.4.0
	Rel‑12
	Race case for subscription to reg-event
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140321
	24.229
	4988
	3
	12.4.0
	Rel‑12
	WebRTC acess to IMS general part
	approved
	B
	12.5.0
	IMS_WebRTC
	C1

	CP-140305
	24.229
	4991
	1
	11.11.0
	Rel‑11
	Reference update for overload control
	approved
	F
	11.12.0
	IOC
	C1

	CP-140305
	24.229
	4992
	1
	12.4.0
	Rel‑12
	Reference update for overload control
	approved
	A
	12.5.0
	IOC
	C1

	CP-140332
	24.229
	4993
	1
	12.4.0
	Rel‑12
	Removal of TURAN material from non-supported access technology I-WLAN
	approved
	B
	12.5.0
	TURAN-CT
	C1

	CP-140315
	24.229
	4994
	2
	12.4.0
	Rel‑12
	Reconstruction of identity text
	approved
	F
	12.5.0
	BusTI-CT
	C1

	CP-140321
	24.229
	4995
	1
	12.4.0
	Rel‑12
	Support of webrtc functional entities
	approved
	B
	12.5.0
	IMS_WebRTC
	C1

	CP-140322
	24.229
	4996
	2
	12.4.0
	Rel‑12
	Clarification on description of Loose-Route indication
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140324
	24.229
	4997
	2
	12.4.0
	Rel‑12
	Indicating II-NNI traversal scenario - REGISTER
	approved
	B
	12.5.0
	NNI_RS
	C1

	CP-140322
	24.229
	4998
	1
	12.4.0
	Rel‑12
	Correction on the value of transit-ioi parameter
	approved
	F
	12.5.0
	IMSProtoc6
	C1

	CP-140324
	24.229
	4999
	1
	12.4.0
	Rel‑12
	Indicating the use case towards TRF
	approved
	B
	12.5.0
	NNI_RS
	C1

	CP-140306
	24.229
	5001
	-
	11.11.0
	Rel‑11
	EN removal: Feature-capability indicator IANA registration status, MRB
	approved
	F
	11.12.0
	MRB
	C1

	CP-140306
	24.229
	5002
	-
	12.4.0
	Rel‑12
	EN removal: Feature-capability indicator IANA registration status, MRB
	approved
	A
	12.5.0
	MRB
	C1

	CP-140303
	24.234
	0112
	4
	10.4.0
	Rel‑10
	Deletion of reference to ANDSF MO
	approved
	F
	10.5.0
	FoWF
	C1

	CP-140303
	24.234
	0113
	4
	11.3.0
	Rel‑11
	Deletion of reference to ANDSF MO
	approved
	A
	11.4.0
	FoWF
	C1

	CP-140302
	24.237
	0995
	2
	10.14.0
	Rel‑10
	IOI in MESSAGE
	approved
	F
	10.15.0
	eSRVCC
	C1

	CP-140302
	24.237
	0996
	2
	11.10.0
	Rel‑11
	IOI in MESSAGE
	approved
	A
	11.11.0
	eSRVCC
	C1

	CP-140302
	24.237
	0997
	2
	12.4.0
	Rel‑12
	IOI in MESSAGE
	approved
	A
	12.5.0
	eSRVCC
	C1

	CP-140330
	24.237
	1001
	3
	12.4.0
	Rel‑12
	"Setting the ""MPTY auxiliary state"" after access transfer of a conference call"
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140314
	24.237
	1017
	1
	12.4.0
	Rel‑12
	Restructuring annex F table and correcting a spelling error
	approved
	F
	12.5.0
	bSRVCC
	C1

	CP-140330
	24.237
	1019
	1
	12.4.0
	Rel‑12
	DRVCC Transfer scenarios with conference control
	approved
	F
	12.5.0
	TEI12,eDRVCC
	C1

	CP-140330
	24.237
	1022
	2
	12.4.0
	Rel‑12
	Clarification on usage of values of feature capability indicators
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140330
	24.237
	1025
	1
	12.4.0
	Rel‑12
	Corrections to Table F.2.3 (SRVCC Transfer scenarios with conference control)
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140311
	24.237
	1026
	1
	12.4.0
	Rel‑12
	"Correction of feature tag name from ""g.3gpp.pstop"" to ""g.3gpp.pstops"""
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140330
	24.237
	1027
	1
	12.4.0
	Rel‑12
	Clarification on requirement for an announcement to the caller after aSRVCC
	approved
	C
	12.5.0
	TEI12
	C1

	CP-140311
	24.237
	1028
	-
	11.10.0
	Rel‑11
	"Correction of feature tag name from ""g.3gpp.pstop"" to ""g.3gpp.pstops"""
	approved
	F
	11.11.0
	TEI11
	C1

	CP-140302
	24.237
	1029
	-
	11.10.0
	Rel‑11
	EN removal: Feature-capability indicator and media feature tag IANA registration status
	approved
	F
	11.11.0
	eSRVCC, aSRVCC, rSRVCC
	C1

	CP-140302
	24.237
	1030
	-
	12.4.0
	Rel‑12
	EN removal: Feature-capability indicator and media feature tag IANA registration status
	approved
	A
	12.5.0
	eSRVCC, aSRVCC, rSRVCC
	C1

	CP-140330
	24.237
	1031
	1
	12.4.0
	Rel‑12
	Updating PS to CS SRVCC access transfer procedures for transfer of an IMS emergency call to protect from UEs constructing the sip.instance media feature tag value incorrectly
	approved
	F
	12.5.0
	TEI12, IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-140298
	24.237
	1032
	-
	9.17.0
	Rel‑9
	Incorrect name of the media feature tag carrying instance-id
	approved
	F
	9.18.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-140298
	24.237
	1033
	-
	10.14.0
	Rel‑10
	Incorrect name of the media feature tag carrying instance-id
	approved
	A
	10.15.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-140298
	24.237
	1034
	-
	11.10.0
	Rel‑11
	Incorrect name of the media feature tag carrying instance-id
	approved
	A
	11.11.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-140298
	24.237
	1035
	-
	12.4.0
	Rel‑12
	Incorrect name of the media feature tag carrying instance-id
	approved
	A
	12.5.0
	IMS_EMER_GPRS_EPS-SRVCC
	C1

	CP-140308
	24.237
	1036
	1
	11.10.0
	Rel‑11
	Resolving TS 24.008 editor's note on handling ongoing signalling when a CS to PS handover occurs
	approved
	F
	11.11.0
	rSRVCC-CT
	C1

	CP-140308
	24.237
	1037
	1
	12.4.0
	Rel‑12
	Resolving TS 24.008 editor's note on handling ongoing signalling when a CS to PS handover occurs
	approved
	A
	12.5.0
	rSRVCC-CT
	C1

	CP-140324
	24.237
	1038
	1
	12.4.0
	Rel‑12
	Indicating traffic leg - SRVCC
	approved
	B
	12.5.0
	NNI_RS
	C1

	CP-140330
	24.237
	1044
	-
	12.4.0
	Rel‑12
	Adding SRVCC and DRVCC scenarios for Held Call + Incoming Alerting Call
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140311
	24.237
	1045
	1
	11.10.0
	Rel‑11
	Updating CS-SDP draft reference to RFC 7195
	approved
	F
	11.11.0
	TEI11
	C1

	CP-140311
	24.237
	1046
	1
	12.4.0
	Rel‑12
	Updating CS-SDP draft reference to RFC 7195
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140330
	24.292
	0295
	1
	12.3.0
	Rel‑12
	TADS in case of multiple UEs
	approved
	C
	12.4.0
	TEI12
	C1

	CP-140330
	24.292
	0296
	1
	12.3.0
	Rel‑12
	ICS indication for CS originating calls via MGCF
	approved
	B
	12.4.0
	TEI12
	C1

	CP-140324
	24.292
	0298
	2
	12.3.0
	Rel‑12
	Indicating traffic leg originating case - MSC server
	approved
	B
	12.4.0
	NNI_RS
	C1

	CP-140324
	24.292
	0299
	-
	12.3.0
	Rel‑12
	Indicating traffic leg in REGISTER - MSC server
	approved
	B
	12.4.0
	NNI_RS
	C1

	CP-140324
	24.292
	0300
	1
	12.3.0
	Rel‑12
	Indicating traffic leg in the TRF - MSC server
	approved
	B
	12.4.0
	NNI_RS
	C1

	CP-140294
	24.292
	0301
	1
	8.18.0
	Rel‑8
	Removal of CDIVN
	approved
	F
	8.19.0
	ICSRA
	C1

	CP-140294
	24.292
	0302
	1
	9.16.0
	Rel‑9
	Removal of CDIVN
	approved
	A
	9.17.0
	ICSRA
	C1

	CP-140294
	24.292
	0303
	1
	10.13.0
	Rel‑10
	Removal of CDIVN
	approved
	A
	10.14.0
	ICSRA
	C1

	CP-140294
	24.292
	0304
	1
	11.7.0
	Rel‑11
	Removal of CDIVN
	approved
	A
	11.8.0
	ICSRA
	C1

	CP-140294
	24.292
	0305
	1
	12.3.0
	Rel‑12
	Removal of CDIVN
	approved
	A
	12.4.0
	ICSRA
	C1

	CP-140324
	24.292
	0306
	-
	12.3.0
	Rel‑12
	Traffic leg URI parameter in SUBSCRIBE from MSC
	approved
	B
	12.4.0
	NNI_RS
	C1

	CP-140294
	24.292
	0307
	2
	8.18.0
	Rel‑8
	Updating CS-SDP draft reference to RFC 7195 and correcting UE-TADS procedures
	approved
	F
	8.19.0
	ICSRA
	C1

	CP-140294
	24.292
	0308
	2
	9.16.0
	Rel‑9
	Updating CS-SDP draft reference to RFC 7195 and correcting UE-TADS procedures
	approved
	A
	9.17.0
	ICSRA
	C1

	CP-140294
	24.292
	0309
	2
	10.13.0
	Rel‑10
	Updating CS-SDP draft reference to RFC 7195 and correcting UE-TADS procedures
	approved
	A
	10.14.0
	ICSRA
	C1

	CP-140294
	24.292
	0310
	2
	11.7.0
	Rel‑11
	Updating CS-SDP draft reference to RFC 7195 and correcting UE-TADS procedures
	approved
	A
	11.8.0
	ICSRA
	C1

	CP-140294
	24.292
	0311
	2
	12.3.0
	Rel‑12
	Updating CS-SDP draft reference to RFC 7195 and correcting UE-TADS procedures
	approved
	A
	12.4.0
	ICSRA
	C1

	CP-140310
	24.301
	1865
	5
	11.10.0
	Rel‑11
	Continuation of EAB override for requests on a PDN connection established with EAB override
	approved
	F
	11.11.0
	SIMTC-RAN_OC
	C1

	CP-140310
	24.301
	1866
	5
	12.4.0
	Rel‑12
	Continuation of EAB override for requests on a PDN connection established with EAB override
	approved
	A
	12.5.0
	SIMTC-RAN_OC
	C1

	CP-140331
	24.301
	1876
	5
	12.4.0
	Rel‑12
	Conditions for performing TAU for UE configured with Dual Priority
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	24.301
	1878
	4
	12.4.0
	Rel‑12
	Start T3440 for EMM cause values #7, #8
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140312
	24.301
	1913
	8
	11.10.0
	Rel‑11
	Handling of PDP context activation procedure in equivalent PLMN
	approved
	F
	11.11.0
	TEI11
	C1

	CP-140312
	24.301
	1914
	8
	12.4.0
	Rel‑12
	Handling of PDP context activation procedure in equivalent PLMN
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140331
	24.301
	1917
	3
	12.4.0
	Rel‑12
	Introduce enhanced EMM cause #15 for disabling the E-UTRA capability
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	24.301
	1919
	-
	12.4.0
	Rel‑12
	Abbreviation update
	approved
	D
	12.5.0
	TEI12
	C1

	CP-140329
	24.301
	1921
	2
	12.4.0
	Rel‑12
	Service Request attempt counter
	approved
	F
	12.5.0
	SINE
	C1

	CP-140331
	24.301
	1922
	3
	12.4.0
	Rel‑12
	T3412 and T3417 correction
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140326
	24.301
	1924
	3
	12.4.0
	Rel‑12
	Indication of UE ProSe capability
	approved
	B
	12.5.0
	ProSe-CT
	C1

	CP-140331
	24.301
	1928
	7
	12.4.0
	Rel‑12
	Handling of Abnormal Cases related to Emergency PDN Connectivity Request Procedure
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140304
	24.301
	1929
	1
	10.13.0
	Rel‑10
	Handling CS Service Notification
	approved
	F
	10.14.0
	TEI10
	C1

	CP-140304
	24.301
	1930
	1
	11.10.0
	Rel‑11
	Handling CS Service Notification
	approved
	A
	11.11.0
	TEI10
	C1

	CP-140304
	24.301
	1931
	1
	12.4.0
	Rel‑12
	Handling CS Service Notification
	approved
	A
	12.5.0
	TEI10
	C1

	CP-140328
	24.301
	1934
	1
	12.4.0
	Rel‑12
	MME behavior when there is lower layer failure during TAU procedure
	approved
	F
	12.5.0
	SAES3
	C1

	CP-140329
	24.301
	1935
	1
	12.4.0
	Rel‑12
	"Attach retry for ESM #54 ""PDN connection does not exist"""
	approved
	F
	12.5.0
	SINE
	C1

	CP-140328
	24.301
	1936
	3
	12.4.0
	Rel‑12
	Behaviour of CS/PS mode 1 UE with IMS voice available
	approved
	F
	12.5.0
	SAES3, SAES3-CSFB
	C1

	CP-140311
	24.301
	1937
	4
	11.10.0
	Rel‑11
	TFT validity criteria
	approved
	F
	11.11.0
	TEI11
	C1

	CP-140311
	24.301
	1938
	4
	12.4.0
	Rel‑12
	TFT validity criteria
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140323
	24.301
	1939
	3
	12.4.0
	Rel‑12
	Editorial on power saving mode
	approved
	D
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140328
	24.301
	1940
	4
	12.4.0
	Rel‑12
	Local release of NAS signalling connection for emergency sessions after IMSI detach
	approved
	F
	12.5.0
	SAES3
	C1

	CP-140331
	24.301
	1941
	4
	12.4.0
	Rel‑12
	Using default value for T3402 upon attach failure in new PLMN
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140329
	24.301
	1946
	3
	12.4.0
	Rel‑12
	Handling of Service request procedure for emergency bearer services
	approved
	F
	12.5.0
	SINE
	C1

	CP-140328
	24.301
	1950
	1
	12.4.0
	Rel‑12
	MME handling on collision between attach and paging for EPS services
	approved
	F
	12.5.0
	SAES3
	C1

	CP-140323
	24.301
	1951
	2
	12.4.0
	Rel‑12
	No data transmission when PSM is activated
	approved
	F
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140331
	24.301
	1959
	1
	12.4.0
	Rel‑12
	Setting the values of MRT and IDT in the MME
	approved
	F
	12.5.0
	TEI12, NIMTC
	C1

	CP-140328
	24.301
	1960
	1
	12.4.0
	Rel‑12
	Handling of the update status upon receipt of Service Reject
	approved
	F
	12.5.0
	SAES3-CSFB
	C1

	CP-140326
	24.301
	1961
	2
	12.4.0
	Rel‑12
	Addition of SR trigger for ProSe
	approved
	B
	12.5.0
	ProSe-CT
	C1

	CP-140331
	24.301
	1963
	2
	12.4.0
	Rel‑12
	Emergency call clarifications
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	24.301
	1964
	2
	12.4.0
	Rel‑12
	ISR should be activated when T3312 is not running in the UE
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140323
	24.301
	1965
	2
	12.4.0
	Rel‑12
	Clarifications on emergency attach and PSM
	approved
	B
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140328
	24.301
	1966
	3
	12.4.0
	Rel‑12
	Coordination between EMM and ESM when UE receives cause #19 to initial attach
	approved
	F
	12.5.0
	SAES3
	C1

	CP-140328
	24.301
	1970
	1
	12.4.0
	Rel‑12
	Paging timer stop for TAU as a paging response in case of integrity check failure
	approved
	F
	12.5.0
	SAES3
	C1

	CP-140309
	24.301
	1974
	-
	11.10.0
	Rel‑11
	Aligment of the UE behaviour between attach and TAU procedures
	approved
	F
	11.11.0
	SAES2-CSFB
	C1

	CP-140309
	24.301
	1975
	-
	12.4.0
	Rel‑12
	Aligment of the UE behaviour between attach and TAU procedures
	approved
	A
	12.5.0
	SAES2-CSFB
	C1

	CP-140328
	24.301
	1976
	-
	12.4.0
	Rel‑12
	UE in CS/PS mode of operation 1
	approved
	F
	12.5.0
	SAES3-CSFB
	C1

	CP-140323
	24.301
	1977
	1
	12.4.0
	Rel‑12
	T3324 value set to zero
	approved
	F
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140323
	24.301
	1978
	2
	12.4.0
	Rel‑12
	ISR deactivaton for Power Saving Mode
	approved
	B
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140331
	24.301
	1979
	2
	12.4.0
	Rel‑12
	Correction for attempt counter
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	24.301
	1980
	2
	12.4.0
	Rel‑12
	CS/PS mode 2 or EPS only UE behaviour in abnormal cases
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140323
	24.301
	1981
	-
	12.4.0
	Rel‑12
	Corrections to UE power saving mode
	approved
	F
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140323
	24.301
	1983
	1
	12.4.0
	Rel‑12
	The set of mobile reachable timer and implicit detach timer considering PSM
	approved
	F
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140336
	24.302
	0268
	3
	12.4.0
	Rel‑12
	Clarification on UE procedures according to 3GPP RAT differentiation in ISRP
	approved
	B
	12.5.0
	WORM-CT
	C1

	CP-140335
	24.302
	0273
	7
	12.4.0
	Rel‑12
	Introduction of WLAN selection mechanism based on WLANSP
	approved
	B
	12.5.0
	WLAN_NS-CT
	C1

	CP-140319
	24.302
	0279
	1
	12.4.0
	Rel‑12
	Providing TWAG User Plane address for usage in single-connection mode
	approved
	C
	12.5.0
	eSaMOG-St3
	C1

	CP-140319
	24.302
	0280
	1
	12.4.0
	Rel‑12
	Providing TWAG control plane address for usage in multi-connection mode
	approved
	C
	12.5.0
	eSaMOG-St3
	C1

	CP-140319
	24.302
	0281
	-
	12.4.0
	Rel‑12
	Corrections of minor errors
	approved
	F
	12.5.0
	eSaMOG-St3
	C1

	CP-140325
	24.302
	0283
	-
	12.4.0
	Rel‑12
	Correction in applying IARP
	approved
	F
	12.5.0
	OPIIS-CT
	C1

	CP-140325
	24.302
	0284
	2
	12.4.0
	Rel‑12
	Relation between IARP and ISMP
	approved
	F
	12.5.0
	OPIIS-CT
	C1

	CP-140319
	24.302
	0286
	1
	12.4.0
	Rel‑12
	Requested connectivity type in SCM
	approved
	F
	12.5.0
	eSAMOG-St3
	C1

	CP-140325
	24.302
	0289
	1
	12.4.0
	Rel‑12
	Clarification and cleanup for IARP
	approved
	F
	12.5.0
	OPIIS-CT
	C1

	CP-140335
	24.302
	0293
	2
	12.4.0
	Rel‑12
	WLAN network selection terminologies
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.302
	0294
	3
	12.4.0
	Rel‑12
	UE usage of access network discovery and selection information
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.302
	0296
	3
	12.4.0
	Rel‑12
	Introduce service provider that is not a 3GPP service provider
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.302
	0302
	1
	12.4.0
	Rel‑12
	Manual PLMN selection function
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.302
	0303
	3
	12.4.0
	Rel‑12
	UE behaviour in access Network reselection procedures
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.302
	0304
	4
	12.4.0
	Rel‑12
	Modification on active rule selection mechanism
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.302
	0307
	3
	12.4.0
	Rel‑12
	WLAN selection and service provider selection procedures
	approved
	B
	12.5.0
	WLAN_NS-CT
	C1

	CP-140336
	24.312
	0141
	11
	12.4.0
	Rel‑12
	Differentiating 3GPP radio access technologies in routing rules of ISRP
	approved
	B
	12.5.0
	WORM-CT
	C1

	CP-140328
	24.312
	0173
	3
	12.4.0
	Rel‑12
	Source IP address/port number alignment
	approved
	F
	12.5.0
	SAES3-non3GPP
	C1

	CP-140328
	24.312
	0179
	2
	12.4.0
	Rel‑12
	Non deterministic structure of UE_profile - Alt B
	approved
	F
	12.5.0
	SAES3-non3GPP
	C1

	CP-140328
	24.312
	0180
	2
	12.4.0
	Rel‑12
	Reducing size of ANDSF MO
	approved
	B
	12.5.0
	SAES3-non3GPP
	C1

	CP-140328
	24.312
	0181
	2
	12.4.0
	Rel‑12
	ANDSF root node
	approved
	C
	12.5.0
	SAES3-non3GPP
	C1

	CP-140328
	24.312
	0187
	1
	12.4.0
	Rel‑12
	Cleanups of the ANDSF MO
	approved
	D
	12.5.0
	SAES3-non3GPP
	C1

	CP-140325
	24.312
	0188
	1
	12.4.0
	Rel‑12
	Correction of the IARP example for ANDSF MO
	approved
	F
	12.5.0
	OPIIS-CT
	C1

	CP-140325
	24.312
	0189
	1
	12.4.0
	Rel‑12
	Handling of IARP rule from V-ANDSF
	approved
	F
	12.5.0
	OPIIS-CT
	C1

	CP-140335
	24.312
	0190
	1
	12.4.0
	Rel‑12
	ANDSF MO for Preferred Service Provider List
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.312
	0191
	2
	12.4.0
	Rel‑12
	Complete HotSpot reference
	approved
	D
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.312
	0193
	2
	12.4.0
	Rel‑12
	PreferredRoamingPartnerList from VANDSF
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.312
	0194
	1
	12.4.0
	Rel‑12
	Preferred SSID list defined in SelectionCriteria node
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140335
	24.312
	0195
	3
	12.4.0
	Rel‑12
	Add HomeNetwork MO in WLANSP
	approved
	C
	12.5.0
	WLAN_NS-CT
	C1

	CP-140325
	24.312
	0197
	1
	12.4.0
	Rel‑12
	Clarification on Roaming leaf and PLMN leaf in IARP
	approved
	F
	12.5.0
	OPIIS-CT
	C1

	CP-140335
	24.312
	0198
	3
	12.4.0
	Rel‑12
	Modification on active rule selection mechanism
	approved
	F
	12.5.0
	WLAN_NS-CT
	C1

	CP-140328
	24.312
	0199
	1
	12.4.0
	Rel‑12
	Correction in PreferredSSIDList
	approved
	D
	12.5.0
	SAES3-non3GPP
	C1

	CP-140227
	24.312
	0200
	-
	12.4.0
	Rel‑12
	Coordination of differents changes to the ANDSF MO figures
	approved
	C
	12.5.0
	WLAN_NS-CT, SAES3-non3GPP
	C1

	CP-140316
	24.315
	0006
	3
	11.1.0
	Rel‑12
	Barring of premium number
	approved
	B
	12.0.0
	eIODB
	C1

	CP-140332
	24.322
	0001
	-
	12.0.0
	Rel‑12
	editorial corrections
	approved
	D
	12.1.0
	TURAN-CT
	C1

	CP-140293
	24.341
	0063
	2
	7.5.0
	Rel‑7
	Addressing of notification message when memory becomes available
	approved
	F
	7.6.0
	SMSIP
	C1

	CP-140293
	24.341
	0064
	2
	8.5.0
	Rel‑8
	Addressing of notification message when memory becomes available
	approved
	A
	8.6.0
	SMSIP
	C1

	CP-140293
	24.341
	0065
	2
	9.2.0
	Rel‑9
	Addressing of notification message when memory becomes available
	approved
	A
	9.3.0
	SMSIP
	C1

	CP-140293
	24.341
	0066
	2
	10.0.0
	Rel‑10
	Addressing of notification message when memory becomes available
	approved
	A
	10.1.0
	SMSIP
	C1

	CP-140293
	24.341
	0067
	2
	11.2.0
	Rel‑11
	Addressing of notification message when memory becomes available
	approved
	A
	11.3.0
	SMSIP
	C1

	CP-140293
	24.341
	0070
	1
	12.3.0
	Rel‑12
	Addressing the notification message when memory becomes available
	approved
	-
	12.4.0
	SMSIP
	C1

	CP-140322
	24.341
	0072
	-
	12.3.0
	Rel‑12
	Correction of signalling flow for SMSoIP
	approved
	F
	12.4.0
	IMSProtoc6
	C1

	CP-140331
	24.368
	0009
	-
	12.0.0
	Rel‑12
	Addition of configuration parameter for EMM cause #15 extension
	approved
	F
	12.1.0
	TEI12
	C1

	CP-140334
	24.390
	0020
	1
	11.4.0
	Rel‑12
	Prohibition of USSI usage and identification of missing network support
	approved
	B
	12.0.0
	USSD_MS
	C1

	CP-140313
	24.390
	0021
	1
	11.4.0
	Rel‑11
	Updating of reference to 3GPP2 USSD specification
	approved
	F
	11.5.0
	USSI
	C1

	CP-140293
	24.451
	0001
	1
	8.0.0
	Rel‑8
	Addressing the notification message when memory becomes available
	approved
	F
	8.1.0
	SMSIP
	C1

	CP-140291
	24.503
	0113
	1
	8.16.0
	Rel‑8
	Syntax for OLI is incorrect
	approved
	F
	8.17.0
	FBI
	C1

	CP-140292
	24.503
	0114
	1
	8.16.0
	Rel‑8
	URI matching for terminating requests
	approved
	F
	8.17.0
	GRUU
	C1

	CP-140297
	24.504
	0046
	1
	8.19.0
	Rel‑8
	Removal of CDIVN service 24.504
	approved
	F
	8.20.0
	MAINT_R2
	C1

	CP-140297
	24.604
	0131
	1
	8.16.0
	Rel‑8
	Removal of the CDIVN service
	approved
	F
	8.17.0
	MAINT_R2
	C1

	CP-140297
	24.604
	0132
	1
	9.13.0
	Rel‑9
	Removal of the CDIVN service
	approved
	A
	9.14.0
	MAINT_R2
	C1

	CP-140297
	24.604
	0133
	1
	10.8.0
	Rel‑10
	Removal of the CDIVN service
	approved
	A
	10.9.0
	MAINT_R2
	C1

	CP-140297
	24.604
	0134
	1
	11.8.0
	Rel‑11
	Removal of the CDIVN service
	approved
	A
	11.9.0
	MAINT_R2
	C1

	CP-140297
	24.604
	0135
	1
	12.2.0
	Rel‑12
	Removal of the CDIVN service
	approved
	A
	12.3.0
	MAINT_R2
	C1

	CP-140330
	24.610
	0034
	-
	12.3.0
	Rel‑12
	Clean-up of HOLD flows
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140330
	24.610
	0036
	-
	12.3.0
	Rel‑12
	Minor corrections 24.610
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140330
	24.615
	0054
	1
	12.0.0
	Rel‑12
	Communication Waiting- correction
	approved
	F
	12.1.0
	TEI12
	C1

	CP-140330
	24.616
	0025
	1
	12.0.0
	Rel‑12
	Correct meaning of History-Info information
	approved
	F
	12.1.0
	TEI12
	C1

	CP-140330
	24.623
	0046
	1
	12.3.0
	Rel‑12
	Default document namespace clarification
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140330
	24.623
	0051
	2
	12.3.0
	Rel‑12
	Conditional operation for XCAP
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140330
	24.629
	0033
	1
	12.3.0
	Rel‑12
	Editorial corrections to 24.629
	approved
	D
	12.4.0
	TEI12
	C1

	CP-140330
	24.647
	0029
	-
	11.1.0
	Rel‑12
	Editorial corrections
	approved
	D
	12.0.0
	TEI12
	C1

	CP-140381
	24.802
	0001
	1
	12.0.0
	Rel‑12
	Correcting TR according to plenary recommendation
	approved
	F
	12.1.0
	FS_NNI_RS
	C3

	CP-140381
	24.802
	0002
	2
	12.0.0
	Rel‑12
	Additional clarifications on solution and conclusion clauses
	approved
	F
	12.1.0
	FS_NNI_RS
	C3

	CP-140322
	24.930
	0028
	1
	11.0.0
	Rel‑12
	SDP answer unnecessarily included both in reliable 183 response and in 200 response
	approved
	F
	12.0.0
	IMSProtoc6
	C1

	CP-140322
	24.930
	0029
	1
	11.0.0
	Rel‑12
	Relationship at P-CSCF between forwarding the 18x response and the initiation of resource reservation
	approved
	F
	12.0.0
	IMSProtoc6
	C1

	CP-140330
	24.930
	0030
	1
	11.0.0
	Rel‑12
	Corrections to headers in flows
	approved
	F
	12.0.0
	TEI12
	C1

	RP-140945
	25.101
	1033
	-
	12.3.0
	Rel‑12
	Editorial correction of note in clause 4.4
	approved
	D
	12.4.0
	TEI12
	R4

	RP-140926
	25.101
	1034
	2
	12.3.0
	Rel‑12
	Introduction of Band XXXII and Band I+XXXII
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140913
	25.104
	0682
	-
	11.8.0
	Rel‑11
	CR for clarification for receiver requirement on MB-MSR BS
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	25.104
	0683
	-
	12.2.0
	Rel‑12
	CR for clarification for receiver requirement on MB-MSR BS
	approved
	A
	12.3.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	25.104
	0685
	1
	11.8.0
	Rel‑11
	Clarification on definitions and ACLR requirement in TS 25.104
	approved
	F
	11.9.0
	MB_MSR_RF-Core
	R4

	RP-140913
	25.104
	0686
	-
	12.2.0
	Rel‑12
	Clarification on definitions and ACLR requirement in TS 25.104
	approved
	A
	12.3.0
	MB_MSR_RF-Core
	R4

	RP-140926
	25.104
	0687
	1
	12.2.0
	Rel‑12
	Introduction of operating band XXXII in TS 25.104
	approved
	B
	12.3.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140926
	25.113
	0061
	-
	11.0.0
	Rel‑12
	Introduction of operating band XXXII in TS 25.113
	approved
	B
	12.0.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140926
	25.133
	1342
	2
	12.3.0
	Rel‑12
	Introduction of UE RRM performance requirements for UTRA Band I + SDL 1452 - 1496 MHz
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140912
	25.133
	1348
	1
	11.8.0
	Rel‑11
	Corrections to CELL FACH test cases release 11
	approved
	F
	11.9.0
	Cell_FACH_enh-Perf
	R4

	RP-140912
	25.133
	1349
	1
	12.3.0
	Rel‑12
	Corrections to CELL FACH test cases release 12
	approved
	A
	12.4.0
	Cell_FACH_enh-Perf
	R4

	RP-140926
	25.141
	0683
	1
	12.3.0
	Rel‑12
	Introduction of operating band XXXII In TS 25.141
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140924
	25.172
	0004
	2
	11.0.0
	Rel‑12
	CR to TS 25.172 on introduction BDS to A-GANSS of FDD mode of UTRA
	approved
	B
	12.0.0
	LCS_BDS-UTRA-Perf
	R4

	RP-140860
	25.211
	0317
	-
	11.4.0
	Rel‑11
	Correction of DRX operation for Multiflow
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R1

	RP-140860
	25.214
	0716
	2
	11.8.0
	Rel‑11
	Clarifications to Multiflow Operation
	approved
	F
	11.9.0
	HSDPA_MFTX-Core
	R1

	RP-140860
	25.214
	0717
	1
	11.8.0
	Rel‑11
	Compressed mode in Multiflow assisting (secondary) serving cell
	approved
	F
	11.9.0
	HSDPA_MFTX-Core
	R1

	RP-140860
	25.214
	0718
	1
	11.8.0
	Rel‑11
	Correction of DRX operation for Multiflow
	approved
	F
	11.9.0
	HSDPA_MFTX-Core
	R1

	RP-140861
	25.214
	0719
	1
	11.8.0
	Rel‑11
	Clarification of the power scaling for MIMO dual transport block transmission
	approved
	F
	11.9.0
	MIMO_64QAM_HSUPA-Core
	R1

	RP-140882
	25.300
	0001
	-
	12.0.0
	Rel‑12
	Stage 2 description of Power Saving Mode feature for UMTS
	approved
	B
	12.1.0
	MTCe-RAN-Core
	R2

	RP-140874
	25.302
	0222
	1
	11.4.0
	Rel‑11
	Correction of physical channel combinations with Multiflow operation
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R2

	RP-140874
	25.302
	0223
	1
	11.4.0
	Rel‑11
	25.302 CR Clarification on secondary ASET during MF-HSDPA and DC-HSUPA operation
	approved
	F
	11.5.0
	HSDPA_MFTX-Core
	R2

	RP-140875
	25.304
	0373
	-
	12.1.0
	Rel‑12
	Introduction of cell reselection indication during uplink transmission with common E-DCH
	approved
	B
	12.2.0
	TEI12, Cell_FACH_enh-Core
	R2

	RP-140881
	25.304
	0374
	-
	12.1.0
	Rel‑12
	Introduction of support for UE power saving mode
	approved
	B
	12.2.0
	MTCe-RAN-Core
	R2

	RP-140892
	25.304
	0376
	1
	12.1.0
	Rel‑12
	Introduction of RRC Connection Establishment failure temporary Qoffset handling
	approved
	B
	12.2.0
	TEI12
	R2

	RP-140880
	25.306
	0449
	-
	12.1.0
	Rel‑12
	Introduction of HetNet Mobility Enhancements
	approved
	B
	12.2.0
	UTRA_hetnet_mob-Core
	R2

	RP-140875
	25.306
	0450
	-
	12.1.0
	Rel‑12
	Introduction of cell reselection indication during uplink transmission with common E-DCH
	approved
	B
	12.2.0
	TEI12, Cell_FACH_enh-Core
	R2

	RP-140880
	25.308
	0159
	1
	11.8.0
	Rel‑12
	Introduction of HetNet Mobility Enhancements
	approved
	B
	12.0.0
	UTRA_hetnet_mob-Core
	R2

	RP-140878
	25.319
	0114
	-
	11.8.0
	Rel‑11
	Editorial corrections to stage 2 description
	approved
	D
	11.9.0
	TEI11
	R2

	RP-140875
	25.319
	0117
	-
	11.8.0
	Rel‑12
	Introduction of cell reselection indication during uplink transmission with common E-DCH
	approved
	B
	12.0.0
	TEI12, Cell_FACH_enh-Core
	R2

	RP-140875
	25.321
	0800
	-
	11.5.0
	Rel‑12
	Introduction of cell reselection indication during uplink transmission with common E-DCH
	approved
	B
	12.0.0
	TEI12, Cell_FACH_enh-Core
	R2

	RP-140872
	25.327
	0006
	-
	9.0.0
	Rel‑9
	Introduction of the new Band combinations related to Band XXXII
	approved
	B
	9.1.0
	LTE_UTRA_SDL_BandL-Core, DB_DC_HSDPA-Core, TEI9
	R2

	RP-140872
	25.327
	0007
	-
	10.0.0
	Rel‑10
	Introduction of the new Band combinations related to Band XXXII
	approved
	B
	10.1.0
	LTE_UTRA_SDL_BandL-Core, DB_DC_HSDPA-Core, 4C_HSDPA-Core, TEI10
	R2

	RP-140872
	25.327
	0008
	-
	11.0.0
	Rel‑11
	Introduction of the new Band combinations related to Band XXXII
	approved
	B
	11.1.0
	LTE_UTRA_SDL_BandL-Core, DB_DC_HSDPA-Core, 4C_HSDPA-Core, TEI11
	R2

	RP-140872
	25.327
	0009
	-
	12.0.0
	Rel‑12
	Introduction of the new band combinations related to Band XXXII
	approved
	B
	12.1.0
	LTE_UTRA_SDL_BandL-Core, DB_DC_HSDPA-Core, 4C_HSDPA-Core, TEI12
	R2

	RP-140867
	25.331
	5570
	-
	7.24.0
	Rel‑7
	"Correction to the handling of ""IE E-DPDCH power interpolation"" when absent"
	approved
	F
	7.25.0
	RANimp-16QamUplink, TEI7
	R2

	RP-140867
	25.331
	5571
	-
	11.9.0
	Rel‑11
	"Correction to the handling of ""IE E-DPDCH power interpolation"" when absent"
	approved
	F
	11.10.0
	TEI11, RANimp-16QamUplink
	R2

	RP-140872
	25.331
	5572
	-
	12.1.0
	Rel‑12
	Introduction of the new Band combinations related to Band XXXII
	approved
	B
	12.2.0
	LTE_UTRA_SDL_BandL-Core, DB_DC_HSDPA-Core, 4C_HSDPA-Core, TEI12
	R2

	RP-140874
	25.331
	5573
	1
	11.9.0
	Rel‑11
	Correction on using HS-DSCH CQI reporting tables for 4Tx-HSDPA
	approved
	F
	11.10.0
	4Tx_HSDPA-Core
	R2

	RP-140874
	25.331
	5574
	-
	11.9.0
	Rel‑11
	Clarification to absolute priority cell reselection in CELL_FACH
	approved
	F
	11.10.0
	Cell_FACH_enh-Core
	R2

	RP-140874
	25.331
	5575
	-
	12.1.0
	Rel‑12
	Clarification to absolute priority cell reselection in CELL_FACH
	approved
	A
	12.2.0
	Cell_FACH_enh-Core
	R2

	RP-140878
	25.331
	5576
	-
	11.9.0
	Rel‑11
	Correction to E-UTRAN - 1.28Mcps TDD Handover
	approved
	F
	11.10.0
	TEI11
	R2

	RP-140878
	25.331
	5577
	-
	12.1.0
	Rel‑12
	Correction to E-UTRAN - 1.28Mcps TDD Handover
	approved
	A
	12.2.0
	TEI11
	R2

	RP-140874
	25.331
	5578
	-
	11.9.0
	Rel‑11
	Clarification on MAC-ehs configuration for inter-Node B Multiflow operation
	approved
	F
	11.10.0
	HSDPA_MFTX-Core
	R2

	RP-140867
	25.331
	5579
	-
	8.24.0
	Rel‑8
	"Correction to the handling of ""IE E-DPDCH power interpolation"" when absent"
	approved
	A
	8.25.0
	RANimp-16QamUplink, TEI7
	R2

	RP-140867
	25.331
	5580
	-
	9.17.0
	Rel‑9
	"Correction to the handling of ""IE E-DPDCH power interpolation"" when absent"
	approved
	A
	9.18.0
	RANimp-16QamUplink, TEI7
	R2

	RP-140867
	25.331
	5581
	-
	10.15.0
	Rel‑10
	"Correction to the handling of ""IE E-DPDCH power interpolation"" when absent"
	approved
	A
	10.16.0
	RANimp-16QamUplink, TEI7
	R2

	RP-140867
	25.331
	5582
	-
	12.1.0
	Rel‑12
	"Correction to the handling of ""IE E-DPDCH power interpolation"" when absent"
	approved
	A
	12.2.0
	TEI11, RANimp-16QamUplink
	R2

	RP-140874
	25.331
	5583
	-
	12.1.0
	Rel‑12
	Clarification on MAC-ehs configuration for inter-Node B Multiflow operation
	approved
	A
	12.2.0
	HSDPA_MFTX-Core
	R2

	RP-140874
	25.331
	5591
	-
	11.9.0
	Rel‑11
	Correction of the Multiflow dual-band capability signaling
	approved
	F
	11.10.0
	HSDPA_MFTX-Core
	R2

	RP-140874
	25.331
	5592
	-
	12.1.0
	Rel‑12
	Correction of the Multiflow dual-band capability signaling
	approved
	A
	12.2.0
	HSDPA_MFTX-Core
	R2

	RP-140873
	25.331
	5598
	-
	10.15.0
	Rel‑10
	Clarifications for MFBI signaling with Inter-frequency neighbour cell information
	approved
	F
	10.16.0
	TEI10
	R2

	RP-140873
	25.331
	5599
	-
	11.9.0
	Rel‑11
	Clarifications for MFBI signaling with Inter-frequency neighbour cell information
	approved
	A
	11.10.0
	TEI10
	R2

	RP-140873
	25.331
	5600
	-
	12.1.0
	Rel‑12
	Clarifications for MFBI signaling with Inter-frequency neighbour cell information
	approved
	A
	12.2.0
	TEI10
	R2

	RP-140878
	25.331
	5601
	-
	11.9.0
	Rel‑11
	Clarifications for MFBI signaling with extended EARFCN/E-UTRA Frequency bands
	approved
	F
	11.10.0
	TEI11
	R2

	RP-140878
	25.331
	5602
	-
	12.1.0
	Rel‑12
	Clarifications for MFBI signaling with extended EARFCN/E-UTRA Frequency bands
	approved
	A
	12.2.0
	TEI11
	R2

	RP-140880
	25.331
	5605
	1
	12.1.0
	Rel‑12
	Introduction of HetNet Mobility Enhancements
	approved
	B
	12.2.0
	UTRA_hetnet_mob-Core
	R2

	RP-140875
	25.331
	5613
	1
	12.1.0
	Rel‑12
	Introduction of cell reselection indication during uplink transmission with common E-DCH
	approved
	B
	12.2.0
	TEI12, Cell_FACH_enh-Core
	R2

	RP-140880
	25.331
	5615
	1
	12.1.0
	Rel‑12
	Introduction of inter-freq neighbour cell list extension
	approved
	B
	12.2.0
	UTRA_hetnet_mob-Core
	R2

	RP-140868
	25.331
	5617
	1
	12.1.0
	Rel‑12
	Corrections to GNSS Acquisition Assistance Data
	approved
	F
	12.2.0
	LCS3-GNSS-UTRAN, TEI12
	R2

	RP-140892
	25.331
	5622
	1
	12.1.0
	Rel‑12
	Introduction of RRC Connection Establishment failure temporary Qoffset handling
	approved
	B
	12.2.0
	TEI12
	R2

	RP-140871
	25.331
	5626
	-
	9.17.0
	Rel‑9
	Disable default configuration for CELL_FACH
	approved
	C
	9.18.0
	TEI9
	R2

	RP-140871
	25.331
	5627
	-
	10.15.0
	Rel‑10
	Disable default configuration for CELL_FACH
	approved
	A
	10.16.0
	TEI9
	R2

	RP-140871
	25.331
	5628
	-
	9.17.0
	Rel‑9
	Clarification of intra-frequency measurement for Cell_FACH to DC-HSUPA transition
	approved
	F
	9.18.0
	RANimp-DC_HSUPA
	R2

	RP-140871
	25.331
	5629
	-
	10.15.0
	Rel‑10
	Clarification of intra-frequency measurement for Cell_FACH to DC-HSUPA transition
	approved
	A
	10.16.0
	RANimp-DC_HSUPA
	R2

	RP-140871
	25.331
	5630
	1
	11.9.0
	Rel‑11
	Clarification of intra-frequency measurement for Cell_FACH to DC-HSUPA transition
	approved
	A
	11.10.0
	RANimp-DC_HSUPA
	R2

	RP-140871
	25.331
	5631
	-
	12.1.0
	Rel‑12
	Clarification of intra-frequency measurement for Cell_FACH to DC-HSUPA transition
	approved
	A
	12.2.0
	RANimp-DC_HSUPA
	R2

	RP-140869
	25.331
	5632
	-
	9.17.0
	Rel‑9
	RLC re-establishment due to activation and deactivation of Enhanced Uplink in CELL_FACH state in SIB5/5bis
	approved
	F
	9.18.0
	RANimp-UplinkEnhState, TEI9
	R2

	RP-140869
	25.331
	5633
	-
	10.15.0
	Rel‑10
	RLC re-establishment due to activation and deactivation of Enhanced Uplink in CELL_FACH state in SIB5/5bis
	approved
	A
	10.16.0
	RANimp-UplinkEnhState, TEI9
	R2

	RP-140869
	25.331
	5634
	-
	11.9.0
	Rel‑11
	RLC re-establishment due to activation and deactivation of Enhanced Uplink in CELL_FACH state in SIB5/5bis
	approved
	A
	11.10.0
	RANimp-UplinkEnhState, TEI9
	R2

	RP-140869
	25.331
	5635
	-
	12.1.0
	Rel‑12
	RLC re-establishment due to activation and deactivation of Enhanced Uplink in CELL_FACH state in SIB5/5bis
	approved
	A
	12.2.0
	RANimp-UplinkEnhState, TEI9
	R2

	RP-140905
	25.413
	1271
	-
	12.1.0
	Rel‑12
	Corrections on MBMS Restoration
	approved
	F
	12.2.0
	eMBMS_Rest, TEI12
	R3

	RP-140900
	25.423
	1816
	2
	12.0.0
	Rel‑12
	Supporting L-band for Supplemental Downlink in UTRA
	approved
	B
	12.1.0
	LTE_UTRA_SDL_BandL-Core
	R3

	RP-140899
	25.423
	1825
	1
	11.7.0
	Rel‑11
	Correction on PLMN list within Neighbouring GSM Cell Information
	approved
	F
	11.8.0
	TEI11
	R3

	RP-140899
	25.423
	1826
	1
	12.0.0
	Rel‑12
	Correction on PLMN list within Neighbouring GSM Cell Information
	approved
	A
	12.1.0
	TEI11
	R3

	RP-140898
	25.423
	1828
	1
	11.7.0
	Rel‑11
	Adding assisting HS-DPCCH repetition factors for multiflow
	approved
	F
	11.8.0
	HSDPA_MFTX-Core
	R3

	RP-140898
	25.423
	1833
	-
	12.0.0
	Rel‑12
	Adding assisting HS-DPCCH repetition factors for multiflow
	approved
	A
	12.1.0
	HSDPA_MFTX-Core
	R3

	RP-140875
	25.425
	0180
	3
	11.3.0
	Rel‑12
	Introduction of Cell Reselection indications
	approved
	B
	12.0.0
	Cell_FACH_enh-Core, TEI12
	R3

	RP-140895
	25.427
	0159
	-
	11.0.0
	Rel‑12
	Correction on Multiple RL Sets Indicator for DC-HSUPA
	approved
	F
	12.0.0
	RANimp-DC_HSUPA, TEI12
	R3

	RP-140900
	25.433
	2017
	2
	12.0.0
	Rel‑12
	Supporting L-band for Supplemental Downlink in UTRA
	approved
	B
	12.1.0
	LTE_UTRA_SDL_BandL-Core
	R3

	RP-140898
	25.433
	2028
	1
	11.7.0
	Rel‑11
	Adding assisting HS-DPCCH repetition factors for multiflow
	approved
	F
	11.8.0
	HSDPA_MFTX-Core
	R3

	RP-140898
	25.433
	2036
	-
	12.0.0
	Rel‑12
	Adding assisting HS-DPCCH repetition factors for multiflow
	approved
	A
	12.1.0
	HSDPA_MFTX-Core
	R3

	RP-140875
	25.435
	0306
	3
	11.2.0
	Rel‑12
	Introduction of Cell Reselection indications
	approved
	B
	12.0.0
	Cell_FACH_enh-Core, TEI12
	R3

	RP-140905
	25.435
	0313
	1
	11.2.0
	Rel‑12
	Carrying multiple UEs' data in one HS-DSCH DATA FRAME TYPE3
	approved
	B
	12.0.0
	TEI12
	R3

	RP-140900
	25.461
	0087
	-
	12.0.0
	Rel‑12
	Introduction of Band 32, XXXII
	approved
	B
	12.1.0
	LTE_UTRA_SDL_bandL-Core
	R3

	RP-140900
	25.466
	0054
	2
	12.0.0
	Rel‑12
	Introduction of L-band for Supplemental Downlink in E-UTRA and UTRA
	approved
	B
	12.1.0
	LTE_UTRA_SDL_BandL-Core
	R3

	RP-140907
	25.467
	0219
	-
	12.1.0
	Rel‑12
	Introduction of PPI for PUA
	approved
	B
	12.2.0
	UTRA_HNB_Pos-Core
	R3

	RP-140896
	25.469
	0101
	-
	10.3.0
	Rel‑10
	Transport Info in Iurh Relocation
	approved
	F
	10.4.0
	HNB_HENB_mob_enh-Core
	R3

	RP-140896
	25.469
	0102
	-
	11.2.0
	Rel‑11
	Transport Info in Iurh Relocation
	approved
	A
	11.3.0
	HNB_HENB_mob_enh-Core
	R3

	RP-140896
	25.469
	0103
	-
	12.0.0
	Rel‑12
	Transport Info in Iurh Relocation
	approved
	A
	12.1.0
	HNB_HENB_mob_enh-Core
	R3

	RP-140907
	25.470
	0001
	-
	12.0.0
	Rel‑12
	Add object identifier for PUA
	approved
	F
	12.1.0
	UTRA_HNB_Pos-Core
	R3

	RP-140863
	25.701
	0008
	-
	12.1.0
	Rel‑12
	Update of the TR based on agreements done on RAN1#77 meeting
	approved
	B
	12.2.0
	FS_UTRA_SCAL_FILT
	R1

	SP-140216
	26.114
	0277
	1
	12.5.0
	Rel‑12
	Transmission of VPS, SPS and PPS
	approved
	F
	12.6.0
	TEI12
	S4

	SP-140211
	26.114
	0278
	5
	12.5.0
	Rel‑12
	SDP examples and QoS examples for H.265 (HEVC)
	approved
	B
	12.6.0
	HEVC
	S4

	SP-140215
	26.114
	0279
	1
	12.5.0
	Rel‑12
	Fixed-mobile interworking
	approved
	B
	12.6.0
	E2EMTSI-S4
	S4

	SP-140209
	26.114
	0280
	-
	12.5.0
	Rel‑12
	Correction on Missing Reference in CVO Specification
	approved
	F
	12.6.0
	CVO
	S4

	SP-140216
	26.114
	0282
	1
	12.5.0
	Rel‑12
	Adding QCI examples to QoS examples
	approved
	F
	12.6.0
	TEI12
	S4

	SP-140216
	26.132
	0069
	2
	12.1.0
	Rel‑12
	Corrections of general test method applicability description and Headset UE sidetone test method
	approved
	F
	12.2.0
	TEI12
	S4

	SP-140207
	26.234
	0219
	1
	11.3.0
	Rel‑11
	Missing IANA Registration Information on 3GPP-framepackingtype SDP Attribute
	approved
	F
	11.4.0
	M3DV
	S4

	SP-140207
	26.234
	0220
	1
	12.3.0
	Rel‑12
	Missing IANA Registration Information on 3GPP-framepackingtype SDP Attribute
	approved
	A
	12.4.0
	M3DV
	S4

	SP-140205
	26.247
	0056
	2
	10.7.0
	Rel‑10
	Registration of MIME Type for QoE Reports
	approved
	F
	10.8.0
	HTTP_SDS
	S4

	SP-140205
	26.247
	0057
	2
	11.6.0
	Rel‑11
	Registration of MIME Type for QoE Reports
	approved
	A
	11.7.0
	HTTP_SDS
	S4

	SP-140205
	26.247
	0058
	2
	12.2.0
	Rel‑12
	Registration of MIME Type for QoE Reports
	approved
	A
	12.3.0
	HTTP_SDS
	S4

	SP-140205
	26.247
	0059
	2
	10.7.0
	Rel‑10
	Correction of Cardinality of the SegmentList Element
	approved
	F
	10.8.0
	HTTP_SDS
	S4

	SP-140205
	26.247
	0060
	2
	11.6.0
	Rel‑11
	Correction of Cardinality of the SegmentList Element
	approved
	A
	11.7.0
	HTTP_SDS
	S4

	SP-140205
	26.247
	0061
	2
	12.2.0
	Rel‑12
	Correction of Cardinality of the SegmentList Element
	approved
	A
	12.3.0
	HTTP_SDS
	S4

	SP-140214
	26.346
	0347
	6
	12.1.0
	Rel‑12
	Proxy server-based MooD
	approved
	B
	12.2.0
	MI-MooD
	S4

	SP-140203
	26.346
	0366
	-
	9.14.0
	Rel‑9
	FLUTE Cache Control Expires format correction
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0367
	-
	10.11.0
	Rel‑10
	FLUTE Cache Control Expires format correction
	approved
	A
	10.12.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0368
	-
	11.8.0
	Rel‑11
	FLUTE Cache Control Expires format correction
	approved
	A
	11.9.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0369
	-
	12.1.0
	Rel‑12
	FLUTE Cache Control Expires format correction
	approved
	A
	12.2.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0370
	-
	9.14.0
	Rel‑9
	MBMS-mode attribute value correction
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0371
	-
	10.11.0
	Rel‑10
	MBMS-mode attribute value correction
	approved
	A
	10.12.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0372
	-
	11.8.0
	Rel‑11
	MBMS-mode attribute value correction
	approved
	A
	11.9.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0373
	-
	12.1.0
	Rel‑12
	MBMS-mode attribute value correction
	approved
	A
	12.2.0
	PMA-MBS_Ext
	S4

	SP-140213
	26.346
	0374
	-
	12.1.0
	Rel‑12
	USD and Schedule schemas bug fixes
	approved
	F
	12.2.0
	MI-EMO
	S4

	SP-140216
	26.346
	0375
	2
	12.1.0
	Rel‑12
	MBMS session nomenclature
	approved
	D
	12.2.0
	TEI12
	S4

	SP-140203
	26.346
	0376
	2
	9.14.0
	Rel‑9
	Correction of NTP timestamp definition and example
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140203
	26.346
	0377
	2
	10.11.0
	Rel‑10
	Correction of NTP timestamp definition and example
	approved
	F
	10.12.0
	MBS_Enh
	S4

	SP-140203
	26.346
	0378
	2
	11.8.0
	Rel‑11
	Correction of NTP timestamp definition and example
	approved
	A
	11.9.0
	MBS_Enh
	S4

	SP-140203
	26.346
	0379
	2
	12.1.0
	Rel‑12
	Correction of NTP timestamp definition and example
	approved
	A
	12.2.0
	MBS_Enh
	S4

	SP-140206
	26.346
	0381
	2
	11.8.0
	Rel‑11
	File Repair Correction
	approved
	F
	11.9.0
	EMM-DDE
	S4

	SP-140206
	26.346
	0382
	2
	12.1.0
	Rel‑12
	File Repair Correction
	approved
	A
	12.2.0
	EMM-DDE
	S4

	SP-140206
	26.346
	0384
	2
	11.8.0
	Rel‑11
	Consistent Syntax for Filter Description
	approved
	F
	11.9.0
	EMM-DDE
	S4

	SP-140206
	26.346
	0385
	1
	12.1.0
	Rel‑12
	Consistent Syntax for Filter Description
	approved
	A
	12.2.0
	EMM-DDE
	S4

	SP-140213
	26.346
	0388
	1
	12.1.0
	Rel‑12
	Guidelines for linear audio/video streaming using DASH over MBMS broadcast
	approved
	B
	12.2.0
	MI-EMO
	S4

	SP-140204
	26.346
	0389
	2
	9.14.0
	Rel‑9
	UE Behavior for file schedule
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0390
	2
	10.11.0
	Rel‑10
	UE Behavior for file schedule
	approved
	A
	10.12.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0391
	2
	11.8.0
	Rel‑11
	UE Behavior for file schedule
	approved
	A
	11.9.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0392
	2
	12.1.0
	Rel‑12
	UE Behavior for file schedule
	approved
	A
	12.2.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0393
	-
	9.14.0
	Rel‑9
	FEC Payload ID reference correction
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0394
	-
	10.11.0
	Rel‑10
	FEC Payload ID reference correction
	approved
	A
	10.12.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0395
	-
	11.8.0
	Rel‑11
	FEC Payload ID reference correction
	approved
	A
	11.9.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0396
	-
	12.1.0
	Rel‑12
	FEC Payload ID reference correction
	approved
	A
	12.2.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0397
	1
	9.14.0
	Rel‑9
	Network Resource measurement Period correction
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0398
	1
	10.11.0
	Rel‑10
	Network Resource measurement Period correction
	approved
	A
	10.12.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0399
	1
	11.8.0
	Rel‑11
	Network Resource measurement Period correction
	approved
	A
	11.9.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0400
	1
	12.1.0
	Rel‑12
	Network Resource measurement Period correction
	approved
	A
	12.2.0
	PMA-MBS_Ext
	S4

	SP-140213
	26.346
	0401
	1
	12.1.0
	Rel‑12
	appService backward compatibility correction
	approved
	F
	12.2.0
	MI-EMO
	S4

	SP-140204
	26.346
	0403
	3
	9.14.0
	Rel‑9
	FLUTE FDT Instance Expiry Receiver Handling
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0404
	3
	10.11.0
	Rel‑10
	FLUTE FDT Instance Expiry Receiver Handling
	approved
	A
	10.12.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0405
	3
	11.8.0
	Rel‑11
	FLUTE FDT Instance Expiry Receiver Handling
	approved
	A
	11.9.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0406
	3
	12.1.0
	Rel‑12
	FLUTE FDT Instance Expiry Receiver Handling
	approved
	A
	12.2.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0408
	1
	9.14.0
	Rel‑9
	EXT_FTI in regular FLUTE packets
	approved
	F
	9.15.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0409
	1
	10.11.0
	Rel‑10
	EXT_FTI in regular FLUTE packets
	approved
	A
	10.12.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0410
	1
	11.8.0
	Rel‑11
	EXT_FTI in regular FLUTE packets
	approved
	A
	11.9.0
	PMA-MBS_Ext
	S4

	SP-140204
	26.346
	0411
	1
	12.1.0
	Rel‑12
	EXT_FTI in regular FLUTE packets
	approved
	A
	12.2.0
	PMA-MBS_Ext
	S4

	SP-140206
	26.346
	0412
	-
	11.8.0
	Rel‑11
	Correction on Schema Version in XML Schema for Filter Description
	approved
	F
	11.9.0
	EMM
	S4

	SP-140206
	26.346
	0413
	-
	12.1.0
	Rel‑12
	Correction on Schema Version in XML Schema for Filter Description
	approved
	A
	12.2.0
	EMM
	S4

	SP-140213
	26.346
	0414
	-
	12.1.0
	Rel‑12
	Selective Content Reception
	approved
	B
	12.2.0
	MI-EMO
	S4

	CP-140331
	27.007
	0428
	1
	12.4.0
	Rel‑12
	Multiple PDP context activation using +CGACT
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	27.007
	0429
	1
	12.4.0
	Rel‑12
	+CUSATD and +CUSATA alignment
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	27.007
	0430
	2
	12.4.0
	Rel‑12
	Clarifications for +CUSATD
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	27.007
	0432
	1
	12.4.0
	Rel‑12
	Message waiting indication subscription failure error code
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	27.007
	0434
	-
	12.4.0
	Rel‑12
	"Removal of redundant ""EAB override"" in +CGDCONT"
	approved
	F
	12.5.0
	TEI12, SIMTC-RAN_OC
	C1

	SP-140333
	28.606
	0001
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 28.606 upgrade XSD
	approved
	F
	12.1.0
	OAM12
	S5

	SP-140333
	28.616
	0001
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 28.616 upgrade XSD
	approved
	F
	12.1.0
	OAM12
	S5

	SP-140358
	28.621
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.621 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.622
	0001
	-
	11.0.1
	Rel‑11
	Rel‑11 CR 28.622 Correction of reference
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.622
	0002
	-
	11.0.1
	Rel‑11
	Rel‑11 CR 28.622 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.623
	0003
	1
	11.1.0
	Rel‑11
	Rel‑11 CR 28.623 upgrade XSD
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140358
	28.623
	0004
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.623 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140358
	28.624
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.624 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.625
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.625 Add definition of NULL for proceduralStatus
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.625
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.625 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.626
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.626 upgrade XSD
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.626
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.626 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.627
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.627 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.628
	0007
	-
	11.3.0
	Rel‑11
	Rel‑11 CR 28.628 remove the feature support statements
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140332
	28.629
	0004
	-
	11.2.0
	Rel‑11
	Rel‑11 CR 28.629 upgrade XSD
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140358
	28.629
	0005
	-
	11.2.0
	Rel‑11
	Rel‑11 CR 28.629 remove the feature support statements
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140358
	28.631
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.631 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.632
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.632 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.633
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.633 upgrade XSD
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.633
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.633 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.651
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.651 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.652
	0003
	2
	11.2.0
	Rel‑11
	Rel‑11 CR 28.652 Correction of operationalState attribute definitions
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140332
	28.652
	0004
	1
	11.2.0
	Rel‑11
	Rel‑11 CR 28.652 Correct synCase attribute description and usage of BITSTRING(32) data type
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140359
	28.652
	0005
	-
	11.2.0
	Rel‑11
	Rel‑11 CR 28.652 remove the feature support statements
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140332
	28.653
	0003
	1
	11.2.1
	Rel‑11
	Rel‑11 CR 28.653 upgrade XSD
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140359
	28.653
	0005
	-
	11.2.1
	Rel‑11
	Rel‑11 CR 28.653 remove the feature support statements
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140359
	28.654
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.654 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.655
	0001
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28.655 Correct hopping sequence list data type
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	28.655
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.655 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.656
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.656 upgrade XSD
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.656
	0002
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 28.656 Use the latest version of 32.656 as base
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	28.656
	0003
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.656 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	28.657
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.657 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	28.658
	0008
	-
	11.3.0
	Rel‑11
	Rel‑11 CR 28.658 remove the feature support statements
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140332
	28.659
	0006
	-
	11.3.0
	Rel‑11
	Rel‑11 CR 28.659 upgrade XSD
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140332
	28.659
	0007
	1
	11.3.0
	Rel‑11
	CR R11 28.659 Add the missing attribute cellResvInfo in IDL specification
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140359
	28.659
	0008
	-
	11.3.0
	Rel‑11
	Rel‑11 CR 28.659 remove the feature support statements
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140359
	28.661
	0002
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.661 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140359
	28.662
	0002
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.662 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140332
	28.663
	0002
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.663 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140359
	28.663
	0003
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.663 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140360
	28.671
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.671 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.672
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.672 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.673
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.673 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.673
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.673 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.674
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.674 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.675
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.675 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.676
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.676 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.676
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.676 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.701
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.701 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.702
	0003
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.702 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140332
	28.703
	0002
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.703 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140360
	28.703
	0003
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.703 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140360
	28.704
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.704 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.705
	0002
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.705 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140332
	28.706
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.706 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.706
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.706 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.707
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.707 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140360
	28.708
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.708 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.709
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.709 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.709
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.709 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.731
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.731 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.732
	0002
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.732 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140358
	28.733
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.733 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.733
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.733 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.734
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.734 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.735
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.735 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.736
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.736 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140358
	28.736
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.736 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	28.751
	0001
	-
	11.0.1
	Rel‑11
	Rel‑11 CR 28.751 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	28.752
	0001
	-
	11.0.1
	Rel‑11
	Rel‑11 CR 28.752 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140332
	28.753
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.753 Upgrade W3C XML Schema version from 1.0 to 1.1
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	28.753
	0002
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 28.753 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	CP-140237
	29.002
	1176
	-
	11.9.0
	Rel‑11
	CS to PS SRVCC
	approved
	F
	11.10.0
	rSRVCC-CT
	C4

	CP-140237
	29.002
	1177
	-
	12.4.0
	Rel‑12
	CS to PS SRVCC
	approved
	A
	12.5.0
	rSRVCC-CT
	C4

	CP-140233
	29.010
	0138
	1
	10.2.1
	Rel‑10
	"Error mapping for ""Data Missing"""
	approved
	F
	10.3.0
	TEI10
	C4

	CP-140331
	29.018
	0141
	1
	12.4.0
	Rel‑12
	Available old TMSI
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140331
	29.018
	0142
	1
	12.4.0
	Rel‑12
	Terminology usage alignment and editorials
	approved
	D
	12.5.0
	TEI12
	C1

	CP-140261
	29.060
	0983
	1
	12.4.0
	Rel‑12
	Number of authentication vectors in the MM Context IE
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.060
	0984
	1
	12.4.0
	Rel‑12
	Context Response with P-TMSI Signature Mismatch
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.060
	0985
	1
	12.4.0
	Rel‑12
	Correction on encoding of Selected PLMN ID
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.060
	0986
	1
	12.4.0
	Rel‑12
	Correction of the reference of transparent container
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140372
	29.061
	0427
	1
	11.6.0
	Rel‑11
	Correction to User Location Time Stamp reporting to AAA
	approved
	F
	11.7.0
	NWK-PL2IMS_CT
	C3

	CP-140372
	29.061
	0428
	1
	12.5.0
	Rel‑12
	Correction to User Location Time Stamp reporting to AAA
	approved
	A
	12.6.0
	NWK-PL2IMS_CT
	C3

	CP-140382
	29.079
	0022
	1
	11.3.0
	Rel‑12
	II-NNI traversal scenario identification
	approved
	B
	12.0.0
	NNI_RS
	C3

	CP-140362
	29.079
	0023
	2
	10.4.0
	Rel‑10
	Correcting IP addresses on OMR call flow examples
	approved
	F
	10.5.0
	OMR
	C3

	CP-140362
	29.079
	0024
	2
	11.3.0
	Rel‑11
	Correcting IP addresses on OMR call flow examples
	approved
	A
	11.4.0
	OMR
	C3

	CP-140301
	29.118
	0327
	1
	10.12.0
	Rel‑10
	CSFB priority call handling in a network supporting Multimedia Priority Service
	approved
	F
	10.13.0
	eMPS-CN
	C1

	CP-140301
	29.118
	0328
	1
	11.10.0
	Rel‑11
	CSFB priority call handling in a network supporting Multimedia Priority Service
	approved
	A
	11.11.0
	eMPS-CN
	C1

	CP-140301
	29.118
	0329
	1
	12.4.0
	Rel‑12
	CSFB priority call handling in a network supporting Multimedia Priority Service
	approved
	A
	12.5.0
	eMPS-CN
	C1

	CP-140309
	29.118
	0330
	-
	11.10.0
	Rel‑11
	Return to last LTE PLMN indication for emergency calls
	approved
	F
	11.11.0
	SAES2-CSFB
	C1

	CP-140309
	29.118
	0331
	-
	12.4.0
	Rel‑12
	Return to last LTE PLMN indication for emergency calls
	approved
	A
	12.5.0
	SAES2-CSFB
	C1

	CP-140331
	29.118
	0332
	1
	12.4.0
	Rel‑12
	Available old TMSI
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140328
	29.118
	0336
	2
	12.4.0
	Rel‑12
	Release of SGs association in case of SRVCC
	approved
	F
	12.5.0
	SAES3-CSFB
	C1

	CP-140304
	29.118
	0337
	3
	11.10.0
	Rel‑11
	Handling paging request for USSD when VoLTE call is ongoing
	approved
	A
	11.11.0
	TEI10
	C1

	CP-140304
	29.118
	0338
	3
	12.4.0
	Rel‑12
	Handling paging request for USSD when VoLTE call is ongoing
	approved
	A
	12.5.0
	TEI10
	C1

	CP-140304
	29.118
	0340
	1
	10.12.0
	Rel‑10
	Handling paging request for USSD when VoLTE call is ongoing
	approved
	F
	10.13.0
	TEI10
	C1

	CP-140394
	29.162
	0131
	5
	12.3.0
	Rel‑12
	ICE support of IBCF for Ix interface stage 2
	approved
	B
	12.4.0
	ICEH248
	C3

	CP-140378
	29.162
	0132
	1
	12.3.0
	Rel‑12
	Ix requirements/procedures for e2e media security
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C3

	CP-140398
	29.163
	0812
	2
	12.3.1
	Rel‑12
	CS originating call hold during ICS call
	approved
	B
	12.4.0
	TEI12
	C3

	CP-140395
	29.163
	0813
	2
	12.3.1
	Rel‑12
	ICE support for Mn interface stage 2
	approved
	B
	12.4.0
	ICEH248
	C3

	CP-140380
	29.163
	0814
	-
	12.3.1
	Rel‑12
	Reference update: RFC 7090 (draft-ietf-ecrit-psap-callback)
	approved
	F
	12.4.0
	EMC_PC
	C3

	CP-140355
	29.163
	0816
	1
	8.24.0
	Rel‑8
	Correction on the ISUP parameter name in the mapping table
	approved
	F
	8.25.0
	IMS-CCR-IWCS
	C3

	CP-140355
	29.163
	0817
	1
	9.17.0
	Rel‑9
	Correction on the ISUP parameter name in the mapping table
	approved
	A
	9.18.0
	IMS-CCR-IWCS
	C3

	CP-140355
	29.163
	0818
	1
	10.13.0
	Rel‑10
	Correction on the ISUP parameter name in the mapping table
	approved
	A
	10.14.0
	IMS-CCR-IWCS
	C3

	CP-140355
	29.163
	0819
	1
	11.10.0
	Rel‑11
	Correction on the ISUP parameter name in the mapping table
	approved
	A
	11.11.0
	IMS-CCR-IWCS
	C3

	CP-140355
	29.163
	0820
	1
	12.3.1
	Rel‑12
	Correction on the ISUP parameter name in the mapping table
	approved
	A
	12.4.0
	IMS-CCR-IWCS
	C3

	CP-140373
	29.165
	0627
	-
	11.10.0
	Rel‑11
	Correction on the Definitions of response on roaming II-NNI
	approved
	F
	11.11.0
	RAVEL-CT
	C3

	CP-140373
	29.165
	0628
	-
	12.3.0
	Rel‑12
	Correction on the Definitions of response on roaming II-NNI
	approved
	A
	12.4.0
	RAVEL-CT
	C3

	CP-140358
	29.165
	0629
	-
	9.17.0
	Rel‑9
	Correcting the indication of communication diversion to the diverting user
	approved
	F
	9.18.0
	II-NNI
	C3

	CP-140358
	29.165
	0630
	-
	10.15.0
	Rel‑10
	Correcting the indication of communication diversion to the diverting user
	approved
	A
	10.16.0
	II-NNI
	C3

	CP-140358
	29.165
	0631
	-
	11.10.0
	Rel‑11
	Correcting the indication of communication diversion to the diverting user
	approved
	A
	11.11.0
	II-NNI
	C3

	CP-140358
	29.165
	0632
	-
	12.3.0
	Rel‑12
	Correcting the indication of communication diversion to the diverting user
	approved
	A
	12.4.0
	II-NNI
	C3

	CP-140379
	29.165
	0633
	1
	12.3.0
	Rel‑12
	SIP timer table update due to RFC 6026
	approved
	F
	12.4.0
	IMSprotoc6
	C3

	CP-140384
	29.165
	0634
	2
	12.3.0
	Rel‑12
	MSC server enhanced for dual radio
	approved
	F
	12.4.0
	eDRVCC
	C3

	CP-140384
	29.165
	0635
	1
	12.3.0
	Rel‑12
	Correcting errors - DRVCC
	approved
	F
	12.4.0
	eDRVCC
	C3

	CP-140399
	29.165
	0636
	-
	12.3.0
	Rel‑12
	PS to PS access transfer
	approved
	B
	12.4.0
	TEI12
	C3

	CP-140399
	29.165
	0637
	2
	12.3.0
	Rel‑12
	Correcting references
	approved
	F
	12.4.0
	TEI12
	C3

	CP-140399
	29.165
	0638
	2
	12.3.0
	Rel‑12
	Assured explicit communication transfer
	approved
	C
	12.4.0
	TEI12
	C3

	CP-140369
	29.165
	0639
	1
	12.3.0
	Rel‑12
	Removing IPXS abbreviation
	approved
	A
	12.4.0
	IPXS
	C3

	CP-140399
	29.165
	0640
	-
	12.3.0
	Rel‑12
	Reference text to table A.2 clarified
	approved
	F
	12.4.0
	TEI12
	C3

	CP-140399
	29.165
	0641
	1
	12.3.0
	Rel‑12
	RAVEL improvements and corrections
	approved
	F
	12.4.0
	TEI12, RAVEL
	C3

	CP-140399
	29.165
	0642
	1
	12.3.0
	Rel‑12
	Served network changed to serving network
	approved
	F
	12.4.0
	II-NNI
	C3

	CP-140360
	29.165
	0643
	1
	9.17.0
	Rel‑9
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	F
	9.18.0
	II-NNI
	C3

	CP-140360
	29.165
	0644
	1
	10.15.0
	Rel‑10
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	10.16.0
	II-NNI
	C3

	CP-140360
	29.165
	0645
	1
	11.10.0
	Rel‑11
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	11.11.0
	II-NNI
	C3

	CP-140360
	29.165
	0646
	1
	12.3.0
	Rel‑12
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	12.4.0
	II-NNI
	C3

	CP-140399
	29.165
	0647
	3
	12.3.0
	Rel‑12
	Improvement on the format of option item tables
	approved
	D
	12.4.0
	TEI12, NNI_OI
	C3

	CP-140369
	29.165
	0648
	-
	11.10.0
	Rel‑11
	Removing IPXS abbreviation
	approved
	F
	11.11.0
	IPXS
	C3

	CP-140359
	29.165
	0649
	-
	9.17.0
	Rel‑9
	Removal of CDIVN
	approved
	F
	9.18.0
	II-NNI
	C3

	CP-140359
	29.165
	0650
	-
	10.15.0
	Rel‑10
	Removal of CDIVN
	approved
	A
	10.16.0
	II-NNI
	C3

	CP-140359
	29.165
	0651
	-
	11.10.0
	Rel‑11
	Removal of CDIVN
	approved
	A
	11.11.0
	II-NNI
	C3

	CP-140359
	29.165
	0652
	-
	12.3.0
	Rel‑12
	Removal of CDIVN
	approved
	A
	12.4.0
	II-NNI
	C3

	CP-140380
	29.165
	0653
	-
	12.3.0
	Rel‑12
	Reference update: RFC 7090 (draft-ietf-ecrit-psap-callback)
	approved
	F
	12.4.0
	EMC_PC
	C3

	CP-140382
	29.165
	0654
	3
	12.3.0
	Rel‑12
	Identifying the II-NNI traversal scenario
	approved
	B
	12.4.0
	NNI_RS
	C3

	CP-140375
	29.165
	0656
	2
	11.10.0
	Rel‑11
	Reference update for overload control
	approved
	F
	11.11.0
	IOC
	C3

	CP-140375
	29.165
	0657
	2
	12.3.0
	Rel‑12
	Reference update for overload control
	approved
	A
	12.4.0
	IOC
	C3

	CP-140368
	29.165
	0658
	-
	11.10.0
	Rel‑11
	Correction of the option item table format
	approved
	F
	11.11.0
	NNI_OI
	C3

	CP-140368
	29.165
	0659
	1
	12.3.0
	Rel‑12
	Correction of the option item table format
	approved
	A
	12.4.0
	NNI_OI
	C3

	CP-140361
	29.165
	0660
	1
	9.17.0
	Rel‑9
	"Reference update for ""mp"" header field parameter in History-Info header field"
	approved
	F
	9.18.0
	II-NNI
	C3

	CP-140361
	29.165
	0661
	1
	10.15.0
	Rel‑10
	"Reference update for ""mp"" header field parameter in History-Info header field"
	approved
	A
	10.16.0
	II-NNI
	C3

	CP-140361
	29.165
	0662
	1
	11.10.0
	Rel‑11
	"Reference update for ""mp"" header field parameter in History-Info header field"
	approved
	A
	11.11.0
	II-NNI
	C3

	CP-140361
	29.165
	0664
	-
	9.17.0
	Rel‑9
	Correcting the status of a major capability over II-NNI
	approved
	F
	9.18.0
	II-NNI
	C3

	CP-140255
	29.168
	0050
	2
	12.5.0
	Rel‑12
	Routing of PWS messages to HeNBs
	approved
	B
	12.6.0
	REP_WMD
	C4

	CP-140269
	29.171
	0026
	-
	12.0.0
	Rel‑12
	Value range of Cell Portion ID
	approved
	F
	12.1.0
	TEI12
	C4

	CP-140365
	29.212
	1017
	5
	11.12.0
	Rel‑11
	Corrections to handling of PCC rules with application identifier
	approved
	F
	11.13.0
	SAPP-CT3
	C3

	CP-140365
	29.212
	1018
	5
	12.4.0
	Rel‑12
	Corrections to handling of PCC rules with application identifier
	approved
	A
	12.5.0
	SAPP-CT3
	C3

	CP-140386
	29.212
	1141
	5
	12.4.0
	Rel‑12
	Reuse of AN-Trusted AVP to cover Trusted and Untrusted RAT separately
	approved
	F
	12.5.0
	ABC-CT3, TEI12
	C3

	CP-140386
	29.212
	1142
	1
	12.4.0
	Rel‑12
	Credit Control Failure Handling and Abort Session Request support
	approved
	F
	12.5.0
	ABC-CT3
	C3

	CP-140365
	29.212
	1144
	2
	12.4.0
	Rel‑12
	Correction on interface name for Sd supported feature
	approved
	F
	12.5.0
	TEI12, SAPP-CT3
	C3

	CP-140370
	29.212
	1145
	1
	11.12.0
	Rel‑11
	Access Network Information Reporting Correction
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140370
	29.212
	1146
	1
	12.4.0
	Rel‑12
	Access Network Information Reporting Correction
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140377
	29.212
	1147
	1
	12.4.0
	Rel‑12
	Correction to IMS Restoration procedure
	approved
	F
	12.5.0
	SAES-St3-PCC
	C3

	CP-140388
	29.212
	1148
	-
	12.4.0
	Rel‑12
	Editor's note cleanup proposal for P4C-F Annex
	approved
	F
	12.5.0
	P4C-F-CT3
	C3

	CP-140393
	29.212
	1149
	5
	12.4.0
	Rel‑12
	Introduction of ULI reporting at presence reporting area
	approved
	B
	12.5.0
	CNO_ULI-CT
	C3

	CP-140352
	29.212
	1150
	-
	8.22.0
	Rel‑8
	Correct the APN-AMBR provisioning over Gx for the PMIP case
	approved
	F
	8.23.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1151
	-
	9.17.0
	Rel‑9
	Correct the APN-AMBR provisioning over Gx for the PMIP case
	approved
	A
	9.18.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1152
	-
	10.14.0
	Rel‑10
	Correct the APN-AMBR provisioning over Gx for the PMIP case
	approved
	A
	10.15.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1153
	-
	11.12.0
	Rel‑11
	Correct the APN-AMBR provisioning over Gx for the PMIP case
	approved
	A
	11.13.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1154
	-
	12.4.0
	Rel‑12
	Correct the APN-AMBR provisioning over Gx for the PMIP case
	approved
	A
	12.5.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1160
	1
	8.22.0
	Rel‑8
	APN-AMBR included in IP-CAN Session Establishment response
	approved
	F
	8.23.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1161
	-
	9.17.0
	Rel‑9
	APN-AMBR included in IP-CAN Session Establishment response
	approved
	A
	9.18.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1162
	-
	10.14.0
	Rel‑10
	APN-AMBR included in IP-CAN Session Establishment response
	approved
	A
	10.15.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1163
	-
	11.12.0
	Rel‑11
	APN-AMBR included in IP-CAN Session Establishment response
	approved
	A
	11.13.0
	SAES-St3-PCC
	C3

	CP-140352
	29.212
	1164
	-
	12.4.0
	Rel‑12
	APN-AMBR included in IP-CAN Session Establishment response
	approved
	A
	12.5.0
	SAES-St3-PCC
	C3

	CP-140400
	29.212
	1165
	-
	12.4.0
	Rel‑12
	Unconditional APN-AMBR applicability correction
	approved
	F
	12.5.0
	TEI12
	C3

	CP-140386
	29.212
	1166
	1
	12.4.0
	Rel‑12
	Correction to misleading wording on charging information
	approved
	F
	12.5.0
	ABC-CT3
	C3

	CP-140391
	29.212
	1167
	1
	12.4.0
	Rel‑12
	Trusted-WLAN supported feature required for NetLoc-Trusted-WLAN
	approved
	F
	12.5.0
	NETLOC_TWAN-CT
	C3

	CP-140388
	29.212
	1168
	1
	12.4.0
	Rel‑12
	Applying FBA in mapping table for type of access network
	approved
	F
	12.5.0
	P4C-F-CT3
	C3

	CP-140391
	29.212
	1169
	1
	12.4.0
	Rel‑12
	Corrections to Netloc-Trusted-WLAN
	approved
	F
	12.5.0
	NETLOC_TWAN-CT
	C3

	CP-140356
	29.212
	1170
	2
	9.17.0
	Rel‑9
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN
	approved
	F
	9.18.0
	SAES-St3-PCC
	C3

	CP-140356
	29.212
	1171
	2
	10.14.0
	Rel‑10
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN
	approved
	A
	10.15.0
	SAES-St3-PCC
	C3

	CP-140356
	29.212
	1172
	2
	11.12.0
	Rel‑11
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN
	approved
	A
	11.13.0
	SAES-St3-PCC
	C3

	CP-140356
	29.212
	1173
	2
	12.4.0
	Rel‑12
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN
	approved
	A
	12.5.0
	SAES-St3-PCC
	C3

	CP-140402
	29.212
	1177
	1
	12.4.0
	Rel‑12
	Usage allowance correction
	approved
	F
	12.5.0
	PCC-Enh
	C3

	CP-140370
	29.212
	1178
	2
	11.12.0
	Rel‑11
	Corrections to access network information reporting during the PCC rule removal and bearer deactivation/IP-CAN session termination
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140370
	29.212
	1179
	2
	12.4.0
	Rel‑12
	Corrections to access network information reporting during the PCC rule removal and bearer deactivation/IP-CAN session termination
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140370
	29.212
	1184
	2
	11.12.0
	Rel‑11
	Corrections for Netloc
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140370
	29.212
	1185
	2
	12.4.0
	Rel‑12
	Corrections for Netloc
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140400
	29.212
	1186
	2
	12.4.0
	Rel‑12
	Reporting the RAN/NAS release cause on Gx interface
	approved
	B
	12.5.0
	TEI12, NWK-PL2IMS_CT
	C3

	CP-140411
	29.212
	1187
	1
	12.4.0
	Rel‑12
	Corrections to include missed information in the non-seamless WLAN offload scenario
	approved
	F
	12.5.0
	P4C-F-CT3
	C3

	CP-140370
	29.212
	1190
	1
	11.12.0
	Rel‑11
	QoS rule only for access network information retrieve
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140370
	29.212
	1191
	2
	12.4.0
	Rel‑12
	QoS rule only for access network information retrieve
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140412
	29.212
	1192
	2
	12.4.0
	Rel‑12
	IPv6 address in IP-CAN session establishment
	approved
	F
	12.5.0
	P4C-F-CT3
	C3

	CP-140401
	29.212
	1193
	1
	12.4.0
	Rel‑12
	Diameter Overload Control for Gx
	approved
	B
	12.5.0
	DOCME-PCC
	C3

	CP-140402
	29.212
	1194
	4
	12.4.0
	Rel‑12
	Usage clarification on QoS-Negotiation AVP
	approved
	F
	12.5.0
	PCC
	C3

	CP-140410
	29.212
	1197
	1
	11.12.0
	Rel‑11
	Corrections to handling of PCC rules with application identifier
	approved
	F
	11.13.0
	SAPP-CT3
	C3

	CP-140410
	29.212
	1198
	2
	12.4.0
	Rel‑12
	Corrections to handling of PCC rules with application identifier
	approved
	A
	12.5.0
	SAPP-CT3
	C3

	CP-140370
	29.212
	1203
	2
	11.12.0
	Rel‑11
	Onetime reporting of the present Access Network Information
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140370
	29.212
	1204
	2
	12.4.0
	Rel‑12
	Onetime reporting of the present Access Network Information
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140366
	29.213
	0478
	3
	11.10.0
	Rel‑11
	Corrections to handling of PCC rules with application identifier
	approved
	F
	11.11.0
	SAPP-CT3
	C3

	CP-140366
	29.213
	0479
	3
	12.3.0
	Rel‑12
	Corrections to handling of PCC rules with application identifier
	approved
	A
	12.4.0
	SAPP-CT3
	C3

	CP-140389
	29.213
	0535
	-
	12.3.0
	Rel‑12
	Applicability of home routed scenario for NSWO traffic from 3GPP UE
	approved
	F
	12.4.0
	P4C-F-CT3
	C3

	CP-140389
	29.213
	0536
	-
	12.3.0
	Rel‑12
	Removal of the addition in PCEF-initiated IP-CAN session modification
	approved
	F
	12.4.0
	P4C-F-CT3
	C3

	CP-140371
	29.213
	0537
	3
	11.10.0
	Rel‑11
	Complete the procedures of access network information reporting
	approved
	F
	11.11.0
	NWK-PL2IMS_CT
	C3

	CP-140371
	29.213
	0538
	3
	12.3.0
	Rel‑12
	Complete the procedures of access network information reporting
	approved
	A
	12.4.0
	NWK-PL2IMS_CT
	C3

	CP-140374
	29.213
	0539
	1
	11.10.0
	Rel‑11
	Accumulated usage report for sponsored data connectivity
	approved
	F
	11.11.0
	PEST-CT3
	C3

	CP-140374
	29.213
	0540
	1
	12.3.0
	Rel‑12
	Accumulated usage report for sponsored data connectivity
	approved
	A
	12.4.0
	PEST-CT3
	C3

	CP-140364
	29.213
	0544
	3
	11.10.0
	Rel‑11
	Correction to the PCRF selection and discovery by DRA
	approved
	F
	11.11.0
	SAES-St3-PCC
	C3

	CP-140364
	29.213
	0545
	3
	12.3.0
	Rel‑12
	Correction to the PCRF selection and discovery by DRA
	approved
	A
	12.4.0
	SAES-St3-PCC
	C3

	CP-140371
	29.213
	0546
	1
	11.10.0
	Rel‑11
	Correction to the call flows of access network information reporting
	approved
	F
	11.11.0
	NWK-PL2IMS_CT
	C3

	CP-140371
	29.213
	0547
	1
	12.3.0
	Rel‑12
	Correction to the call flows of access network information reporting
	approved
	A
	12.4.0
	NWK-PL2IMS_CT
	C3

	CP-140412
	29.213
	0548
	2
	12.3.0
	Rel‑12
	IPv6 address for PCRF selection and discovery
	approved
	F
	12.4.0
	P4C-F-CT3
	C3

	CP-140401
	29.213
	0549
	4
	12.3.0
	Rel‑12
	Diameter Overload Control impacts on PCC
	approved
	B
	12.4.0
	DOCME-PCC
	C3

	CP-140410
	29.213
	0550
	1
	11.10.0
	Rel‑11
	Corrections to handling of PCC rules with application identifier
	approved
	F
	11.11.0
	SAPP-CT3
	C3

	CP-140410
	29.213
	0551
	2
	12.3.0
	Rel‑12
	Corrections to handling of PCC rules with application identifier
	approved
	A
	12.4.0
	SAPP-CT3
	C3

	CP-140377
	29.213
	0552
	3
	12.3.0
	Rel‑12
	Session binding in visited access with AF located in HPLMN
	approved
	F
	12.4.0
	SAES-St3-PCC
	C3

	CP-140389
	29.213
	0553
	1
	12.3.0
	Rel‑12
	Enhancement to NSWO traffic functionality
	approved
	F
	12.4.0
	P4C-F-CT3
	C3

	CP-140402
	29.214
	0327
	2
	12.3.0
	Rel‑12
	Provisioning of AF Signalling Flow Information
	approved
	F
	12.4.0
	eIMS_RP
	C3

	CP-140377
	29.214
	0328
	2
	12.3.0
	Rel‑12
	Enhancement in IMS Restoration procedure
	approved
	F
	12.4.0
	SAES-St3-PCC
	C3

	CP-140390
	29.214
	0329
	1
	12.3.0
	Rel‑12
	Geographical Identifier for TWAN access
	approved
	B
	12.4.0
	NETLOC_TWAN-CT
	C3

	CP-140402
	29.214
	0332
	1
	12.3.0
	Rel‑12
	Correct the description of Sponsored-Connectivity-Data AVP
	approved
	F
	12.4.0
	PEST-CT3
	C3

	CP-140400
	29.214
	0333
	1
	12.3.0
	Rel‑12
	Reporting the RAN/NAS release cause on Rx interface
	approved
	B
	12.4.0
	TEI12, NWK-PL2IMS_CT
	C3

	CP-140409
	29.214
	0334
	5
	11.12.0
	Rel‑11
	Corrections to access network information reporting during the IP-CAN session termination
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140409
	29.214
	0335
	5
	12.3.0
	Rel‑12
	Corrections to access network information reporting during IP-CAN session termination
	approved
	A
	12.4.0
	NWK-PL2IMS_CT
	C3

	CP-140409
	29.214
	0336
	4
	11.12.0
	Rel‑11
	Access Network Information Reporting Capability
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140409
	29.214
	0337
	3
	12.3.0
	Rel‑12
	Access Network Information Reporting Capability
	approved
	A
	12.4.0
	NWK-PL2IMS_CT
	C3

	CP-140409
	29.214
	0338
	1
	11.12.0
	Rel‑11
	Correction to the subscription of specific actions in AA-Request
	approved
	F
	11.13.0
	NWK-PL2IMS_CT
	C3

	CP-140409
	29.214
	0339
	1
	12.3.0
	Rel‑12
	Correction to the subscription of specific actions in AA-Request
	approved
	A
	12.4.0
	NWK-PL2IMS_CT
	C3

	CP-140401
	29.214
	0341
	1
	12.3.0
	Rel‑12
	Diameter Overload Control for Rx
	approved
	B
	12.4.0
	DOCME-PCC
	C3

	CP-140357
	29.215
	0343
	2
	9.12.0
	Rel‑9
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN for the roaming case
	approved
	F
	9.13.0
	SAES-St3-PCC
	C3

	CP-140357
	29.215
	0344
	2
	10.7.0
	Rel‑10
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN for the roaming case
	approved
	A
	10.8.0
	SAES-St3-PCC
	C3

	CP-140357
	29.215
	0345
	2
	11.12.0
	Rel‑11
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN for the roaming case
	approved
	A
	11.13.0
	SAES-St3-PCC
	C3

	CP-140357
	29.215
	0346
	2
	12.3.0
	Rel‑12
	Correction to APN-AMBR provisioning in case of multiple PDN connections to the same APN for the roaming case
	approved
	A
	12.4.0
	SAES-St3-PCC
	C3

	CP-140367
	29.215
	0347
	6
	11.12.0
	Rel‑11
	Application detection and control in the roaming case
	approved
	F
	11.13.0
	SAPP-CT3
	C3

	CP-140367
	29.215
	0348
	6
	12.3.0
	Rel‑12
	Application detection and control in the roaming case
	approved
	F
	12.4.0
	SAPP-CT3, ABC-CT3
	C3

	CP-140363
	29.215
	0349
	2
	10.7.0
	Rel‑10
	Correction on the access network info reporting procedures and MAPCON
	approved
	F
	10.8.0
	MAPCON-St3
	C3

	CP-140363
	29.215
	0350
	2
	11.12.0
	Rel‑11
	Correction on the access network info reporting procedures and MAPCON
	approved
	A
	11.13.0
	MAPCON-St3
	C3

	CP-140363
	29.215
	0351
	2
	12.3.0
	Rel‑12
	Correction on the access network info reporting procedures and MAPCON
	approved
	A
	12.4.0
	MAPCON-St3
	C3

	CP-140386
	29.215
	0352
	2
	12.3.0
	Rel‑12
	Provisioning of bandwidth limitation and charging information for roaming case
	approved
	B
	12.4.0
	ABC-CT3
	C3

	CP-140376
	29.215
	0353
	1
	11.12.0
	Rel‑11
	Remove the IP domain Id by the V-PCRF
	approved
	F
	11.13.0
	TEI11
	C3

	CP-140376
	29.215
	0354
	1
	12.3.0
	Rel‑12
	Remove the IP domain Id by the V-PCRF
	approved
	A
	12.4.0
	TEI11
	C3

	CP-140387
	29.219
	0019
	2
	12.1.0
	Rel‑12
	Adapting User Identity to Fixed Broadband Access network convergence
	approved
	B
	12.2.0
	P4C-F-CT3
	C3

	CP-140262
	29.228
	0609
	2
	12.1.0
	Rel‑12
	Wildcarded Public Identity in SAA
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140243
	29.228
	0611
	2
	12.1.0
	Rel‑12
	Diameter Overload Control Over Cx
	approved
	B
	12.2.0
	DOCME
	C4

	CP-140243
	29.229
	0264
	2
	12.1.0
	Rel‑12
	Diameter Overload Control Over Cx
	approved
	B
	12.2.0
	DOCME
	C4

	CP-140251
	29.230
	0385
	1
	12.4.0
	Rel‑12
	Protocol enhancements to indicate support of device recall and replace by SMS-SC
	approved
	B
	12.5.0
	MTCe-SDDTE-CT
	C4

	CP-140231
	29.230
	0386
	-
	8.17.0
	Rel‑8
	Adding Codes for 29.214
	approved
	F
	8.18.0
	TEI8
	C4

	CP-140231
	29.230
	0387
	-
	9.15.0
	Rel‑9
	Adding Codes for 29.214
	approved
	F
	9.16.0
	TEI9
	C4

	CP-140231
	29.230
	0388
	-
	10.11.0
	Rel‑10
	Adding Codes for 29.214
	approved
	F
	10.12.0
	TEI10
	C4

	CP-140231
	29.230
	0389
	-
	11.10.0
	Rel‑11
	Adding Codes for 29.214
	approved
	F
	11.11.0
	TEI11
	C4

	CP-140231
	29.230
	0390
	1
	12.4.0
	Rel‑12
	Adding Codes for 29.214
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140257
	29.230
	0391
	1
	12.4.0
	Rel‑12
	SS-Status AVP definition
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140252
	29.230
	0392
	-
	12.4.0
	Rel‑12
	Definition of AVPs for Network Location in TWLAN
	approved
	B
	12.5.0
	NETLOC_TWAN-CT
	C4

	CP-140257
	29.230
	0393
	-
	8.17.0
	Rel‑8
	SS-Status AVP definition
	approved
	F
	8.18.0
	TEI8
	C4

	CP-140257
	29.230
	0394
	-
	9.15.0
	Rel‑9
	SS-Status AVP definition
	approved
	A
	9.16.0
	TEI9
	C4

	CP-140257
	29.230
	0395
	-
	10.11.0
	Rel‑10
	SS-Status AVP definition
	approved
	A
	10.12.0
	TEI10
	C4

	CP-140257
	29.230
	0396
	-
	11.10.0
	Rel‑11
	SS-Status AVP definition
	approved
	A
	11.11.0
	TEI11
	C4

	CP-140247
	29.230
	0397
	-
	12.4.0
	Rel‑12
	New AVPs for Trusted WLAN access
	approved
	B
	12.5.0
	eSaMOG-St3
	C4

	CP-140236
	29.230
	0399
	-
	12.4.0
	Rel‑12
	TWAN-BSSID AVP re-naming
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140236
	29.230
	0400
	-
	11.10.0
	Rel‑11
	TWAN-BSSID AVP re-naming
	approved
	F
	11.11.0
	TEI11
	C4

	CP-140251
	29.230
	0401
	1
	12.4.0
	Rel‑12
	AVP code allocation for MTC-Error-Diagnostic
	approved
	F
	12.5.0
	MTCe-SDDTE-CT
	C4

	CP-140248
	29.232
	0655
	2
	11.2.0
	Rel‑12
	ICE support in Mc interface
	approved
	B
	12.0.0
	ICEH248
	C4

	CP-140397
	29.235
	0101
	3
	11.3.0
	Rel‑12
	ICE support for Ix towards SIP-I based CS CN
	approved
	B
	12.0.0
	ICEH248
	C3

	CP-140248
	29.238
	0052
	3
	12.1.0
	Rel‑12
	ICE support in Ix interface
	approved
	B
	12.2.0
	ICEH248
	C4

	CP-140243
	29.272
	0540
	5
	12.4.0
	Rel‑12
	Diameter overload control mechanism
	approved
	B
	12.5.0
	DOCME
	C4

	CP-140257
	29.272
	0544
	1
	12.4.0
	Rel‑12
	SS-Status AVP definition
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140257
	29.272
	0551
	-
	8.13.0
	Rel‑8
	SS-Status AVP definition
	approved
	F
	8.14.0
	TEI8
	C4

	CP-140257
	29.272
	0552
	-
	9.12.0
	Rel‑9
	SS-Status AVP definition
	approved
	A
	9.13.0
	TEI9
	C4

	CP-140257
	29.272
	0553
	-
	10.8.0
	Rel‑10
	SS-Status AVP definition
	approved
	A
	10.9.0
	TEI10
	C4

	CP-140257
	29.272
	0554
	-
	11.9.0
	Rel‑11
	SS-Status AVP definition
	approved
	A
	11.10.0
	TEI11
	C4

	CP-140264
	29.272
	0555
	3
	12.4.0
	Rel‑12
	ODB Cause Mapping
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140264
	29.272
	0556
	2
	12.4.0
	Rel‑12
	NOR Error User Unknown
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140254
	29.272
	0557
	1
	12.4.0
	Rel‑12
	Enhancement for ProSe
	approved
	
	12.5.0
	ProSe-CT
	C4

	CP-140413
	29.272
	0558
	-
	12.4.0
	Rel‑12
	Correction on SGSN CAMEL Capability in Supported-Features
	approved
	
	12.5.0
	TEI12
	C4

	CP-140243
	29.272
	0559
	1
	12.4.0
	Rel‑12
	Diameter overload over S6a/d
	approved
	B
	12.5.0
	DOCME
	C4

	CP-140247
	29.273
	0368
	4
	12.3.0
	Rel‑12
	STa Authentication for Trusted WLAN access
	approved
	B
	12.4.0
	eSaMOG-St3
	C4

	CP-140253
	29.273
	0369
	3
	12.3.0
	Rel‑12
	IMSI for BBF convergence
	approved
	B
	12.4.0
	P4C-F-CT3
	C4

	CP-140253
	29.273
	0370
	1
	12.3.0
	Rel‑12
	Reflective QoS in BBF architecture
	approved
	B
	12.4.0
	P4C-F-CT3
	C4

	CP-140252
	29.273
	0373
	2
	12.3.0
	Rel‑12
	Civic Address Encoding
	approved
	B
	12.4.0
	NETLOC_TWAN-CT
	C4

	CP-140243
	29.273
	0374
	3
	12.3.0
	Rel‑12
	Diameter overload over SWx
	approved
	B
	12.4.0
	DOCME
	C4

	CP-140243
	29.273
	0375
	3
	12.3.0
	Rel‑12
	Diameter overload over STa and S6b
	approved
	B
	12.4.0
	DOCME
	C4

	CP-140252
	29.273
	0377
	-
	12.3.0
	Rel‑12
	TWAN-BSSID AVP re-naming
	approved
	F
	12.4.0
	NETLOC_TWAN-CT
	C4

	CP-140261
	29.274
	1438
	3
	12.4.0
	Rel‑12
	Introduction of SGSN Number, SGSN Lgd Identifier and MME SLg identifier
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140252
	29.274
	1439
	1
	12.4.0
	Rel‑12
	TWAN Identifier Timestamp
	approved
	B
	12.5.0
	NETLOC_TWAN-CT
	C4

	CP-140252
	29.274
	1440
	-
	12.4.0
	Rel‑12
	Civic address encoding
	approved
	B
	12.5.0
	NETLOC_TWAN-CT
	C4

	CP-140242
	29.274
	1441
	3
	12.4.0
	Rel‑12
	Reporting changes of UE presence in Presence Reporting Area
	approved
	B
	12.5.0
	CNO_ULI-CT
	C4

	CP-140261
	29.274
	1443
	1
	12.4.0
	Rel‑12
	Number of authentication vectors in the MM Context IE
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.274
	1444
	2
	12.4.0
	Rel‑12
	Context Response with P-TMSI Signature Mismatch
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140235
	29.274
	1445
	5
	12.4.0
	Rel‑12
	Update cause to indicate downlink message delivery failure due to crash with mobility event
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140235
	29.274
	1446
	2
	11.10.0
	Rel‑11
	MDT configuration during inter-MME handover
	approved
	F
	11.11.0
	TEI11
	C4

	CP-140235
	29.274
	1447
	2
	12.4.0
	Rel‑12
	MDT configuration during inter-MME handover
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140261
	29.274
	1448
	1
	12.4.0
	Rel‑12
	Including CSG change reporting for Change Notification procedure
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140247
	29.274
	1451
	-
	12.4.0
	Rel‑12
	PCO in the HO to TWAN procedures
	approved
	F
	12.5.0
	eSaMOG-St3
	C4

	CP-140261
	29.274
	1452
	1
	12.4.0
	Rel‑12
	Spare bits in MM context
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.274
	1455
	1
	12.4.0
	Rel‑12
	User CSG Information reporting in rollback case
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.274
	1456
	1
	12.4.0
	Rel‑12
	Corrections to Node Type
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.274
	1457
	1
	12.4.0
	Rel‑12
	Update the condition of TimeZone IE
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140252
	29.274
	1459
	4
	12.4.0
	Rel‑12
	Extension to the TWAN Identifier contents: new Line Identifier (Logical Access ID)
	approved
	F
	12.5.0
	NETLOC_TWAN-CT
	C4

	CP-140261
	29.274
	1460
	1
	12.4.0
	Rel‑12
	Add a Cause Value in case MME refuses to setup/modify a bearer
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140241
	29.274
	1461
	1
	12.4.0
	Rel‑12
	Propagation of MME/S4-SGSN identity to PGW
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1462
	1
	12.4.0
	Rel‑12
	Updating PGW with overload control information of target MME/S4-SGSN
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1463
	1
	12.4.0
	Rel‑12
	Interaction with congestion control using APN back-off timer
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1464
	1
	12.4.0
	Rel‑12
	Discovery of the support of the GTP signalling based Load Control feature by the peer node
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1465
	1
	12.4.0
	Rel‑12
	Discovery of the support of the GTP signalling based Overload Control feature by the peer node
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1466
	1
	12.4.0
	Rel‑12
	Issues in the network with partial support of the GTP Load Control feature
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1467
	1
	12.4.0
	Rel‑12
	Issues in the network with partial support of the GTP Overload Control feature
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1468
	1
	12.4.0
	Rel‑12
	Implicit overload control mechanisms
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1469
	2
	12.4.0
	Rel‑12
	Load control solution: General aspects
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1470
	3
	12.4.0
	Rel‑12
	Overload control solution: General aspects
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1471
	1
	12.4.0
	Rel‑12
	Addition of Load & Overload Control Info IEs in session mgmt. messages
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1472
	2
	12.4.0
	Rel‑12
	Definition of new IEs for Load & Overload Control feature
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140235
	29.274
	1473
	3
	11.10.0
	Rel‑11
	Update cause to indicate downlink message delivery failure due to crash with mobility event
	approved
	F
	11.11.0
	TEI11
	C4

	CP-140241
	29.274
	1475
	1
	12.4.0
	Rel‑12
	Overload problem, scenarios, load and overload control concepts
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1476
	1
	12.4.0
	Rel‑12
	Overload control: message throttling
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140241
	29.274
	1477
	2
	12.4.0
	Rel‑12
	Enforcement of overload control
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140261
	29.274
	1478
	2
	12.4.0
	Rel‑12
	Alternate LMA address for user plane
	approved
	B
	12.5.0
	TEI12
	C4

	CP-140261
	29.274
	1479
	1
	12.4.0
	Rel‑12
	PLMN ID communicated in the VPLMN in network sharing
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140241
	29.274
	1480
	2
	12.4.0
	Rel‑12
	Load control information
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140252
	29.274
	1481
	2
	12.4.0
	Rel‑12
	Circuit-ID defined in TWAN identifier
	approved
	F
	12.5.0
	NETLOC_TWAN-CT
	C4

	CP-140261
	29.274
	1482
	1
	12.4.0
	Rel‑12
	Version Not Supported Indication
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140247
	29.274
	1487
	2
	12.4.0
	Rel‑12
	PCO in handover to 3GPP access
	approved
	F
	12.5.0
	eSaMOG-St3
	C4

	CP-140241
	29.274
	1488
	2
	12.4.0
	Rel‑12
	Overload Control Information
	approved
	B
	12.5.0
	GOCMe
	C4

	CP-140261
	29.274
	1489
	3
	12.4.0
	Rel‑12
	IPv6 address allocation
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140261
	29.274
	1490
	3
	12.4.0
	Rel‑12
	Context Request Indication flags
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140252
	29.275
	0298
	-
	12.2.0
	Rel‑12
	UE Time Zone information for TWAN S2a access
	approved
	B
	12.3.0
	NETLOC_TWAN-CT
	C4

	CP-140252
	29.275
	0299
	2
	12.2.0
	Rel‑12
	TWAN Identifier Timestamp in PDN disconnection procedure
	approved
	B
	12.3.0
	NETLOC_TWAN-CT
	C4

	CP-140252
	29.275
	0300
	2
	12.2.0
	Rel‑12
	TWAN ID Timestamp in Bearer Revocation Ack message for PGW initiated bearer deactivation procedure in Trusted WLAN
	approved
	B
	12.3.0
	NETLOC_TWAN-CT
	C4

	CP-140261
	29.275
	0301
	1
	12.2.0
	Rel‑12
	Alternate LMAA or IPv4-LMAA
	approved
	B
	12.3.0
	TEI12
	C4

	CP-140261
	29.275
	0302
	1
	12.2.0
	Rel‑12
	Alternate LMA address for user plane
	approved
	B
	12.3.0
	TEI12
	C4

	CP-140247
	29.275
	0303
	2
	12.2.0
	Rel‑12
	UE Initiated Connectivity to Additional PDN procedures
	approved
	B
	12.3.0
	eSaMOG-St3
	C4

	CP-140247
	29.275
	0304
	2
	12.2.0
	Rel‑12
	PCO in the HO to TWAN procedures
	approved
	F
	12.3.0
	eSaMOG-St3
	C4

	CP-140252
	29.275
	0305
	2
	12.2.0
	Rel‑12
	Encoding of the civic address
	approved
	B
	12.3.0
	NETLOC_TWAN-CT
	C4

	CP-140252
	29.275
	0306
	2
	12.2.0
	Rel‑12
	TWAN Identifier contents: new Line Identifier (Logical Access ID)
	approved
	B
	12.3.0
	NETLOC_TWAN-CT
	C4

	CP-140261
	29.275
	0307
	3
	12.2.0
	Rel‑12
	Alternate LMAA or IPv4-LMAA during Handover
	approved
	B
	12.3.0
	TEI12
	C4

	CP-140261
	29.275
	0308
	3
	12.2.0
	Rel‑12
	Alternate LMA address for user plane during Handover
	approved
	B
	12.3.0
	TEI12
	C4

	CP-140252
	29.275
	0309
	-
	12.2.0
	Rel‑12
	Remove editor's note from TWAN procedures
	approved
	F
	12.3.0
	NETLOC_TWAN-CT
	C4

	CP-140252
	29.275
	0311
	2
	12.2.0
	Rel‑12
	SSID not sufficient for TWAN location
	approved
	F
	12.3.0
	NETLOC_TWAN-CT
	C4

	CP-140250
	29.276
	0065
	-
	12.1.0
	Rel‑12
	HRPD Sector ID definition
	approved
	F
	12.2.0
	LTE_HRPD_SON-CT
	C4

	CP-140261
	29.276
	0066
	1
	12.1.0
	Rel‑12
	Version Not Supported Indication
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140261
	29.276
	0067
	1
	12.1.0
	Rel‑12
	Correct the handling of Restart Counter
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140261
	29.280
	0069
	1
	12.1.0
	Rel‑12
	Version Not Supported Indication
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140232
	29.280
	0070
	4
	9.8.0
	Rel‑9
	Transparent container ambiguity
	approved
	F
	9.9.0
	TEI9
	C4

	CP-140232
	29.280
	0071
	4
	10.4.0
	Rel‑10
	Transparent container ambiguity
	approved
	A
	10.5.0
	TEI9
	C4

	CP-140232
	29.280
	0072
	4
	11.5.0
	Rel‑11
	Transparent container ambiguity
	approved
	F
	11.6.0
	TEI11
	C4

	CP-140232
	29.280
	0073
	4
	12.1.0
	Rel‑12
	Transparent container ambiguity
	approved
	A
	12.2.0
	TEI11
	C4

	CP-140252
	29.282
	0029
	1
	12.1.0
	Rel‑12
	UE Time Zone for PMIP
	approved
	B
	12.2.0
	NETLOC_TWAN-CT
	C4

	CP-140252
	29.282
	0030
	1
	12.1.0
	Rel‑12
	TWAN Identifier Timestamp for PMIP
	approved
	B
	12.2.0
	NETLOC_TWAN-CT
	C4

	CP-140252
	29.282
	0032
	1
	12.1.0
	Rel‑12
	Add a 3GPP specific option for PMIP for new Line Identifier
	approved
	B
	12.2.0
	NETLOC_TWAN-CT
	C4

	CP-140385
	29.292
	0089
	1
	12.1.0
	Rel‑12
	Support of SIP precondition mechanism by MSC server
	approved
	F
	12.2.0
	ICS_IWE
	C3

	CP-140396
	29.292
	0090
	2
	12.1.0
	Rel‑12
	ICE support for MSC Server enhanced for ICS
	approved
	B
	12.2.0
	ICEH248
	C3

	CP-140353
	29.292
	0091
	-
	8.8.0
	Rel‑8
	Conference creation
	approved
	F
	8.9.0
	ICSRA
	C3

	CP-140353
	29.292
	0092
	-
	9.4.0
	Rel‑9
	Conference creation
	approved
	A
	9.5.0
	ICSRA
	C3

	CP-140353
	29.292
	0093
	-
	10.6.0
	Rel‑10
	Conference creation
	approved
	A
	10.7.0
	ICSRA
	C3

	CP-140353
	29.292
	0094
	-
	11.6.0
	Rel‑11
	Conference creation
	approved
	A
	11.7.0
	ICSRA
	C3

	CP-140353
	29.292
	0095
	-
	12.1.0
	Rel‑12
	Conference creation
	approved
	A
	12.2.0
	ICSRA
	C3

	CP-140354
	29.292
	0096
	-
	8.8.0
	Rel‑8
	Removal of CDIVN
	approved
	F
	8.9.0
	ICSRA
	C3

	CP-140354
	29.292
	0097
	-
	9.4.0
	Rel‑9
	Removal of CDIVN
	approved
	A
	9.5.0
	ICSRA
	C3

	CP-140354
	29.292
	0098
	-
	10.6.0
	Rel‑10
	Removal of CDIVN
	approved
	A
	10.7.0
	ICSRA
	C3

	CP-140354
	29.292
	0099
	-
	11.6.0
	Rel‑11
	Removal of CDIVN
	approved
	A
	11.7.0
	ICSRA
	C3

	CP-140354
	29.292
	0100
	-
	12.1.0
	Rel‑12
	Removal of CDIVN
	approved
	A
	12.2.0
	ICSRA
	C3

	CP-140230
	29.303
	0072
	1
	8.4.0
	Rel‑8
	Cleanup the pre-Release-8 DNS procedure on Release-8 SGSN
	approved
	F
	8.5.0
	TEI8
	C4

	CP-140230
	29.303
	0073
	1
	9.4.0
	Rel‑9
	Cleanup the pre-Release-8 DNS procedure on Release-8 SGSN
	approved
	A
	9.5.0
	TEI8
	C4

	CP-140230
	29.303
	0074
	1
	10.4.0
	Rel‑10
	Cleanup the pre-Release-8 DNS procedure on Release-8 SGSN
	approved
	A
	10.5.0
	TEI8
	C4

	CP-140230
	29.303
	0075
	1
	11.2.0
	Rel‑11
	Cleanup the pre-Release-8 DNS procedure on Release-8 SGSN
	approved
	A
	11.3.0
	TEI8
	C4

	CP-140230
	29.303
	0076
	1
	12.2.0
	Rel‑12
	Cleanup the pre-Release-8 DNS procedure on Release-8 SGSN
	approved
	A
	12.3.0
	TEI8
	C4

	CP-140252
	29.328
	0487
	5
	12.4.0
	Rel‑12
	Retrieval of TWAN-Id over Sh
	approved
	B
	12.5.0
	NETLOC_TWAN-CT
	C4

	CP-140262
	29.328
	0489
	2
	12.4.0
	Rel‑12
	Private User Identity retrieval
	approved
	B
	12.5.0
	TEI12
	C4

	CP-140238
	29.328
	0490
	-
	11.10.0
	Rel‑11
	IP-SM-GW address handling clarification
	approved
	F
	11.11.0
	TEI11
	C4

	CP-140238
	29.328
	0491
	-
	12.4.0
	Rel‑12
	IP-SM-GW address handling clarification
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140238
	29.328
	0492
	1
	11.10.0
	Rel‑11
	Exteneded priority is missing in UML model
	approved
	F
	11.11.0
	TEI11
	C4

	CP-140238
	29.328
	0493
	1
	12.4.0
	Rel‑12
	Exteneded priority is missing in UML model
	approved
	A
	12.5.0
	TEI11
	C4

	CP-140262
	29.329
	0217
	-
	12.2.0
	Rel‑12
	Private User Identity retrieval
	approved
	B
	12.3.0
	TEI12
	C4

	CP-140262
	29.329
	0218
	-
	12.2.0
	Rel‑12
	UE Reachability for IP
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140248
	29.332
	0193
	2
	11.3.0
	Rel‑12
	ICE support in Mn interface
	approved
	B
	12.0.0
	ICEH248
	C4

	CP-140248
	29.333
	0071
	2
	12.1.0
	Rel‑12
	ICE support for MRF in Mp interface
	approved
	B
	12.2.0
	ICEH248
	C4

	CP-140248
	29.334
	0053
	3
	12.2.0
	Rel‑12
	Support for Interactive Connectivity Establishment (ICE)
	approved
	B
	12.3.0
	ICEH248
	C4

	CP-140234
	29.334
	0054
	-
	10.6.0
	Rel‑10
	Aligning Mandatory Feature with stage 2
	approved
	F
	10.7.0
	TEI10
	C4

	CP-140234
	29.334
	0055
	1
	11.2.0
	Rel‑11
	Aligning Mandatory Features with stage 2
	approved
	F
	11.3.0
	TEI11
	C4

	CP-140234
	29.334
	0056
	-
	12.2.0
	Rel‑12
	Aligning Mandatory Features with stage 2
	approved
	A
	12.3.0
	TEI11
	C4

	CP-140249
	29.334
	0059
	1
	12.2.0
	Rel‑12
	WebRTC support for Iq
	approved
	B
	12.3.0
	IMS_WebRTC
	C4

	CP-140268
	29.334
	0060
	-
	12.2.0
	Rel‑12
	AGW Capability Change
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140243
	29.336
	0007
	3
	12.1.0
	Rel‑12
	Diameter overload over S6m
	approved
	B
	12.2.0
	DOCME
	C4

	CP-140251
	29.337
	0010
	2
	12.1.0
	Rel‑12
	Handling of error scenarios on trigger replace
	approved
	B
	12.2.0
	MTCe-SDDTE-CT
	C4

	CP-140251
	29.337
	0011
	2
	12.1.0
	Rel‑12
	Error handling, MTC error diagnostic
	approved
	B
	12.2.0
	MTCe-SDDTE-CT
	C4

	CP-140240
	29.364
	0043
	1
	12.1.0
	Rel‑12
	Correction on XML Schema for IMS CAMEL Services
	approved
	F
	12.2.0
	IMS_SSFDD
	C4

	CP-140392
	29.368
	0012
	3
	12.0.0
	Rel‑12
	Corrections to trigger recall and replace procedures
	approved
	F
	12.1.0
	MTCe-SDDTE-CT
	C3

	CP-140392
	29.368
	0013
	2
	12.0.0
	Rel‑12
	Protocol enhancements to indicate support of device recall and replace by SMS-SC
	approved
	B
	12.1.0
	MTCe-SDDTE-CT
	C3

	CP-140392
	29.368
	0014
	-
	12.0.0
	Rel‑12
	Clarification on bitmask
	approved
	B
	12.1.0
	MTCe-SDDTE-CT
	C3

	CP-140383
	29.817
	0002
	2
	12.0.0
	Rel‑12
	Clean-up of TR 29.817 based on MCC comments
	approved
	F
	12.1.0
	FS_XML_AF_PCRF
	C3

	CP-140383
	29.817
	0003
	-
	12.0.0
	Rel‑12
	Conclusion on the language (XML, JSON)
	approved
	F
	12.1.0
	FS_XML_AF_PCRF
	C3

	CP-140383
	29.817
	0004
	1
	12.0.0
	Rel‑12
	Clarification for the mapping of domain identity
	approved
	F
	12.1.0
	FS_XML_AF_PCRF
	C3

	CP-140423
	31.102
	0568
	3
	12.3.0
	Rel‑12
	New UICC service for URI support
	approved
	B
	12.4.0
	IMS_UApAs
	C6

	CP-140432
	31.102
	0573
	1
	12.3.0
	Rel‑12
	Addition of configuration parameter for EMM cause #15 extension
	approved
	F
	12.4.0
	TEI12
	C6

	CP-140441
	31.102
	0580
	-
	12.3.0
	Rel‑12
	Correction of length coding for EFPSEUDO
	approved
	F
	12.4.0
	I-WLAN
	C6

	CP-140431
	31.102
	0581
	-
	12.3.0
	Rel‑12
	E-UTRAN inter-frequency measuraments that exceeds maxEARFCN
	approved
	F
	12.4.0
	SAES
	C6

	CP-140424
	31.103
	0086
	2
	12.1.0
	Rel‑12
	New UICC service in IST for URI support
	approved
	B
	12.2.0
	IMS_UApAs
	C6

	CP-140425
	31.111
	0396
	4
	12.3.0
	Rel‑12
	URI support in MT Call event
	approved
	B
	12.4.0
	IMS_UApAs
	C6

	CP-140425
	31.111
	0400
	1
	12.3.0
	Rel‑12
	Modification to TI value
	approved
	B
	12.4.0
	IMS_UApAs
	C6

	CP-140422
	31.111
	0401
	2
	12.3.0
	Rel‑12
	Coding of PDP type in the Bearer parameters
	approved
	F
	12.4.0
	TEI12
	C6

	CP-140427
	31.111
	0402
	1
	10.12.0
	Rel‑10
	E-UTRAN inter-frequency measurements that exceeds maxEARFCN
	approved
	F
	10.13.0
	SAES
	C6

	CP-140427
	31.111
	0403
	1
	11.8.0
	Rel‑11
	E-UTRAN inter-frequency measurements that exceeds maxEARFCN
	approved
	A
	11.9.0
	SAES
	C6

	CP-140427
	31.111
	0404
	1
	12.3.0
	Rel‑12
	E-UTRAN inter-frequency measurements that exceeds maxEARFCN
	approved
	F
	12.4.0
	SAES
	C6

	CP-140422
	31.111
	0406
	-
	12.3.0
	Rel‑12
	Introduction of BCCH and Timing Advance Local Information
	approved
	F
	12.4.0
	TEI12
	C6

	CP-140426
	31.124
	0311
	2
	11.6.0
	Rel‑12
	Changes for validation of TI value
	approved
	B
	12.0.0
	IMS_UApAs
	C6

	CP-140428
	31.124
	0313
	1
	11.6.0
	Rel‑11
	Clarification on test case for PROVIDE LOCAL INFORMATION, E-UTRAN Inter-Frequency Measurements
	approved
	F
	11.7.0
	SAES
	C6

	CP-140433
	31.124
	0314
	1
	11.6.0
	Rel‑12
	Modification to test case 27.22.4.28.3 SEQ 3.2 (step 5)
	approved
	F
	12.0.0
	TEI8
	C6

	SP-140359
	32.101
	0054
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 32.101 remove the feature support statements
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140345
	32.101
	0055
	2
	11.1.0
	Rel‑11
	Rel‑12 CR 32.101 Include the RPT in the Management Reference Model
	approved
	B
	11.2.0
	OAM-RPTi
	S5

	SP-140332
	32.103
	0006
	2
	11.3.0
	Rel‑11
	Rel‑11 CR 32.103 Add missing feature support matrix
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140359
	32.103
	0007
	-
	11.3.0
	Rel‑11
	Rel‑11 CR 32.103 remove the feature support statements
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140359
	32.107
	0001
	-
	11.0.2
	Rel‑11
	Rel‑11 CR 32.107 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	32.150
	0024
	-
	11.2.0
	Rel‑11
	Rel‑11 CR 32.150 remove the feature support statements
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140359
	32.157
	0004
	-
	11.3.0
	Rel‑11
	Rel‑11 CR 32.157 remove the feature support statements
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140343
	32.240
	0374
	1
	11.6.0
	Rel‑11
	Rel‑11 CR 32.240 Clarification on transit IOI exchange over ISC interface
	approved
	F
	11.7.0
	IOI_IMS_CH
	S5

	SP-140343
	32.240
	0375
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.240 Clarification on transit IOI exchange over ISC interface
	approved
	A
	12.4.0
	IOI_IMS_CH
	S5

	SP-140338
	32.250
	0039
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.250 Addition of description for IMS registration via CS access
	approved
	C
	12.1.0
	CHICS
	S5

	SP-140337
	32.251
	0360a
	1-
	12.5.0
	Rel‑12
	Rel‑12 CR 32.251 Requirements and parameters alignment for application based charging
	approved
	B
	12.6.0
	ABC
	S5

	SP-140340
	32.251
	0361
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32.251 Completion of TDF related requirements for Fixed Broadband Access
	approved
	B
	12.6.0
	P4C-F-CH_T, P4C-F-CH_P
	S5

	SP-140341
	32.251
	0362
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32251 Complete Identifiers used for Charging in Convergent scenario
	approved
	B
	12.6.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140341
	32.251
	0363
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32251 Introduce Binding for IPE-CDR
	approved
	B
	12.6.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140341
	32.251
	0364
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32251 Introduce IP-CAN session Charging description
	approved
	B
	12.6.0
	P4C-F-CH_P
	S5

	SP-140339
	32.251
	0365
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32.251 Completion of charging per IP-CAN session in PS domain
	approved
	B
	12.6.0
	CHIPS
	S5

	SP-140334
	32.251
	0366
	1
	8.15.0
	Rel‑8
	Rel‑8 CR 32.251 Removal of IMS charging identifier from PGW CDR and command level online charging messages
	approved
	F
	8.16.0
	CH8
	S5

	SP-140334
	32.251
	0367
	1
	9.11.0
	Rel‑9
	Rel‑9 CR 32.251 Removal of IMS charging identifier from PGW CDR and command level online charging messages
	approved
	A
	9.12.0
	CH8
	S5

	SP-140334
	32.251
	0368
	1
	10.13.0
	Rel‑10
	Rel‑10 CR 32.251 Removal of IMS charging identifier from PGW CDR and command level online charging messages
	approved
	A
	10.14.0
	CH8
	S5

	SP-140334
	32.251
	0369
	1
	11.9.0
	Rel‑11
	Rel‑11 CR 32.251 Removal of IMS charging identifier from PGW CDR and command level online charging messages
	approved
	A
	11.10.0
	CH8
	S5

	SP-140334
	32.251
	0370
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32.251 Removal of IMS charging identifier from PGW CDR and command level online charging messages
	approved
	A
	12.6.0
	CH8
	S5

	SP-140336
	32.251
	0372
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32251 Introduce Core Network Operator selection origin for Shared Networks
	approved
	B
	12.6.0
	CH12
	S5

	SP-140337
	32.251
	0373
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32.251 Credit Control Failure Handling for TDF
	approved
	F
	12.6.0
	ABC
	S5

	SP-140339
	32.251
	0374
	-
	12.5.0
	Rel‑12
	Rel‑12 CR 32.251 Inter-level correlation clarification for CHIPS
	approved
	B
	12.6.0
	CHIPS
	S5

	SP-140341
	32.251
	0376
	1
	12.5.0
	Rel‑12
	Rel‑12 CR 32251 Introduce IP-CAN session Offline Charging description
	approved
	B
	12.6.0
	P4C-F-CH_P
	S5

	SP-140341
	32.251
	0377
	-
	12.5.0
	Rel‑12
	Rel‑12 CR 32251 Introduce Traffic Data Volumes in IPE-CDR description
	approved
	B
	12.6.0
	P4C-F-CH_P
	S5

	SP-140346
	32.260
	0245
	3
	11.11.0
	Rel‑11
	Rel‑11 CR 32.260 Correction for SRVCC PS to CS transfer Flows through ATCF
	approved
	F
	11.12.0
	UCHIMS-AS-SRVCC
	S5

	SP-140346
	32.260
	0246
	3
	12.3.0
	Rel‑12
	Rel‑12 CR 32.260 Correction for SRVCC PS to CS transfer Flows through ATCF
	approved
	F
	12.4.0
	UCHIMS-AS-SRVCC
	S5

	SP-140346
	32.260
	0247
	3
	11.11.0
	Rel‑11
	Rel‑11 CR 32.260 Correction for SRVCC CS to PS transfer Flows through ATCF
	approved
	F
	11.12.0
	UCHIMS-AS-SRVCC
	S5

	SP-140346
	32.260
	0248
	3
	12.3.0
	Rel‑12
	Rel‑12 CR 32.260 Correction for SRVCC CS to PS transfer Flows through ATCF
	approved
	A
	12.4.0
	UCHIMS-AS-SRVCC
	S5

	SP-140346
	32.260
	0251
	1
	11.11.0
	Rel‑11
	Rel‑11 CR 32.260 correction of ATCF CDR
	approved
	F
	11.12.0
	UCHIMS-AS-SRVCC
	S5

	SP-140346
	32.260
	0252
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.260 correction of ATCF CDR
	approved
	F
	12.4.0
	UCHIMS-AS-SRVCC
	S5

	SP-140346
	32.260
	0253
	1
	11.11.0
	Rel‑11
	Rel‑11 CR 32.260 Correction for TADS indication in SIP AS CDR
	approved
	F
	11.12.0
	UCHIMS_AS-SRVCC
	S5

	SP-140346
	32.260
	0254
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.260 Correction for TADS indication in SIP AS CDR
	approved
	F
	12.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-140343
	32.260
	0255
	1
	11.11.0
	Rel‑11
	Rel‑11 CR 32.260 Clarification on Transit IOI from AS in online and offline charging
	approved
	F
	11.12.0
	IOI_IMS_CH
	S5

	SP-140343
	32.260
	0256
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.260 Clarification on Transit IOI from AS in online and offline charging
	approved
	A
	12.4.0
	IOI_IMS_CH
	S5

	SP-140346
	32.260
	0264
	1
	11.11.0
	Rel‑11
	Rel‑11 CR 32.260 Clarification of OneChargingSession applicable for ATCF
	approved
	F
	11.12.0
	UCHIMS_AS-SRVCC
	S5

	SP-140346
	32.260
	0265
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.260 Clarification of OneChargingSession applicable for ATCF
	approved
	A
	12.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-140336
	32.275
	0052
	1
	11.2.1
	Rel‑12
	Rel‑12 CR 32.275 assured transfer charging discription
	approved
	B
	12.0.0
	CH12
	S5

	SP-140337
	32.298
	0443
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.298 To add field definitions and make clarifications for application based charging in alignment with TS 32.251
	approved
	B
	12.4.0
	ABC
	S5

	SP-140337
	32.298
	0444
	2
	12.3.0
	Rel‑12
	Rel‑12 CR 32.298 Clarifications for ASN.1 related to TDF based charging
	approved
	B
	12.4.0
	ABC, P4C-F-CH_T
	S5

	SP-140341
	32.298
	0445
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32298 Introduce IPE-CDR and complete TDF-CDR description
	approved
	B
	12.4.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140334
	32.298
	0446
	1
	8.19.0
	Rel‑8
	Rel‑8 CR 32.298 Removal of IMS charging identifier from PGW CDR
	approved
	F
	8.20.0
	CH8
	S5

	SP-140334
	32.298
	0447
	1
	9.17.0
	Rel‑9
	Rel‑9 CR 32.298 Removal of IMS charging identifier from PGW CDR
	approved
	A
	9.18.0
	CH8
	S5

	SP-140334
	32.298
	0448
	1
	10.14.0
	Rel‑10
	Rel‑10 CR 32.298 Removal of IMS charging identifier from PGW CDR
	approved
	A
	10.15.0
	CH8
	S5

	SP-140334
	32.298
	0449
	1
	11.9.0
	Rel‑11
	Rel‑11 CR 32.298 Removal of IMS charging identifier from PGW CDR
	approved
	A
	11.10.0
	CH8
	S5

	SP-140334
	32.298
	0450
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.298 Removal of IMS charging identifier from PGW CDR
	approved
	A
	12.4.0
	CH8
	S5

	SP-140336
	32.298
	0451
	-
	12.3.0
	Rel‑12
	Rel‑12 CR 32298 Introduce Core Network Operator selection origin for Shared Networks
	approved
	B
	12.4.0
	CH12
	S5

	SP-140339
	32.298
	0452
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.298 Introduction of charging information for CHIPS - align with TS 32.251
	approved
	B
	12.4.0
	CHIPS
	S5

	SP-140346
	32.298
	0453
	1
	11.9.0
	Rel‑11
	Rel‑11 CR 32.298 Correction for TADS indication in ASN.1
	approved
	F
	11.10.0
	UCHIMS_AS-SRVCC
	S5

	SP-140346
	32.298
	0454
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.298 Correction for TADS indication in ASN.1
	approved
	-
	12.4.0
	UCHIMS_AS-SRVCC
	S5

	SP-140343
	32.298
	0455
	1
	11.9.0
	Rel‑11
	Rel‑11 CR 32.298 Correction to support multiple Transit IOI Lists in AS, TF and MMTel CDRs
	approved
	F
	11.10.0
	IOI_IMS_CH
	S5

	SP-140343
	32.298
	0456
	1
	12.3.0
	Rel‑12
	Rel‑12 CR 32.298 Correction to support multiple Transit IOI Lists in AS, TF and MMTel CDRs
	approved
	A
	12.4.0
	IOI_IMS_CH
	S5

	SP-140336
	32.299
	0582
	1
	12.4.0
	Rel‑12
	Rel‑12 CR 32.299 Remove clause 6.3 Editor's Notes
	approved
	F
	12.5.0
	CH12
	S5

	SP-140337
	32.299
	0583
	1
	12.4.0
	Rel‑12
	Rel‑12 CR 32.299 To add AVP definitions and clarifications for application based charging to align with TS 32.251
	approved
	B
	12.5.0
	ABC
	S5

	SP-140341
	32.299
	0584
	-
	12.4.0
	Rel‑12
	Rel‑12 CR 32299 Introduce Access Line Identifier in PS-Information for Convergent Fixed-Mobile scenario
	approved
	B
	12.5.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140336
	32.299
	0585
	1
	12.4.0
	Rel‑12
	Rel‑12 CR 32299 Introduce Core Network Operator selection origin for Shared Networks
	approved
	B
	12.5.0
	CH12
	S5

	SP-140342
	32.299
	0586
	2
	12.4.0
	Rel‑12
	Rel‑12 CR 32.299 Introduction of charging information for Voice Call Service (VCS)
	approved
	B
	12.5.0
	CHARP
	S5

	SP-140339
	32.299
	0587
	1
	12.4.0
	Rel‑12
	Rel‑12 CR 32.299 Introduction of charging information for CHIPS - align with TS 32.251
	approved
	B
	12.5.0
	CHIPS
	S5

	SP-140335
	32.299
	0588
	-
	11.11.0
	Rel‑11
	Rel‑11 CR 32.299 Renaming of TWAN-SSID and TWAN-BSSID AVPs
	approved
	F
	11.12.0
	CH11
	S5

	SP-140335
	32.299
	0589
	-
	12.4.0
	Rel‑12
	Rel‑12 CR 32.299 Renaming of TWAN-SSID and TWAN-BSSID AVPs
	approved
	A
	12.5.0
	CH11
	S5

	SP-140346
	32.299
	0590
	1
	11.11.0
	Rel‑11
	Rel‑11 CR 32.299 Correction for TADS indication AVP
	approved
	F
	11.12.0
	UCHIMS_AS-SRVCC
	S5

	SP-140346
	32.299
	0591
	1
	12.4.0
	Rel‑12
	Rel‑12 CR 32.299 Correction for TADS indication AVP
	approved
	F
	12.5.0
	UCHIMS_AS-SRVCC
	S5

	SP-140343
	32.299
	0594
	1
	11.11.0
	Rel‑11
	Rel‑11 CR 32.299 Correction to support multiple Transit IOI Lists in IMS Charging
	approved
	F
	11.12.0
	IOI_IMS_CH
	S5

	SP-140343
	32.299
	0595
	1
	12.4.0
	Rel‑12
	Rel‑12 CR 32.299 Correction to support multiple Transit IOI Lists in IMS Charging
	approved
	A
	12.5.0
	IOI_IMS_CH
	S5

	SP-140344
	32.422
	0263
	1
	11.9.0
	Rel‑11
	Rel‑11 CR 32.422 Add missing MDT configuration parameters. Align with RAN specifications
	approved
	F
	11.10.0
	OAM-ePM-UE
	S5

	SP-140344
	32.422
	0264
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.422 Add missing MDT configuration parameters. Align with RAN specifications
	approved
	A
	12.2.0
	OAM-ePM-UE
	S5

	SP-140344
	32.422
	0265
	1
	11.9.0
	Rel‑11
	Rel‑11 CR 32.422 Corrections on location measurements for MDT
	approved
	F
	11.10.0
	OAM-ePM-UE
	S5

	SP-140344
	32.422
	0266
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.422 Corrections on location measurements for MDT
	approved
	A
	12.2.0
	OAM-ePM-UE
	S5

	SP-140344
	32.422
	0268
	-
	10.12.0
	Rel‑10
	Rel‑10 CR 32.422 add missing anonymization scenario
	approved
	F
	10.13.0
	OAM-ePM-UE
	S5

	SP-140344
	32.422
	0269
	-
	11.9.0
	Rel‑11
	Rel‑11 CR 32.422 add missing anonymization scenario
	approved
	A
	11.10.0
	OAM-ePM-UE
	S5

	SP-140344
	32.422
	0270
	-
	12.1.0
	Rel‑12
	Rel‑12 CR 32.422 add missing anonymization scenario
	approved
	A
	12.2.0
	OAM-ePM-UE
	S5

	SP-140330
	32.423
	0078
	2
	10.8.1
	Rel‑10
	Rel‑10 CR 32.423 Corrections of Trace Session identifier
	approved
	A
	10.9.0
	OAM9
	S5

	SP-140344
	32.423
	0083
	-
	11.7.0
	Rel‑11
	Rel‑11 CR 32.423 Corrections on the trace record content for immediate MDT measurements
	approved
	F
	11.8.0
	OAM-ePM-UE
	S5

	SP-140333
	32.593
	0010
	1
	11.0.0
	Rel‑12
	Rel‑12 CR 32593 Fix incorrect references to clause numbers
	approved
	D
	12.0.0
	OAM12
	S5

	SP-140330
	32.765
	0021
	-
	9.5.0
	Rel‑9
	Rel‑9 CR 32.765 Align with IS - Removal of unnecessary XML elements for SONControl
	approved
	F
	9.6.0
	OAM9
	S5

	SP-140331
	32.766
	0063
	1
	10.8.0
	Rel‑10
	CR R10 32.766 Add the missing attribute cellResvInfo in IDL specification
	approved
	F
	10.9.0
	OAM10
	S5

	SP-140331
	32.766
	0064
	-
	11.8.0
	Rel‑11
	CR R11 32.766 Add the missing attribute cellResvInfo in IDL specification
	approved
	A
	11.9.0
	OAM10
	S5

	SP-140332
	32.766
	0065
	-
	11.8.0
	Rel‑11
	Rel‑11 CR 32.766 Align with IS - Removal of unnecessary XML elements for SONControl
	approved
	F
	11.9.0
	OAM11
	S5

	SP-140359
	32.853
	0001
	-
	11.0.0
	Rel‑11
	Rel‑11 CR 32.853 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140359
	32.854
	0001
	-
	11.0.2
	Rel‑11
	Rel‑11 CR 32.854 remove the feature support statements
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140317
	33.102
	0264
	1
	12.0.0
	Rel‑12
	Some corrections to TS 33.102
	revised
	F
	
	SEC12
	S3

	SP-140381
	33.102
	0264
	2
	12.0.0
	Rel‑12
	Some corrections to TS 33.102
	approved
	F
	12.1.0
	SEC12
	S3

	SP-140310
	33.107
	0142
	-
	12.6.0
	Rel‑12
	Editorial clean-up of target & monitored subscriber
	approved
	F
	12.7.0
	LI12
	S3

	SP-140310
	33.107
	0143
	-
	12.6.0
	Rel‑12
	Editorial clean-up of incorrect paragraph numbering
	approved
	F
	12.7.0
	LI12
	S3

	SP-140319
	33.107
	0144
	-
	12.6.0
	Rel‑12
	IMS IMEI Interception
	approved
	A
	12.7.0
	LI11
	S3

	SP-140310
	33.107
	0145
	-
	12.6.0
	Rel‑12
	LI for GCSE Group Communications
	approved
	B
	12.7.0
	LI12
	S3

	SP-140319
	33.107
	0146
	-
	11.3.0
	Rel‑11
	IMS IMEI Interception
	approved
	F
	11.4.0
	LI11
	S3

	SP-140310
	33.107
	0147
	-
	12.6.0
	Rel‑12
	IMS-Based VoIP LI Enhancements
	approved
	C
	12.7.0
	LI12
	S3

	SP-140310
	33.107
	0148
	-
	12.6.0
	Rel‑12
	Adding the interception of ProSe Direct Discovery
	approved
	B
	12.7.0
	LI12
	S3

	SP-140310
	33.107
	0149
	-
	12.6.0
	Rel‑12
	IMS-based VoIP Stage 2 Call Flows
	approved
	B
	12.7.0
	LI12
	S3

	SP-140310
	33.108
	0223
	-
	12.4.0
	Rel‑12
	Editorial clean-up of target & monitored subscriber
	approved
	F
	12.5.0
	LI12
	S3

	SP-140310
	33.108
	0224
	-
	12.4.0
	Rel‑12
	Civic Address usages as a new location information
	approved
	B
	12.5.0
	LI12
	S3

	SP-140310
	33.108
	0225
	-
	12.4.0
	Rel‑12
	IMS-based VoIP CC HI3 Definition
	approved
	B
	12.5.0
	LI12
	S3

	SP-140310
	33.108
	0226
	-
	12.4.0
	Rel‑12
	Timestamp Requirement for US
	approved
	C
	12.5.0
	LI12
	S3

	SP-140310
	33.108
	0227
	-
	12.4.0
	Rel‑12
	LI for HeNB
	approved
	B
	12.5.0
	LI12
	S3

	SP-140318
	33.187
	0001
	1
	12.0.0
	Rel‑12
	Modification on clause 6.1 of TS 33.187
	approved
	F
	12.1.0
	MTCe
	S3

	SP-140312
	33.203
	0208
	1
	12.5.0
	Rel‑12
	Description of scenario 2 in new Annex on WebRTC
	approved
	B
	12.6.0
	IMS_WebRTC
	S3

	SP-140312
	33.203
	0209
	1
	12.5.0
	Rel‑12
	Description of scenario 3 in new Annex on WebRTC
	approved
	B
	12.6.0
	IMS_WebRTC
	S3

	SP-140312
	33.203
	0211
	1
	12.5.0
	Rel‑12
	Skeleton for new Annex on WebRTC
	approved
	B
	12.6.0
	IMS_WebRTC
	S3

	SP-140312
	33.203
	0212
	2
	12.5.0
	Rel‑12
	WebRTC IMS Client registration using SIP Digest
	approved
	B
	12.6.0
	IMS_WebRTC
	S3

	SP-140312
	33.203
	0213
	1
	12.5.0
	Rel‑12
	New Annex on WebRTC with re-use of IMS AKA scheme for WIC authentication
	approved
	B
	12.6.0
	IMS_WebRTC
	S3

	SP-140315
	33.220
	0180
	1
	12.2.0
	Rel‑12
	Adding FC value for ProSe specification
	approved
	C
	12.3.0
	ProSe
	S3

	SP-140313
	33.246
	0172
	1
	11.2.0
	Rel‑12
	Add new normative annex on GCSE security
	approved
	B
	12.0.0
	GCSE_LTE
	S3

	SP-140313
	33.246
	0173
	1
	11.2.0
	Rel‑12
	Adding references needed for new GCSE security normative annex
	approved
	B
	12.0.0
	GCSE_LTE
	S3

	SP-140313
	33.246
	0174
	1
	11.2.0
	Rel‑12
	Requirements clause for normative annex GCSE security
	approved
	B
	12.0.0
	GCSE_LTE
	S3

	SP-140313
	33.246
	0176
	1
	11.2.0
	Rel‑12
	MBMS Delivery requirements for normative annex GCSE security
	approved
	B
	12.0.0
	GCSE_LTE
	S3

	SP-140313
	33.246
	0177
	1
	11.2.0
	Rel‑12
	Solution for MB2-C interface for normative annex GCSE security
	approved
	B
	12.0.0
	GCSE_LTE
	S3

	SP-140317
	33.310
	0071
	1
	12.0.0
	Rel‑12
	Certificate enrolment in MOCN LTE RAN sharing
	reissued
	B
	
	SEC12
	S3

	SP-140381
	33.310
	0071
	1
	12.0.0
	Rel‑12
	Certificate enrolment in MOCN LTE RAN sharing
	approved
	B
	12.1.0
	SEC12
	S3

	SP-140381
	33.310
	0072
	1
	12.0.0
	Rel‑12
	Correction on certificate validation during IPsec/TLS procedure
	approved
	F
	12.1.0
	SEC12
	S3

	SP-140317
	33.310
	0072
	1
	12.0.0
	Rel‑12
	Correction on certificate validation during IPsec/TLS procedure
	reissued
	F
	
	SEC12
	S3

	SP-140317
	33.310
	0073
	1
	12.0.0
	Rel‑12
	Provisioning subject name of RA/CA before the CMPv2 run
	reissued
	F
	
	SEC12
	S3

	SP-140381
	33.310
	0073
	1
	12.0.0
	Rel‑12
	Provisioning subject name of RA/CA before the CMPv2 run
	approved
	F
	12.1.0
	SEC12
	S3

	SP-140312
	33.328
	0060
	1
	12.5.0
	Rel‑12
	IMS media plane security interworking for WebRTC access to IMS
	approved
	B
	12.6.0
	IMS_WebRTC
	S3

	SP-140314
	33.401
	0525
	1
	12.10.0
	Rel‑12
	Security functionality for dual connectivity
	approved
	B
	12.11.0
	LTE_SC_enh_dualC-Core
	S3

	SP-140318
	33.868
	0001
	1
	12.0.0
	Rel‑12
	TR33.868 editorial cleanup
	approved
	D
	12.1.0
	MTCe
	S3

	RP-140836
	34.108
	0950
	-
	11.9.0
	Rel‑11
	Update Radio Bearer Setup message for Multiflow HSDPA tests
	approved
	F
	11.10.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140811
	34.108
	0951
	-
	11.9.0
	Rel‑11
	Update to clause 6.10.2.4.6.1.
	approved
	F
	11.10.0
	TEI7_Test
	R5

	RP-140812
	34.108
	0952
	-
	11.9.0
	Rel‑11
	Correction to MPTY call setup procedure
	approved
	F
	11.10.0
	TEI8_Test
	R5

	RP-140810
	34.108
	0953
	-
	11.9.0
	Rel‑11
	Correction of Midamble Configuration of FPACH for LCR TDD
	approved
	F
	11.10.0
	TEI4_Test
	R5

	RP-140837
	34.108
	0954
	-
	11.9.0
	Rel‑11
	Addition of default message content for SIB21
	approved
	F
	11.10.0
	TEI11_Test
	R5

	RP-140810
	34.108
	0955
	-
	11.9.0
	Rel‑11
	Correction to Radio Bearer Setup Message for TD-SCDMA
	approved
	F
	11.10.0
	TEI4_Test
	R5

	RP-140836
	34.108
	0956
	-
	11.9.0
	Rel‑11
	Addition of Multiflow HSDPA into TS 34.108
	approved
	F
	11.10.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140837
	34.108
	0957
	-
	11.9.0
	Rel‑11
	Addition of SIB schedule for EAB test cases
	approved
	F
	11.10.0
	TEI11_Test
	R5

	RP-140828
	34.114
	0058
	-
	11.3.0
	Rel‑12
	Addition of TRP test requirements for LEE Tablet Devices
	approved
	F
	12.0.0
	UEAnt_FSTest-UEConTest
	R5

	RP-140828
	34.114
	0059
	-
	11.3.0
	Rel‑12
	Addition of TRS test requirements for LEE Tablet Devices
	approved
	F
	12.0.0
	UEAnt_FSTest-UEConTest
	R5

	RP-140831
	34.121-1
	1562
	-
	11.3.0
	Rel‑11
	Introduction of new EVM test cases for uplink CLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1563
	-
	11.3.0
	Rel‑11
	Introduction of new EVM test cases for uplink CLTD in Annex F
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1564
	-
	11.3.0
	Rel‑11
	TCs update for 34.121-1_5.3C & D Uplink Transmit Diversity for HSPA Rel‑11
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1565
	-
	11.3.0
	Rel‑11
	Introduction of new EVM and phase discontinuity with HS-DPCCH test case for uplink OLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140835
	34.121-1
	1566
	-
	11.3.0
	Rel‑11
	Updates to RRM test cases 8.3.5.5.1 and 8.3.5.5.4 - Reselection to E-UTRA FDD and TDD when HS-DSCH DRX is configured (E-UTRA has higher priority)
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140836
	34.121-1
	1567
	-
	11.3.0
	Rel‑11
	Addition of HSDPA Performance cases for Multiflow HSDPA
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140831
	34.121-1
	1568
	-
	11.3.0
	Rel‑11
	New RF TC for 34.121-1_5.3B_Uplink Transmit Diversity for HSPA Rel‑11
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1569
	-
	11.3.0
	Rel‑11
	Addition of Occupied Bandwidth test case for UL CLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1570
	-
	11.3.0
	Rel‑11
	Update to incomplete sections of spectrum emission mask & ACLR test cases for UL CLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1571
	-
	11.3.0
	Rel‑11
	Update to Chapter 5 test cases for max power, CDP, ILPC, change of TFC, power setting in UL compressed mode with UL CLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140835
	34.121-1
	1572
	-
	11.3.0
	Rel‑11
	Updates to CELL_FACH test cases 8.3.5.1a, 8.3.5.1b and 8.3.5.2b
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140835
	34.121-1
	1573
	-
	11.3.0
	Rel‑11
	Adding new enh CELL_FACH test cases 8.3.5.2c and 8.3.5.2d
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140835
	34.121-1
	1574
	-
	11.3.0
	Rel‑11
	Addition of new RRM test cases for UTRAN to E-UTRA Cell Reselection when HS-DSCH DRX or 2nd DRX is configured
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140831
	34.121-1
	1575
	-
	11.3.0
	Rel‑11
	Update to OOS handling test case for UL CLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1576
	-
	11.3.0
	Rel‑11
	Addition of new chapter 5 test cases for UL CLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1577
	-
	11.3.0
	Rel‑11
	Annexure update to test tolerances of newly added ch.5 test cases
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1578
	-
	11.3.0
	Rel‑11
	Introduction of new Spurious Emissions test case for uplink OLTD
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-1
	1579
	-
	11.3.0
	Rel‑11
	Introduction of new OLTD test cases in Annex F
	approved
	F
	11.4.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140817
	34.121-2
	0149
	-
	11.2.0
	Rel‑11
	Update of applicability for 4C-HSDPA in the Table 1.
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140831
	34.121-2
	0150
	-
	11.2.0
	Rel‑11
	Introduction of new EVM test cases for uplink CLTD in TS 34.121-2
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140835
	34.121-2
	0151
	-
	11.2.0
	Rel‑11
	Adding Applicability statements to several enh CELL_FACH test cases
	approved
	F
	11.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140837
	34.121-2
	0152
	-
	11.2.0
	Rel‑11
	Reinsertion of accidentally deleted applicabilities 5.9C and 5.9D
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-140831
	34.121-2
	0153
	-
	11.2.0
	Rel‑11
	Introduction of new test cases for uplink OLTD in TS 34.121-2
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-2
	0154
	-
	11.2.0
	Rel‑11
	Applicability update to newly added chapter-5 test cases with UL-CLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140831
	34.121-2
	0155
	-
	11.2.0
	Rel‑11
	Update for 34.121-2 UL-OLTD and CLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140812
	34.123-1
	3540
	-
	11.2.0
	Rel‑11
	Correction to SS test case 15.3.3 and 15.3.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3541
	-
	11.2.0
	Rel‑11
	Correction to SS test case 15.9.1 and 15.9.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3542
	-
	11.2.0
	Rel‑11
	Correction to SS test case 15.6.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3543
	-
	11.2.0
	Rel‑11
	Correction to SS test case 15.7.7, 15.7.8 and 15.7.9
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3544
	-
	11.2.0
	Rel‑11
	Correction to SS test case 15.7.17 and 15.7.19
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3545
	-
	11.2.0
	Rel‑11
	Update of SS test case 15.8.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3546
	-
	11.2.0
	Rel‑11
	Correction to SS test case 15.10.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140811
	34.123-1
	3547
	-
	11.2.0
	Rel‑11
	Update to 16 QAM UL Test Case 7.1.6.3.2a
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140812
	34.123-1
	3548
	-
	11.2.0
	Rel‑11
	Update title of Test Case 6.3.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3549
	-
	11.2.0
	Rel‑11
	Correction to CNAP test case 15.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3550
	-
	11.2.0
	Rel‑11
	Correction to CNAP test case 15.3.2
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3551
	-
	11.2.0
	Rel‑11
	Correction to CNAP test case 15.3.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140809
	34.123-1
	3552
	-
	11.2.0
	Rel‑11
	New TCs for verifying support of GSM A5/4 ciphering algorithm
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140812
	34.123-1
	3553
	-
	11.2.0
	Rel‑11
	"Introduction of a new supplementary service call restriction test case 15.8.5: ""Rejection after invoke of ActivateSS operation"""
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3554
	-
	11.2.0
	Rel‑11
	"Introduction of a new supplementary service test case 15.8.8: ""Rejection after use of password procedure"""
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140811
	34.123-1
	3555
	-
	11.2.0
	Rel‑11
	Correction to NISPC test case 11.3.2a
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140812
	34.123-1
	3556
	-
	11.2.0
	Rel‑11
	Correction to supplementary service test case 15.10.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3557
	-
	11.2.0
	Rel‑11
	Correction to CSG Rel‑8 testcase 6.3.2.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3558
	-
	11.2.0
	Rel‑11
	Correction to RRC Rel‑8 Mac-i/is testcase 8.2.2.61
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140809
	34.123-1
	3559
	-
	11.2.0
	Rel‑11
	Correction to Idle Mode Test Cases 6.2.2.2a and 6.2.2.3a
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140815
	34.123-1
	3560
	-
	11.2.0
	Rel‑11
	Correction to DC-HSUPA MAC TC 7.1.9.1
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140815
	34.123-1
	3561
	-
	11.2.0
	Rel‑11
	Correction to DC-HSUPA MAC TC 7.1.9.2
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140815
	34.123-1
	3562
	-
	11.2.0
	Rel‑11
	Correction to DC-HSUPA MAC TC 7.1.9.5
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140812
	34.123-1
	3563
	-
	11.2.0
	Rel‑11
	Corrections to Call Waiting test cases
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3564
	-
	11.2.0
	Rel‑11
	Alignment of Related ICS/IXIT Statements for Supplementary Services & NITZ
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3565
	-
	11.2.0
	Rel‑11
	Correction to CSG Rel‑8 testcase 12.3.1.10
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3566
	-
	11.2.0
	Rel‑11
	Correction to test case 15.8.1 (SS: Call restriction, registration accepted).
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3567
	-
	11.2.0
	Rel‑11
	Correction to test cases 15.8.2 and 15.8.3 (SS: Call restriction, registrations rejected).
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3568
	-
	11.2.0
	Rel‑11
	Correction to new supplementary service call restriction test case 15.8.4: Activation accepted
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3569
	-
	11.2.0
	Rel‑11
	Correction to new supplementary service call restriction test case 15.8.6: Deactivation accepted
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3570
	-
	11.2.0
	Rel‑11
	Correction to new supplementary service call restriction test case 15.8.9: Normal operation.
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3571
	-
	11.2.0
	Rel‑11
	Correction to testcase 8.3.1.50
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3572
	-
	11.2.0
	Rel‑11
	Addition of new SS and NITZ test case 15.7.22
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3573
	-
	11.2.0
	Rel‑11
	Addition of new SS and NITZ test case 15.7.23
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3574
	-
	11.2.0
	Rel‑11
	Addition of new SS and NITZ test case 15.7.24
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3575
	-
	11.2.0
	Rel‑11
	Addition of new SS and NITZ test case 15.7.25
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3576
	-
	11.2.0
	Rel‑11
	Addition of new SS and NITZ test case 15.7.26
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3577
	-
	11.2.0
	Rel‑11
	Addition of new SS and NITZ test case 15.7.27
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140837
	34.123-1
	3578
	-
	11.2.0
	Rel‑11
	Addition of SIMTC Test Case 11.1.1.4
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-140812
	34.123-1
	3579
	-
	11.2.0
	Rel‑11
	"Introduction of a new supplementary service test case 15.8.7: ""Rejection after invoke of DeactivateSS operation"""
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140809
	34.123-1
	3580
	-
	11.2.0
	Rel‑11
	Corrections to UTRA NAS test cases 12.2.1.2,12.5, 12.6.1.1,12.6.1.2,12.7.1
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140812
	34.123-1
	3581
	-
	11.2.0
	Rel‑11
	New Supplementary Services Test Case : Addition of USSD Test Case 15.9.2
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3582
	-
	11.2.0
	Rel‑11
	New Supplementary Services Test Case : Addition of USSD Test Case 15.9.4
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3583
	-
	11.2.0
	Rel‑11
	New Supplementary Services Test Case : Addition of USSD Test Case 15.9.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140811
	34.123-1
	3584
	-
	11.2.0
	Rel‑11
	Correction to UL 16QAM testcase 8.3.4.12
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140812
	34.123-1
	3585
	-
	11.2.0
	Rel‑11
	New Supplementary Services Call Waiting test case 15.5.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3586
	-
	11.2.0
	Rel‑11
	New Supplementary Services Call Waiting test case 15.5.6
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3587
	-
	11.2.0
	Rel‑11
	New Supplementary Services Call Waiting test case 15.5.7
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3588
	-
	11.2.0
	Rel‑11
	New Supplementary Services Call Waiting test case 15.5.8
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3589
	-
	11.2.0
	Rel‑11
	Update to Call Forwarding test case 15.4.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3590
	-
	11.2.0
	Rel‑11
	Adding new test case 15.4.2 Call forwarding supplementary services, Registration rejected
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3591
	-
	11.2.0
	Rel‑11
	Adding new test case 15.4.4 Call forwarding supplementary services, Erasure rejected
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3592
	-
	11.2.0
	Rel‑11
	Update to Call Forwarding test case 15.4.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3593
	-
	11.2.0
	Rel‑11
	Update to Call Forwarding test case 15.4.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3594
	-
	11.2.0
	Rel‑11
	Update to Call Forwarding test case 15.4.6
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3595
	-
	11.2.0
	Rel‑11
	Update to Call Forwarding test case 15.4.7
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140812
	34.123-1
	3596
	-
	11.2.0
	Rel‑11
	Adding new test case 15.4.8 Call forwarding supplementary services, Interrogation rejected
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140817
	34.123-1
	3597
	-
	11.2.0
	Rel‑11
	Update to NIMTC test case 9.4.5.4.7
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140809
	34.123-1
	3598
	-
	11.2.0
	Rel‑11
	New TCs for verifying support of GSM GEA/4 ciphering algorithm
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140815
	34.123-1
	3599
	-
	11.2.0
	Rel‑11
	Correction to 6.3.4.1 for SIB19 configuration
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140836
	34.123-1
	3600
	-
	11.2.0
	Rel‑11
	Introduction of test cases for Radio Bearer Reconfiguration for transition between CELL_PCH and CELL_DCH with activation of Multiflow
	approved
	F
	11.3.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140836
	34.123-1
	3601
	-
	11.2.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.1.45.1
	approved
	F
	11.3.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140836
	34.123-1
	3602
	-
	11.2.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.1.45.2
	approved
	F
	11.3.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140836
	34.123-1
	3603
	-
	11.2.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.1.45.3
	approved
	F
	11.3.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140836
	34.123-1
	3604
	-
	11.2.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.2.85.1 test
	approved
	F
	11.3.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140817
	34.123-1
	3605
	-
	11.2.0
	Rel‑11
	Correction of MDT testcase 8.6.2.3
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140812
	34.123-1
	3606
	-
	11.2.0
	Rel‑11
	Correction to CNAP test case 15.3.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140815
	34.123-1
	3607
	-
	11.2.0
	Rel‑11
	Addition of UE radio bearer test mode procedure to the Inter-frequency CSG proximity indication test case 8.3.12.14
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140812
	34.123-1
	3608
	-
	11.2.0
	Rel‑11
	Correction to 3G CSG TCs 12.2.1.5e, 12.2.2.7e and 12.4.2.5e
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0686
	-
	11.2.0
	Rel‑11
	Addition of Applicability for new MultiParty test cases
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0687
	-
	11.2.0
	Rel‑11
	Update of SS test case Applicability conditions
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140817
	34.123-2
	0688
	-
	11.2.0
	Rel‑11
	Correction to the Applicability condition of test case 12.4.3.2a
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140813
	34.123-2
	0689
	-
	11.2.0
	Rel‑11
	Add missing mnemonic for SS/NITZ
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0690
	-
	11.2.0
	Rel‑11
	Adding test case applicability for new supplementary service test case 15.8.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0691
	-
	11.2.0
	Rel‑11
	Adding test case applicability for new supplementary service test case 15.8.7.
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0692
	-
	11.2.0
	Rel‑11
	Adding test case applicability for new supplementary service test case 15.8.8.
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0693
	-
	11.2.0
	Rel‑11
	Addition and updates of applicability statements for Call Forwarding test cases
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0694
	-
	11.2.0
	Rel‑11
	Addition of applicability statements for new Supplementary Services Call Waiting tests
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140815
	34.123-2
	0695
	-
	11.2.0
	Rel‑11
	Addition of new ICS item for CSG proximity test
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140813
	34.123-2
	0696
	-
	11.2.0
	Rel‑11
	Correction to applicability for TCs 15.8.2 and 15.8.3
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140813
	34.123-2
	0697
	-
	11.2.0
	Rel‑11
	Correction of applicability conditions for UTRA NITZ test cases
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140809
	34.123-2
	0698
	-
	11.2.0
	Rel‑11
	Adding applicability for new TCs A5/4 and GEA/4
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140813
	34.123-2
	0699
	-
	11.2.0
	Rel‑11
	Applicability for Supplementary service test cases 15.9.2, 15.9.4, 15.9.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140837
	34.123-2
	0700
	-
	11.2.0
	Rel‑11
	Update of Applicability of SIMTC test cases
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-140836
	34.123-2
	0701
	-
	11.2.0
	Rel‑11
	Adding new ICS and applicability of newly added Multiflow HSDPA Test Cases 8.2.1.45, 8.2.2.85 and 8.2.2.88
	approved
	F
	11.3.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140813
	34.123-2
	0702
	-
	11.2.0
	Rel‑11
	Update Applicability Table for test case 6.3.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140837
	34.123-2
	0703
	-
	11.2.0
	Rel‑11
	Addition of applicability for SIMTC Test Case 11.1.1.4
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-140809
	34.123-3
	3154
	-
	11.2.0
	Rel‑11
	Update in regard to adding testing for A5/4 and GEA/4
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140811
	34.123-3
	3155
	-
	11.2.0
	Rel‑11
	Routine maintenance and updates for LCR TDD
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140813
	34.123-3
	3156
	-
	11.2.0
	Rel‑11
	Routine maintenance and updates
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3157
	-
	11.2.0
	Rel‑11
	Correction for Rel‑7 or later UE supporting higher HSDPA categories, 13 or above for TC 11.1.1.1a
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140820
	34.123-3
	3158
	-
	11.2.0
	Rel‑11
	Correction to Rel‑8 Mac-I\Is test case 8.2.2.61 to HSPA8_ENH ATS
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3159
	-
	11.2.0
	Rel‑11
	Correction to TC 8.1.5.7 (TTCN-3)
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3160
	-
	11.2.0
	Rel‑11
	Correction to Rel‑8 CSG testcases
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3161
	-
	11.2.0
	Rel‑11
	Correction for Rel‑7 or later UE supporting higher HSDPA categories, 13 or above for test case 11.1.1.1a
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140820
	34.123-3
	3162
	-
	11.2.0
	Rel‑11
	Correction to UTRA TTCN-3 test case 8.1.5.7
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140820
	34.123-3
	3163
	-
	11.2.0
	Rel‑11
	Addition of Rel‑9 CSG test case 6.3.1.4 to HSPA9_ENH ATS
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3164
	-
	11.2.0
	Rel‑11
	Correction of UTRA HS9 Test Case 8.2.2.77
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3165
	-
	11.2.0
	Rel‑11
	Correction of UTRA HS9 Test Case 8.2.2.74
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3166
	-
	11.2.0
	Rel‑11
	Correction of UTRA HS9 Test Case 8.2.2.76
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3167
	-
	11.2.0
	Rel‑11
	Correction to Rel‑8 Mac-i/is testcase 8.2.2.61
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3168
	-
	11.2.0
	Rel‑11
	Corrections to UTRA TTCN-3 test case 8.1.5.7
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140820
	34.123-3
	3169
	-
	11.2.0
	Rel‑11
	Correction to Rel‑8 CSG testcase 9.4.2.6
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3170
	-
	11.2.0
	Rel‑11
	Correction to Rel‑9 RRC DB-DC-HSDPA testcase 8.2.2.75
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3171
	-
	11.2.0
	Rel‑11
	Correction to Rel‑9 RRC DB-DC-HSDPA testcase 8.2.2.74
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3172
	-
	11.2.0
	Rel‑11
	Correction to Rel‑9 DC-HSU testcase 8.2.2.76 and 8.2.2.77
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3173
	-
	11.2.0
	Rel‑11
	Correction to UTRAN test case 8.1.2.21a
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140820
	34.123-3
	3174
	-
	11.2.0
	Rel‑11
	Correction to UTRAN test case 12.4.1.4a
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140820
	34.123-3
	3175
	-
	11.2.0
	Rel‑11
	Addidtion of Rel‑8 CSG testcase 6.3.2.3 to HSPA8_ENH ATS
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3176
	-
	11.2.0
	Rel‑11
	Correction to Rel‑7 WI-112 UL 16 QAM testcase 8.2.6.64
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140820
	34.123-3
	3177
	-
	11.2.0
	Rel‑11
	Correction of UTRA HS9 Test Step ts_CheckR9_Capabilities
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3178
	-
	11.2.0
	Rel‑11
	Correction to fl_UTRAN34_RRC_ConnRel_DCH
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3179
	-
	11.2.0
	Rel‑11
	Correction to Rel‑7 WI-112 UL 16 QAM testcase 7.1.6.3.2a
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140820
	34.123-3
	3180
	-
	11.2.0
	Rel‑11
	Addition of Rel‑9 CSG test case 6.3.4.1 to HSPA9_ENH ATS
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3181
	-
	11.2.0
	Rel‑11
	Addition of Rel‑7 NISPC testcase 11.3.2a to UTRAN testsuite
	approved
	B
	11.3.0
	TEI7_Test
	R5

	RP-140820
	34.123-3
	3182
	-
	11.2.0
	Rel‑11
	Correction to UTRA test case 8.2.2.35
	approved
	F
	11.3.0
	TEI_Test
	R5

	RP-140820
	34.123-3
	3183
	-
	11.2.0
	Rel‑11
	Correction in Rel‑8 UTRA CSG test case 12.2.2.7e
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3184
	-
	11.2.0
	Rel‑11
	Addition of WI-112 UL 16 QAM test case 8.3.4.12 to HSPA7_ENH ATS
	approved
	B
	11.3.0
	TEI7_Test
	R5

	RP-140820
	34.123-3
	3185
	-
	11.2.0
	Rel‑11
	Correction to Rel‑6 WI-025 HSUPA testcase 7.1.6.3.2
	approved
	F
	11.3.0
	TEI6_Test
	R5

	RP-140820
	34.123-3
	3186
	-
	11.2.0
	Rel‑11
	Correction to Rel‑9 DB-DC-HSDPA testcases.
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140820
	34.123-3
	3187
	-
	11.2.0
	Rel‑11
	Correction to of Rel‑8 CSG testcase 6.3.2.3.
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140820
	34.123-3
	3188
	-
	11.2.0
	Rel‑11
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140819
	34.123-3
	3188
	-
	11.2.0
	Rel‑11
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	11.3.0
	TEI7_Test
	R5

	RP-140926
	34.124
	0046
	-
	11.0.0
	Rel‑12
	Introduction of operating band XXXII in TS 34.124
	approved
	B
	12.0.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140813
	34.229-1
	0530
	-
	12.1.0
	Rel‑12
	Clarification for EFpsismsc on ISIM
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0531
	-
	12.1.0
	Rel‑12
	PANI header in 200 OK
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0532
	-
	12.1.0
	Rel‑12
	Corrections regarding URL encoding
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0533
	-
	12.1.0
	Rel‑12
	Correction to test case 16.4
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140817
	34.229-1
	0534
	-
	12.1.0
	Rel‑12
	Correction of Invite Message for aSRVCC Testcases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140813
	34.229-1
	0535
	-
	12.1.0
	Rel‑12
	Fixes to A.2.7 ACK
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0536
	-
	12.1.0
	Rel‑12
	Record-Route header in MT re-INVITE requests
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0537
	-
	12.1.0
	Rel‑12
	Clarification to test case 15.14a
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0538
	-
	12.1.0
	Rel‑12
	"Correct to delete semicolon ("":"") in the ecn media line format"
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0539
	-
	12.1.0
	Rel‑12
	Editorial correction to the reference document information on TC15.24.5
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140817
	34.229-1
	0540
	-
	12.1.0
	Rel‑12
	"Add a reference to Release 10 UE in the ""Reference"" part"
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140813
	34.229-1
	0541
	-
	12.1.0
	Rel‑12
	Correct to the test step contents of the test cases 7.2 & 7.3
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0542
	-
	12.1.0
	Rel‑12
	Correction to the typoes in test cases from 7.2 to 7.6
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0543
	-
	12.1.0
	Rel‑12
	Editorial update of TC 12.12
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140815
	34.229-1
	0544
	-
	12.1.0
	Rel‑12
	Corrections to clause 19 and Annex A.2.1
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140813
	34.229-1
	0545
	-
	12.1.0
	Rel‑12
	Editorial update of annex C
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0546
	-
	12.1.0
	Rel‑12
	Test case 9.2: Clarification on meaning of "new Security-Client header"
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0547
	-
	12.1.0
	Rel‑12
	Corrections to C.28
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0548
	-
	12.1.0
	Rel‑12
	Restrict reason-text for unsuccessful SRVCC handover
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0549
	-
	12.1.0
	Rel‑12
	No P-Preferred-Identity and Accept-Contact in re-INVITE requests
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140815
	34.229-1
	0550
	-
	12.1.0
	Rel‑12
	Correction of GCF WI-154 IMS Emergency Call Testcase 19.5.7
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140813
	34.229-1
	0551
	-
	12.1.0
	Rel‑12
	Corrections for Annex C.21
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0552
	-
	12.1.0
	Rel‑12
	Correction to Annex procedure C.32 and C.33
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140839
	34.229-1
	0553
	-
	12.1.0
	Rel‑12
	Correction of SSAC in Connected mode TCs about RAB establishment
	approved
	F
	12.2.0
	TEI12_Test
	R5

	RP-140815
	34.229-1
	0554
	-
	12.1.0
	Rel‑12
	Addition of new TC for the UE behavior receiving SIP_380
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140813
	34.229-1
	0555
	-
	12.1.0
	Rel‑12
	TC 15.27 disambiguation
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0556
	-
	12.1.0
	Rel‑12
	Apply C.30 to TC 8.13
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0557
	-
	12.1.0
	Rel‑12
	Remove annex C.7
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0558
	-
	12.1.0
	Rel‑12
	Misc fixes to TC 12.2a
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0559
	-
	12.1.0
	Rel‑12
	Fulfil AP#62.02 on TC 15.12 and C.9
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0560
	-
	12.1.0
	Rel‑12
	Changes to 16.2, 16.3, and 16.4
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0561
	-
	12.1.0
	Rel‑12
	Corrections to contents of SIP re-INVITE message
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140813
	34.229-1
	0562
	-
	12.1.0
	Rel‑12
	Fixes to o-lines in SDP bodies
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140815
	34.229-2
	0123
	-
	12.0.0
	Rel‑12
	Applicability of new test cases for the UE receiving SIP_380
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140813
	34.229-2
	0124
	-
	12.0.0
	Rel‑12
	Update call hold applicability for IR.92 versions
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140813
	34.229-3
	0160
	-
	10.2.0
	Rel‑10
	Routine maintenance and updates
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0161
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 19.5.6 (... with TS 36.523-3 test model)
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0162
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 19.5.10 (... with TS 36.523-3 test model)
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0163
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-103 IMS MTSI Testcase 15.28 with 36.523-3 Test Model
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0164
	-
	10.2.0
	Rel‑10
	Re-verification of GCF WI-103 IMS MTSI Testcase 15.11 over 36.523-3 Test Model
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0165
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-154 IMS Emergency Testcase 19.4.5 with 36.523-3 Test Model
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0166
	-
	10.2.0
	Rel‑10
	Correction of GCF WI-103 IMS MTSI Testcase 9.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0167
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-171 IMS SSAC testcase 12.20
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0168
	-
	10.2.0
	Rel‑10
	Correction of P-Preferred-Service and P-Asserted-Service usage over LTE with 34.229-3 test model
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0169
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-103 IMS MO Call test case 12.2a ^^(... with both TS 36.523-3 and TS 34.229-3 test model)
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0170
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-171 SSAC testcase 12.20
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0171
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-154 IMS Emergency Call testcase 19.1.2
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0172
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-154 IMS Emergency Call testcase 19.5.6
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0173
	-
	10.2.0
	Rel‑10
	Correction to IMS function f_IMS_Dialog_SetRemoteTag
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0174
	-
	10.2.0
	Rel‑10
	Correction of IMS function f_IMS_PTC_ImsInfo_DialogInit
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0175
	-
	10.2.0
	Rel‑10
	Correction to Postamble Procedure for IMS Testcases
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0176
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-103 IMS MTSI Testcases 9.1 and 9.2
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0177
	-
	10.2.0
	Rel‑10
	Correction of GCF WI-103 IMS MTSI Testcase 15.28
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0178
	-
	10.2.0
	Rel‑10
	Correction to IMS Route header in ACK sent by SS
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0179
	-
	10.2.0
	Rel‑10
	Correction to 183 Session Progress Message
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0180
	-
	10.2.0
	Rel‑10
	Correction to TCP Connection Close procedure for IMS Testcases
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0181
	-
	10.2.0
	Rel‑10
	Correction to IMS Main PTC Function
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0182
	-
	10.2.0
	Rel‑10
	Correction of f_IMS_AckRequest_MessageHeaderRX()
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0183
	-
	10.2.0
	Rel‑10
	Correction of f_IPCAN_StartProcedure
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0184
	-
	10.2.0
	Rel‑10
	spi and port values
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0185
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-103 IMS Call Control Test Case 11.2
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0186
	-
	10.2.0
	Rel‑10
	Correction to SMS over IMS Test Case 18.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0187
	-
	10.2.0
	Rel‑10
	Re-verification of IMS test case 15.27 over LTE with 34.229-3 test model
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0188
	-
	10.2.0
	Rel‑10
	Re-verification of IMS test case 15.12 over LTE with 34.229-3 test model
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0189
	-
	10.2.0
	Rel‑10
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 19.5.9 with 36.523-3 test model
	approved
	B
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0190
	-
	10.2.0
	Rel‑10
	Correction to GCF WI-171 IMS SSAC Testcase 12.18
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-140822
	34.229-3
	0191
	-
	10.2.0
	Rel‑10
	Correction to WI-103 IMS MTSI Testcase 11.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0192
	-
	10.2.0
	Rel‑10
	Correction for checking of via Header in IMS response messages
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0193
	-
	10.2.0
	Rel‑10
	Verification of IMS test case 8.11 over LTE with 34.229-3 test model
	approved
	B
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0194
	-
	10.2.0
	Rel‑10
	Corrections for IMS MO call setup sequence with preconditions
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0195
	-
	10.2.0
	Rel‑10
	Corrections to de-registration procedure
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-140822
	34.229-3
	0196
	-
	10.2.0
	Rel‑10
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	10.3.0
	TEI8_Test
	R5

	SP-140316
	35.231
	0001
	2
	12.0.1
	Rel‑12
	Overall editorial modification to the Tuak specification TS 35.231
	approved
	D
	12.1.0
	STAS
	S3

	SP-140316
	35.232
	0001
	2
	12.0.1
	Rel‑12
	Overall editorial modification to the Tuak specification TS 35.232
	approved
	D
	12.1.0
	STAS
	S3

	SP-140316
	35.233
	0001
	2
	12.0.1
	Rel‑12
	Overall editorial modification to the Tuak specification TS 35.233
	approved
	D
	12.1.0
	STAS
	S3

	RP-140909
	36.101
	2176
	2
	11.8.0
	Rel‑11
	RF: Corrections to spurious emission requirements with NS different than NS_01 (Rel‑11)
	approved
	F
	11.9.0
	LTE-RF
	R4

	RP-140909
	36.101
	2177
	3
	12.3.0
	Rel‑12
	RF: Corrections to spurious emission requirements with NS different than NS_01 (Rel‑12)
	approved
	F
	12.4.0
	LTE-RF
	R4

	RP-140932
	36.101
	2187
	1
	12.3.0
	Rel‑12
	Additional bandwidth combination set for LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 20
	approved
	B
	12.4.0
	LTE_CA_B3_B20_BWset-Core
	R4

	RP-140934
	36.101
	2188
	-
	12.3.0
	Rel‑12
	Additional bandwidth combination set for LTE Advanced inter-band Carrier Aggregation of Band 7 and Band 20
	approved
	B
	12.4.0
	LTE_CA_B7_B20_BWset-Core
	R4

	RP-140943
	36.101
	2195
	1
	12.3.0
	Rel‑12
	CR for TS 36.101 on introduction CA_41D
	approved
	B
	12.4.0
	LTE_CA_C_B41_3DL-Core
	R4

	RP-140943
	36.101
	2196
	3
	12.3.0
	Rel‑12
	CR to TS 36.101 on introduction of CA BW class D requirements
	approved
	B
	12.4.0
	LTE_CA_C_B41_3DL-Core
	R4

	RP-140918
	36.101
	2197
	1
	11.8.0
	Rel‑11
	CR on correction on TDD IRC CQI test
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.101
	2198
	-
	12.3.0
	Rel‑12
	CR on correction on TDD IRC CQI test
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140917
	36.101
	2206
	1
	11.8.0
	Rel‑11
	CR of EPDCCH localzied test with TM10 QCL Type-B configuration (Rel‑11): correction of CSI-RS configurations
	approved
	F
	11.9.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140917
	36.101
	2207
	-
	12.3.0
	Rel‑12
	CR of EPDCCH localzied test with TM10 QCL Type-B configuration (Rel‑12): correction of CSI-RS configurations
	approved
	A
	12.4.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140918
	36.101
	2208
	-
	11.8.0
	Rel‑11
	Clean up of TM9 SNR tests
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.101
	2209
	-
	12.3.0
	Rel‑12
	Clean up of TM9 SNR tests
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140933
	36.101
	2210
	1
	12.3.0
	Rel‑12
	Introduction of band B4+B27 CA to TS 36.101
	approved
	B
	12.4.0
	LTE_CA_B4_B27-Core
	R4

	RP-140942
	36.101
	2213
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination B1+B20 to TS 36.101
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Core
	R4

	RP-140914
	36.101
	2214
	1
	11.8.0
	Rel‑11
	Correction of UE TM3 demodulation performance requirements
	approved
	F
	11.9.0
	LTE-RF
	R4

	RP-140917
	36.101
	2215
	1
	11.8.0
	Rel‑11
	CR for EPDCCH test (Rel‑11)
	approved
	F
	11.9.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140917
	36.101
	2216
	-
	12.3.0
	Rel‑12
	CR for EPDCCH test (Rel‑12)
	approved
	A
	12.4.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140914
	36.101
	2217
	1
	11.8.0
	Rel‑11
	CR of modification on FeICIC rank testing (Rel‑11)
	approved
	F
	11.9.0
	eICIC_enh_LTE-Perf
	R4

	RP-140914
	36.101
	2218
	-
	12.3.0
	Rel‑12
	CR of modification on FeICIC rank testing (Rel‑12)
	approved
	A
	12.4.0
	eICIC_enh_LTE-Perf
	R4

	RP-140914
	36.101
	2219
	1
	11.8.0
	Rel‑11
	CR on FeICIC PBCH performance requirement (Rel‑11)
	approved
	F
	11.9.0
	eICIC_enh_LTE-Perf
	R4

	RP-140914
	36.101
	2220
	-
	12.3.0
	Rel‑12
	CR on FeICIC PBCH performance requirement (Rel‑12)
	approved
	A
	12.4.0
	eICIC_enh_LTE-Perf
	R4

	RP-140918
	36.101
	2221
	1
	11.8.0
	Rel‑11
	Correction on out-of-band blocking for CA
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.101
	2222
	-
	12.3.0
	Rel‑12
	Correction on out-of-band blocking for CA
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140918
	36.101
	2225
	-
	11.8.0
	Rel‑11
	Update demodualtion performance requirements with new UE categories
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.101
	2226
	-
	12.3.0
	Rel‑12
	Update demodualtion performance requirements with new UE categories
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140911
	36.101
	2227
	1
	11.8.0
	Rel‑11
	Correction for CA sustained data rate test (Rel‑11)
	approved
	F
	11.9.0
	LTE_CA-Perf
	R4

	RP-140911
	36.101
	2228
	-
	12.3.0
	Rel‑12
	Correction for CA sustained data rate test (Rel‑12)
	approved
	A
	12.4.0
	LTE_CA-Perf
	R4

	RP-140945
	36.101
	2229
	-
	12.3.0
	Rel‑12
	Correction on wrong annotation for close- loop spatial multiplexing performance
	approved
	F
	12.4.0
	LTE-RF
	R4

	RP-140918
	36.101
	2230
	1
	11.8.0
	Rel‑11
	CR on OCNG and propagation conditions for dual layer TM9 test
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140911
	36.101
	2231
	-
	10.14.0
	Rel‑10
	Clarification of Intra-band contiguous CA class C narrow band blocking requirements
	approved
	F
	10.15.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2232
	-
	11.8.0
	Rel‑11
	Clarification of Intra-band contiguous CA class C narrow band blocking requirements
	approved
	A
	11.9.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2233
	-
	12.3.0
	Rel‑12
	Clarification of Intra-band contiguous CA class C Narrow band blocking requirements
	approved
	A
	12.4.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2238
	-
	11.8.0
	Rel‑11
	Correction for CA soft buffer test (Rel‑11)
	approved
	F
	11.9.0
	LTE_CA-Perf
	R4

	RP-140911
	36.101
	2239
	-
	12.3.0
	Rel‑12
	Correction for CA soft buffer test (Rel‑12)
	approved
	A
	12.4.0
	LTE_CA-Perf
	R4

	RP-140918
	36.101
	2241
	-
	12.3.0
	Rel‑12
	CR on OCNG and propagation conditions for dual layer TM9 test (Rel‑12)
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140911
	36.101
	2246
	1
	11.8.0
	Rel‑11
	Remove [ ] from eICIC TDD RI requirement
	approved
	F
	11.9.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.101
	2247
	-
	12.3.0
	Rel‑12
	Remove [ ] from eICIC TDD RI requirement
	approved
	A
	12.4.0
	eICIC_LTE-Perf
	R4

	RP-140914
	36.101
	2255
	-
	11.8.0
	Rel‑11
	Verification of exceptions of REFSENS requirements for carrier aggregation
	approved
	F
	11.9.0
	LTE_CA_B4_B12-Core
	R4

	RP-140914
	36.101
	2256
	-
	12.3.0
	Rel‑12
	Verification of exceptions of REFSENS requirements for carrier aggregation
	approved
	A
	12.4.0
	LTE_CA_B4_B12-Core
	R4

	RP-140914
	36.101
	2257
	-
	11.8.0
	Rel‑11
	Applicability of exceptions to reference sensitivity requirements for CA
	approved
	F
	11.9.0
	LTE_CA_B4_B12-Core
	R4

	RP-140914
	36.101
	2258
	-
	12.3.0
	Rel‑12
	Applicability of exceptions to reference sensitivity requirements for CA
	approved
	A
	12.4.0
	LTE_CA_B4_B12-Core
	R4

	RP-140918
	36.101
	2261
	1
	11.8.0
	Rel‑11
	Editorial corrections for UE performance requirments for R11
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140909
	36.101
	2265
	-
	8.23.0
	Rel‑8
	In-band blocking case nubering re-establisment
	approved
	F
	8.24.0
	LTE-RF
	R4

	RP-140909
	36.101
	2266
	-
	9.18.0
	Rel‑9
	In-band blocking case nubering re-establisment
	approved
	F
	9.19.0
	LTE-RF
	R4

	RP-140911
	36.101
	2267
	1
	10.14.0
	Rel‑10
	Additional correction to In-band blocking case nubering re-establisment
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140909
	36.101
	2268
	-
	11.8.0
	Rel‑11
	In-band blocking case nubering re-establisment
	approved
	F
	11.9.0
	LTE-RF
	R4

	RP-140909
	36.101
	2269
	-
	12.3.0
	Rel‑12
	In-band blocking case nubering re-establisment
	approved
	A
	12.4.0
	LTE-RF
	R4

	RP-140918
	36.101
	2272
	-
	11.8.0
	Rel‑11
	CR for TS 36.101 FRC tables for COMP demodulation requirements
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.101
	2273
	-
	12.3.0
	Rel‑12
	CR for TS 36.101 FRC tables for COMP demodulation requirements
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140945
	36.101
	2277
	-
	12.3.0
	Rel‑12
	Editorial correction of note in clause 4.4
	approved
	D
	12.4.0
	TEI12
	R4

	RP-140914
	36.101
	2281
	1
	11.8.0
	Rel‑11
	Finalization of CoMP demodulation test cases
	approved
	F
	11.9.0
	COMP_LTE_DL-Perf
	R4

	RP-140926
	36.101
	2282
	1
	12.3.0
	Rel‑12
	Introduction of Band 32/XXXII and Band 20+32 CA
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140911
	36.101
	2283
	-
	12.3.0
	Rel‑12
	Introduction of new bandwidth combination set for CA_1A-5A UE
	approved
	B
	12.4.0
	LTE_CA-Core
	R4

	RP-140914
	36.101
	2285
	-
	11.8.0
	Rel‑11
	CR for finalizing DL COMP CSI reporting requirements
	approved
	F
	11.9.0
	COMP_LTE_DL-Perf
	R4

	RP-140914
	36.101
	2286
	-
	12.3.0
	Rel‑12
	CR for finalizing DL COMP CSI reporting requirements
	approved
	A
	12.4.0
	COMP_LTE_DL-Perf
	R4

	RP-140914
	36.101
	2287
	1
	11.8.0
	Rel‑11
	CR for adding DL CoMP CSI RMC tables (Rel‑11)
	approved
	F
	11.9.0
	COMP_LTE_DL-Perf
	R4

	RP-140914
	36.101
	2288
	-
	12.3.0
	Rel‑12
	CR for adding DL CoMP CSI RMC tables (Rel‑12)
	approved
	A
	12.4.0
	COMP_LTE_DL-Perf
	R4

	RP-140921
	36.101
	2291
	-
	12.3.0
	Rel‑12
	Simplification of 36.101 Table 5.6A.1-1 for LTE_CA_C_B27
	approved
	C
	12.4.0
	LTE_CA_C_B27-Core
	R4

	RP-140914
	36.101
	2293
	-
	12.3.0
	Rel‑12
	Finalization of CoMP demodulation test cases
	approved
	A
	12.4.0
	COMP_LTE_DL-Perf
	R4

	RP-140918
	36.101
	2294
	-
	12.3.0
	Rel‑12
	Editorial corrections for UE performance requirements for R12
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140937
	36.101
	2295
	-
	12.3.0
	Rel‑12
	Introduction of CA performance requirements for Band 27 CA
	approved
	B
	12.4.0
	LTE_CA_C_B27-Perf
	R4

	RP-140931
	36.101
	2296
	-
	12.3.0
	Rel‑12
	Introduction of CA 1+11 to 36.101 (Rel‑12)
	approved
	B
	12.4.0
	LTE_CA_B1_B11-Core
	R4

	RP-140909
	36.101
	2298
	-
	8.23.0
	Rel‑8
	RF: Corrections to spurious emission requirements with NS different than NS_01 (Rel‑8)
	approved
	F
	8.24.0
	LTE-RF
	R4

	RP-140909
	36.101
	2299
	-
	9.18.0
	Rel‑9
	RF: Corrections to spurious emission requirements with NS different than NS_01 (Rel‑9)
	approved
	F
	9.19.0
	LTE-RF
	R4

	RP-140909
	36.101
	2300
	3
	10.14.0
	Rel‑10
	RF: Corrections to spurious emission requirements with NS different than NS_01 (Rel‑10)
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140840
	36.101
	2309
	1
	12.3.0
	Rel‑12
	Inclusion of the out of band emission limit concluded in CEPT into band 28
	revised
	F
	
	LTE_APAC700-Core
	R4

	RP-140994
	36.101
	2309
	2
	12.3.0
	Rel‑12
	Inclusion of the out of band emission limit concluded in CEPT into band 28
	approved
	F
	12.4.0
	LTE_APAC700-Core
	R4

	RP-140946
	36.101
	2311
	1
	12.3.0
	Rel‑12
	Introduction of CA_B42C (2DL/2UL) into TS 36.101
	approved
	B
	12.4.0
	LTE_CA_C_B42-Core
	R4

	RP-140911
	36.101
	2312
	3
	10.14.0
	Rel‑10
	UE to UE co-existence between B42/B43
	approved
	F
	10.15.0
	RInImp8-UMTSLTE3500, LTE-RF
	R4

	RP-140911
	36.101
	2313
	-
	11.8.0
	Rel‑11
	UE to UE co-existence between B42/B43
	approved
	A
	11.9.0
	RInImp8-UMTSLTE3500, LTE-RF
	R4

	RP-140911
	36.101
	2314
	-
	12.3.0
	Rel‑12
	UE to UE co-existence between B42/B43
	approved
	A
	12.4.0
	RInImp8-UMTSLTE3500, LTE-RF
	R4

	RP-140911
	36.101
	2316
	-
	10.14.0
	Rel‑10
	Perf: Corrections to CA (Class C) performance with power imbalance (Rel‑10)
	approved
	F
	10.15.0
	LTE_CA-Perf
	R4

	RP-140911
	36.101
	2317
	-
	11.8.0
	Rel‑11
	Perf: Corrections to CA (Class C) performance with power imbalance (Rel‑11)
	approved
	A
	11.9.0
	LTE_CA-Perf
	R4

	RP-140911
	36.101
	2318
	-
	12.3.0
	Rel‑12
	Perf: Corrections to CA (Class C) performance with power imbalance (Rel‑12)
	approved
	A
	12.4.0
	LTE_CA-Perf
	R4

	RP-140920
	36.101
	2319
	-
	12.3.0
	Rel‑12
	Introduction of CA performance requirements for Band 23 CA
	approved
	B
	12.4.0
	LTE_CA_C_B23-Perf
	R4

	RP-140914
	36.101
	2320
	1
	11.8.0
	Rel‑11
	CR of modification on FeICIC rank testing (Rel‑11)
	approved
	F
	11.9.0
	eICIC_enh_LTE-Perf
	R4

	RP-140914
	36.101
	2321
	-
	12.3.0
	Rel‑12
	CR of modification on FeICIC rank testing (Rel‑12)
	approved
	A
	12.4.0
	eICIC_enh_LTE-Perf
	R4

	RP-140914
	36.101
	2322
	1
	11.8.0
	Rel‑11
	CR of introducing FeICIC TM9 testing (Rel‑11)
	approved
	B
	11.9.0
	eICIC_enh_LTE-Perf
	R4

	RP-140914
	36.101
	2323
	-
	12.3.0
	Rel‑12
	CR of introducing FeICIC TM9 testing (Rel‑12)
	approved
	A
	12.4.0
	eICIC_enh_LTE-Perf
	R4

	RP-140917
	36.101
	2324
	1
	11.8.0
	Rel‑11
	CR for EPDCCH SDR test (Rel‑11)
	approved
	F
	11.9.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140917
	36.101
	2325
	-
	12.3.0
	Rel‑12
	CR for EPDCCH SDR test (Rel‑12)
	approved
	A
	12.4.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140911
	36.101
	2326
	-
	10.14.0
	Rel‑10
	Clean-up CR for demodulation requirements (Rel‑10)
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140911
	36.101
	2327
	-
	11.8.0
	Rel‑11
	Clean-up CR for demodulation requirements (Rel‑11)
	approved
	F
	11.9.0
	LTE-RF
	R4

	RP-140911
	36.101
	2328
	-
	12.3.0
	Rel‑12
	Clean-up CR for demodulation requirements (Rel‑12)
	approved
	A
	12.4.0
	LTE-RF
	R4

	RP-140945
	36.101
	2330
	1
	12.3.0
	Rel‑12
	Additional updates of UE categories for demodualtion performance requirements (Rel‑12)
	approved
	F
	12.4.0
	LTE-RF
	R4

	RP-140911
	36.101
	2331
	1
	10.14.0
	Rel‑10
	Throughput calculation for eICIC demodulation requirements
	approved
	F
	10.15.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.101
	2332
	-
	11.8.0
	Rel‑11
	Throughput calculation for eICIC demodulation requirements
	approved
	A
	11.9.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.101
	2333
	-
	12.3.0
	Rel‑12
	Throughput calculation for eICIC demodulation requirements
	approved
	A
	12.4.0
	eICIC_LTE-Perf
	R4

	RP-140914
	36.101
	2334
	1
	11.8.0
	Rel‑11
	Introduction of Band 28 requirements for flexible operation in Japan
	approved
	F
	11.9.0
	LTE_APAC700-Core
	R4

	RP-140914
	36.101
	2335
	1
	12.3.0
	Rel‑12
	Introduction of Band 28 requirements for flexible operation in Japan
	approved
	A
	12.4.0
	LTE_APAC700-Core
	R4

	RP-140911
	36.101
	2336
	-
	11.8.0
	Rel‑11
	Add missing Uplink downlink configuration to eICIC TDD RI requirement
	approved
	F
	11.9.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.101
	2337
	-
	12.3.0
	Rel‑12
	Add missing Uplink downlink configuration to eICIC TDD RI requirement
	approved
	A
	12.4.0
	eICIC_LTE-Perf
	R4

	RP-140945
	36.101
	2338
	-
	12.3.0
	Rel‑12
	Add static propagation condition matrix for 1 x 2
	approved
	F
	12.4.0
	TEI12
	R4

	RP-140911
	36.101
	2339
	-
	10.14.0
	Rel‑10
	Cleanup of terminology for Rx requirements
	approved
	F
	10.15.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2340
	-
	11.8.0
	Rel‑11
	Cleanup of terminology for Rx requirements
	approved
	A
	11.9.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2341
	-
	12.3.0
	Rel‑12
	Cleanup of terminology for Rx requirements
	approved
	A
	12.4.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2342
	-
	10.14.0
	Rel‑10
	CR on separating CA UE demodulation tests from single carrier tests in Rel‑10
	approved
	F
	10.15.0
	TEI10
	R4

	RP-140918
	36.101
	2343
	-
	11.8.0
	Rel‑11
	CR on separating CA UE demodulation tests from single carrier tests in Rel‑11
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140945
	36.101
	2344
	-
	12.3.0
	Rel‑12
	CR on separating CA UE demodulation tests from single carrier tests in Rel‑12
	approved
	F
	12.4.0
	TEI12
	R4

	RP-140911
	36.101
	2345
	-
	10.14.0
	Rel‑10
	CR on correction on CA capability in Rel‑10
	approved
	F
	10.15.0
	TEI10
	R4

	RP-140911
	36.101
	2349
	-
	10.14.0
	Rel‑10
	Test configuration for intra-band contiguous carrier aggregation power control
	approved
	F
	10.15.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2350
	-
	11.8.0
	Rel‑11
	Test configuration for intra-band contiguous carrier aggregation power control
	approved
	A
	11.9.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2351
	-
	12.3.0
	Rel‑12
	Test configuration for intra-band contiguous carrier aggregation power control
	approved
	A
	12.4.0
	LTE_CA-Core
	R4

	RP-140935
	36.101
	2358
	-
	12.3.0
	Rel‑12
	Addition of bandwidth combination sets for CA_2A-29A, CA_3A-5A, CA_4A-5A, CA_4A-12A, and CA_4A-29A into 36.101
	approved
	B
	12.4.0
	LTE_CA_3DL_FB_BW-Core
	R4

	RP-140914
	36.101
	2361
	1
	11.8.0
	Rel‑11
	Correction of test configurations for intra-band non-contiguous aggregation
	approved
	F
	11.9.0
	LTE_CA_enh-Core
	R4

	RP-140914
	36.101
	2362
	-
	12.3.0
	Rel‑12
	Correction of test configurations for intra-band non-contiguous aggregation
	approved
	A
	12.4.0
	LTE_CA_enh-Core
	R4

	RP-140911
	36.101
	2363
	-
	10.14.0
	Rel‑10
	Clarification on CA bandwidth classes
	approved
	F
	10.15.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2364
	-
	11.8.0
	Rel‑11
	Clarification on CA bandwidth classes
	approved
	A
	11.9.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2365
	-
	12.3.0
	Rel‑12
	Clarification on CA bandwidth classes
	approved
	A
	12.4.0
	LTE_CA-Core
	R4

	RP-140917
	36.101
	2373
	-
	11.8.0
	Rel‑11
	CR on correction of downlink SDR tests with EPDCCH scheduling
	approved
	F
	11.9.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140917
	36.101
	2374
	-
	12.3.0
	Rel‑12
	CR on correction of downlink SDR tests with EPDCCH scheduling
	approved
	A
	12.4.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140911
	36.101
	2375
	-
	10.14.0
	Rel‑10
	Corrections on CA CQI tests
	approved
	F
	10.15.0
	LTE_CA-Core
	R4

	RP-140911
	36.101
	2376
	-
	11.8.0
	Rel‑11
	Corrections on CA CQI tests
	approved
	B
	11.9.0
	LTE_CA-Core
	R4

	RP-140922
	36.101
	2377
	-
	12.3.0
	Rel‑12
	Correction on LTE_CA_C_B39
	approved
	C
	12.4.0
	LTE_CA_C_B39-Core
	R4

	RP-140911
	36.101
	2378
	-
	12.3.0
	Rel‑12
	Corrections on CA CQI tests
	approved
	A
	12.4.0
	LTE_CA-Core
	R4

	RP-140930
	36.101
	2381
	1
	12.3.0
	Rel‑12
	Introduction of LTE-Advanced CA of Band 8 and Band 40 to TS 36.101
	approved
	B
	12.4.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-140927
	36.101
	2382
	1
	12.3.0
	Rel‑12
	FRC for DL MIMO enahncement PMI requirements
	approved
	F
	12.4.0
	LTE_eDL_MIMO_enh-Core
	R4

	RP-140603
	36.101
	2384
	2
	12.3.0
	Rel‑12
	CR for TS 36.101 on introduction CA_40D
	approved
	B
	12.4.0
	LTE_CA_C_B40_3DL
	R4

	RP-140944
	36.101
	2385
	1
	12.3.0
	Rel‑12
	CR to TS 36.101 on introduction of 3DL intra-band non-contiguous CA requirements
	approved
	F
	12.4.0
	LTE_CA_NC_B41_3DL-Core
	R4

	RP-140911
	36.101
	2386
	1
	11.8.0
	Rel‑11
	CR on PDSCH transmission for eICIC CSI requirements (Rel‑11)
	approved
	F
	11.9.0
	eICIC_LTE-Perf
	R4

	RP-140938
	36.101
	2387
	-
	12.3.0
	Rel‑12
	Introduction of CA_2A-2A into TS 36.101
	approved
	B
	12.4.0
	LTE_CA_NC_B2-Core
	R4

	RP-140911
	36.101
	2389
	-
	10.14.0
	Rel‑10
	CR on PDSCH transmission for eICIC CSI requirements (Rel‑10)
	approved
	F
	10.15.0
	eICIC_LTE-Perf
	R4

	RP-140914
	36.101
	2390
	-
	11.8.0
	Rel‑11
	CA_7C A-MPR corrections
	approved
	F
	11.9.0
	LTE_CA_B7-Core
	R4

	RP-140927
	36.101
	2392
	-
	12.3.0
	Rel‑12
	Introduction of 4Tx beam steering model
	approved
	F
	12.4.0
	LTE_eDL_MIMO_enh-Core
	R4

	RP-140918
	36.101
	2393
	-
	11.8.0
	Rel‑11
	CR for TS 36.101 CSI RMC table
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140914
	36.101
	2394
	-
	12.3.0
	Rel‑12
	CA_7C A-MPR corrections
	approved
	A
	12.4.0
	LTE_CA_B7-Core
	R4

	RP-140936
	36.101
	2395
	2
	12.3.0
	Rel‑12
	Introduction of a new CA_7C bandwidth combination set into 36.101
	approved
	B
	12.4.0
	LTE_CA_C_B7_BW-Core
	R4

	RP-140629
	36.101
	2395
	3
	12.3.0
	Rel‑12
	Introduction of a new CA_7C bandwidth combination set into 36.101
	withdrawn
	B
	
	LTE_CA_B7_BW
	R4

	RP-140631
	36.101
	2395
	4
	12.3.0
	Rel‑12
	Introduction of a new CA_7C bandwidth combination set into 36.101
	withdrawn
	B
	
	LTE_CA_B7_BW
	R4

	RP-140792
	36.101
	2396
	1
	12.3.0
	Rel‑12
	Introduction of CA band combination B1 + B7 to TS 36.101
	revised
	B
	
	LTE_CA_B1_B7
	R4

	RP-140854
	36.101
	2396
	2
	12.3.0
	Rel‑12
	Introduction of CA band combination B1 + B7 to TS 36.101
	postponed
	B
	
	LTE_CA_B1_B7
	R4

	RP-140918
	36.101
	2398
	-
	12.3.0
	Rel‑12
	CR for TS 36.101 CSI RMC table
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140940
	36.101
	2413
	-
	12.3.0
	Rel‑12
	Introduction of LTE_CA_NC_B42 into 36.101
	approved
	B
	12.4.0
	LTE_CA_NC_B42-Core
	R4

	RP-140942
	36.101
	2420
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination B1+B20 to TS 36.101
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Core
	R4

	RP-140919
	36.101
	2422
	-
	12.3.0
	Rel‑12
	CA_3C is deleting 75RB+75RB uplink configuration for reference sensitivity
	approved
	F
	12.4.0
	LTE_CA_C_B3-Core
	R4

	RP-140914
	36.101
	2424
	-
	11.8.0
	Rel‑11
	CR on correction for TM10 CSI reporting requirements
	approved
	F
	11.9.0
	COMP_LTE_DL-Perf
	R4

	RP-140914
	36.101
	2425
	-
	12.3.0
	Rel‑12
	CR on correction for TM10 CSI reporting requirements
	approved
	A
	12.4.0
	COMP_LTE_DL-Perf
	R4

	RP-140911
	36.101
	2426
	-
	10.14.0
	Rel‑10
	Simplification of Band 12/17 in-band blocking test cases
	approved
	F
	10.15.0
	TEI10
	R4

	RP-140913
	36.104
	0464
	-
	11.8.2
	Rel‑11
	CR for clarification for receiver requirement on MB-MSR BS
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	36.104
	0465
	-
	12.3.0
	Rel‑12
	CR for clarification for receiver requirement on MB-MSR BS
	approved
	A
	12.4.0
	MB_MSR_RF-Perf
	R4

	RP-140942
	36.104
	0469
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 1 and Band 20 to TS 36.104
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Core
	R4

	RP-140933
	36.104
	0477
	1
	12.3.0
	Rel‑12
	Introduction of band B4+B27 CA to TS 36.104
	approved
	B
	12.4.0
	LTE_CA_B4_B27-Core
	R4

	RP-140944
	36.104
	0478
	-
	12.3.0
	Rel‑12
	Introduction of intra-band non-contiguous Carrier Aggregation in Band 41 for 3DL to TS 36.104
	approved
	B
	12.4.0
	LTE_CA_NC_B41_3DL-Core
	R4

	RP-140938
	36.104
	0483
	-
	12.3.0
	Rel‑12
	Introduction of intra-band non-contiguous Carrier Aggregation in Band 2 to TS 36.104
	approved
	B
	12.4.0
	LTE_CA_NC_B2-Core
	R4

	RP-140931
	36.104
	0501
	-
	12.3.0
	Rel‑12
	Introduction of CA 1+11 to 36.104 (Rel‑12)
	approved
	B
	12.4.0
	LTE_CA_B1_B11-Core
	R4

	RP-140913
	36.104
	0503
	1
	11.8.2
	Rel‑11
	Clarification on definitions and ACLR requirement in TS 36.104
	approved
	F
	11.9.0
	MB_MSR_RF-Core
	R4

	RP-140913
	36.104
	0504
	-
	12.3.0
	Rel‑12
	Clarification on definitions and ACLR requirement in TS 36.104
	approved
	A
	12.4.0
	MB_MSR_RF-Core
	R4

	RP-140930
	36.104
	0509
	-
	12.3.0
	Rel‑12
	Introduction of LTE-Advanced CA of Band 8 and Band 40 into TS 36.104
	approved
	B
	12.4.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-140926
	36.104
	0512
	1
	12.3.0
	Rel‑12
	Introduction of operating band 32 and CA band 20+32 in TS 36.104
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140940
	36.104
	0527
	-
	12.3.0
	Rel‑12
	Introduction of LTE_CA_NC_B42 into 36.104
	approved
	B
	12.4.0
	LTE_CA_NC_B42-Core
	R4

	RP-140942
	36.104
	0535
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 1 and Band 20 to TS 36.104
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Core
	R4

	RP-140946
	36.104
	0537
	-
	12.3.0
	Rel‑12
	Introduction of intra-band CA_Band 42C to TS 36.104
	approved
	B
	12.4.0
	LTE_CA_C_B42-Core
	R4

	RP-140915
	36.111
	0004
	1
	11.2.0
	Rel‑11
	Editorial cleanup and completion of annexes in TS 36.111
	approved
	C
	11.3.0
	LCS_LTE-NBPS-Perf
	R4

	RP-140926
	36.113
	0045
	-
	12.0.0
	Rel‑12
	Introduction of Band 32 in TS 36.113
	approved
	B
	12.1.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140926
	36.124
	0027
	-
	12.0.0
	Rel‑12
	Introduction of Band 32 in TS 36.124
	approved
	B
	12.1.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140910
	36.133
	2264
	1
	9.19.0
	Rel‑9
	RRM: Clean-up of time offset between cells in RSTD tests (Rel‑9)
	approved
	F
	9.20.0
	LCS_LTE
	R4

	RP-140910
	36.133
	2265
	1
	10.14.0
	Rel‑10
	RRM: Clean-up of time offset between cells in RSTD tests (Rel‑10)
	approved
	F
	10.15.0
	LCS_LTE
	R4

	RP-140910
	36.133
	2266
	-
	11.8.0
	Rel‑11
	RRM: Clean-up of time offset between cells in RSTD tests (Rel‑11)
	approved
	A
	11.9.0
	LCS_LTE
	R4

	RP-140910
	36.133
	2267
	-
	12.3.0
	Rel‑12
	RRM: Clean-up of time offset between cells in RSTD tests (Rel‑12)
	approved
	A
	12.4.0
	LCS_LTE
	R4

	RP-140945
	36.133
	2268
	1
	12.3.0
	Rel‑12
	UE Behaviour after Measurement Gap
	approved
	F
	12.4.0
	TEI12
	R4

	RP-140911
	36.133
	2276
	-
	10.14.0
	Rel‑10
	Removing DPCH for handover from E-UTRAN to UTRA TDD for Rel‑10
	approved
	F
	10.15.0
	LTE_CA-Core
	R4

	RP-140911
	36.133
	2277
	-
	11.8.0
	Rel‑11
	Removing DPCH for handover from E-UTRAN to UTRA TDD for Rel‑11
	approved
	A
	11.9.0
	LTE_CA-Core
	R4

	RP-140911
	36.133
	2278
	-
	12.3.0
	Rel‑12
	Removing DPCH for handover from E-UTRAN to UTRA TDD for Rel‑12
	approved
	A
	12.4.0
	LTE_CA-Core
	R4

	RP-140939
	36.133
	2288
	-
	12.3.0
	Rel‑12
	E-UTRAN FDD Event triggered reporting under deactivated Scell in non-DRX for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Perf
	R4

	RP-140939
	36.133
	2289
	-
	12.3.0
	Rel‑12
	E-UTRAN TDD Event triggered reporting under deactivated Scell in non-DRX for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Perf
	R4

	RP-140923
	36.133
	2290
	-
	12.3.0
	Rel‑12
	E-UTRAN FDD absolute and relative RSRP accuracies in CA for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Core
	R4

	RP-140923
	36.133
	2291
	-
	12.3.0
	Rel‑12
	E-UTRAN TDD absolute and relative RSRP accuracies in CA for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Core
	R4

	RP-140939
	36.133
	2292
	-
	12.3.0
	Rel‑12
	E-UTRAN FDD absolute and relative RSRQ accuracies in CA for 5MHz+10MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Perf
	R4

	RP-140939
	36.133
	2294
	-
	12.3.0
	Rel‑12
	E-UTRAN TDD absolute and relative RSRQ accuracies in CA for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Perf
	R4

	RP-140911
	36.133
	2300
	-
	10.14.0
	Rel‑10
	Introduce the CGI reading requirements in CA R10
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140911
	36.133
	2301
	-
	11.8.0
	Rel‑11
	Introduce the CGI reading requirements in CA R11
	approved
	A
	11.9.0
	LTE-RF
	R4

	RP-140911
	36.133
	2302
	-
	12.3.0
	Rel‑12
	Introduce the CGI reading requirements in CA R12
	approved
	A
	12.4.0
	LTE-RF
	R4

	RP-140916
	36.133
	2306
	-
	12.3.0
	Rel‑12
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy Test for Scell in sTAG
	approved
	F
	12.4.0
	LTE_CA_enh-Perf
	R4

	RP-140916
	36.133
	2307
	-
	12.3.0
	Rel‑12
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test for Scell in sTAG
	approved
	F
	12.4.0
	LTE_CA_enh-Perf
	R4

	RP-140910
	36.133
	2309
	1
	9.19.0
	Rel‑9
	Clarification on UE Transmit Timing Accuracy test cases in DRX mode R9
	approved
	F
	9.20.0
	LTE-RF
	R4

	RP-140910
	36.133
	2310
	-
	10.14.0
	Rel‑10
	Clarification on UE Transmit Timing Accuracy test cases in DRX mode R10
	approved
	A
	10.15.0
	LTE-RF
	R4

	RP-140910
	36.133
	2311
	1
	11.8.0
	Rel‑11
	Clarification on UE Transmit Timing Accuracy test cases in DRX mode R11
	approved
	F
	11.9.0
	LTE-RF
	R4

	RP-140910
	36.133
	2312
	-
	12.3.0
	Rel‑12
	Clarification on UE Transmit Timing Accuracy test cases in DRX mode R12
	approved
	A
	12.4.0
	LTE-RF
	R4

	RP-140911
	36.133
	2313
	-
	10.14.0
	Rel‑10
	Correction for OCNG pattern number in RRM tests R10
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140911
	36.133
	2314
	-
	11.8.0
	Rel‑11
	Correction for OCNG pattern number in RRM tests R11
	approved
	F
	11.9.0
	LTE-RF
	R4

	RP-140911
	36.133
	2315
	-
	12.3.0
	Rel‑12
	Correction for OCNG pattern number in RRM tests R12
	approved
	F
	12.4.0
	LTE-RF
	R4

	RP-140911
	36.133
	2317
	-
	10.14.0
	Rel‑10
	Clarification on E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test R10
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140911
	36.133
	2318
	-
	11.8.0
	Rel‑11
	Clarification on E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test R11
	approved
	A
	11.9.0
	LTE-RF
	R4

	RP-140911
	36.133
	2319
	-
	12.3.0
	Rel‑12
	Clarification on E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test R12
	approved
	A
	12.4.0
	LTE-RF
	R4

	RP-140911
	36.133
	2327
	1
	10.14.0
	Rel‑10
	SCell activation and deactivation delay test case for known SCell
	revised
	F
	
	LTE_CA-core
	R4

	RP-140741
	36.133
	2327
	2
	10.14.0
	Rel‑10
	SCell activation and deactivation delay test case for known SCell
	approved
	F
	10.15.0
	LTE_CA-Core
	R4

	RP-140937
	36.133
	2330
	1
	12.3.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : absolute and relative RSRP accuracies in CA for FDD and TDD
	approved
	B
	12.4.0
	LTE_CA_C_B27-Perf
	R4

	RP-140937
	36.133
	2331
	2
	12.3.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : absolute and relative RSRQ accuracies in CA for FDD and TDD
	revised
	B
	
	LTE_CA_C_B27-Perf
	R4

	RP-140650
	36.133
	2331
	3
	12.3.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : absolute and relative RSRQ accuracies in CA for FDD and TDD
	approved
	B
	12.4.0
	LTE_CA_C_B27-Perf
	R4

	RP-140937
	36.133
	2332
	2
	12.3.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : Event triggered reporting on deactivating Scells in non-DRX FDD and TDD
	approved
	B
	12.4.0
	LTE_CA_C_B27-Perf
	R4

	RP-140945
	36.133
	2336
	2
	12.3.0
	Rel‑12
	New Test Case for UE Transmit Timing Accuracy requirements in DRX
	approved
	F
	12.4.0
	LTE-RF
	R4

	RP-140914
	36.133
	2337
	-
	11.8.0
	Rel‑11
	CQI feedback periodicity correction for RLM in eICIC/FeICIC test setup
	approved
	F
	11.9.0
	eICIC_enh_LTE-Core
	R4

	RP-140914
	36.133
	2338
	-
	12.3.0
	Rel‑12
	CQI feedback periodicity correction for RLM in eICIC/FeICIC test setup
	approved
	F
	12.4.0
	eICIC_enh_LTE-Core
	R4

	RP-140926
	36.133
	2339
	-
	12.3.0
	Rel‑12
	Introduction of Band 32/XXXII
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140916
	36.133
	2340
	1
	12.3.0
	Rel‑12
	Test case for RACH on SCell
	approved
	B
	12.4.0
	LTE_CA_enh-Perf
	R4

	RP-140945
	36.133
	2345
	1
	12.3.0
	Rel‑12
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell in sTAG
	approved
	B
	12.4.0
	TEI12
	R4

	RP-140945
	36.133
	2346
	1
	12.3.0
	Rel‑12
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell in sTAG
	approved
	B
	12.4.0
	TEI12
	R4

	RP-140910
	36.133
	2351
	1
	10.14.0
	Rel‑10
	RSTD inter-frequency requirements applicability
	approved
	F
	10.15.0
	LCS_LTE
	R4

	RP-140910
	36.133
	2352
	-
	11.8.0
	Rel‑11
	RSTD inter-frequency requirements applicability
	approved
	A
	11.9.0
	LCS_LTE
	R4

	RP-140910
	36.133
	2354
	-
	12.3.0
	Rel‑12
	RSTD inter-frequency requirements applicability
	approved
	A
	12.4.0
	LCS_LTE
	R4

	RP-140911
	36.133
	2355
	1
	10.14.0
	Rel‑10
	Editorial corrections RRM
	approved
	F
	10.15.0
	TEI10
	R4

	RP-140918
	36.133
	2356
	1
	11.8.0
	Rel‑11
	Editorial corrections RRM
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.133
	2357
	-
	12.3.0
	Rel‑12
	Editorial corrections RRM
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140911
	36.133
	2358
	-
	10.14.0
	Rel‑10
	Test case corrections for eICIC
	approved
	F
	10.15.0
	eICIC_LTE-Core
	R4

	RP-140911
	36.133
	2359
	-
	11.8.0
	Rel‑11
	Test case corrections for eICIC
	approved
	A
	11.9.0
	eICIC_LTE-Core
	R4

	RP-140911
	36.133
	2360
	1
	12.3.0
	Rel‑12
	Test case corrections for eICIC
	approved
	F
	12.4.0
	eICIC_LTE-Core
	R4

	RP-140918
	36.133
	2363
	-
	11.8.0
	Rel‑11
	Clean up for Band 29
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.133
	2364
	-
	12.3.0
	Rel‑12
	Clean up for Band 29
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140911
	36.133
	2365
	-
	11.8.0
	Rel‑11
	SCell activation and deactivation delay test case for known SCell
	revised
	A
	
	LTE_CA-core
	R4

	RP-140742
	36.133
	2365
	1
	11.8.0
	Rel‑11
	SCell activation and deactivation delay test case for known SCell
	approved
	A
	11.9.0
	LTE_CA-Core
	R4

	RP-140911
	36.133
	2366
	-
	12.3.0
	Rel‑12
	SCell activation and deactivation delay test case for known SCell
	revised
	A
	
	LTE_CA-core
	R4

	RP-140743
	36.133
	2366
	1
	12.3.0
	Rel‑12
	SCell activation and deactivation delay test case for known SCell
	approved
	A
	12.4.0
	LTE_CA-Core
	R4

	RP-140911
	36.133
	2367
	-
	10.14.0
	Rel‑10
	Editorial Correction
	approved
	D
	10.15.0
	TEI10
	R4

	RP-140941
	36.133
	2373
	1
	12.3.0
	Rel‑12
	SCell activation and deactivation delay requirements for 3 DL CA
	revised
	B
	
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140959
	36.133
	2373
	2
	12.3.0
	Rel‑12
	SCell activation and deactivation delay requirements for 3 DL CA
	approved
	B
	12.4.0
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140930
	36.133
	2374
	1
	12.3.0
	Rel‑12
	RRM requirements for TDD-FDD CA
	approved
	B
	12.4.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-140941
	36.133
	2375
	1
	12.3.0
	Rel‑12
	"Introduce the support of 3DL CA to TS 36.133 Clause 7.1 ""UE transmit timing"""
	revised
	F
	
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140959
	36.133
	2375
	2
	12.3.0
	Rel‑12
	"Introduce the support of 3DL CA to TS 36.133 Clause 7.1 ""UE transmit timing"""
	approved
	F
	12.4.0
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140941
	36.133
	2376
	2
	12.3.0
	Rel‑12
	"Introduce the support of 3DL CA to TS 36.133 Clause 7.8 ""Interruptions with Carrier Aggregation"""
	revised
	F
	
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140959
	36.133
	2376
	3
	12.3.0
	Rel‑12
	"Introduce the support of 3DL CA to TS 36.133 Clause 7.8 ""Interruptions with Carrier Aggregation"""
	approved
	F
	12.4.0
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140911
	36.133
	2377
	-
	10.14.0
	Rel‑10
	Correction to periodicity of ABS pattern in eICIC RRM test cases
	approved
	F
	10.15.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.133
	2378
	-
	11.8.0
	Rel‑11
	Correction to periodicity of ABS pattern in eICIC RRM test cases
	approved
	A
	11.9.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.133
	2379
	-
	12.3.0
	Rel‑12
	Correction to periodicity of ABS pattern in eICIC RRM test cases
	approved
	A
	12.4.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.133
	2380
	-
	10.14.0
	Rel‑10
	RRM: Remove square brackets from eICIC RLM test requirement (Rel‑10)
	approved
	F
	10.15.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.133
	2381
	-
	11.8.0
	Rel‑11
	RRM: Remove square brackets from eICIC RLM test requirement (Rel‑11)
	approved
	A
	11.9.0
	eICIC_LTE-Perf
	R4

	RP-140911
	36.133
	2382
	-
	12.3.0
	Rel‑12
	RRM: Remove square brackets from eICIC RLM test requirement (Rel‑12)
	approved
	A
	12.4.0
	eICIC_LTE-Perf
	R4

	RP-140945
	36.133
	2383
	-
	12.3.0
	Rel‑12
	Correct Correlation Matrix and Antenna Configuration for RRM test cases A.4, A.7
	approved
	F
	12.4.0
	TEI12
	R4

	RP-140945
	36.133
	2384
	-
	12.3.0
	Rel‑12
	Correct Correlation Matrix and Antenna Configuration for RRM test cases A.8
	approved
	F
	12.4.0
	TEI12
	R4

	RP-140939
	36.133
	2385
	-
	12.3.0
	Rel‑12
	E-UTRAN FDD Event triggered reporting on deactivating Scells and interruption probability (0.5%) without DRX for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Perf
	R4

	RP-140939
	36.133
	2386
	-
	12.3.0
	Rel‑12
	E-UTRAN TDD Event triggered reporting on deactivating Scells and interruption probability (0.5%) without DRX for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Perf
	R4

	RP-140923
	36.133
	2387
	-
	12.3.0
	Rel‑12
	E-UTRAN FDD RSTD measurement reporting in carrier aggregation for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Core
	R4

	RP-140923
	36.133
	2388
	-
	12.3.0
	Rel‑12
	E-UTRAN TDD RSTD measurement reporting in carrier aggregation for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Core
	R4

	RP-140923
	36.133
	2389
	-
	12.3.0
	Rel‑12
	E-UTRAN FDD RSTD measurement accuracy in CA for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Core
	R4

	RP-140923
	36.133
	2390
	-
	12.3.0
	Rel‑12
	E-UTRAN TDD RSTD measurement accuracy in CA for 10MHz+5MHz
	approved
	B
	12.4.0
	LTE_CA_NC_B23-Core
	R4

	RP-140928
	36.133
	2394
	1
	12.3.0
	Rel‑12
	Introduce RRM measurement requirements for eIMTA
	approved
	B
	12.4.0
	LTE_TDD_eIMTA-Core
	R4

	RP-140941
	36.133
	2395
	1
	12.3.0
	Rel‑12
	Introduce RSRP/RSRQ measurement accuracy requirements for 3DL CA
	revised
	B
	
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140959
	36.133
	2395
	2
	12.3.0
	Rel‑12
	Introduce RSRP/RSRQ measurement accuracy requirements for 3DL CA
	approved
	B
	12.4.0
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, …
	R4

	RP-140928
	36.133
	2396
	1
	12.3.0
	Rel‑12
	Inter frequency measurements using autonomous gaps
	approved
	F
	12.4.0
	LTE_TDD_eIMTA-Core
	R4

	RP-140911
	36.133
	2409
	-
	10.14.0
	Rel‑10
	Correction for RSTD Measurement Accuracy in CA in RRM tests R10
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140937
	36.133
	2410
	1
	12.3.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : RSTD Measurement Reporting Test Case
	approved
	B
	12.4.0
	LTE_CA_C_B27-Perf
	R4

	RP-140937
	36.133
	2412
	1
	12.3.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : RSTD Measurement Accuracy in Carrier Aggregation for 5 + 5MHz bandwidth
	approved
	B
	12.4.0
	LTE_CA_C_B27-Perf
	R4

	RP-140914
	36.133
	2414
	-
	11.8.0
	Rel‑11
	Correction to PCI configuration conditions in FeICIC tests R11
	approved
	F
	11.9.0
	eICIC_enh_LTE-Perf
	R4

	RP-140937
	36.133
	2415
	1
	12.3.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : E-UTRA event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	approved
	B
	12.4.0
	LTE_CA_C_B27-Perf
	R4

	RP-140914
	36.133
	2416
	-
	12.3.0
	Rel‑12
	Correction to PCI configuration conditions in FeICIC tests R12
	approved
	A
	12.4.0
	eICIC_enh_LTE-Perf
	R4

	RP-140945
	36.133
	2419
	-
	12.3.0
	Rel‑12
	Editorial correction for band 31 in 36.133
	approved
	F
	12.4.0
	LTE-RF
	R4

	RP-140911
	36.133
	2420
	-
	10.14.0
	Rel‑10
	Clean up the correction on PDSCH allocation in PRS subframe R10
	approved
	F
	10.15.0
	LTE-RF
	R4

	RP-140911
	36.133
	2421
	-
	11.8.0
	Rel‑11
	Clean up the correction on PDSCH allocation in PRS subframe R11
	approved
	A
	11.9.0
	LTE-RF
	R4

	RP-140911
	36.133
	2422
	-
	12.3.0
	Rel‑12
	Clean up the correction on PDSCH allocation in PRS subframe R12
	approved
	A
	12.4.0
	LTE-RF
	R4

	RP-140704
	36.133
	2429
	2
	10.14.0
	Rel‑10
	CR on PCell Interruptions for Shorter Measurement Cycles
	revised
	B
	
	LTE_CA
	R4

	RP-140956
	36.133
	2429
	3
	10.14.0
	Rel‑10
	CR on PCell Interruptions for Shorter Measurement Cycles
	postponed
	B
	
	LTE_CA-Core
	R4

	RP-140918
	36.133
	2444
	-
	11.8.0
	Rel‑11
	Removing square brackets in FeICIC test cases
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	36.133
	2445
	-
	12.3.0
	Rel‑12
	Removing square brackets in FeICIC test cases
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140957
	36.133
	2449
	-
	11.8.0
	Rel‑11
	CR on PCell Interruptions for Shorter Measurement Cycles
	Withdrawn
	A
	
	LTE_CA
	R4

	RP-140958
	36.133
	2450
	-
	12.3.0
	Rel‑12
	CR on PCell Interruptions for Shorter Measurement Cycles
	Withdrawn
	A
	
	LTE_CA
	R4

	RP-140913
	36.141
	0524
	1
	11.8.0
	Rel‑11
	Multi-band corrections in 36.141 chapter 6
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	36.141
	0525
	-
	12.3.0
	Rel‑12
	Multi-band corrections in 36.141 chapter 6
	approved
	A
	12.4.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	36.141
	0526
	1
	11.8.0
	Rel‑11
	Multi-band corrections in 36.141 chapter 7
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	36.141
	0527
	-
	12.3.0
	Rel‑12
	Multi-band corrections in 36.141 chapter 7
	approved
	A
	12.4.0
	MB_MSR_RF-Perf
	R4

	RP-140942
	36.141
	0531
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 1 and Band 20 to TS 36.141
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140913
	36.141
	0535
	-
	11.8.0
	Rel‑11
	Corrections of multi-band BS testing to TS 36.141 (Clauses 1 - 5)
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	36.141
	0536
	-
	12.3.0
	Rel‑12
	Corrections of multi-band BS testing to TS 36.141 (Clauses 1 - 5)
	approved
	A
	12.4.0
	MB_MSR_RF-Perf
	R4

	RP-140914
	36.141
	0537
	1
	11.8.0
	Rel‑11
	Band 29 correction
	approved
	F
	11.9.0
	LTE_DL_FDD700-Perf
	R4

	RP-140914
	36.141
	0538
	-
	12.3.0
	Rel‑12
	Band 29 correction
	approved
	A
	12.4.0
	LTE_DL_FDD700-Perf
	R4

	RP-140944
	36.141
	0541
	-
	12.3.0
	Rel‑12
	Introduction of intra-band non-contiguous Carrier Aggregation in Band 41 for 3DL to TS 36.141
	approved
	B
	12.4.0
	LTE_CA_NC_B41_3DL-Perf
	R4

	RP-140938
	36.141
	0546
	-
	12.3.0
	Rel‑12
	Introduction of intra-band non-contiguous Carrier Aggregation in Band 2 to TS 36.141
	approved
	B
	12.4.0
	LTE_CA_NC_B2-Perf
	R4

	RP-140931
	36.141
	0564
	-
	12.3.0
	Rel‑12
	Introduction of CA 1+11 to 36.141 (Rel‑12)
	approved
	B
	12.4.0
	LTE_CA_B1_B11-Perf
	R4

	RP-140913
	36.141
	0566
	1
	11.8.0
	Rel‑11
	Clarification on definitions and ACLR requirement in TS 36.141
	approved
	F
	11.9.0
	MB_MSR_RF-Core
	R4

	RP-140913
	36.141
	0567
	-
	12.3.0
	Rel‑12
	Clarification on definitions and ACLR requirement in TS 36.141
	approved
	A
	12.4.0
	MB_MSR_RF-Core
	R4

	RP-140933
	36.141
	0569
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 4 and Band 27 to TS 36.141
	approved
	B
	12.4.0
	LTE_CA_B4_B27-Perf
	R4

	RP-140930
	36.141
	0571
	-
	12.3.0
	Rel‑12
	Introduction of LTE-Advanced CA of Band 8 and Band 40 into TS 36.141
	approved
	B
	12.4.0
	LTE_CA_TDD_FDD-Perf
	R4

	RP-140926
	36.141
	0573
	1
	12.3.0
	Rel‑12
	Introduction of operating band 32 and CA band 20+32 in TS 36.141
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140940
	36.141
	0588
	-
	12.3.0
	Rel‑12
	Introduction of LTE_CA_NC_B42 into 36.141
	approved
	B
	12.4.0
	LTE_CA_NC_B42-Perf
	R4

	RP-140942
	36.141
	0595
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 1 and Band 20 to TS 36.141
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140946
	36.141
	0596
	-
	12.3.0
	Rel‑12
	Introduction of intra-band CA_Band 42C to TS 36.141
	approved
	B
	12.4.0
	LTE_CA_C_B42-Core
	R4

	RP-140913
	36.141
	0597
	-
	11.8.0
	Rel‑11
	Correction on manufacturer's declaration in TS 36.141
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	36.141
	0598
	-
	12.3.0
	Rel‑12
	Correction on munufacturer's declaration in TS 36.141
	approved
	A
	12.4.0
	MB_MSR_RF-Perf
	R4

	RP-140929
	36.171
	0010
	2
	11.1.0
	Rel‑12
	CR to TS 36.171 on introduction BDS to A-GNSS of E-UTRA
	approved
	B
	12.0.0
	LCS_BDS-LTE-Perf
	R4

	RP-140761
	36.211
	0188
	1
	12.1.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-Phys
	R1

	RP-140858
	36.211
	0189
	-
	12.1.0
	Rel‑12
	CR on antenna port definitions
	approved
	F
	12.2.0
	LTE-Phys, TEI12
	R1

	RP-140858
	36.211
	0190
	1
	12.0.0
	Rel‑12
	Clarification of downlink subframes
	approved
	F
	12.1.0
	LTE-Phys
	R1

	RP-140862
	36.211
	0191
	-
	12.1.0
	Rel‑12
	Inclusion of eIMTA, TDD-FDD CA, and coverage enhancements
	approved
	B
	12.2.0
	LTE_TDD_eIMTA, Cov_Enh_LTE, LTE_CA_TDD_FDD
	R1

	RP-140858
	36.212
	0156
	-
	12.0.0
	Rel‑12
	Clarification on UE antenna port based CRC masking
	approved
	F
	12.1.0
	LTE-Phys, TEI12
	R1

	RP-140859
	36.212
	0157
	1
	12.0.0
	Rel‑12
	Correction on UCI multiplexing on PUSCH
	approved
	F
	12.1.0
	LTE_CA-Core, TEI12
	R1

	RP-140862
	36.212
	0158
	-
	12.0.0
	Rel‑12
	Introduction of Rel‑12 features of TDD-FDD CA and eIMTA
	approved
	B
	12.1.0
	LTE_CA_TDD_FDD-Core, LTE_TDD_eIMTA
	R1

	RP-140858
	36.212
	0159
	-
	12.0.0
	Rel‑12
	Clarification of downlink subframes
	approved
	F
	12.1.0
	LTE-Phys
	R1

	RP-140858
	36.212
	0160
	-
	11.4.0
	Rel‑11
	Clarification on determination on soft buffer size
	approved
	D
	11.5.0
	LTE-Phys
	R1

	RP-140762
	36.213
	0456
	1
	12.1.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-Phys
	R1

	RP-140858
	36.213
	0459
	1
	12.1.0
	Rel‑12
	Clarification on PUCCH reporting type payload size
	approved
	F
	12.2.0
	LTE-Phys
	R1

	RP-140858
	36.213
	0460
	-
	11.6.0
	Rel‑11
	Clarification on SRS colliding with PUCCH in the same cell when the UE is configured with multiple TAGs
	approved
	F
	11.7.0
	LTE-Phys, TEI11
	R1

	RP-140858
	36.213
	0461
	-
	12.1.0
	Rel‑12
	Clarification on SRS colliding with PUCCH in the same cell when the UE is configured with multiple TAGs
	approved
	A
	12.2.0
	LTE-Phys, TEI12
	R1

	RP-140858
	36.213
	0462
	1
	12.1.0
	Rel‑12
	Clarification on SRS antenna switching
	approved
	F
	12.2.0
	LTE-Phys, TEI12
	R1

	RP-140862
	36.213
	0463
	-
	12.1.0
	Rel‑12
	Introduction of Rel‑12 LTE-Advanced features in 36.213
	approved
	B
	12.2.0
	LTE_TDD_eIMTA, Cov_Enh_LTE, LTE_CA_TDD_FDD
	R1

	RP-140876
	36.300
	0615
	1
	11.9.0
	Rel‑11
	Update of CA deployment scenarios
	approved
	F
	11.10.0
	LTE_CA_enh-Core
	R2

	RP-140876
	36.300
	0616a
	1
	12.1.0
	Rel‑12
	Update of CA deployment scenarios
	approved
	A
	12.2.0
	LTE_CA_enh-Core
	R2

	RP-140892
	36.300
	0626
	-
	12.1.0
	Rel‑12
	Outdated Statement on Security Key Corruption
	approved
	F
	12.2.0
	TEI12
	R2

	RP-140884
	36.300
	0627
	-
	12.1.0
	Rel‑12
	Stage 2 description of eIMTA feature
	approved
	B
	12.2.0
	LTE_TDD_eIMTA-Core
	R2

	RP-140881
	36.300
	0628
	-
	12.1.0
	Rel‑12
	Stage 2 description of Power Saving Mode feature for LTE
	approved
	B
	12.2.0
	MTCe-RAN-Core
	R2

	RP-140888
	36.300
	0630
	-
	12.1.0
	Rel‑12
	Introduction of TDD-FDD CA into stage 2
	approved
	B
	12.2.0
	LTE_CA_TDD_FDD-Core
	R2

	RP-140883
	36.300
	0636
	-
	12.1.0
	Rel‑12
	Stage-2 details of WLAN/3GPP Radio Interworking for LTE
	approved
	B
	12.2.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-140884
	36.300
	0637
	-
	12.1.0
	Rel‑12
	Introduction of LTE TDD eIMTA
	approved
	B
	12.2.0
	LTE_TDD_eIMTA-Core
	R2

	RP-140891
	36.300
	0638
	-
	12.1.0
	Rel‑12
	MBMS Bearer priority Update
	approved
	C
	12.2.0
	GCSE_LTE
	R2

	RP-140886
	36.300
	0639
	-
	12.1.0
	Rel‑12
	HeNB ID verification in PWS Restart Indication message
	approved
	B
	12.2.0
	REP_WMD-RFR_PWS
	R2

	RP-140897
	36.300
	0640
	-
	12.1.0
	Rel‑12
	Updating X2 GW Stage 2 Description
	approved
	B
	12.2.0
	EHNB_enh2_X2GW-Core
	R2

	RP-140799
	36.300
	0641
	-
	12.0.0
	Rel‑12
	Introduction of CN assistance information
	revised
	B
	
	MTCe-RAN-Core
	R2

	RP-140864
	36.300
	0641
	1
	12.1.0
	Rel‑12
	Introduction of CN assistance information
	postponed
	B
	
	MTCe-RAN-Core
	R2

	RP-140884
	36.302
	0050
	-
	11.5.0
	Rel‑12
	Introduction of the Downlink Reception Types for TDD eIMTA
	approved
	B
	12.0.0
	LTE_TDD_eIMTA-Core
	R2

	RP-140892
	36.302
	0051
	-
	11.5.0
	Rel‑12
	Correction on simultaneous DL physical channels for idle UE
	approved
	F
	12.0.0
	TEI12
	R2

	RP-140881
	36.304
	0235
	-
	12.0.0
	Rel‑12
	Introduction of support for UE power saving mode
	approved
	B
	12.1.0
	MTCe-RAN-Core
	R2

	RP-140892
	36.304
	0238
	1
	12.0.0
	Rel‑12
	Introduction of RRC Connection Establishment failure temporary Qoffset handling
	approved
	B
	12.1.0
	TEI12
	R2

	RP-140890
	36.305
	0059
	-
	12.0.0
	Rel‑12
	Addition of Inter-RAT Measurements to Stage 2 Location Specification
	approved
	B
	12.1.0
	LCS_LTE_RFPMT-Core
	R2

	RP-140887
	36.306
	0181
	-
	12.0.0
	Rel‑12
	Support of the enhancement for TTI bundling for FDD
	approved
	B
	12.1.0
	Cov_Enh_LTE-Core
	R2

	RP-140888
	36.306
	0185
	3
	12.0.0
	Rel‑12
	Alternative 1: Introduction of FDD/TDD CA full duplex support to 36.306
	approved
	B
	12.1.0
	LTE_CA_TDD_FDD-Core
	R2

	RP-140892
	36.306
	0190
	1
	12.0.0
	Rel‑12
	Extended RLC LI field
	approved
	B
	12.1.0
	TEI12
	R2

	RP-140873
	36.306
	0193
	1
	11.6.0
	Rel‑11
	Network-requested CA Band Combination Capability Signalling
	approved
	F
	11.7.0
	LTE_CA-Core, TEI11
	R2

	RP-140873
	36.306
	0194
	1
	12.0.0
	Rel‑12
	Network-requested CA Band Combination Capability Signalling
	approved
	A
	12.1.0
	LTE_CA-Core, TEI11
	R2

	RP-140892
	36.306
	0196
	1
	12.0.0
	Rel‑12
	Introduction of RRC Connection Establishment failure temporary Qoffset handling
	approved
	B
	12.1.0
	TEI12
	R2

	RP-140877
	36.306
	0197
	1
	11.6.0
	Rel‑11
	eMBMS reception on SCell and Non-Serving Cell
	revised
	F
	
	MBMS_LTE_SC-Core
	R2

	RP-140996
	36.306
	0197
	2
	11.6.0
	Rel‑11
	eMBMS reception on SCell and Non-Serving Cell
	revised
	F
	
	MBMS_LTE_SC-Core
	R2

	RP-141027
	36.306
	0197
	3
	11.6.0
	Rel‑11
	eMBMS reception on SCell and Non-Serving Cell
	approved
	F
	11.7.0
	MBMS_LTE_SC-Core
	R2

	RP-140877
	36.306
	0198
	1
	12.0.0
	Rel‑12
	eMBMS reception on SCell and Non-Serving Cell
	revised
	A
	
	MBMS_LTE_SC-Core
	R2

	RP-140997
	36.306
	0198
	2
	12.0.0
	Rel‑12
	eMBMS reception on SCell and Non-Serving Cell
	revised
	A
	
	MBMS_LTE_SC-Core
	R2

	RP-141028
	36.306
	0198
	3
	12.0.0
	Rel‑12
	eMBMS reception on SCell and Non-Serving Cell
	approved
	A
	12.1.0
	MBMS_LTE_SC-Core
	R2

	RP-140764
	36.306
	0202
	-
	12.0.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-L23
	R2

	RP-140942
	36.307
	0251
	-
	10.10.0
	Rel‑10
	Introduction of CA band combination Band 1 and Band 20 to TS 36.307
	approved
	B
	10.11.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140942
	36.307
	0252
	-
	11.7.0
	Rel‑11
	Introduction of CA band combination Band 1 and Band 20 to TS 36.307
	approved
	B
	11.8.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140942
	36.307
	0253
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 3 and Band 27 to TS 36.307
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140911
	36.307
	0257
	-
	10.10.0
	Rel‑10
	Introduction of CA band combination Band 1 and Band 5 to TS 36.307
	approved
	B
	10.11.0
	LTE_CA-Core
	R4

	RP-140911
	36.307
	0258
	-
	11.7.0
	Rel‑11
	Introduction of CA band combination Band 1 and Band 5 to TS 36.307
	approved
	B
	11.8.0
	LTE_CA-Core
	R4

	RP-140911
	36.307
	0259
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 1 and Band 5 to TS 36.307
	approved
	B
	12.4.0
	LTE_CA-Core
	R4

	RP-140931
	36.307
	0263
	-
	10.10.0
	Rel‑10
	Introduction of CA 1+11 to 36.307 (Rel‑10)
	approved
	B
	10.11.0
	LTE_CA_B1_B11-Perf
	R4

	RP-140931
	36.307
	0264
	-
	11.7.0
	Rel‑11
	Introduction of CA 1+11 to 36.307 (Rel‑11)
	approved
	B
	11.8.0
	LTE_CA_B1_B11-Perf
	R4

	RP-140931
	36.307
	0265
	-
	12.3.0
	Rel‑12
	Introduction of CA 1+11 to 36.307 (Rel‑12)
	approved
	B
	12.4.0
	LTE_CA_B1_B11-Perf
	R4

	RP-140910
	36.307
	0269
	-
	9.11.0
	Rel‑9
	CR on UE performance requirements in release independent specification
	approved
	F
	9.12.0
	TEI9
	R4

	RP-140911
	36.307
	0270
	-
	10.10.0
	Rel‑10
	CR on UE performance requirements in release independent specification
	approved
	F
	10.11.0
	TEI10
	R4

	RP-140933
	36.307
	0273
	-
	10.10.0
	Rel‑10
	Introduction of CA band combination Band 4 and Band 27 to TS 36.307
	approved
	B
	10.11.0
	LTE_CA_B4_B27-Perf
	R4

	RP-140933
	36.307
	0274
	-
	11.7.0
	Rel‑11
	Introduction of CA band combination Band 4 and Band 27 to TS 36.307
	approved
	B
	11.8.0
	LTE_CA_B4_B27-Perf
	R4

	RP-140933
	36.307
	0275
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 4 and Band 27 to TS 36.307
	approved
	B
	12.4.0
	LTE_CA_B4_B27-Perf
	R4

	RP-140935
	36.307
	0276
	-
	10.10.0
	Rel‑10
	Addition of bandwidth combination sets for CA_3A-5A, CA_4A-5A, and CA_4A-12A into 36.307
	approved
	B
	10.11.0
	LTE_CA_3DL_FB_BW-Core
	R4

	RP-140935
	36.307
	0277
	-
	11.7.0
	Rel‑11
	Addition of bandwidth combination sets for CA_3A-5A, CA_4A-5A, and CA_4A-12A into 36.307
	approved
	A
	11.8.0
	LTE_CA_3DL_FB_BW-Core
	R4

	RP-140926
	36.307
	0278
	1
	10.10.0
	Rel‑10
	Introduction of Band 20+32 CA
	approved
	B
	10.11.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140926
	36.307
	0279
	1
	11.7.0
	Rel‑11
	Introduction of Band 20+32 CA
	approved
	A
	11.8.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140926
	36.307
	0280
	1
	12.3.0
	Rel‑12
	Introduction of Band 20+32 CA
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140938
	36.307
	0290
	-
	11.7.0
	Rel‑11
	Introduction of CA_2A-2A to TS 36.307 Rel‑11
	approved
	B
	11.8.0
	LTE_CA_NC_B2-Core
	R4

	RP-140938
	36.307
	0291
	-
	12.3.0
	Rel‑12
	Introduction of CA_2A-2A to TS 36.307 Rel‑12
	approved
	B
	12.4.0
	LTE_CA_NC_B2-Core
	R4

	RP-140911
	36.307
	0298
	-
	10.10.0
	Rel‑10
	Correction of Common RRM requirements for CA in release independent specification (Rel‑10)
	approved
	F
	10.11.0
	TEI10
	R4

	RP-140918
	36.307
	0299
	-
	11.7.0
	Rel‑11
	Correction of Common RRM requirements for CA in release independent specification (Rel‑11)
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140918
	36.307
	0300
	-
	12.3.0
	Rel‑12
	Correction of Common RRM requirements for CA in release independent specification (Rel‑12)
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140947
	36.307
	0301
	-
	12.3.0
	Rel‑12
	Introduction of Band 40D in release independent specification (Rel‑11)
	approved
	B
	12.4.0
	LTE_CA_C_B40_3DL-Core
	R4

	RP-140947
	36.307
	0302
	1
	11.7.0
	Rel‑11
	Introduction of Band 40D in release independent specification (Rel‑11)
	approved
	B
	11.8.0
	LTE_CA_C_B40_3DL-Core
	R4

	RP-140630
	36.307
	0304
	1
	10.10.0
	Rel‑10
	Introduction of a new CA_7C bandwidth combination set into 36.307 (Rel‑10)
	revised
	B
	
	LTE_CA_B7_BW
	R4

	RP-140952
	36.307
	0304
	2
	10.10.0
	Rel‑10
	Introduction of a new CA_7C bandwidth combination set into 36.307 (Rel‑10)
	approved
	B
	10.11.0
	LTE_CA_C_B7_BW-Perf
	R4

	RP-140632
	36.307
	0308
	1
	11.7.0
	Rel‑11
	Introduction of a new CA_7C bandwidth combination set into 36.307 (Rel‑11)
	revised
	B
	
	LTE_CA_B7_BW
	R4

	RP-140953
	36.307
	0308
	2
	11.7.0
	Rel‑11
	Introduction of a new CA_7C bandwidth combination set into 36.307 (Rel‑11)
	approved
	B
	11.8.0
	LTE_CA_C_B7_BW-Perf
	R4

	RP-140940
	36.307
	0318
	-
	11.7.0
	Rel‑11
	Introduction of LTE_CA_NC_B42 into 36.307
	approved
	B
	11.8.0
	LTE_CA_NC_B42-Perf
	R4

	RP-140940
	36.307
	0319
	-
	12.3.0
	Rel‑12
	Introduction of LTE_CA_NC_B42 into 36.307
	approved
	B
	12.4.0
	LTE_CA_NC_B42-Perf
	R4

	RP-140942
	36.307
	0338
	-
	10.10.0
	Rel‑10
	Introduction of CA band combination Band 1 and Band 20 to TS 36.307
	approved
	B
	10.11.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140942
	36.307
	0339
	-
	11.7.0
	Rel‑11
	Introduction of CA band combination Band 1 and Band 20 to TS 36.307
	approved
	B
	11.8.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140942
	36.307
	0340
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination Band 1 and Band 20 to TS 36.307
	approved
	B
	12.4.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-140946
	36.307
	0341
	-
	12.3.0
	Rel‑12
	Introduction of CA_42C to TS 36.307
	approved
	B
	12.4.0
	LTE_CA_C_B42-Core
	R4

	RP-140946
	36.307
	0342
	1
	11.7.0
	Rel‑11
	Introduction of CA_42C to TS 36.307
	approved
	B
	11.8.0
	LTE_CA_C_B42-Core
	R4

	RP-140946
	36.307
	0343
	1
	10.10.0
	Rel‑10
	Introduction of CA_42C to TS 36.307
	approved
	B
	10.11.0
	LTE_CA_C_B42-Core
	R4

	RP-140932
	36.307
	0344
	-
	10.10.0
	Rel‑10
	Additional bandwidth combination set for LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 20, independent of LTE Release
	approved
	F
	10.11.0
	LTE_CA_B3_B20_BWset-Core
	R4

	RP-140943
	36.307
	0345
	1
	10.10.0
	Rel‑10
	Introduction of CA band combination CA_41D into TS 36.307 (Rel‑10)
	approved
	B
	10.11.0
	LTE_CA_C_B41_3DL-Core
	R4

	RP-140943
	36.307
	0346
	1
	11.7.0
	Rel‑11
	Introduction of CA band combination CA_41D into TS 36.307 (Rel‑11)
	approved
	B
	11.8.0
	LTE_CA_C_B41_3DL-Core
	R4

	RP-140943
	36.307
	0347
	-
	12.3.0
	Rel‑12
	Introduction of CA band combination CA_41D into TS 36.307 (Rel‑12)
	approved
	B
	12.4.0
	LTE_CA_C_B41_3DL-Core
	R4

	RP-140884
	36.321
	0713
	1
	12.1.0
	Rel‑12
	Introduction of TDD eITMA
	approved
	B
	12.2.0
	LTE_TDD_eIMTA-Core
	R2

	RP-140888
	36.321
	0714
	-
	12.1.0
	Rel‑12
	Alternative 1: Introduction of FDD/TDD CA into 36.321
	approved
	B
	12.2.0
	LTE_CA_TDD_FDD-Core
	R2

	RP-140892
	36.322
	0099
	1
	11.0.0
	Rel‑12
	Extended RLC LI field
	approved
	B
	12.0.0
	TEI12
	R2

	RP-140869
	36.323
	0112
	-
	10.2.0
	Rel‑10
	Clarification of CID reuse
	approved
	F
	10.3.0
	TEI10, LTE-L23
	R2

	RP-140869
	36.323
	0113
	-
	11.2.0
	Rel‑11
	Clarification of CID reuse
	approved
	A
	11.3.0
	TEI10, LTE-L23
	R2

	RP-140892
	36.323
	0123
	-
	11.2.0
	Rel‑12
	ROHC Feedback Handling
	approved
	F
	12.0.0
	TEI12
	R2

	RP-140869
	36.331
	1469
	-
	10.12.0
	Rel‑10
	Removal of comment line from EUTRA-UE-Variables imports
	approved
	F
	10.13.0
	LTE-L23, TEI10
	R2

	RP-140869
	36.331
	1470
	-
	11.7.0
	Rel‑11
	Removal of comment line from EUTRA-UE-Variables imports
	approved
	A
	11.8.0
	LTE-L23, TEI10
	R2

	RP-140869
	36.331
	1471
	-
	12.1.0
	Rel‑12
	Removal of comment line from EUTRA-UE-Variables imports
	approved
	A
	12.2.0
	LTE-L23, TEI10
	R2

	RP-140871
	36.331
	1472
	-
	9.17.0
	Rel‑9
	Correction on measObjectList in VarMeasConfig
	approved
	F
	9.18.0
	TEI9
	R2

	RP-140871
	36.331
	1473
	-
	10.12.0
	Rel‑10
	Correction on measObjectList in VarMeasConfig
	approved
	A
	10.13.0
	TEI9
	R2

	RP-140871
	36.331
	1474
	-
	11.7.0
	Rel‑11
	Correction on measObjectList in VarMeasConfig
	approved
	A
	11.8.0
	TEI9
	R2

	RP-140871
	36.331
	1475
	-
	12.1.0
	Rel‑12
	Correction on measObjectList in VarMeasConfig
	approved
	A
	12.2.0
	TEI9
	R2

	RP-140873
	36.331
	1476
	-
	11.7.0
	Rel‑11
	Clarificaton on precedence of SCell SI provided dedicately
	approved
	F
	11.8.0
	LTE_CA-Core, TEI11
	R2

	RP-140879
	36.331
	1477
	-
	12.1.0
	Rel‑12
	Minor correction inbound mobility to shared CSG cell
	approved
	F
	12.2.0
	EHNB_enh3-Core
	R2

	RP-140873
	36.331
	1478
	-
	12.1.0
	Rel‑12
	Clarificaton on precedence of SCell SI provided dedicately
	approved
	A
	12.2.0
	LTE_CA-Core, TEI11
	R2

	RP-140887
	36.331
	1479
	-
	12.1.0
	Rel‑12
	Support of the enhancement for TTI bundling for FDD
	approved
	B
	12.2.0
	Cov_Enh_LTE-Core
	R2

	RP-140870
	36.331
	1480
	-
	10.12.0
	Rel‑10
	Mandating the FGI bit 31 to true
	postponed
	F
	
	LTE-L23, TEI10
	R2

	RP-140870
	36.331
	1481
	-
	11.7.0
	Rel‑11
	Mandating the FGI bit 31 to true
	postponed
	A
	
	LTE-L23, TEI10
	R2

	RP-140870
	36.331
	1482
	-
	12.1.0
	Rel‑12
	Mandating the FGI bit 31 to true
	postponed
	A
	
	LTE-L23, TEI10
	R2

	RP-140885
	36.331
	1486
	-
	12.1.0
	Rel‑12
	Correction to the description of physCellIdRange in MeasObjectEUTRA
	approved
	F
	12.2.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140873
	36.331
	1487
	-
	10.12.0
	Rel‑10
	ACK/NACK feedback mode on PUSCH
	approved
	F
	10.13.0
	TEI10
	R2

	RP-140873
	36.331
	1488
	-
	11.7.0
	Rel‑11
	ACK/NACK feedback mode on PUSCH
	approved
	A
	11.8.0
	TEI10
	R2

	RP-140873
	36.331
	1489
	-
	12.1.0
	Rel‑12
	ACK/NACK feedback mode on PUSCH
	approved
	A
	12.2.0
	TEI10
	R2

	RP-140885
	36.331
	1490
	-
	12.1.0
	Rel‑12
	Corrections on timer T312
	approved
	F
	12.2.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140884
	36.331
	1495
	1
	12.1.0
	Rel‑12
	Introduction of TDD eIMTA
	approved
	B
	12.2.0
	LTE_TDD_eIMTA-Core
	R2

	RP-140885
	36.331
	1499
	1
	12.1.0
	Rel‑12
	Minor Corrections to T312
	approved
	F
	12.2.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140885
	36.331
	1506
	-
	12.1.0
	Rel‑12
	Corrections to UE mobility history information
	approved
	F
	12.2.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140892
	36.331
	1510
	1
	12.1.0
	Rel‑12
	Introduction of RRC Connection Establishment failure temporary Qoffset handling
	approved
	B
	12.2.0
	TEI12
	R2

	RP-140873
	36.331
	1515
	1
	11.7.0
	Rel‑11
	Network-requested CA Band Combination Capability Signalling
	approved
	F
	11.8.0
	LTE_CA-Core, TEI11
	R2

	RP-140873
	36.331
	1517
	1
	12.1.0
	Rel‑12
	Network-requested CA Band Combination Capability Signalling
	approved
	A
	12.2.0
	LTE_CA-Core, TEI11
	R2

	RP-140892
	36.331
	1520
	1
	12.1.0
	Rel‑12
	Extended RLC LI field
	approved
	B
	12.2.0
	TEI12
	R2

	RP-140848
	36.331
	1535
	2
	11.7.0
	Rel‑11
	Introduction of UE capability for eMBMS reception on SCell and Non-Serving Cell
	approved
	F
	11.8.0
	MBMS_LTE_SC-Core
	R2

	RP-140878
	36.331
	1539
	1
	11.7.0
	Rel‑11
	SIB15 enhancement for service availability information
	approved
	C
	11.8.0
	TEI11
	R2

	RP-140869
	36.331
	1541
	-
	8.20.0
	Rel‑8
	Clarification of E-UTRA MFBI signalling
	approved
	F
	8.21.0
	TEI8
	R2

	RP-140871
	36.331
	1542
	-
	9.17.0
	Rel‑9
	Clarification of E-UTRA MFBI signalling
	approved
	F
	9.18.0
	TEI9
	R2

	RP-140871
	36.331
	1543
	-
	10.12.0
	Rel‑10
	Clarification of E-UTRA MFBI signalling
	approved
	A
	10.13.0
	TEI9
	R2

	RP-140871
	36.331
	1544
	-
	11.7.0
	Rel‑11
	Clarification of E-UTRA MFBI signalling
	approved
	A
	11.8.0
	TEI9
	R2

	RP-140871
	36.331
	1545
	-
	12.1.0
	Rel‑12
	Clarification of E-UTRA MFBI signalling
	approved
	A
	12.2.0
	TEI9
	R2

	RP-140871
	36.331
	1548
	1
	9.17.0
	Rel‑9
	Inter-RAT ANR capability signalling in FGI33 when UE supports UTRA TDD only
	approved
	F
	9.18.0
	TEI9
	R2

	RP-140871
	36.331
	1549
	1
	10.12.0
	Rel‑10
	Inter-RAT ANR capability signalling in FGI33 when UE supports UTRA TDD only
	approved
	A
	10.13.0
	TEI9
	R2

	RP-140871
	36.331
	1550
	1
	11.7.0
	Rel‑11
	Inter-RAT ANR capability signalling in FGI33 when UE supports UTRA TDD only
	approved
	A
	11.8.0
	TEI9
	R2

	RP-140871
	36.331
	1551
	1
	12.1.0
	Rel‑12
	Inter-RAT ANR capability signalling in FGI33 when UE supports UTRA TDD only
	approved
	A
	12.2.0
	TEI9
	R2

	RP-140873
	36.331
	1552
	1
	10.12.0
	Rel‑10
	Allowing TDD/FDD split for FGI111 and FGI112
	approved
	F
	10.13.0
	LTE_CA-Core
	R2

	RP-140873
	36.331
	1553
	1
	11.7.0
	Rel‑11
	Allowing TDD/FDD split for FGI111 and FGI112
	approved
	A
	11.8.0
	LTE_CA-Core
	R2

	RP-140873
	36.331
	1554
	1
	12.1.0
	Rel‑12
	Allowing TDD/FDD split for FGI111 and FGI112
	approved
	A
	12.2.0
	LTE_CA-Core
	R2

	RP-140849
	36.331
	1555
	2
	12.1.0
	Rel‑12
	Introduction of UE capability for eMBMS reception on SCell and Non-Serving Cell
	approved
	A
	12.2.0
	MBMS_LTE_SC-Core
	R2

	RP-140878
	36.331
	1556
	-
	12.1.0
	Rel‑12
	SIB15 enhancement for service availability information
	approved
	A
	12.2.0
	TEI11
	R2

	RP-140888
	36.331
	1557
	-
	12.1.0
	Rel‑12
	Introduction of FDD/TDD CA UE capability
	approved
	B
	12.2.0
	LTE_CA_TDD_FDD-Core
	R2

	RP-140763
	36.331
	1558
	-
	12.1.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-L23
	R2

	RP-140871
	36.355
	0117
	-
	10.11.0
	Rel‑10
	Signaling of OTDOA Neighbour Cell Information and Measurements
	approved
	F
	10.12.0
	LCS_LTE, TEI10
	R2

	RP-140871
	36.355
	0118
	-
	11.5.0
	Rel‑11
	Signaling of OTDOA Neighbour Cell Information and Measurements
	approved
	A
	11.6.0
	LCS_LTE, TEI10
	R2

	RP-140871
	36.355
	0119
	-
	12.1.0
	Rel‑12
	Signaling of OTDOA Neighbour Cell Information and Measurements
	approved
	A
	12.2.0
	LCS_LTE, TEI10
	R2

	RP-140871
	36.355
	0120
	-
	9.13.0
	Rel‑9
	Signaling of OTDOA Neighbour Cell Information and Measurements
	approved
	F
	9.14.0
	LCS_LTE
	R2

	RP-140906
	36.413
	1179
	3
	12.1.0
	Rel‑12
	Provide IMEISV to eNB to identify UE characteristics
	approved
	B
	12.2.0
	TEI12
	R3

	RP-140897
	36.413
	1185
	4
	12.1.0
	Rel‑12
	Enhance TNL Address Discovery procedure for X2 GW
	approved
	B
	12.2.0
	EHNB_enh2_X2GW-Core
	R3

	RP-140894
	36.413
	1188
	4
	9.8.0
	Rel‑9
	Correction of SRVCC to GERAN
	approved
	F
	9.9.0
	TEI9
	R3

	RP-140894
	36.413
	1189
	4
	10.7.0
	Rel‑10
	Correction of SRVCC to GERAN
	approved
	A
	10.8.0
	TEI9
	R3

	RP-140894
	36.413
	1190
	4
	11.6.0
	Rel‑11
	Correction of SRVCC to GERAN
	approved
	A
	11.7.0
	TEI9
	R3

	RP-140894
	36.413
	1191
	4
	12.1.0
	Rel‑12
	Correction of SRVCC to GERAN
	approved
	A
	12.2.0
	TEI9
	R3

	RP-140902
	36.413
	1200
	1
	12.1.0
	Rel‑12
	Correction on Kill-all Warning Messages Indicator
	approved
	F
	12.2.0
	REP_WMD-RFR_PWS-Core
	R3

	RP-140903
	36.413
	1208
	1
	12.1.0
	Rel‑12
	Correction of OCTET STRING for eHRPD Sector ID
	approved
	F
	12.2.0
	LTE_HRPD_SON-Core
	R3

	RP-140803
	36.413
	1212
	2
	12.1.0
	Rel‑12
	CN Assistance information for eNB parameters tuning
	Revised
	B
	
	MTCe-RAN-Core
	R3

	RP-140865
	36.413
	1212
	3
	12.1.0
	Rel‑12
	CN Assistance information for eNB parameters tuning
	postponed
	B
	
	MTCe-RAN-Core
	R3

	RP-140905
	36.413
	1215
	1
	12.1.0
	Rel‑12
	Correction of MME STATUS TRANSFER
	approved
	F
	12.2.0
	TEI12
	R3

	RP-140905
	36.413
	1220
	-
	12.1.0
	Rel‑12
	Correction on Inter-RAT Cell ID in SON Transfer
	approved
	F
	12.2.0
	TEI12
	R3

	RP-140897
	36.420
	0010
	6
	11.0.0
	Rel‑12
	Introduction of the X2GW
	approved
	B
	12.0.0
	EHNB_enh2_X2GW-Core
	R3

	RP-140901
	36.423
	0629
	4
	12.1.0
	Rel‑12
	TDD eIMTA support on X2AP
	approved
	B
	12.2.0
	LTE_TDD_eIMTA-Core
	R3

	RP-140906
	36.423
	0630
	4
	12.1.0
	Rel‑12
	Provide IMEISV to eNB to identify UE characteristics
	approved
	B
	12.2.0
	TEI12
	R3

	RP-140897
	36.423
	0641
	4
	12.1.0
	Rel‑12
	Introduce X2GW procedures in Stage-3
	approved
	B
	12.2.0
	EHNB_enh2_X2GW-Core
	R3

	RP-140807
	36.423
	0654
	2
	12.1.0
	Rel‑12
	CN Assistance information for eNB parameters tuning
	Revised
	B
	
	MTCe-RAN-Core
	R3

	RP-140866
	36.423
	0654
	3
	12.1.0
	Rel‑12
	CN Assistance information for eNB parameters tuning
	postponed
	B
	
	MTCe-RAN-Core
	R3

	RP-140905
	36.423
	0661
	1
	12.1.0
	Rel‑12
	Correction of SN STATUS TRANSFER
	approved
	F
	12.2.0
	TEI12
	R3

	RP-140905
	36.423
	0676
	-
	12.1.0
	Rel‑12
	Clarification of DL ABS status
	approved
	F
	12.2.0
	TEI12
	R3

	RP-140905
	36.444
	0060
	1
	12.0.0
	Rel‑12
	MBMS Bearer priority update
	approved
	C
	12.1.0
	GCSE_LTE
	R3

	RP-140905
	36.444
	0061
	-
	12.0.0
	Rel‑12
	Corrections on MBMS Restoration
	approved
	F
	12.1.0
	eMBMS_Rest, TEI12
	R3

	RP-140905
	36.455
	0046
	4
	11.3.0
	Rel‑12
	Adding Cell Portion to E-CID Measurement Reporting
	approved
	B
	12.0.0
	TEI12
	R3

	RP-140904
	36.455
	0047
	4
	11.3.0
	Rel‑12
	Modifications of LPPa to Include inter-RAT Measurements
	approved
	B
	12.0.0
	LCS_LTE_RFPMT-Core
	R3

	RP-140838
	36.508
	0503
	-
	12.1.0
	Rel‑12
	Addition of CA 3A-28A to 36.508
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.508
	0504
	-
	12.1.0
	Rel‑12
	Update to MEASUREMENT CONTROL
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.508
	0505
	-
	12.1.0
	Rel‑12
	Update to default non-MBSFNregionLength in SystemInformationBlockType13
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.508
	0506
	-
	12.1.0
	Rel‑12
	Editorial Update to Table 4.6.1-4A: MBSFNAreaConfiguration
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140837
	36.508
	0507
	-
	12.1.0
	Rel‑12
	Correction to default SystemInformationBlockType15 message for eMBMS testing
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140838
	36.508
	0508
	-
	12.1.0
	Rel‑12
	Updates of 6.2.3.2 Test frequency for CA_3A-26A and CA_3A-27A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140832
	36.508
	0509
	-
	12.1.0
	Rel‑12
	Adding connection diagramms for RF/RRM Rel‑11 WI-s tests
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.508
	0510
	-
	12.1.0
	Rel‑12
	Addition of exceptions for feICIC RRM test cases
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140814
	36.508
	0511
	-
	12.1.0
	Rel‑12
	Correction to NAS UTRA Routing Area Update Accept message
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.508
	0512
	-
	12.1.0
	Rel‑12
	Correction to the exception of SIB2
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.508
	0513
	-
	12.1.0
	Rel‑12
	Addition of 4Tx for RF demodulation test cases
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140838
	36.508
	0514
	-
	12.1.0
	Rel‑12
	Addtion of test frequencies for CA_2A-4A and CA_5A-7A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140837
	36.508
	0515
	-
	12.1.0
	Rel‑12
	Correction to system information combination 16 and 19 for eMBMS testing
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140817
	36.508
	0516
	-
	12.1.0
	Rel‑12
	Update to ri-ConfigIndex in Table 4.6.3-2AC CQI-ReportPeriodic-r10-DEFAULT
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.508
	0517
	-
	12.1.0
	Rel‑12
	Correction to MFBI Frequencies in 36.508
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140838
	36.508
	0518
	-
	12.1.0
	Rel‑12
	Addition of test frequencies of CA_39A-41A for CA signalling testing in TS 36.508
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.508
	0519
	-
	12.1.0
	Rel‑12
	Updates to TS 36.508 for CA_27B sianlling test frequencies defined in clause 6.2.3.2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140817
	36.508
	0520
	-
	12.1.0
	Rel‑12
	Clarification of RRC message definitions
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.508
	0521
	-
	12.1.0
	Rel‑12
	Corrections to MBMS information elements in SIB2 and SIB13
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140838
	36.508
	0522
	-
	12.1.0
	Rel‑12
	Addition of new test frequency for CA_39C
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.508
	0523
	-
	12.1.0
	Rel‑12
	Updates to TS 36.508 for CA_27B test frequencies defined in clause 4.3.1.1
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140833
	36.521-1
	1362
	-
	12.1.0
	Rel‑12
	LTE Type A performance requirements - adding TC 8.2.1.4.3 into annex F and G
	approved
	F
	12.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140833
	36.521-1
	1363
	-
	12.1.0
	Rel‑12
	Addition of connection diagram references to LTE Type A performance tests
	approved
	F
	12.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140833
	36.521-1
	1364
	-
	12.1.0
	Rel‑12
	Addition of connection diagram references to LTE Type A CSI tests
	approved
	F
	12.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140838
	36.521-1
	1365
	-
	12.1.0
	Rel‑12
	Addition of CA 3A-28A to 36.521-1 Chapter 6
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1366
	-
	12.1.0
	Rel‑12
	Addition of CA 3A-28A to 36.521-1 Chapter 7
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1367
	-
	12.1.0
	Rel‑12
	Addition of TC 6.2.2A.1 for CA_39C
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140817
	36.521-1
	1368
	-
	12.1.0
	Rel‑12
	Corrections to configured transmitted power for CA
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1369
	-
	12.1.0
	Rel‑12
	Corrections to OCNG pattern
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140838
	36.521-1
	1370
	-
	12.1.0
	Rel‑12
	Updates of 6.2.5 Delta TIB for CA_3A-26A and CA_3A-27A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1371
	-
	12.1.0
	Rel‑12
	Updates of 7.3.3 Delta RIB for CA_3A-26A and CA_3A-27A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.521-1
	1372
	-
	12.1.0
	Rel‑12
	RF: Corrections to spurious emission requirements with NS different than NS_01
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.521-1
	1373
	-
	12.1.0
	Rel‑12
	RF: Editorial corrections to the annexes
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140817
	36.521-1
	1374
	-
	12.1.0
	Rel‑12
	CA RF: Several corrections to some Tx tests
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140827
	36.521-1
	1375
	-
	12.1.0
	Rel‑12
	eICIC RF: Corrections to RI performance tests
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140838
	36.521-1
	1376
	-
	12.1.0
	Rel‑12
	Addition of LTE CA_39A-41A into Table 6.2.5.3-2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140830
	36.521-1
	1377
	-
	12.1.0
	Rel‑12
	Upate of TC 8.7.4.1 TDD sustained data rate performance for EPDCCH scheduling
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1378
	-
	12.1.0
	Rel‑12
	Upate of TC 8.8.2.1.2 FDD EPDCCH localized transmission with TM10 quasi co-location Type-B
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1379
	-
	12.1.0
	Rel‑12
	Upate of TC 8.8.2.2.2 TDD EPDCCH localized transmission with TM10 quasi co-location Type-B
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140829
	36.521-1
	1380
	-
	12.1.0
	Rel‑12
	Update of TC 9.3.6.1_F FDD CQI Reporting under fading conditions multiple CSI processes for CoMP
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140830
	36.521-1
	1381
	-
	12.1.0
	Rel‑12
	Upate overview of DL reference measurement channels for EPDCCH
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140833
	36.521-1
	1382
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for Enhanced Performance Requirement Type A 9.3.5.1.1 and 9.3.5.1.2 CQI Test cases
	approved
	F
	12.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140827
	36.521-1
	1383
	-
	12.1.0
	Rel‑12
	Test Tolerances for eICIC 9.2.x CQI Test cases
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140814
	36.521-1
	1384
	-
	12.1.0
	Rel‑12
	Correction of the test cases 8.2.1.2.2 and 8.2.1.2.2_1
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140827
	36.521-1
	1385
	-
	12.1.0
	Rel‑12
	Throughput calculation for eICIC demodulation requirements
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140816
	36.521-1
	1386
	-
	12.1.0
	Rel‑12
	Corrections to Annex G.5.4
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140829
	36.521-1
	1387
	-
	12.1.0
	Rel‑12
	Introduction of transmission mode 10 in precoder update granularity in FDD and TDD common test parameters
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140829
	36.521-1
	1388
	-
	12.1.0
	Rel‑12
	Introduction of new TC 8.3.2.4.2_F TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140829
	36.521-1
	1389
	-
	12.1.0
	Rel‑12
	Introduction of TC 8.3.2.4.3_F TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS for CoMP
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140816
	36.521-1
	1390
	-
	12.1.0
	Rel‑12
	Corrections to MBMS performance test cases
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140838
	36.521-1
	1391
	-
	12.1.0
	Rel‑12
	Update UE Transmit OFF power for CA _39C (intra-band contiguous DL CA and UL CA)
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140829
	36.521-1
	1392
	-
	12.1.0
	Rel‑12
	Remove the square bracket in TC 8.3.1.3.2_F and TC 8.3.1.3.3_F
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140827
	36.521-1
	1393
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for eICIC PDCCH/PCFICH and PHICH demodulation tests
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-1
	1394
	-
	12.1.0
	Rel‑12
	Addition of message exception for PHICH duration
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1395
	-
	12.1.0
	Rel‑12
	Correction to title in feICIC PDSCH demodulation tests
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140817
	36.521-1
	1396
	-
	12.1.0
	Rel‑12
	Correction to measurement bandwidth in 6.6.2.1A.1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1397
	-
	12.1.0
	Rel‑12
	Correction to CA Rx test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1398
	-
	12.1.0
	Rel‑12
	Correction to call setup in 8.7.1 and 8.7.2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.521-1
	1399
	-
	12.1.0
	Rel‑12
	Correction to MBMS performance
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.521-1
	1400
	-
	12.1.0
	Rel‑12
	Correction to in-band blocking requirements
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140817
	36.521-1
	1401
	-
	12.1.0
	Rel‑12
	Correction to 6.6.2.1A test environment
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.521-1
	1402
	-
	12.1.0
	Rel‑12
	Correction to 8.2.2.1.1_1 and 8.2.2.2.1_1 applicability
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140817
	36.521-1
	1403
	-
	12.1.0
	Rel‑12
	36.521-1: Corrections to clause 7.3A
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140834
	36.521-1
	1404
	-
	12.1.0
	Rel‑12
	Introduction of NC CA TC 7.7A.4
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.521-1
	1405
	-
	12.1.0
	Rel‑12
	Uncertainties and Derivation of Test Requirements for TCs 7.6.xA.4 and 7.7A.4
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140814
	36.521-1
	1406
	-
	12.1.0
	Rel‑12
	36-521-1: Clarification on Averaged EVM for PRACH
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140837
	36.521-1
	1407
	-
	12.1.0
	Rel‑12
	Correction to CA band combo CA_3A-5A
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140817
	36.521-1
	1408
	-
	12.1.0
	Rel‑12
	Verification of exceptions of REFSENS requirements for carrier aggregation
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140838
	36.521-1
	1409
	-
	12.1.0
	Rel‑12
	Addtion of CA_2A-4A and CA_5A-7A to 36.521-1 Chapter 7
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.521-1
	1410
	-
	12.1.0
	Rel‑12
	36.521-1: Editorial correction on 6.6.3.3 Initial conditions for NS_19
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140817
	36.521-1
	1411
	-
	12.1.0
	Rel‑12
	36.521-1: Editorial correction on 6.6.2.2B test requirements for NS_06 or NS_07
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1412
	-
	12.1.0
	Rel‑12
	Correction for CA_4A-12A uplink configuration in inter-band CA reference sensitivity
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1413
	-
	12.1.0
	Rel‑12
	CA RF: Clarification of test parameters and requirements for Inter-band CA Rx tests
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140837
	36.521-1
	1414
	-
	12.1.0
	Rel‑12
	Corrections to SNR test for TM9 minimum requirements
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.521-1
	1415
	-
	12.1.0
	Rel‑12
	Correction to ACK NAK Reporting mode for TDD CA test cases
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140817
	36.521-1
	1416
	-
	12.1.0
	Rel‑12
	Addition of TC 8.2.1.1.1_2 and 8.2.2.1.1_2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1417
	-
	12.1.0
	Rel‑12
	Correction of FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA test cases of TCs 8.2.1.3.1_A.2 and 8.2.1.3.1_A.2_1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140839
	36.521-1
	1418
	-
	12.1.0
	Rel‑12
	Updates to 8.2.1.3 FDD PDSCH Open Loop Spatial Multiplexing 2x2 related test cases
	approved
	F
	12.2.0
	TEI12_Test
	R5

	RP-140817
	36.521-1
	1419
	-
	12.1.0
	Rel‑12
	Updates to 8.2.2.3 TDD PDSCH Open Loop Spatial Multiplexing 2x2 related test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1420
	-
	12.1.0
	Rel‑12
	36.521-1: Editorial correction on 8.2.1.4.2_A.2 message contents
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140827
	36.521-1
	1421
	-
	12.1.0
	Rel‑12
	Clarification the minimum conformance requirement and test parameter for 8.2.1.3.3_C1 and 8.2.1.3.3_C2 test cases
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-1
	1422
	-
	12.1.0
	Rel‑12
	Correction to minimum test time for eICIC tests
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140833
	36.521-1
	1423
	-
	12.1.0
	Rel‑12
	LTE Type A performance requirements - Introduction of the new test case 8.2.1.4.3
	approved
	F
	12.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140827
	36.521-1
	1424
	-
	12.1.0
	Rel‑12
	Test Tolerances for eICIC 9.5.x RI Test cases
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140830
	36.521-1
	1425
	-
	12.1.0
	Rel‑12
	Uncerainties and Test Tolerances for EPDCCH 8.8.1.x demodulation Test cases
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140838
	36.521-1
	1426
	-
	12.1.0
	Rel‑12
	Update to operating bands for CA
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1427
	-
	12.1.0
	Rel‑12
	Update to channel bandwidths for CA
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1428
	-
	12.1.0
	Rel‑12
	Update to TC 6.3.2A.1 for CA_39C
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1429
	-
	12.1.0
	Rel‑12
	Updates of 7.3A.3 Refsens for CA_3A-26A and CA_3A-27A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1430
	-
	12.1.0
	Rel‑12
	Addition of CA band Combo CA_2A-13A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1431
	-
	12.1.0
	Rel‑12
	Addition of CA_39A-41A to Refsens in chap.7
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1432
	-
	12.1.0
	Rel‑12
	Updates to Chap.5 for CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1433
	-
	12.1.0
	Rel‑12
	Addtion of CA_2A-4A and CA_5A-7A to 36.521-1 Clause 6
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140832
	36.521-1
	1434
	-
	12.1.0
	Rel‑12
	TC 8.2.1.3.3_E.1 FDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1435
	-
	12.1.0
	Rel‑12
	TC 8.2.2.3.3_E.1 TDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1436
	-
	12.1.0
	Rel‑12
	Corrections applicability statement including UE cateogry for feICIC
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1437
	-
	12.1.0
	Rel‑12
	Additions to TC 8.2.1.2.3_E.1 FDD PDSCH Transmit diversity 2x2 for feICIC (non-MBFSN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1438
	-
	12.1.0
	Rel‑12
	Additions to TC 8.2.2.2.3_E.1 TDD PDSCH Transmit diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1439
	-
	12.1.0
	Rel‑12
	Additions to TC 8.2.1.4.1_E.1 FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1440
	-
	12.1.0
	Rel‑12
	Additions to TC 8.2.2.4.1_E.1 TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1441
	-
	12.1.0
	Rel‑12
	Additions to TC 9.2.1.5_E.1 FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1442
	-
	12.1.0
	Rel‑12
	Additions to TC 9.2.1.6_E.1 TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1443
	-
	12.1.0
	Rel‑12
	Additions to TC 9.3.1.3.1_E.1 FDD CQI Reporting under fading conditions - PUSCH 3-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1444
	-
	12.1.0
	Rel‑12
	Additions to TC 9.3.1.3.2_E.1 TDD CQI Reporting under fading conditions - PUSCH 3-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1445
	-
	12.1.0
	Rel‑12
	Additions to TC 9.5.4.1_E.1 FDD RI Reporting - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1446
	-
	12.1.0
	Rel‑12
	Additions to TC 9.5.4.2_E.1 TDD RI Reporting - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1447
	-
	12.1.0
	Rel‑12
	Additions to Reporting of Channel State Information feICIC Test Cases to Annex F
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140829
	36.521-1
	1448
	-
	12.1.0
	Rel‑12
	Update of TC 9.3.6.2_F TDD CQI Reporting under fading conditions multiple CSI processes for CoMP
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140829
	36.521-1
	1449
	-
	12.1.0
	Rel‑12
	Correction parameter and reference table number in test case 8.3.2.4.1_F
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140830
	36.521-1
	1450
	-
	12.1.0
	Rel‑12
	Upate of TC 8.7.3.1 FDD sustained data rate performance for EPDCCH scheduling
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1451
	-
	12.1.0
	Rel‑12
	Addition of TC 8.8.3.1 FDD Localized transmission with TM10 Type B quasi co-location type
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1452
	-
	12.1.0
	Rel‑12
	Addition of TC 8.8.3.2 TDD Localized transmission with TM10 Type B quasi co-location type
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1453
	-
	12.1.0
	Rel‑12
	Update initial condition and test requirement in test case 8.7.1.1_A.2_1 for two 15MHz CCs
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140827
	36.521-1
	1454
	-
	12.1.0
	Rel‑12
	Addition of message content exception in eICIC performance tests with MBSFN ABS
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1455
	-
	12.1.0
	Rel‑12
	Additions to TC 8.4.1.2.3_E.1 FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1456
	-
	12.1.0
	Rel‑12
	Additions to TC 8.4.2.2.3_E.1 TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1457
	-
	12.1.0
	Rel‑12
	Additions to TC 8.4.2.2.3_E.2 TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-1
	1458
	-
	12.1.0
	Rel‑12
	Additions to Demodulation feICIC Test Cases to Annex F
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140834
	36.521-1
	1459
	-
	12.1.0
	Rel‑12
	Introduction of TC 8.2.2.4.2_A.3 TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4 x 2 for CA
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.521-1
	1460
	-
	12.1.0
	Rel‑12
	Updates to Refsens for Intra-band non-contiguous CA
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140833
	36.521-1
	1461
	-
	12.1.0
	Rel‑12
	Correction of interference rejection test cases TC 8.2.2.4.3
	approved
	F
	12.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140827
	36.521-1
	1462
	-
	12.1.0
	Rel‑12
	Correction to eICIC PDSCH demodulation tests
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140834
	36.521-1
	1463
	-
	12.1.0
	Rel‑12
	Introduction of TC 8.2.2.1.1_A.3 TDD PDSCH Signle Antenna Port Performance for CA
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140832
	36.521-1
	1464
	-
	12.1.0
	Rel‑12
	Additions to TC 8.4.1.2.3_E.2 FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140830
	36.521-1
	1465
	-
	12.1.0
	Rel‑12
	Upate of TC 8.8.1.1 FDD distributed EPDCCH performance
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1466
	-
	12.1.0
	Rel‑12
	Upate of TC 8.8.2.1 FDD localized transmission with TM9
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1467
	-
	12.1.0
	Rel‑12
	Upate of TC 8.8.2.2 TDD localized transmission with TM9
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140830
	36.521-1
	1468
	-
	12.1.0
	Rel‑12
	Upate sections of A.3.9 and A.3.10 reference channel for EPDCCH test
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140834
	36.521-1
	1469
	-
	12.1.0
	Rel‑12
	Addition of FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band non-contiguous DL CA) TC 9.6.1.1_A.3
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.521-1
	1470
	-
	12.1.0
	Rel‑12
	Addition of TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band non-contiguous DL CA) TC 9.6.1.2_A.3
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140838
	36.521-1
	1471
	-
	12.1.0
	Rel‑12
	Addition of TC 6.2.4A.1 for CA_39C
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1472
	-
	12.1.0
	Rel‑12
	Update additional spurious emissions for CA_38C (intra-band contiguous DL CA and UL CA)
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1473
	-
	12.1.0
	Rel‑12
	Update In-band blocking for CA_39C (intra-band contiguous DL CA and UL CA)
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1474
	-
	12.1.0
	Rel‑12
	Update Out-of-band blocking for CA_39C (intra-band contiguous DL CA and UL CA)
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1475
	-
	12.1.0
	Rel‑12
	Update Reference sensitivity level for CA_39C (intra-band contiguous DL CA and UL CA)
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.521-1
	1476
	-
	12.1.0
	Rel‑12
	RF: Corrections to CSI RMCs
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140817
	36.521-1
	1477
	-
	12.1.0
	Rel‑12
	CA RF: Corrections to CQI performance tests
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1478
	-
	12.1.0
	Rel‑12
	CA RF: Corrections to performance test with power imbalance (Class C)
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.521-1
	1479
	-
	12.1.0
	Rel‑12
	Correction of test case 8.2.1.1.1_1
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140817
	36.521-1
	1480
	-
	12.1.0
	Rel‑12
	Correction of the test applicability for test cases 8.2.1.1.1_A.2, 8.2.1.3.1_A.1, 8.2.1.3.1_A.2 and 8.2.1.4.2_A.2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1481
	-
	12.1.0
	Rel‑12
	Correction of the test applicability of the test cases 8.2.1.1.1_A.1, 8.2.1.4.2_A.1, 8.2.2.1.1_A.1 and 8.2.2.4.2_A.1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.521-1
	1482
	-
	12.1.0
	Rel‑12
	Correction of the applicability for the test case 8.7.1.1
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140829
	36.521-1
	1483
	-
	12.1.0
	Rel‑12
	Addition of TC 9.5.5.1_F.2 FDD RI Reporting with Multiple CSI processes for CoMP
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140829
	36.521-1
	1484
	-
	12.1.0
	Rel‑12
	Addition of TC 9.5.5.2_F.2 TDD RI Reporting with Multiple CSI processes for CoMP
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140827
	36.521-1
	1485
	-
	12.1.0
	Rel‑12
	Clarification of test parameters for eICIC PDCCH performance tests
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140817
	36.521-1
	1486
	-
	12.1.0
	Rel‑12
	Correction to Intra-band CA uplink configuration for reference sensitivity
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-1
	1487
	-
	12.1.0
	Rel‑12
	Correction to CQI reference measurement channels
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140834
	36.521-1
	1488
	-
	12.1.0
	Rel‑12
	Introduction of NC CA TC 7.6.1A.4
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.521-1
	1489
	-
	12.1.0
	Rel‑12
	Introduction of NC CA TC 7.6.2A.4
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.521-1
	1490
	-
	12.1.0
	Rel‑12
	Introduction of NC CA TC 7.6.3A.4
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140838
	36.521-1
	1491
	-
	12.1.0
	Rel‑12
	Update Spurious emission band UE co-existence for CA_39C (intra-band contiguous DL CA and UL CA)
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1492
	-
	12.1.0
	Rel‑12
	Update additional spurious emissions for CA_39C (intra-band contiguous DL CA and UL CA)
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1493
	-
	12.1.0
	Rel‑12
	Updates to TC 7.3A.2 Reference sensitivity level for CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1494
	-
	12.1.0
	Rel‑12
	Updates to TC 7.4A.2 maximum input level for intra-band contiguous CA for CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1495
	-
	12.1.0
	Rel‑12
	Updates to TC 7.5A.2 ACS for CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1496
	-
	12.1.0
	Rel‑12
	Updates to 7.6.1A.2 IBB for CA of CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1497
	-
	12.1.0
	Rel‑12
	Updates to TC 7.6.2A.2 OOB for CA of CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1498
	-
	12.1.0
	Rel‑12
	Updates to TC 7.6.3A.2 Narrow band blocking for CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1499
	-
	12.1.0
	Rel‑12
	Updates to TC 7.7A.2 Spurious response for CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-1
	1500
	-
	12.1.0
	Rel‑12
	Updates to TC 7.8.1A.2 Wideband intermodulation for CA_27B
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140816
	36.521-1
	1501
	-
	12.1.0
	Rel‑12
	Updates to 8.7.1.1 FDD sustained data rate performance related test cases
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140817
	36.521-1
	1502
	-
	12.1.0
	Rel‑12
	Updates to 8.7.2.1 TDD sustained data rate performance related test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140827
	36.521-1
	1503
	-
	12.1.0
	Rel‑12
	Correction to eICIC TDD RI requirements
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140829
	36.521-1
	1504
	-
	12.1.0
	Rel‑12
	Additions to TC 9.5.5.1_F.1 FDD RI Reporting with Single CSI process
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140829
	36.521-1
	1505
	-
	12.1.0
	Rel‑12
	Additions to TC 9.5.5.2_F.1 TDD RI Reporting with Single CSI process
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140838
	36.521-1
	1506
	-
	12.1.0
	Rel‑12
	Splitting of FDD CA TM3 and soft buffer management tests
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140817
	36.521-1
	1507
	-
	12.1.0
	Rel‑12
	Removal of soft buffer test points from FDD TM3 test cases in 8.2.1.3.1 and move to new soft buffer test cases in clause 8.2.1.3.1A
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140838
	36.521-1
	1508
	-
	12.1.0
	Rel‑12
	Splitting of TDD CA TM3 and soft buffer management tests
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140817
	36.521-1
	1509
	-
	12.1.0
	Rel‑12
	Removal of soft buffer test points from TDD TM3 test cases in 8.2.2.3.1 and move to new soft buffer test case in clause 8.2.2.3.1A
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140834
	36.521-1
	1510
	-
	12.1.0
	Rel‑12
	Updates to 8.7.1.1_A FDD sustained data rate performance for CA related test cases
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.521-1
	1511
	-
	12.1.0
	Rel‑12
	Updates to 8.7.2.1_A TDD sustained data rate performance for CA related test cases
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140817
	36.521-1
	1512
	-
	12.1.0
	Rel‑12
	Addition of TC 8.2.2.7 TDD Carrier Aggregation with power imbalance
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.521-1
	1513
	-
	12.1.0
	Rel‑12
	Corrections to test case 8.2.1.4.2_1, 8.2.2.4.1_1, and 8.2.2.4.2_1
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140829
	36.521-1
	1514
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for CoMP Test case 8.3.1.3.2_F
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140827
	36.521-1
	1515
	-
	12.1.0
	Rel‑12
	Correction to eICIC CSI tests
	approved
	-
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140838
	36.521-2
	0157
	-
	12.1.0
	Rel‑12
	Addition of CA 3A-28A to 36.521-2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-2
	0158
	-
	12.1.0
	Rel‑12
	Applicability update for CA band Combo CA_2A-13A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-2
	0159
	-
	12.1.0
	Rel‑12
	Addition of CA band combination CA_39A-41A to Table A.4.6.3-3 in TS 36.521-2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-2
	0160
	-
	12.1.0
	Rel‑12
	Updates of Table A.4.6.3-3 for CA_3A-26A and CA_3A-27A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.521-2
	0161
	-
	12.1.0
	Rel‑12
	Update of FGI definitions in TS 36.521-2
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.521-2
	0162
	-
	12.1.0
	Rel‑12
	Definition correction to UL and DL category tables
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140838
	36.521-2
	0163
	-
	12.1.0
	Rel‑12
	Addtion of CA_2A-4A and CA_5A-7A to 36.521-2 Annex A4
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140834
	36.521-2
	0164
	-
	12.1.0
	Rel‑12
	Introduction of TC 7.6.xA.4 and 7.7A.4 applicabilities
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140817
	36.521-2
	0165
	-
	12.1.0
	Rel‑12
	Addition of applicability for TC 6.6.3B.2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-2
	0166
	-
	12.1.0
	Rel‑12
	Conditions C19, C20, C21
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140827
	36.521-2
	0167
	-
	12.1.0
	Rel‑12
	Addition of RF test cases applicability for eICIC
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-2
	0168
	-
	12.1.0
	Rel‑12
	Addition of RRM test cases applicability for eICIC
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140833
	36.521-2
	0169
	-
	12.1.0
	Rel‑12
	LTE Type A performance requirements - Adding test case 8.2.1.4.3
	approved
	F
	12.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140834
	36.521-2
	0170
	-
	12.1.0
	Rel‑12
	Condition C43
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140817
	36.521-2
	0171
	-
	12.1.0
	Rel‑12
	Correction to the applicability of the test case 7.6.2A.3 and 7.7A.3.
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.521-2
	0172
	-
	12.1.0
	Rel‑12
	Correction of the condition of test case 8.7.1.1
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140817
	36.521-2
	0173
	-
	12.1.0
	Rel‑12
	Correction of the condition of the test cases 8.2.1.1.1_A.2, 8.2.1.3.1_A.1, 8.2.1.3.1_A.2 and 8.2.1.4.2_A.2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-2
	0174
	-
	12.1.0
	Rel‑12
	Correction of the condition for the test cases 8.2.1.1.1_A.1, 8.2.1.4.2_A.1 and 8.2.2.1.1_A.1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140832
	36.521-2
	0175
	-
	12.1.0
	Rel‑12
	Introduction of feICIC applicability statement for CSI test cases
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-2
	0176
	-
	12.1.0
	Rel‑12
	Introduction of feICIC applicability statement for RRM test cases
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140829
	36.521-2
	0177
	-
	12.1.0
	Rel‑12
	Applicability for new CoMP TDD TCs
	approved
	F
	12.2.0
	COMP_LTE-UEConTest
	R5

	RP-140838
	36.521-2
	0178
	-
	12.1.0
	Rel‑12
	Addition of applicability for newly added RRM test cases
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-2
	0179
	-
	12.1.0
	Rel‑12
	Addition of CA_27B related information into A.4.6 in TS 36.521-2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140830
	36.521-2
	0180
	-
	12.1.0
	Rel‑12
	Update of applicability for EPDCCH test cases
	approved
	F
	12.2.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140817
	36.521-2
	0181
	-
	12.1.0
	Rel‑12
	Condition on no UL CA in C20 and C21
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140834
	36.521-2
	0182
	-
	12.1.0
	Rel‑12
	Addition of applicability for new TM3, soft buffer management and SDR test cases
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140827
	36.521-3
	0909
	-
	12.1.0
	Rel‑12
	Correction of clause 9.2.7.1 in 36.521-3
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140817
	36.521-3
	0910
	-
	12.1.0
	Rel‑12
	Correction on PDSCH allocation in PRS subframe
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140832
	36.521-3
	0911
	-
	12.1.0
	Rel‑12
	Additions to feICIC RRM test cases in Annex F
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140817
	36.521-3
	0912
	-
	12.1.0
	Rel‑12
	Cleanup of operating band groups in TS 36.521-3
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140827
	36.521-3
	0913
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for eICIC Intra-Freqency Event-Triggered Reporting test cases 8.1.7 and 8.2.5
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0914
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for eICIC RLM out-of-sync Test cases 7.3.9,7.3.10,7.3.13 and 7.3.14
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0915
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for eICIC RLM In-sync Test cases 7.3.11,7.3.12,7.3.15 and 7.3.16
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0916
	-
	12.1.0
	Rel‑12
	Clean-up of eICIC RRM tests
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140816
	36.521-3
	0917
	-
	12.1.0
	Rel‑12
	Correction to 9.6.2 GSM RSSI accuracy for E-UTRAN TDD
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140817
	36.521-3
	0918
	-
	12.1.0
	Rel‑12
	Clean-up for E-UTRAN RRM test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-3
	0919
	-
	12.1.0
	Rel‑12
	Update of Annex E for CA RRM Inter frequency tests for Intra-band
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140827
	36.521-3
	0920
	-
	12.1.0
	Rel‑12
	Correction of clause 9.2.8.1 in 36.521-3
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0921
	-
	12.1.0
	Rel‑12
	Update eICIC Absolute RSRP Test cases 9.1.8.1+9.1.9.1
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0922
	-
	12.1.0
	Rel‑12
	Update eICIC Absolute RSRQ Test cases 9.2.7.1+9.2.8.1
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0923
	-
	12.1.0
	Rel‑12
	Uncertainties and test tolerance for RRM Test case 9.1.10.1, 9.1.11.1
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0924
	-
	12.1.0
	Rel‑12
	Uncertainties and test tolerance for RRM Test case 9.1.10.2, 9.1.11.2
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0925
	-
	12.1.0
	Rel‑12
	Update to eICIC Absolute RSRQ with MBSFN ABS for chapter 9 RRM test cases
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140817
	36.521-3
	0926
	-
	12.1.0
	Rel‑12
	Updates to CA RRM 8.16.x test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.521-3
	0927
	-
	12.1.0
	Rel‑12
	Correction to UL timing accuracy Tx test cases
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140817
	36.521-3
	0928
	-
	12.1.0
	Rel‑12
	Update of Annex E for InterRAT with TDD-TD-SCDMA
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140832
	36.521-3
	0929
	-
	12.1.0
	Rel‑12
	Additions to TC 8.2.6 E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0930
	-
	12.1.0
	Rel‑12
	Update eICIC Relative RSRP Test cases 9.1.8.2+9.1.9.2
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0931
	-
	12.1.0
	Rel‑12
	Additions to TC 9.2.13 FDD RSRQ under Time Domain Measurement Resource Restriction (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0932
	-
	12.1.0
	Rel‑12
	Additions to TC 9.2.14 TDD RSRQ under Time Domain Measurement Resource Restriction (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0933
	-
	12.1.0
	Rel‑12
	Addition of RLM test cases with non-MBSFN for fEICIC
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0934
	-
	12.1.0
	Rel‑12
	Test Cases 9.1.14.1, 9.1.14.2, 9.1.15.1, 9.1.15.2 for feICIC
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140838
	36.521-3
	0935
	-
	12.1.0
	Rel‑12
	Addition of new TC 8.16.10 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0936
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.1.18 FDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 10MHz + 5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0937
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.1.19 TDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 10MHz + 5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0938
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.2.21 FDD RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0939
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.2.22 TDD RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0940
	-
	12.1.0
	Rel‑12
	Addition of new TC 8.16.14 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 5MHz+5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0941
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.1.20 FDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 5MHz + 5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0942
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.1.21 TDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 5MHz + 5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0943
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.2.23 FDD RSRQ Accuracy for E-UTRAN Carrier Aggregation for 5MHz + 5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0944
	-
	12.1.0
	Rel‑12
	Addition of new TC 9.2.24 TDD RSRQ Accuracy for E-UTRAN Carrier Aggregation for 5MHz + 5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140832
	36.521-3
	0945
	-
	12.1.0
	Rel‑12
	Additions to TC 8.1.8 E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0946
	-
	12.1.0
	Rel‑12
	Additions to feICIC to Annex H
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140827
	36.521-3
	0947
	-
	12.1.0
	Rel‑12
	Correction to periodicity of ABS pattern in eICIC RRM
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140817
	36.521-3
	0949
	-
	12.1.0
	Rel‑12
	Correction to event triggered reporting tests for CA
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140817
	36.521-3
	0950
	-
	12.1.0
	Rel‑12
	Correction to Intra CA test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140832
	36.521-3
	0951
	-
	12.1.0
	Rel‑12
	TC 7.3.19 FDD Radio Link Monitoring for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0952
	-
	12.1.0
	Rel‑12
	TC 7.3.20 TDD Radio Link Monitoring for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0953
	-
	12.1.0
	Rel‑12
	TC 7.3.21 FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140832
	36.521-3
	0954
	-
	12.1.0
	Rel‑12
	TC 7.3.22 TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140838
	36.521-3
	0955
	-
	12.1.0
	Rel‑12
	Addition of new TC 8.16.9 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140838
	36.521-3
	0956
	-
	12.1.0
	Rel‑12
	Addition of new TC 8.16.13 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 5MHz+5MHz
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140817
	36.521-3
	0957
	-
	12.1.0
	Rel‑12
	Addition of new TC 8.16.7 E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.521-3
	0958
	-
	12.1.0
	Rel‑12
	Clarification of tracking area updating procedure
	approved
	F
	12.2.0
	TEI8_Test
	R5

	GP-140286
	36.523-1
	2631
	-
	12.0.0
	Rel‑12
	CR 36.523-1-2631 Correction to WI-87 LTE GERAN Test cases 6.2.3.23,6.2.3.26,6.2.3.27,6.2.3.28,6.2.3.29 and 6.2.3.30
	approved
	F
	12.1.0
	TEI_Test
	G3new

	RP-140818
	36.523-1
	2632
	-
	12.1.0
	Rel‑12
	Correction to test case 10.5.4, Table 10.5.4.3.2-1: Main behaviour
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2633
	-
	12.1.0
	Rel‑12
	Correction to EUTRA Idle Mode Test case 6.2.3.31
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2634
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.3.1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140834
	36.523-1
	2635
	-
	12.1.0
	Rel‑12
	Adding TC 8.5.1.7.3 to TS 36.523-1
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.523-1
	2636
	-
	12.1.0
	Rel‑12
	Adding TC 8.2.2.5.3 to TS 36.523-1
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140837
	36.523-1
	2637
	-
	12.1.0
	Rel‑12
	New eMBMS test case 17.4.1a
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2638
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.4.5
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2639
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.4.6
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2640
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.4.7
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140814
	36.523-1
	2641
	-
	12.1.0
	Rel‑12
	Correction to EUTRA CSG Test Case 8.3.4.4
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2642
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-086 EUTRA EMM Test Case 9.2.3.3.5a
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2643
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcasse 13.4.3.11
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.523-1
	2644
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-159 Pre-registration at 1xRTT testcase 13.4.4.5
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2645
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-159 Enhanced CSFB test case 8.4.7.10
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140837
	36.523-1
	2646
	-
	12.1.0
	Rel‑12
	Update of reference list and list of abbreviations for eMBMS testing purposes
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140816
	36.523-1
	2647
	-
	12.1.0
	Rel‑12
	Correction to E-UTRA Inter-RAT test case 6.2.3.1a
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140837
	36.523-1
	2648
	-
	12.1.0
	Rel‑12
	Correction to test case 8.6.3.4.
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140835
	36.523-1
	2649
	-
	12.1.0
	Rel‑12
	Editorial CR removing white spaces from title of test case 6.2.4.6
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140832
	36.523-1
	2650
	-
	12.1.0
	Rel‑12
	Update of test case 8.2.2.8
	approved
	F
	12.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140814
	36.523-1
	2651
	-
	12.1.0
	Rel‑12
	Addition of test case ' Authentication not accepted by the UE/ non-EPS authentication unacceptable'
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2652
	-
	12.1.0
	Rel‑12
	Correction to NIMTC test case 10.5.4
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2653
	-
	12.1.0
	Rel‑12
	Correction of measObjectId in Several SRVCC Test Cases
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140839
	36.523-1
	2654
	-
	12.1.0
	Rel‑12
	Addition of Close Down Procedure for bSRVCC Test Cases
	approved
	F
	12.2.0
	TEI12_Test
	R5

	RP-140818
	36.523-1
	2655
	-
	12.1.0
	Rel‑12
	Correction to eMDT Test Case 8.6.7.4 and Update to 8.6.5.1, 8.6.5.1a and 8.6.5.4
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2656
	-
	12.1.0
	Rel‑12
	Correction to EUTRA Idle Mode Test Cases 6.2.2.6 and 6.2.3.6
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2657
	-
	12.1.0
	Rel‑12
	Correction to LTE-A Carrier Aggregation Test Case 8.2.4.21.1 and 8.2.4.21.2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140818
	36.523-1
	2658
	-
	12.1.0
	Rel‑12
	Corrections to TC 8.2.2.5.2, 8.3.1.17.2, 8.5.1.7.2 in TS 36.523-1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2659
	-
	12.1.0
	Rel‑12
	Correction to EUTRA Idle mode Test case 6.1.2.12
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2660
	-
	12.1.0
	Rel‑12
	Update to EUTRA Idle Mode Test Case 6.1.1.3
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2661
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-087 EUTRA<>GERAN SRVCC Testcase 13.4.3.5
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2662
	-
	12.1.0
	Rel‑12
	Update of CGI reporting test case 8.3.3.2
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-1
	2663
	-
	12.1.0
	Rel‑12
	Update of test case 8.2.4.14
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.523-1
	2664
	-
	12.1.0
	Rel‑12
	Correction to EUTRA EMM Test case 9.2.3.1.6
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2665
	-
	12.1.0
	Rel‑12
	Correction to SRVCC and bSRVCC Test Cases to Avoid Unexpected Cell Reselection from GERAN to EUTRAN
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2666
	-
	12.1.0
	Rel‑12
	Resubmission: Removal of TC 6.3.10, 6.3.11, 6.3.12 from TS 36.523-1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140835
	36.523-1
	2667
	-
	12.1.0
	Rel‑12
	Editorial correction for test case 6.2.4.3
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140814
	36.523-1
	2668
	-
	12.1.0
	Rel‑12
	Correction to LTE-GERAN SRVCC test case 13.4.3.3
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2669
	-
	12.1.0
	Rel‑12
	Update of E-UTRA DL-SCH one layer transport block size selection test cases 7.1.7.1.1, 7.1.7.1.2, 7.1.7.1.3 and 7.1.7.1.4 for higher UE categories
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2670
	-
	12.1.0
	Rel‑12
	Update of E-UTRA DL-SCH two layer transport block size selection test cases 7.1.7.1.5 and 7.1.7.1.6 for higher UE categories
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2671
	-
	12.1.0
	Rel‑12
	Update of E-UTRA UL-SCH transport block size selection test case 7.1.7.2.1 for higher UE categories
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2672
	-
	12.1.0
	Rel‑12
	Correction to EMM test cases 9.2.1.1.1a and 9.2.1.1.1b
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2673
	-
	12.1.0
	Rel‑12
	Correction to ESM test case 10.4.2
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2674
	-
	12.1.0
	Rel‑12
	Correction to RRC test case 8.5.4.1
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140835
	36.523-1
	2675
	-
	12.1.0
	Rel‑12
	Correction to LTE InterRAT (UTRA CELL_FACH) test cases 6.2.4.1 and 6.2.4.6
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140816
	36.523-1
	2676
	-
	12.1.0
	Rel‑12
	Correction to RRC test case 8.5.1.6
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.523-1
	2677
	-
	12.1.0
	Rel‑12
	Correction to SRVCC Test Case 13.4.3.2
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140834
	36.523-1
	2678
	-
	12.1.0
	Rel‑12
	Addition of new Intra-band non-Contiguous CA test case 7.1.4.20.3
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140816
	36.523-1
	2679
	-
	12.1.0
	Rel‑12
	Correction to RRC Measurememt test case 8.3.4.3
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2680
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-159 Enhanced CSFB test case 8.4.7.8
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.523-1
	2681
	-
	12.1.0
	Rel‑12
	Correction to EUTRA Idle Mode Test case 6.1.1.1b
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-1
	2682
	-
	12.1.0
	Rel‑12
	Correction to E-UTRA Inter-RAT test case 6.2.3.5a
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.523-1
	2683
	-
	12.1.0
	Rel‑12
	Correction to EUTRA Idle Mode CSG test case 6.3.5
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-1
	2684
	-
	12.1.0
	Rel‑12
	Update to EUTRA Idle Mode Test Case 6.1.1.3a
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2685
	-
	12.1.0
	Rel‑12
	Update of MFBI test case 6.1.2.19
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.523-1
	2686
	-
	12.1.0
	Rel‑12
	Correction to Test Case 6.2.2.2
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140837
	36.523-1
	2687
	-
	12.1.0
	Rel‑12
	Split of TDD special subframe MAC test cases 7.1.3.12 and 7.1.3.13 into separate test cases for ssp7 and ssp9.
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140818
	36.523-1
	2688
	-
	12.1.0
	Rel‑12
	Correction to LTE-A CA MAC test case 7.1.4.19.x
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2689
	-
	12.1.0
	Rel‑12
	Update of RRC test case 8.1.3.7
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-1
	2690
	-
	12.1.0
	Rel‑12
	Update of test case 8.2.4.14a
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140818
	36.523-1
	2691
	-
	12.1.0
	Rel‑12
	Addition of new TC 8.2.4.23 CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.523-1
	2692
	-
	12.1.0
	Rel‑12
	Correction to EUTRA CSG Testcases 8.3.4.1, 8.3.4.3, 8.3.4.4, 8.3.4.5
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2693
	-
	12.1.0
	Rel‑12
	Correction to EUTRA CSG test case 8.3.4.5
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2694
	-
	12.1.0
	Rel‑12
	Addition of test mode procedure to the E-UTRAN Inter-frequency CSG proximity indication test case 8.3.4.5
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140818
	36.523-1
	2695
	-
	12.1.0
	Rel‑12
	Correction to LTE MDT test case 8.6.4.4
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140818
	36.523-1
	2696
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-181 Rel‑10 EPS Enhancements EPS FDD <>UTRAN Test Case 8.6.5.1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140818
	36.523-1
	2697
	-
	12.1.0
	Rel‑12
	Correction to MDT Test Case 8.6.3.1
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140818
	36.523-1
	2698
	-
	12.1.0
	Rel‑12
	Correction to test case 8.6.4.1, 8.6.4.2 and 8.6.4.4.
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140837
	36.523-1
	2699
	-
	12.1.0
	Rel‑12
	Correction to test case 8.2.2.6.2.
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140814
	36.523-1
	2700
	-
	12.1.0
	Rel‑12
	Update of EMM test case 9.2.3.1.6
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2701
	-
	12.1.0
	Rel‑12
	Correction to test case 9.1.5.1, Table 9.1.5.1.3.3-1: EMM INFORMATION (step 1, Table 9.1.5.1.3.2-1)
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-1
	2702
	-
	12.1.0
	Rel‑12
	Addition of test case ' Attach / Rejected / IMEI not accepted'
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.523-1
	2703
	-
	12.1.0
	Rel‑12
	Addition of test case ' Attach / Abnormal case / ESM failure'
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2704
	-
	12.1.0
	Rel‑12
	Correction to test case 8.6.3.1.
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2705
	-
	12.1.0
	Rel‑12
	Correction to Test Case 9.2.3.2.8
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140837
	36.523-1
	2706
	-
	12.1.0
	Rel‑12
	Update of ESM test case 10.5.1b
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140814
	36.523-1
	2707
	-
	12.1.0
	Rel‑12
	Correction to ESM test case 10.8.8
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2708
	-
	12.1.0
	Rel‑12
	Removal of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.12
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140818
	36.523-1
	2709
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcases 13.4.3.x
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2710
	-
	12.1.0
	Rel‑12
	Correction to Multilayer Test Case 13.4.1.5
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2711
	-
	12.1.0
	Rel‑12
	Correction to EUTRA to UTRA SRVCC and aSRVCC Test Cases to Avoid Unexpected Cell Reselection
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2712
	-
	12.1.0
	Rel‑12
	Correction to cs-FallbackIndicator in LTE SRVCC test cases 13.4.3.x
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2713
	-
	12.1.0
	Rel‑12
	Correction to Band Indicator in LTE-GERAN SRVCC test cases 13.4.3.3 and 13.4.3.5
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-1
	2714
	-
	12.1.0
	Rel‑12
	Correction for ATTACH REQUEST contents in aSRVCC and bSRVCC test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140816
	36.523-1
	2715
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-159 Pre-registration at 1xRTT test case 13.4.4.2
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2716
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.1.2
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140818
	36.523-1
	2717
	-
	12.1.0
	Rel‑12
	New MTC test case 6.1.1.7a PLMN selection / Periodic reselection / ExtendedWaitTimer / Single Frequency operation
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140837
	36.523-1
	2718
	-
	12.1.0
	Rel‑12
	Update to SIMTC test case 10.5.1b
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2719
	-
	12.1.0
	Rel‑12
	Update to SIMTC test case 10.5.1a
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140816
	36.523-1
	2720
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.1.3
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2721
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.1.4
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2722
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.1.5
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140818
	36.523-1
	2723
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.3.2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140837
	36.523-1
	2724
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.4.1
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2725
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test cases 17.4.2 and 17.4.2a
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2726
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test cases 17.4.3 and 17.4.3a
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2727
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.4.4
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2728
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.4.8
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2729
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test cases 17.4.9.1 and 17.4.9.2
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2730
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test cases 17.4.10.1 and 17.4.10.2
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2731
	-
	12.1.0
	Rel‑12
	Correction to eMBMS test case 17.4.11.1 and 17.4.11.2
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-1
	2732
	-
	12.1.0
	Rel‑12
	Adding general information for the eMBMS service continuity test cases
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140816
	36.523-1
	2733
	-
	12.1.0
	Rel‑12
	Correction to Emergency Call over IMS test case 11.2.5
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140835
	36.523-1
	2734
	-
	12.1.0
	Rel‑12
	Corrections to GLONASS GANSS Day and gnss-DayNumber values
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140834
	36.523-1
	2735
	-
	12.1.0
	Rel‑12
	New Intra-band non-Contiguous CA MAC test case 7.1.9.1.3
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.523-1
	2736
	-
	12.1.0
	Rel‑12
	Correction to CA Enhancements test case 7.1.2.10
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.523-1
	2737
	-
	12.1.0
	Rel‑12
	Correction to CA Enhancements test case 7.1.2.11
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.523-1
	2738
	-
	12.1.0
	Rel‑12
	Addition of new Intra-band non-Contiguous CA test case 7.1.3.11.3
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.523-1
	2739
	-
	12.1.0
	Rel‑12
	Addition of new Intra-band non-Contiguous CA test case 7.1.4.19.3
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.523-1
	2740
	-
	12.1.0
	Rel‑12
	Adding TC 8.3.1.17.3 to TS 36.523-1
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140835
	36.523-1
	2741
	-
	12.1.0
	Rel‑12
	Adding new test case 6.2.4.5
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140835
	36.523-1
	2742
	-
	12.1.0
	Rel‑12
	Adding new test case 6.2.4.7
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140814
	36.523-1
	2743
	-
	12.1.0
	Rel‑12
	Correction to Test Case 9.1.2.6
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2744
	-
	12.1.0
	Rel‑12
	GCF Priority 2 - Update to EMM test cases 9.2.3.3.2, 9.2.3.3.3 and 9.2.3.3.5
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-1
	2745
	-
	12.1.0
	Rel‑12
	Update of MFBI test case 6.1.2.20
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140816
	36.523-1
	2746
	-
	12.1.0
	Rel‑12
	Update of MFBI test case 6.1.2.21
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140818
	36.523-1
	2747
	-
	12.1.0
	Rel‑12
	Update to the title of 7.1.4.18 and 7.1.4.21 to non-CA test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140818
	36.523-1
	2748
	-
	12.1.0
	Rel‑12
	Update to EUTRA MDT Test Case 8.6.2.8
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-1
	2749
	-
	12.1.0
	Rel‑12
	Correction of LTE IRAT EMM test case 9.2.1.2.1b and 9.2.1.2.1c
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-1
	2750
	-
	12.1.0
	Rel‑12
	Correction to GCF WI-154 IMS emergency Testcase 11.2.4
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140814
	36.523-1
	2751
	-
	12.1.0
	Rel‑12
	GCF Priority 1 - Update to EUTRA RRC test case 8.5.4.1
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-1
	2753
	-
	12.1.0
	Rel‑12
	GCF Priority 3 - Update to EMM test case 9.2.3.3.4
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140838
	36.523-2
	0505
	-
	12.1.0
	Rel‑12
	Addition of CA 3A-28A to 36.523-2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140818
	36.523-2
	0506
	-
	12.1.0
	Rel‑12
	"Editorial correction to ""Supported CA configurations for Intra-band contiguous CA"" table"
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-2
	0507
	-
	12.1.0
	Rel‑12
	Correcting applicability of 9.2.3.2.12
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140838
	36.523-2
	0508
	-
	12.1.0
	Rel‑12
	Updates of Table A.4.3.3.3-3 for CA_3A-26A and CA_3A-27A
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.523-2
	0509
	-
	12.1.0
	Rel‑12
	Correction in Applicability of tests Conditions (C81) for Multi-layer test case 13.1.4 and 13.1.5
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140838
	36.523-2
	0510
	-
	12.1.0
	Rel‑12
	Addition of CA band combination CA_39A-41A to Table A.4.3.3.3-3 in TS 36.523-2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.523-2
	0511
	-
	12.1.0
	Rel‑12
	Editorial CR aligning titles in TS 36.523-2 with TS 36.523-1
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-2
	0512
	-
	12.1.0
	Rel‑12
	Applicability of new EPS test cases
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140839
	36.523-2
	0513
	-
	12.1.0
	Rel‑12
	Update to Applicability of bSRVCC Test Cases 13.4.3.18, 13.4.3.19 and 13.4.3.20
	approved
	F
	12.2.0
	TEI12_Test
	R5

	RP-140818
	36.523-2
	0514
	-
	12.1.0
	Rel‑12
	Correction to Note 1 in Inter-band CA table A.4.3.3.3-3
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140818
	36.523-2
	0515
	-
	12.1.0
	Rel‑12
	Correction to Applicability of MDT Test Case 8.6.2.9 and Update to pc_standaloneGNSS-Location Applicability Comment
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140835
	36.523-2
	0516
	-
	12.1.0
	Rel‑12
	Correct applicabilities for test cases 6.2.4.1, 6.2.4.3-4 and 6.2.4.6
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140814
	36.523-2
	0517
	-
	12.1.0
	Rel‑12
	Update of FGI definitions in TS 36.523-2
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140816
	36.523-2
	0518
	-
	12.1.0
	Rel‑12
	Addition of new ICS item for E-UTRAN CSG proximity test
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140838
	36.523-2
	0519
	-
	12.1.0
	Rel‑12
	Addition of CA_27B related information into A.4.3.3 in TS 36.523-2
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140814
	36.523-2
	0520
	-
	12.1.0
	Rel‑12
	APN configuration for IR.92 devices
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140814
	36.523-2
	0521
	-
	12.1.0
	Rel‑12
	Correction of NITZ capabilities
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140838
	36.523-2
	0522
	-
	12.1.0
	Rel‑12
	Addtion of CA_2A-4A and CA_5A-7A to 36.523-2 Annex A4
	approved
	F
	12.2.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140837
	36.523-2
	0523
	-
	12.1.0
	Rel‑12
	Applicability of new NIMTC test case 6.1.1.7a
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140818
	36.523-2
	0524
	-
	12.1.0
	Rel‑12
	Update 7.1.4.18 and 7.1.4.21 to non-CA test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140837
	36.523-2
	0525
	-
	12.1.0
	Rel‑12
	Correction to the Applicability of LAP and EAB test cases
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140818
	36.523-2
	0526
	-
	12.1.0
	Rel‑12
	Correction to the Applicability comments of some test cases
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140837
	36.523-2
	0527
	-
	12.1.0
	Rel‑12
	Update applicability for TDD additional special subframe configuration test cases
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140814
	36.523-2
	0528
	-
	12.1.0
	Rel‑12
	Update conditions in Table4-1a for CS fall back test cases
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140837
	36.523-2
	0529
	-
	12.1.0
	Rel‑12
	Correction to Applicability of EUTRA eMDT Test Case 8.6.5.1a and Addition of New PICS
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140814
	36.523-2
	0530
	-
	12.1.0
	Rel‑12
	Update of test case 8.3.3.3 applicability test condition
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140837
	36.523-2
	0531
	-
	12.1.0
	Rel‑12
	Update description of extending applicability test cases
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140814
	36.523-2
	0532
	-
	12.1.0
	Rel‑12
	Update of applicability of E-UTRA DL-SCH two layer transport block size selection test cases 7.1.7.1.5 and 7.1.7.1.6 for higher UE categories
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140818
	36.523-2
	0533
	-
	12.1.0
	Rel‑12
	Applicability of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.12
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140814
	36.523-2
	0534
	-
	12.1.0
	Rel‑12
	Addition of PICS for IPv4 and IPv6
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-140837
	36.523-2
	0535
	-
	12.1.0
	Rel‑12
	Applicability of new eMBMS test case 17.4.1a
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140837
	36.523-2
	0536
	-
	12.1.0
	Rel‑12
	Correction to applicability table for eMBMS test cases
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-140834
	36.523-2
	0537
	-
	12.1.0
	Rel‑12
	Applicability of new Intra-band non-Contiguous CA test cases
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140835
	36.523-2
	0538
	-
	12.1.0
	Rel‑12
	Adding new test cases for further Enhancements to CELL-FACH
	approved
	F
	12.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140818
	36.523-2
	0539
	-
	12.1.0
	Rel‑12
	Correction to Applicability of CA Test Cases 7.1.4.19.2 and 7.1.4.20.2
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140834
	36.523-2
	0540
	-
	12.1.0
	Rel‑12
	Addition of release applicable in Release column for CA enh test cases
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140834
	36.523-2
	0541
	-
	12.1.0
	Rel‑12
	Addition of applicability for new Intra-band non-Contiguous CA test cases
	approved
	F
	12.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-140816
	36.523-2
	0542
	-
	12.1.0
	Rel‑12
	Update of MDT test case 8.6.11.1 applicability
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-140818
	36.523-2
	0543
	-
	12.1.0
	Rel‑12
	Applicability for new TC 8.2.4.23 Handover failure and RRC re-establishment on PCell or SCell successfully
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-140832
	36.523-3
	1981
	-
	11.3.0
	Rel‑11
	feICIC: Test Method
	approved
	F
	11.4.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140816
	36.523-3
	1982
	-
	11.3.0
	Rel‑11
	Addition of operating restrictions for EUTRA MFBI test cases
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140814
	36.523-3
	1984
	-
	11.3.0
	Rel‑11
	Correction to Postambles for E-UTRA to UTRA test for IMS de-registration procedures
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140814
	36.523-3
	1985
	-
	11.3.0
	Rel‑11
	Routine maintenance and updates
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140816
	36.523-3
	1986
	-
	11.3.0
	Rel‑11
	Addition of MFBI Band IXIT
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	1987
	-
	11.3.0
	Rel‑11
	Correction of test case TC_9_2_1_2_1c
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	1988
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 MultiLayer SRVCC test case 13.4.3.6
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	1989
	-
	11.3.0
	Rel‑11
	Addition of MultiLayer SRVCC test case 13.4.3.4
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	1990
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 11.2.5
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	1991
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 MultiLayer SRVCC test case 13.4.3.5
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	1992
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.2.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	1993
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.2.2
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	1994
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.2.4
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	1995
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.2.5
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	1996
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.2.7
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	1997
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.4.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	1998
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.4.2
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	1999
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.4.6
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2000
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑10 MDT test case 8.6.2.8
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2001
	-
	11.3.0
	Rel‑11
	Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.4.5
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2002
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.4.5
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2003
	-
	11.3.0
	Rel‑11
	Correction Correction to GCF WI-150 multilayer test case 13.4.1.5
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2004
	-
	11.3.0
	Rel‑11
	Corrections of GCF WI-162 LTE-A CA inter-band test cases for band combination with Band 29A
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2005
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-086 EUTRA<>UTRA CSG test case 6.3.4
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2006
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-086 MultiLayer SRVCC test case 13.4.3.2
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2007
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-097 EUTRA<>GERAN test case 8.3.3.3
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2008
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-097 Multi-layer test case 13.4.2.5
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2009
	-
	11.3.0
	Rel‑11
	Correction to EMM test case 9.3.1.18
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2010
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-081 RLC test case 7.2.2.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2011
	-
	11.3.0
	Rel‑11
	Correction to LTE-GERAN Multi-layer test case 13.3.2.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2012
	-
	11.3.0
	Rel‑11
	Correction to EMM test case 9.2.3.1.12
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2013
	-
	11.3.0
	Rel‑11
	Addition of LTE-A Minimization of Drive Tests (MDT) Test case 8.6.2.3
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2014
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-A Minimization of Drive Tests (MDT) Test case 8.6.2.3
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2015
	-
	11.3.0
	Rel‑11
	Correction to EUTRA EMM Test Case 9.2.1.2.1b/ 9.2.1.2.1c
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2016
	-
	11.3.0
	Rel‑11
	Correction of Test Case 9.2.3.4.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2017
	-
	11.3.0
	Rel‑11
	LTE_TDD: Correction of Test Case 8.1.3.7
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2018
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 Home eNB test case 8.3.4.2
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2019
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 Home eNB test case 8.3.4.3
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2020
	-
	11.3.0
	Rel‑11
	Correction to WI-151 RRC FDD<>TDD Test Case 8.2.4.15a
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2021
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.1.1
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2022
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-086 EMM Test Case 9.2.3.3.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2023
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-087 Idle Mode test case 6.2.3.16
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2024
	-
	11.3.0
	Rel‑11
	Correction to Selection Expressions C130 and C63
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2025
	-
	11.3.0
	Rel‑11
	Addition of LTE-A Minimization of Drive Tests (MDT) Test case 8.6.4.4
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2026
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-086 EUTRA RRC Inter-RAT Handover Test Case 8.4.2.2 and 8.4.2.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2027
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-177 EUTRA Rel10 Inter-RAT test Case 8.6.7.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2028
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Synchronisation Parameters of SYNC_UL
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2029
	-
	11.3.0
	Rel‑11
	Addition of LTE-A NIMTC test case 10.5.4
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2030
	-
	11.3.0
	Rel‑11
	Correction to EMM test cases 9.2.1.1.18 and 9.2.1.2.14
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2031
	-
	11.3.0
	Rel‑11
	Addition of Multi-Layer SRVCC test case 13.4.3.3
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2032
	-
	11.3.0
	Rel‑11
	Correction for IMS emergency call test cases
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2033
	-
	11.3.0
	Rel‑11
	Corrections to Multi-Layer SRVCC test cases 13.4.3.x
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2034
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-082 EMM test case 9.2.1.1.7a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2035
	-
	11.3.0
	Rel‑11
	Correction to EUTRA MDT test Case 8.6.6.2
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2036
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-154 IMS Emergency Call over EPS test case 11.2.1
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2037
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-154 IMS Emergency Call over EPS test case 11.2.2
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2038
	-
	11.3.0
	Rel‑11
	TTCN Correction for EUTRA EMM Test case 9.2.3.1.6
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2039
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-082 EMM Test Case 9.2.3.3.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2040
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-167 EUTRA Inter-RAT test case 6.2.3.3a
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2041
	-
	11.3.0
	Rel‑11
	Correction to EUTRA Test Case 6.1.1.4a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2042
	-
	11.3.0
	Rel‑11
	Correction to QuantityConfig in Measurement Configuration of EUTRA Testcases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2043
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-086 Multilyer SRVCC test Case 13.4.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2044
	-
	11.3.0
	Rel‑11
	Correction to EUTRA Testcases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2045
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.1.2
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2046
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.1.3
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2047
	-
	11.3.0
	Rel‑11
	Addition of LTE-A NIMTC test case 6.1.1.7
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2048
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-162 LTE-A Carrier Aggregation test case 8.4.2.7.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2049
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.1.4
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2050
	-
	11.3.0
	Rel‑11
	Correction to test frequencies for LTE FDD band 28
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2051
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-162 LTE-A CA Testcase 8.2.2.3.2
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2052
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.2.1
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2053
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.2.2
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2054
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.2.3
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2055
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑9 EUTRA RRC Interband test case 8.1.3.12b
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2056
	-
	11.3.0
	Rel‑11
	Correction of GCF WI-151 EUTRA FDD-TDD Inter-mode test case 8.2.4.15a
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2057
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-082 EMM test case 9.3.1.18
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2058
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-177 EUTRA testcase 8.6.4.4
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2059
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-88 EUTRA<>C2K testcase 8.3.2.8
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2060
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-88 EUTRA<>C2K testcase 8.3.2.10
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2061
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-082 EMM Test Case 9.2.3.1.16
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2062
	-
	11.3.0
	Rel‑11
	LTE_TDD : Addition of GCF WI-087 EUTRAN RRC test case 8.4.3.3
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2063
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-150 Multi-layer Test Case 13.4.1.5
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2064
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-086 EUTRA EMM Test Case 9.2.3.3.5a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2065
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.4.4
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2066
	-
	11.3.0
	Rel‑11
	Correction to RACH TFS CCCH Configuration (LTE-TDSCDMA)
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2067
	-
	11.3.0
	Rel‑11
	Correction to implementation of 34.229-1 Annex C.31 procedure for SRVCC test case 13.4.3.6
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2068
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-167 EUTRA Rel9 SRVCC test Case 13.4.3.6
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2069
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-086 EUTRA EMM Test Case 9.2.1.2.1c and 9.2.1.2.1b
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2070
	-
	11.3.0
	Rel‑11
	Correction to add CA band combination CA_1A-26A
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2071
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.2.6
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2072
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.6.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2073
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.6.2
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2074
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.6.3
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2075
	-
	11.3.0
	Rel‑11
	Correction to EMM test case 9.2.1.2.14
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2076
	-
	11.3.0
	Rel‑11
	Correction to LTE-A Carrier Aggregation test case 8.2.4.20.x
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2077
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-086 Multi-Layer SRVCC test case 13.4.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2078
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-087 EMM test case 9.2.3.3.5
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2079
	-
	11.3.0
	Rel‑11
	Corrections for multilayer SRVCC test cases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2080
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-86 EUTRA RRC test case 8.3.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2081
	-
	11.3.0
	Rel‑11
	Correction of GCF WI-082 EUTRA EMM test case 9.1.5.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2082
	-
	11.3.0
	Rel‑11
	Correction to f_UTRAN_RB_SetUp_PS_RAB
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2083
	-
	11.3.0
	Rel‑11
	Correction to f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2084
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-165 LTE eMBMS Test case 17.3.2
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2085
	-
	11.3.0
	Rel‑11
	Correction to CSG related EMM test cases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2086
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-164 LTE eMBMS Test case 17.1.5
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2087
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-165 LTE eMBMS Test case 17.3.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2088
	-
	11.3.0
	Rel‑11
	Corrections for LTE<>GERAN test cases 6.2.3.1, 6.2.3.1a and 9.2.3.4.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2089
	-
	11.3.0
	Rel‑11
	Corrections for emergency call test cases 11.2.2 and 11.2.4
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2090
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑9 Home eNB test case 8.3.4.1
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2091
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of Rel‑9 Home eNB test case 8.3.4.2
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2092
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 EUTRA Home eNB test case 8.3.4.5
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2093
	-
	11.3.0
	Rel‑11
	Correction of GCF WI-87 Testcase 6.2.3.21 for Ipv6 Over GERAN
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2094
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-87 LTE GERAN Test case 6.2.3.28
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2095
	-
	11.3.0
	Rel‑11
	Addition of Rel‑10 EPS Enhancements EPS FDD <>UTRAN test Case 8.6.5.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2096
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-086 EUTRA RRC test cases 8.4.1.2 and 8.4.1.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2097
	-
	11.3.0
	Rel‑11
	LTE_TDD : Addition of GCF WI-164 LTE eMBMS test case 17.1.1
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2098
	-
	11.3.0
	Rel‑11
	LTE_TDD : Addition of GCF WI-164 LTE eMBMS test case 17.1.2
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2099
	-
	11.3.0
	Rel‑11
	LTE_TDD : Addition of GCF WI-164 LTE eMBMS test case 17.1.3
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2100
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-177 Rel‑10 LTE Enhancements test case 9.2.3.1.20a
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2101
	-
	11.3.0
	Rel‑11
	Correction for GCF WI-086 E-UTRA EMM testcase 9.2.3.2.14
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2102
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-159 Pre-registration at 1xRTT testcase 13.4.4.1
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2103
	-
	11.3.0
	Rel‑11
	Correction to function f_UTRAN_ConfigureIntegrityAfterHO()
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2104
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 EUTRA Home eNB test case 8.3.4.4
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2105
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-096 EUTRA TDD<>TDSDMA test case 8.1.3.7
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2106
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-087 EUTRA EMM testcase 9.2.3.3.5
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2107
	-
	11.3.0
	Rel‑11
	Correction of GCF WI-086 EUTRA RRC test case 8.3.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2108
	-
	11.3.0
	Rel‑11
	Correction to WI-103 IMS MTSI Testcase 9.2.1.1.28
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2109
	-
	11.3.0
	Rel‑11
	Corrections to GCF WI-150 rel-9 multilayer test case 13.4.1.5
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2110
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-87 E-UTRA RRC test case 8.4.3.3
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2111
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-WCDMA RRC Measurement test case 8.3.3.2
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2112
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE-HSPA RRC Handover test case 8.4.1.5
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2113
	-
	11.3.0
	Rel‑11
	Correction to LTE-A NIMTC test case 6.1.1.7
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2114
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-182 LTE-A Rel10 Enhancement EUTRA FDD<>GERAN test case 8.6.7.2
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2115
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-184 LTE-A Rel10 Enhancement EUTRA TDD<>GERAN test case 8.6.7.2
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2116
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-181 Rel‑10 EPS Enhancements EPS FDD <>UTRAN test Case 8.6.5.1
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2117
	-
	11.3.0
	Rel‑11
	Correction of 8.3.1.13a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2118
	-
	11.3.0
	Rel‑11
	Correction to test case 9.1.5.1, Table 9.1.5.1.3.3-1: EMM INFORMATION (step 1, Table 9.1.5.1.3.2-1)
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2119
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.9
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2120
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-086 EUTRA-UTRAN CSG test case 6.3.7
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2121
	-
	11.3.0
	Rel‑11
	Addition of EUTRA-UTRAN Rel‑9 Home eNB test case 6.4.3
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2122
	-
	11.3.0
	Rel‑11
	Corrections to function f_EUTRA_508RRC_AddModRel_Scell_Common
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2123
	-
	11.3.0
	Rel‑11
	Addition of WI-162 LTE-A Carrier Aggregation test case 8.2.2.3.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2124
	-
	11.3.0
	Rel‑11
	Addition of WI-162 LTE-A Carrier Aggregation test case 8.2.4.20.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2125
	-
	11.3.0
	Rel‑11
	Addition of WI-162 LTE-A Carrier Aggregation test case 8.3.1.17.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2126
	-
	11.3.0
	Rel‑11
	Addition of WI-162 LTE-A Carrier Aggregation test case 8.3.1.18.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2127
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.11
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2128
	-
	11.3.0
	Rel‑11
	LTE_TDD : Addition of WI-162 LTE-A Carrier Aggregation test case 8.4.2.7.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2129
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-081 EUTRA Idle mode test case 6.3.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2130
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-087 EMM test case 9.2.3.3.5
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2131
	-
	11.3.0
	Rel‑11
	Addition of LTE-A Inter-RAT MDT test case 8.6.3.1
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2132
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-156 EUTRA RRC test case 8.2.4.14
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2133
	-
	11.3.0
	Rel‑11
	Correction of EUTRA MDT test Cases 8.6.2.3, 8.6.2.6, 8.6.2.7 and 8.6.2.8.
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2134
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.10
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2135
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.7
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2136
	-
	11.3.0
	Rel‑11
	Correction to applicability condition C81 for Multi-layer test case 13.1.4 & 13.1.5
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2137
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-082 EMM Test Case 9.2.3.1.12
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-140824
	36.523-3
	2138
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.14
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2139
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-156 EUTRA RRC test case 8.2.4.15a
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2140
	-
	11.3.0
	Rel‑11
	Addition of Rel‑10 MDT test case 8.6.2.9
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2141
	-
	11.3.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.16
	approved
	B
	11.4.0
	TEI10_Test
	R5

	RP-140824
	36.523-3
	2142
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE eMBMS Testcase 17.1.4
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2143
	-
	11.3.0
	Rel‑11
	LTE_TDD: Addition of LTE eMBMS Testcase 17.2.1
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-140824
	36.523-3
	2144
	-
	11.3.0
	Rel‑11
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-140827
	36.903
	0123
	-
	12.1.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.1.8.1+9.1.9.1
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0124
	-
	12.1.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.1.8.2+9.1.9.2
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0125
	-
	12.1.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.2.7.1+9.2.8.1
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0126
	-
	12.1.0
	Rel‑12
	Add Test Tolerance analyses for TS 36.521-3 Test cases 8.1.7 and 8.2.5
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0127
	-
	12.1.0
	Rel‑12
	Add Test Tolerance analyses for TS 36.521-3 Test cases 7.3.11,7.3.12,7.3.15 and 7.3.16
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0128
	-
	12.1.0
	Rel‑12
	Test Tolerance analysis for eICIC RRM TC 9.1.10.1, 9.1.11.1
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0129
	-
	12.1.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.2.9.1+9.2.10.1
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0130
	-
	12.1.0
	Rel‑12
	Addition of test tolerance analysis for 36.521-3 test case 9.1.10.2, 9.1.11.2
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140827
	36.903
	0131
	-
	12.1.0
	Rel‑12
	Add Test Tolerance analyses for TS 36.521-3 Test cases 7.3.9,7.3.10,7.3.13 and 7.3.14
	approved
	F
	12.2.0
	eICIC_LTE-UEConTest
	R5

	RP-140913
	37.104
	0195
	1
	11.8.0
	Rel‑11
	Update of TS 37.104
	approved
	F
	11.9.0
	MB_MSR_RF-Core
	R4

	RP-140913
	37.104
	0196
	-
	12.3.0
	Rel‑12
	Update of TS 37.104
	approved
	A
	12.4.0
	MB_MSR_RF-Core
	R4

	RP-140914
	37.104
	0201
	-
	11.8.0
	Rel‑11
	Band 29 correction
	approved
	F
	11.9.0
	LTE_DL_FDD700-Core
	R4

	RP-140914
	37.104
	0202
	-
	12.3.0
	Rel‑12
	Band 29 correction
	approved
	A
	12.4.0
	LTE_DL_FDD700-Core
	R4

	RP-140913
	37.104
	0206
	1
	11.8.0
	Rel‑11
	Clarification on definitions and ACLR requirement in TS 37.104
	approved
	F
	11.9.0
	MB_MSR_RF-Core
	R4

	RP-140913
	37.104
	0207
	-
	12.3.0
	Rel‑12
	Clarification on definitions and ACLR requirement in TS 37.104
	approved
	A
	12.4.0
	MB_MSR_RF-Core
	R4

	RP-140926
	37.104
	0208
	1
	12.3.0
	Rel‑12
	Introduction of Band 32/XXXII
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140913
	37.104
	0211
	-
	12.3.0
	Rel‑12
	Correction of UEM for Medium Range and Local Area BS
	approved
	A
	12.4.0
	medBS_class_LTE_MSR-Core
	R4

	RP-140913
	37.104
	0212
	-
	11.8.0
	Rel‑11
	Correction of UEM for Medium Range and Local Area BS
	approved
	F
	11.9.0
	medBS_class_LTE_MSR-Core
	R4

	RP-140918
	37.104
	0218
	1
	11.8.0
	Rel‑11
	Clarification of Foffset-RAT in relation to radio bandwidth in TS 37.104 (Rel‑11)
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	37.104
	0219
	-
	12.3.0
	Rel‑12
	Clarification of Foffset-RAT in relation to radio bandwidth in TS 37.104 (Rel‑12)
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140926
	37.113
	0029
	-
	12.0.0
	Rel‑12
	Introduction of Band 32/XXXII in TS 37.113
	approved
	B
	12.1.0
	LTE_UTRA_SDL_BandL-Core
	R4

	RP-140914
	37.113
	0032
	-
	11.1.0
	Rel‑11
	Introduction of band 29 in TS 37.113
	approved
	B
	11.2.0
	LTE_DL_FDD700-Core
	R4

	RP-140914
	37.113
	0033
	-
	12.0.0
	Rel‑12
	Introduction of band 29 in TS 37.113
	approved
	A
	12.1.0
	LTE_DL_FDD700-Core
	R4

	RP-140913
	37.141
	0285
	1
	11.8.0
	Rel‑11
	Multi-band corrections in 37.141 chapter 6
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	37.141
	0286
	-
	12.3.0
	Rel‑12
	Multi-band corrections in 37.141 chapter 6
	approved
	A
	12.4.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	37.141
	0287
	2
	11.8.0
	Rel‑11
	Multi-band corrections in 37.141 chapter 7
	approved
	F
	11.9.0
	MB_MSR_RF-Perf
	R4

	RP-140913
	37.141
	0288
	1
	12.3.0
	Rel‑12
	Multi-band corrections in 37.141 chapter 7
	approved
	A
	12.4.0
	MB_MSR_RF-Perf
	R4

	RP-140910
	37.141
	0290
	1
	11.8.0
	Rel‑11
	Clarification of power allocation for RX test cases in TS 37.141 (Rel‑11)
	approved
	F
	11.9.0
	RInImp9-RFmulti
	R4

	RP-140910
	37.141
	0291
	-
	12.3.0
	Rel‑12
	Clarification of power allocation for RX test cases in TS 37.141 (Rel‑12)
	approved
	A
	12.4.0
	RInImp9-RFmulti
	R4

	RP-140914
	37.141
	0298
	-
	11.8.0
	Rel‑11
	Band 29 correction
	approved
	F
	11.9.0
	LTE_DL_FDD700-Perf
	R4

	RP-140914
	37.141
	0299
	-
	12.3.0
	Rel‑12
	Band 29 correction
	approved
	A
	12.4.0
	LTE_DL_FDD700-Perf
	R4

	RP-140913
	37.141
	0302
	1
	11.8.0
	Rel‑11
	Clarification on definitions and ACLR requirement in TS 37.141
	approved
	F
	11.9.0
	MB_MSR_RF-Core
	R4

	RP-140913
	37.141
	0303
	-
	12.3.0
	Rel‑12
	Clarification on definitions and ACLR requirement in TS 37.141
	approved
	A
	12.4.0
	MB_MSR_RF-Core
	R4

	RP-140926
	37.141
	0307
	1
	12.3.0
	Rel‑12
	Introduction of Band 32/XXXII
	approved
	B
	12.4.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-140918
	37.141
	0308
	1
	11.8.0
	Rel‑11
	BS output power definitions and testing
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	37.141
	0309
	-
	12.3.0
	Rel‑12
	BS output power definitions and testing
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140913
	37.141
	0312
	-
	12.3.0
	Rel‑12
	Correction of UEM for Medium Range and Local Area BS
	approved
	A
	12.4.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-140913
	37.141
	0315
	-
	11.8.0
	Rel‑11
	Correction of UEM for Medium Range and Local Area BS
	approved
	F
	11.9.0
	medBS_class_LTE_MSR-Perf
	R4

	RP-140918
	37.141
	0320
	1
	11.8.0
	Rel‑11
	Clarification of Foffset-RAT in relation to radio bandwidth in TS 37.141 (Rel‑11)
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140918
	37.141
	0321
	-
	12.3.0
	Rel‑12
	Clarification of Foffset-RAT in relation to radio bandwidth in TS 37.141 (Rel‑12)
	approved
	A
	12.4.0
	TEI11
	R4

	RP-140889
	37.320
	0062
	1
	12.0.0
	Rel‑12
	Introduction of MBMS operations Support for E-UTRA
	approved
	B
	12.1.0
	MBMS_LTE_OS-Core
	R2

	RP-140815
	37.571-1
	0060
	-
	11.0.0
	Rel‑11
	Corrections for OCNG patterns defined in RSTD Tables
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-140832
	37.571-1
	0061
	-
	11.0.0
	Rel‑11
	Additions to feICIC UE Rx-Tx test cases in Annex C
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140818
	37.571-1
	0062
	-
	11.0.0
	Rel‑11
	LBS RF: Aperiodic CQI configuration for 1.4 MHz bandwidth tests
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-140832
	37.571-1
	0063
	-
	11.0.0
	Rel‑11
	Additions to TC 8.1.6 E-UTRAN TDD UE Rx-Tx time difference (feICIC)
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140818
	37.571-1
	0064
	-
	11.0.0
	Rel‑11
	Additions to FDD interruption requirements for SCell
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-140832
	37.571-1
	0065
	-
	11.0.0
	Rel‑11
	Additions to TC 8.1.5 E-UTRAN FDD UE Rx-Tx time difference (feICIC)
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140815
	37.571-1
	0066
	-
	11.0.0
	Rel‑11
	LBS RF: Update of RSTD tests
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-140818
	37.571-1
	0067
	-
	11.0.0
	Rel‑11
	Additions to TDD interruption requirements for SCell
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-140818
	37.571-2
	0039
	-
	10.6.0
	Rel‑10
	Clarification of use of satellite simulator
	approved
	F
	10.7.0
	TEI10_Test
	R5

	RP-140815
	37.571-2
	0040
	-
	10.6.0
	Rel‑10
	Correction to EUTRA UE Positioning test cases 7.3.4.x
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140818
	37.571-3
	0018
	-
	10.6.0
	Rel‑10
	Correction to test case title in the Applicability Table 4-1 and Table 4-3
	approved
	F
	10.7.0
	TEI10_Test
	R5

	RP-140815
	37.571-3
	0019
	-
	10.6.0
	Rel‑10
	Correction of conditions of C26es and C27es.
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0029
	-
	10.5.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.2.1.1
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0030
	-
	10.5.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.2.1.2
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0031
	-
	10.5.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.2.1.3
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0032
	-
	10.5.0
	Rel‑10
	Correction to LTE UE Positioning test case 7.3.5.1
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0033
	-
	10.5.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.4.4.1s
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0034
	-
	10.5.0
	Rel‑10
	Addition of EUTRA UE Positioning test case 7.3.4.2.1s
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0035
	-
	10.5.0
	Rel‑10
	Correction to LTE UE Positioning test case 7.3.4.3.1s
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0036
	-
	10.5.0
	Rel‑10
	Addition of UTRAN UE Positioning test case 6.2.3.3
	approved
	B
	10.6.0
	TEI8_Test
	R5

	RP-140826
	37.571-4
	0037
	-
	10.5.0
	Rel‑10
	Addition of UTRAN UE Positioning test case 6.2.3.4
	approved
	B
	10.6.0
	TEI8_Test
	R5

	RP-140826
	37.571-4
	0038
	-
	10.5.0
	Rel‑10
	Addition of UTRAN UE Positioning test case 6.2.3.5
	approved
	B
	10.6.0
	TEI8_Test
	R5

	RP-140826
	37.571-4
	0039
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-166 EUTRA UE Positioning test case 7.3.4.3.4s
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-140826
	37.571-4
	0040
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-166 EUTRA UE Positioning test case 7.3.4.4.4s
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-140825
	37.571-4
	0041
	-
	10.5.0
	Rel‑10
	CR to 37.571-4: Add new verified and e-mail agreed TTCN test cases in the TC lists in 37.571-4 (prose), Annex A
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-140815
	37.571-5
	0078
	-
	10.7.0
	Rel‑10
	Corrections to prs-MutingInfo
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-140818
	37.571-5
	0079
	-
	10.7.0
	Rel‑10
	Correction to T_lamda_n_A values for scenario #1
	approved
	F
	10.8.0
	TEI10_Test
	R5

	RP-140818
	37.571-5
	0080
	-
	10.7.0
	Rel‑10
	Correction to T_lamda_n_A values
	approved
	F
	10.8.0
	TEI10_Test
	R5

	RP-140818
	37.571-5
	0081
	-
	10.7.0
	Rel‑10
	Clarification of use of satellite simulator
	approved
	F
	10.8.0
	TEI10_Test
	R5

	RP-140815
	37.571-5
	0082
	-
	10.7.0
	Rel‑10
	LBS Sig: Correction of FT values in GLONASS scenarios and RINEX file update
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-140815
	37.571-5
	0083
	-
	10.7.0
	Rel‑10
	LBS Sig: Moving some .rnx files to the right .zip file
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-140815
	37.571-5
	0084
	-
	10.7.0
	Rel‑10
	LBS Perf: Moving some .rnx files to the right .zip file
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-140815
	37.571-5
	0085
	-
	10.7.0
	Rel‑10
	LBS Perf: Correction of FT values in GLONASS scenarios and RINEX file update
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-140837
	37.901
	0035
	-
	11.10.0
	Rel‑11
	Correction to Tables A.3.2.7.3-1 and A.3.3.7.3-1
	approved
	F
	11.11.0
	TEI11_Test
	R5

	RP-140837
	37.901
	0036
	-
	11.10.0
	Rel‑11
	Correction to A.3.4.1 and A.3.5.1
	approved
	F
	11.11.0
	TEI11_Test
	R5

	RP-140837
	37.901
	0037
	-
	11.10.0
	Rel‑11
	Corrections to Symbol and Abbreviation references
	approved
	F
	11.11.0
	TEI11_Test
	R5

	RP-140814
	37.901
	0038
	-
	11.10.0
	Rel‑11
	Correction to Tables A.3.8.3.3-1 and A.3.8.4.3-1
	approved
	F
	11.11.0
	TEI8_Test
	R5

	RP-140814
	37.901
	0039
	-
	11.10.0
	Rel‑11
	Clarification on scheduling of user data in special subframe for TDD LTE Downlink Performance test cases
	approved
	F
	11.11.0
	TEI8_Test
	R5

	RP-140814
	37.901
	0040
	-
	11.10.0
	Rel‑11
	Clarification on system simulator usage of UE reported CQI and RI in LTE Downlink Performance test cases
	approved
	F
	11.11.0
	TEI8_Test
	R5

	RP-140925
	37.902
	0004
	-
	11.1.0
	Rel‑12
	CR to TR37.902 on improving tablets definition
	approved
	F
	12.0.0
	LTE_UTRA_TRP_TRS-Core
	R4

	SP-140200
	41.101
	0054
	-
	10.3.0
	Rel‑10
	Update to list of specs
	approved
	F
	10.4.0
	TEI10
	SP

	SP-140200
	41.101
	0055
	-
	11.0.0
	Rel‑11
	Update to list of specs
	approved
	F
	11.1.0
	TEI11
	SP

	SP-140311
	43.020
	0031
	2
	12.0.0
	Rel‑12
	Kc128 derivation at intra GERAN mobility
	approved
	A
	12.1.0
	A5/4-GEA4
	S3

	SP-140311
	43.020
	0032
	2
	11.1.0
	Rel‑11
	Kc128 derivation at intra GERAN mobility
	approved
	A
	11.2.0
	A5/4-GEA4
	S3

	SP-140311
	43.020
	0033
	3
	10.1.0
	Rel‑10
	Kc128 derivation at intra GERAN mobility
	approved
	F
	10.2.0
	A5/4-GEA4
	S3

	SP-140311
	43.020
	0034
	2
	9.1.0
	Rel‑9
	Kc128 derivation at intra GERAN mobility
	approved
	F
	9.2.0
	A5/4-GEA4
	S3

	GP-140387
	43.064
	0087
	3
	12.1.0
	Rel‑12
	DLMC - Introduction of CS-3 for PDAN
	approved
	C
	12.2.0
	DMCG
	G1

	GP-140381
	44.004
	0018
	2
	11.0.0
	Rel‑12
	Introduction of Downlink Multi Carrier
	Approved
	B
	12.0.0
	DMCG
	G2

	GP-140380
	44.060
	1586
	10
	12.0.0
	Rel‑12
	Introduction of Downlink Multi Carrier
	Approved
	B
	12.1.0
	DMCG
	G2

	GP-140347
	45.003
	0133
	2
	12.0.0
	Rel‑12
	DLMC - Introduction of CS-3 for PDAN
	approved
	C
	12.1.0
	DMCG
	G1

	GP-140388
	45.003
	0134
	1
	12.0.0
	Rel‑12
	DLMC - Correction of eTFI usage in PACCH
	approved
	F
	12.1.0
	DMCG
	G1

	GP-140348
	45.005
	0568
	2
	12.1.0
	Rel‑12
	DLMC - Introduction of CS-3 for PDAN
	approved
	C
	12.2.0
	DMCG
	G1

	GP-140400
	45.005
	0569
	2
	12.1.0
	Rel‑12
	VAMOS III Performance Requirements
	approved
	B
	12.2.0
	MSRD_VAMOS
	G1

	GP-140389
	45.005
	0570
	1
	12.1.0
	Rel‑12
	DLMC - Corrections
	approved
	F
	12.2.0
	DMCG
	G1

	GP-140289
	48.008
	0396
	-
	11.7.0
	Rel‑12
	Use of the same GID for VGCS and VBS in the same Group Call Area
	Postponed
	F
	
	TEI12
	G2

	GP-140253
	51.010-1
	4939
	-
	11.4.0
	Rel‑11
	CR 51.010-1-4939 Removal of technical content in 51.010-1 v11.4.0 and substitution with pointer to the next Release
	approved
	B
	11.5.0
	TEI11_Test
	G3new

	GP-140261
	51.010-1
	4940
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4940 TC 44.2.3.1.4 Step 28A-2 conditional
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140262
	51.010-1
	4941
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4941 26.6.1.7 Move of NIMTC test case to more appropriate clause 44 and adjust title
	approved
	F
	12.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-140263
	51.010-1
	4942
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4942 44.2.1.1.11 NIMTC test case 26.6.1.7 moved to clause 44
	approved
	F
	12.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-140265
	51.010-1
	4943
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4943 TC 26.6.2.6 Corrections of test procedure in NIMTC test case
	approved
	F
	12.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-140268
	51.010-1
	4944
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4944 44.2.5.2.4 - Step correction, incorrect step 2, 16 and 19.
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140269
	51.010-1
	4945
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4945 TC 60.x correction to Inter-system hard handover test cases
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140270
	51.010-1
	4946
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4946 TC 20.26 correction to Decoding of BCCH including information for UTRAN TDD cells
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140272
	51.010-1
	4947
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4947 Update of SS test case 31.4.2.1.2.3
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140273
	51.010-1
	4948
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4948 Update of SS test case 31.4.4.2
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140274
	51.010-1
	4949
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4949 Update of SS test case 31.4.4.4
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140275
	51.010-1
	4950
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4950 Update of SS test case 31.3.2.2
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140276
	51.010-1
	4951
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4951 Update of SS test case 31.4.4.1.1.1
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140277
	51.010-1
	4952
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4952 Update of SS test case 31.4.4.1.2.3
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140278
	51.010-1
	4953
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4953 Update of SS test case 31.13.1.5
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140279
	51.010-1
	4954
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4954 Update of test case 26.2.2
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140280
	51.010-1
	4955
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4955 Update of test case 26.8.1.2.4.3, 26.8.1.2.4.4 and 26.8.1.2.4.5
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140281
	51.010-1
	4956
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4956 Update of test case 26.8.1.2.5.5
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140283
	51.010-1
	4957
	-
	12.0.0
	Rel‑12
	CR 51.010-1-4957 New test case 58b.1.1a Single Carrier Uplink TBF with no Downlink TBF/ DLMC TBF established / No change in Uplink TBF
	approved
	F
	12.1.0
	DMCG-MStest
	G3new

	GP-140254
	51.010-2
	0839
	-
	11.4.0
	Rel‑11
	CR 51.010-2-0839 Removal of technical content in 51.010-2 v11.4.0 and substitution with pointer to the next Release
	approved
	B
	11.5.0
	TEI11_Test
	G3new

	GP-140271
	51.010-2
	0840
	1
	12.0.0
	Rel‑12
	CR 51.010-2-0840 Clarification to support status of A5/4 PICS
	approved
	F
	12.1.0
	TEI11_Test
	G3new

	GP-140260
	51.010-2
	0841
	-
	12.0.0
	Rel‑12
	CR 51.010-2-0841 PICS proforma tables and applicability conditions corrections
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140264
	51.010-2
	0842
	-
	12.0.0
	Rel‑12
	CR 51.010-2-0842 NIMTC test case 26.6.1.7 moved to 44.2.1.1.11
	approved
	F
	12.1.0
	NIMTC_GERAN-MSTest
	G3new

	GP-140282
	51.010-2
	0843
	-
	12.0.0
	Rel‑12
	CR 51.010-2-0843 Update of condition definition C286, C287, C226 and C236
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140284
	51.010-2
	0844
	-
	12.0.0
	Rel‑12
	CR 51.010-2-0844 New test case 58b.1.1a added Part2 and also DLMC introduced
	approved
	F
	12.1.0
	DMCG-MStest
	G3new

	CP-140421
	51.010-4
	0098
	1
	4.27.0
	Rel‑12
	Essential correction of mismatch between proactive command coding and expected text to be displayed
	approved
	F
	12.0.0
	TEI12
	C6

	CP-140419
	51.010-4
	0099
	1
	4.27.0
	Rel‑5
	Creation of Rel‑5
	approved
	F
	5.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0100
	1
	4.27.0
	Rel‑6
	Creation of Rel‑6
	approved
	F
	6.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0101
	1
	4.27.0
	Rel‑7
	Creation of Rel‑7
	approved
	F
	7.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0102
	1
	4.27.0
	Rel‑8
	Creation of Rel‑8
	approved
	F
	8.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0103
	1
	4.27.0
	Rel‑9
	Creation of Rel‑9
	approved
	F
	9.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0104
	1
	4.27.0
	Rel‑10
	Creation of Rel‑10
	approved
	F
	10.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0105
	1
	4.27.0
	Rel‑11
	Creation of Rel‑11
	approved
	F
	11.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0106
	1
	4.27.0
	Rel‑12
	Creation of Rel‑12
	approved
	F
	12.0.0
	TEI4
	C6

	CP-140419
	51.010-4
	0107
	1
	4.27.0
	Rel‑4
	Deletion of Rel‑4 content of TS 51.010-4 and pointer to the next release
	approved
	F
	4.28.0
	TEI4
	C6

	GP-140257
	51.010-5
	0133
	-
	10.8.0
	Rel‑10
	CR 51.010-5-0133 Update for the latest version of TTCN
	approved
	F
	10.9.0
	TEI_Test
	G3new

	GP-140258
	51.010-5
	0134
	-
	10.8.0
	Rel‑10
	CR 51.010-5-0134 Correcting the PICS implementation in TTCN as per specification 51.010-1(GP-140098) and 51.010-2.
	approved
	F
	10.9.0
	TEI_Test
	G3new

	GP-140259
	51.010-5
	0135
	-
	10.8.0
	Rel‑10
	CR 51.010-5-0135 Correction to IR_G Test Suite in
	approved
	F
	10.9.0
	TEI_Test
	G3new

	GP-140255
	51.010-7
	0021
	-
	11.0.0
	Rel‑11
	CR 51.010-7-0021 Removal of technical content in 51.010-7 v11.0.0 and substitution with pointer to the next Release
	approved
	B
	11.1.0
	TEI11_Test
	G3new

	GP-140266
	51.010-7
	0022
	-
	12.0.0
	Rel‑12
	CR 51.010-7-0022 Clarification of Assistance Data usage with sub-tests
	approved
	F
	12.1.0
	TEI_Test
	G3new

	GP-140267
	51.010-7
	0023
	-
	12.0.0
	Rel‑12
	CR 51.010-7-0023 Correction to T_lamda_n_A values for scenario #1 and signalling tests
	approved
	F
	12.1.0
	TEI_Test
	G3new

	CP-140420
	51.013
	0025
	-
	5.7.0
	Rel‑6
	Creation of Rel‑6
	approved
	F
	6.0.0
	TEI5
	C6

	CP-140420
	51.013
	0026
	-
	5.7.0
	Rel‑7
	Creation of Rel‑7
	approved
	F
	7.0.0
	TEI5
	C6

	CP-140420
	51.013
	0027
	-
	5.7.0
	Rel‑8
	Creation of Rel‑8
	approved
	F
	8.0.0
	TEI5
	C6

	CP-140420
	51.013
	0028
	-
	5.7.0
	Rel‑9
	Creation of Rel‑9
	approved
	F
	9.0.0
	TEI5
	C6

	CP-140420
	51.013
	0029
	-
	5.7.0
	Rel‑10
	Creation of Rel‑10
	approved
	F
	10.0.0
	TEI5
	C6

	CP-140420
	51.013
	0030
	-
	5.7.0
	Rel‑11
	Creation of Rel‑11
	approved
	F
	11.0.0
	TEI5
	C6

	CP-140420
	51.013
	0031
	-
	5.7.0
	Rel‑12
	Creation of Rel‑12
	approved
	F
	12.0.0
	TEI5
	C6

	GP-140340
	51.021
	0272
	-
	12.0.0
	Rel‑12
	Miscellaneous Corrections related to ER-GSM 900
	approved
	F
	12.1.0
	RT_ERGSM
	G1


2644 CRs (2562 approved)
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