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15.2
Provision of Content of Communications 

As the interception of CC needs to be done at a network node that has access to the voice media, and that interception of CC is required for all targeted calls, including forwarded calls and transferred calls, the CSP needs to support the capability to dynamically trigger CC interception for a call at a network node that has access to the voice media. Depending on the CSP’s network configuration and the call scenario, different network elements will intercept the CC.

The interception and delivery of CC for VoIP may be done at the following functional element: 

1)
PDN-GW/GGSN;

2)
IMS-AGW;

3)
TrGW;

4)
IM-MGW;

5)
MRF. 

Note 2:  Other functional elements may also be applicable in specific deployment scenarios. 

Note 3:  The redirection of target communications to a specific network element purely for LI purposes is undesirable.

The functional elements that provide the signalling to generate the trigger for the CC interception may be any of the following functional elements:  

-
P-CSCF, for PDN-GW/GGSN and IMS-AGW;

-
IBCF for TrGW;

-
MGCF for IM-MGW

-
S-CSCF or AS for MRF. 

At any given time, for a specific target and for any given call, only one functional element is required to provide the CC interception. The functional element that provides the CC interception may vary, primarily, based on the call scenario. 

Annex E shows scenarios where the use of the above functional elements are applicable.














































































