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Annex F:
Status of all 3GPP CRs after TSG SA #65 Meeting (including GERAN #63)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-140447
	21.801
	0039
	-
	12.1.0
	Rel‑12
	UML tool
	approved
	F
	12.2.0
	TEI12
	SP

	SP-140446
	21.900
	0043
	2
	11.0.1
	Rel‑11
	Encourage allocation of CR number at first sight
	approved
	F
	11.1.0
	TEI11
	SP

	SP-140445
	21.900
	0047
	-
	11.0.1
	Rel‑11
	Correction to implementation of CR 0045
	approved
	F
	11.1.0
	TEI11
	SP

	SP-140523
	22.011
	0204
	1
	12.1.0
	Rel‑12
	I-WLAN clean up
	approved
	C
	12.2.0
	TEI12
	S1

	SP-140523
	22.011
	0205
	1
	13.0.0
	Rel‑13
	I-WLAN clean up
	approved
	A
	13.1.0
	TEI12
	S1

	SP-140507
	22.011
	0206
	2
	13.0.0
	Rel‑13
	Number and usage of ACDC categories
	approved
	C
	13.1.0
	ACDC
	S1

	SP-140501
	22.101
	0473
	5
	13.2.0
	Rel‑13
	Exposure of network service and capabilities to 3rd party
	approved
	B
	13.3.0
	SEES
	S1

	SP-140494
	22.101
	0475
	-
	12.4.0
	Rel‑12
	Deletion of UPCON Requirements for Release 12
	approved
	B
	12.5.0
	TEI12
	S1

	SP-140508
	22.101
	0476
	4
	13.2.0
	Rel‑13
	Co-ordinated SIPTO Change of P-GW
	approved
	B
	13.3.0
	CSIPTO
	S1

	SP-140510
	22.101
	0478
	3
	13.2.0
	Rel‑13
	Requirements for Flexible Mobile Steering Service
	approved
	B
	13.3.0
	FMSS
	S1

	SP-140510
	22.101
	0479
	1
	13.2.0
	Rel‑13
	Definition of (S)Gi-LAN
	approved
	C
	13.3.0
	FMSS
	S1

	SP-140501
	22.115
	0073
	5
	13.0.0
	Rel‑13
	Exposure of charging to 3rd party
	approved
	B
	13.1.0
	SEES
	S1

	SP-140497
	22.173
	0099
	1
	12.6.0
	Rel‑12
	ME-generated supervisory tones for voice over IMS
	approved
	F
	12.7.0
	TEI12
	S1

	SP-140512
	22.182
	0023
	3
	11.0.0
	Rel‑13
	Enhanced call information presentation to the calling party
	approved
	C
	13.0.0
	ECIP
	S1

	SP-140512
	22.183
	0002
	3
	11.0.0
	Rel‑13
	Enhanced call information presentation to the called party
	approved
	C
	13.0.0
	ECIP
	S1

	SP-140499
	22.228
	0204
	1
	12.7.0
	Rel‑12
	Completing the transfer of business trunking support to 3GPP
	approved
	C
	12.8.0
	IMS_Corp2
	S1

	SP-140499
	22.228
	0205
	1
	13.0.0
	Rel‑13
	Completing the transfer of business trunking support to 3GPP
	approved
	A
	13.1.0
	IMS_Corp2
	S1

	SP-140504
	22.228
	0206
	1
	13.0.0
	Rel‑13
	NAT Traversal in WebRTC
	approved
	B
	13.1.0
	eWebRTCi
	S1

	SP-140523
	22.234
	0032
	2
	11.0.0
	Rel‑12
	Ending maintenance of I-WLAN
	approved
	C
	12.0.0
	TEI12
	S1

	SP-140523
	22.278
	0209
	1
	12.4.0
	Rel‑12
	I-WLAN clean up
	approved
	C
	12.5.0
	TEI12
	S1

	SP-140523
	22.278
	0210
	1
	13.0.0
	Rel‑13
	I-WLAN clean up
	approved
	A
	13.1.0
	TEI12
	S1

	SP-140498
	22.278
	0212
	5
	12.4.0
	Rel‑12
	ProSe Operation in Limited Service state
	approved
	F
	12.5.0
	ProSe
	S1

	SP-140495
	22.278
	0213
	2
	12.4.0
	Rel‑12
	ProSe stage-1 alignment with stage 2&3
	approved
	F
	12.5.0
	ProSe
	S1

	SP-140496
	22.468
	0005
	1
	12.0.0
	Rel‑12
	Removal of open interface requirement
	approved
	F
	12.1.0
	GCSE_LTE
	S1

	SP-140496
	22.468
	0006
	1
	12.0.0
	Rel‑12
	Removal of the communication requirement for non 3GPP connected group members
	approved
	F
	12.1.0
	GCSE_LTE
	S1

	SP-140496
	22.468
	0010
	-
	12.0.0
	Rel‑12
	Remove relay requirements from Rel‑12
	approved
	F
	12.1.0
	GCSE_LTE
	S1

	SP-140496
	22.468
	0011
	2
	12.0.0
	Rel‑12
	Removal of application requirements from GCSE_LTE
	approved
	F
	12.1.0
	GCSE_LTE
	S1

	SP-140496
	22.468
	0012
	0
	12.0.0
	Rel‑12
	Removal of floor control requirements from GCSE_LTE
	approved
	C
	12.1.0
	GCSE_LTE
	S1

	SP-140516
	22.806
	0001
	2
	13.0.0
	Rel‑13
	Number and usage of ACDC categories
	approved
	C
	13.1.0
	FS_ACDC
	S1

	SP-140516
	22.806
	0002
	-
	13.0.0
	Rel‑13
	Editorial cleanup on ACDC consideration on the connected mode
	approved
	D
	13.1.0
	FS_ACDC
	S1

	SP-140521
	22.852
	0013
	1
	13.0.0
	Rel‑13
	Add new Clause 4.17 (Scenario and use case 15, Interworking between shared RATs)
	approved
	D
	13.1.0
	FS_GUSH
	S1

	SP-140521
	22.852
	0014
	1
	13.0.0
	Rel‑13
	Update Clause 4.16 (Scenario and use case 14, Common network shared by multiple operators)
	approved
	D
	13.1.0
	FS_GUSH
	S1

	SP-140521
	22.852
	0015
	1
	13.0.0
	Rel‑13
	Update Clause 6 (Potential requirements)
	approved
	B
	13.1.0
	FS_GUSH
	S1

	SP-140428
	23.002
	0277
	2
	12.5.0
	Rel‑13
	Introduction of RCAF and its interfaces into Network Architecture
	approved
	B
	13.0.0
	UPCON
	S2

	CP-140499
	23.003
	0387
	-
	8.20.0
	Rel‑8
	Updating IMEI URN draft reference to RFC 7254
	approved
	F
	8.21.0
	TEI8
	C4

	CP-140499
	23.003
	0388
	-
	9.14.0
	Rel‑9
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	9.15.0
	TEI8
	C4

	CP-140499
	23.003
	0389
	-
	10.9.0
	Rel‑10
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	10.10.0
	TEI8
	C4

	CP-140499
	23.003
	0390
	-
	11.8.0
	Rel‑11
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	11.9.0
	TEI8
	C4

	CP-140499
	23.003
	0391
	-
	12.3.0
	Rel‑12
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	12.4.0
	TEI8
	C4

	CP-140513
	23.003
	0392
	2
	12.3.0
	Rel‑12
	Identification of the HSS
	approved
	F
	12.4.0
	SMSMI-CT
	C4

	CP-140523
	23.003
	0393
	2
	12.3.0
	Rel‑12
	Update of ProSe Application Code format
	approved
	B
	12.4.0
	ProSe-CT
	C4

	CP-140511
	23.003
	0394
	-
	12.3.1
	Rel‑12
	IMSI based Decorated NAI
	approved
	F
	12.4.0
	WLAN_NS-CT
	C4

	CP-140516
	23.003
	0395
	1
	12.3.1
	Rel‑12
	Leading Digit of User-Name AVP
	postponed
	F
	
	TEI12
	C4

	CP-140512
	23.007
	0300
	2
	12.5.0
	Rel‑12
	Correct procedure name for PDN connection deactivation
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140521
	23.007
	0301
	3
	12.5.0
	Rel‑12
	Handling of GTP Error Indication for Dual connectivity
	approved
	B
	12.6.0
	LTE_SC_enh_dualC-CT
	C4

	CP-140523
	23.007
	0302
	2
	12.5.0
	Rel‑12
	Restoration for HSS Reset
	approved
	B
	12.6.0
	ProSe-CT
	C4

	CP-140518
	23.007
	0304
	1
	12.5.0
	Rel‑12
	Remove Editor's note for S5 path failure
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140507
	23.008
	0420
	1
	12.3.0
	Rel‑12
	RAN assistant information storage in MME
	approved
	B
	12.4.0
	MTC-SDDTE-CT
	C4

	CP-140514
	23.008
	0421
	2
	12.3.0
	Rel‑12
	WLAN offloadability
	approved
	B
	12.4.0
	UTRA_LTE_WLAN_interw-CT
	C4

	CP-140517
	23.008
	0422
	1
	12.3.0
	Rel‑12
	Adding data related to the MB2 Interface for GCSE
	approved
	B
	12.4.0
	GCSE_LTE-CT
	C4

	CP-140505
	23.008
	0423
	-
	12.3.0
	Rel‑12
	Storage of Load/Overload Control information at MME/SGSN/PGW
	approved
	B
	12.4.0
	GOCMe
	C4

	SP-140421
	23.060
	1878
	2
	12.5.0
	Rel‑12
	Clarifications for PRA reporting
	revised
	F
	
	CNO_ULI
	S2

	SP-140490
	23.060
	1878
	3
	12.5.0
	Rel‑12
	Clarifications for PRA reporting
	approved
	F
	12.6.0
	CNO_ULI
	S2

	SP-140428
	23.060
	1879
	3
	12.5.0
	Rel‑13
	Introducing RAN Congestion Awareness Function
	approved
	B
	13.0.0
	UPCON
	S2

	SP-140424
	23.060
	1880
	-
	12.5.0
	Rel‑12
	Providing WLAN offloading indication in UTRAN
	approved
	F
	12.6.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140428
	23.060
	1882
	-
	12.5.0
	Rel‑13
	Introduction of User plane congestion management function
	approved
	B
	13.0.0
	UPCON
	S2

	SP-140424
	23.060
	1883
	2
	12.5.0
	Rel‑12
	Limiting update of 'WLAN offloadability' to session management procedures
	approved
	F
	12.6.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140417
	23.060
	1884
	1
	10.13.0
	Rel‑10
	Removal of extended wait timers in RR signalling to align with GERAN specifications
	approved
	F
	10.14.0
	NIMTC
	S2

	SP-140417
	23.060
	1885
	1
	11.10.0
	Rel‑11
	Removal of extended wait timers in RR signalling to align with GERAN specifications
	approved
	A
	11.11.0
	NIMTC
	S2

	SP-140417
	23.060
	1886
	1
	12.5.0
	Rel‑12
	Removal of extended wait timers in RR signalling to align with GERAN specifications
	approved
	A
	12.6.0
	NIMTC
	S2

	SP-140425
	23.139
	0045
	1
	12.0.0
	Rel‑12
	Correction of figure of DSCP marking
	approved
	F
	12.1.0
	TEI12, BBAI
	S2

	SP-140428
	23.203
	0896
	2
	13.0.1
	Rel‑13
	Addition of RAN user plane congestion handling feature into the specification
	approved
	B
	13.1.0
	UPCON
	S2

	SP-140428
	23.203
	0897
	2
	13.0.1
	Rel‑13
	Np reporting restrictions
	approved
	B
	13.1.0
	UPCON
	S2

	SP-140428
	23.203
	0899
	2
	13.0.1
	Rel‑13
	Aggregation of Np messages
	approved
	B
	13.1.0
	UPCON
	S2

	SP-140420
	23.203
	0901
	4
	12.5.0
	Rel‑12
	QCI values for Public Safety Services
	approved
	F
	12.6.0
	GCSE_LTE
	S2

	SP-140421
	23.203
	0906
	2
	12.5.0
	Rel‑12
	Clarifications for PRA reporting
	approved
	F
	12.6.0
	CNO_ULI
	S2

	SP-140421
	23.203
	0907
	2
	13.0.1
	Rel‑13
	Clarifications for PRA reporting
	approved
	A
	13.1.0
	CNO_ULI
	S2

	SP-140431
	23.203
	0908
	2
	13.0.1
	Rel‑13
	Clarification of resource sharing for different Rx sessions
	approved
	F
	13.1.0
	DRuMS
	S2

	SP-140441
	23.203
	0914
	-
	13.0.1
	Rel‑13
	QCI values for Public Safety Services
	approved
	A
	13.1.0
	GCSE_LTE
	S2

	SP-140430
	23.228
	1073
	3
	12.5.0
	Rel‑13
	Paging Policy Differentiation over LTE for IMS Voice
	approved
	B
	13.0.0
	voE_UTRAN_PPD
	S2

	SP-140418
	23.228
	1083
	2
	12.5.0
	Rel‑12
	Support for flexible MSRP
	approved
	F
	12.6.0
	IMS_WebRTC
	S2

	SP-140431
	23.228
	1084
	2
	12.5.0
	Rel‑13
	Sharing Resources For Sessions on Hold
	approved
	B
	13.0.0
	DRuMS
	S2

	SP-140418
	23.228
	1086
	1
	12.5.0
	Rel‑12
	Editorial corrections for WebRTC in TS 23.228
	approved
	F
	12.6.0
	IMS_WebRTC
	S2

	SP-140418
	23.228
	1087
	2
	12.5.0
	Rel‑12
	WAF function
	approved
	F
	12.6.0
	IMS_WebRTC
	S2

	SP-140418
	23.228
	1088
	2
	12.5.0
	Rel‑12
	General corrections after the split of WAF from WWSF
	approved
	F
	12.6.0
	IMS_WebRTC
	S2

	SP-140418
	23.228
	1090
	-
	12.5.0
	Rel‑12
	Clarification on RTP multiplexing
	approved
	F
	12.6.0
	IMS_WebRTC
	S2

	SP-140418
	23.228
	1091
	1
	12.5.0
	Rel‑12
	ICE TCP for Voice and Video media transport
	approved
	B
	12.6.0
	IMS_WebRTC
	S2

	SP-140426
	23.234
	0172
	2
	11.0.0
	Rel‑12
	I-WLAN maintenance
	approved
	C
	12.0.0
	TEI12
	S2

	SP-140425
	23.246
	0384
	1
	12.2.0
	Rel‑12
	Clarify the MBMS session update procedure
	approved
	F
	12.3.0
	TEI12, MBMS_EPS
	S2

	SP-140425
	23.272
	0938
	-
	12.3.0
	Rel‑12
	Corrections to message names
	approved
	F
	12.4.0
	TEI12, SAES-CSFB
	S2

	SP-140419
	23.303
	0067
	1
	12.1.0
	Rel‑12
	ProSe Subscription Data Stored in HSS
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0071
	2
	12.1.0
	Rel‑12
	Update the Match Report Procedure
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0079
	3
	12.1.0
	Rel‑12
	Clarification on ProSe UE functionality
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0095
	1
	12.1.0
	Rel‑12
	Source Layer-2 ID assignment
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0099
	1
	12.1.0
	Rel‑12
	ProSe UE context handling clarification
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0100
	2
	12.1.0
	Rel‑12
	PLMN addition into PLMN list when subscription of UE updates
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0101
	-
	12.1.0
	Rel‑12
	PC6 and PC7 usage in match reports
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0102
	4
	12.1.0
	Rel‑12
	Precedence of ProSe configuration information
	revised
	F
	
	ProSe
	S2

	SP-140442
	23.303
	0102
	5
	12.1.0
	Rel‑12
	Precedence of ProSe configuration information
	revised
	F
	
	ProSe
	S2

	SP-140598
	23.303
	0102
	6
	12.1.0
	Rel‑12
	Precedence of ProSe configuration information
	approved
	F
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0103
	3
	12.1.0
	Rel‑12
	ProSe Authorization
	approved
	C
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0104
	2
	12.1.0
	Rel‑12
	ProSe Proxy
	approved
	C
	12.2.0
	ProSe
	S2

	SP-140419
	23.303
	0108
	1
	12.1.0
	Rel‑12
	Clarification of usage of Application ID in ProSe direct Discovery
	approved
	F
	12.2.0
	ProSe
	S2

	CP-140504
	23.333
	0070
	2
	12.2.0
	Rel‑12
	Mp requirements for e2e media security
	approved
	B
	12.3.0
	eMEDIASEC-CT
	C4

	CP-140504
	23.334
	0058
	1
	12.4.0
	Rel‑12
	Procedures for TCP bearer connection control
	approved
	B
	12.5.0
	eMEDIASEC-CT
	C4

	CP-140504
	23.334
	0060
	1
	12.3.0
	Rel‑12
	Bandwidth adjustment due to e2ae media security
	approved
	F
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140504
	23.334
	0061
	-
	12.3.0
	Rel‑12
	MSRP Handling
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140515
	23.380
	0053
	1
	11.3.0
	Rel‑12
	T-GRUU restoration
	approved
	F
	12.0.0
	TEI12
	C4

	CP-140506
	23.380
	0054
	3
	11.3.0
	Rel‑12
	HSS-based P-CSCF Restoration
	approved
	B
	12.0.0
	PCSCF_RES
	C4

	CP-140506
	23.380
	0055
	2
	11.3.0
	Rel‑12
	P-CSCF restoration in roaming scenarios
	approved
	B
	12.0.0
	DOCME
	C4

	CP-140506
	23.380
	0056
	5
	11.3.0
	Rel‑12
	PCRF based P-CSCF restoration
	approved
	B
	12.0.0
	PCSCF_RES
	C4

	CP-140506
	23.380
	0057
	3
	11.3.0
	Rel‑12
	P-CSCF restoration in roaming scenarios for PCRF based solution
	approved
	B
	12.0.0
	PCSCF_RES
	C4

	SP-140427
	23.401
	2722
	1
	12.5.0
	Rel‑12
	Changes and corrections related to GTP-C Load/Overload Control feature
	approved
	B
	12.6.0
	GOCMe
	S2

	SP-140429
	23.401
	2723
	1
	12.5.0
	Rel‑13
	Clarification on roaming subscription corresponding to specific RAT for 23.401
	approved
	F
	13.0.0
	TEI13
	S2

	SP-140421
	23.401
	2727
	2
	12.5.0
	Rel‑12
	Clarifications for PRA reporting
	revised
	F
	
	CNO_ULI
	S2

	SP-140490
	23.401
	2727
	3
	12.5.0
	Rel‑12
	Clarifications for PRA reporting
	approved
	F
	12.6.0
	CNO_ULI
	S2

	SP-140428
	23.401
	2728
	2
	12.5.0
	Rel‑13
	Introducing RAN Congestion Awareness Function
	approved
	B
	13.0.0
	UPCON
	S2

	SP-140428
	23.401
	2733
	2
	12.5.0
	Rel‑13
	Introduction of User plane congestion management function
	approved
	B
	13.0.0
	UPCON
	S2

	SP-140424
	23.401
	2735
	3
	12.5.0
	Rel‑12
	Update of 'WLAN offloadability' indication via NAS
	approved
	F
	12.6.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140422
	23.402
	1296
	1
	12.5.0
	Rel‑12
	Correction of figures in clause 16.10.1
	approved
	F
	12.6.0
	eSaMOG
	S2

	SP-140427
	23.402
	1299
	1
	12.5.0
	Rel‑12
	Changes and corrections related to GTP-C Load/Overload Control feature
	approved
	B
	12.6.0
	GOCMe
	S2

	SP-140426
	23.402
	1300
	1
	12.5.0
	Rel‑12
	eHPRD to LTE Optimised Handover not implemented
	approved
	F
	12.6.0
	TEI12
	S2

	SP-140424
	23.402
	1302
	2
	12.5.0
	Rel‑12
	Coexistence of RAN and ANDSF rules for single-radio UEs
	approved
	F
	12.6.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140424
	23.402
	1303
	1
	12.5.0
	Rel‑12
	Clarification on co-existence with RAN Rules
	approved
	D
	12.6.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140424
	23.402
	1305
	3
	12.5.0
	Rel‑12
	Description of RAN-based solution without ANDSF
	approved
	F
	12.6.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140423
	23.402
	1306
	1
	12.5.0
	Rel‑12
	Clarification on the precedence of user preferences in WLAN selection
	approved
	F
	12.6.0
	UTRA_LTE_WLAN_interw-Core
	S2

	SP-140424
	23.402
	1308
	3
	12.5.0
	Rel‑12
	WLAN thresholds in the ANDSF traffic steering rules
	approved
	F
	12.6.0
	UTRA_LTE_WLAN_interw-SA2
	S2

	SP-140420
	23.468
	0022
	2
	12.1.0
	Rel‑12
	Clarifications to roaming models and MBMS Delivery media flow in the figures
	approved
	F
	12.2.0
	GCSE_LTE
	S2

	SP-140420
	23.468
	0044
	1
	12.1.0
	Rel‑12
	Requirements for MB2 and GC1
	approved
	F
	12.2.0
	GCSE_LTE
	S2

	CP-140664
	24.008
	2583
	4
	12.6.0
	Rel‑12
	Stopping T3412 for RAU ACCEPT (ISR not activated)
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140640
	24.008
	2593
	3
	10.14.0
	Rel‑10
	Correction on handling of cause #27 (missing or unknown APN)
	approved
	F
	10.15.0
	TEI10
	C1

	CP-140640
	24.008
	2594
	4
	11.11.0
	Rel‑11
	Correction on handling of cause #27 (missing or unknown APN)
	revised
	A
	
	TEI10
	C1

	CP-140737
	24.008
	2594
	5
	11.11.0
	Rel‑11
	Correction on handling of cause #27 (missing or unknown APN)
	approved
	A
	11.12.0
	TEI10
	C1

	CP-140640
	24.008
	2595
	4
	12.6.0
	Rel‑12
	Correction on handling of cause #27 (missing or unknown APN)
	approved
	A
	12.7.0
	TEI10
	C1

	CP-140664
	24.008
	2612
	1
	12.6.0
	Rel‑12
	Setting TIN to P-TMSI if RAU is done to update DRX parameters
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140660
	24.008
	2613
	3
	12.6.0
	Rel‑12
	PCO parameters for P-CSCF restoration support
	approved
	B
	12.7.0
	PCSCF_RES
	C1

	CP-140664
	24.008
	2615
	-
	12.6.0
	Rel‑12
	Clarification of actions for MS in LIMITED SERVICE state
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140664
	24.008
	2616
	1
	12.6.0
	Rel‑12
	Avoiding failure of LCS/RRLP Procedure due to CM SERVICE ABORT procedure.
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140664
	24.008
	2617
	2
	12.6.0
	Rel‑12
	PS signalling connection release in order to perform PLMN search.
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140663
	24.008
	2618
	1
	12.6.0
	Rel‑12
	Service request counter for AC 11-15 UEs
	revised
	F
	
	SINE
	C1

	CP-140572
	24.008
	2618
	2
	12.6.0
	Rel‑12
	Service request counter for AC 11-15 UEs
	approved
	F
	12.7.0
	SINE
	C1

	CP-140664
	24.008
	2619
	1
	12.6.0
	Rel‑12
	TMSI handling in the combined attach procedure
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140664
	24.008
	2624
	1
	12.6.0
	Rel‑12
	Editorial corrections
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140657
	24.008
	2625
	3
	12.6.0
	Rel‑12
	Optimization for PSM
	approved
	F
	12.7.0
	MTCe-UEPCOP-CT
	C1

	CP-140664
	24.008
	2628
	-
	12.6.0
	Rel‑12
	Stop NAS retry timer upon receipt of EWT from AS
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140664
	24.008
	2629
	-
	12.6.0
	Rel‑12
	Correction for location update attempt counter
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140647
	24.008
	2630
	1
	12.6.0
	Rel‑12
	Introduction of Downlink Multi-Carrier
	approved
	B
	12.7.0
	DMCG
	C1

	CP-140657
	24.008
	2631
	-
	12.6.0
	Rel‑12
	Correction on the implicit detach timer set
	approved
	F
	12.7.0
	MTCe-UEPCOP-CT
	C1

	CP-140657
	24.008
	2632
	-
	12.6.0
	Rel‑12
	Correction on the Periodic RA update timer IE
	approved
	F
	12.7.0
	MTCe-UEPCOP-CT
	C1

	CP-140657
	24.008
	2634
	1
	12.6.0
	Rel‑12
	MS network feature support usage with PSM
	approved
	F
	12.7.0
	MTCe-UEPCOP-CT
	C1

	CP-140664
	24.008
	2635
	-
	12.6.0
	Rel‑12
	Correction to P-TMSI reallocation - abnormal cases
	revised
	F
	
	TEI12
	C1

	CP-140724
	24.008
	2635
	1
	12.6.0
	Rel‑12
	Correction to P-TMSI reallocation - abnormal cases
	approved
	F
	12.7.0
	TEI12
	C1

	CP-140643
	24.008
	2636
	1
	11.11.0
	Rel‑11
	Correction to EAB override
	approved
	F
	11.12.0
	SIMTC-Reach
	C1

	CP-140643
	24.008
	2637
	1
	12.6.0
	Rel‑12
	Correction to EAB override
	approved
	A
	12.7.0
	SIMTC-Reach
	C1

	CP-140644
	24.008
	2638
	-
	11.11.0
	Rel‑11
	Disabling the request for E-UTRAN inter RAT handover information
	approved
	F
	11.12.0
	TEI11
	C1

	CP-140644
	24.008
	2639
	-
	12.6.0
	Rel‑12
	Disabling the request for E-UTRAN inter RAT handover information
	approved
	A
	12.7.0
	TEI11
	C1

	CP-140664
	24.008
	2640
	1
	12.6.0
	Rel‑12
	Editorial on secondary PDP context activation procedure
	approved
	D
	12.7.0
	TEI12
	C1

	CP-140661
	24.008
	2641
	2
	12.6.0
	Rel‑12
	Local IP address and mask
	approved
	F
	12.7.0
	SAES3
	C1

	CP-140670
	24.008
	2643
	2
	12.6.0
	Rel‑12
	Adding an indication of WLAN offloading permission to the MS per activated context
	approved
	B
	12.7.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-140635
	24.147
	0112
	1
	9.3.0
	Rel‑9
	Confrencing - references correction
	approved
	A
	9.4.0
	TEI7
	C1

	CP-140635
	24.147
	0113
	1
	10.3.0
	Rel‑10
	Confrencing - references correction
	approved
	A
	10.4.0
	TEI7
	C1

	CP-140635
	24.147
	0114
	1
	11.2.0
	Rel‑11
	Confrencing - references correction
	approved
	A
	11.3.0
	TEI7
	C1

	CP-140635
	24.147
	0115
	1
	12.2.0
	Rel‑12
	Confrencing - references correction
	approved
	A
	12.3.0
	TEI7
	C1

	CP-140635
	24.147
	0117
	-
	7.10.0
	Rel‑7
	Confrencing - references correction
	approved
	F
	7.11.0
	TEI7
	C1

	CP-140635
	24.147
	0118
	-
	8.4.0
	Rel‑8
	Confrencing - references correction
	approved
	A
	8.5.0
	TEI7
	C1

	CP-140662
	24.173
	0104
	3
	12.1.0
	Rel‑12
	MMTEL voice/video call indications for SCM
	approved
	B
	12.2.0
	SCM_LTE-CT
	C1

	CP-140649
	24.229
	4844
	2
	12.5.0
	Rel‑12
	SDP renegotiation not impacting TLS for BFCP
	approved
	C
	12.6.0
	eMEDIASEC-CT
	C1

	CP-140656
	24.229
	4895
	6
	12.5.0
	Rel‑12
	Capability indication by P-CSCF
	approved
	B
	12.6.0
	IMSProtoc6
	C1

	CP-140681
	24.229
	4932
	7
	12.5.0
	Rel‑12
	AS determination of used registration
	approved
	B
	12.6.0
	IMSProtoc6
	C1

	CP-140634
	24.229
	4945
	3
	8.28.0
	Rel‑8
	Resolving interoperability problems caused by insufficiently documented UE precondition handling - alternative A
	approved
	A
	8.29.0
	IMS2
	C1

	CP-140634
	24.229
	4946
	3
	9.20.0
	Rel‑9
	Resolving interoperability problems caused by insufficiently documented UE precondition handling - alternative A
	approved
	A
	9.21.0
	IMS2
	C1

	CP-140634
	24.229
	4947
	3
	10.16.0
	Rel‑10
	Resolving interoperability problems caused by insufficiently documented UE precondition handling - alternative A
	approved
	A
	10.17.0
	IMS2
	C1

	CP-140634
	24.229
	4948
	3
	11.12.0
	Rel‑11
	Resolving interoperability problems caused by insufficiently documented UE precondition handling - alternative A
	approved
	A
	11.13.0
	IMS2
	C1

	CP-140634
	24.229
	4949
	3
	12.5.0
	Rel‑12
	Resolving interoperability problems caused by insufficiently documented UE precondition handling - alternative A
	approved
	A
	12.6.0
	IMS2
	C1

	CP-140656
	24.229
	4956
	3
	12.5.0
	Rel‑12
	Annex F : selection of the transport protocol by the S-CSCF
	approved
	F
	12.6.0
	IMSProtoc6
	C1

	CP-140633
	24.229
	5008
	1
	8.28.0
	Rel‑8
	Updating IMEI URN draft reference to RFC 7254
	approved
	F
	8.29.0
	ICSRA
	C1

	CP-140633
	24.229
	5009
	1
	9.20.0
	Rel‑9
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	9.21.0
	ICSRA
	C1

	CP-140633
	24.229
	5010
	1
	10.16.0
	Rel‑10
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	10.17.0
	ICSRA
	C1

	CP-140633
	24.229
	5011
	1
	11.12.0
	Rel‑11
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	11.13.0
	ICSRA
	C1

	CP-140633
	24.229
	5012
	1
	12.5.0
	Rel‑12
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	12.6.0
	ICSRA
	C1

	CP-140649
	24.229
	5013
	-
	12.5.0
	Rel‑12
	Reference update: draft-ietf-mmusic-udptl-dtls
	approved
	F
	12.6.0
	eMEDIASEC-CT
	C1

	CP-140644
	24.229
	5014
	-
	11.12.0
	Rel‑11
	EN removal: g.3gpp.icsi-ref feature-capability indicator IANA registration status
	approved
	F
	11.13.0
	TEI11
	C1

	CP-140644
	24.229
	5015
	-
	12.5.0
	Rel‑12
	EN removal: g.3gpp.icsi-ref feature-capability indicator IANA registration status
	approved
	A
	12.6.0
	TEI11
	C1

	CP-140652
	24.229
	5016
	2
	12.5.0
	Rel‑12
	History-Info anonymized in case of privacy
	approved
	C
	12.6.0
	HISTORY_CT
	C1

	CP-140652
	24.229
	5017
	1
	12.5.0
	Rel‑12
	History-Info optional header field parameters
	approved
	C
	12.6.0
	HISTORY_CT
	C1

	CP-140652
	24.229
	5018
	1
	12.5.0
	Rel‑12
	Updating references from RFC 4244 to RFC 7044
	approved
	C
	12.6.0
	HISTORY_CT
	C1

	CP-140655
	24.229
	5019
	-
	12.5.0
	Rel‑12
	WebRTC support of SCTP over DTLS
	approved
	B
	12.6.0
	IMS_WebRTC
	C1

	CP-140665
	24.229
	5020
	3
	12.5.0
	Rel‑12
	Correction of P-CSCF 380 response message to triggering CS emergency calls
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140656
	24.229
	5021
	1
	12.5.0
	Rel‑12
	Sync Failure during initial IMS registration
	approved
	F
	12.6.0
	IMSProtoc6
	C1

	CP-140656
	24.229
	5022
	1
	12.5.0
	Rel‑12
	Blocked Subscriber in S-CSCF
	approved
	F
	12.6.0
	IMSProtoc6
	C1

	CP-140641
	24.229
	5023
	1
	10.16.0
	Rel‑10
	ICE in IBCF
	approved
	F
	10.17.0
	IMSProtoc4
	C1

	CP-140641
	24.229
	5024
	1
	11.12.0
	Rel‑11
	ICE in IBCF
	approved
	A
	11.13.0
	IMSProtoc4
	C1

	CP-140641
	24.229
	5025
	1
	12.5.0
	Rel‑12
	ICE in IBCF
	approved
	A
	12.6.0
	IMSProtoc4
	C1

	CP-140648
	24.229
	5026
	1
	12.5.0
	Rel‑12
	IANA registration for permium rate tel URI parameter
	approved
	F
	12.6.0
	eIODB
	C1

	CP-140658
	24.229
	5027
	-
	12.5.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.6.0
	NNI_RS
	C1

	CP-140660
	24.229
	5028
	4
	12.5.0
	Rel‑12
	Including IMSI in terminating INVITE for P-CSCF restoration
	approved
	B
	12.6.0
	PCSCF_RES
	C1

	CP-140656
	24.229
	5029
	2
	12.5.0
	Rel‑12
	Replacing tel URI after ENUM lookup clarification
	approved
	F
	12.6.0
	IMSprotoc6
	C1

	CP-140658
	24.229
	5030
	2
	12.5.0
	Rel‑12
	Identifying roaming architecture for voice over IMS with local breakout
	approved
	B
	12.6.0
	NNI_RS
	C1

	CP-140658
	24.229
	5031
	2
	12.5.0
	Rel‑12
	II-NNI traversal scenario - General
	approved
	B
	12.6.0
	NNI_RS
	C1

	CP-140658
	24.229
	5032
	1
	12.5.0
	Rel‑12
	Adding II-NNI traversal scenario by BGCF
	approved
	B
	12.6.0
	NNI_RS
	C1

	CP-140658
	24.229
	5033
	1
	12.5.0
	Rel‑12
	Indicatiing II-NNI traversal scenario in transit cases
	approved
	B
	12.6.0
	NNI_RS
	C1

	CP-140658
	24.229
	5034
	1
	12.5.0
	Rel‑12
	"Using the ""iotl"" parameter in IBCF"
	approved
	B
	12.6.0
	NNI_RS
	C1

	CP-140655
	24.229
	5036
	1
	12.5.0
	Rel‑12
	Reference update: draft-ietf-mmusic-sctp-sdp
	approved
	F
	12.6.0
	IMS_WebRTC
	C1

	CP-140646
	24.229
	5037
	-
	12.5.0
	Rel‑12
	P-Preferred Identity reference correction
	approved
	F
	12.6.0
	BusTI-CT
	C1

	CP-140648
	24.229
	5038
	2
	12.5.0
	Rel‑12
	Identifying when to translate a premium number in IBCF
	approved
	B
	12.6.0
	eIODB, NNI_RS
	C1

	CP-140660
	24.229
	5039
	3
	12.5.0
	Rel‑12
	HSS based P-CSCF restoration procedures
	approved
	B
	12.6.0
	PCSCF_RES
	C1

	CP-140660
	24.229
	5040
	2
	12.5.0
	Rel‑12
	IBCF detecting a non-working P-CSCF for HSS based solution
	approved
	B
	12.6.0
	PCSCF_RES
	C1

	CP-140656
	24.229
	5041
	1
	12.5.0
	Rel‑12
	Correction of C1-142367, SUBSCRIBE race case
	approved
	F
	12.6.0
	IMSProtoc6
	C1

	CP-140656
	24.229
	5042
	4
	12.5.0
	Rel‑12
	Transit IOI handling towards an AS
	approved
	C
	12.6.0
	IMSProtoc6
	C1

	CP-140658
	24.229
	5043
	-
	12.5.0
	Rel‑12
	Trust domain for iotl parameter
	approved
	F
	12.6.0
	NNI_RS
	C1

	CP-140665
	24.229
	5044
	2
	12.5.0
	Rel‑12
	Support of additional Reason header field containing information about bearer loss
	approved
	B
	12.6.0
	TEI12
	C1

	CP-140665
	24.229
	5045
	1
	12.5.0
	Rel‑12
	Creation of new protocol values within the Reason header field
	approved
	B
	12.6.0
	TEI12
	C1

	CP-140665
	24.229
	5046
	2
	12.5.0
	Rel‑12
	Adjustment of I-WLAN support from release 12
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140656
	24.229
	5047
	-
	12.5.0
	Rel‑12
	Correction of transit-ioi handling at S-CSCF
	approved
	F
	12.6.0
	IMSProtoc6
	C1

	CP-140654
	24.229
	5050
	-
	12.5.0
	Rel‑12
	Telepresence Annex A corrections
	approved
	F
	12.6.0
	IMS_TELEP
	C1

	CP-140656
	24.229
	5052
	1
	12.5.0
	Rel‑12
	Annex A - Correction of 380 response major capability
	approved
	F
	12.6.0
	IMSProtoc6
	C1

	CP-140634
	24.229
	5053
	-
	6.29.0
	Rel‑6
	Resolving interoperability problems caused by insufficiently documented UE precondition handling - alternative A
	approved
	F
	6.30.0
	IMS2
	C1

	CP-140634
	24.229
	5054
	-
	7.33.0
	Rel‑7
	Resolving interoperability problems caused by insufficiently documented UE precondition handling - alternative A
	approved
	A
	7.34.0
	IMS2
	C1

	CP-140665
	24.234
	0114
	-
	11.4.0
	Rel‑12
	Unhang paragraphs
	postponed
	D
	
	TEI12
	C1

	CP-140672
	24.234
	0115
	4
	11.4.0
	Rel‑12
	Reference to generic container in 24.302
	approved
	F
	12.0.0
	WLAN_NS-CT, TEI12
	C1

	CP-140639
	24.237
	1040
	2
	10.15.0
	Rel‑10
	Removing references in ATCF to TS 24.229 clause 5.7.5.1
	approved
	F
	10.16.0
	eSRVCC
	C1

	CP-140639
	24.237
	1041
	2
	11.11.0
	Rel‑11
	Removing references in ATCF to TS 24.229 clause 5.7.5.1
	approved
	A
	11.12.0
	eSRVCC
	C1

	CP-140639
	24.237
	1042
	2
	12.5.0
	Rel‑12
	Removing references in ATCF to TS 24.229 clause 5.7.5.1
	approved
	A
	12.6.0
	eSRVCC
	C1

	CP-140638
	24.237
	1048
	2
	10.15.0
	Rel‑10
	HO cancel for calls in alerting phase
	revised
	F
	
	aSRVCC
	C1

	CP-140575
	24.237
	1048
	3
	10.15.0
	Rel‑10
	HO cancel for calls in allerting phase
	revised
	F
	
	aSRVCC
	C1

	CP-140683
	24.237
	1048
	4
	10.15.0
	Rel‑10
	HO cancel for calls in allerting phase
	approved
	F
	10.16.0
	aSRVCC
	C1

	CP-140638
	24.237
	1049
	2
	11.11.0
	Rel‑11
	HO cancel for calls in alerting phase
	revised
	A
	
	aSRVCC
	C1

	CP-140576
	24.237
	1049
	3
	11.11.0
	Rel‑11
	HO cancel for calls in allerting phase
	revised
	A
	
	aSRVCC
	C1

	CP-140684
	24.237
	1049
	4
	11.11.0
	Rel‑11
	HO cancel for calls in allerting phase
	approved
	A
	11.12.0
	aSRVCC
	C1

	CP-140638
	24.237
	1050
	2
	12.5.0
	Rel‑12
	HO cancel for calls in alerting phase
	revised
	A
	
	aSRVCC
	C1

	CP-140577
	24.237
	1050
	3
	12.5.0
	Rel‑12
	HO cancel for calls in allerting phase
	revised
	A
	
	aSRVCC
	C1

	CP-140685
	24.237
	1050
	4
	12.5.0
	Rel‑12
	HO cancel for calls in allerting phase
	approved
	A
	12.6.0
	aSRVCC
	C1

	CP-140658
	24.237
	1051
	-
	12.5.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.6.0
	NNI_RS
	C1

	CP-140637
	24.237
	1052
	1
	10.15.0
	Rel‑10
	Alerting and forking
	approved
	F
	10.16.0
	aSRVCC
	C1

	CP-140637
	24.237
	1053
	1
	11.11.0
	Rel‑11
	Alerting and forking
	approved
	A
	11.12.0
	aSRVCC
	C1

	CP-140637
	24.237
	1054
	1
	12.5.0
	Rel‑12
	Alerting and forking
	approved
	A
	12.6.0
	aSRVCC
	C1

	CP-140665
	24.237
	1055
	3
	12.5.0
	Rel‑12
	SRVCC & WiFi HO race condition
	approved
	B
	12.6.0
	TEI12
	C1

	CP-140665
	24.237
	1056
	1
	12.5.0
	Rel‑12
	Editorial improvements
	approved
	D
	12.6.0
	TEI12
	C1

	CP-140665
	24.237
	1057
	-
	12.5.0
	Rel‑12
	SCC AS providing MSC server with dialog identifier of remote leg
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140645
	24.237
	1058
	1
	12.5.0
	Rel‑12
	Missing references to clause 6A.4.3A
	approved
	F
	12.6.0
	bSRVCC
	C1

	CP-140665
	24.237
	1060
	1
	12.5.0
	Rel‑12
	Updating IMEI URN draft reference to RFC 7254
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140636
	24.259
	0051
	1
	9.10.0
	Rel‑9
	Updating IMEI URN draft reference to RFC 7254
	approved
	F
	9.11.0
	PAN_EPNM
	C1

	CP-140636
	24.259
	0052
	1
	10.7.0
	Rel‑10
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	10.8.0
	PAN_EPNM
	C1

	CP-140636
	24.259
	0053
	1
	11.4.0
	Rel‑11
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	11.5.0
	PAN_EPNM
	C1

	CP-140658
	24.292
	0313
	-
	12.4.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.5.0
	NNI_RS
	C1

	CP-140661
	24.301
	1923
	5
	12.5.0
	Rel‑12
	Clarifications on the selection of another RAT when disabling E-UTRA.
	approved
	F
	12.6.0
	SAES3-CSFB
	C1

	CP-140662
	24.301
	1962
	3
	12.5.0
	Rel‑12
	Handling of SCM at NAS layer
	approved
	B
	12.6.0
	SCM_LTE-CT
	C1

	CP-140640
	24.301
	1967
	3
	10.14.0
	Rel‑10
	Correction on handling of cause #27 (missing or unknown APN)
	approved
	F
	10.15.0
	TEI10
	C1

	CP-140640
	24.301
	1968
	4
	11.11.0
	Rel‑11
	Correction on handling of cause #27 (missing or unknown APN)
	approved
	A
	11.12.0
	TEI10
	C1

	CP-140640
	24.301
	1969
	4
	12.5.0
	Rel‑12
	Correction on handling of cause #27 (missing or unknown APN)
	approved
	A
	12.6.0
	TEI10
	C1

	CP-140664
	24.301
	1984
	3
	12.5.0
	Rel‑12
	Stopping T3312 for TAU ACCEPT (ISR not activated)
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140664
	24.301
	1989
	-
	12.5.0
	Rel‑12
	Immediate restart of attach procedure for transmission failures
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140670
	24.301
	1992
	2
	12.5.0
	Rel‑12
	Add the WLAN offloadability to the NAS message
	approved
	B
	12.6.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-140663
	24.301
	1995
	1
	12.5.0
	Rel‑12
	Service request counter for AC 11-15 UEs
	revised
	F
	
	SINE
	C1

	CP-140573
	24.301
	1995
	2
	12.5.0
	Rel‑12
	Service request counter for AC 11-15 UEs
	approved
	F
	12.6.0
	SINE
	C1

	CP-140664
	24.301
	1996
	-
	12.5.0
	Rel‑12
	TMSI handling in the combined attach procedure
	approved
	F
	12.6.0
	TEI12, SAES3-CSFB
	C1

	CP-140661
	24.301
	1997
	1
	12.5.0
	Rel‑12
	Access barring for terminating calls
	approved
	F
	12.6.0
	SAES3
	C1

	CP-140643
	24.301
	2003
	1
	11.11.0
	Rel‑11
	Exception for dual priority UE(s)
	approved
	F
	11.12.0
	SIMTC
	C1

	CP-140643
	24.301
	2004
	1
	12.5.0
	Rel‑12
	Exception for dual priority UE(s)
	approved
	A
	12.6.0
	SIMTC
	C1

	CP-140664
	24.301
	2005
	1
	12.5.0
	Rel‑12
	Editorial corrections
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140657
	24.301
	2006
	3
	12.5.0
	Rel‑12
	Optimization for PSM
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140642
	24.301
	2009
	1
	11.11.0
	Rel‑11
	MS network capability setting after disabling LTE capability
	approved
	F
	11.12.0
	SAES2
	C1

	CP-140642
	24.301
	2010
	1
	12.5.0
	Rel‑12
	MS network capability setting after disabling LTE capability
	approved
	A
	12.6.0
	SAES2
	C1

	CP-140664
	24.301
	2011
	-
	12.5.0
	Rel‑12
	Abnormal case handling for SMC
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140664
	24.301
	2013
	-
	12.5.0
	Rel‑12
	Stop NAS retry timer upon receipt of EWT from AS
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140661
	24.301
	2014
	1
	12.5.0
	Rel‑12
	Expiry of T3440
	approved
	F
	12.6.0
	SAES3
	C1

	CP-140657
	24.301
	2018
	1
	12.5.0
	Rel‑12
	MS network feature support usage with PSM
	approved
	F
	12.6.0
	MTCe-UEPCOP-CT
	C1

	CP-140643
	24.301
	2019
	1
	11.11.0
	Rel‑11
	Correction to EAB override
	approved
	F
	11.12.0
	SIMTC-Reach
	C1

	CP-140643
	24.301
	2020
	1
	12.5.0
	Rel‑12
	Correction to EAB override
	approved
	A
	12.6.0
	SIMTC-Reach
	C1

	CP-140651
	24.301
	2024
	3
	12.5.0
	Rel‑12
	Introducing new QCIs for MCPTT signaling
	approved
	B
	12.6.0
	GCSE_LTE-CT
	C1

	CP-140650
	24.302
	0292
	4
	12.5.0
	Rel‑12
	Congestion control in SCM
	approved
	B
	12.6.0
	eSaMOG-St3
	C1

	CP-140672
	24.302
	0299
	4
	12.5.0
	Rel‑12
	Preferred Service Provider List
	approved
	B
	12.6.0
	WLAN_NS-CT
	C1

	CP-140661
	24.302
	0300
	5
	12.5.0
	Rel‑12
	Removal of I-WLAN references from ePDG selection procedure
	approved
	F
	12.6.0
	SAES3-non3GPP
	C1

	CP-140672
	24.302
	0306
	3
	12.5.0
	Rel‑12
	HomeNetwork indicator in WLAN selection
	approved
	B
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0308
	3
	12.5.0
	Rel‑12
	Reuse 3GPP defined EAP-AKA procedures
	approved
	B
	12.6.0
	WLAN_NS-CT
	C1

	CP-140673
	24.302
	0309
	3
	12.5.0
	Rel‑12
	Clarifying WLAN selection procedures in case of multiple candidate WLANs
	revised
	F
	
	WLAN_NS-CT
	C1

	CP-140574
	24.302
	0309
	4
	12.5.0
	Rel‑12
	Clarifying WLAN selection procedures in case of multiple candidate WLANs
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0310
	3
	12.5.0
	Rel‑12
	Completing service provider discovery procedures based on EAP
	approved
	B
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0311
	2
	12.5.0
	Rel‑12
	Adding support for HPLMN identified with a non-PLMN realm
	approved
	B
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0313
	-
	12.5.0
	Rel‑12
	Repeated rule selection information
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0314
	2
	12.5.0
	Rel‑12
	Selection of WLANSP during power-up
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0315
	1
	12.5.0
	Rel‑12
	Selection of the active ISMP and ISRP
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0316
	2
	12.5.0
	Rel‑12
	Usage of ISMP/ISRP
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140659
	24.302
	0320
	1
	12.5.0
	Rel‑12
	User preference handling for data traffic routing
	approved
	B
	12.6.0
	OPIIS-CT
	C1

	CP-140672
	24.302
	0323
	3
	12.5.0
	Rel‑12
	Clarifications to WLAN selection procedures
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.302
	0324
	-
	12.5.0
	Rel‑12
	Removal of editor's note on active WLANSP rule
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140674
	24.302
	0325
	4
	12.5.0
	Rel‑12
	IEEE 802.11u generic container for ANQP payload
	revised
	B
	
	WLAN_NS-CT
	C1

	CP-140678
	24.302
	0325
	5
	12.5.0
	Rel‑12
	IEEE 802.11u generic container for ANQP payload
	approved
	B
	12.6.0
	WLAN_NS-CT
	C1

	CP-140671
	24.302
	0326
	3
	12.5.0
	Rel‑12
	3GPP access stratum layer controlling UE usage of WLAN
	revised
	B
	
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-140571
	24.302
	0326
	4
	12.5.0
	Rel‑12
	3GPP access stratum layer controlling UE usage of WLAN
	approved
	B
	12.6.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-140650
	24.302
	0330
	-
	12.5.0
	Rel‑12
	Initiating IANA registration for AT_TWAN_CONN_MODE EAP-AKA attribute
	approved
	F
	12.6.0
	eSaMOG-St3
	C1

	CP-140672
	24.312
	0183
	6
	12.5.0
	Rel‑12
	Corrections related to WLANSP
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.312
	0201
	2
	12.5.0
	Rel‑12
	Adding support for HPLMN identified with a non-PLMN realm
	approved
	B
	12.6.0
	WLAN_NS-CT
	C1

	CP-140672
	24.312
	0202
	2
	12.5.0
	Rel‑12
	Clarification on PSPL Roaming list
	approved
	F
	12.6.0
	WLAN_NS-CT
	C1

	CP-140670
	24.312
	0203
	3
	12.5.0
	Rel‑12
	ANDSF MO for RAN assistance information
	revised
	B
	
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-140677
	24.312
	0203
	4
	12.5.0
	Rel‑12
	ANDSF MO for RAN assistance information
	approved
	B
	12.6.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-140670
	24.312
	0204
	1
	12.5.0
	Rel‑12
	DDF in support of ANDSF MO for RAN assistance information
	approved
	B
	12.6.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-140664
	24.312
	0205
	1
	12.5.0
	Rel‑12
	Introduce clauses to reduce size of CRs against clause 4.2, figures
	approved
	D
	12.6.0
	TEI12
	C1

	CP-140661
	24.312
	0207
	-
	12.5.0
	Rel‑12
	Clarification on the PLMN leaf in ISRP rule
	approved
	F
	12.6.0
	SAES3-non3GPP
	C1

	CP-140661
	24.312
	0208
	1
	12.5.0
	Rel‑12
	Correction to reference for FQDN
	approved
	F
	12.6.0
	SAES3-non3GPP
	C1

	CP-140662
	24.341
	0073
	2
	12.4.0
	Rel‑12
	SMSoIP indications for SCM
	approved
	B
	12.5.0
	SCM_LTE-CT
	C1

	CP-140643
	24.368
	0011
	1
	11.2.0
	Rel‑11
	"""Override_NAS_SignallingLowPriority"" and ""Override_ExtendedAccessBarring"" linkage"
	approved
	F
	11.3.0
	SIMTC-Reach
	C1

	CP-140643
	24.368
	0012
	1
	12.1.0
	Rel‑12
	"""Override_NAS_SignallingLowPriority"" and ""Override_ExtendedAccessBarring"" linkage"
	approved
	A
	12.2.0
	SIMTC-Reach
	C1

	CP-140669
	24.390
	0022
	1
	12.0.0
	Rel‑12
	Introduction of network-initiated USSI, revised scope and introduction
	approved
	B
	12.1.0
	USSI-NET
	C1

	CP-140669
	24.390
	0023
	2
	12.0.0
	Rel‑12
	Introduction of network-initiated USSI, procedures
	approved
	B
	12.1.0
	USSI-NET
	C1

	CP-140669
	24.390
	0024
	1
	12.0.0
	Rel‑12
	Introduction of network-initiated USSI, example flows
	approved
	B
	12.1.0
	USSI-NET
	C1

	CP-140665
	24.390
	0025
	-
	12.0.0
	Rel‑12
	Editorial amendments
	approved
	D
	12.1.0
	TEI12
	C1

	CP-140668
	24.391
	0001
	-
	12.0.0
	Rel‑12
	Fixing access types not aligned in clause 5 and annex A
	approved
	F
	12.1.0
	USSD_MS
	C1

	CP-140653
	24.523
	0001
	-
	12.0.0
	Rel‑12
	Recognition of VINE functional in business trunking scenarios
	approved
	C
	12.1.0
	IMS_Corp2
	C1

	CP-140653
	24.523
	0002
	-
	12.0.0
	Rel‑12
	Fixing non-specific versions of references
	approved
	F
	12.1.0
	IMS_Corp2
	C1

	CP-140653
	24.524
	0001
	-
	12.0.0
	Rel‑12
	Recognition of VINE functional in business trunking scenarios
	approved
	C
	12.1.0
	IMS_Corp2
	C1

	CP-140653
	24.524
	0002
	-
	12.0.0
	Rel‑12
	Fixing non-specific versions of references
	approved
	F
	12.1.0
	IMS_Corp2
	C1

	CP-140652
	24.604
	0137
	-
	12.3.0
	Rel‑12
	Updating references from RFC 4244 to RFC 7044 in TS 24.604
	approved
	C
	12.4.0
	HISTORY_CT
	C1

	CP-140652
	24.604
	0140
	3
	12.3.0
	Rel‑12
	RFC7044 in TS 24.604
	approved
	B
	12.4.0
	HISTORY_CT
	C1

	CP-140665
	24.604
	0141
	3
	12.3.0
	Rel‑12
	CFNR Call Flow correction
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140665
	24.604
	0142
	1
	12.3.0
	Rel‑12
	Clarifications on the usage of the History-Info header field
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140665
	24.605
	0020
	1
	12.2.0
	Rel‑12
	Release of held sessions after conference establishment using URI list
	approved
	F
	12.3.0
	TEI12
	C1

	CP-140665
	24.605
	0021
	1
	12.2.0
	Rel‑12
	"Include ""isfocus"" for 3pcc conf setup"
	approved
	C
	12.3.0
	TEI12
	C1

	CP-140667
	24.605
	0022
	2
	12.2.0
	Rel‑12
	Conference Factory URI for IMS
	revised
	B
	
	TEI12
	C1

	CP-140689
	24.605
	0022
	3
	12.2.0
	Rel‑12
	Conference Factory URI for IMS
	approved
	B
	12.3.0
	TEI12
	C1

	CP-140666
	24.607
	0046
	2
	12.0.0
	Rel‑12
	Procedures for OIR not subscribed
	approved
	F
	12.1.0
	TEI12
	C1

	CP-140665
	24.607
	0048
	-
	12.0.0
	Rel‑12
	Privacy - wrong reference to 24.229
	approved
	F
	12.1.0
	TEI12
	C1

	CP-140665
	24.610
	0033
	4
	12.4.0
	Rel‑12
	Media directionality when resuming a session established with one-way media
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140665
	24.623
	0045
	10
	12.4.0
	Rel‑12
	Handling of Supplementary Service provisioning errors
	approved
	F
	12.5.0
	TEI12
	C1

	RP-141543
	25.101
	1040
	-
	12.4.0
	Rel‑12
	Addition of demodulation requirement for BCH mapped to S-CCPCH
	approved
	B
	12.5.0
	UTRA_SIBenh-Perf
	R4

	RP-141529
	25.101
	1041
	-
	11.9.2
	Rel‑11
	Maximum allowed UL TX power for Band XXVI coexistence with Public Safety
	approved
	F
	11.10.0
	e850_UB-Core
	R4

	RP-141529
	25.101
	1042
	-
	12.4.0
	Rel‑12
	Maximum allowed UL TX power for Band XXVI coexistence with Public Safety
	approved
	A
	12.5.0
	e850_UB-Core
	R4

	RP-141238
	25.101
	1043
	-
	12.4.0
	Rel‑12
	CR on UMTS HetNet Enhancement
	approved
	B
	12.5.0
	UTRA_hetnet_enh-Core
	R4

	RP-141562
	25.104
	0690
	-
	12.3.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 25.104
	approved
	F
	12.4.0
	TEI12
	R4

	RP-141528
	25.105
	0308
	-
	11.6.0
	Rel‑11
	Clarification on definitions in TS 25.105
	approved
	F
	11.7.0
	MB_MSR_RF-Core
	R4

	RP-141528
	25.105
	0309
	-
	11.6.0
	Rel‑11
	Multi-carrier and multi-band requirements update
	approved
	F
	11.7.0
	MB_MSR_RF-Core
	R4

	RP-141562
	25.113
	0062
	1
	12.0.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 25.113
	approved
	F
	12.1.0
	TEI12
	R4

	RP-141545
	25.133
	1354
	1
	12.4.0
	Rel‑12
	UTRAN-WLAN measurement requirements
	approved
	B
	12.5.0
	UTRA_LTE_WLAN_interw-Core
	R4

	RP-141562
	25.133
	1357
	-
	12.4.0
	Rel‑12
	Requirements for GSM measurements in cell FACH state with DRX
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141542
	25.133
	1359
	1
	12.4.0
	Rel‑12
	RRM requirements for extended DRX cycles
	approved
	B
	12.5.0
	UTRA_DCHenh-Core
	R4

	RP-141542
	25.133
	1362
	1
	12.4.0
	Rel‑12
	25.133 CR on DCH enhancements
	approved
	B
	12.5.0
	UTRA_DCHenh-Core
	R4

	RP-141527
	25.141
	0693
	-
	10.10.0
	Rel‑10
	CR for RTWP tests (Rel‑10)
	approved
	F
	10.11.0
	TEI10
	R4

	RP-141532
	25.141
	0694
	-
	11.8.0
	Rel‑11
	CR for RTWP tests (Rel‑11)
	approved
	A
	11.9.0
	TEI11
	R4

	RP-141562
	25.141
	0695
	-
	12.4.0
	Rel‑12
	CR for RTWP tests (Rel‑12)
	approved
	A
	12.5.0
	TEI12
	R4

	RP-141562
	25.141
	0696
	-
	12.4.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 25.141
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141482
	25.211
	0315
	2
	11.5.0
	Rel‑12
	Introduction of Enhanced Broadcast of System Information
	approved
	B
	12.0.0
	UTRA_SIBenh-Core
	R1

	RP-141480
	25.211
	0316
	3
	11.5.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.0.0
	UTRA_DCHenh-Core
	R1

	RP-141481
	25.211
	0318
	1
	11.5.0
	Rel‑12
	Introduction of UMTS Heterogeneous Networks enhancements
	approved
	B
	12.0.0
	UTRA_hetnet_enh-Core
	R1

	RP-141483
	25.212
	0327
	2
	11.7.0
	Rel‑12
	Introduction of Further EUL Enhancements
	approved
	B
	12.0.0
	EDCH_enh-Core
	R1

	RP-141482
	25.212
	0328
	2
	11.7.0
	Rel‑12
	Introduction of Enhanced Broadcast of System Information
	approved
	B
	12.0.0
	UTRA_SIBenh-Core
	R1

	RP-141480
	25.212
	0329
	4
	11.7.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.0.0
	UTRA_DCHenh-Core
	R1

	RP-141481
	25.212
	0330
	1
	11.7.0
	Rel‑12
	Introduction of UMTS Heterogeneous Networks enhancements
	approved
	B
	12.0.0
	UTRA_hetnet_enh-Core
	R1

	RP-141482
	25.213
	0117
	2
	11.4.0
	Rel‑12
	Introduction of Enhanced Broadcast of System Information
	approved
	B
	12.0.0
	UTRA_SIBenh-Core
	R1

	RP-141481
	25.213
	0118
	1
	11.4.0
	Rel‑12
	Introduction of UMTS Heterogeneous Networks enhancements
	approved
	B
	12.0.0
	UTRA_hetnet_enh-Core
	R1

	RP-141480
	25.214
	0715
	2
	11.9.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.0.0
	UTRA_DCHenh-Core
	R1

	RP-141483
	25.214
	0720
	2
	11.9.0
	Rel‑12
	Introduction of Further EUL Enhancements
	approved
	B
	12.0.0
	EDCH_enh-Core
	R1

	RP-141475
	25.214
	0721
	2
	11.9.0
	Rel‑11
	Clarifications to Multiflow Operation
	approved
	F
	11.10.0
	HSDPA_MFTX-Core
	R1

	RP-141476
	25.214
	0722
	1
	11.9.0
	Rel‑11
	Correction to the Four Branch MIMO
	approved
	F
	11.10.0
	4Tx_HSDPA-Core
	R1

	RP-141481
	25.214
	0723
	1
	11.9.0
	Rel‑12
	Introduction of UMTS Heterogeneous Networks enhancements
	approved
	B
	12.0.0
	UTRA_hetnet_enh-Core
	R1

	RP-141486
	25.215
	0200
	1
	11.0.0
	Rel‑12
	New E-UTRA RSRQ measurement definition
	postponed
	C
	
	TEI12
	R1

	RP-141480
	25.215
	0201
	1
	11.0.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.0.0
	UTRA_DCHenh-Core
	R1

	RP-141484
	25.215
	0202
	2
	11.0.0
	Rel‑12
	Inclusion of definition of WLAN Beacon RSSI in UMTS specifications
	approved
	B
	12.0.0
	UTRA_LTE_WLAN_interw-Core
	R1

	RP-141486
	25.225
	0103
	2
	11.0.0
	Rel‑12
	New E-UTRA RSRQ measurement definition
	postponed
	C
	
	TEI12
	R1

	RP-141484
	25.225
	0104
	-
	11.0.0
	Rel‑12
	Inclusion of definition of WLAN Beacon RSSI in UMTS specifications
	approved
	B
	12.0.0
	UTRA_LTE_WLAN_interw-Core
	R1

	RP-141504
	25.300
	0002
	-
	12.1.0
	Rel‑12
	Stage-2 details of WLAN/3GPP Radio Interworking for UMTS
	approved
	B
	12.2.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141503
	25.300
	0003
	1
	12.1.0
	Rel‑12
	Introduction of Further EUL enhancements
	approved
	B
	12.2.0
	EDCH_enh-Core
	R2

	RP-141501
	25.300
	0005
	-
	12.1.0
	Rel‑12
	CR to 25.300 on the introduction of Heterogeneous Networks Enhancements
	approved
	B
	12.2.0
	UTRA_HetNet_enh-Core
	R2

	RP-141502
	25.300
	0006
	2
	12.1.0
	Rel‑12
	Introduction of a second broadcast channel
	approved
	B
	12.2.0
	UTRA_SIBenh-Core
	R2

	RP-141500
	25.300
	0007
	1
	12.1.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.2.0
	UTRA_DCHenh-Core
	R2

	RP-141503
	25.300
	0008
	1
	12.1.0
	Rel‑12
	Introduction of DSAC and PPAC update in CELL_DCH
	approved
	B
	12.2.0
	EDCH_enh-Core
	R2

	RP-141501
	25.302
	0232
	-
	11.5.0
	Rel‑12
	The introduction of E-DCH decoupling operation
	approved
	B
	12.0.0
	UTRA_HetNet_enh-Core
	R2

	RP-141501
	25.302
	0233
	-
	11.5.0
	Rel‑12
	Introduction of Radio link without F-DPCH
	approved
	B
	12.0.0
	UTRA_HetNet_enh-Core
	R2

	RP-141501
	25.302
	0234
	-
	11.5.0
	Rel‑12
	CR to 25.302 on the introduction of DPCCH2
	approved
	B
	12.0.0
	UTRA_HetNet_enh-Core
	R2

	RP-141502
	25.302
	0235
	2
	11.5.0
	Rel‑12
	Introduction of a second broadcast channel
	approved
	B
	12.0.0
	UTRA_SIBenh-Core
	R2

	RP-141504
	25.304
	0378
	1
	12.2.0
	Rel‑12
	Procedures of WLAN/3GPP Radio Interworking for UMTS
	approved
	B
	12.3.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141502
	25.304
	0381
	1
	12.2.0
	Rel‑12
	Introduction of a second broadcast channel
	approved
	B
	12.3.0
	UTRA_SIBenh-Core
	R2

	RP-141498
	25.306
	0457
	-
	11.8.0
	Rel‑11
	Removal of subfeature Exclusion of cells from inter-frequency detected set measurements
	approved
	F
	11.9.0
	TEI11
	R2

	RP-141490
	25.306
	0461
	1
	11.8.0
	Rel‑11
	Multi-carrier configuration support at inter-RAT handover
	postponed
	B
	
	TEI11, RANimp-DCHSDPA, RANimp-DC_HSUPA, RANimp-MultiBand_DC_HSDPA, 4C_HSDPA-Core
	R2

	RP-141490
	25.306
	0462
	1
	12.2.0
	Rel‑12
	Multi-carrier configuration support at inter-RAT handover
	postponed
	A
	
	TEI11, RANimp-DCHSDPA, RANimp-DC_HSUPA, RANimp-MultiBand_DC_HSDPA, 4C_HSDPA-Core
	R2

	RP-141503
	25.306
	0464
	-
	12.2.0
	Rel‑12
	Introduction of DSAC and PPAC update in CELL_DCH
	approved
	B
	12.3.0
	EDCH_enh-Core
	R2

	RP-141501
	25.306
	0469
	-
	12.2.0
	Rel‑12
	Introduction of E-DCH decoupling operation
	approved
	B
	12.3.0
	UTRA_HetNet_enh-Core
	R2

	RP-141501
	25.306
	0470
	1
	12.2.0
	Rel‑12
	CR to 25.306 on introduction of Radio Links without DPCH/F-DPCH
	approved
	B
	12.3.0
	UTRA_HetNet_enh-Core
	R2

	RP-141501
	25.306
	0471
	-
	12.2.0
	Rel‑12
	CR to 25.306 on introduction of the DPCCH2
	approved
	B
	12.3.0
	UTRA_HetNet_enh-Core
	R2

	RP-141511
	25.306
	0473
	-
	12.2.0
	Rel‑12
	Extended measurements ID support mandatory
	approved
	F
	12.3.0
	TEI12
	R2

	RP-141500
	25.306
	0474
	1
	12.2.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.3.0
	UTRA_DCHenh-Core
	R2

	RP-141316
	25.306
	0475
	-
	12.2.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 1)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141320
	25.306
	0476
	-
	12.2.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 2)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141501
	25.308
	0164
	-
	12.0.0
	Rel‑12
	CR to 25.308 on introduction of the DPCCH2
	approved
	B
	12.1.0
	UTRA_HetNet_enh-Core
	R2

	RP-141503
	25.308
	0165
	-
	12.0.0
	Rel‑12
	Introduction of Further EUL enhancements
	approved
	B
	12.1.0
	EDCH_enh-Core
	R2

	RP-141503
	25.319
	0119
	1
	12.0.0
	Rel‑12
	Introduction of EUL coverage improvements
	approved
	B
	12.1.0
	EDCH_enh-Core
	R2

	RP-141501
	25.319
	0122
	-
	12.0.0
	Rel‑12
	Introduction of E-DCH decoupling operation
	approved
	B
	12.1.0
	UTRA_HetNet_enh-Core
	R2

	RP-141501
	25.319
	0123
	-
	12.0.0
	Rel‑12
	CR to 25.319 on introduction of the Radio Links without DPCH/F-DPCH
	approved
	B
	12.1.0
	UTRA_HetNet_enh-Core
	R2

	RP-141503
	25.319
	0124
	-
	12.0.0
	Rel‑12
	Introduction of Further EUL enhancements
	approved
	B
	12.1.0
	EDCH_enh-Core
	R2

	RP-141503
	25.321
	0802
	2
	12.0.0
	Rel‑12
	Introduction of EUL coverage improvements
	approved
	B
	12.1.0
	EDCH_enh-Core
	R2

	RP-141502
	25.321
	0804
	2
	12.0.0
	Rel‑12
	Introduction of a second broadcast channel
	approved
	B
	12.1.0
	UTRA_SIBenh-Core
	R2

	RP-141500
	25.321
	0805
	-
	12.0.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.1.0
	UTRA_DCHenh-Core
	R2

	RP-141503
	25.321
	0806
	-
	12.0.0
	Rel‑12
	Introduction of Further EUL enhancements
	approved
	B
	12.1.0
	EDCH_enh-Core
	R2

	RP-141497
	25.331
	5639
	-
	11.10.0
	Rel‑11
	Corrections in default radio configuration for CELL_FACH
	approved
	C
	11.11.0
	TEI11
	R2

	RP-141497
	25.331
	5640
	-
	12.2.0
	Rel‑12
	Corrections in default radio configuration for CELL_FACH
	approved
	A
	12.3.0
	TEI11
	R2

	RP-141498
	25.331
	5641
	-
	11.10.0
	Rel‑11
	Removal of subfeature Exclusion of cells from inter-frequency detected set measurements
	approved
	F
	11.11.0
	TEI11
	R2

	RP-141495
	25.331
	5644
	-
	11.10.0
	Rel‑11
	Correction of ASN.1 of MDT logged connection establishment failure reporting (Alternative 1)
	approved
	F
	11.11.0
	eMDT_UMTSLTE-Core
	R2

	RP-141495
	25.331
	5645
	-
	12.2.0
	Rel‑12
	Correction of ASN.1 of MDT logged connection establishment failure reporting (Alternative 1)
	approved
	A
	12.3.0
	eMDT_UMTSLTE-Core
	R2

	RP-141504
	25.331
	5650
	1
	12.2.0
	Rel‑12
	Connected mode procedures and RRC signaling of WLAN/3GPP Radio Interworking for UMTS
	approved
	B
	12.3.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141503
	25.331
	5651
	1
	12.2.0
	Rel‑12
	Introduction of Further EUL enhancements
	approved
	B
	12.3.0
	EDCH_enh-Core
	R2

	RP-141490
	25.331
	5656
	2
	11.10.0
	Rel‑11
	Multi-carrier configuration in Handover to UTRAN command
	postponed
	B
	
	TEI11, RANimp-DCHSDPA, RANimp-DC_HSUPA, RANimp-MultiBand_DC_HSDPA, 4C_HSDPA-Core
	R2

	RP-141490
	25.331
	5657
	2
	12.2.0
	Rel‑12
	Multi-carrier configuration in Handover to UTRAN command
	postponed
	B
	
	TEI11, RANimp-DCHSDPA, RANimp-DC_HSUPA, RANimp-MultiBand_DC_HSDPA, 4C_HSDPA-Core
	R2

	RP-141503
	25.331
	5660
	2
	12.2.0
	Rel‑12
	Introduction of DSAC and PPAC update in CELL_DCH
	approved
	B
	12.3.0
	EDCH_enh-Core
	R2

	RP-141496
	25.331
	5663
	2
	11.10.0
	Rel‑11
	Clarification on repetition factors for assisting cells
	approved
	F
	11.11.0
	HSDPA_MFTX-Core
	R2

	RP-141496
	25.331
	5664
	2
	12.2.0
	Rel‑12
	Clarification on repetition factors for assisting cells
	approved
	A
	12.3.0
	HSDPA_MFTX-Core
	R2

	RP-141511
	25.331
	5665
	1
	12.2.0
	Rel‑12
	Clarification of exclusion of cells from inter-frequency detected set measurements
	approved
	F
	12.3.0
	TEI12
	R2

	RP-141501
	25.331
	5666
	-
	12.2.0
	Rel‑12
	Introduction of E-DCH decoupling operation
	approved
	B
	12.3.0
	UTRA_HetNet_enh-Core
	R2

	RP-141501
	25.331
	5667
	1
	12.2.0
	Rel‑12
	CR to 25.331 on introduction of Radio Links without DPCH/F-DPCH
	approved
	B
	12.3.0
	UTRA_HetNet_enh-Core
	R2

	RP-141501
	25.331
	5668
	-
	12.2.0
	Rel‑12
	CR to 25.331 on introduction of the DPCCH2
	approved
	B
	12.3.0
	UTRA_HetNet_enh-Core
	R2

	RP-141511
	25.331
	5669
	1
	12.2.0
	Rel‑12
	Network-requested LTE Band Combination Capability Signalling
	approved
	B
	12.3.0
	TEI12
	R2

	RP-141502
	25.331
	5674
	2
	12.2.0
	Rel‑12
	Introduction of a second broadcast channel
	approved
	B
	12.3.0
	UTRA_SIBenh-Core
	R2

	RP-141500
	25.331
	5676
	2
	12.2.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.3.0
	UTRA_DCHenh-Core
	R2

	RP-141492
	25.331
	5677
	1
	9.18.0
	Rel‑9
	Disable default configuration #23
	approved
	C
	9.19.0
	TEI9
	R2

	RP-141492
	25.331
	5678
	1
	10.16.0
	Rel‑10
	Disable default configuration #23
	approved
	A
	10.17.0
	TEI9
	R2

	RP-141492
	25.331
	5679
	1
	11.10.0
	Rel‑11
	Disable default configuration #23
	approved
	A
	11.11.0
	TEI9
	R2

	RP-141492
	25.331
	5680
	1
	12.2.0
	Rel‑12
	Disable default configuration #23
	approved
	A
	12.3.0
	TEI9
	R2

	RP-141511
	25.331
	5683
	2
	12.2.0
	Rel‑12
	"Correction to stop condition for ""Chiba offset"""
	approved
	F
	12.3.0
	TEI12
	R2

	RP-141488
	25.331
	5684
	-
	12.2.0
	Rel‑12
	Introduction of new default configuration for HS-DACH/RACH and HS-DSCH/E-DCH combinations
	postponed
	A
	
	TEI11, RANimp-EnhState, RANimp-UplinkEnhState
	R2

	RP-141503
	25.331
	5685
	1
	12.2.0
	Rel‑12
	Introduction of Further EUL enhancements
	approved
	B
	12.3.0
	EDCH_enh-Core
	R2

	RP-141315
	25.331
	5686
	-
	12.2.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 1)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141321
	25.331
	5687
	-
	12.2.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 2)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141488
	25.331
	5688
	1
	11.10.0
	Rel‑11
	Introduction of new default configuration for HS-DACH/RACH and HS-DSCH/E-DCH combinations
	postponed
	B
	
	TEI11, RANimp-EnhState, RANimp-UplinkEnhState
	R2

	RP-141599
	25.331
	5689
	-
	12.2.0
	Rel‑12
	Introduction of Further EUL enhancements
	approved
	B
	12.3.0
	EDCH_enh-core
	R2

	RP-141516
	25.423
	1824
	3
	12.1.0
	Rel‑12
	Introduction of UTRAN Heterogeneous Networks
	approved
	B
	12.2.0
	UTRA_HetNet_enh-Core
	R3

	RP-141515
	25.423
	1827
	5
	12.1.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.2.0
	UTRA_DCHenh-Core
	R3

	RP-141516
	25.423
	1835
	2
	12.1.0
	Rel‑12
	Introduction of sub-features for UTRAN Hetnet
	approved
	B
	12.2.0
	UTRA_HetNet_enh-Core
	R3

	RP-141455
	25.423
	1838
	3
	12.1.0
	Rel‑12
	Introduction of further EUL Enhancement
	revised
	B
	
	EDCH_enh-Core
	R3

	RP-141669
	25.423
	1838
	4
	12.1.0
	Rel‑12
	Introduction of further EUL Enhancement
	postponed
	B
	
	EDCH_enh-core
	R3

	RP-141523
	25.425
	0181
	1
	12.0.0
	Rel‑12
	Rapporteur Review
	revised
	D
	
	TEI12
	R3

	RP-141608
	25.425
	0181
	2
	12.0.0
	Rel‑12
	Rapporteur Review - change figures to table style
	approved
	D
	12.1.0
	TEI12
	R3

	RP-141608
	25.427
	0161
	1
	12.0.0
	Rel‑12
	Rapporteur Review - Change figures to table style
	approved
	D
	12.1.0
	TEI12
	R3

	RP-141523
	25.427
	0161
	1
	12.0.0
	Rel‑12
	Rapporteur Review - Change figures to table style
	revised
	D
	
	TEI12
	R3

	RP-141516
	25.433
	2026
	3
	12.1.0
	Rel‑12
	Introduction of UTRAN Heterogeneous Networks
	approved
	B
	12.2.0
	UTRA_HetNet_enh-Core
	R3

	RP-141515
	25.433
	2027
	5
	12.1.0
	Rel‑12
	Introduction of DCH Enhancements
	approved
	B
	12.2.0
	UTRA_DCHenh-Core
	R3

	RP-141517
	25.433
	2031
	3
	12.1.0
	Rel‑12
	Supporting Enhanced Broadcast of System Information
	reissued
	B
	
	UTRA_SIBenh-Core
	R3

	RP-141524
	25.433
	2031
	3
	12.1.0
	Rel‑12
	Supporting Enhanced Broadcast of System Information
	approved
	B
	12.2.0
	UTRA_SIBenh-Core
	R3

	RP-141516
	25.433
	2038
	2
	12.1.0
	Rel‑12
	Introduction of sub-features for UTRAN Hetnet
	approved
	B
	12.2.0
	UTRA_HetNet_enh-Core
	R3

	RP-141519
	25.433
	2041
	-
	12.1.0
	Rel‑12
	Introducing new SIB for WLAN/3GPP radio interworking
	approved
	B
	12.2.0
	UTRA_LTE_WLAN_interw-Core
	R3

	RP-141456
	25.433
	2042
	3
	12.1.0
	Rel‑12
	Introduction of further EUL Enhancement
	revised
	B
	
	EDCH_enh-Core
	R3

	RP-141670
	25.433
	2042
	4
	12.1.0
	Rel‑12
	Introduction of further EUL Enhancement
	postponed
	B
	
	EDCH_enh-core
	R3

	RP-141608
	25.435
	0314
	1
	12.0.0
	Rel‑12
	Rapporteur Review - change figures to table style
	approved
	D
	12.1.0
	TEI12
	R3

	RP-141523
	25.435
	0314
	1
	12.0.0
	Rel‑12
	Rapporteur Review - change figures to table style
	revised
	D
	
	TEI12
	R3

	RP-141608
	25.453
	0151
	2
	12.0.0
	Rel‑12
	Corrections to GNSS Acquisition Assistance Data
	approved
	F
	12.1.0
	LCS3-GNSS-UTRAN, TEI12
	R3

	RP-141523
	25.453
	0151
	2
	12.0.0
	Rel‑12
	Corrections to GNSS Acquisition Assistance Data
	revised
	F
	
	LCS3-GNSS-UTRAN, TEI12
	R3

	RP-141523
	25.469
	0104
	1
	12.1.0
	Rel‑12
	Rapporteur Review
	revised
	F
	
	TEI12
	R3

	RP-141608
	25.469
	0104
	1
	12.1.0
	Rel‑12
	RapporteurÆs corrections
	approved
	F
	12.2.0
	TEI12
	R3

	SP-140475
	26.114
	0283
	3
	12.6.0
	Rel‑12
	Requirements for end-to-end video rate adaptation
	revised
	B
	
	E2EMTSI
	S4

	SP-140596
	26.114
	0283
	4
	12.6.0
	Rel‑12
	Requirements for end-to-end video rate adaptation
	approved
	B
	12.7.0
	E2EMTSI
	S4

	SP-140454
	26.114
	0284
	1
	10.8.0
	Rel‑10
	Correction to GBR, MBR, and RTCP BW in Video QoS Profiles
	approved
	F
	10.9.0
	TEI10
	S4

	SP-140454
	26.114
	0285
	1
	11.9.0
	Rel‑11
	Correction to GBR, MBR, and RTCP BW in Video QoS Profiles
	approved
	A
	11.10.0
	TEI10
	S4

	SP-140454
	26.114
	0286
	1
	12.6.0
	Rel‑12
	Correction to GBR, MBR, and RTCP BW in Video QoS Profiles
	approved
	A
	12.7.0
	TEI10
	S4

	SP-140478
	26.114
	0287
	1
	12.6.0
	Rel‑12
	Video telephony robustness improvements
	approved
	B
	12.7.0
	VTRI
	S4

	SP-140477
	26.114
	0288
	1
	12.6.0
	Rel‑12
	Errors in the computation of b=AS for AMR and AMR-WB
	approved
	F
	12.7.0
	M3A
	S4

	SP-140476
	26.114
	0289
	1
	12.6.0
	Rel‑12
	Clarifications and SDP Example on Removal of Media Components
	approved
	F
	12.7.0
	TEI12
	S4

	SP-140476
	26.114
	0290
	1
	12.6.0
	Rel‑12
	MTSI Open Offer-Answer Procedures
	approved
	F
	12.7.0
	TEI12
	S4

	SP-140468
	26.114
	0296
	3
	12.6.0
	Rel‑12
	Introduction of EVS into MTSI
	approved
	B
	12.7.0
	EVS_Codec
	S4

	SP-140469
	26.131
	0062
	1
	12.1.0
	Rel‑12
	LTE UE delay requirements
	approved
	B
	12.2.0
	ART_LTE-UED
	S4

	SP-140469
	26.132
	0070
	1
	12.2.0
	Rel‑12
	LTE UE delay test methods
	approved
	B
	12.3.0
	ART_LTE-UED
	S4

	SP-140455
	26.268
	0031
	1
	11.0.0
	Rel‑11
	Update to Codec Inversion Detection Algorithm
	approved
	C
	11.1.0
	TEI11
	S4

	SP-140455
	26.268
	0032
	1
	11.0.0
	Rel‑12
	Update to Codec Inversion Detection Algorithm
	approved
	A
	12.0.0
	TEI11
	S4

	SP-140472
	26.346
	0383
	4
	12.2.0
	Rel‑12
	Enabling File Repair with Content Encoded Files
	approved
	B
	12.3.0
	MI-EMO
	S4

	SP-140456
	26.346
	0417
	1
	11.9.0
	Rel‑11
	Media- and Session-level FEC Redundancy Level Declaration
	approved
	F
	11.10.0
	EMM-DDE
	S4

	SP-140456
	26.346
	0418
	1
	12.2.0
	Rel‑12
	Media- and Session-level FEC Redundancy Level Declaration
	approved
	A
	12.3.0
	EMM-DDE
	S4

	SP-140472
	26.346
	0419
	2
	12.2.0
	Rel‑12
	Delivery of MBMS User Service on Multiple FLUTE Sessions
	approved
	B
	12.3.0
	MI-EMO
	S4

	SP-140473
	26.346
	0421
	3
	12.2.0
	Rel‑12
	More on MooD Header
	approved
	F
	12.3.0
	MI-MooD
	S4

	SP-140473
	26.346
	0422
	2
	12.2.0
	Rel‑12
	MBMS User Service Consumption Reporting
	approved
	B
	12.3.0
	MI-MooD
	S4

	SP-140472
	26.346
	0424
	-
	12.2.0
	Rel‑12
	Schedule Examples Update
	approved
	F
	12.3.0
	MI-EMO
	S4

	SP-140476
	26.346
	0426
	1
	12.2.0
	Rel‑12
	ADPD Schema Correction for reportType
	approved
	F
	12.3.0
	TEI12
	S4

	SP-140473
	26.346
	0429
	3
	12.2.0
	Rel‑12
	Updated Text on MooD Operation
	approved
	B
	12.3.0
	MI-MooD
	S4

	CP-140662
	27.007
	0435
	2
	12.5.0
	Rel‑12
	AT commands in support of ACB-skip
	approved
	B
	12.6.0
	SCM_LTE-CT
	C1

	CP-140664
	27.007
	0436
	-
	12.5.0
	Rel‑12
	Remove support of CDIVN from +CCFCU
	approved
	F
	12.6.0
	TEI12
	C1

	CP-140664
	27.007
	0437
	1
	12.5.0
	Rel‑12
	+CPOS Modifications for OTDOA and ECID
	approved
	F
	12.6.0
	TEI12
	C1

	SP-140614
	28.612
	0001
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 28.612 Move IOCs from discontinued TS 28.602 - align with TSG SA decision to remove I-WLAN
	approved
	C
	12.1.0
	OAM-IWLAN
	S5

	SP-140614
	28.616
	0002
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 28.616 Move IOCs/MOCs from discontinued TS 28.606 - align with TSG SA decision to remove I-WLAN
	approved
	C
	12.1.0
	OAM-IWLAN
	S5

	SP-140560
	28.623
	0005
	-
	11.2.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.626
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.629
	0006
	-
	11.3.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.633
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140558
	28.653
	0006
	-
	11.3.0
	Rel‑11
	Rel‑11 CR on 28653-b30 re correction of data type
	approved
	F
	11.4.0
	OAM11
	S5

	SP-140560
	28.653
	0007
	-
	11.3.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140558
	28.655
	0004
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 28.655 Correction of operationalState attribute definitions (replaces S5-144239)
	approved
	F
	11.2.0
	OAM11
	S5

	SP-140560
	28.656
	0005
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140558
	28.658
	0009
	-
	11.4.0
	Rel‑11
	Rel‑11 CR 28.658 Align operationalState and other state attribute definitions
	approved
	F
	11.5.0
	OAM11
	S5

	SP-140560
	28.659
	0009
	-
	11.4.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.663
	0004
	-
	11.2.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.673
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.676
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140558
	28.702
	0004
	-
	11.2.0
	Rel‑11
	Rel‑11 CR 28.702 Correction of proceduralStatus attribute definitions
	approved
	F
	11.3.0
	OAM11
	S5

	SP-140560
	28.703
	0004
	-
	11.2.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.706
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.709
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.733
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.736
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140560
	28.753
	0003
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	CP-140506
	29.002
	1181
	1
	12.5.0
	Rel‑12
	P-CSCF Restoration Indication
	approved
	B
	12.6.0
	PCSCF_RES
	C4

	CP-140516
	29.002
	1182
	1
	12.5.0
	Rel‑12
	Title Closing TS 29.234 and reused AVP in TS 29.273
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140506
	29.060
	0987
	-
	12.5.0
	Rel‑12
	P-CSCF Restoration Indication
	approved
	B
	12.6.0
	PCSCF_RES
	C4

	CP-140522
	29.060
	0988
	2
	12.5.0
	Rel‑12
	ULI change reporting when RAB/PFC is established
	approved
	B
	12.6.0
	CNO_ULI-CT
	C4

	CP-140500
	29.060
	0989
	1
	9.12.0
	Rel‑9
	Corrections to E-UTRAN to GERAN PS Handover
	approved
	F
	9.13.0
	TEI9
	C4

	CP-140500
	29.060
	0990
	1
	10.10.0
	Rel‑10
	Corrections to E-UTRAN to GERAN PS Handover
	approved
	A
	10.11.0
	TEI9
	C4

	CP-140500
	29.060
	0991
	1
	11.9.0
	Rel‑11
	Corrections to E-UTRAN to GERAN PS Handover
	approved
	A
	11.10.0
	TEI9
	C4

	CP-140500
	29.060
	0992
	1
	12.5.0
	Rel‑12
	Corrections to E-UTRAN to GERAN PS Handover
	approved
	A
	12.6.0
	TEI9
	C4

	CP-140512
	29.060
	0993
	-
	12.5.0
	Rel‑12
	Dual Address Bearer Flag
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140512
	29.060
	0994
	1
	12.5.0
	Rel‑12
	Correct procedure name for PDN connection deactivation
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140538
	29.061
	0429
	2
	12.6.0
	Rel‑12
	MBMS Heartbeat procedure
	approved
	B
	12.7.0
	eMBMS_Rest
	C3

	CP-140548
	29.061
	0430
	1
	12.6.0
	Rel‑12
	P-CSCF restoration
	approved
	B
	12.7.0
	PCSCF_RES
	C3

	CP-140555
	29.061
	0431
	-
	12.6.0
	Rel‑12
	Providing appropriate refrerences for SYNC and PDCP protocols
	approved
	F
	12.7.0
	TEI12, MBMS
	C3

	CP-140526
	29.061
	0433
	1
	10.10.0
	Rel‑10
	Correction of MBMS-GW-UDP-Port-Indicator AVP
	approved
	A
	10.11.0
	MBMS_EPS
	C3

	CP-140526
	29.061
	0434
	1
	11.7.0
	Rel‑11
	Correction of MBMS-GW-UDP-Port-Indicator AVP
	approved
	A
	11.8.0
	MBMS_EPS
	C3

	CP-140526
	29.061
	0435
	1
	12.6.0
	Rel‑12
	Correction of MBMS-GW-UDP-Port-Indicator AVP
	approved
	A
	12.7.0
	MBMS_EPS
	C3

	CP-140526
	29.061
	0436
	-
	9.12.0
	Rel‑9
	Correction of MBMS-GW-UDP-Port-Indicator AVP
	approved
	F
	9.13.0
	MBMS_EPS
	C3

	CP-140553
	29.079
	0025
	-
	12.0.0
	Rel‑12
	Removal of a non-existing feature-capability
	approved
	F
	12.1.0
	TEI12, OMR
	C3

	CP-140536
	29.079
	0026
	1
	12.0.0
	Rel‑12
	"Adding the ""iotl"" SIP URI parameter in the loopback message flow"
	approved
	B
	12.1.0
	NNI_RS
	C3

	CP-140528
	29.079
	0027
	2
	11.4.0
	Rel‑11
	Correcting references
	approved
	A
	11.5.0
	OMR
	C3

	CP-140528
	29.079
	0028
	-
	12.0.0
	Rel‑12
	Correcting references
	approved
	A
	12.1.0
	OMR
	C3

	CP-140553
	29.079
	0029
	2
	12.0.0
	Rel‑12
	Adding missing home network identity in g.3gpp.loopback feature-capability indicator
	approved
	F
	12.1.0
	TEI12, RAVEL-CT
	C3

	CP-140528
	29.079
	0030
	1
	10.5.0
	Rel‑10
	Message flow correction for media bypassing all IMS-ALGs
	approved
	F
	10.6.0
	OMR
	C3

	CP-140528
	29.079
	0031
	1
	11.4.0
	Rel‑11
	Message flow correction for media bypassing all IMS-ALGs
	approved
	A
	11.5.0
	OMR
	C3

	CP-140528
	29.079
	0032
	1
	12.0.0
	Rel‑12
	Message flow correction for media bypassing all IMS-ALGs
	approved
	A
	12.1.0
	OMR
	C3

	CP-140528
	29.079
	0033
	1
	10.5.0
	Rel‑10
	Correcting references
	approved
	F
	10.6.0
	OMR
	C3

	CP-140661
	29.118
	0341
	1
	12.5.0
	Rel‑12
	Clarification on SCTP multi-homing support for SGsAP transport
	approved
	F
	12.6.0
	SAES3-CSFB
	C1

	CP-140542
	29.162
	0133
	-
	12.4.0
	Rel‑12
	ICE: miscellaneous corrections
	approved
	F
	12.5.0
	ICEH248
	C3

	CP-140527
	29.163
	0822
	-
	9.18.0
	Rel‑9
	Updating IMEI URN draft reference to RFC 7254
	approved
	F
	9.19.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140527
	29.163
	0823
	-
	10.14.0
	Rel‑10
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	10.15.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140527
	29.163
	0824
	-
	11.11.0
	Rel‑11
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	11.12.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140527
	29.163
	0825
	-
	12.4.0
	Rel‑12
	Updating IMEI URN draft reference to RFC 7254
	approved
	A
	12.5.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140532
	29.163
	0826
	1
	12.4.0
	Rel‑12
	Correction of the abbreviation NOA
	approved
	F
	12.5.0
	IMS-CCR-IWCS
	C3

	CP-140542
	29.163
	0827
	1
	12.4.0
	Rel‑12
	ICE: miscellaneous corrections
	approved
	F
	12.5.0
	ICEH248
	C3

	CP-140543
	29.165
	0665
	1
	12.4.0
	Rel‑12
	Introducing a new RFC for History-Info header field
	approved
	C
	12.5.0
	HISTORY_CT
	C3

	CP-140543
	29.165
	0666
	1
	12.4.0
	Rel‑12
	Clarification on History-Info header field of dynamic view tables
	approved
	F
	12.5.0
	HISTORY_CT
	C3

	CP-140552
	29.165
	0667
	-
	12.4.0
	Rel‑12
	A correction regarding P-Private-Network-Indication
	approved
	F
	12.5.0
	TEI12, FBI2-IOPSI
	C3

	CP-140536
	29.165
	0669
	2
	12.4.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.5.0
	NNI_RS
	C3

	CP-140536
	29.165
	0670
	3
	12.4.0
	Rel‑12
	"Updating major capability and option item table for the ""iotl"" SIP URI parameter"
	approved
	B
	12.5.0
	NNI_RS
	C3

	CP-140536
	29.165
	0671
	-
	12.4.0
	Rel‑12
	"Trust domain and the ""iotl"" SIP URI parameter"
	approved
	B
	12.5.0
	NNI_RS
	C3

	CP-140539
	29.165
	0672
	1
	12.4.0
	Rel‑12
	Premium rate numbers
	approved
	B
	12.5.0
	eIODB
	C3

	CP-140552
	29.165
	0673
	1
	12.4.0
	Rel‑12
	Correcting minor errors in C.3.1
	approved
	F
	12.5.0
	TEI12, RAVEL-CT
	C3

	CP-140535
	29.165
	0674
	-
	12.4.0
	Rel‑12
	Correcting major capability table reference errors
	approved
	F
	12.5.0
	EMC_PC, IMSprotoc6
	C3

	CP-140534
	29.165
	0675
	3
	12.4.0
	Rel‑12
	Telepresence support in II-NNI interface
	approved
	B
	12.5.0
	IMS_TELEP
	C3

	CP-140516
	29.173
	0016
	1
	12.1.0
	Rel‑12
	Title Closing TS 29.234 and reused AVP in TS 29.273
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140547
	29.212
	1207
	-
	12.5.0
	Rel‑12
	Diameter Overload Control for Sd
	approved
	B
	12.6.0
	DOCME-PCC
	C3

	CP-140537
	29.212
	1208
	3
	12.5.1
	Rel‑12
	Optimizing the description of IP-CAN session procedure
	approved
	F
	12.6.0
	P4C-F-CT3
	C3

	CP-140541
	29.212
	1209
	2
	12.5.1
	Rel‑12
	Correction of supporting PRA reporting
	approved
	F
	12.6.0
	CNO_ULI-CT
	C3

	CP-140541
	29.212
	1211
	-
	12.5.1
	Rel‑12
	Correction of access type for CNO_ULI related AVPs
	approved
	F
	12.6.0
	CNO_ULI-CT
	C3

	CP-140547
	29.212
	1212
	-
	12.5.1
	Rel‑12
	Diameter overload control over Gxx
	approved
	B
	12.6.0
	DOCME-PCC
	C3

	CP-140570
	29.212
	1213
	2
	12.5.2
	Rel‑12
	New QCI values
	approved
	B
	12.6.0
	GCSE_LTE-CT
	C3

	CP-140549
	29.212
	1215
	2
	12.5.2
	Rel‑12
	Enhancement for P-CSCF Restoration
	approved
	B
	12.6.0
	PCSCF_RES
	C3

	CP-140544
	29.212
	1216
	1
	12.5.2
	Rel‑12
	Group Communication Service support for Unicast bearers
	approved
	B
	12.6.0
	GCSE_LTE-CT
	C3

	CP-140541
	29.212
	1217
	-
	12.5.2
	Rel‑12
	PRA information at TDF session establishment
	approved
	F
	12.6.0
	CNO_ULI-CT
	C3

	CP-140541
	29.212
	1218
	1
	12.5.2
	Rel‑12
	Correction of ULI reporting only when the UE is in 'CONNECTED' state
	approved
	F
	12.6.0
	CNO_ULI-CT
	C3

	CP-140537
	29.213
	0555
	-
	12.4.0
	Rel‑12
	Optimizing the description of IP-CAN session procedure
	approved
	F
	12.5.0
	P4C-F-CT3
	C3

	CP-140547
	29.213
	0556
	2
	12.4.0
	Rel‑12
	Correction to Diameter overload control mechanism
	approved
	F
	12.5.0
	DOCME-PCC
	C3

	CP-140550
	29.213
	0557
	3
	12.4.0
	Rel‑12
	Enhancement for P-CSCF Restoration
	approved
	B
	12.5.0
	PCSCF_RES
	C3

	CP-140546
	29.213
	0558
	2
	12.4.0
	Rel‑12
	Group Communication Service support for Unicast bearers
	approved
	B
	12.5.0
	GCSE_LTE-CT
	C3

	CP-140531
	29.213
	0559
	2
	11.11.0
	Rel‑11
	Correction to the flows for access network information reporting
	approved
	F
	11.12.0
	NWK-PL2IMS_CT
	C3

	CP-140531
	29.213
	0560
	2
	12.4.0
	Rel‑12
	Correction to the flows for access network information reporting
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140570
	29.213
	1213
	2
	12.4.1
	Rel‑12
	New QCI values
	approved
	B
	12.5.0
	GCSE_LTE-CT
	C3

	CP-140530
	29.214
	0343
	-
	11.13.0
	Rel‑11
	Correction to access network information reporting in IMS
	approved
	F
	11.14.0
	NWK-PL2IMS_CT
	C3

	CP-140530
	29.214
	0344
	-
	12.4.0
	Rel‑12
	Correction to access network information reporting in IMS
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140533
	29.214
	0345
	3
	12.4.0
	Rel‑12
	Adding the missing case of bearer termination to the Specific-Action AVP
	approved
	F
	12.5.0
	SAES-St3-PCC
	C3

	CP-140551
	29.214
	0349
	3
	12.4.0
	Rel‑12
	Enhancement for P-CSCF Restoration
	approved
	B
	12.5.0
	PCSCF_RES
	C3

	CP-140545
	29.214
	0350
	1
	12.4.0
	Rel‑12
	Group Communication Service support for Unicast bearers
	approved
	B
	12.5.0
	GCSE_LTE-CT
	C3

	CP-140530
	29.214
	0351
	1
	11.13.0
	Rel‑11
	Access Network Information Reporting during the bearer deactivation
	approved
	F
	11.14.0
	NWK-PL2IMS_CT
	C3

	CP-140530
	29.214
	0352
	1
	12.4.0
	Rel‑12
	Access Network Information Reporting during the bearer deactivation
	approved
	A
	12.5.0
	NWK-PL2IMS_CT
	C3

	CP-140529
	29.215
	0355
	1
	11.13.0
	Rel‑11
	Correct the functionality of the V-PCRF in the visited access
	approved
	F
	11.14.0
	SAPP-CT3
	C3

	CP-140529
	29.215
	0356
	1
	12.4.0
	Rel‑12
	Correct the functionality of the V-PCRF in the visited access
	approved
	A
	12.5.0
	SAPP-CT3
	C3

	CP-140556
	29.215
	0357
	-
	12.4.0
	Rel‑12
	Correct the implementation of the clause 4.5.3.10.5
	approved
	B
	12.5.0
	SAPP-CT3
	C3

	CP-140506
	29.228
	0624
	2
	12.2.0
	Rel‑12
	P-CSCF Restoration indication
	approved
	B
	12.3.0
	PCSCF_RES
	C4

	CP-140515
	29.228
	0626
	-
	12.2.0
	Rel‑12
	Clarification on REGISTRATION_AND_CAPABILITIES for De-registration
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140515
	29.228
	0627
	-
	12.2.0
	Rel‑12
	Clarification on Unregistered User
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140515
	29.229
	0265
	1
	12.2.0
	Rel‑12
	T-GRUU restoration
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140506
	29.229
	0266
	2
	12.2.0
	Rel‑12
	P-CSCF Restoration indication
	approved
	B
	12.3.0
	PCSCF_RES
	C4

	CP-140515
	29.230
	0403
	1
	12.5.0
	Rel‑12
	T-GRUU restoration
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140517
	29.230
	0404
	1
	12.5.0
	Rel‑12
	MB2-C codes
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140505
	29.230
	0405
	1
	12.5.0
	Rel‑12
	New AVPs for Trusted WLAN access
	approved
	B
	12.6.0
	GOCMe
	C4

	CP-140506
	29.230
	0406
	1
	12.5.0
	Rel‑12
	P-CSCF Restoration Indication
	approved
	B
	12.6.0
	PCSCF_RES
	C4

	CP-140516
	29.230
	0407
	2
	12.5.0
	Rel‑12
	Title Closing TS 29.234 and reused AVP in TS 29.273
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140513
	29.230
	0408
	-
	12.5.0
	Rel‑12
	Identification of the HSS
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140520
	29.238
	0053
	1
	12.2.0
	Rel‑12
	Corrections to Transport Protocol table
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140520
	29.238
	0054
	1
	12.2.0
	Rel‑12
	TrGW Capability Change
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140523
	29.272
	0564
	2
	12.5.0
	Rel‑12
	Clarification on ProSe Subscription Data
	approved
	B
	12.6.0
	ProSe-CT
	C4

	CP-140514
	29.272
	0565
	2
	12.5.0
	Rel‑12
	WLAN offloadability defined in HSS
	approved
	B
	12.6.0
	UTRA_LTE_WLAN_interw-CT
	C4

	CP-140506
	29.272
	0567
	2
	12.5.0
	Rel‑12
	P-CSCF Restoration Indication
	approved
	B
	12.6.0
	PCSCF_RES
	C4

	CP-140510
	29.273
	0379
	2
	12.4.0
	Rel‑12
	Session Management back-off timer for UE in Single-Connection mode
	approved
	B
	12.5.0
	eSaMOG, GOCMe
	C4

	CP-140516
	29.273
	0381
	2
	12.4.0
	Rel‑12
	Remove TS 23.234 from TS 29.273
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140516
	29.273
	0382
	1
	12.4.0
	Rel‑12
	Remove TS 29.234 from TS 29.273
	approved
	F
	12.5.0
	TEI12
	C4

	CP-140519
	29.273
	0383
	1
	12.4.0
	Rel‑12
	Circuit ID in NetLoc-TWLAN
	approved
	B
	12.5.0
	NETLOC_TWAN-CT
	C4

	CP-140512
	29.274
	1492
	-
	12.5.0
	Rel‑12
	Handovers between non-3GPP and 3GPP access
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140512
	29.274
	1493
	2
	12.5.0
	Rel‑12
	Setting Handover Indication flag
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140502
	29.274
	1494
	2
	11.11.0
	Rel‑11
	MDT PLMN List configuration parameter
	approved
	F
	11.12.0
	TEI11
	C4

	CP-140502
	29.274
	1495
	2
	12.5.0
	Rel‑12
	MDT PLMN List configuration parameter
	approved
	A
	12.6.0
	TEI11
	C4

	CP-140505
	29.274
	1496
	3
	12.5.0
	Rel‑12
	Inclusion of MME/S4-SGSN Identifier in the Create/Update/Delete Bearer Response message
	approved
	B
	12.6.0
	GOCMe
	C4

	CP-140522
	29.274
	1497
	1
	12.5.0
	Rel‑12
	Inclusion PRA information in the Create/Update Bearer Response message
	approved
	B
	12.6.0
	CNO_ULI-CT
	C4

	CP-140505
	29.274
	1498
	1
	12.5.0
	Rel‑12
	Addition of missing changes
	approved
	B
	12.6.0
	GOCMe
	C4

	CP-140506
	29.274
	1499
	-
	12.5.0
	Rel‑12
	P-CSCF Restoration Indication
	approved
	B
	12.6.0
	PCSCF_RES
	C4

	CP-140522
	29.274
	1500
	-
	12.5.0
	Rel‑12
	Reporting changes of UE presence in a Presence Reporting Area
	approved
	B
	12.6.0
	CNO_ULI-CT
	C4

	CP-140522
	29.274
	1501
	2
	12.5.0
	Rel‑12
	ULI change reporting when E-RAB/RAB/PFC is established
	approved
	B
	12.6.0
	CNO_ULI-CT
	C4

	CP-140500
	29.274
	1506
	1
	9.11.0
	Rel‑9
	Encoding of BSS Container in E-UTRAN to GERAN PS Handover
	revised
	F
	
	TEI9
	C4

	CP-140736
	29.274
	1506
	2
	9.11.0
	Rel‑9
	Encoding of BSS Container in E-UTRAN to GERAN PS handover
	approved
	F
	9.12.0
	TEI9
	C4

	CP-140512
	29.274
	1507
	2
	12.5.0
	Rel‑12
	Reporting the RAN/NAS cause during bearer creation/modification failure scenarios
	approved
	B
	12.6.0
	TEI12
	C4

	CP-140502
	29.274
	1508
	1
	11.11.0
	Rel‑11
	Bearer contexts in Modify Access Bearers Request
	approved
	F
	11.12.0
	TEI11
	C4

	CP-140502
	29.274
	1509
	1
	12.5.0
	Rel‑12
	Bearer contexts in Modify Access Bearers Request
	approved
	A
	12.6.0
	TEI11
	C4

	CP-140512
	29.274
	1510
	1
	12.5.0
	Rel‑12
	Correct procedure name for PDN connection deactivation
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140521
	29.274
	1511
	3
	12.5.0
	Rel‑12
	Introduction of Dual Connectivity Function
	approved
	B
	12.6.0
	LTE_SC_enh_dualC-CT
	C4

	CP-140512
	29.274
	1512
	1
	12.5.0
	Rel‑12
	Repeated procedure description
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140518
	29.274
	1513
	2
	12.5.0
	Rel‑12
	PGW ID in the PGW Downlink Triggering Notification
	approved
	B
	12.6.0
	TEI12
	C4

	CP-140512
	29.274
	1514
	-
	12.5.0
	Rel‑12
	Create Session Request received for an existing PDN connection
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140512
	29.274
	1515
	2
	12.5.0
	Rel‑12
	Deferred SN/CSG/Time zone change reporting in GERAN
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140501
	29.274
	1516
	-
	9.11.0
	Rel‑10
	BSS Container in the Forward Location Request Response
	approved
	F
	10.0.0
	TEI10
	C4

	CP-140501
	29.274
	1517
	-
	11.11.0
	Rel‑11
	BSS Container in the Forward Location Request Response
	approved
	A
	11.12.0
	TEI10
	C4

	CP-140501
	29.274
	1518
	-
	12.5.0
	Rel‑12
	BSS Container in the Forward Location Request Response
	approved
	A
	12.6.0
	TEI10
	C4

	CP-140518
	29.275
	0313
	1
	12.3.0
	Rel‑12
	PGW ID in the Update Notification
	approved
	B
	12.4.0
	TEI12
	C4

	CP-140521
	29.281
	0064
	2
	11.6.0
	Rel‑12
	Introduction of Dual Connectivity Function
	approved
	B
	12.0.0
	TEI12, LTE_SC_enh_dualC
	C4

	CP-140512
	29.281
	0065
	-
	11.6.0
	Rel‑12
	Correct the ambiguous GTP-U PDU
	approved
	F
	12.0.0
	TEI12
	C4

	CP-140542
	29.292
	0101
	-
	12.2.0
	Rel‑12
	ICE: reference correction
	approved
	F
	12.3.0
	ICEH248
	C3

	CP-140554
	29.292
	0102
	3
	12.2.0
	Rel‑12
	Sending of PROGRESS during aSRVCC
	approved
	F
	12.3.0
	TEI12
	C3

	CP-140505
	29.303
	0077
	2
	12.3.0
	Rel‑12
	SGW/PGW selection with GTP-C node level load control
	approved
	B
	12.4.0
	GOCMe
	C4

	CP-140505
	29.303
	0078
	2
	12.3.0
	Rel‑12
	PGW selection with GTP-C APN level Load Control
	approved
	B
	12.4.0
	GOCMe
	C4

	CP-140506
	29.305
	0058
	1
	12.1.0
	Rel‑12
	P-CSCF Restoration Indication
	approved
	B
	12.2.0
	PCSCF_RES
	C4

	CP-140515
	29.328
	0495
	1
	12.5.0
	Rel‑12
	Unsuccessful multiple repository data update
	approved
	F
	12.6.0
	TEI12
	C4

	CP-140503
	29.328
	0496
	-
	11.11.0
	Rel‑11
	Repository data retrieval
	approved
	F
	11.12.0
	TEI11
	C4

	CP-140503
	29.328
	0497
	-
	12.5.0
	Rel‑12
	Repository data retrieval
	approved
	A
	12.6.0
	TEI11
	C4

	CP-140509
	29.328
	0498
	1
	12.5.0
	Rel‑12
	Diameter Overload Control Over Sh
	approved
	B
	12.6.0
	DOCME
	C4

	CP-140519
	29.328
	0499
	1
	12.5.0
	Rel‑12
	Add Logical Access ID for Sh
	approved
	B
	12.6.0
	NETLOC_TWAN-CT
	C4

	CP-140515
	29.329
	0219
	-
	12.3.0
	Rel‑12
	Session-Priority reference
	approved
	D
	12.4.0
	TEI12
	C4

	CP-140509
	29.329
	0220
	1
	12.3.0
	Rel‑12
	Diameter Overload Control Over Sh
	approved
	B
	12.4.0
	DOCME
	C4

	CP-140520
	29.333
	0072
	1
	12.2.0
	Rel‑12
	MRFP Capability Change
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140504
	29.334
	0057
	3
	12.3.0
	Rel‑12
	IMS media security for TCP-based media using TLS and UDP-based media using DTLS
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140504
	29.334
	0058
	3
	12.3.0
	Rel‑12
	Bearer-level application level gateway (B-ALG) for TCP-based media
	approved
	B
	12.4.0
	eMEDIASEC-CT
	C4

	CP-140508
	29.337
	0012
	1
	12.2.0
	Rel‑12
	Reporting of Validity period of the trigger message expired in SMS-SC
	approved
	A
	12.3.0
	TEI11
	C4

	CP-140508
	29.337
	0013
	-
	11.3.0
	Rel‑11
	Reporting of Validity period of the trigger message expired in SMS-SC
	approved
	F
	11.4.0
	TEI11
	C4

	CP-140513
	29.338
	0010
	2
	12.3.0
	Rel‑12
	Identification of the HSS
	approved
	F
	12.4.0
	SMSMI-CT
	C4

	CP-140540
	29.368
	0015
	-
	12.1.0
	Rel‑12
	Error handling, MTC error diagnostic
	approved
	B
	12.2.0
	MTCe-SDDTE-CT
	C3

	CP-140680
	31.101
	0068
	4
	11.0.0
	Rel‑12
	Execution time on a UICC holding a 3GPP application
	postponed
	F
	
	TEI12
	C6

	CP-140726
	31.101
	0068
	5
	11.0.0
	Rel‑12
	Execution time on a UICC holding a 3GPP application
	postponed
	F
	
	TEI12
	C6

	CP-140703
	31.102
	0586
	3
	12.4.0
	Rel‑12
	Extension of URI support by USIM services
	approved
	B
	12.5.0
	IMS_UApAs
	C6

	CP-140699
	31.102
	0587
	1
	12.4.0
	Rel‑12
	Enablement of ProSe functionality for Public Safety
	approved
	B
	12.5.0
	ProSe-CT
	C6

	CP-140699
	31.102
	0588
	1
	12.4.0
	Rel‑12
	Addition of DF for ProSe configuration
	approved
	B
	12.5.0
	ProSe-CT
	C6

	CP-140699
	31.102
	0589
	2
	12.4.0
	Rel‑12
	Addition of a EF with IP address of the ProSe Function
	approved
	B
	12.5.0
	ProSe-CT
	C6

	CP-140699
	31.102
	0590
	2
	12.4.0
	Rel‑12
	Addition of EF with radio parameters for public safety ProSe direct communication in out of coverage scenario
	approved
	B
	12.5.0
	ProSe-CT
	C6

	CP-140699
	31.102
	0591
	2
	12.4.0
	Rel‑12
	Addition of EF with policy parameters for public safety ProSe direct services in out of coverage scenario
	approved
	B
	12.5.0
	ProSe-CT
	C6

	CP-140699
	31.102
	0592
	2
	12.4.0
	Rel‑12
	Addition of EF with parameters for public safety ProSe direct communication for PLMNs different from HPLMN
	approved
	B
	12.5.0
	ProSe-CT
	C6

	CP-140699
	31.102
	0593
	1
	12.4.0
	Rel‑12
	Addition of EFs with monitoring and announcing information for ProSe Direct Discovery
	approved
	B
	12.5.0
	ProSe-CT
	C6

	CP-140701
	31.102
	0594
	2
	11.6.0
	Rel‑11
	Override NAS signalling low priority' and 'Override Extended access barring' linkage
	approved
	F
	11.7.0
	SIMTC-Reach
	C6

	CP-140701
	31.102
	0595
	2
	12.4.0
	Rel‑12
	Removal of redundant 'Override Extended access barring'
	approved
	A
	12.5.0
	SIMTC-Reach
	C6

	CP-140700
	31.102
	0600
	1
	12.4.0
	Rel‑12
	Removal of USIM Service Table Service for Poll Interval Negotiation
	approved
	C
	12.5.0
	MTCe-UEPCOP-CT
	C6

	CP-140708
	31.102
	0601
	-
	12.4.0
	Rel‑12
	Correction of change request implementation errors
	approved
	F
	12.5.0
	TEI12
	C6

	CP-140702
	31.111
	0382
	3
	10.12.0
	Rel‑10
	Essential corrections for MTC on PDP / EPS PDN context activation
	approved
	F
	10.13.0
	NIMTC
	C6

	CP-140702
	31.111
	0383
	3
	11.8.0
	Rel‑11
	Essential corrections for MTC on PDP / EPS PDN context activation
	approved
	A
	11.9.0
	NIMTC
	C6

	CP-140702
	31.111
	0384
	3
	12.3.0
	Rel‑12
	Essential corrections for MTC on PDP / EPS PDN context activation
	approved
	A
	12.4.0
	NIMTC
	C6

	CP-140707
	31.111
	0407
	-
	12.4.0
	Rel‑12
	Removal of references to EF-LND
	approved
	D
	12.5.0
	TEI12
	C6

	CP-140700
	31.111
	0408
	1
	12.4.0
	Rel‑12
	Reference ETSI Specifications for the POLL INTERVAL Negotiation procedure
	approved
	C
	12.5.0
	MTCe-UEPCOP-CT
	C6

	CP-140707
	31.111
	0409
	1
	12.4.0
	Rel‑12
	Update of reference to ETSI TS 102 223
	approved
	C
	12.5.0
	TEI12
	C6

	CP-140706
	31.121
	0187
	-
	11.4.0
	Rel‑11
	Correction to the text description of default value in EFOPLMNwAcT
	approved
	F
	11.5.0
	TEI8
	C6

	CP-140706
	31.121
	0190
	-
	11.4.0
	Rel‑11
	Corrections to the test sequence of TC 6.4.3 and 6.4.4
	approved
	F
	11.5.0
	TEI
	C6

	CP-140710
	31.124
	0315
	-
	12.0.0
	Rel‑12
	Correction of Network Dependency of the TBD test sequence
	approved
	F
	12.1.0
	TEI6
	C6

	CP-140709
	31.124
	0316
	-
	12.0.0
	Rel‑12
	Removal of applicability condition C133, C135, C136, C137 and C138
	approved
	F
	12.1.0
	TEI10
	C6

	CP-140705
	31.124
	0317
	1
	12.0.0
	Rel‑12
	Open channel terminal response in case of modified parameters
	approved
	F
	12.1.0
	TEI12
	C6

	CP-140705
	31.124
	0321
	3
	12.0.0
	Rel‑12
	Change of test sequence for LAUNCH BROWSER with default URL
	approved
	F
	12.1.0
	TEI12
	C6

	SP-140571
	32.101
	0056
	-
	11.2.0
	Rel‑12
	Rel‑12 CR 32.101 Include the Network Management Layer Service (NMLS) in the Management Reference Model
	approved
	B
	12.0.0
	OAM-RPTi
	S5

	SP-140571
	32.101
	0057
	-
	11.2.0
	Rel‑11
	Rel‑11 CR 32.101 Removal of the Network Management Layer Service (NMLS) in the Management Reference Model
	approved
	F
	11.3.0
	OAM-RPTi
	S5

	SP-140560
	32.102
	0051
	1
	11.2.0
	Rel‑12
	Rel‑12 CR 32.102 Updates of entities of the mobile system
	approved
	F
	12.0.0
	OAM12
	S5

	SP-140559
	32.111-6
	0006
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.126
	0002
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140558
	32.153
	0004
	-
	11.0.0
	Rel‑11
	Rel‑11 CR on 32153 b00 name space URI convention
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140597
	32.156
	0002
	1
	11.1.0
	Rel‑11
	Rel‑11 CR on 32156 b10 re MSDO deliverable
	approved
	B
	11.2.0
	OAM-FMC-IRP
	S5

	SP-140559
	32.176
	0009
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140564
	32.240
	0376
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.240 Corrections for alignment between charging specifications
	approved
	F
	12.5.0
	CH12
	S5

	SP-140563
	32.240
	0377
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.240 Removal of I-WLAN solution
	approved
	F
	12.5.0
	CH12
	S5

	SP-140564
	32.250
	0040
	1
	12.1.1
	Rel‑12
	Rel‑12 CR 32.250 Corrections for alignment between charging specifications
	approved
	F
	12.2.0
	CH12
	S5

	SP-140565
	32.251
	0378
	1
	12.6.1
	Rel‑12
	Rel‑12 CR 32.251 Introduction of Presence Reporting Areas for Charging
	approved
	B
	12.7.0
	CNO_ULI-CH
	S5

	SP-140564
	32.251
	0379
	1
	12.6.1
	Rel‑12
	Rel‑12 CR 32.251 Corrections for alignment between charging specifications
	approved
	F
	12.7.0
	CH12
	S5

	SP-140563
	32.251
	0380
	1
	12.6.1
	Rel‑12
	Rel‑12 CR 32.251 Introduction of report the most up to date User Location Information
	approved
	B
	12.7.0
	CH12
	S5

	SP-140567
	32.251
	0381
	1
	12.6.1
	Rel‑12
	Rel‑12 CR 32.251 Introduce Charging Characteristics in Convergent scenario
	approved
	B
	12.7.0
	P4C-F-CH_P
	S5

	SP-140563
	32.251
	0382
	1
	12.6.1
	Rel‑12
	CR Rel‑12 32.251 Complete ePDG offline charging description
	approved
	B
	12.7.0
	CH12
	S5

	SP-140567
	32.251
	0383
	1
	12.6.1
	Rel‑12
	Rel‑12 CR 32.251 Corrections to include missing fixed user location information for NSWO
	approved
	F
	12.7.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140566
	32.251
	0384
	-
	12.6.1
	Rel‑12
	Rel‑12 CR 32.251 Minor corrections to CHIPS for clarification
	approved
	F
	12.7.0
	CHIPS
	S5

	SP-140564
	32.260
	0271
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.260 Corrections for alignment between charging specifications
	approved
	F
	12.5.0
	CH12
	S5

	SP-140561
	32.260
	0272
	-
	8.17.0
	Rel‑8
	Re-8 CR 32.260 Removal of duplicate Requested Action in IMS online charging
	approved
	F
	8.18.0
	CH8
	S5

	SP-140561
	32.260
	0273
	-
	9.15.0
	Rel‑9
	Re-9 CR 32.260 Removal of duplicate Requested Action in IMS online charging
	approved
	A
	9.16.0
	CH8
	S5

	SP-140561
	32.260
	0274
	-
	10.12.0
	Rel‑10
	Re-10 CR 32.260 Removal of duplicate Requested Action in IMS online charging
	approved
	A
	10.13.0
	CH8
	S5

	SP-140561
	32.260
	0275
	-
	11.12.0
	Rel‑11
	Re-11 CR 32.260 Removal of duplicate Requested Action in IMS online charging
	approved
	A
	11.13.0
	CH8
	S5

	SP-140561
	32.260
	0276
	-
	12.4.1
	Rel‑12
	Re-12 CR 32.260 Removal of duplicate Requested Action in IMS online charging
	approved
	A
	12.5.0
	CH8
	S5

	SP-140568
	32.260
	0277
	1
	11.12.0
	Rel‑11
	Rel‑11 CR 32.260 Correction on inconsistent defined parameter for NetLoc
	approved
	F
	11.13.0
	NWK-PL2IMS_CH
	S5

	SP-140568
	32.260
	0278
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.260 Correction on inconsistent defined parameter for NetLoc
	approved
	A
	12.5.0
	NWK-PL2IMS_CH
	S5

	SP-140564
	32.260
	0279
	-
	12.4.1
	Rel‑12
	Rel‑12 CR 32.260 Correction of Subscriber Equipment Number and Instance Id for privacy concerns
	approved
	F
	12.5.0
	CH12
	S5

	SP-140561
	32.260
	0283
	1
	11.12.0
	Rel‑11
	Rel‑11 CR 32.260 SDP general handling clarification
	approved
	A
	11.13.0
	CH11
	S5

	SP-140561
	32.260
	0284
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.260 SDP general handling clarification
	approved
	A
	12.5.0
	CH11
	S5

	SP-140564
	32.270
	0027
	1
	11.0.1
	Rel‑12
	Rel‑12 CR 32.270 Corrections for alignment between charging specifications
	approved
	F
	12.0.0
	CH12
	S5

	SP-140564
	32.271
	0014
	1
	11.1.2
	Rel‑12
	Rel‑12 CR 32.271 Corrections for alignment between charging specifications
	approved
	F
	12.0.0
	CH12
	S5

	SP-140564
	32.272
	0034
	1
	11.1.1
	Rel‑12
	Rel‑12 CR 32.272 Corrections for alignment between charging specifications
	approved
	F
	12.0.0
	CH12
	S5

	SP-140564
	32.273
	0027
	1
	11.1.1
	Rel‑12
	Rel‑12 CR 32.273 Corrections for alignment between charging specifications
	approved
	F
	12.0.0
	CH12
	S5

	SP-140569
	32.273
	0028
	1
	9.3.0
	Rel‑9
	Rel‑9 CR 32.273 Corrections for MBMS offline charging using Diameter
	approved
	F
	9.4.0
	MBMS_EPS
	S5

	SP-140569
	32.273
	0029
	1
	10.1.0
	Rel‑10
	Rel‑10 CR 32.273 Corrections for MBMS offline charging using Diameter
	approved
	A
	10.2.0
	MBMS_EPS
	S5

	SP-140569
	32.273
	0030
	1
	11.1.1
	Rel‑11
	Rel‑11 CR 32.273 Corrections for MBMS offline charging using Diameter
	approved
	A
	11.2.0
	MBMS_EPS
	S5

	SP-140564
	32.274
	0029
	1
	12.3.1
	Rel‑12
	Rel‑12 CR 32.274 Corrections for alignment between charging specifications
	approved
	F
	12.4.0
	CH12
	S5

	SP-140561
	32.275
	0053
	1
	8.5.0
	Rel‑8
	R8 CR 32.275 Removal of CDIVN service
	approved
	F
	8.6.0
	CH8
	S5

	SP-140561
	32.275
	0054
	1
	9.6.0
	Rel‑9
	R9 CR 32.275 Removal of CDIVN service
	approved
	A
	9.7.0
	CH8
	S5

	SP-140561
	32.275
	0055
	1
	10.1.0
	Rel‑10
	R10 CR 32.275 Removal of CDIVN service
	approved
	A
	10.2.0
	CH8
	S5

	SP-140561
	32.275
	0056
	1
	11.3.0
	Rel‑11
	R11 CR 32.275 Removal of CDIVN service
	approved
	A
	11.4.0
	CH8
	S5

	SP-140564
	32.275
	0057
	1
	12.0.1
	Rel‑12
	Rel‑12 CR 32.275 Corrections for alignment between charging specifications
	approved
	F
	12.1.0
	CH12
	S5

	SP-140561
	32.275
	0058
	1
	12.0.1
	Rel‑12
	R12 CR 32.275 Removal of CDIVN service
	approved
	A
	12.1.0
	CH8
	S5

	SP-140564
	32.280
	0028
	1
	11.1.1
	Rel‑12
	Rel‑12 CR 32.280 Corrections for alignment between charging specifications
	approved
	F
	12.0.0
	CH12
	S5

	SP-140564
	32.295
	0008
	1
	12.0.1
	Rel‑12
	Rel‑12 CR 32.295 Corrections for alignment between charging specifications
	approved
	F
	12.1.0
	CH12
	S5

	SP-140564
	32.296
	0037
	1
	12.1.1
	Rel‑12
	Rel‑12 CR 32.296 Corrections for alignment between charging specifications
	approved
	F
	12.2.0
	CH12
	S5

	SP-140563
	32.296
	0038
	2
	12.1.1
	Rel‑12
	Removal of I-WLAN solution
	approved
	F
	12.2.0
	CH12
	S5

	SP-140564
	32.297
	0015
	1
	12.0.1
	Rel‑12
	Rel‑12 CR 32.297 Corrections for alignment between charging specifications
	approved
	F
	12.1.0
	CH12
	S5

	SP-140563
	32.297
	0016
	1
	12.0.1
	Rel‑12
	Rel‑12 CR 32.297 Removal of I-WLAN solution
	approved
	F
	12.1.0
	CH12
	S5

	SP-140565
	32.298
	0470
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Introduction of Presence Reporting Areas for Charging
	approved
	B
	12.5.0
	CNO_ULI-CH
	S5

	SP-140561
	32.298
	0471
	1
	8.19.1
	Rel‑8
	R8 CR 32.298 Removal of CDIVN service
	approved
	F
	8.20.0
	CH8
	S5

	SP-140561
	32.298
	0472
	1
	9.18.0
	Rel‑9
	R9 CR 32.298 Removal of CDIVN service
	approved
	A
	9.19.0
	CH8
	S5

	SP-140561
	32.298
	0473
	1
	10.15.0
	Rel‑10
	R10 CR 32.298 Removal of CDIVN service
	approved
	A
	10.16.0
	CH8
	S5

	SP-140561
	32.298
	0474
	1
	11.10.0
	Rel‑11
	R11 CR 32.298 Removal of CDIVN service
	approved
	A
	11.11.0
	CH8
	S5

	SP-140561
	32.298
	0475
	1
	12.4.1
	Rel‑12
	R12 CR 32.298 Removal of CDIVN service
	approved
	A
	12.5.0
	CH8
	S5

	SP-140562
	32.298
	0476
	1
	12.4.1
	Rel‑12
	R12 CR 32.298 Correction for expanded ASN.1 sources code generation
	approved
	A
	12.5.0
	CH11
	S5

	SP-140563
	32.298
	0477
	1
	12.4.1
	Rel‑12
	R12 CR 32.298 Introduction of ASN.1 Cross-reference listing
	approved
	B
	12.5.0
	CH12
	S5

	SP-140564
	32.298
	0478
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Corrections for alignment between charging specifications
	approved
	F
	12.5.0
	CH12
	S5

	SP-140563
	32.298
	0479
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Introduction of report the most up to date User Location Information
	approved
	B
	12.5.0
	CH12
	S5

	SP-140561
	32.298
	0480
	1
	8.19.1
	Rel‑8
	Rel‑8 CR 32.298 Correction of ASN.1 tag value for servingNodePLMNIdentifier in SGSN CDRs
	approved
	F
	8.20.0
	CH8
	S5

	SP-140561
	32.298
	0481
	1
	9.18.0
	Rel‑9
	Rel‑9 CR 32.298 Correction of ASN.1 tag value for servingNodePLMNIdentifier in SGSN CDRs
	approved
	A
	9.19.0
	CH8
	S5

	SP-140561
	32.298
	0482
	1
	10.15.0
	Rel‑10
	Rel‑10 CR 32.298 Correction of ASN.1 tag value for servingNodePLMNIdentifier in SGSN CDRs
	approved
	A
	10.16.0
	CH8
	S5

	SP-140561
	32.298
	0483
	1
	11.10.0
	Rel‑11
	Rel‑11 CR 32.298 Correction of ASN.1 tag value for servingNodePLMNIdentifier in SGSN CDRs
	approved
	A
	11.11.0
	CH8
	S5

	SP-140567
	32.298
	0484
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Introduce Charging Characteristics in Convergent scenario
	approved
	B
	12.5.0
	P4C-F-CH_P
	S5

	SP-140567
	32.298
	0485
	-
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Introduce Traffic Data Volumes in IPE-CDR
	approved
	B
	12.5.0
	P4C-F-CH_P
	S5

	SP-140563
	32.298
	0486
	1
	12.4.1
	Rel‑12
	CR Rel‑12 32.298 Complete ePDG offline charging description
	approved
	B
	12.5.0
	CH12
	S5

	SP-140568
	32.298
	0487
	1
	11.10.0
	Rel‑11
	Rel‑11 CR 32.298 Correction on inconsistent defined parameter for NetLoc
	approved
	F
	11.11.0
	NWK-PL2IMS_CH
	S5

	SP-140568
	32.298
	0488
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Correction on inconsistent defined parameter for NetLoc
	approved
	A
	12.5.0
	NWK-PL2IMS_CH
	S5

	SP-140567
	32.298
	0489
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Corrections to include missing fixed user location information for NSWO
	approved
	F
	12.5.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140563
	32.298
	0490
	-
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Correction of Subscriber Equipment Number and Instance Id for privacy concerns
	approved
	F
	12.5.0
	CH12
	S5

	SP-140561
	32.298
	0491
	1
	8.19.1
	Rel‑8
	Rel‑8 CR 32.298 Correction of ASN.1 tag value for 3GPP2UserLocation - align with Release 9
	approved
	F
	8.20.0
	CH8
	S5

	SP-140563
	32.298
	0492
	1
	12.4.1
	Rel‑12
	Rel‑12 CR 32.298 Removal of I-WLAN solution
	approved
	F
	12.5.0
	CH12
	S5

	SP-140562
	32.298
	0494
	-
	11.10.0
	Rel‑11
	Rel‑11 CR 32.298 Correction for expanded ASN.1 sources code generation
	approved
	F
	11.11.0
	CH11
	S5

	SP-140565
	32.299
	0596
	1
	12.5.1
	Rel‑12
	Rel‑12 CR 32.299 Introduction of Presence Reporting Areas for Charging
	approved
	B
	12.6.0
	CNO_ULI-CH
	S5

	SP-140561
	32.299
	0597
	1
	8.22.0
	Rel‑8
	R8 CR 32.299 Removal of CDIVN service
	approved
	F
	8.23.0
	CH8
	S5

	SP-140561
	32.299
	0598
	1
	9.17.0
	Rel‑9
	R9 CR 32.299 Removal of CDIVN service
	approved
	A
	9.18.0
	CH8
	S5

	SP-140561
	32.299
	0599
	1
	10.12.0
	Rel‑10
	R10 CR 32.299 Removal of CDIVN service
	approved
	A
	10.13.0
	CH8
	S5

	SP-140561
	32.299
	0600
	1
	11.12.0
	Rel‑11
	R11 CR 32.299 Removal of CDIVN service
	approved
	A
	11.13.0
	CH8
	S5

	SP-140561
	32.299
	0601
	1
	11.12.0
	Rel‑12
	R12 CR 32.299 Removal of CDIVN service
	approved
	A
	12.0.0
	CH8
	S5

	SP-140564
	32.299
	0602
	1
	12.5.1
	Rel‑12
	Rel‑12 CR 32.299 Corrections for alignment between charging specifications
	approved
	F
	12.6.0
	CH12
	S5

	SP-140563
	32.299
	0603
	1
	12.5.1
	Rel‑12
	CR Rel‑12 32.299 Complete ePDG offline charging description
	approved
	B
	12.6.0
	CH12
	S5

	SP-140567
	32.299
	0604
	-
	12.5.1
	Rel‑12
	Rel‑12 CR 32.299 Corrections to include missing fixed user location information for NSWO
	approved
	F
	12.6.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140569
	32.299
	0605
	1
	9.17.0
	Rel‑9
	Rel‑9 CR 32.299 Correction to define missing AVP for MBMS offline charging
	approved
	F
	9.18.0
	MBMS_EPS
	S5

	SP-140569
	32.299
	0606
	1
	10.12.0
	Rel‑10
	Rel‑10 CR 32.299 Correction to define missing AVP for MBMS offline charging
	approved
	A
	10.13.0
	MBMS_EPS
	S5

	SP-140569
	32.299
	0607
	1
	11.12.0
	Rel‑11
	Rel‑11 CR 32.299 Correction to define missing AVP for MBMS offline charging
	approved
	A
	11.13.0
	MBMS_EPS
	S5

	SP-140569
	32.299
	0608
	1
	12.5.1
	Rel‑12
	Rel‑12 CR 32.299 Correction to define missing AVP for MBMS offline charging
	approved
	A
	12.6.0
	MBMS_EPS
	S5

	SP-140563
	32.299
	0609
	2
	12.5.1
	Rel‑12
	Rel‑12 CR 32.299 Removal of I-WLAN solution
	approved
	F
	12.6.0
	CH12
	S5

	SP-140559
	32.306
	0003
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.316
	0001
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.326
	0002
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.336
	0001
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.346
	0001
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.356
	0001
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.366
	0001
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.376
	0002
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.386
	0002
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.396
	0003
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140557
	32.405
	0072
	1
	9.2.0
	Rel‑9
	CR CR R9 32.405 Correction of scope
	approved
	A
	9.3.0
	OAM7
	S5

	SP-140557
	32.405
	0073
	1
	10.0.0
	Rel‑10
	CR R10 32.405 Correction of scope
	approved
	A
	10.1.0
	OAM7
	S5

	SP-140556
	32.405
	0074
	1
	11.1.1
	Rel‑11
	CR R11 32.405 Correction of scope
	withdrawn
	A
	
	OAM7
	S5

	SP-140557
	32.405
	0075
	-
	7.8.0
	Rel‑7
	CR R7 32.405 Correction of scope
	approved
	F
	7.9.0
	OAM7
	S5

	SP-140557
	32.405
	0076
	-
	8.5.0
	Rel‑8
	CR R8 32.405 Correction of scope
	approved
	A
	8.6.0
	OAM7
	S5

	SP-140557
	32.406
	0011
	1
	9.0.0
	Rel‑9
	CR R9 32.406 Correction of scope
	approved
	A
	9.1.0
	OAM7
	S5

	SP-140557
	32.406
	0012
	1
	10.0.0
	Rel‑10
	CR R10 32.406 Correction of scope
	approved
	A
	10.1.0
	OAM7
	S5

	SP-140557
	32.406
	0013
	1
	11.3.0
	Rel‑11
	CR R11 32.406 Correction of scope
	approved
	A
	11.4.0
	OAM7
	S5

	SP-140557
	32.406
	0014
	-
	7.1.0
	Rel‑7
	CR R7 32.406 Correction of scope
	approved
	F
	7.2.0
	OAM7
	S5

	SP-140557
	32.406
	0015
	-
	8.0.0
	Rel‑8
	CR R8 32.406 Correction of scope
	approved
	A
	8.1.0
	OAM7
	S5

	SP-140559
	32.416
	0004
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140570
	32.422
	0271
	1
	11.10.0
	Rel‑11
	Rel‑11 CR 32.422 Adding reference for location measurement Angle of Arrival for MDT
	approved
	F
	11.11.0
	OAM-ePM-UE
	S5

	SP-140570
	32.422
	0272
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32.422 Adding reference for location measurement Angle of Arrival for MDT
	approved
	F
	12.3.0
	OAM-ePM-UE
	S5

	SP-140560
	32.423
	0092
	1
	11.8.0
	Rel‑12
	Rel‑12 CR 32.423 Correct the File naming convention
	approved
	F
	12.0.0
	OAM12
	S5

	SP-140558
	32.442
	0232
	-
	11.6.0
	Rel‑11
	Rel‑11 CR 32.442 Addition of missing parameters relating to RCEF
	approved
	F
	11.7.0
	OAM11
	S5

	SP-140559
	32.446
	0058
	-
	11.5.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.506
	0001
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.536
	0010
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.606
	0003
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.616
	0004
	-
	11.1.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140559
	32.666
	0003
	-
	11.0.0
	Rel‑12
	Update the link from Solution Set to Information Service due to the end of Release 12
	approved
	C
	12.0.0
	OAM12
	S5

	SP-140586
	33.106
	0133
	-
	12.3.0
	Rel‑12
	Encryption clarification
	approved
	C
	12.4.0
	LI12
	S3

	SP-140586
	33.106
	0134
	-
	12.3.0
	Rel‑12
	Location requirements
	approved
	B
	12.4.0
	LI12
	S3

	SP-140586
	33.106
	0135
	-
	12.3.0
	Rel‑12
	Clarifying Service requirement and editorial alignment of term
	approved
	B
	12.4.0
	LI12
	S3

	SP-140586
	33.107
	0150
	-
	12.7.0
	Rel‑12
	LI functionalities for GTP based s2b interfaces
	approved
	B
	12.8.0
	LI12
	S3

	SP-140586
	33.107
	0151
	-
	12.7.0
	Rel‑12
	Editorial Corrections
	approved
	D
	12.8.0
	LI12
	S3

	SP-140586
	33.107
	0152
	-
	12.7.0
	Rel‑12
	Clarification on interception of VoIP CC for targeted calls
	approved
	F
	12.8.0
	LI12
	S3

	SP-140586
	33.107
	0153
	-
	12.7.0
	Rel‑12
	Change of 'Decryption for IMS Media Plane Security' clause: making it more specific regarding E2E/E2AE modes
	approved
	C
	12.8.0
	LI12
	S3

	SP-140586
	33.107
	0154
	-
	12.7.0
	Rel‑12
	Intercept trigger and X3 alignment for IMS based VOIP stage 2
	approved
	F
	12.8.0
	LI12
	S3

	SP-140585
	33.107
	0155
	-
	12.7.0
	Rel‑12
	IMEI-based LI stage 2 description
	approved
	A
	12.8.0
	LI11
	S3

	SP-140585
	33.107
	0156
	-
	11.4.0
	Rel‑11
	IMEI-based LI stage 2 description
	approved
	F
	11.5.0
	LI11
	S3

	SP-140586
	33.107
	0157
	-
	12.7.0
	Rel‑12
	Clarifications to IMS Interception relative to CC
	approved
	C
	12.8.0
	LI12
	S3

	SP-140586
	33.107
	0158
	-
	12.7.0
	Rel‑12
	Hanging paragraph repair
	approved
	D
	12.8.0
	LI12
	S3

	SP-140586
	33.108
	0228
	1
	12.5.0
	Rel‑12
	Editorial Correction to the insertion of VoIP HI3 Text
	approved
	D
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0229
	-
	12.5.0
	Rel‑12
	PANI Header information
	approved
	B
	12.6.0
	LI12
	S3

	SP-140585
	33.108
	0230
	-
	12.5.0
	Rel‑12
	Addition of IMEI trigger ID for IMS
	approved
	A
	12.6.0
	LI11
	S3

	SP-140585
	33.108
	0231
	-
	11.4.0
	Rel‑11
	Addition of IMEI trigger ID for IMS
	approved
	F
	11.5.0
	LI11
	S3

	SP-140586
	33.108
	0232
	-
	12.5.0
	Rel‑12
	Editorial Correction to the insertion of VoIP HI3 Text
	approved
	D
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0233
	-
	12.5.0
	Rel‑12
	LI Support for GTP based s2b interfaces.
	approved
	B
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0234
	-
	12.5.0
	Rel‑12
	Addition of MRF ICE Type for HI3 IMS-based VoIP
	approved
	C
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0235
	-
	12.5.0
	Rel‑12
	Error in the description of UMTS LI Correlation Version 1 Header
	approved
	F
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0236
	-
	12.5.0
	Rel‑12
	Normative Annex to provide the description of VoIPLIC-header
	approved
	C
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0237
	-
	12.5.0
	Rel‑12
	Correction to ConfULIC-header and new Annex with description
	approved
	C
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0238
	-
	12.5.0
	Rel‑12
	Updates to support VoIP/VoLTE
	approved
	C
	12.6.0
	LI12
	S3

	SP-140586
	33.108
	0239
	-
	12.5.0
	Rel‑12
	HeNB ASN.1 Fixes
	approved
	F
	12.6.0
	LI12
	S3

	SP-140593
	33.203
	0216
	1
	12.6.0
	Rel‑12
	Correction to 33.203 of TLS cipher suites profile for IMS access security
	approved
	F
	12.7.0
	TEI12
	S3

	SP-140593
	33.203
	0217
	1
	12.6.0
	Rel‑12
	Correction to 33.203 of TLS profile regarding renegotiation
	approved
	F
	12.7.0
	TEI12
	S3

	SP-140593
	33.203
	0218
	1
	12.6.0
	Rel‑12
	Correction and clarification of SPI information in Security-client header (R12)
	approved
	F
	12.7.0
	TEI12
	S3

	SP-140588
	33.203
	0221
	1
	12.6.0
	Rel‑12
	Verification of WIC may not require CORS
	approved
	F
	12.7.0
	IMS_WebRTC
	S3

	SP-140588
	33.203
	0222
	-
	12.6.0
	Rel‑12
	Editorial correction relating to WebRTC registration scenarios
	approved
	D
	12.7.0
	IMS_WebRTC
	S3

	SP-140588
	33.203
	0223
	-
	12.6.0
	Rel‑12
	Terminology in WebRTC
	approved
	F
	12.7.0
	IMS_WebRTC
	S3

	SP-140588
	33.203
	0224
	1
	12.6.0
	Rel‑12
	CR to 33.203: WIC authentication with IMS AKA
	approved
	F
	12.7.0
	IMS_WebRTC
	S3

	SP-140588
	33.203
	0225
	1
	12.6.0
	Rel‑12
	Effects on key theft when using IMS-AKA
	approved
	F
	12.7.0
	IMS_WebRTC
	S3

	SP-140593
	33.234
	0123
	-
	12.0.0
	Rel‑12
	Adding a Note on new purpose of specification
	approved
	F
	12.1.0
	TEI12
	S3

	SP-140589
	33.246
	0178
	-
	12.0.0
	Rel‑12
	CR-0178 TR 33.246 GCSE resolving of editor's note under N.1
	approved
	F
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.246
	0179
	1
	12.0.0
	Rel‑12
	Integrity protection on MB2-U
	approved
	B
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.246
	0180
	1
	12.0.0
	Rel‑12
	Solving editor's note on Diameter security mechanism
	approved
	F
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.246
	0181
	1
	12.0.0
	Rel‑12
	CR-0181 TR 33.246 GCSE MB2-U interface solution
	approved
	B
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.246
	0182
	-
	12.0.0
	Rel‑12
	CR-0182 TR 33.246 editorial
	approved
	D
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.246
	0184
	1
	12.0.0
	Rel‑12
	Solving editor's note on mutual authentication between GCS AS and BM-SC
	approved
	F
	12.1.0
	GCSE_LTE
	S3

	SP-140591
	33.303
	0001
	1
	12.0.0
	Rel‑12
	Correction of key on Ua interface
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0002
	1
	12.0.0
	Rel‑12
	Addition of abbreviations
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0003
	2
	12.0.0
	Rel‑12
	Some corrections to TS 33.303
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0004
	1
	12.0.0
	Rel‑12
	ProSe PTK Calculation
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0005
	1
	12.0.0
	Rel‑12
	ProSe PTK ID
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0006
	1
	12.0.0
	Rel‑12
	ProSe Group Key Clarification
	approved
	F
	12.1.0
	Prose
	S3

	SP-140591
	33.303
	0007
	-
	12.0.0
	Rel‑12
	ProSe PEK clarification
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0008
	1
	12.0.0
	Rel‑12
	Protection of UE identity on PC3 interface
	approved
	C
	12.1.0
	Prose
	S3

	SP-140591
	33.303
	0009
	1
	12.0.0
	Rel‑12
	Fix the procedure of Application Server-signed Proximity Request
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0011
	1
	12.0.0
	Rel‑12
	Discovery Filter using ProSe Application Mask
	approved
	F
	12.1.0
	Prose
	S3

	SP-140591
	33.303
	0012
	2
	12.0.0
	Rel‑12
	EPS encryption algorithm in ProSe Direct Communication
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0014
	1
	12.0.0
	Rel‑12
	Deletion of parameters related to PGK key
	approved
	F
	12.1.0
	Prose
	S3

	SP-140591
	33.303
	0016
	1
	12.0.0
	Rel‑12
	Correct the conditions for sending of Match Report in ProSe Direct Discovery
	approved
	F
	12.1.0
	Prose
	S3

	SP-140591
	33.303
	0017
	2
	12.0.0
	Rel‑12
	Alignment of identifier definitions for ProSe one-to-many communications
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0018
	1
	12.0.0
	Rel‑12
	Sending only the LSB of PGK Id in the PDCP header
	approved
	C
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0022
	1
	12.0.0
	Rel‑12
	Defining for the time parameter used in ProSe discovery
	approved
	F
	12.1.0
	Prose
	S3

	SP-140591
	33.303
	0024
	1
	12.0.0
	Rel‑12
	Support for multiple PDCP entities for a Group
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0027
	1
	12.0.0
	Rel‑12
	[ProSe]: CR: KMS Provisioning Message Formats for media security
	approved
	C
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0028
	1
	12.0.0
	Rel‑12
	[ProSe]: CR: SRTP/SRTCP Profile for ProSe Media Security
	approved
	C
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0029
	1
	12.0.0
	Rel‑12
	[ProSe]: CR: MIKEY message formats for media security
	approved
	F
	12.1.0
	ProSe
	S3

	SP-140591
	33.303
	0030
	1
	12.0.0
	Rel‑12
	[ProSe]: CR: Clarification on link between Group UIDs and GMKs
	approved
	C
	12.1.0
	ProSe
	S3

	SP-140593
	33.310
	0075
	1
	12.1.0
	Rel‑12
	Defining generic DTLS profile based on TS 33.310 TLS profile
	approved
	F
	12.2.0
	TEI12, NDSAFTLS
	S3

	SP-140593
	33.310
	0076
	1
	12.1.0
	Rel‑12
	Updating TLS profile for TLS session resumption
	approved
	F
	12.2.0
	TEI12, NDSAFTLS
	S3

	SP-140593
	33.310
	0077
	1
	12.1.0
	Rel‑12
	Correction of SEG Certificate Profile in TS 33.310
	approved
	F
	12.2.0
	TEI12
	S3

	SP-140593
	33.310
	0078
	-
	12.1.0
	Rel‑12
	Correction to 33.310 of TLS profile regarding NULL encryption
	approved
	F
	12.2.0
	TEI12, NDSAFTLS
	S3

	SP-140593
	33.310
	0079
	-
	12.1.0
	Rel‑12
	Correction to 33.310 of TLS profile regarding renegotiation
	approved
	F
	12.2.0
	TEI12, NDSAFTLS
	S3

	SP-140593
	33.320
	0095
	1
	12.1.0
	Rel‑12
	Separate root CA certificates for H(e)NB and SeGW
	approved
	F
	12.2.0
	TEI12, NDSAFTLS
	S3

	SP-140587
	33.328
	0061
	1
	12.7.0
	Rel‑12
	TS 33.328 TLS profile - resolution of Editor's Notes
	approved
	D
	12.8.0
	eMEDIASEC
	S3

	SP-140587
	33.328
	0062
	-
	12.7.0
	Rel‑12
	Editorial correction of reference to non-existing Annex Y
	approved
	D
	12.8.0
	eMEDIASEC
	S3

	SP-140590
	33.401
	0526
	1
	12.11.0
	Rel‑12
	Solving editor's note on SCC length
	approved
	F
	12.12.0
	LTE_SC_enh_L1
	S3

	SP-140590
	33.401
	0532
	1
	12.11.0
	Rel‑12
	Removal of Editor Notes from Sections and clean up related to Dual Connectivity
	approved
	F
	12.12.0
	LTE_SC_enh_L1
	S3

	SP-140590
	33.401
	0535
	1
	12.11.0
	Rel‑12
	Add Dual Connectivity Acronyms
	approved
	F
	12.12.0
	LTE_SC_enh_L1
	S3

	SP-140592
	33.402
	0119
	1
	12.3.0
	Rel‑12
	Introduction of WLCP security
	revised
	B
	
	eSaMOG
	S3

	SP-140636
	33.402
	0119
	2
	12.3.0
	Rel‑12
	Introduction of WLCP security
	approved
	B
	12.4.0
	eSaMOG
	S3

	SP-140589
	33.888
	0001
	1
	12.0.0
	Rel‑12
	CR-0001 TR 33.888 GCSE Clarification to key issue MB2 interface
	approved
	B
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.888
	0002
	2
	12.0.0
	Rel‑12
	Commenting on S3-142059
	approved
	F
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.888
	0003
	1
	12.0.0
	Rel‑12
	CR-0003 TR 33.888 GCSE MB2-U requirement
	approved
	F
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.888
	0004
	1
	12.0.0
	Rel‑12
	CR-0004 TR 33.888 GCSE MB2-U interface solution
	approved
	B
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.888
	0005
	1
	12.0.0
	Rel‑12
	CR-0005 TR 33.888 GCSE conclusion
	approved
	B
	12.1.0
	GCSE_LTE
	S3

	SP-140589
	33.888
	0006
	-
	12.0.0
	Rel‑12
	PCR-Integrity protection on MB2-U interface
	approved
	F
	12.1.0
	GCSE_LTE
	S3

	RP-141592
	34.108
	0958
	-
	11.10.0
	Rel‑11
	Update Radio Bearer Setup message for Multiflow HSDPA tests
	approved
	F
	11.11.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141575
	34.108
	0959
	-
	11.10.0
	Rel‑11
	Updates to clause 7.5 and addition of new clauses 7.5.6, 7.5.7, 7.5.8 and 7.5.9 of 34.108
	approved
	F
	11.11.0
	TEI10_Test
	R5

	RP-141575
	34.108
	0960
	-
	11.10.0
	Rel‑11
	Update to missing dual band combinations of 4C-HSDPA configurations
	approved
	F
	11.11.0
	TEI10_Test
	R5

	RP-141570
	34.108
	0961
	-
	11.10.0
	Rel‑11
	Editorial correction to Radio bearer Setup Message for TD-SCDMA
	approved
	F
	11.11.0
	TEI8_Test
	R5

	RP-141591
	34.108
	0962
	-
	11.10.0
	Rel‑11
	Adding SIB22 scheduling and SIB22 default message for Enhanced CELL_FACH testing
	approved
	F
	11.11.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141575
	34.108
	0963
	-
	11.10.0
	Rel‑11
	Addition of E-UTRA Capability in RRC Connection Setup
	approved
	F
	11.11.0
	TEI10_Test
	R5

	RP-141593
	34.114
	0060
	-
	12.0.0
	Rel‑12
	Correction of clause 6.6.2 in 34.114
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-141575
	34.121-1
	1580
	-
	11.4.0
	Rel‑11
	Clarification of Tracking Area Updating procedure for FDD
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141593
	34.121-1
	1581
	-
	11.4.0
	Rel‑11
	Addition of Test parameters and conditions for Occupied bandwidth OLTD test case
	approved
	F
	11.5.0
	TEI11_Test
	R5

	RP-141591
	34.121-1
	1582
	-
	11.4.0
	Rel‑11
	Updates to E-UTRA Cell Reselection test cases when HS-DSCH DRX is configured
	approved
	F
	11.5.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141591
	34.121-1
	1583
	-
	11.4.0
	Rel‑11
	Updates to enh CELL_FACH test cases
	approved
	F
	11.5.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141573
	34.121-1
	1584
	-
	11.4.0
	Rel‑11
	Updates to 8.6.4.1 Correct reporting of GSM neighbours in AWGN propagation condition
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141575
	34.121-1
	1585
	-
	11.4.0
	Rel‑11
	Addition of missing band combinations for 3C and 4C-HSDPA
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141575
	34.121-1
	1586
	-
	11.4.0
	Rel‑11
	Correction to statistical parameter in Annex F.6.1.8
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141593
	34.121-1
	1587
	-
	11.4.0
	Rel‑11
	Addition of test case body for Occupeid Bandwith for OLTD
	approved
	F
	11.5.0
	TEI11_Test
	R5

	RP-141592
	34.121-1
	1588
	-
	11.4.0
	Rel‑12
	Addition of chapter 9 CQI accuracy test cases for Multiflow HSDPA
	approved
	F
	12.0.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.121-1
	1589
	-
	11.4.0
	Rel‑12
	Addition of chapter 9 HSDPA Performance cases for Multiflow HSDPA
	approved
	F
	12.0.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.121-1
	1590
	-
	11.4.0
	Rel‑12
	Annexure update for MF-HSDPA test cases
	approved
	F
	12.0.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141593
	34.121-2
	0156
	-
	11.3.0
	Rel‑11
	Addition of test case applicability for Occupeid Bandwith for OLTD / CLTD
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141592
	34.121-2
	0158
	-
	11.3.0
	Rel‑11
	Applicability update for Multiflow HSDPA test cases
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141575
	34.122
	0433
	-
	11.8.0
	Rel‑11
	Clarification of Tracking Area Updating procedure for TDD
	approved
	F
	11.9.0
	TEI10_Test
	R5

	RP-141567
	34.123-1
	3609
	-
	11.3.0
	Rel‑11
	Corrections to UTRA UE Capabilities Audit test case 8.1.5.7
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141573
	34.123-1
	3610
	-
	11.3.0
	Rel‑11
	Correction to WI-161 UTRA DC_HSU test case 8.3.4.20
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-141570
	34.123-1
	3611
	-
	11.3.0
	Rel‑11
	Correction to UTRA CSG TestCases 12.3.1.10
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141567
	34.123-1
	3612
	-
	11.3.0
	Rel‑11
	Correction to test case 8.1.5.7
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141569
	34.123-1
	3613
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-140 test case 11.9.1
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-141570
	34.123-1
	3614
	-
	11.3.0
	Rel‑11
	SS TCs: Updates to ensure correct CS security keys are configured
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141591
	34.123-1
	3615
	-
	11.3.0
	Rel‑11
	New Enhanced CELL_FACH MAC test case for CCCH Fallback to R99 PRACH
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141591
	34.123-1
	3616
	-
	11.3.0
	Rel‑11
	New Enhanced CELL_FACH MAC test case for DCCH Fallback to R99 PRACH
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141575
	34.123-1
	3617
	-
	11.3.0
	Rel‑11
	Update of UTRA test case 8.6.2.3
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-141593
	34.123-1
	3618
	-
	11.3.0
	Rel‑11
	Update of UTRA test case 8.6.2.3a
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141593
	34.123-1
	3619
	-
	11.3.0
	Rel‑11
	Editorial correction of UTRA test case 8.6.4.8
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141593
	34.123-1
	3620
	-
	11.3.0
	Rel‑11
	Editorial correction of UTRA test case 8.6.4.9
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141593
	34.123-1
	3621
	-
	11.3.0
	Rel‑11
	Editorial correction of UTRA test case 8.6.5.1
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141593
	34.123-1
	3622
	-
	11.3.0
	Rel‑11
	Editorial correction of UTRA test case 8.6.5.2
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141593
	34.123-1
	3623
	-
	11.3.0
	Rel‑11
	Correction of UTRA test case 8.6.5.3
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141593
	34.123-1
	3624
	-
	11.3.0
	Rel‑11
	Editorial update of UTRA test case 8.6.4.5
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141570
	34.123-1
	3625
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.7.23
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3626
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.7.24
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3627
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.7.25
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3628
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.7.26
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3629
	-
	11.3.0
	Rel‑11
	Update of RRC test case 8.3.1.49 and 8.3.1.49a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3630
	-
	11.3.0
	Rel‑11
	Correction to CSG Rel‑8 testcase 12.3.1.10
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3631
	-
	11.3.0
	Rel‑11
	Correction to MAC-i/is Rel‑8 testcase 8.2.2.61
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141569
	34.123-1
	3632
	-
	11.3.0
	Rel‑11
	Correction to NISPC Rel‑7 testcase 11.1.5.1
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-141570
	34.123-1
	3633
	-
	11.3.0
	Rel‑11
	Correction to Rel‑8 CSG test case 6.3.2.3
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3634
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.2.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3635
	-
	11.3.0
	Rel‑11
	Correction to Enhanced CELL_FACH DRX test case 8.3.1.49
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141591
	34.123-1
	3636
	-
	11.3.0
	Rel‑11
	New Enhanced CELL_FACH RRC test case 8.3.1.49b for HS-DSCH DRX operation with second DRX cycle
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141591
	34.123-1
	3637
	-
	11.3.0
	Rel‑11
	New Enhanced CELL_FACH RRC test case 8.3.1.49c for HS-DSCH DRX operation with second DRX cycle
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141593
	34.123-1
	3638
	-
	11.3.0
	Rel‑11
	Update to test case 12.4.1.4f
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141570
	34.123-1
	3639
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3640
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3641
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.3
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3642
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3643
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.5
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3644
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.6
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3645
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.7
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3646
	-
	11.3.0
	Rel‑11
	Corrections to SS test case 15.4.8
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3647
	-
	11.3.0
	Rel‑11
	Correction to 3G UTRA CSG TestCases 9.4.2.6 and 12.4.1.4e
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141575
	34.123-1
	3648
	-
	11.3.0
	Rel‑11
	Update of UTRA test case 8.6.2.5
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-141575
	34.123-1
	3649
	-
	11.3.0
	Rel‑11
	Update of UTRA test case 8.6.2.6
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-141575
	34.123-1
	3650
	-
	11.3.0
	Rel‑11
	Update of UTRA test case 8.6.2.7
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-141570
	34.123-1
	3651
	-
	11.3.0
	Rel‑11
	Correction to Enhanced CELL_FACH DRX test case 8.3.1.49a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141575
	34.123-1
	3652
	-
	11.3.0
	Rel‑11
	Correction to Mobility Management Test Case 9.4.3.3a
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-141592
	34.123-1
	3653
	-
	11.3.0
	Rel‑11
	Correction to Multiflow HSDPA test case 8.2.1.45.1
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.123-1
	3654
	-
	11.3.0
	Rel‑11
	Correction to Multiflow HSDPA test case 8.2.1.45.2
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.123-1
	3655
	-
	11.3.0
	Rel‑11
	Correction to Multiflow HSDPA test case 8.2.1.45.3
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.123-1
	3656
	-
	11.3.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 7.2.5.4
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.123-1
	3657
	-
	11.3.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 7.2.5.5
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.123-1
	3658
	-
	11.3.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.1.46
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.123-1
	3659
	-
	11.3.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.2.86
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141570
	34.123-1
	3660
	-
	11.3.0
	Rel‑11
	Correction to UTRA TC 9.4.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3661
	-
	11.3.0
	Rel‑11
	Correction to CSG Rel‑8 testcase 6.3.1.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3662
	-
	11.3.0
	Rel‑11
	Correction to CSG Rel‑9 testcase 6.3.1.3
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-1
	3663
	-
	11.3.0
	Rel‑11
	Correction to MAC-IS/I Rel‑8 testcase 7.1.7.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141573
	34.123-1
	3664
	-
	11.3.0
	Rel‑11
	Correction to Rel‑9 DC-HSUPA test case 7.1.9.1
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-141575
	34.123-1
	3665
	-
	11.3.0
	Rel‑11
	Editorial correction to add clause titles for (e)MDT in TS 34.123-1
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-141592
	34.123-1
	3666
	-
	11.3.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.2.87
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141573
	34.123-2
	0704
	-
	11.3.0
	Rel‑11
	Correction to various mnemonic names
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-141593
	34.123-2
	0705
	-
	11.3.0
	Rel‑11
	Add mnemonics for the different UE power classes
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141567
	34.123-2
	0706
	-
	11.3.0
	Rel‑11
	Correction of applicability for test case 9.5.7.2
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141569
	34.123-2
	0707
	-
	11.3.0
	Rel‑11
	Updating Release applicability and comments for GEA4 and UEA2/UIA2 TCs
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-141570
	34.123-2
	0708
	-
	11.3.0
	Rel‑11
	Correction to the applicability of Rel‑8 Fast dormancy testcase 8.1.9d
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141570
	34.123-2
	0709
	-
	11.3.0
	Rel‑11
	Corrections to the applicability of test case 15.2.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141593
	34.123-2
	0710
	-
	11.3.0
	Rel‑11
	Correction to the test case 12.4.2.3c
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141568
	34.123-2
	0711
	-
	11.3.0
	Rel‑11
	Correction to the applicability of Rel‑5 test case 11.1.1.1a
	approved
	F
	11.4.0
	TEI5_Test
	R5

	RP-141593
	34.123-2
	0712
	-
	11.3.0
	Rel‑11
	Editorial correction to 34.123-2 table A.18a
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-141591
	34.123-2
	0713
	-
	11.3.0
	Rel‑11
	Applicability of New Further Enhancement to CELL_FACH test cases
	approved
	F
	11.4.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141592
	34.123-2
	0714
	-
	11.3.0
	Rel‑11
	Adding applicability of newly added Multiflow HSDPA Test Cases 7.2.5.4, 7.2.5.5, 8.2.1.46.1, 8.2.1.46.2 and 8.2.1.46.3
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141592
	34.123-2
	0715
	-
	11.3.0
	Rel‑11
	Addition of applicability for newly added Multiflow HSDPA Test Cases
	approved
	F
	11.4.0
	HSDPA_MFTX-UEConTest
	R5

	RP-141567
	34.123-3
	3189
	-
	11.3.0
	Rel‑11
	Correction to TSO o_P_CheckClassmark3
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141570
	34.123-3
	3190
	-
	11.3.0
	Rel‑11
	Routine maintenance and updates
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141573
	34.123-3
	3191
	-
	11.3.0
	Rel‑11
	Routine maintenance and updates for LCR TDD
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-141579
	34.123-3
	3192
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-010 UTRA GMM Testcases 12.6.1.3.1, 12.6.1.3.2, 12.6.1.3.3.
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3193
	-
	11.3.0
	Rel‑11
	Addidtion of Rel‑7 NISPC testcase 11.1.5.1 to UTRAN testsuite
	approved
	B
	11.4.0
	TEI7_Test
	R5

	RP-141579
	34.123-3
	3194
	-
	11.3.0
	Rel‑11
	Addition of WI-161 DC-HSU test case 14.7.3b to HSPA9_ENH ATS
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-141579
	34.123-3
	3195
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 CSG test case 6.3.4.2 to HSPA9_ENH ATS
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-141579
	34.123-3
	3196
	-
	11.3.0
	Rel‑11
	Correction to UTRA NAS test case 12.9.13
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3197
	-
	11.3.0
	Rel‑11
	Addidtion of Rel‑8 CSG testcase 6.3.1.1 to HSPA8_ENH ATS
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3198
	-
	11.3.0
	Rel‑11
	Addition of Rel‑9 CSG test case 6.3.1.3 to HSPA9_ENH ATS
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-141579
	34.123-3
	3199
	-
	11.3.0
	Rel‑11
	Correction to UTRA Device Audit test case 8.1.5.7 (TTCN-3)
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3200
	-
	11.3.0
	Rel‑11
	Correction to UTRA RRC test case 8.3.1.40
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-141579
	34.123-3
	3201
	-
	11.3.0
	Rel‑11
	Correction to Rel‑7 WI-070 CPC testcase 7.1.6.2.11
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-141579
	34.123-3
	3202
	-
	11.3.0
	Rel‑11
	Correction to UTRAN Inter RAT test cases TC 8.3.7.x
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3203
	-
	11.3.0
	Rel‑11
	Correction to UTRAN HSD test cases 8.3.11.12 and 8.3.11.13
	approved
	F
	11.4.0
	TEI5_Test
	R5

	RP-141579
	34.123-3
	3204
	-
	11.3.0
	Rel‑11
	Addition of Rel‑8 CSG testcase 12.3.1.10 to HSPA8_ENH ATS
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3205
	-
	11.3.0
	Rel‑11
	Correction to Rel‑99 WCDMA InterRAT testcases
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3206
	-
	11.3.0
	Rel‑11
	Addition of WI-161 DC-HSU test case 8.3.4.20 to HSPA9_ENH ATS
	approved
	B
	11.4.0
	TEI9_Test
	R5

	RP-141579
	34.123-3
	3207
	-
	11.3.0
	Rel‑11
	Correction to PICS pc_GERANIuModeCapability datatype
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3208
	-
	11.3.0
	Rel‑11
	Correction in mnemonics for PICS pc_GERAN_IuMode_Capability and pc_FLO_Iu_Capability in UTRA TTCN-3 ATS
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3209
	-
	11.3.0
	Rel‑11
	Correction to UTRA CSG test case 9.4.2.6
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3210
	-
	11.3.0
	Rel‑11
	Corrections to UTRAN34 common functions
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3211
	-
	11.3.0
	Rel‑11
	Correction to Rel‑7 NISPC testcases 11.1.5.1 and 11.3.2a
	approved
	F
	11.4.0
	TEI7_Test
	R5

	RP-141579
	34.123-3
	3212
	-
	11.3.0
	Rel‑11
	Information added in the Full EUTRAN capability check for UTRAN TTCN-3 test case 8.1.5.7
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3213
	-
	11.3.0
	Rel‑11
	Correction to UTRA TTCN-3 test case 8.1.5.7 for UE Power class checking
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-141579
	34.123-3
	3214
	-
	11.3.0
	Rel‑11
	Addidtion of Rel‑8 SS testcase 15.1.1 to SSNITZ testsuite
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3215
	-
	11.3.0
	Rel‑11
	Addidtion of Rel‑8 SS NITZ testcase 15.2.1 SSNITZ testsuite
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3216
	-
	11.3.0
	Rel‑11
	Addidtion of Rel‑8 SS NITZ testcase 15.2.2 to SSNITZ testsuite
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3217
	-
	11.3.0
	Rel‑11
	Addition of WI-131 Rel‑8 Enh. Cell FACH UL Test Case 7.1.8.1 to HSPA8_ENH ATS
	approved
	B
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3218
	-
	11.3.0
	Rel‑11
	Correction to Rel‑8 UTRA CSG testcases 9.4.2.6, 12.4.1.4e and 12.9.7d
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3219
	-
	11.3.0
	Rel‑11
	Correction to Rel‑8 UTRA CSG testcases 9.4.2.6 and 12.4.1.4e
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3220
	-
	11.3.0
	Rel‑11
	Correction to of Rel‑8 Fast dormancy testcase 8.1.9d
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3221
	-
	11.3.0
	Rel‑11
	Correction to Rel‑8 CSG testcases 6.3.1.2, 6.3.2.1, 6.3.2.2, 6.3.3.1 and 6.3.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3222
	-
	11.3.0
	Rel‑11
	Correction to Rel‑8 and Rel‑9 DC testcases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3223
	-
	11.3.0
	Rel‑11
	Correction to Rel‑8 MAC-i/is test case 8.2.2.61
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3224
	-
	11.3.0
	Rel‑11
	Correction to Rel‑8 MAC-i/is test case 14.7.3a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3225
	-
	11.3.0
	Rel‑11
	Correction to the applicability of Rel‑8 Fast dormancy testcase 8.1.9d
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141579
	34.123-3
	3226
	-
	11.3.0
	Rel‑11
	Correction to of Rel‑5 SM testcase 11.1.1.1a
	approved
	F
	11.4.0
	TEI5_Test
	R5

	RP-141579
	34.123-3
	3227
	-
	11.3.0
	Rel‑11
	Correction to GCF WI-161 Rel‑9 DC-HSU TC 8.2.2.77
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-141578
	34.123-3
	3228
	-
	11.3.0
	Rel‑11
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0563
	-
	12.2.0
	Rel‑12
	Update the default security-client header field
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141596
	34.229-1
	0564
	-
	12.2.0
	Rel‑12
	Correction to SSAC test cases 12.18a, 12.19a, 12.20a
	approved
	F
	12.3.0
	TEI12_Test
	R5

	RP-141571
	34.229-1
	0565
	-
	12.2.0
	Rel‑12
	Corrections of test case 15.21
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0566
	-
	12.2.0
	Rel‑12
	Corrections of SDP s= and o= lines in DL
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141573
	34.229-1
	0567
	-
	12.2.0
	Rel‑12
	Addition of new test case for SIP 423 against re-registration
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141571
	34.229-1
	0568
	-
	12.2.0
	Rel‑12
	New test case 15.19a Inviting user to conference by sending a REFER request to the conference focus / Video
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0569
	-
	12.2.0
	Rel‑12
	New generic procedure C.A for Generic test procedure for Inviting user to Video conference by sending a REFER request to the conference focus
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0570
	-
	12.2.0
	Rel‑12
	New generic procedure C.Z for Generic test procedure for MTSI Video conference creation
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141573
	34.229-1
	0571
	-
	12.2.0
	Rel‑12
	Correction to Emergency Service over IMS test case 19.5.7
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141571
	34.229-1
	0572
	-
	12.2.0
	Rel‑12
	Correct video profile-level-id
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0573
	-
	12.2.0
	Rel‑12
	Refining Record-Route header in MT re-INVITE requests
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0574
	-
	12.2.0
	Rel‑12
	Correction to C.24 for SRVCC media removal
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0575
	-
	12.2.0
	Rel‑12
	Addition of Generic test procedures C.34 and C.35 for removal of early dailog for originating call and incoming call for aSRVCC
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141596
	34.229-1
	0576
	-
	12.2.0
	Rel‑12
	Editorial correction of title for Rel‑12 SSAC
	approved
	F
	12.3.0
	TEI12_Test
	R5

	RP-141571
	34.229-1
	0577
	-
	12.2.0
	Rel‑12
	Add XUI requirements
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0578
	-
	12.2.0
	Rel‑12
	New test case 15.11a MO Video Call Hold without announcement
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0579
	-
	12.2.0
	Rel‑12
	New test case 15.12a MT Video Call Hold without announcement
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0580
	-
	12.2.0
	Rel‑12
	New test case 15.21b Joining a conference after being invited to it / Video
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0581
	-
	12.2.0
	Rel‑12
	New test case 15.21c Three way session creation / Video
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0582
	-
	12.2.0
	Rel‑12
	Bandwidth values in SDP offered by SS
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0583
	-
	12.2.0
	Rel‑12
	Correction to Initial registration using GIBA test case 8.10
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0584
	-
	12.2.0
	Rel‑12
	Removal of px_pcscf
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141573
	34.229-1
	0585
	-
	12.2.0
	Rel‑12
	Correction to test case 19.1.3b
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141571
	34.229-1
	0586
	-
	12.2.0
	Rel‑12
	Reverting the coding changes to P-Asserted-Service and P-Preferred-Service
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0587
	-
	12.2.0
	Rel‑12
	On SDP in re-INVITE requests in IMS test cases 15.11 and 15.12
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0588
	-
	12.2.0
	Rel‑12
	Synch failure in IMS TC 9.2: Revisited
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-1
	0589
	-
	12.2.0
	Rel‑12
	Clarification for SDP session-version field in Annex C.27
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	34.229-2
	0125
	-
	12.1.0
	Rel‑12
	Editorial correction of the 16.4 test case title
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-141571
	34.229-2
	0126
	-
	12.1.0
	Rel‑12
	Add XCAP capabilities
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-141571
	34.229-2
	0127
	-
	12.1.0
	Rel‑12
	Editorial correction of codec table number
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-141596
	34.229-2
	0128
	-
	12.1.0
	Rel‑12
	Editorial correction of clause order ralated to Rel‑12 SSAC
	approved
	F
	12.2.0
	TEI12_Test
	R5

	RP-141573
	34.229-2
	0129
	-
	12.1.0
	Rel‑12
	Addition of new applicability for SIP error handling test cases
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-141571
	34.229-2
	0130
	-
	12.1.0
	Rel‑12
	Addition of applicability statements for new IMS Video test cases
	approved
	F
	12.2.0
	TEI8_Test
	R5

	RP-141573
	34.229-2
	0131
	-
	12.1.0
	Rel‑12
	Correction to applicability of test case 19.1.3b
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-141571
	34.229-3
	0197
	-
	10.3.0
	Rel‑10
	Routine maintenance and updates
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0198
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-154 IMS Emergency Call test case 19.5.7 with TS 36.523-3 test model
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-141581
	34.229-3
	0199
	-
	10.3.0
	Rel‑10
	Correction for IMS Codec Selection test cases 16.3 and 16.4
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0200
	-
	10.3.0
	Rel‑10
	IMS test case 18.1 for GIBA
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0201
	-
	10.3.0
	Rel‑10
	Addition of GCF WI-154 IMS Emergency Call test case 19.3.3 with TS 36.523-3 test model
	approved
	B
	10.4.0
	TEI9_Test
	R5

	RP-141581
	34.229-3
	0202
	-
	10.3.0
	Rel‑10
	Correction to IMS function f_IMS_MTCallSetup_SendPRACK_ReceiveOK.
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0203
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-103 IMS MTSI test case 11.2.
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0204
	-
	10.3.0
	Rel‑10
	Regression CR for IMS modules in ATS_14wk24
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0205
	-
	10.3.0
	Rel‑10
	Corrections for IMS Codec Selection test cases 16.3 and 16.4
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0206
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-103 IMS test case 15.12
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0207
	-
	10.3.0
	Rel‑10
	Correction of IMS SSAC Testcases 12.18, 12.19, 12.20, 12.18a, 12.19a and 12.20a
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-141581
	34.229-3
	0208
	-
	10.3.0
	Rel‑10
	Re-verification of GCF WI-103 IMS Codec Selecting test case 16.2 with 36.523-3 test model
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0209
	-
	10.3.0
	Rel‑10
	Corrections to IMS test case 15.11
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0210
	-
	10.3.0
	Rel‑10
	Correction to IMS test case 15.27
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0211
	-
	10.3.0
	Rel‑10
	Re-verification of IMS test case 15.8 over LTE with 34.229-3 test model
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0212
	-
	10.3.0
	Rel‑10
	Correction to IMS test case 16.2
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0213
	-
	10.3.0
	Rel‑10
	Correction to GCF WI-154 IMS Emergency Call Testcase 19.5.7
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-141581
	34.229-3
	0214
	-
	10.3.0
	Rel‑10
	Correction to ContactIE and UL Grant to IMS messages
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0215
	-
	10.3.0
	Rel‑10
	Bandwidth values for TCs 16.2, 16.3, and 16.4
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141581
	34.229-3
	0216
	-
	10.3.0
	Rel‑10
	Correction to Socket Handling during IMS registration procedure
	approved
	F
	10.4.0
	TEI8_Test
	R5

	RP-141580
	34.229-3
	0217
	-
	10.3.0
	Rel‑10
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-141560
	36.101
	2427
	-
	12.4.0
	Rel‑12
	Adding 15MHz channel BW to B40 3DL and new bandwidth combination set for the 2DL
	approved
	B
	12.5.0
	LTE_CA_C_B40_3DL_BW-Core
	R4

	RP-141527
	36.101
	2432
	-
	10.15.0
	Rel‑10
	Correction on support of a bandwidth combination set
	approved
	F
	10.16.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2433
	-
	11.9.0
	Rel‑11
	Correction on support of a bandwidth combination set
	approved
	A
	11.10.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2434
	-
	12.4.0
	Rel‑12
	Correction on support of a bandwidth combination set
	approved
	A
	12.5.0
	LTE_CA-Core
	R4

	RP-141556
	36.101
	2435
	3
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 3 and Band 8 to TS 36.101
	rejected
	B
	
	LTE_CA_B1_B3_B8-Core
	R4

	RP-141653
	36.101
	2435
	4
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 3 and Band 8 to TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B8-Core
	R4

	RP-141562
	36.101
	2436
	-
	12.4.0
	Rel‑12
	Corrections on Maximum input level and ACS for intra-band CA
	approved
	F
	12.5.0
	TEI12, LTE_CA-Core
	R4

	RP-141532
	36.101
	2438
	-
	11.9.0
	Rel‑11
	CR on correction on CQI reporting TDD CSI meas in case two CSI subframe sets with CRS test (Rel‑11)
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141532
	36.101
	2439
	-
	12.4.0
	Rel‑12
	CR on correction on CQI reporting TDD CSI meas in case two CSI subframe sets with CRS test (Rel‑12)
	approved
	A
	12.5.0
	TEI11
	R4

	RP-141532
	36.101
	2440
	-
	11.9.0
	Rel‑11
	CR on correction on RI reporting CSI meas in case two CSI subframe sets with CRS tests (Rel‑11)
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141532
	36.101
	2441
	-
	12.4.0
	Rel‑12
	CR on correction on RI reporting CSI meas in case two CSI subframe sets with CRS tests (Rel‑12)
	approved
	A
	12.5.0
	TEI11
	R4

	RP-141532
	36.101
	2443
	-
	11.9.0
	Rel‑11
	Clarification of high speed train scenario in 36.101 (Rel‑11)
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141532
	36.101
	2444
	-
	12.4.0
	Rel‑12
	Clarification of high speed train scenario in 36.101 (Rel‑12)
	approved
	A
	12.5.0
	TEI11
	R4

	RP-141551
	36.101
	2445
	-
	12.4.0
	Rel‑12
	Introduction of CA 8+11 to 36.101 (Rel‑12)
	approved
	B
	12.5.0
	LTE_CA_B8_B11-Core
	R4

	RP-141530
	36.101
	2446
	1
	11.9.0
	Rel‑11
	CR of introducing FeICIC TM9 testing (Rel‑11)
	approved
	F
	11.10.0
	eICIC_enh_LTE-Perf
	R4

	RP-141530
	36.101
	2447
	-
	12.4.0
	Rel‑12
	CR of introducing FeICIC TM9 testing (Rel‑12)
	approved
	A
	12.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-141525
	36.101
	2450
	-
	8.24.0
	Rel‑8
	Correction of downlink power allocation parameter for TDD single-antenna tests (Rel‑8)
	approved
	F
	8.25.0
	LTE-RF
	R4

	RP-141527
	36.101
	2451
	-
	10.15.0
	Rel‑10
	Remove the invalid TDD single-antenna test and maintenance of applicability table for CA sustained data rate test (Rel‑10)
	approved
	F
	10.16.0
	LTE_CA-Perf
	R4

	RP-141527
	36.101
	2452
	1
	12.4.0
	Rel‑12
	Remove the redundant table for FDD 4Tx multi-layer tests and correct the test case number (Rel‑12)
	approved
	F
	12.5.0
	LTE_CA-Perf
	R4

	RP-141530
	36.101
	2453
	-
	11.9.0
	Rel‑11
	Maintenance of CoMP demodulation performance requirements (Rel‑11)
	approved
	F
	11.10.0
	COMP_LTE_DL-Perf
	R4

	RP-141530
	36.101
	2454
	-
	12.4.0
	Rel‑12
	Maintenance of CoMP demodulation performance requirements (Rel‑12)
	approved
	A
	12.5.0
	COMP_LTE_DL-Perf
	R4

	RP-141530
	36.101
	2455
	-
	11.9.0
	Rel‑11
	Clean-up CR for EPDCCH and FeICIC PBCH (Rel‑11)
	approved
	F
	11.10.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-141530
	36.101
	2456
	-
	12.4.0
	Rel‑12
	Clean-up CR for EPDCCH and FeICIC PBCH (Rel‑12)
	approved
	A
	12.5.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-141548
	36.101
	2457
	2
	12.4.0
	Rel‑12
	Introduction of CA_B1_B3 into TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B1_B3-Core
	R4

	RP-141197
	36.101
	2458
	1
	12.4.0
	Rel‑12
	Introduction of CA_B1_B3_B19 into TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B19-Core
	R4

	RP-141559
	36.101
	2460
	1
	12.4.0
	Rel‑12
	Introduction of CA_B1_B42_B42 into TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B1_B42_B42-Core
	R4

	RP-141557
	36.101
	2461
	1
	12.4.0
	Rel‑12
	Introduction of CA_B19_B42_B42 into TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B19_B42_B42-Core
	R4

	RP-141546
	36.101
	2463
	1
	12.4.0
	Rel‑12
	Introduction of PMI reporting requirements for DL MIMO enhancement
	approved
	B
	12.5.0
	LTE_eDL_MIMO_enh-Perf
	R4

	RP-141527
	36.101
	2464
	-
	10.15.0
	Rel‑10
	Unequal DL CC RB allocations in Maximum input level
	approved
	F
	10.16.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2465
	-
	11.9.0
	Rel‑11
	Unequal DL CC RB allocations in Maximum input level
	approved
	A
	11.10.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2466
	-
	12.4.0
	Rel‑12
	Unequal DL CC RB allocations in Maximum input level
	approved
	F
	12.5.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2467
	-
	10.15.0
	Rel‑10
	Intra-band contiguous CA ACS case 2 test clarification
	approved
	F
	10.16.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2468
	-
	11.9.0
	Rel‑11
	Intra-band contiguous CA ACS case 2 test clarification
	approved
	A
	11.10.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2469
	-
	12.4.0
	Rel‑12
	Intra-band contiguous CA ACS case 2 test clarification
	approved
	F
	12.5.0
	LTE_CA-Core
	R4

	RP-141530
	36.101
	2470
	-
	11.9.0
	Rel‑11
	Throughput calculation for feICIC demodulation requirements
	approved
	F
	11.10.0
	eICIC_enh_LTE-Perf
	R4

	RP-141530
	36.101
	2471
	-
	12.4.0
	Rel‑12
	Throughput calculation for feICIC demodulation requirements
	approved
	A
	12.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-141532
	36.101
	2472
	1
	11.9.0
	Rel‑11
	Max input for Intra-band non-contiguous CA
	approved
	F
	11.10.0
	LTE_CA-Core
	R4

	RP-141525
	36.101
	2474
	-
	8.24.0
	Rel‑8
	CQI reporting under fading: CQI indices in set
	approved
	F
	8.25.0
	TEI8
	R4

	RP-141525
	36.101
	2475
	-
	9.19.0
	Rel‑9
	CQI reporting under fading: CQI indices in set
	approved
	A
	9.20.0
	TEI8
	R4

	RP-141527
	36.101
	2476
	-
	10.15.0
	Rel‑10
	CQI reporting under fading: CQI indices in set
	approved
	F
	10.16.0
	TEI10
	R4

	RP-141532
	36.101
	2477
	-
	11.9.0
	Rel‑11
	CQI reporting under fading: CQI indices in set
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141532
	36.101
	2478
	-
	12.4.0
	Rel‑12
	CQI reporting under fading: CQI indices in set
	approved
	A
	12.5.0
	TEI11
	R4

	RP-141335
	36.101
	2480
	1
	12.4.0
	Rel‑12
	Introduction of 3DLs CA band combination of Band1 +5 + 7 to TS 36.101 Rel‑12
	revised
	B
	
	LTE_CA_B1_B5_B7-Core
	R4

	RP-141636
	36.101
	2480
	2
	12.4.0
	Rel‑12
	Introduction of 3DLs CA band combination of Band1 +5 + 7 to TS 36.101 Rel‑12
	approved
	B
	12.5.0
	LTE_CA_B1_B5_B7-Core
	R4

	RP-141562
	36.101
	2481
	1
	12.4.0
	Rel‑12
	Introduction of CA band combination B41+ B42 to TS 36.101
	approved
	B
	12.5.0
	LTE_CA-Core
	R4

	RP-141527
	36.101
	2482
	1
	10.15.0
	Rel‑10
	Corrections on delta Tc for UE MOP for intra-band contiguous CA
	approved
	F
	10.16.0
	TEI10, LTE_CA-Core
	R4

	RP-141527
	36.101
	2483
	-
	11.9.0
	Rel‑11
	Corrections on delta Tc for UE MOP for intra-band contiguous CA
	approved
	A
	11.10.0
	TEI10, LTE_CA-Core
	R4

	RP-141527
	36.101
	2484
	-
	12.4.0
	Rel‑12
	Corrections on delta Tc for UE MOP for intra-band contiguous CA
	approved
	A
	12.5.0
	TEI10, LTE_CA-Core
	R4

	RP-141527
	36.101
	2485
	-
	10.15.0
	Rel‑10
	Removal of Class B in UE TX requirement
	approved
	F
	10.16.0
	TEI10, LTE-RF
	R4

	RP-141527
	36.101
	2486
	-
	11.9.0
	Rel‑11
	Removal of Class B in UE TX requirement
	approved
	A
	11.10.0
	TEI10, LTE-RF
	R4

	RP-141527
	36.101
	2487
	-
	12.4.0
	Rel‑12
	Removal of Class B in UE TX requirement
	approved
	A
	12.5.0
	TEI10, LTE-RF
	R4

	RP-141561
	36.101
	2488
	1
	12.4.0
	Rel‑12
	Corrections on Maximum input level for intra-band non-contiguous 3DL
	approved
	F
	12.5.0
	LTE_CA_NC_B41_3DL-Core
	R4

	RP-141532
	36.101
	2489
	-
	11.9.0
	Rel‑11
	Correction on A-MPR table
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141532
	36.101
	2490
	-
	12.4.0
	Rel‑12
	Correction on A-MPR table
	approved
	A
	12.5.0
	TEI11
	R4

	RP-141553
	36.101
	2491
	1
	12.4.0
	Rel‑12
	Introduction of a new bandwidth combination set for CA_25A-25A into 36.101
	approved
	B
	12.5.0
	LTE_CA_NC_B25_BWset-Core
	R4

	RP-141555
	36.101
	2492
	2
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.101
	revised
	B
	
	LTE_CA_B1_B3_B5-Core
	R4

	RP-141708
	36.101
	2492
	3
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B5-Core
	R4

	RP-141564
	36.101
	2494
	1
	12.4.0
	Rel‑12
	Introduction of inter-band CA_18-28 into TS 36.101
	revised
	B
	
	LTE_CA_B1_B18_B28-Core
	R4

	RP-141612
	36.101
	2494
	2
	12.4.0
	Rel‑12
	Introduction of inter-band CA_18-28 into TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B18_B28-Core
	R4

	RP-141532
	36.101
	2498
	-
	11.9.0
	Rel‑11
	RF: Corrections to spurious emission band co-existence requirement for Band 44
	approved
	F
	11.10.0
	LTE-RF
	R4

	RP-141532
	36.101
	2499
	-
	12.4.0
	Rel‑12
	RF: Corrections to spurious emission band co-existence requirement for Band 44
	approved
	A
	12.5.0
	LTE-RF
	R4

	RP-141525
	36.101
	2500
	-
	8.24.0
	Rel‑8
	Perf: Cleanup and better description of DL-RMC-s with dynamic coding rate for CSI requirements (Rel‑8)
	approved
	F
	8.25.0
	LTE-RF
	R4

	RP-141525
	36.101
	2501
	-
	9.19.0
	Rel‑9
	Perf: Cleanup and better description of DL-RMC-s with dynamic coding rate for CSI requirements (Rel‑9)
	approved
	F
	9.20.0
	LTE-RF
	R4

	RP-141525
	36.101
	2502
	-
	10.15.0
	Rel‑10
	Perf: Cleanup and better description of DL-RMC-s with dynamic coding rate for CSI requirements (Rel‑10)
	approved
	F
	10.16.0
	LTE-RF
	R4

	RP-141525
	36.101
	2503
	-
	11.9.0
	Rel‑11
	Perf: Cleanup and better description of DL-RMC-s with dynamic coding rate for CSI requirements (Rel‑11)
	approved
	F
	11.10.0
	LTE-RF
	R4

	RP-141525
	36.101
	2504
	1
	12.4.0
	Rel‑12
	Perf: Cleanup and better description of DL-RMC-s with dynamic coding rate for CSI requirements (Rel‑12)
	approved
	F
	12.5.0
	LTE-RF
	R4

	RP-141558
	36.101
	2508
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination B1+B3+B20 to TS 36.101
	revised
	B
	
	LTE_CA_B1_B3_B20-Core
	R4

	RP-141468
	36.101
	2508
	1
	12.4.0
	Rel‑12
	Introduction of 3 DL CA for Band 1+3+20
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B20-Core
	R4

	RP-141527
	36.101
	2514
	1
	10.15.0
	Rel‑10
	CR for CA applicability rule in 36.101 in Rel‑10
	approved
	F
	10.16.0
	LTE_CA-perf
	R4

	RP-141527
	36.101
	2515
	1
	11.9.0
	Rel‑11
	CR for CA applicability rule in 36.101 in Rel‑11
	approved
	F
	11.10.0
	LTE_CA-perf
	R4

	RP-141527
	36.101
	2516
	1
	12.4.0
	Rel‑12
	CR for CA applicability rule in 36.101 in Rel‑12
	approved
	F
	12.5.0
	LTE_CA-perf
	R4

	RP-141527
	36.101
	2517
	-
	10.15.0
	Rel‑10
	Editorial CR for CA performance tests in 36.101 in Rel‑10
	approved
	F
	10.16.0
	LTE_CA-perf
	R4

	RP-141527
	36.101
	2518
	-
	11.9.0
	Rel‑11
	Editorial CR for CA performance tests in 36.101 in Rel‑11
	approved
	F
	11.10.0
	LTE_CA-perf
	R4

	RP-141527
	36.101
	2519
	1
	12.4.0
	Rel‑12
	Editorial CR for CA performance tests in 36.101 in Rel‑12
	approved
	F
	12.5.0
	LTE_CA-perf
	R4

	RP-141527
	36.101
	2520
	-
	10.15.0
	Rel‑10
	CR on CA power imbalance tests in Rel‑10
	approved
	F
	10.16.0
	TEI10
	R4

	RP-141532
	36.101
	2521
	-
	11.9.0
	Rel‑11
	CR on CA power imbalance tests in Rel‑11
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141562
	36.101
	2522
	-
	12.4.0
	Rel‑12
	CR on CA power imbalance tests in Rel‑12
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141554
	36.101
	2533
	1
	12.4.0
	Rel‑12
	Introduction of requirements for 3DL inter-band carrier aggregation (FDD)
	approved
	B
	12.5.0
	LTE_CA_B2_B12_B12-Core, LTE_CA_B2_B2_B13-Core, LTE_CA_B3_B3_B7-Core, LTE_CA_B3_B7_B7-Core, LTE_CA_B4_B12_B12-Core, LTE_CA_B4_B4_B13-Core, LTE_CA_B1_B19_B21-Core, LTE_CA_B2_B4_B5-Core, LTE_CA_B2_B4_B12-Core, LTE_CA_B2_B4_B13-Core, …
	R4

	RP-141554
	36.101
	2534
	-
	12.4.0
	Rel‑12
	Introduction of requirements for 3DL combinations with Band 30 (FDD)
	approved
	B
	12.5.0
	LTE_CA_B2_B5_B30-Core, LTE_CA_B2_B12_B30-Core, LTE_CA_B2_B29_B30-Core, LTE_CA_B4_B5_B30-Core, LTE_CA_B4_B12_B30-Core, LTE_CA_B4_B29_B30-Core
	R4

	RP-141537
	36.101
	2541
	-
	12.4.0
	Rel‑12
	Band 42 contiguous CA channel bandwidth correction
	approved
	F
	12.5.0
	LTE_CA_C_B42-Core
	R4

	RP-141527
	36.101
	2546
	-
	10.15.0
	Rel‑10
	Correction to NS_20 A-MPR for Band 23
	approved
	F
	10.16.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-141527
	36.101
	2547
	-
	11.9.0
	Rel‑11
	Correction to NS_20 A-MPR for Band 23
	approved
	A
	11.10.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-141527
	36.101
	2548
	-
	12.4.0
	Rel‑12
	Correction to NS_20 A-MPR for Band 23
	approved
	A
	12.5.0
	S_Band_LTE_ATC_MSS-Core
	R4

	RP-141328
	36.101
	2552
	1
	12.4.0
	Rel‑12
	Introduction of CA_1A-7A into 36.101(Rel‑12)
	revised
	B
	
	LTE_CA_B1_B7-Core
	R4

	RP-141635
	36.101
	2552
	2
	12.4.0
	Rel‑12
	Introduction of CA_1A-7A into 36.101 for Rel.12
	approved
	B
	12.5.0
	LTE_CA_B1_B7-Core
	R4

	RP-141563
	36.101
	2555
	1
	12.4.0
	Rel‑12
	UL configuration for CA_4A-12A reference sensitivity
	approved
	F
	12.5.0
	LTE_CA_B4_B12_BWset-Core
	R4

	RP-141549
	36.101
	2556
	-
	12.4.0
	Rel‑12
	Addition of bandwidth combination set for CA_2A-4A
	approved
	B
	12.5.0
	LTE_CA_B2_B4_BWset-Core
	R4

	RP-141563
	36.101
	2557
	-
	12.4.0
	Rel‑12
	Addition of bandwidth combination set for CA_4A-12A
	approved
	B
	12.5.0
	LTE_CA_B4_B12_BWset-Core
	R4

	RP-141535
	36.101
	2559
	-
	12.4.0
	Rel‑12
	Addition of E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA for Band 4 and 27
	approved
	F
	12.5.0
	LTE_CA_B4_B27-Core
	R4

	RP-141562
	36.101
	2560
	-
	12.4.0
	Rel‑12
	CR Reducing MPR for Contiguous CA with Non-Contiguous Resource Allocations
	approved
	C
	12.5.0
	TEI12
	R4

	RP-141525
	36.101
	2561
	-
	8.24.0
	Rel‑8
	Corrections to UE coex table
	approved
	F
	8.25.0
	LTE-RF
	R4

	RP-141525
	36.101
	2562
	-
	9.19.0
	Rel‑9
	Corrections to UE coex table
	approved
	F
	9.20.0
	LTE-RF
	R4

	RP-141525
	36.101
	2563
	-
	10.15.0
	Rel‑10
	Corrections to UE coex table
	approved
	A
	10.16.0
	LTE-RF
	R4

	RP-141525
	36.101
	2564
	-
	11.9.0
	Rel‑11
	Corrections to UE coex table
	approved
	A
	11.10.0
	LTE-RF
	R4

	RP-141525
	36.101
	2565
	-
	12.4.0
	Rel‑12
	Corrections to UE coex table
	approved
	A
	12.5.0
	LTE-RF
	R4

	RP-141550
	36.101
	2566
	-
	12.4.0
	Rel‑12
	Addition of 3MHz bandwidth for Band 12 , in the B2+B12 CA combination
	approved
	B
	12.5.0
	LTE_CA_B2_B12-Core
	R4

	RP-141428
	36.101
	2568
	-
	12.4.0
	Rel‑12
	Updated REFSENS requirements for band combinations with Band 4 and Band 12
	approved
	B
	12.5.0
	LTE_CA_B2_B4_B12-Core, LTE_CA_B4_B4_B12-Core, LTE_CA_B4_B5_B12-Core, LTE_CA_B4_B12_B12-Core
	R4

	RP-141216
	36.101
	2569
	-
	12.4.0
	Rel‑12
	Introduction of CA_1A-7A into 36.101
	rejected
	B
	
	LTE_CA_B1_B7-Core
	R4

	RP-141218
	36.101
	2570
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination B1+B7+B20 to TS 36.101
	revised
	B
	
	LTE_CA_B1_B7_B20-Core
	R4

	RP-141682
	36.101
	2570
	1
	12.4.0
	Rel‑12
	Introduction of CA band combination B1+B7+B20 to TS 36.101
	approved
	B
	12.5.0
	LTE_CA_B1_B7_B20-Core
	R4

	RP-141469
	36.101
	2571
	-
	12.4.0
	Rel‑12
	Correction to CA in Band 1+20
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B20-Core
	R4

	RP-141538
	36.104
	0537
	-
	12.3.0
	Rel‑12
	Introduction of intra-band CA_Band 42C to TS 36.104
	approved
	B
	12.4.0
	LTE_CA_C_B42-Core
	R4

	RP-141556
	36.104
	0557
	-
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 3 and Band 8 to TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B8-Core
	R4

	RP-141532
	36.104
	0558
	-
	11.9.0
	Rel‑11
	Clarification of high speed train conditions in 36.104
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141532
	36.104
	0559
	-
	12.4.0
	Rel‑12
	Clarification of high speed train conditions in 36.104
	approved
	A
	12.5.0
	TEI11
	R4

	RP-141551
	36.104
	0560
	-
	12.4.0
	Rel‑12
	Introduction of CA 8+11 to 36.104 (Rel‑12)
	approved
	B
	12.5.0
	LTE_CA_B8_B11-Core
	R4

	RP-141548
	36.104
	0562
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band1 + Band3 to TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B1_B3-Core
	R4

	RP-141201
	36.104
	0563
	1
	12.4.0
	Rel‑12
	Introduction of CA band combination Band1 + Band3 + Band19 to TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B19-Core
	R4

	RP-141557
	36.104
	0564
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band19 + Band42 + Band42 to TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B19_B42_B42-Core
	R4

	RP-141559
	36.104
	0565
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band1 + Band42 + Band42 to TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B1_B42_B42-Core
	R4

	RP-141446
	36.104
	0567
	1
	12.4.0
	Rel‑12
	Introduction of CA band combination for B1+B7 and B1+B5+B7 to TS 36.104 Rel‑12
	approved
	B
	12.5.0
	LTE_CA_B1_B7-Core, LTE_CA_B1_B5_B7-Core
	R4

	RP-141555
	36.104
	0569
	-
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.104
	revised
	B
	
	LTE_CA_B1_B3_B5-Core
	R4

	RP-141706
	36.104
	0569
	1
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B5-Core
	R4

	RP-141108
	36.104
	0571
	1
	12.4.0
	Rel‑12
	Introduction of inter-band CA_18-28 into TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B18_B28-Core
	R4

	RP-141558
	36.104
	0577
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band 1, Band 3 and Band 20 to TS 36.104
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B20-Core
	R4

	RP-141528
	36.104
	0588
	1
	11.9.0
	Rel‑11
	Correction on UEM related to multi-band operation in TS 36.104
	approved
	F
	11.10.0
	MB_MSR_RF-Core
	R4

	RP-141528
	36.104
	0589
	-
	12.4.0
	Rel‑12
	Correction on UEM related to multi-band operation in TS 36.104
	approved
	A
	12.5.0
	MB_MSR_RF-Core
	R4

	RP-141554
	36.104
	0591
	1
	12.4.0
	Rel‑12
	Introduction of CA combinations
	approved
	B
	12.5.0
	LTE_CA_B2_B2_B13-core, LTE_CA_B4_B4_B13-core, LTE_CA_B1_B19_B21-core, LTE_CA_B2_B4_B5-core, LTE_CA_B2_B4_B12-core, LTE_CA_B2_B4_B13-core, LTE_CA_B2_B5_B12-core, LTE_CA_B3_B7_B20-core, LTE_CA_B4_B5_B12-core LTE_CA_B2_B5_B30-core, …
	R4

	RP-141562
	36.104
	0592
	-
	12.4.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 36.104
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141463
	36.104
	0595
	-
	12.4.0
	Rel‑12
	Introduction of 3 DL CA for Band 1+7+20
	approved
	B
	12.5.0
	LTE_CA_B1_B7_B20-Core
	R4

	RP-141530
	36.111
	0005
	1
	11.3.0
	Rel‑11
	Addition of Channel Bandwidth Clause in TS 36.111
	approved
	F
	11.4.0
	LCS_LTE-NBPS-Perf
	R4

	RP-141562
	36.113
	0048
	1
	12.1.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 36.113
	approved
	F
	12.2.0
	TEI12
	R4

	RP-141526
	36.133
	2451
	1
	9.20.0
	Rel‑9
	Correction of values in RSTD tests
	approved
	F
	9.21.0
	TEI9
	R4

	RP-141527
	36.133
	2452
	1
	10.15.0
	Rel‑10
	Correction of values in RSTD tests
	approved
	F
	10.16.0
	TEI10
	R4

	RP-141532
	36.133
	2453
	1
	11.9.0
	Rel‑11
	Correction of values in RSTD tests
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141562
	36.133
	2454
	1
	12.4.0
	Rel‑12
	Correction of values in RSTD tests
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141527
	36.133
	2455
	-
	10.15.0
	Rel‑10
	Clarification to RSTD CA Reporting Delay tests
	approved
	F
	10.16.0
	TEI10
	R4

	RP-141532
	36.133
	2456
	-
	11.9.0
	Rel‑11
	Clarification to RSTD CA Reporting Delay tests
	approved
	A
	11.10.0
	TEI11
	R4

	RP-141562
	36.133
	2457
	-
	12.4.0
	Rel‑12
	Clarification to RSTD CA Reporting Delay tests
	approved
	A
	12.5.0
	TEI12
	R4

	RP-141534
	36.133
	2471
	1
	12.4.0
	Rel‑12
	Clarification for ACK/NACK feedback of CGI measurement
	revised
	F
	
	LTE_TDD_eIMTA-Core
	R4

	RP-141344
	36.133
	2471
	2
	12.4.0
	Rel‑12
	Clarification for ACK/NACK feedback of CGI measurement
	revised
	F
	
	LTE_TDD_eIMTA
	R4

	RP-141700
	36.133
	2471
	3
	12.4.0
	Rel‑12
	Clarification for ACK/NACK feedback of CGI measurement
	approved
	F
	12.5.0
	LTE_TDD_eIMTA-Core
	R4

	RP-141530
	36.133
	2473
	-
	11.9.0
	Rel‑11
	Correction to periodicity of ABS pattern in feICIC RRM test cases
	approved
	F
	11.10.0
	eICIC_enh_LTE-Perf
	R4

	RP-141530
	36.133
	2474
	-
	12.4.0
	Rel‑12
	Correction to periodicity of ABS pattern in feICIC RRM test cases
	approved
	A
	12.5.0
	eICIC_enh_LTE-Perf
	R4

	RP-141562
	36.133
	2480
	1
	12.4.0
	Rel‑12
	Clarification on UE bahavior considering max transmit timing difference between TAGs R12
	approved
	F
	12.5.0
	LTE_CA-Core
	R4

	RP-141539
	36.133
	2481
	-
	12.4.0
	Rel‑12
	Modification on E-UTRAN event triggered reporting under deactivated SCell for 20 MHz bandwidth
	approved
	F
	12.5.0
	LTE_CA_NC_B23-Perf
	R4

	RP-141547
	36.133
	2484
	1
	12.4.0
	Rel‑12
	Introducing measurement accuracy requirements for UE category 0 in TS 36.133 Clause 9
	approved
	B
	12.5.0
	LC_MTC_LTE-Core
	R4

	RP-141554
	36.133
	2492
	-
	12.4.0
	Rel‑12
	Interruptions on Activated Serving Cells for 3DL CA
	approved
	F
	12.5.0
	LTE_CA_B1_B19_B21-Core, LTE_CA_B1_B3_B19-Core, LTE_CA_B1_B3_B20-Core, LTE_CA_B1_B3_B5-Core, LTE_CA_B1_B3_B8-CoreLTE_CA_B1_B42_B42-Core, LTE_CA_B1_B5_B7-Core, LTE_CA_B1_B7_B20-Core, LTE_CA_B19_B42_B42-Core, LTE_CA_B2_B12_B12-Core, LTE_CA_B2_B12_B30,…
	R4

	RP-141554
	36.133
	2495
	-
	12.4.0
	Rel‑12
	Requirements for UE Measurements Procedures in RRC_CONNECTED State for 3DL CA
	approved
	B
	12.5.0
	LTE_CA_B1_B19_B21-Core, LTE_CA_B1_B3_B19-Core, LTE_CA_B1_B3_B20-Core, LTE_CA_B1_B3_B5-Core, LTE_CA_B1_B3_B8-CoreLTE_CA_B1_B42_B42-Core, LTE_CA_B1_B5_B7-Core, LTE_CA_B1_B7_B20-Core, LTE_CA_B19_B42_B42-Core, LTE_CA_B2_B12_B12-Core, LTE_CA_B2_B12_B30, …
	R4

	RP-141562
	36.133
	2496
	1
	12.4.0
	Rel‑12
	Applicability of requirements
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141536
	36.133
	2502
	-
	12.4.0
	Rel‑12
	Introduction of test cases for 5MHz +5MHz : absolute and relative RSRQ accuracies in CA for FDD and TDD
	approved
	B
	12.5.0
	LTE_CA_C_B27-Perf
	R4

	RP-141547
	36.133
	2506
	2
	12.4.0
	Rel‑12
	Measurements requirements for UE category 0 with 1 Rx
	approved
	B
	12.5.0
	LC_MTC_LTE-Core
	R4

	RP-141562
	36.133
	2510
	-
	12.4.0
	Rel‑12
	Note to clarify that certain requirements do not apply to band 32
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141531
	36.133
	2515
	1
	12.4.0
	Rel‑12
	Maximum transmission timing difference
	approved
	F
	12.5.0
	LTE_CA_enh-Perf
	R4

	RP-141526
	36.133
	2521
	1
	9.20.0
	Rel‑9
	Tolerance levels for measurements on UTRAN
	approved
	F
	9.21.0
	TEI9
	R4

	RP-141545
	36.133
	2523
	2
	12.4.0
	Rel‑12
	Introduction of BeaconRSSI measurements for WLAN/3GPP Radio Interworking
	approved
	B
	12.5.0
	UTRA_LTE_WLAN_interw-Core
	R4

	RP-141526
	36.133
	2525
	-
	10.15.0
	Rel‑10
	Tolerance levels for measurements on UTRAN
	approved
	A
	10.16.0
	TEI9
	R4

	RP-141526
	36.133
	2526
	-
	11.9.0
	Rel‑11
	Tolerance levels for measurements on UTRAN
	approved
	A
	11.10.0
	TEI9
	R4

	RP-141526
	36.133
	2527
	-
	12.4.0
	Rel‑12
	Tolerance levels for measurements on UTRAN
	approved
	A
	12.5.0
	TEI9
	R4

	RP-141694
	36.133
	2529
	-
	11.9.0
	Rel‑11
	Introduction of UE requirements for PCell interruptions
	postponed
	B
	
	LTE_CA-Core, TEI11
	R4

	RP-141699
	36.133
	2530
	-
	12.4.0
	Rel‑12
	Introduction of UE requirements for PCell interruptions
	postponed
	A
	
	LTE_CA-Core, TEI11
	R4

	RP-141538
	36.141
	0596
	-
	12.4.0
	Rel‑12
	Introduction of intra-band CA_Band 42C to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_C_B42-Core
	R4

	RP-141556
	36.141
	0621
	-
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 3 and Band 8 to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B8-Perf
	R4

	RP-141532
	36.141
	0622
	-
	11.9.0
	Rel‑11
	Clarification of high speed train conditions in 36.141
	approved
	F
	11.10.0
	TEI11
	R4

	RP-141532
	36.141
	0623
	-
	12.4.0
	Rel‑12
	Clarification of high speed train conditions in 36.141
	approved
	A
	12.5.0
	TEI11
	R4

	RP-141551
	36.141
	0624
	-
	12.4.0
	Rel‑12
	Introduction of CA 8+11 to 36.141 (Rel‑12)
	approved
	B
	12.5.0
	LTE_CA_B8_B11-Perf
	R4

	RP-141548
	36.141
	0626
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band1 + Band3 to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B1_B3-Perf
	R4

	RP-141202
	36.141
	0627
	1
	12.4.0
	Rel‑12
	Introduction of CA band combination Band1 + Band3 + Band19 to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B19-Perf
	R4

	RP-141557
	36.141
	0628
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band19 + Band42 + Band42 to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B19_B42_B42-Perf
	R4

	RP-141559
	36.141
	0629
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band1 + Band42 + Band42 to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B1_B42_B42-Perf
	R4

	RP-141525
	36.141
	0633
	-
	12.4.0
	Rel‑12
	CR for clarification on Transmitter off power
	approved
	A
	12.5.0
	TEI8
	R4

	RP-141447
	36.141
	0635
	1
	12.4.0
	Rel‑12
	Introduction of CA band combination for B1+B7 and B1+B5+B7 to TS 36.141 Rel‑12
	approved
	B
	12.5.0
	LTE_CA_B1_B7-Core, LTE_CA_B1_B5_B7-Core
	R4

	RP-141555
	36.141
	0636
	-
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.141
	revised
	B
	
	LTE_CA_B1_B3_B5-Perf
	R4

	RP-141707
	36.141
	0636
	1
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B5-Perf
	R4

	RP-141109
	36.141
	0638
	1
	12.4.0
	Rel‑12
	Introduction of inter-band CA_18-28 into TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B18_B28-Perf
	R4

	RP-141558
	36.141
	0644
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band 1, Band 3 and Band 20 to TS 36.141
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-141528
	36.141
	0653
	1
	11.9.0
	Rel‑11
	Correction on UEM related to multi-band operation in TS 36.141
	approved
	F
	11.10.0
	MB_MSR_RF-Perf
	R4

	RP-141528
	36.141
	0654
	-
	12.4.0
	Rel‑12
	Correction on UEM related to multi-band operation in TS 36.141
	approved
	A
	12.5.0
	MB_MSR_RF-Perf
	R4

	RP-141528
	36.141
	0655
	1
	11.9.0
	Rel‑11
	Correction of applicability of test configuration table for a BS capable of multi-carrier and/or CA operation in both contiguous and non-contiguous spectrum in single band.
	approved
	F
	11.10.0
	MB_MSR_RF-Perf
	R4

	RP-141528
	36.141
	0656
	-
	12.4.0
	Rel‑12
	Correction of applicability of test configuration table for a BS capable of multi-carrier and/or CA operation in both contiguous and non-contiguous spectrum in single band.
	approved
	A
	12.5.0
	MB_MSR_RF-Perf
	R4

	RP-141554
	36.141
	0657
	1
	12.4.0
	Rel‑12
	Introduction of CA combinations
	approved
	B
	12.5.0
	LTE_CA_B2_B2_B13-core, LTE_CA_B4_B4_B13-core, LTE_CA_B1_B19_B21-core, LTE_CA_B2_B4_B5-core, LTE_CA_B2_B4_B12-core, LTE_CA_B2_B4_B13-core, LTE_CA_B2_B5_B12-core, LTE_CA_B3_B7_B20-core, LTE_CA_B4_B5_B12-core LTE_CA_B2_B5_B30-core, …
	R4

	RP-141533
	36.141
	0658
	-
	12.4.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 36.141
	approved
	F
	12.5.0
	LTE_UTRA_SDL_BandL-Perf
	R4

	RP-141464
	36.141
	0661
	-
	12.4.0
	Rel‑12
	Introduction of 3 DL CA for Band 1+7+20
	approved
	B
	12.5.0
	LTE_CA_B1_B7_B20-Perf
	R4

	RP-141174
	36.211
	0188
	2
	12.2.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-Phys
	R1

	RP-141485
	36.211
	0192
	-
	12.2.0
	Rel‑12
	Inclusion of low-cost MTC and 256QAM
	approved
	B
	12.3.0
	LC_MTC_LTE-Core, LTE_SC_enh_L1-Core
	R1

	RP-141477
	36.211
	0193
	-
	11.5.0
	Rel‑11
	Draft CR on port 5 UE-specific reference signal when PDSCH is overlapped with EPDCCH
	approved
	F
	11.6.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-141477
	36.211
	0194
	-
	12.2.0
	Rel‑12
	Draft CR on port 5 UE-specific reference signal when PDSCH is overlapped with EPDCCH
	approved
	A
	12.3.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-141485
	36.212
	0161
	-
	12.1.0
	Rel‑12
	CR for 36.212 on 256QAM and LC-MTC
	approved
	B
	12.2.0
	LC_MTC_LTE-Core, LTE_SC_enh_L1-Core
	R1

	RP-141175
	36.213
	0456
	2
	12.2.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-Phys
	R1

	RP-141479
	36.213
	0464
	-
	12.2.0
	Rel‑12
	Correction on SRS transmission for TDD-FDD CA
	approved
	F
	12.3.0
	LTE_CA_TDD_FDD-Core
	R1

	RP-141478
	36.213
	0465
	-
	12.2.0
	Rel‑12
	Correction on beta_{offset}^{HARQ-ACK} determination for a UE configured with two uplink power control subframe sets
	approved
	F
	12.3.0
	LTE_TDD_eIMTA-Core
	R1

	RP-141478
	36.213
	0466
	-
	12.2.0
	Rel‑12
	Corrections for TDD eIMTA
	approved
	F
	12.3.0
	LTE_TDD_eIMTA-Core
	R1

	RP-141479
	36.213
	0467
	3
	12.2.0
	Rel‑12
	CR on HARQ-ACK Multiplexing in PUSCH for TDD-FDD CA
	approved
	F
	12.3.0
	LTE_CA_TDD_FDD-Core, TEI12
	R1

	RP-141477
	36.213
	0468
	-
	11.7.0
	Rel‑11
	Corrections on UL-reference UL/DL configuration
	approved
	F
	11.8.0
	LTE_CA_enh-Core
	R1

	RP-141474
	36.213
	0469
	-
	12.2.0
	Rel‑12
	Correction to UCI embedding in case of a single serving cell and simultaneous PUSCH and PUCCH transmission
	approved
	F
	12.3.0
	LTE_CA-Core
	R1

	RP-141478
	36.213
	0470
	-
	12.2.0
	Rel‑12
	Corrections on UL-reference UL/DL configuration
	approved
	A
	12.3.0
	LTE_CA_enh-Core, LTE_TDD_eIMTA-Core
	R1

	RP-141473
	36.213
	0471
	-
	12.2.0
	Rel‑12
	CR for Clarification of special subframe and usage alignment
	approved
	F
	12.3.0
	LTE-Phys
	R1

	RP-141485
	36.213
	0472
	-
	12.2.0
	Rel‑12
	Inclusion of low-cost MTC and 256QAM
	approved
	B
	12.3.0
	LC_MTC_LTE-Core, LTE_SC_enh_L1-Core
	R1

	RP-141486
	36.214
	0021
	1
	11.1.0
	Rel‑12
	New E-UTRA RSRQ measurement definition
	postponed
	C
	
	TEI12
	R1

	RP-141484
	36.214
	0022
	2
	11.1.0
	Rel‑12
	Inclusion of definition of WLAN Beacon RSSI in LTE specifications
	approved
	B
	12.0.0
	UTRA_LTE_WLAN_interw-Core
	R1

	RP-141504
	36.300
	0642
	-
	12.2.0
	Rel‑12
	Stage-2 details of WLAN/3GPP Radio Interworking for LTE
	approved
	B
	12.3.0
	UTRA_LTE_WLAN_interw-core
	R2

	RP-141496
	36.300
	0644
	-
	11.10.0
	Rel‑11
	Clarification on Service Continuity
	approved
	F
	11.11.0
	MBMS_LTE_SC-Core
	R2

	RP-141496
	36.300
	0645
	-
	12.2.0
	Rel‑12
	Clarification on Service Continuity
	approved
	A
	12.3.0
	MBMS_LTE_SC-Core
	R2

	RP-141506
	36.300
	0652
	3
	12.2.0
	Rel‑12
	Stage 2 aspects of low complexity UE features
	approved
	B
	12.3.0
	LC_MTC_LTE-Core
	R2

	RP-141520
	36.300
	0653
	-
	12.2.0
	Rel‑12
	Introduction of the UE history reported from the UE
	approved
	B
	12.3.0
	HetNet_eMOB_LTE-Core
	R2

	RP-141498
	36.300
	0654
	-
	11.10.0
	Rel‑11
	Corrections to MBMS SAI 0
	approved
	F
	11.11.0
	TEI11
	R2

	RP-141498
	36.300
	0655
	-
	12.2.0
	Rel‑12
	Corrections to MBMS SAI 0
	approved
	A
	12.3.0
	TEI11
	R2

	RP-141509
	36.300
	0656
	-
	12.2.0
	Rel‑12
	Introduction of inter-eNB CoMP
	approved
	B
	12.3.0
	COMP_LTE_IeNB-Core
	R2

	RP-141505
	36.300
	0657
	-
	12.2.0
	Rel‑12
	Stage 2 alignment following introduction of context fetch
	approved
	B
	12.3.0
	HetNet_eMOB_LTE-Core
	R2

	RP-141511
	36.300
	0658
	-
	12.2.0
	Rel‑12
	Delete stage 3 detail on cause of the RLF
	approved
	F
	12.3.0
	TEI12
	R2

	RP-141508
	36.300
	0659
	-
	12.2.0
	Rel‑12
	Support of Radio-interface Based Synchronization by OAM configuration
	approved
	B
	12.3.0
	LTE_SC_enh_L1-Core
	R2

	RP-141518
	36.300
	0660
	-
	12.2.0
	Rel‑12
	Introduction of CN assistance information
	approved
	B
	12.3.0
	MTCe-RAN-Core
	R2

	RP-141506
	36.302
	0054
	1
	12.0.0
	Rel‑12
	Updates for low complexity UEs, and the improvements for the representation of the reception requirements
	approved
	B
	12.1.0
	LC_MTC_LTE-Core, TEI12
	R2

	RP-141504
	36.304
	0243
	1
	12.1.0
	Rel‑12
	Procedures of WLAN/3GPP Radio Interworking for LTE
	approved
	B
	12.2.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141507
	36.304
	0244
	-
	12.1.0
	Rel‑12
	Introduction of MBSFN MDT
	approved
	B
	12.2.0
	MBMS_LTE_OS-Core
	R2

	RP-141493
	36.306
	0204
	-
	11.7.0
	Rel‑11
	Corrections to UE capabilities and features
	approved
	F
	11.8.0
	LTE_CA-Core, MBMS_LTE_SC-Core, rSRVCC-GERAN, TEI11
	R2

	RP-141493
	36.306
	0205
	-
	12.1.0
	Rel‑12
	Corrections to UE capabilities and features
	approved
	A
	12.2.0
	LTE_CA-Core, MBMS_LTE_SC-Core, rSRVCC-GERAN, TEI11
	R2

	RP-141506
	36.306
	0207
	2
	12.1.0
	Rel‑12
	Introduction of Category 0 for low complexity UEs
	approved
	B
	12.2.0
	LC_MTC_LTE-Core
	R2

	RP-141507
	36.306
	0209
	-
	12.1.0
	Rel‑12
	Introduction of MBSFN MDT capability
	approved
	B
	12.2.0
	MBMS_LTE_OS-Core
	R2

	RP-141499
	36.306
	0212
	-
	12.1.0
	Rel‑12
	Introduction of UE eIMTA capabilities
	approved
	F
	12.2.0
	LTE_TDD_eIMTA-Core
	R2

	RP-141505
	36.306
	0215
	-
	12.1.0
	Rel‑12
	UE capabilities for Hetnet mobility in TS 36.306
	approved
	F
	12.2.0
	HetNet_eMOB_LTE-Core
	R2

	RP-141498
	36.306
	0217
	1
	11.7.0
	Rel‑11
	The PDCP SDU number limitation for Category 9-10 UE
	approved
	F
	11.8.0
	TEI11
	R2

	RP-141498
	36.306
	0218
	1
	12.1.0
	Rel‑12
	The PDCP SDU number limitation for Category 9-10 UE
	approved
	A
	12.2.0
	TEI11
	R2

	RP-141176
	36.306
	0220
	-
	12.1.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-L23
	R2

	RP-141314
	36.306
	0221
	-
	12.1.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 1)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141322
	36.306
	0222
	-
	12.1.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 2)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141693
	36.306
	0223
	-
	11.7.0
	Rel‑11
	Introduction of capability for PCell interruptions
	postponed
	B
	
	LTE_CA-Core, TEI11
	R2

	RP-141698
	36.306
	0224
	-
	12.1.0
	Rel‑12
	Introduction of capability for PCell interruptions
	postponed
	A
	
	LTE_CA-Core, TEI11
	R2

	RP-141540
	36.307
	0302
	1
	11.8.0
	Rel‑11
	Introduction of Band 40D in release independent specification (Rel‑11)
	approved
	B
	11.9.0
	LTE_CA_C_B40_3DL-Core
	R4

	RP-141538
	36.307
	0342
	1
	11.8.0
	Rel‑11
	Introduction of CA_42C to TS 36.307
	approved
	B
	11.9.0
	LTE_CA_C_B42-Core
	R4

	RP-141560
	36.307
	0350
	-
	10.11.0
	Rel‑10
	Introduction of new CA_40C bandwidth combination set into 36.307
	approved
	B
	10.12.0
	LTE_CA_C_B40_3DL_BW-Perf
	R4

	RP-141560
	36.307
	0351
	-
	11.8.0
	Rel‑11
	Introduction of new CA_40C bandwidth combination set into 36.307
	approved
	B
	11.9.0
	LTE_CA_C_B40_3DL_BW-Perf
	R4

	RP-141560
	36.307
	0352
	-
	12.4.0
	Rel‑12
	Introduction of new CA_40C bandwidth combination set into 36.307
	approved
	B
	12.5.0
	LTE_CA_C_B40_3DL_BW-Perf
	R4

	RP-141561
	36.307
	0353
	2
	11.8.0
	Rel‑11
	CR to 36.307 Rel‑11: Introduction of CA_41C-41A and CA_41A-41C and New BW Combination Set for CA_41C
	approved
	B
	11.9.0
	LTE_CA_NC_B41_3DL-Perf
	R4

	RP-141561
	36.307
	0354
	-
	12.4.0
	Rel‑12
	CR to 36.307 Rel‑12: Introduction of CA_41C-41A and CA_41A-41C
	approved
	B
	12.5.0
	LTE_CA_NC_B41_3DL-Perf
	R4

	RP-141556
	36.307
	0355
	1
	10.11.0
	Rel‑10
	Introduction of 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 3 and Band 8 to TS 36.307
	approved
	B
	10.12.0
	LTE_CA_B1_B3_B8-Core
	R4

	RP-141556
	36.307
	0356
	1
	11.8.0
	Rel‑11
	Introduction of 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 3 and Band 8 to TS 36.307
	approved
	B
	11.9.0
	LTE_CA_B1_B3_B8-Core
	R4

	RP-141556
	36.307
	0357
	1
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation (3DL/1UL) of Band 1, Band 3 and Band 8 to TS 36.307
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B8-Core
	R4

	RP-141551
	36.307
	0358
	-
	10.11.0
	Rel‑10
	Introduction of CA 8+11 to 36.307 (Rel‑10)
	approved
	B
	10.12.0
	LTE_CA_B8_B11-Perf
	R4

	RP-141551
	36.307
	0359
	-
	11.8.0
	Rel‑11
	Introduction of CA 8+11 to 36.307 (Rel‑11)
	approved
	A
	11.9.0
	LTE_CA_B8_B11-Perf
	R4

	RP-141551
	36.307
	0360
	-
	12.4.0
	Rel‑12
	Introduction of CA 8+11 to 36.307 (Rel‑12)
	approved
	B
	12.5.0
	LTE_CA_B8_B11-Perf
	R4

	RP-141104
	36.307
	0361
	1
	10.11.0
	Rel‑10
	Introduction of CA_B1_B3 into TS 36.307 (Rel‑10)
	withdrawn
	B
	
	LTE_CA_B1_B3-Perf
	R4

	RP-141203
	36.307
	0361
	1
	10.11.0
	Rel‑10
	Introduction of CA_B1_B3 into TS 36.307 (Rel‑10)
	approved
	B
	10.12.0
	LTE_CA_B1_B3-Perf
	R4

	RP-141106
	36.307
	0362
	1
	11.8.0
	Rel‑11
	Introduction of CA_B1_B3 into TS 36.307 (Rel‑11)
	withdrawn
	B
	
	LTE_CA_B1_B3-Perf
	R4

	RP-141204
	36.307
	0362
	1
	11.8.0
	Rel‑11
	Introduction of CA_B1_B3 into TS 36.307 (Rel‑11)
	approved
	B
	11.9.0
	LTE_CA_B1_B3-Perf
	R4

	RP-141205
	36.307
	0363
	1
	12.4.0
	Rel‑12
	Introduction of CA_B1_B3 into TS 36.307 (Rel‑12)
	approved
	B
	12.5.0
	LTE_CA_B1_B3-Perf
	R4

	RP-141107
	36.307
	0363
	1
	12.4.0
	Rel‑12
	Introduction of CA_B1_B3 into TS 36.307 (Rel‑12)
	withdrawn
	B
	
	LTE_CA_B1_B3-Perf
	R4

	RP-141198
	36.307
	0364
	1
	10.11.0
	Rel‑10
	Introduction of CA_B1_B3_B19 into TS 36.307 (Rel‑10)
	approved
	B
	10.12.0
	LTE_CA_B1_B3_B19-Perf
	R4

	RP-141199
	36.307
	0365
	1
	11.8.0
	Rel‑11
	Introduction of CA_B1_B3_B19 into TS 36.307 (Rel‑11)
	approved
	B
	11.9.0
	LTE_CA_B1_B3_B19-Perf
	R4

	RP-141200
	36.307
	0366
	1
	12.4.0
	Rel‑12
	Introduction of CA_B1_B3_B19 into TS 36.307 (Rel‑12)
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B19-Perf
	R4

	RP-141338
	36.307
	0374
	2
	10.11.0
	Rel‑10
	Introduction of CA_B1_B5_B7 into TS 36.307 (Rel‑10)
	approved
	B
	10.12.0
	LTE_CA_B1_B5_B7
	R4

	RP-141339
	36.307
	0375
	2
	11.8.0
	Rel‑11
	Introduction of CA_B1_B5_B7 into TS 36.307 (Rel‑11)
	approved
	B
	11.9.0
	LTE_CA_B1_B5_B7
	R4

	RP-141340
	36.307
	0376
	1
	12.4.0
	Rel‑12
	Introduction of CA_B1_B5_B7 into TS 36.307 (Rel‑12)
	approved
	B
	12.5.0
	LTE_CA_B1_B5_B7
	R4

	RP-141552
	36.307
	0377
	-
	10.11.0
	Rel‑10
	Introduction of CA_41A-42A to TS 36.307
	approved
	B
	10.12.0
	LTE_CA_B41_B42-Perf
	R4

	RP-141552
	36.307
	0378
	-
	11.8.0
	Rel‑11
	Introduction of CA_41A-42A to TS 36.307
	approved
	B
	11.9.0
	LTE_CA_B41_B42-Perf
	R4

	RP-141552
	36.307
	0379
	-
	12.4.0
	Rel‑12
	Introduction of CA_41A-42A to TS 36.307
	approved
	B
	12.5.0
	LTE_CA_B41_B42-Perf
	R4

	RP-141553
	36.307
	0380
	-
	11.8.0
	Rel‑11
	Introduction of a new bandwidth combination set for CA_25A-25A into 36.307
	approved
	B
	11.9.0
	LTE_CA_NC_B25_BWset-Perf
	R4

	RP-141553
	36.307
	0381
	-
	12.4.0
	Rel‑12
	Introduction of a new bandwidth combination set for CA_25A-25A into 36.307
	approved
	B
	12.5.0
	LTE_CA_NC_B25_Bwset-Perf
	R4

	RP-141555
	36.307
	0382
	1
	10.11.0
	Rel‑10
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.307(Rel.10)
	approved
	B
	10.12.0
	LTE_CA_B1_B3_B5-Perf
	R4

	RP-141555
	36.307
	0383
	1
	11.8.0
	Rel‑11
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.307(Rel.11)
	approved
	B
	11.9.0
	LTE_CA_B1_B3_B5-Perf
	R4

	RP-141555
	36.307
	0384
	-
	12.4.0
	Rel‑12
	Introduction of 3 Band Carrier Aggregation of Band 1,Band 3 and Band 5 to TS 36.307(Rel.12)
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B5-Perf
	R4

	RP-141110
	36.307
	0388
	1
	12.4.0
	Rel‑12
	Introduction of inter-band CA_18-28 into TS 36.307
	approved
	B
	12.5.0
	LTE_CA_B18_B28-Perf
	R4

	RP-141111
	36.307
	0389
	1
	11.8.0
	Rel‑11
	Introduction of inter-band CA_18-28 into TS 36.307
	approved
	B
	11.9.0
	LTE_CA_B18_B28-Perf
	R4

	RP-141112
	36.307
	0390
	1
	10.11.0
	Rel‑10
	Introduction of inter-band CA_18-28 into TS 36.307
	approved
	B
	10.12.0
	LTE_CA_B18_B28-Perf
	R4

	RP-141558
	36.307
	0400
	-
	10.11.0
	Rel‑10
	Introduction of CA band combination Band 1, Band 3 and Band 20 to TS 36.307
	approved
	B
	10.12.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-141558
	36.307
	0401
	-
	11.8.0
	Rel‑11
	Introduction of CA band combination Band 1, Band 3 and Band 20 to TS 36.307
	approved
	B
	11.9.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-141558
	36.307
	0402
	-
	12.4.0
	Rel‑12
	Introduction of CA band combination Band 1, Band 3 and Band 20 to TS 36.307
	approved
	B
	12.5.0
	LTE_CA_B1_B3_B20-Perf
	R4

	RP-141541
	36.307
	0409
	-
	8.11.0
	Rel‑8
	CR on UE performance requirement for Band 31 for 36.307 Rel‑8
	approved
	F
	8.12.0
	LTE450_Brazil-Perf
	R4

	RP-141541
	36.307
	0410
	-
	9.12.0
	Rel‑9
	CR on UE performance requirement for Band 31 for 36.307 Rel‑9
	approved
	F
	9.13.0
	LTE450_Brazil-Perf
	R4

	RP-141541
	36.307
	0411
	-
	10.11.0
	Rel‑10
	CR on UE performance requirement for Band 31 for 36.307 Rel‑10
	approved
	F
	10.12.0
	LTE450_Brazil-Perf
	R4

	RP-141541
	36.307
	0412
	-
	11.8.0
	Rel‑11
	CR on UE performance requirement for Band 31 for 36.307 Rel‑11
	approved
	F
	11.9.0
	LTE450_Brazil-Perf
	R4

	RP-141527
	36.307
	0413
	-
	10.11.0
	Rel‑10
	CR for 36.307 on CA UE performance requirement in Rel‑10
	approved
	F
	10.12.0
	LTE_CA-perf
	R4

	RP-141527
	36.307
	0414
	1
	11.8.0
	Rel‑11
	CR for 36.307 on CA UE performance requirement in Rel‑11
	approved
	F
	11.9.0
	LTE_CA-perf
	R4

	RP-141527
	36.307
	0415
	1
	12.4.0
	Rel‑12
	CR for 36.307 on CA UE performance requirement in Rel‑12
	approved
	F
	12.5.0
	LTE_CA-perf
	R4

	RP-141554
	36.307
	0416
	1
	10.11.0
	Rel‑10
	Introduction of requirements for 3DL inter-band carrier aggregation (FDD) and 2DL fallback
	approved
	B
	10.12.0
	LTE_CA_B2_B12_B12-Perf, LTE_CA_B2_B2_B13-Perf, LTE_CA_B3_B3_B7-Perf, LTE_CA_B3_B7_B7-Perf, LTE_CA_B4_B12_B12-Perf, LTE_CA_B4_B4_B13-Perf, LTE_CA_B1_B19_B21-Perf, LTE_CA_B2_B4_B5-Perf, LTE_CA_B2_B4_B12-Perf, LTE_CA_B2_B4_B13-Perf, LTE_CA_B2_B5_B12-Perf,…
	R4

	RP-141554
	36.307
	0417
	1
	11.8.0
	Rel‑11
	Introduction of requirements for 3DL inter-band carrier aggregation (FDD) and 2DL fallback
	approved
	B
	11.9.0
	LTE_CA_B2_B12_B12-Perf, LTE_CA_B2_B2_B13-Perf, LTE_CA_B3_B3_B7-Perf, LTE_CA_B3_B7_B7-Perf, LTE_CA_B4_B12_B12-Perf, LTE_CA_B4_B4_B13-Perf, LTE_CA_B1_B19_B21-Perf, LTE_CA_B2_B4_B5-Perf, LTE_CA_B2_B4_B12-Perf, LTE_CA_B2_B4_B13-Perf, LTE_CA_B2_B5_B12-Perf,…
	R4

	RP-141554
	36.307
	0418
	1
	12.4.0
	Rel‑12
	Introduction of requirements for 2DL inter-band carrier aggregation (FDD) and 2DL fallback
	approved
	B
	12.5.0
	LTE_CA_B2_B12_B12-Perf, LTE_CA_B2_B2_B13-Perf, LTE_CA_B3_B3_B7-Perf, LTE_CA_B3_B7_B7-Perf, LTE_CA_B4_B12_B12-Perf, LTE_CA_B4_B4_B13-Perf, LTE_CA_B1_B19_B21-Perf, LTE_CA_B2_B4_B5-Perf, LTE_CA_B2_B4_B12-Perf, LTE_CA_B2_B4_B13-Perf, LTE_CA_B2_B5_B12-Perf,…
	R4

	RP-141554
	36.307
	0419
	1
	10.11.0
	Rel‑10
	Introduction of requirements for 3DL inter-band carrier aggregation including Band 30 and 2DL fallback
	approved
	B
	10.12.0
	LTE_CA_B2_B5_B30-Perf, LTE_CA_B2_B12_B30-Perf, LTE_CA_B2_B29_B30-Perf, LTE_CA_B4_B5_B30-Perf, LTE_CA_B4_B12_B30-Perf, LTE_CA_B4_B29_B30-Perf
	R4

	RP-141554
	36.307
	0420
	1
	11.8.0
	Rel‑11
	Introduction of requirements for 3DL inter-band carrier aggregation including Band 30 and 2DL fallback
	approved
	B
	11.9.0
	LTE_CA_B2_B5_B30-Perf, LTE_CA_B2_B12_B30-Perf, LTE_CA_B2_B29_B30-Perf, LTE_CA_B4_B5_B30-Perf, LTE_CA_B4_B12_B30-Perf, LTE_CA_B4_B29_B30-Perf
	R4

	RP-141554
	36.307
	0421
	-
	12.4.0
	Rel‑12
	Introduction of requirements for 3DL inter-band carrier aggregation including Band 30
	approved
	B
	12.5.0
	LTE_CA_B2_B5_B30-Perf, LTE_CA_B2_B12_B30-Perf, LTE_CA_B2_B29_B30-Perf, LTE_CA_B4_B5_B30-Perf, LTE_CA_B4_B12_B30-Perf, LTE_CA_B4_B29_B30-Perf
	R4

	RP-141329
	36.307
	0427
	1
	10.11.0
	Rel‑10
	Introduction of CA_1A-7A into 36.307 (REl-10)
	approved
	B
	10.12.0
	LTE_CA_B1_B7-Perf
	R4

	RP-141330
	36.307
	0428
	1
	11.8.0
	Rel‑11
	Introduction of CA_1A-7A into 36.307 (Rel‑11)
	approved
	B
	11.9.0
	LTE_CA_B1_B7-Perf
	R4

	RP-141332
	36.307
	0429
	1
	12.4.0
	Rel‑12
	Introduction of CA_1A-7A into 36.307 (Rel‑-12)
	approved
	B
	12.5.0
	LTE_CA_B1_B7-Perf
	R4

	RP-141465
	36.307
	0430
	-
	10.11.0
	Rel‑10
	Introduction of 3 DL CA for Band 1+7+20
	approved
	B
	10.12.0
	LTE_CA_B1_B7_B20-Perf
	R4

	RP-141466
	36.307
	0431
	-
	11.8.0
	Rel‑11
	Introduction of 3 DL CA for Band 1+7+20
	approved
	B
	11.9.0
	LTE_CA_B1_B7_B20-Perf
	R4

	RP-141467
	36.307
	0432
	-
	12.4.0
	Rel‑12
	Introduction of 3 DL CA for Band 1+7+20
	approved
	B
	12.5.0
	LTE_CA_B1_B7_B20-Perf
	R4

	RP-141511
	36.314
	0033
	-
	11.1.0
	Rel‑12
	Corrections for TS 36.314
	approved
	D
	12.0.0
	TEI12
	R2

	RP-141506
	36.321
	0732
	1
	12.2.1
	Rel‑12
	Introduction of low complexity UEs in TS 36.321
	approved
	B
	12.3.0
	LC_MTC_LTE-Core
	R2

	RP-141511
	36.322
	0101
	-
	12.0.0
	Rel‑12
	Corrections to configuration of extended RLC LI field
	approved
	F
	12.1.0
	TEI12
	R2

	RP-141498
	36.323
	0125
	-
	11.3.0
	Rel‑11
	Clarification of the decompressor state and mode after PDCP re-establishment
	approved
	F
	11.4.0
	TEI11
	R2

	RP-141498
	36.323
	0126
	-
	12.0.0
	Rel‑12
	Clarification of the decompressor state and mode after PDCP re-establishment
	approved
	A
	12.1.0
	TEI11
	R2

	RP-141511
	36.331
	1559
	2
	12.2.0
	Rel‑12
	"Correction to stop condition for ""Chiba offset"""
	approved
	F
	12.3.0
	TEI12
	R2

	RP-141511
	36.331
	1560
	1
	12.2.0
	Rel‑12
	Introduction of shorter MCH scheduling period
	approved
	C
	12.3.0
	TEI12
	R2

	RP-141504
	36.331
	1566
	1
	12.2.0
	Rel‑12
	Connected mode procedures and RRC signaling of WLAN/3GPP Radio Interworking for LTE
	revised
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141618
	36.331
	1566
	2
	12.2.0
	Rel‑12
	Connected mode procedures and RRC signaling of WLAN/3GPP Radio Interworking for LTE
	approved
	B
	12.3.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141511
	36.331
	1567
	-
	12.2.0
	Rel‑12
	Corrections to extended RLC LI field
	approved
	F
	12.3.0
	TEI12
	R2

	RP-141507
	36.331
	1570
	-
	12.2.0
	Rel‑12
	Introducing MBSFN measurement by extension of logged measurements
	approved
	B
	12.3.0
	MBMS_LTE_OS-Core
	R2

	RP-141510
	36.331
	1572
	1
	12.2.0
	Rel‑12
	Introduction of ACB skip for MMTEL voice/video and SMS
	approved
	B
	12.3.0
	SCM_LTE-Core
	R2

	RP-141489
	36.331
	1573
	1
	11.8.0
	Rel‑11
	Correction of E-UTRAN UE capabilities description in HandoverPreparationInformation message field descriptions
	approved
	F
	11.9.0
	LTE-L23, TEI11
	R2

	RP-141489
	36.331
	1574
	1
	12.2.0
	Rel‑12
	Correction of E-UTRAN UE capabilities description in HandoverPreparationInformation message field descriptions
	approved
	A
	12.3.0
	LTE-L23, TEI11
	R2

	RP-141496
	36.331
	1576
	-
	11.8.0
	Rel‑11
	Clarification on double indication of SAI in SIB15
	approved
	F
	11.9.0
	MBMS_LTE_SC-Core
	R2

	RP-141496
	36.331
	1577
	1
	12.2.0
	Rel‑12
	Clarification on double indication of SAI in SIB15
	approved
	A
	12.3.0
	MBMS_LTE_SC-Core
	R2

	RP-141506
	36.331
	1579
	1
	12.2.0
	Rel‑12
	Introduction of signaling support for low complexity UEs
	approved
	B
	12.3.0
	LC_MTC_LTE-Core
	R2

	RP-141499
	36.331
	1584
	-
	12.2.0
	Rel‑12
	Introduction of UE eIMTA capabilities
	approved
	F
	12.3.0
	LTE_TDD_eIMTA-Core
	R2

	RP-141496
	36.331
	1596
	-
	11.8.0
	Rel‑11
	Clarification on MBMSCountingResponse
	approved
	F
	11.9.0
	MBMS_LTE_SC-Core
	R2

	RP-141496
	36.331
	1597
	-
	12.2.0
	Rel‑12
	Clarification on MBMSCountingResponse
	approved
	A
	12.3.0
	MBMS_LTE_SC-Core
	R2

	RP-141505
	36.331
	1599
	-
	12.2.0
	Rel‑12
	UE capabilities for Hetnet mobility in TS 36.331
	approved
	F
	12.3.0
	HetNet_eMOB_LTE-Core
	R2

	RP-141499
	36.331
	1601
	1
	12.2.0
	Rel‑12
	Rel‑12 ASN.1 correction
	approved
	F
	12.3.0
	LTE_TDD_eIMTA-Core, Cov_Enh_LTE-Core
	R2

	RP-141511
	36.331
	1603
	-
	12.2.0
	Rel‑12
	TAI reporting of last serving cell
	approved
	C
	12.3.0
	TEI12
	R2

	RP-141493
	36.331
	1609
	1
	10.13.0
	Rel‑10
	Clarification for time-domain resource restriction pattern applicable to neighbour cell RSRQ measurements
	approved
	F
	10.14.0
	eICIC_LTE-Core
	R2

	RP-141493
	36.331
	1610
	-
	11.8.0
	Rel‑11
	Clarification for time-domain resource restriction pattern applicable to neighbour cell RSRQ measurements
	approved
	A
	11.9.0
	eICIC_LTE-Core
	R2

	RP-141493
	36.331
	1611
	-
	12.2.0
	Rel‑12
	Clarification for time-domain resource restriction pattern applicable to neighbour cell RSRQ measurements
	approved
	A
	12.3.0
	eICIC_LTE-Core
	R2

	RP-141496
	36.331
	1614
	1
	11.8.0
	Rel‑11
	Clarification on determining MBMS frequencies of interest in MBMSInterestIndication
	approved
	F
	11.9.0
	MBMS_LTE_SC-Core
	R2

	RP-141496
	36.331
	1615
	1
	12.2.0
	Rel‑12
	Clarification on determining MBMS frequencies of interest in MBMSInterestIndication
	approved
	A
	12.3.0
	MBMS_LTE_SC-Core
	R2

	RP-141496
	36.331
	1622
	-
	11.8.0
	Rel‑11
	Clarification on the setting of SupportedBandCombination-v1130
	approved
	F
	11.9.0
	LTE_CA_enh-Core
	R2

	RP-141496
	36.331
	1623
	-
	12.2.0
	Rel‑12
	Clarification on the setting of SupportedBandCombination-v1130
	approved
	A
	12.3.0
	LTE_CA_enh-Core
	R2

	RP-141494
	36.331
	1626
	-
	10.13.0
	Rel‑10
	FDD&TDD split for CA
	approved
	F
	10.14.0
	TEI10
	R2

	RP-141498
	36.331
	1627
	1
	11.8.0
	Rel‑11
	Correction to Network-requested CA Band Combination Capability Signalling
	approved
	F
	11.9.0
	TEI11
	R2

	RP-141498
	36.331
	1630
	1
	12.2.0
	Rel‑12
	Correction to Network-requested CA Band Combination Capability Signalling
	approved
	A
	12.3.0
	TEI11
	R2

	RP-141494
	36.331
	1631
	-
	11.8.0
	Rel‑11
	FDD&TDD split for CA
	approved
	A
	11.9.0
	TEI10
	R2

	RP-141494
	36.331
	1632
	-
	12.2.0
	Rel‑12
	FDD&TDD split for CA
	approved
	A
	12.3.0
	TEI10
	R2

	RP-141113
	36.331
	1634
	-
	10.13.0
	Rel‑10
	Mandating the FGI bit 31 to true
	approved
	F
	10.14.0
	LTE-L23, TEI10
	R2

	RP-141114
	36.331
	1635
	-
	11.8.0
	Rel‑11
	Mandating the FGI bit 31 to true
	approved
	A
	11.9.0
	LTE-L23, TEI10
	R2

	RP-141115
	36.331
	1636
	-
	12.2.0
	Rel‑12
	Mandating the FGI bit 31 to true
	approved
	A
	12.3.0
	LTE-L23, TEI10
	R2

	RP-141177
	36.331
	1637
	-
	12.2.0
	Rel‑12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-L23
	R2

	RP-141311
	36.331
	1638
	-
	12.2.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 1)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141319
	36.331
	1639
	-
	12.2.0
	Rel‑12
	CR on UE capability signaling for WLAN/3GPP radio interworking (alternative 2)
	postponed
	B
	
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-141692
	36.331
	1640
	-
	11.8.0
	Rel‑11
	Introduction of signalling for PCell interruptions
	postponed
	B
	
	LTE_CA-Core, TEI11
	R2

	RP-141697
	36.331
	1641
	-
	12.2.0
	Rel‑12
	Introduction of capability for PCell interruptions
	postponed
	A
	
	LTE_CA-Core, TEI11
	R2

	RP-141520
	36.413
	1216
	2
	12.2.0
	Rel‑12
	Introduction of the UE history reported from the UE
	approved
	B
	12.3.0
	HetNet_eMOB_LTE-Core
	R3

	RP-141522
	36.413
	1219
	5
	12.2.0
	Rel‑12
	Introduction of MBMS MDT
	approved
	B
	12.3.0
	MBMS_LTE_OS-Core
	R3

	RP-141518
	36.413
	1231
	2
	12.2.0
	Rel‑12
	Introduction of an indication of the expected UE behaviour
	approved
	B
	12.3.0
	MTCe-RAN-Core
	R3

	RP-141513
	36.413
	1240
	1
	9.9.0
	Rel‑9
	Correction of Transparent Container Encoding for PS handover to GERAN
	approved
	F
	9.10.0
	TEI9
	R3

	RP-141513
	36.413
	1241
	2
	10.8.0
	Rel‑10
	Correction of Transparent Container Encoding for PS handover to GERAN
	approved
	A
	10.9.0
	TEI9
	R3

	RP-141513
	36.413
	1242
	2
	11.7.0
	Rel‑11
	Correction of Transparent Container Encoding for PS handover to GERAN
	approved
	A
	11.8.0
	TEI9
	R3

	RP-141513
	36.413
	1243
	2
	12.2.0
	Rel‑12
	Correction of Transparent Container Encoding for PS handover to GERAN
	approved
	A
	12.3.0
	TEI9
	R3

	RP-141514
	36.413
	1246
	2
	12.2.0
	Rel‑12
	Correction of Transparent Containers Usage in Annex C
	approved
	F
	12.3.0
	TEI12
	R3

	RP-141521
	36.413
	1255
	1
	12.2.0
	Rel‑12
	Paging enhancements for Low Complexity UE
	approved
	B
	12.3.0
	LC_MTC_LTE-Core
	R3

	RP-141520
	36.423
	0663
	3
	12.2.0
	Rel‑12
	Introduction of the UE history reported from the UE
	approved
	B
	12.3.0
	HetNet_eMOB_LTE-Core
	R3

	RP-141518
	36.423
	0690
	2
	12.2.0
	Rel‑12
	Introduction of an indication of the expected UE behaviour
	approved
	B
	12.3.0
	MTCe-RAN-Core
	R3

	RP-141573
	36.508
	0524
	-
	12.2.0
	Rel‑12
	Correction to notificationSF-Index-r9 in Sib13
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141571
	36.508
	0525
	-
	12.2.0
	Rel‑12
	IMS APN pre-configured IR.92 devices
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.508
	0526
	-
	12.2.0
	Rel‑12
	Removal of transition period for Band 28 test frequency definition in 36.508
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141593
	36.508
	0527
	-
	12.2.0
	Rel‑12
	Addition of Rel11 reverse band combinations CA_1A-18A, CA_11A-18A
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141594
	36.508
	0528
	-
	12.2.0
	Rel‑12
	Addition of Rel12 reverse band combination CA_1A-26A
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141593
	36.508
	0529
	-
	12.2.0
	Rel‑12
	Editorial correction to Table 6.2.3.2-2
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141594
	36.508
	0530
	-
	12.2.0
	Rel‑12
	Addition of reverse band combinations, CA_1A-19A, CA_1A-21A, CA_3A-19A and CA_19A-21A
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141587
	36.508
	0531
	-
	12.2.0
	Rel‑12
	Addition of default parameters for Enhanced downlink control channel(s) for LTE Advanced
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141593
	36.508
	0532
	-
	12.2.0
	Rel‑12
	Removal of FFS from IEs triggered by CoMP related TCs specification
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141571
	36.508
	0533
	-
	12.2.0
	Rel‑12
	Clarification on the default setting of Security header type in SECURITY PROTECTED NAS MESSAGE
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.508
	0534
	-
	12.2.0
	Rel‑12
	Support of 2nd PDN connectivity at UE registration
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141575
	36.508
	0535
	-
	12.2.0
	Rel‑12
	CA: New structure for test frequencies for intra-band contiguous CA
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.508
	0536
	-
	12.2.0
	Rel‑12
	Correction to 7.2B.1 Tracking Area Updating procedure
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141597
	36.509
	0029
	-
	10.2.0
	Rel‑10
	Reservation of message types for antenna test function
	approved
	F
	10.3.0
	FS_LTE_MIMO_OTA_ATF
	R5

	RP-141589
	36.521-1
	1516
	-
	12.2.0
	Rel‑12
	Uncertainties and test tolerances for test case 8.2.2.2.4
	approved
	F
	12.3.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141589
	36.521-1
	1517
	-
	12.2.0
	Rel‑12
	Uncertainties and test tolerances for test case 8.3.1.1.3
	approved
	F
	12.3.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141589
	36.521-1
	1518
	-
	12.2.0
	Rel‑12
	Uncertainties and test tolerances for test case 8.3.2.1.4
	approved
	F
	12.3.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141590
	36.521-1
	1519
	-
	12.2.0
	Rel‑12
	Corrections to TC 8.2.2.1.1_A.3 TDD PDSCH Single Antenna Port Performance for CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.521-1
	1520
	-
	12.2.0
	Rel‑12
	Corrections to TC 8.2.2.4.2_A.3 TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4 x 2 for CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.521-1
	1521
	-
	12.2.0
	Rel‑12
	Test Tolerances to Annex F for TC 8.2.2.1.1_A.3 and TC 8.2.2.4.2_A.3
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141586
	36.521-1
	1522
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.5.5.1_F.1 FDD RI Reporting with Single CSI process
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1523
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.5.5.2_F.1 TDD RI Reporting with Single CSI process
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1524
	-
	12.2.0
	Rel‑12
	Addition of OCNG pattern for TM10
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1525
	-
	12.2.0
	Rel‑12
	Uncertainties and Test Tolerances for TC 9.5.5.1_F.1+9.5.5.2_F.1 in Annex F
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1526
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 8.2.1.4.1_E.1 FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1527
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 8.2.2.4.1_E.1 TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1528
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 8.4.1.2.3_E.1 FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1529
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 8.4.2.2.3_E.1 TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1530
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 8.4.1.2.3_E.2 FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1531
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 8.4.2.2.3_E.2 TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1532
	-
	12.2.0
	Rel‑12
	Uncertainties and Test Tolerances to Annex F for Demodulation feICIC
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1533
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.2.1.5_E.1 FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1534
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.2.1.6_E.1 TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1535
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.3.1.3.1_E.1 FDD CQI Reporting under fading conditions - PUSCH 3-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1536
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.3.1.3.2_E.1 TDD CQI Reporting under fading conditions - PUSCH 3-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1537
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.5.4.1_E.1 FDD RI Reporting - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1538
	-
	12.2.0
	Rel‑12
	Test Tolerances for TC 9.5.4.2_E.1 TDD RI Reporting - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1539
	-
	12.2.0
	Rel‑12
	Uncertainties and Test Tolerances to Annex F for Reporting of Channel State Information feICIC
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1540
	-
	12.2.0
	Rel‑12
	Message contents updates for CSI feICIC test cases
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1541
	-
	12.2.0
	Rel‑12
	Corrections to Annex G for feICIC
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141593
	36.521-1
	1542
	-
	12.2.0
	Rel‑12
	RF: Corrections to spurious emission band co-existence test
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141571
	36.521-1
	1543
	-
	12.2.0
	Rel‑12
	RF: Missing test coverage for Band 31
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141589
	36.521-1
	1544
	-
	12.2.0
	Rel‑12
	IR RF: Correction to TCs 8.3.1.1.3 and 8.3.2.1.4
	approved
	F
	12.3.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141571
	36.521-1
	1545
	-
	12.2.0
	Rel‑12
	Correction of clause 6.2.4.5 in 36.521-1
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141595
	36.521-1
	1546
	-
	12.2.0
	Rel‑12
	Addition of operating band 30 to TS 36.521-1, clause 5
	approved
	F
	12.3.0
	LTE_WCS_band-UEConTest
	R5

	RP-141571
	36.521-1
	1547
	-
	12.2.0
	Rel‑12
	Add static propagation condition matrix for 1 x 2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141586
	36.521-1
	1548
	-
	12.2.0
	Rel‑12
	Update of TC 8.3.1.3.2_F CoMP
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1549
	-
	12.2.0
	Rel‑12
	Update of TC 8.3.1.3.3_F CoMP
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1550
	-
	12.2.0
	Rel‑12
	Update of TC 8.3.2.4.2_F CoMP
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1551
	-
	12.2.0
	Rel‑12
	Update of TC 8.3.2.4.3_F CoMP
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141587
	36.521-1
	1552
	-
	12.2.0
	Rel‑12
	Update minimum requirements and test tolerance for TC 8.7.3.1
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141587
	36.521-1
	1553
	-
	12.2.0
	Rel‑12
	Update minimum requirements and test tolerance for TC 8.7.4.1
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141587
	36.521-1
	1554
	-
	12.2.0
	Rel‑12
	Update minimum requirements and test tolerance for TC 8.8.2.1
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141587
	36.521-1
	1555
	-
	12.2.0
	Rel‑12
	Update minimum requirements and test tolerance for TC 8.8.2.2
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141575
	36.521-1
	1556
	-
	12.2.0
	Rel‑12
	Correction to Inter-band CA operating bands
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1557
	-
	12.2.0
	Rel‑12
	Correction to eICIC performance test cases
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1558
	-
	12.2.0
	Rel‑12
	Correction to UL/DL configuration in CQI requirements
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141571
	36.521-1
	1559
	-
	12.2.0
	Rel‑12
	RF: Corrections to A-MPR test requirements
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141594
	36.521-1
	1560
	-
	12.2.0
	Rel‑12
	Update configurations of CA_39C in A-MPR for CA
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1561
	-
	12.2.0
	Rel‑12
	Update configurations of CA_39C in Additional spurious emissions for CA
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141571
	36.521-1
	1562
	-
	12.2.0
	Rel‑12
	Update of test applicabilities for TDD PDSCH Transmit Diversity
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141573
	36.521-1
	1563
	-
	12.2.0
	Rel‑12
	Update of test applicability for TDD PDSCH Transmit Diversity 4x2
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141589
	36.521-1
	1564
	-
	12.2.0
	Rel‑12
	Update test applicabilities for TDD interference rejection test cases
	approved
	F
	12.3.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141573
	36.521-1
	1565
	-
	12.2.0
	Rel‑12
	Updates to TC 8.7.2.1 and 8.7.2.1_1 for TDD SDR
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141590
	36.521-1
	1566
	-
	12.2.0
	Rel‑12
	Addition of new TC 8.2.1.3.1_A.3 FDD PDSCH Open Loop Spatial Multiplexing 2x2 for intra-band NC DL CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.521-1
	1567
	-
	12.2.0
	Rel‑12
	Correction to CA Rx Blocking TCs
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141587
	36.521-1
	1568
	-
	12.2.0
	Rel‑12
	Correction of the ePDCCH TCs for applying default parameter
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141593
	36.521-1
	1569
	-
	12.2.0
	Rel‑12
	Removal of TBDs in Clause 6.2.4A.1 (A-MPR for UL intra-band cont. CA), CA_NS_02 and 03, correction of Test Requirements
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141575
	36.521-1
	1570
	-
	12.2.0
	Rel‑12
	Correction to in-band blocking for CA requirements
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141593
	36.521-1
	1571
	-
	12.2.0
	Rel‑12
	Corrections to TM9 SNR requirements for eDL-MIMO
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141575
	36.521-1
	1572
	-
	12.2.0
	Rel‑12
	Addition of exception message for TDD MBMS
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141573
	36.521-1
	1573
	-
	12.2.0
	Rel‑12
	RF: Corrections to sustained data rate tests
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141575
	36.521-1
	1574
	-
	12.2.0
	Rel‑12
	Correction of TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band contiguous DL CA) TC 9.6.1.2_A.1
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1575
	-
	12.2.0
	Rel‑12
	Correction of TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band non-contiguous DL CA) TC 9.6.1.2_A.3
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141571
	36.521-1
	1576
	-
	12.2.0
	Rel‑12
	Correction to the test cases 8.3.2.1.1, 8.3.2.1.2, 8.3.2.1.3 and 8.3.2.2.1
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141575
	36.521-1
	1577
	-
	12.2.0
	Rel‑12
	Correction to RF General clause on CA configurations
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141586
	36.521-1
	1578
	-
	12.2.0
	Rel‑12
	Update TC 9.3.6.1_F FDD CQI Reporting under fading conditions multiple CSI processes for CoMP
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1579
	-
	12.2.0
	Rel‑12
	Update TC 9.3.6.2_F TDD CQI Reporting under fading conditions multiple CSI processes for CoMP
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1580
	-
	12.2.0
	Rel‑12
	Addition of CoMP AWGN CQI Tests to Test Requirements Derivation in Annex F
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141587
	36.521-1
	1581
	-
	12.2.0
	Rel‑12
	Update minimum requirements and test tolerance for TC 8.8.3.1
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141587
	36.521-1
	1582
	-
	12.2.0
	Rel‑12
	Update minimum requirements and test tolerance for TC 8.8.3.2
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141588
	36.521-1
	1583
	-
	12.2.0
	Rel‑12
	Uncertainties and test tolerances for test cases 8.2.1.3.3_E.1 and 8.2.2.3.3_E.1
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-1
	1584
	-
	12.2.0
	Rel‑12
	Uncertainties and Test Tolerances for feICIC Test cases 8.2.1.2.3_E.1 and 8.2.2.2.3_E.1.
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141589
	36.521-1
	1585
	-
	12.2.0
	Rel‑12
	Uncertainties and test tolerances for test case 8.2.2.4.3
	approved
	F
	12.3.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141589
	36.521-1
	1586
	-
	12.2.0
	Rel‑12
	Uncertainties and test tolerances for test cases 9.3.5.2.1 and 9.3.5.2.2
	approved
	F
	12.3.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141575
	36.521-1
	1587
	-
	12.2.0
	Rel‑12
	eICIC Test Tolerance references to TS 36.904
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1588
	-
	12.2.0
	Rel‑12
	Addition of CA aQI Tests to Test Requirements Derivation in Annex F
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141587
	36.521-1
	1589
	-
	12.2.0
	Rel‑12
	ePDCCH RF: Corrections to sustained data rate tests
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141586
	36.521-1
	1590
	-
	12.2.0
	Rel‑12
	Update to CoMP test case 9.5.5.1_F.2 and 9.5.5.2_F.2
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141594
	36.521-1
	1591
	-
	12.2.0
	Rel‑12
	New CA band combination CA_NC_42 and CA_4-27-Update to 36.521-1 Chapter 6
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1592
	-
	12.2.0
	Rel‑12
	New CA band combination CA_NC_42 and CA_4-27-Update to 36.521-1 Chapter 7
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1593
	-
	12.2.0
	Rel‑12
	Addition of CA band Combo CA_7A-28A
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1594
	-
	12.2.0
	Rel‑12
	Addition of CA_2A-2A to 36.521-1
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1595
	-
	12.2.0
	Rel‑12
	Existing CA band combination CA_3A-28A update to 36.521-1 7.3
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1596
	-
	12.2.0
	Rel‑12
	Addition of new CA band combo CA_2A-5A to 36.521-1
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1597
	-
	12.2.0
	Rel‑12
	New TC: TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (inter band DL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141595
	36.521-1
	1598
	-
	12.2.0
	Rel‑12
	Addition of operating band 30 to TS 36.521-2
	approved
	F
	12.3.0
	LTE_WCS_band-UEConTest
	R5

	RP-141571
	36.521-1
	1599
	-
	12.2.0
	Rel‑12
	Correction of clause 6.3.4.1.4 in 36.521-1
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.521-1
	1600
	-
	12.2.0
	Rel‑12
	Removal of transition period for Band 28 test frequency definition
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141590
	36.521-1
	1601
	-
	12.2.0
	Rel‑12
	Clearification of tables used in TDD Intra band non-contiguous DL CA TCs
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.521-1
	1602
	-
	12.2.0
	Rel‑12
	Introduction of new Wideband Intermodulation test for Intra-band NC CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141594
	36.521-1
	1603
	-
	12.2.0
	Rel‑12
	New CA band combination CA_NC_42 and CA_4-27-Update to 36.521-1 Chapter 5
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1604
	-
	12.2.0
	Rel‑12
	Update reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1605
	-
	12.2.0
	Rel‑12
	Update In-band blocking for CA (intra-band contiguous DL CA without UL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141575
	36.521-1
	1606
	-
	12.2.0
	Rel‑12
	CA RF: Adopting test frequencies selection to the new structure proposed for TS 36.508
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141593
	36.521-1
	1607
	-
	12.2.0
	Rel‑12
	Corrections to 8.3.1.2.1_D_1 FDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO (Release 11 and forward)
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141593
	36.521-1
	1608
	-
	12.2.0
	Rel‑12
	Corrections to 8.3.2.2.1_D_1 TDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO (Release 11 and forward)
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141571
	36.521-1
	1609
	-
	12.2.0
	Rel‑12
	Correct errors in TDD PDSCH Single Antenna Port Performance test case
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141575
	36.521-1
	1610
	-
	12.2.0
	Rel‑12
	Separation of minimum requirements for CA UE PDSCH demodulation from single carrier
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1611
	-
	12.2.0
	Rel‑12
	Introduction of FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band contiguous DL CA) TC 9.6.1.1_A.1
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1612
	-
	12.2.0
	Rel‑12
	Correction of FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intrer band DL CA) TC 9.6.1.1_A.2
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1613
	-
	12.2.0
	Rel‑12
	Correction of FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band non-contiguous DL CA) TC 9.6.1.1_A.3
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1614
	-
	12.2.0
	Rel‑12
	Updates to 8.2.1.4.2_A.1/A.2 FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA related test cases
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1615
	-
	12.2.0
	Rel‑12
	Updates to 8.2.2.3.1_A TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1616
	-
	12.2.0
	Rel‑12
	Updates to 8.2.2.4.2_A TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141571
	36.521-1
	1617
	-
	12.2.0
	Rel‑12
	Updates to 8.2.2.3.1 TDD PDSCH Open Loop Spatial Multiplexing 2x2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.521-1
	1618
	-
	12.2.0
	Rel‑12
	Updates to 8.2.2.3.2 TDD PDSCH Open Loop Spatial Multiplexing 4x2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.521-1
	1619
	-
	12.2.0
	Rel‑12
	Updates to 8.2.2.4 TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 and 4x2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.521-1
	1620
	-
	12.2.0
	Rel‑12
	Updates to 9.2.x CQI Reporting under AWGN conditions
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141586
	36.521-1
	1621
	-
	12.2.0
	Rel‑12
	Message contents updates for TC 9.5.5.1_F.1+9.5.5.2_F.1 CoMP
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1622
	-
	12.2.0
	Rel‑12
	FDD CQI Reporting under AWGN conditions - Single CSI Process TC 9.2.4.1_F - Editor Notes Resolution
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.521-1
	1623
	-
	12.2.0
	Rel‑12
	TDD CQI Reporting under AWGN conditions - Single CSI Process TC 9.2.4.2_F - Editor Notes Resolution
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141590
	36.521-1
	1624
	-
	12.2.0
	Rel‑12
	Addition of SDR test case 8.7.1.1_A.3 for intra-band NC DL CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141594
	36.521-1
	1625
	-
	12.2.0
	Rel‑12
	New TC: TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (inter band DL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1626
	-
	12.2.0
	Rel‑12
	New TC: TDD PDSCH Single Antenna Port Performance for CA (inter-band DL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1627
	-
	12.2.0
	Rel‑12
	New TC: TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (inter-band DL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1628
	-
	12.2.0
	Rel‑12
	New TC: TDD sustained data rate performance for CA (inter-band DL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-1
	1629
	-
	12.2.0
	Rel‑12
	Update Out-of-band blocking for CA (intra-band contiguous DL CA without UL CA)
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141588
	36.521-1
	1630
	-
	12.2.0
	Rel‑12
	Message contents updates for Demod feICIC test cases
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141590
	36.521-1
	1631
	-
	12.2.0
	Rel‑12
	Addition of new TC 8.2.2.3.1A_A.3 TDD Soft buffer management test for intra-band NC DL CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.521-1
	1632
	-
	12.2.0
	Rel‑12
	Addition of new TC 8.2.1.4.2_A.3 FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra band NC DL CA)
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141575
	36.521-1
	1633
	-
	12.2.0
	Rel‑12
	Updates to TCs 8.2.1.3.1_A.1/A.2 for FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1634
	-
	12.2.0
	Rel‑12
	Updates to 8.7.1.1_A FDD SDR for CA related test cases
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141575
	36.521-1
	1635
	-
	12.2.0
	Rel‑12
	Addition of new TC 8.2.2.3.1A_A.2 TDD Soft buffer management test for inter-band DL CA
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141590
	36.521-1
	1636
	-
	12.2.0
	Rel‑12
	Updates of Annex F.1.4 and F.3.4 for newly added performance test cases
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141571
	36.521-1
	1637
	-
	12.2.0
	Rel‑12
	Updates to TC 8.2.2.1 TDD PDSCH Single Antenna Port Performance (Cell-Specific Reference Symbols) related test cases
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.521-1
	1638
	-
	12.2.0
	Rel‑12
	Updates to 8.2.2.2 TDD PDSCH Transmit Diversity Performance (Cell-Specific Reference Symbols)
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141575
	36.521-1
	1640
	-
	12.2.0
	Rel‑12
	Updates to TC 9.6.1.1_A.2 FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (inter band DL CA)
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141588
	36.521-2
	0183
	-
	12.2.0
	Rel‑12
	Introduction of feICIC applicability statement for Performance test cases (resubmission of R5-143075 not implemented)
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.521-2
	0184
	-
	12.2.0
	Rel‑12
	Corrections to feICIC applicability statement for CSI test cases
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141594
	36.521-2
	0185
	-
	12.2.0
	Rel‑12
	Applicability for newly added 5MHz+5 MHz and 10MHz+5MHz BW RRM test cases
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141571
	36.521-2
	0186
	-
	12.2.0
	Rel‑12
	Corrections to applicability conditions for RRM test cases
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141571
	36.521-2
	0187
	-
	12.2.0
	Rel‑12
	Update of FGI definitions in TS 36.521-2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141594
	36.521-2
	0188
	-
	12.2.0
	Rel‑12
	Applicability update for CA band Combo CA_7A-28A
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141576
	36.521-2
	0189
	-
	12.2.0
	Rel‑12
	Update Tx intra-band contiguous DL CA without UL CA TCs applicability to include BW Class B
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141594
	36.521-2
	0190
	-
	12.2.0
	Rel‑12
	New CA band combination CA_NC_42 and CA_4-27-Update to 36.521-2
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-2
	0191
	-
	12.2.0
	Rel‑12
	Addition of applicability for CA band combo CA_2A-5A
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141576
	36.521-2
	0192
	-
	12.2.0
	Rel‑12
	Correction to RF Baseline capabilities with Band 29
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141590
	36.521-2
	0193
	-
	12.2.0
	Rel‑12
	Update test applicability for intra band non-contiguous CA test cases
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141594
	36.521-2
	0194
	-
	12.2.0
	Rel‑12
	Update test applicability for inter band and intra band contiguous CA test cases
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-2
	0195
	-
	12.2.0
	Rel‑12
	Addition of CA_2A-2A to 36.521-2 Annex A4
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141571
	36.521-2
	0196
	-
	12.2.0
	Rel‑12
	Correction to Merge UE category tables
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141590
	36.521-2
	0197
	-
	12.2.0
	Rel‑12
	CA: Review of CA capabilities tables
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.521-2
	0198
	-
	12.2.0
	Rel‑12
	Addition of applicability for newly added performance test cases
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141576
	36.521-2
	0199
	-
	12.2.0
	Rel‑12
	Update applicabilities for serving cell RSRP and RSRQ absolute accuracy TCs
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141587
	36.521-2
	0200
	-
	12.2.0
	Rel‑12
	Update the applicability conditions for TCs 8.8.2.1 and 8.8.2.2
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141590
	36.521-2
	0201
	-
	12.2.0
	Rel‑12
	Addition of applicability for SDR test case 8.7.1.1_A.3
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141588
	36.521-3
	0959
	-
	12.2.1
	Rel‑12
	Corrections to RRM Physical Cell Id (PCI) Configuration Conditions in feICIC
	approved
	F
	12.3.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141571
	36.521-3
	0962
	-
	12.2.1
	Rel‑12
	RRM: Corrections to TCs 9.2.18.x (5MHz)
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141576
	36.521-3
	0963
	-
	12.2.1
	Rel‑12
	eICIC RRM: Corrections to TCs 7.3.14 and 7.3.16
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141571
	36.521-3
	0964
	-
	12.2.1
	Rel‑12
	RRM: Removal of redundant (time limited) editor's notes
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141576
	36.521-3
	0965
	-
	12.2.1
	Rel‑12
	CA RRM: Correction of wrong test applicability
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141594
	36.521-3
	0966
	-
	12.2.1
	Rel‑12
	Addition of new RRM TC 8.16.11 E-UTRAN FDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 10MHz+5MHz
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-3
	0967
	-
	12.2.1
	Rel‑12
	Addition of new RRM TC 8.16.16 E-UTRA TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5+5MHz BW
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141576
	36.521-3
	0973
	-
	12.2.1
	Rel‑12
	Correction to Inter-frequency event triggered reporting test in 8.3.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0974
	-
	12.2.1
	Rel‑12
	Correction to InterRAT event triggered reporting test in 8.5.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0975
	-
	12.2.1
	Rel‑12
	Update of Annex E
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0976
	-
	12.2.1
	Rel‑12
	Correction to CQI reporting periodicity in RLM with eICIC
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0977
	-
	12.2.1
	Rel‑12
	Addition of message exceptions for eICIC test cases with MBSFN
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0978
	-
	12.2.1
	Rel‑12
	Updates to Annex I of TS 36.521-3
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0979
	-
	12.2.1
	Rel‑12
	Uncertainties and Test Tolerances for RRM TCs 8.16.7+8.16.8
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0980
	-
	12.2.1
	Rel‑12
	Uncertainties and Test Tolerances for RRM TCs 8.16.5+8.16.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141571
	36.521-3
	0981
	-
	12.2.1
	Rel‑12
	Antenna correlation for RRM Test cases
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141576
	36.521-3
	0982
	-
	12.2.1
	Rel‑12
	Correction to RRM event triggered tests
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0983
	-
	12.2.1
	Rel‑12
	Correction to E-UTRAN CA Measurements
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0984
	-
	12.2.1
	Rel‑12
	Uncertainties and Test Tolerances for Test case 8.3.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0985
	-
	12.2.1
	Rel‑12
	Uncertainties and Test Tolerances for Test case 8.5.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141571
	36.521-3
	0986
	-
	12.2.1
	Rel‑12
	Uncertainties and Test Tolerances update for Test cases 8.3.3+8.4.3
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141573
	36.521-3
	0988
	-
	12.2.1
	Rel‑12
	Uncertainties and test tolerance for 36.521-3 Test case 9.4.1, 9.4.2 and 9.4.3
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141594
	36.521-3
	0989
	-
	12.2.1
	Rel‑12
	Addition of new RRM TC 8.16.12 E-UTRAN TDD Event triggered reporting on deactivating Scells and interruption probability (0.5%) without DRX for 10MHz+5MHz BW
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-3
	0990
	-
	12.2.1
	Rel‑12
	Cell configuration mapping for 5MHz+5MHz and 10MHz+5MHz test cases
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	36.521-3
	0991
	-
	12.2.1
	Rel‑12
	Addition of new RRM TC 8.16.15 E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5+5 MHz BW
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141573
	36.521-3
	0992
	-
	12.2.1
	Rel‑12
	Update to test procedure for GSM carrier measurement test cases
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141576
	36.521-3
	0993
	-
	12.2.1
	Rel‑12
	New TC: FDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0994
	-
	12.2.1
	Rel‑12
	New TC: FDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0995
	-
	12.2.1
	Rel‑12
	New TC: TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0996
	-
	12.2.1
	Rel‑12
	Removable of editor's notes for maxReportCells
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0997
	-
	12.2.1
	Rel‑12
	Correction to neighCellConfig of MeasObjectEUTRA in CGI tests
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141576
	36.521-3
	0998
	-
	12.2.1
	Rel‑12
	New TC: TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	approved
	F
	12.3.0
	TEI10_Test
	R5

	GP-140531
	36.523-1
	2754
	1
	12.2.0
	Rel‑12
	CR 36.523-1-2754 Correction to WI-87 LTE GERAN test case 6.2.3.23
	approved
	F
	12.3.0
	TEI_Test
	G3new

	GP-140521
	36.523-1
	2755
	-
	12.2.0
	Rel‑12
	CR 36.523-1-2755 Correction in Idle mode test cases 6.2.3.26, 6.2.3.27, 6.2.3.28, 6.2.3.30
	approved
	F
	12.3.0
	TEI_Test
	G3new

	GP-140534
	36.523-1
	2756
	-
	12.2.0
	Rel‑12
	CR 36.523-1-2756 Resubmission of the Correction to WI-87 LTE GERAN Test cases 6.2.3.23,6.2.3.26,6.2.3.27,6.2.3.28,6.2.3.29 and 6.2.3.30
	approved
	F
	12.3.0
	TEI_Test
	G3new

	RP-141577
	36.523-1
	2757
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcasse 13.4.3.17
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2758
	-
	12.2.0
	Rel‑12
	Correction to LTE-CA MAC Test case 7.1.3.11.1 and 7.1.3.11.2
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2759
	-
	12.2.0
	Rel‑12
	Editorial correction to LTE CA MAC test cases
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2760
	-
	12.2.0
	Rel‑12
	Editorial correction to LTE CA test cases 8.5.1.7.1
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141574
	36.523-1
	2761
	-
	12.2.0
	Rel‑12
	Editorial - rewording in eMBMS test cases 17.1.1
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141574
	36.523-1
	2762
	-
	12.2.0
	Rel‑12
	Correction to LTE eMBMS TestCases 17.1.3
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141577
	36.523-1
	2763
	-
	12.2.0
	Rel‑12
	Remove LTE MDT Test cases on PLMN change
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141572
	36.523-1
	2764
	-
	12.2.0
	Rel‑12
	Update of TC 6.3.8 Inter-RAT CSG Cell Reselection from E-UTRA CSG cell to UTRA CSG cell
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141590
	36.523-1
	2765
	-
	12.2.0
	Rel‑12
	Addition of new TC 8.2.2.4.3 Intra-band non-contiguous CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141574
	36.523-1
	2766
	-
	12.2.0
	Rel‑12
	Updates to EMM TC 9.1.3.3
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141591
	36.523-1
	2767
	-
	12.2.0
	Rel‑12
	Correction to test case 6.2.4.5
	approved
	F
	12.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141591
	36.523-1
	2768
	-
	12.2.0
	Rel‑12
	Correction to test case 6.2.4.7
	approved
	F
	12.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141574
	36.523-1
	2769
	-
	12.2.0
	Rel‑12
	Editorial correction of test case - Attach / Rejected / IMEI not accepted
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141577
	36.523-1
	2770
	-
	12.2.0
	Rel‑12
	Remove test case 13.4.3.29
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2771
	-
	12.2.0
	Rel‑12
	Correction to EMM Test case 9.2.1.1.27
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141591
	36.523-1
	2772
	-
	12.2.0
	Rel‑12
	Add test case 6.2.4.2 for inter-RAT cell reselection
	approved
	F
	12.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141574
	36.523-1
	2773
	-
	12.2.0
	Rel‑12
	Correction to LTE eMBMS TestCases 17.2.4 for TDD
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141572
	36.523-1
	2774
	-
	12.2.0
	Rel‑12
	Correction to EMM Test Case 9.1.2.6
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141590
	36.523-1
	2775
	-
	12.2.0
	Rel‑12
	Addition of new Intra-band non-Contiguous CA test case 8.2.4.21.3
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.523-1
	2776
	-
	12.2.0
	Rel‑12
	Addition of new Intra-band non-Contiguous CA test case 8.3.1.18.3
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.523-1
	2777
	-
	12.2.0
	Rel‑12
	Addition of new Intra-band non-Contiguous CA test case 8.4.2.7.3
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141572
	36.523-1
	2778
	-
	12.2.0
	Rel‑12
	Correction to EUTRA MAC test case 7.1.4.2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2779
	-
	12.2.0
	Rel‑12
	Correction to EMM test case 9.1.2.7
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2780
	-
	12.2.0
	Rel‑12
	Correction to EMM test case 9.2.1.1.23
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2781
	-
	12.2.0
	Rel‑12
	Update of EMM test case 9.2.1.1.28
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141577
	36.523-1
	2782
	-
	12.2.0
	Rel‑12
	Correction to eICIC test case 8.3.1.19
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141572
	36.523-1
	2783
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-87 SRVCC<>UTRA Testcases 13.4.3.5
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2784
	-
	12.2.0
	Rel‑12
	Correction to EUTRA Idle Mode Test case 6.1.2.8a
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2785
	-
	12.2.0
	Rel‑12
	Correction to EUTRA Idle Mode CSG test case 6.3.5
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141574
	36.523-1
	2786
	-
	12.2.0
	Rel‑12
	Update of MFBI test cases 6.1.2.19, 6.1.2.20 and 6.1.2.21
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141572
	36.523-1
	2787
	-
	12.2.0
	Rel‑12
	Update of IDLE mode test case 6.1.2.3
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2788
	-
	12.2.0
	Rel‑12
	Correction to EUTRA Idle Mode test case 6.2.1.4
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141574
	36.523-1
	2789
	-
	12.2.0
	Rel‑12
	Addition of Inter-RAT Cell reselection EUTRAN to UTRAN MFBI test case 6.2.3.34
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141577
	36.523-1
	2790
	-
	12.2.0
	Rel‑12
	Correction of EUTRA test case 7.1.4.20
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141574
	36.523-1
	2791
	-
	12.2.0
	Rel‑12
	Update of MFBI test case 8.2.4.22
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141577
	36.523-1
	2792
	-
	12.2.0
	Rel‑12
	Update of EUTRA test case 8.2.4.20.1
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2793
	-
	12.2.0
	Rel‑12
	Update of EUTRA test case 8.2.4.20.2
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141574
	36.523-1
	2794
	-
	12.2.0
	Rel‑12
	Correction to EUTRA RRC HeNB Testcase 8.3.4.1
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141577
	36.523-1
	2795
	-
	12.2.0
	Rel‑12
	Editorial update of TC 8.3.1.22.2
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141572
	36.523-1
	2796
	-
	12.2.0
	Rel‑12
	Correction to EUTRA RRC handover Test Cases 8.4.1.2, 8.4.1.4, 8.4.1.5
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141577
	36.523-1
	2797
	-
	12.2.0
	Rel‑12
	Correction of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.3.1
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2798
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-181 EUTRA EPS FDD <>UTRAN test Case 8.6.5.1
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141572
	36.523-1
	2799
	-
	12.2.0
	Rel‑12
	Update EMM 9.2.3.4.1
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141577
	36.523-1
	2800
	-
	12.2.0
	Rel‑12
	Correction to ESM test case 10.5.4
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141574
	36.523-1
	2801
	-
	12.2.0
	Rel‑12
	Correction for IMS Emergency Call test case 11.2.5
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141574
	36.523-1
	2802
	-
	12.2.0
	Rel‑12
	Corrections to IMS Emergency Call over EPS test cases 11.2.8 and 11.2.8a
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141574
	36.523-1
	2803
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-167 SRVCC<>UTRA Testcases 13.4.3.6
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141572
	36.523-1
	2804
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-086 EUTRA<>UTRA SRVCC Testcasse 13.4.3.2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2805
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-086 SRVCC<>UTRA Testcase 13.4.3.4
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141577
	36.523-1
	2806
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.16
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2807
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.9
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2808
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.11
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2809
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.13
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.523-1
	2810
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.15
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141574
	36.523-1
	2811
	-
	12.2.0
	Rel‑12
	Corrections for EUTRA<>GERAN aSRVCC test cases
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141574
	36.523-1
	2812
	-
	12.2.0
	Rel‑12
	Corrections to eMBMS test case 17.2.4
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141572
	36.523-1
	2813
	-
	12.2.0
	Rel‑12
	Correction to EMM test case 9.2.1.1.28
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141590
	36.523-1
	2814
	-
	12.2.0
	Rel‑12
	Addition of test case - CA / RRC connection reconfiguration
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.523-1
	2815
	-
	12.2.0
	Rel‑12
	Addition of new TC 8.2.2.3.3 Intra-band non-contiguous CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141590
	36.523-1
	2816
	-
	12.2.0
	Rel‑12
	Addition of new TC 8.3.1.22.3 Intra-band non-contiguous CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141586
	36.523-1
	2817
	-
	12.2.0
	Rel‑12
	Addition of new UL CoMP TC 7.1.10.1 Sending SR on PUCCH with DMRS generated by using virtual cell identity / nPUCCH-Identity
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141586
	36.523-1
	2818
	-
	12.2.0
	Rel‑12
	Addition of new TC 7.1.10.2 Transmitting data on PUSCH with DMRS generated by using virtual cell identity / nPUSCH-Identity
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141572
	36.523-1
	2819
	-
	12.2.0
	Rel‑12
	Update to test case 9.2.3.3.4
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2820
	-
	12.2.0
	Rel‑12
	Correction to Multi-layer test cases 13.1.3
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-1
	2821
	-
	12.2.0
	Rel‑12
	Correction to EMM Test cases 9.2.3.3.2 and 9.2.3.3.3
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141593
	36.523-1
	2822
	-
	12.2.0
	Rel‑12
	Correction of EUTRA test case 11.2.10
	approved
	F
	12.3.0
	TEI11_Test
	R5

	RP-141572
	36.523-1
	2823
	-
	12.2.0
	Rel‑12
	Correction to EMM test case 9.1.5.1
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141574
	36.523-1
	2824
	-
	12.2.0
	Rel‑12
	Correction to SRVCC emergency call test case 11.2.11
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141574
	36.523-1
	2825
	-
	12.2.0
	Rel‑12
	Correction to Emergency calls over IMS test cases 11.2.2 and 11.2.4
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141577
	36.523-1
	2826
	-
	12.2.0
	Rel‑12
	Correction to GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.14
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141572
	36.523-1
	2827
	-
	12.2.0
	Rel‑12
	Clarification of security protection for EMM cause #25 in test cases 9.2.1.1.18, 9.2.1.2.14, 9.2.3.1.20, 9.2.3.2.16 and 9.3.1.18
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141574
	36.523-1
	2828
	-
	12.2.0
	Rel‑12
	Correction to WI-156 EUTRA RRC test case 8.2.4.14
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141574
	36.523-1
	2829
	-
	12.2.0
	Rel‑12
	Correction to WI-151 EUTRA RRC test case 8.2.4.14a
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141587
	36.523-1
	2830
	-
	12.2.0
	Rel‑12
	Correction of the ePDCCH TCs for applying default parameter
	approved
	F
	12.3.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-141595
	36.523-2
	0544
	-
	12.2.2
	Rel‑12
	Addition of E-UTRA FDD Band 30 information to Annex A.4
	approved
	F
	12.3.0
	LTE_WCS_band-UEConTest
	R5

	RP-141577
	36.523-2
	0545
	-
	12.2.2
	Rel‑12
	Remove LTE MDT Test cases on PLMN change
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141572
	36.523-2
	0546
	-
	12.2.2
	Rel‑12
	Add IMS APN configuration for IR.92 devices
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141590
	36.523-2
	0547
	-
	12.2.2
	Rel‑12
	Addition of test applicability for new TCs - Intra-band non-contiguous CA
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141572
	36.523-2
	0548
	-
	12.2.2
	Rel‑12
	Update of FGI definitions in TS 36.523-2
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141577
	36.523-2
	0549
	-
	12.2.2
	Rel‑12
	Update of MDT test case 8.6.5.2 applicability
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141591
	36.523-2
	0550
	-
	12.2.2
	Rel‑12
	Add applicability for test cases 6.2.4.2
	approved
	F
	12.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-141594
	36.523-2
	0551
	-
	12.2.2
	Rel‑12
	Addition of Rel.12 Intra-Band Non-Contiguous CA Combinations to 36.523-2 Annex A4
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141590
	36.523-2
	0552
	-
	12.2.2
	Rel‑12
	CA: Review of CA capabilities tables (Sig)
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141594
	36.523-2
	0553
	-
	12.2.2
	Rel‑12
	New CA band combination CA_NC_42 and CA_4-27-Update to 36.523-2
	approved
	F
	12.3.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141590
	36.523-2
	0554
	-
	12.2.2
	Rel‑12
	Addition of applicability for new Intra-band non-Contiguous CA test cases
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141574
	36.523-2
	0555
	-
	12.2.2
	Rel‑12
	Addition of applicability for new test case, Inter-RAT Cell reselection EUTRAN to UTRAN MFBI test case 6.2.3.34
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141577
	36.523-2
	0556
	-
	12.2.2
	Rel‑12
	Remove applicability of test case 13.4.3.29 and 13.4.3.17
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141590
	36.523-2
	0557
	-
	12.2.2
	Rel‑12
	Adding applicability for new test cases 8.2.4.16.3, 8.2.4.18.3 and 8.2.4.20.3
	approved
	F
	12.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-141586
	36.523-2
	0558
	-
	12.2.2
	Rel‑12
	Addition of applicability for new UL CoMP SIG test cases
	approved
	F
	12.3.0
	COMP_LTE-UEConTest
	R5

	RP-141572
	36.523-2
	0559
	-
	12.2.2
	Rel‑12
	Update applicability of EUTRA Idle test case 6.2.1.4
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-2
	0560
	-
	12.2.2
	Rel‑12
	Add IMS APN as the second PDN configuration for IR.92 devices
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141572
	36.523-3
	2145
	-
	11.4.0
	Rel‑11
	Routine maintenance and updates
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141577
	36.523-3
	2146
	-
	11.4.0
	Rel‑11
	Correction to the guideline of EUTRA CA test execution on Band 29
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141572
	36.523-3
	2147
	-
	11.4.0
	Rel‑11
	Correction to the calculation in Test method for RRC signalling latency
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2148
	-
	11.4.0
	Rel‑11
	Addition of Rel‑9 Home eNB test case 8.3.4.1
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2149
	-
	11.4.0
	Rel‑11
	Correction to SRVCC test case 13.4.3.2
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2150
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-159 Pre-registration at 1xRTT testcase 13.4.4.5
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2151
	-
	11.4.0
	Rel‑11
	Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.11.1
	approved
	B
	11.5.0
	TEI11_Test
	R5

	RP-141583
	36.523-3
	2152
	-
	11.4.0
	Rel‑11
	Correction to SRVCC testcases 13.4.3.4 and 13.4.3.5
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2153
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-164 eMBMS test case 17.2.4
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2154
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-081 EUTRA Idle mode Test Case 6.1.2.8a
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2155
	-
	11.4.0
	Rel‑11
	Correction to common function in NAS Authentication module
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2156
	-
	11.4.0
	Rel‑11
	LTE_TDD : Addition of GCF WI-086 EUTRA-UTRAN CSG test case 6.3.7
	approved
	B
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2157
	-
	11.4.0
	Rel‑11
	LTE_TDD : Addition of EUTRA-UTRAN Rel‑9 Home eNB test case 6.4.3
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2158
	-
	11.4.0
	Rel‑11
	LTE_TDD: Addition of LTE eMBMS Testcase 17.2.2
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2159
	-
	11.4.0
	Rel‑11
	LTE_TDD: Addition of LTE eMBMS Testcase 17.2.3
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2160
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.13
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2161
	-
	11.4.0
	Rel‑11
	Correction of GCF WI-167 EUTRA RRC test case 8.3.2.11
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2162
	-
	11.4.0
	Rel‑11
	LTE_TDD: Addition of Rel‑9 Home eNB test case 8.3.4.4
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2163
	-
	11.4.0
	Rel‑11
	Correction of GCF WI-167 EUTRA Inter-RAT test cases 6.2.3.4a and 6.2.3.5a
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2164
	-
	11.4.0
	Rel‑11
	Correction to f_UTRAN_RB_SetUp_PS_RAB
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2165
	-
	11.4.0
	Rel‑11
	Addition of Rel‑10 MDT test case 8.6.1.1
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2166
	-
	11.4.0
	Rel‑11
	Correction to definition of O13_Type
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2167
	-
	11.4.0
	Rel‑11
	Correction of GCF WI-086 EUTRA<>UTRAN CSG test case 6.3.7
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2168
	-
	11.4.0
	Rel‑11
	Correction of EUTRA-UTRAN HomeENB test case 6.4.3
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2169
	-
	11.4.0
	Rel‑11
	Correction to function f_UTRAN_CS_Fallback_WithRedirection_WithoutRRCConnEst.
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2170
	-
	11.4.0
	Rel‑11
	Correction to function f_SS_Config_64kPS_DCH4_RAB for TD_LTE<>TDSDMA
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2171
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-086 EUTRA EMM Test Case 9.2.1.2.1c
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2172
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.15
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2173
	-
	11.4.0
	Rel‑11
	Correction to IMS Emergency Call test case 11.2.5
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2174
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-086 UTRA<>EUTRA HSPA Handover Testcase 8.4.2.4
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2175
	-
	11.4.0
	Rel‑11
	Correction for SI 2 quater message for EUTRA<>UTRA<>GERAN test case 8.3.2.6
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2176
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-156 EUTRA RRC test case 8.2.4.15a
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2177
	-
	11.4.0
	Rel‑11
	LTE_TDD: Addition of LTE eMBMS Testcase 17.1.5
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2178
	-
	11.4.0
	Rel‑11
	LTE_TDD: Addition of LTE eMBMS Testcase 17.3.2
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2179
	-
	11.4.0
	Rel‑11
	Correction of test cases 8.3.1.12a, 8.3.1.15, 8.3.1.16 and 8.6.4.4
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2180
	-
	11.4.0
	Rel‑11
	Correction to template cr_G_AttachReq_EUTRANCap
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2181
	-
	11.4.0
	Rel‑11
	Correction to Rel‑9 EUTRA Home eNB test case 8.3.4.5
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2182
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-081 EUTRA RRC Test Case 8.2.1.5
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2183
	-
	11.4.0
	Rel‑11
	Addition of WI-162 LTE-A Carrier Aggregation MAC test case 7.1.3.11.2
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2184
	-
	11.4.0
	Rel‑11
	Correction for EUTRA RRC MDT re-establishment test cases
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2185
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-086 EUTRA RRC handover test cases 8.4.2.2 and 8.4.2.4
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2186
	-
	11.4.0
	Rel‑11
	Correction to eMBMS common functions
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2187
	-
	11.4.0
	Rel‑11
	Correction to SIB 6 contents for EUTRA<>UTRA test cases using UTRA Band VI
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2188
	-
	11.4.0
	Rel‑11
	Addition of WI-162 LTE-A Carrier Aggregation MAC test case 7.1.3.11.1
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2189
	-
	11.4.0
	Rel‑11
	Extension of EUTRA common functions for MAC test cases
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2190
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-087 EMM Test Case 9.2.3.4.1
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2191
	-
	11.4.0
	Rel‑11
	Addition of Rel‑10 eICIC test case 8.3.1.21
	approved
	B
	11.5.0
	eICIC_LTE-UEConTest
	R5

	RP-141583
	36.523-3
	2192
	-
	11.4.0
	Rel‑11
	Correction of test cases 8.4.2.4
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2193
	-
	11.4.0
	Rel‑11
	Correction of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.3.1
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2194
	-
	11.4.0
	Rel‑11
	Correction of GCF WI-162 LTE-A CA inter-band test cases for band combination with Band 29A
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2195
	-
	11.4.0
	Rel‑11
	Correction to test case applicability conditions
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2196
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-086 EUTRA Idle mode test case 6.2.3.31
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2197
	-
	11.4.0
	Rel‑11
	Correction to LTE-IRAT test cases 8.4.2.2 and 8.4.2.4
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2198
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-162 LTE-A Carrier Aggregation MAC test case 7.1.3.11.1/7.1.3.11.2
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2199
	-
	11.4.0
	Rel‑11
	Correction to EUTRA MDT test Case 8.6.2.3
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2200
	-
	11.4.0
	Rel‑11
	Correction of LTE-A Minimization of Drive Tests (MDT) Test case 8.6.2.8
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2201
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-181 EUTRA EPS FDD <>UTRAN test Case 8.6.5.1
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2202
	-
	11.4.0
	Rel‑11
	Correction of GCF WI-182 EUTRA FDD<>GERAN test case 8.6.7.2
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2203
	-
	11.4.0
	Rel‑11
	Correction to EUTRA eMBMS function f_EUTRA_SetSysinfoCombination_MBMS
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2204
	-
	11.4.0
	Rel‑11
	Correction to UE Test Loop Mode C for EUTRA eMBMS Testcases
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2205
	-
	11.4.0
	Rel‑11
	Corrections of GCF WI-162 LTE-A CA Testcase 8.2.2.3.x for Band 29A
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2206
	-
	11.4.0
	Rel‑11
	Correction of EUTRA RRC Measurement test case 8.3.1.27
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2207
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC Measurement test case 8.3.3.3
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2208
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-082 EUTRA RRC handover test cases 8.4.1.2 and 8.4.1.4
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2209
	-
	11.4.0
	Rel‑11
	LTE_TDD : Correction in RRC test case 8.4.1.5 in LTE_TDD<>TDSCDMA path
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2210
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-081 EUTRA Idle mode test Case 6.1.1.3
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2211
	-
	11.4.0
	Rel‑11
	Correction of test cases 7.1.4.5
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2212
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-086 EMM test case 9.2.3.3.2
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2213
	-
	11.4.0
	Rel‑11
	Correction to EUTRA Idle Mode HeNB test case 6.4.3
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2214
	-
	11.4.0
	Rel‑11
	Correction to UTRAN postamble function f_UTRAN_Postamble
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2215
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-086 EUTRA EMM Test case 9.2.3.1.6
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2216
	-
	11.4.0
	Rel‑11
	Correction in common function f_GERAN_GPRSAttach()
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2217
	-
	11.4.0
	Rel‑11
	Correction of GCF WI-086 EUTRA<>UTRAN CSG test case 6.3.7
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2218
	-
	11.4.0
	Rel‑11
	Correction to EUTRA Idle Mode MFBI test Case 6.1.2.21
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2219
	-
	11.4.0
	Rel‑11
	Correction to EMM test case 9.2.1.1.28
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2220
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC HeNB test case 8.3.4.1
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2221
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC HeNB test case 8.3.4.4
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2222
	-
	11.4.0
	Rel‑11
	Correction to EUTRA-UTRAN Multi-Layer SRVCC test case 13.4.3.2
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2223
	-
	11.4.0
	Rel‑11
	Correction to EMM test case 9.2.3.1.20a
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2224
	-
	11.4.0
	Rel‑11
	Correction to IMS Emergency Call over EPS test case 11.2.2
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2225
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.14
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2226
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-086 EUTRA<>UTRA SRVCC Testcase 13.4.3.2
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2227
	-
	11.4.0
	Rel‑11
	Correction to Multi-layer test case 13.1.3
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2228
	-
	11.4.0
	Rel‑11
	LTE_TDD: Addition of WI-162 LTE-A Carrier Aggregation MAC test case 7.1.3.11.1
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2229
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.16
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2230
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-086 EUTRA<>UTRA SRVCC Testcase 13.4.3.4
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2231
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-087 EUTRA<>GERAN SRVCC Testcase 13.4.3.5
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2232
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-167 EUTRA<>UTRA SRVCC Testcase 13.4.3.6
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2233
	-
	11.4.0
	Rel‑11
	Correction of GERAN Common function fl_GERAN_TLLI_Update
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2234
	-
	11.4.0
	Rel‑11
	Correction to EUTRA eMBMS test case 17.2.4
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2235
	-
	11.4.0
	Rel‑11
	Correction to EUTRA Idle Mode MFBI test Case 6.1.2.20
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2236
	-
	11.4.0
	Rel‑11
	Correction for aSRVCC test cases
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2237
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 11.2.8
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2238
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.7
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2239
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.9
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2240
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.10
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2241
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.11
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2242
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC MDT test case 8.6.6.2
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2243
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC HeNB test case 8.3.4.1
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2244
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.13
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2245
	-
	11.4.0
	Rel‑11
	Correction to EMM test case 9.2.1.1.28
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2246
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC test cases 8.2.4.14 and 8.2.4.14a
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2247
	-
	11.4.0
	Rel‑11
	Correction for GCF WI-172 EUTRA<>UTRA aSRVCC Testcase 13.4.3.15
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2248
	-
	11.4.0
	Rel‑11
	LTE_TDD : Correction to EUTRAN TDD eMBMS TC 17.1.4
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2249
	-
	11.4.0
	Rel‑11
	LTE_TDD : Correction in SIB13 notificationSF-Index-r9 for eMBMS test cases
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2250
	-
	11.4.0
	Rel‑11
	Correction to EUTRAN eMBMS TC 17.3.2
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2251
	-
	11.4.0
	Rel‑11
	Correction to EUTRA eMBMS function f_EUTRA_SetSysinfoCombination_MBMS
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2252
	-
	11.4.0
	Rel‑11
	Correction to EUTRA Idle mode test case 6.2.3.23
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2253
	-
	11.4.0
	Rel‑11
	Corrections for SS configuration in IMS voice call test cases
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2254
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC MDT test case 8.6.7.1
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2255
	-
	11.4.0
	Rel‑11
	Corrections for multilayer EUTRA->GERAN SRVCC test case 13.4.3.3
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2256
	-
	11.4.0
	Rel‑11
	Correction to LTE-A Carrier Aggregation MAC test cases 7.1.3.11.1/7.1.3.11.2
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2257
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-088 EUTRA<>1xRTT Test case 8.3.2.10
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2258
	-
	11.4.0
	Rel‑11
	Correction to LTE-A Minimization of Drive Tests (MDT) test case 8.6.4.6
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2259
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-082 EUTRA RRC handover test case 8.4.1.5
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2260
	-
	11.4.0
	Rel‑11
	Correction to multilayer aSRVCC test 13.4.3.15
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2261
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-151 EUTRA RRC test cases 8.2.4.14a and 8.3.1.16a
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2262
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-081 EUTRA RRC Test Case 8.5.4.1
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2263
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-087 EUTRA Idle mode Test Case 6.2.3.28
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2264
	-
	11.4.0
	Rel‑11
	Corrections to GCF WI-154 IMS Emergency Call test case 11.2.4
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2265
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.2.1b
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2266
	-
	11.4.0
	Rel‑11
	Correction of GCF WI-082 EUTRA EMM Testcase 9.1.5.1
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2267
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-154 IMS Emergency Call test case 11.2.5
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2268
	-
	11.4.0
	Rel‑11
	Correction to WI-086 EUTRA EMM Testcase 9.2.3.3.4
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2269
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-086 EUTRA Multilayer Test case 13.4.2.1
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2270
	-
	11.4.0
	Rel‑11
	Correction to WI-086 EUTRA EMM Testcase 9.2.3.3.1
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2271
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC test cases 8.2.4.14a, 8.2.4.15, 8.3.1.16a
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2272
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC HeNB Testcase 8.3.4.1
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2273
	-
	11.4.0
	Rel‑11
	Correction to LTE-A Carrier Aggregation Handover test cases 8.2.4.21.x
	approved
	F
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2274
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-87 Multi-Layer SRVCC test cases 13.4.3.3 and 13.4.3.5
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2275
	-
	11.4.0
	Rel‑11
	Corrections to GCF WI-154 IMS Emergency Call test cases 11.2.2 and 11.2.4
	approved
	F
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2276
	-
	11.4.0
	Rel‑11
	Corrections to GCF WI-087 EUTRA<>GERAN SRVCC test case 13.4.3.3
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2277
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-81 EUTRA MIMO test cases 7.1.7.1.5 and 7.1.7.1.6 for CAT-6 and higher categories
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2278
	-
	11.4.0
	Rel‑11
	Correction to GCF WI-81 EUTRA MIMO Testcase 7.1.7.2.1 for CAT-6 and higher categories
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2279
	-
	11.4.0
	Rel‑11
	LTE TDD : Addition of MAC test case 7.1.4.2
	approved
	B
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2280
	-
	11.4.0
	Rel‑11
	LTE_TDD : Addition of Idle mode test case 6.3.5
	approved
	B
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2281
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-172 multilayer aSRVCC test case 13.4.3.8
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2282
	-
	11.4.0
	Rel‑11
	LTE_TDD: Correction to RRC Testcase 8.1.3.7 in LTE_TDD<>TDSCDMA path
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2283
	-
	11.4.0
	Rel‑11
	LTE_TDD : Addition of EUTRA RRC HeNB test case 8.3.4.3
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2284
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-162 LTE-A Carrier Aggregation MAC test case 7.1.9.1.1
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2285
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-162 LTE-A Carrier Aggregation MAC test case 7.1.9.1.2
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2286
	-
	11.4.0
	Rel‑11
	Addition of multilayer aSRVCC test case 13.4.3.24
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2287
	-
	11.4.0
	Rel‑11
	Addition of multilayer aSRVCC test case 13.4.3.26
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2288
	-
	11.4.0
	Rel‑11
	Corrections to EMM test case 9.2.3.1.6 on EUTRA<>GERAN path
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2289
	-
	11.4.0
	Rel‑11
	Correction to EUTRA RRC InterRAT measurement on HRPD test case 8.3.2.8
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2290
	-
	11.4.0
	Rel‑11
	Addition of multilayer aSRVCC test case 13.4.3.27
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2291
	-
	11.4.0
	Rel‑11
	Addition of multilayer aSRVCC test case 13.4.3.28
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2292
	-
	11.4.0
	Rel‑11
	Correction to function f_ConfigureULGrant_MaxTBSupported
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2293
	-
	11.4.0
	Rel‑11
	Correction to SRVCC test case 13.4.3.2
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2294
	-
	11.4.0
	Rel‑11
	Addition of multilayer aSRVCC test case 13.4.3.25
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2295
	-
	11.4.0
	Rel‑11
	Addition of multilayer aSRVCC test case 13.4.3.30
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2296
	-
	11.4.0
	Rel‑11
	Addition of Rel‑9 EUTRA<>UTRA Idle Mode HeNB test case 6.4.6
	approved
	B
	11.5.0
	TEI9_Test
	R5

	RP-141583
	36.523-3
	2297
	-
	11.4.0
	Rel‑11
	Corrections to EUTRA PDCP test case 7.3.4.1,7.3.4.2 and 7.3.4.3
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141583
	36.523-3
	2298
	-
	11.4.0
	Rel‑11
	Addition of Rel‑10 EUTRA RRC eICIC test case 8.3.1.19
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2299
	-
	11.4.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation MAC test case 7.1.9.1.1
	approved
	B
	11.5.0
	TEI10_Test
	R5

	RP-141583
	36.523-3
	2300
	-
	11.4.0
	Rel‑11
	Addition of GCF WI-086 EUTRA Idle Mode HeNB test case 6.3.4
	approved
	B
	11.5.0
	TEI8_Test
	R5

	RP-141582
	36.523-3
	2301
	-
	11.4.0
	Rel‑11
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	11.5.0
	TEI8_Test
	R5

	RP-141553
	36.833-2-25
	0001
	1
	12.0.0
	Rel‑12
	Introduction of a new bandwidth combination set for CA_25A-25A into TR 36.833-2-25
	approved
	B
	12.1.0
	LTE_CA_NC_B25_BWset-Core
	R4

	RP-141577
	36.903
	0132
	-
	12.2.0
	Rel‑12
	Add Test Tolerance analyses for TS 36.521-3 Test cases 8.16.5 and 8.16.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.903
	0133
	-
	12.2.0
	Rel‑12
	Add Test Tolerance analyses for TS 36.521-3 Test cases 8.16.7 and 8.16.8
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.903
	0134
	-
	12.2.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.3 and 10.4
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.903
	0135
	-
	12.2.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.3A and 10.4A
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.903
	0136
	-
	12.2.0
	Rel‑12
	Add Test Tolerance analysis for TS 36.521-3 Test case 8.3.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141577
	36.903
	0137
	-
	12.2.0
	Rel‑12
	Add Test Tolerance analysis for TS 36.521-3 Test case 8.5.6
	approved
	F
	12.3.0
	TEI10_Test
	R5

	RP-141572
	36.903
	0138
	-
	12.2.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test cases 8.3.3+8.4.3
	approved
	F
	12.3.0
	TEI8_Test
	R5

	RP-141574
	36.903
	0139
	-
	12.2.0
	Rel‑12
	Addition of test tolerance analysis for 36.521-3 test case 9.4.1, 9.4.2 and 9.4.3
	approved
	F
	12.3.0
	TEI9_Test
	R5

	RP-141589
	36.904
	0001
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analyses for TS 36.521-1 Test case 8.2.2.2.4
	approved
	F
	11.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141589
	36.904
	0002
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analyses for TS 36.521-1 Test case 8.2.2.4.3
	approved
	F
	11.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141589
	36.904
	0003
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analyses for TS 36.521-1 Test case 8.3.1.1.3
	approved
	F
	11.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141589
	36.904
	0004
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analyses for TS 36.521-1 Test case 8.3.2.1.4
	approved
	F
	11.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141588
	36.904
	0005
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analysis for TS 36.521-1 Test cases 8.2.1.3.3_E.1 and 8.2.2.3.3_E.1
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.904
	0006
	-
	11.0.0
	Rel‑11
	Test Tolerance Analysis for TS 36.521-1 TC 8.2.1.4.1_E.1+8.2.2.4.1_E.1
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.904
	0007
	-
	11.0.0
	Rel‑11
	Test Tolerance Analysis for TS 36.521-1 TC 8.4.1.2.3_E.2+8.4.2.2.3_E.2
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.904
	0008
	-
	11.0.0
	Rel‑11
	Corrections to TR 36.904 for feICIC Group
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.904
	0009
	-
	11.0.0
	Rel‑11
	Test Tolerance Analysis for TS 36.521-1 TC 9.2.1.5_E.1+9.2.1.6_E.1
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.904
	0010
	-
	11.0.0
	Rel‑11
	Test Tolerance Analysis for TS 36.521-1 TC 9.3.1.3.1_E.1+9.3.1.3.2_E.1
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141588
	36.904
	0011
	-
	11.0.0
	Rel‑11
	Test Tolerance Analysis for TS 36.521-1 TC 9.5.4.1_E.1+9.5.4.2_E.1
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141577
	36.904
	0012
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analysis for TS 36.521-1 Test cases 8.2.1.2.3_C.1 and 8.2.2.2.3_C.1
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-141588
	36.904
	0013
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analysis for TS 36.521-1 Test cases 8.2.1.2.3_E.1 and 8.2.2.2.3_E.1
	approved
	F
	11.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141577
	36.904
	0014
	-
	11.0.0
	Rel‑11
	Editorial update of eICIC CSI Test Tolerance analyses
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-141586
	36.904
	0015
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analysis for TS 36.521-1 Test cases 9.3.6.1_F and 9.3.6.2_F
	approved
	F
	11.1.0
	COMP_LTE-UEConTest
	R5

	RP-141589
	36.904
	0016
	-
	11.0.0
	Rel‑11
	Add Test Tolerance analyses for TS 36.521-1 Test cases 9.3.5.2.1 and 9.3.5.2.2
	approved
	F
	11.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-141528
	37.104
	0231
	1
	11.9.0
	Rel‑11
	Correction on UEM related to multi-band operation in TS 37.104
	approved
	F
	11.10.0
	MB_MSR_RF-Core
	R4

	RP-141528
	37.104
	0232
	-
	12.4.0
	Rel‑12
	Correction on UEM related to multi-band operation in TS 37.104
	approved
	A
	12.5.0
	MB_MSR_RF-Core
	R4

	RP-141562
	37.104
	0233
	1
	12.4.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 37.104
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141562
	37.113
	0036
	1
	12.1.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 37.113
	approved
	F
	12.2.0
	TEI12
	R4

	RP-141526
	37.141
	0324
	1
	12.4.0
	Rel‑12
	Removal of FFS for TC4
	approved
	F
	12.5.0
	RInImp9-Rfmulti
	R4

	RP-141528
	37.141
	0335
	1
	11.9.0
	Rel‑11
	Correction on UEM related to multi-band operation in TS 37.141
	approved
	F
	11.10.0
	MB_MSR_RF-Perf
	R4

	RP-141528
	37.141
	0336
	-
	12.4.0
	Rel‑12
	Correction on UEM related to multi-band operation in TS 37.141
	approved
	A
	12.5.0
	MB_MSR_RF-Perf
	R4

	RP-141562
	37.141
	0337
	2
	12.4.0
	Rel‑12
	Update of definitions to support supplemental DL in TS 37.141
	approved
	F
	12.5.0
	TEI12
	R4

	RP-141496
	37.320
	0063
	1
	11.3.0
	Rel‑11
	Reporting and measurement collection triggers for immediate MDT
	approved
	F
	11.4.0
	eMDT_UMTSLTE-Core
	R2

	RP-141496
	37.320
	0064
	1
	12.1.0
	Rel‑12
	Reporting and measurement collection triggers for immediate MDT
	approved
	A
	12.2.0
	eMDT_UMTSLTE-Core
	R2

	RP-141507
	37.320
	0066
	-
	12.1.0
	Rel‑12
	Minor corrections to MDT Stage-2
	approved
	F
	12.2.0
	MBMS_LTE_OS-Core
	R2

	RP-141577
	37.571-1
	0068
	-
	11.1.0
	Rel‑11
	Corrections to RSTD Measurement Reporting Delay for Carrier Aggregation tests
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141588
	37.571-1
	0069
	-
	11.1.0
	Rel‑12
	Corrections to Physical Cell Id (PCI) Configuration Conditions in UE Rx-Tx time difference feICIC
	approved
	F
	12.0.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-141577
	37.571-1
	0070
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances for RSTD test cases 10.1, 10.1A, 10.2 and 10.2A
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141577
	37.571-1
	0071
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances for RSTD test cases 10.3, 10.3A, 10.4 and 10.4A
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141574
	37.571-1
	0072
	-
	11.1.0
	Rel‑11
	Cell-specific test parameters for E-UTRAN
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-141594
	37.571-1
	0073
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.1B FDD RSTD Measurement Reporting Delay CA for 5+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	37.571-1
	0074
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.1C FDD RSTD Measurement Reporting Delay CA for 10+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	37.571-1
	0075
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.2B TDD RSTD Measurement Reporting Delay CA for 5+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	37.571-1
	0076
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.2C TDD RSTD Measurement Reporting Delay CA for 10+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	37.571-1
	0077
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.3B FDD RSTD Measurement Accuracy CA for 5+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	37.571-1
	0078
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.3C FDD RSTD Measurement Accuracy CA for 10+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	37.571-1
	0079
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.4B TDD RSTD Measurement Accuracy CA for 5+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141594
	37.571-1
	0080
	-
	11.1.0
	Rel‑12
	Addition of new TC 10.4C TDD RSTD Measurement Accuracy CA for 10+5MHz
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141577
	37.571-1
	0081
	-
	11.1.0
	Rel‑11
	Clarification to RSTD Reporting Delay tests
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141577
	37.571-1
	0082
	-
	11.1.0
	Rel‑11
	Updates to Annex E of TS 37.571-1
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141593
	37.571-1
	0083
	-
	11.1.0
	Rel‑11
	Update to intial conditions and measurement procedure in for UTRA A-GPS and A-GNSS tests
	approved
	F
	11.2.0
	TEI11_Test
	R5

	RP-141574
	37.571-1
	0084
	-
	11.1.0
	Rel‑11
	Removal of editors note in TC 9.1.4
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-141577
	37.571-1
	0085
	-
	11.1.0
	Rel‑11
	Updates OTDOA Neighbour Cell Info List
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141593
	37.571-1
	0086
	-
	11.1.0
	Rel‑11
	Correction for RSTD Measurement Accuracy in CA requirements in RRM
	approved
	F
	11.2.0
	TEI11_Test
	R5

	RP-141577
	37.571-1
	0087
	-
	11.1.0
	Rel‑11
	RSTD tests RAN 4 alignment
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141577
	37.571-1
	0088
	-
	11.1.0
	Rel‑11
	Editor's note to PRS levels with fading
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141577
	37.571-1
	0089
	-
	11.1.0
	Rel‑11
	Corrections to Note 3 for RSTD CA tests
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141577
	37.571-1
	0090
	-
	11.1.0
	Rel‑11
	Corrections to TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141577
	37.571-1
	0091
	-
	11.1.0
	Rel‑11
	RSTD CA Measurement Accuracy connection diagrams
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-141574
	37.571-2
	0041
	-
	10.7.0
	Rel‑10
	Clarification for configuration of cell 1 in OTDOA tests
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-141574
	37.571-2
	0042
	-
	10.7.0
	Rel‑10
	RESET Positioning Information in LPP Abort Procedures
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-141574
	37.571-2
	0043
	-
	10.7.0
	Rel‑10
	Adding extra neighbour cells to 7.3.5.1
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-141574
	37.571-2
	0044
	-
	10.7.0
	Rel‑10
	Correct OTDOA and ECID Elements in 7.3.4.2 and 7.3.4.4
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-141577
	37.571-2
	0045
	-
	10.7.0
	Rel‑10
	Correction to test case 7.5.1, Table 7.5.1.3.2-1: Main behaviour
	approved
	F
	10.8.0
	TEI10_Test
	R5

	RP-141574
	37.571-2
	0046
	-
	10.7.0
	Rel‑10
	Updates OTDOA Neighbour Cell Info List
	approved
	F
	10.8.0
	TEI9_Test
	R5

	RP-141594
	37.571-3
	0020
	-
	10.7.0
	Rel‑12
	Applicability for new 10+5 and 5+5 RSTD related test cases
	approved
	F
	12.0.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-141572
	37.571-4
	0042
	-
	10.6.0
	Rel‑10
	Routine maintenance and updates
	approved
	F
	10.7.0
	TEI8_Test
	R5

	RP-141577
	37.571-5
	0086
	-
	10.8.0
	Rel‑10
	LBS Perf: Adding missing information for QZSS
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141577
	37.571-5
	0087
	-
	10.8.0
	Rel‑10
	LBS Perf: Adding missing files for QZSS
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141577
	37.571-5
	0088
	-
	10.8.0
	Rel‑10
	LBS Sig: Adding missing files for QZSS
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141577
	37.571-5
	0089
	-
	10.8.0
	Rel‑10
	LBS Perf: Adding missing information for Galileo and introduction of Galileo hybrid-subtest
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141577
	37.571-5
	0090
	-
	10.8.0
	Rel‑10
	LBS Sig: Adding missing information for Galileo and introduction of Galileo hybrid-subtest
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141577
	37.571-5
	0091
	-
	10.8.0
	Rel‑10
	LBS Perf: Adding missing files for Galileo
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141577
	37.571-5
	0092
	-
	10.8.0
	Rel‑10
	LBS Sig: Adding missing files for Galileo
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141577
	37.571-5
	0097
	-
	10.8.0
	Rel‑10
	Updates OTDOA Neighbour Cell Info List
	approved
	F
	10.9.0
	TEI10_Test
	R5

	RP-141528
	37.804
	0001
	-
	11.0.0
	Rel‑11
	Editorial Correction to TR 37.804
	approved
	D
	11.1.0
	FS_UTRA_LTE_900MHz
	R4

	RP-141565
	37.846
	0001
	-
	12.0.0
	Rel‑12
	Adding conclusions to TR 37.846
	approved
	D
	12.1.0
	FS_UTRA_LTE_1980_2170_REG1
	R4

	RP-141565
	37.846
	0002
	-
	12.0.0
	Rel‑12
	MCC editorial changes to TR 37.846 v12.0.0
	approved
	D
	12.1.0
	FS_UTRA_LTE_1980_2170_REG1
	R4

	RP-141593
	37.901
	0041
	-
	11.11.0
	Rel‑11
	Correction to Table A.3.1-3: Common Test Parameters (TDD)
	approved
	F
	11.12.0
	TEI11_Test
	R5

	RP-141572
	37.901
	0042
	-
	11.11.0
	Rel‑11
	Correction to Periodic CSI Reporting using PUCCH for TDD
	approved
	F
	11.12.0
	TEI8_Test
	R5

	RP-141593
	37.901
	0043
	-
	11.11.0
	Rel‑11
	Correction to LTE Integrity Setting
	approved
	F
	11.12.0
	TEI11_Test
	R5

	RP-141544
	37.902
	0005
	-
	11.1.0
	Rel‑12
	CR to TR37.902 on improving tablets definition
	approved
	F
	12.0.0
	LTE_UTRA_TRP_TRS-Core
	R4

	RP-141544
	37.902
	0006
	-
	11.1.0
	Rel‑12
	CR to TR37.902 on explicitly listing TRS allocations
	approved
	F
	12.0.0
	LTE_UTRA_TRP_TRS-Core
	R4

	GP-140540
	43.022
	0033
	2
	11.0.0
	Rel‑12
	Introduction of support for MS Power Saving Mode
	approved
	B
	12.0.0
	MTCe-UEPCOP-GERAN
	G1

	GP-140704
	44.018
	1013
	2
	12.2.0
	Rel‑12
	MFBI support in idle mode
	Approved
	B
	12.3.0
	TEI12
	G2

	GP-140698
	44.031
	0223
	1
	12.0.0
	Rel‑12
	Introduction of BDS in GERAN
	Approved
	B
	12.1.0
	LCS_BDS_GERAN
	G2

	GP-140707
	44.060
	1600
	3
	12.1.0
	Rel‑12
	MFBI support in idle mode
	Approved
	B
	12.2.0
	TEI12
	G2

	GP-140621
	44.060
	1602
	-
	12.1.0
	Rel‑12
	Downlink Multi Carrier Support of EMSR
	Approved
	F
	12.2.0
	DMCG
	G2

	GP-140622
	44.060
	1604
	-
	12.1.0
	Rel‑12
	Downlink Multi Carrier - Implementation Corrections
	Approved
	F
	12.2.0
	DMCG
	G2

	GP-140438
	44.071
	0033
	-
	11.0.0
	Rel‑12
	Introduction of BDS in GERAN
	Approved
	B
	12.0.0
	LCS_BDS_GERAN
	G2

	GP-140554
	45.002
	0178
	-
	12.1.0
	Rel‑12
	Correction to pseudo code indentation
	approved
	F
	12.2.0
	DMCG
	G1

	GP-140436
	45.005
	0571
	-
	12.2.0
	Rel‑12
	Introduction of BDS in GERAN
	approved
	B
	12.3.0
	LCS_BDS_GERAN
	G1

	GP-140576
	45.005
	0572
	-
	12.2.0
	Rel‑12
	VAMOS III Performance Requirements - FER
	approved
	B
	12.3.0
	MSRD_VAMOS
	G1

	GP-140577
	45.005
	0573
	-
	12.2.0
	Rel‑12
	VAMOS III Performance Requirements - RBER
	approved
	B
	12.3.0
	MSRD_VAMOS
	G1

	GP-140586
	45.005
	0575
	-
	12.2.0
	Rel‑12
	Removal of brackets for DLMC requirements
	approved
	F
	12.3.0
	DMCG
	G1

	GP-140699
	48.008
	0399
	2
	10.8.0
	Rel‑10
	Missing source eNB RIM routing address for unnecessary IRAT HO
	Approved
	F
	10.9.0
	TEI10
	G2

	GP-140709
	48.008
	0400
	2
	11.7.0
	Rel‑11
	Missing source eNB RIM routing address for unnecessary IRAT HO
	Approved
	A
	11.8.0
	TEI10
	G2

	GP-140701
	48.018
	0412
	2
	10.10.0
	Rel‑10
	Missing source eNB RIM routing address for unnecessary IRAT HO
	Approved
	F
	10.11.0
	TEI10
	G2

	GP-140710
	48.018
	0413
	3
	11.6.0
	Rel‑11
	Missing source eNB RIM routing address for unnecessary IRAT HO
	Approved
	A
	11.7.0
	TEI10
	G2

	GP-140711
	48.018
	0414
	3
	12.2.0
	Rel‑12
	Missing source eNB RIM routing address for unnecessary IRAT HO
	Approved
	A
	12.3.0
	TEI10
	G2

	GP-140439
	48.031
	0010
	-
	11.0.0
	Rel‑12
	Introduction of BDS in GERAN
	Approved
	B
	12.0.0
	LCS_BDS_GERAN
	G2

	GP-140440
	49.031
	0065
	-
	11.0.0
	Rel‑12
	Introduction of BDS in GERAN
	Approved
	B
	12.0.0
	LCS_BDS_GERAN
	G2

	GP-140532
	51.010-1
	4988
	1
	12.1.0
	Rel‑12
	CR 51.010-1-4988 New test case: 58b.1.2a Single Carrier concurrent TBF to DLMC TBF/ Uplink DLMC TBF (on both carrier 1 and carrier 2)/ Reconfigured back to single Carrier Concurrent TBF
	approved
	F
	12.2.0
	DMCG-MStest
	G3new

	GP-140533
	51.010-1
	4989
	1
	12.1.0
	Rel‑12
	CR 51.010-1-4944 44.2.5.2.4 - Step correction, incorrect step 2, 16 and 19.
	approved
	F
	12.2.0
	DMCG-MStest
	G3new

	GP-140508
	51.010-1
	4990
	-
	12.1.0
	Rel‑12
	CR 51.010-2-0844 New test case 58b.1.1a added Part2 and also DLMC introduced
	approved
	F
	12.2.0
	DMCG-MStest
	G3new

	GP-140526
	51.010-1
	4991
	1
	12.1.0
	Rel‑12
	CR 51.010-1-4991 26.6.1.6 Test procedure corrections for checking T3234
	approved
	F
	12.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-140512
	51.010-1
	4992
	-
	12.1.0
	Rel‑12
	CR 51.010-1-4992 44.2.5.2.4 Comments corrected in steps 8, 14 and 20
	approved
	F
	12.2.0
	TEI_Test
	G3new

	GP-140514
	51.010-1
	4993
	-
	12.1.0
	Rel‑12
	CR 51.010-1-4993 26.3.4 PICS mnemonic correction
	approved
	F
	12.2.0
	TEI_Test
	G3new

	GP-140527
	51.010-1
	4994
	1
	12.1.0
	Rel‑12
	CR 51.010-1-4994 13.3 Check retransmission of RACH power reduction
	approved
	F
	12.2.0
	TEI_Test
	G3new

	GP-140516
	51.010-1
	4995
	-
	12.1.0
	Rel‑12
	CR 51.010-1-4995 s14 Conformance Testing for VAMOS III MS
	approved
	B
	12.2.0
	MSRD_VAMOS-TEST
	G3new

	GP-140517
	51.010-1
	4996
	-
	12.1.0
	Rel‑12
	44.2.1.1.5-2, Remove reference to SIM Removal
	approved
	F
	12.2.0
	TEI_Test
	G3new

	GP-140525
	51.010-1
	4997
	-
	12.1.0
	Rel‑12
	CR 51.010-1-4997 New test case 58b.1.5a Single Carrier Downlink TBF with No Uplink TBF/ Downlink reconfigured to DLMC TBF/ Uplink TBF established
	approved
	F
	12.2.0
	DMCG-MStest
	G3new

	GP-140509
	51.010-2
	0847
	-
	12.1.0
	Rel‑12
	CR 51.010-2-0847 New test case's added Part2 for DLMC
	approved
	F
	12.2.0
	DMCG-MStest
	G3new

	GP-140513
	51.010-2
	0848
	-
	12.1.0
	Rel‑12
	CR 51.010-2-0848 PICS proforma tables and applicability conditions corrections
	approved
	F
	12.2.0
	TEI_Test
	G3new

	GP-140528
	51.010-2
	0849
	1
	12.1.0
	Rel‑12
	CR 51.010-2-0849 PICS proforma tables and applicability conditions corrections for 26.8.1.4.1.1
	approved
	F
	12.2.0
	TEI_Test
	G3new

	GP-140529
	51.010-2
	0850
	1
	12.1.0
	Rel‑12
	CR 51.010-2-0850 PICS proforma tables and applicability conditions corrections for 26.2.4-8
	approved
	F
	12.2.0
	TEI_Test
	G3new

	CP-140704
	51.010-4
	0109
	1
	12.0.0
	Rel‑12
	Usage of URL in test cases for LAUNCH BROWSER command
	approved
	F
	12.1.0
	TEI12
	C6

	CP-140704
	51.010-4
	0110
	1
	12.0.0
	Rel‑12
	Corrections of the Text String coding format and General Result reference
	approved
	F
	12.1.0
	TEI12
	C6

	CP-140704
	51.010-4
	0111
	1
	12.0.0
	Rel‑12
	Addition of test case applicability for Rel‑4
	approved
	F
	12.1.0
	TEI12
	C6

	GP-140510
	51.010-5
	0136
	-
	10.9.0
	Rel‑10
	CR 51.010-5-0136 Update for the latest version of TTCN
	approved
	F
	10.10.0
	TEI10_Test
	G3new

	GP-140683
	51.021
	0274
	2
	12.1.0
	Rel‑12
	Correction due to ETSI update of harmonized standard
	approved
	F
	12.2.0
	TEI12
	G1


1922 CRs (1842 approved)
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