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An editing error in the final version of P-CR in S5-146235 leads to incomplete requirement for UE collection of charging information while out of E-UTRAN coverage.

	
	

	Summary of change:
	1. 
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2. 
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3. 
Correction for charging information from UE while out of E-UTRAN coverage should include corresponding timestamps.
4. 
Clarification of which radio resources were used while in and out of coverage for the collected data amount.
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	First change


5.1.1
Requirements

There are three types of ProSe services defined in TS 23.303 [238]: 

-
ProSe Direct Discovery, 

-
ProSe EPC-level Discovery, and 

-
ProSe one-to-many Direct Communication for Public Safety Use.

The following are high-level charging requirements for ProSe services, derived from the requirements in TS 22.115 [101], and TS 23.303 [238].

ProSe Function shall be able to collect charging information for UEs in HPLMN, in online and offline charging for: 

-
ProSe Open Direct Discovery Model A;

-
ProSe EPC-level Discovery.

ProSe Function shall be able to collect charging information for UEs in VPLMN in offline charging for: 

-
ProSe Open Direct Discovery for Announce.

ProSe Function shall be able to collect charging information for UEs in VPLMN and Local PLMNS in offline charging for:

-
ProSe Open Direct Discovery for Monitor and Match.
ProSe Function shall be able to collect charging information from UEs in HPLMN and VPLMN in offline charging for:

 -
ProSe one-to-many Direct Communication for Public Safety Use.

For ProSe one-to-many Direct Communication for Public Safety Use, the following requirements apply to the UE delivery of usage information to the ProSe Function:

-
When the UE is in E-UTRAN coverage, if the usage information recorded for the current collection period is not empty, it shall report the usage information as configured when the earlier one of the following criteria are met:

-
a configured collection period has elapsed; the end of an associated configured reporting window has not been reached; and the UE temporarily switches to RRC CONNECTED mode; or

-
a configured collection period has elapsed and the end of an associated configured reporting window has been reached.

-
When the UE is out of E-UTRAN coverage, the UE shall generate reports from the recorded usage information every collection period and store the non-empty reports in a non-volatile memory, and send the reports once the UE returns to coverage.

-
The storage of the usage information and the execution of the reporting procedure shall be in a secure environment in the UE that is trusted by the operator.

NOTE 1: 
The secured storage and execution of the reporting procedure do not guarantee that the recording of the usage information is trusted.

NOTE 2: 
When the UE operates out of coverage for a long time, the stored reports may reach the limit of the memory. The handling of such situation is determined by UE implementation.

-
If a replacement of USIM occurs when UE is out of coverage, the usage information for a given IMSI shall remain stored on the UICC or ME as long as the UE does not use the USIM associated with that IMSI.

- 
The results of the collection and delivery of usage information reports should not affect the UE's use of the ProSe Direct Communication service.

NOTE 3: 
For Public Safety use the UE is able to use ProSe Direct Communication service even if there are errors in usage information collection or reporting;

ProSe Function shall be capable of handling the Charging Characteristics. Charging Characteristics can be specific for a subscription or for subscribed services. ProSe Function shall use the Charging Characteristics profile to decide if online or offline charging is used for a user. The Charging Characteristics is provided by the HSS to the ProSe Function as part of the subscription information. Requirements of the use of Charging Characteristics are provided in annex A.
	Second change


5.1.2.3
Charging information for ProSe one-to-many Direction Communication for Public Safety Use

For the ProSe one-to-many Direct Communication for Public Safety Use, the UE shall collect the following information, and be included in the usage information report to the ProSe Function for charging purposes, if configured by the network:

-
UE identity, e.g. IMSI;

-
For every collection period:

-
Sequence number of the report;

- 
List of the locations of the UE when in coverage, e.g. ECGIs, and the corresponding timestamps;

- 
Configured Radio Parameters used for the ProSe Direct Communication, as defined in TS 24.333 [241];

- 
List of timestamps of when the UE goes in/out of E-UTRAN coverage;  

- 
For every ProSe Direct Communication Group (identified by ProSe L2 Group ID):

- 
Group Parameters used for the ProSe Direct Communication, as defined in TS 24.333 [241], e.g. ProSe L2 Group ID, IP Multicast Address, Source IP address, etc.;

- 
Timestamp of the first one-to-many communication transmission/reception;

- 
Identities of the transmitters in the one-to-many communication session, e.g. Source L2 ID and IP address;

- 
List of non-zero amount of data transmitted by UE;

- 
List of amount of data transmitted by UE when in E-UTRAN coverage at each location, with ECGI and the corresponding timestamps, and indicator of which radio resources used (i.e., operator-provided in coverage or configured) and the radio frequency used;

- 
List of amount of data transmitted by UE for each out of E-UTRAN coverage period and the corresponding timestamps and the radio frequency used;

- 
List of non-zero amount of data received by UE; 

- 
List of amount of data received by UE when in E-UTRAN coverage at each location, with ECGI and the corresponding timestamps, and indicator of which radio resources used  (i.e., operator-provided in coverage or configured) and the radio frequency used;

- 
List of amount of data received by UE for each out of E-UTRAN coverage period and the corresponding timestamps and the radio frequency used;

-
Application specific data, e.g. application specific session floor control information, Application layer User ID of group members in the communication.

The network shall be able to configure the UE with information to be included in the usage information report as per following:

-
Whether the Group Parameters need to be reported;

-
Whether timestamps of the first transmission/reception need to be reported;

-
Whether the amount of data transmitted by UE needs to be reported, and whether with location information;

-
Whether the amount of data received by UE needs to be reported, and whether with location information; 

-
Whether the list of locations of the UE when in E-UTRAN coverage needs to be reported;

-
Whether the list of timestamps of when UE goes in/out of E-UTRAN coverage need to be recorded.
-
Whether the indicator of radio resources used and radio frequency are to be reported with the amount of data transmitted and received.
	End of changes


