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***
BEGIN CHANGES
***
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ADF 
Accounting Data Forwarding 

ALUID
Application Layer User ID

AS
Application Server

BSF
Bootstrapping Server Function

CA
Certificate Authority

CTF 
Charging Trigger Function
DSA
Digital Signature Algorithm

ECDSA
Elliptic Curve DSA

EPUID
EPC Level User ID

GBA
Generic Bootstrapping Architecture

GMK
Group Master Key

GPS
Global Positioning System
GSK
Group Session Key

ID
Identity

KMS
Key Management System

LCID
Logical Channel Identifier

MIC
Message Integrity Code

MIKEY
Multimedia Internet Keying

NAF
Network Application Function

NITZ
Network Identity and Time Zone
NTP
Network Time Protocol
OTA
Over The Air

PEK
ProSe Encryption Key

PFID
ProSe Function ID

PGK
ProSe Group Key

ProSe
Proximity-based Services 
PTK
ProSe Traffic Key

RTP
Real-Time Transport Protocol

RTCP
RTP Control Protocol

SDP
Session Description Protocol

SEG
Security Gateway

SRTP
Secure Real-Time Transport Protocol

UID
User ID

UTC
Universal Time Coordinated
***
NEXT CHANGE
***
6.1.3.1
Interface between the UE and ProSe Function

In order to protect the messages between the UE and ProSe Function over PC3, the UE shall support the procedures for the UE given in subclause 5.3.3.2 and the ProSe Function shall support the procedures for the network function given in subclause 5.3.3.2. In order to protect the messages between the UE and ProSe Function CTF (ADF) (Accounting Data Forwarding function block of the Charging Trigger Function) over PC3ch, the same communication security shall apply for PC3ch as is used for PC3. 
***
END OF CHANGES
***
