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*** START OF CHANGES ***
10.9.1.2.2
Floor request

Table 10.9.1.2.2-1 describes the information flow floor request, from the floor participant to the floor control server, which is used to request the floor for media transfer. This information flow is sent in unicast to the floor control server.

Table 10.9.1.2.2-1: Floor request
	Information element
	Status
	Description

	MCPTT ID
	M
	Requester identity

	Floor priority
	M
	Priority of the request

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only in case of media multiplexing


*** NEXT CHANGE ***
10.9.1.2.5
Floor request cancel

Table 10.9.1.2.5-1 describes the information flow floor request cancel, from the floor participant to the floor control server, which is used to request cancelling the floor request from the floor request queue. This information flow is sent in unicast to the floor control server.

Table 10.9.1.2.5-1: Floor request cancel
	Information element
	Status
	Description

	MCPTT ID
	M
	Identity for the requester

	List of MCPTT IDs
	M
	Target identity (Identities) whose floor request is to be cancelled

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only in case of media multiplexing


*** NEXT CHANGE ***
10.9.1.2.7
Floor request cancel notify

Table 10.9.1.2.7-1 describes the information flow floor request cancel notify, from the floor control server to the floor control participant, which is used to indicate the floor request is cancelled by the  administrator/floor control server. This information flow is sent in unicast or broadcast.

Table 10.9.1.2.7-1: Floor request cancel notify
	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of the administrator

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only in case of media multiplexing

	Acknowledgement required
	O
	Indicates if acknowledgement from the floor participant is required


*** NEXT CHANGE ***
10.9.1.2.10
Floor taken

Table 10.9.1.2.10-1 describes the information flow floor taken, from the floor control server to the floor participant, which is used to indicate the floor is granted to another MCPTT user. This information flows is sent in unicast or broadcast.

Table 10.9.1.2.10-1: Floor taken
	Information element
	Status
	Description

	MCPTT ID
	M
	Identity for the granted party

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only in case of media multiplexing

	Permission to request the floor
	O
	Indicates whether receiving parties are allowed to request the floor or not (e.g. broadcast call).

	Acknowledgement required
	O
	Indicates if acknowledgement from the floor participant is required


*** NEXT CHANGE ***
10.9.1.2.12
Floor acknowledgement

Table 10.9.1.2.12-1 describes the information flow floor acknowledgement, from the floor participant to the floor control server, which is used to provide an acknowledgement if the acknowledgement is required in the received floor control message.

Table 10.9.1.2.12-1: Floor acknowledgement
	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of the sender.


*** END OF CHANGES ***
