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************  CHANGE 1  **************

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [19] and the following terms apply.

Content of Communication: information exchanged between two or more users of a telecommunications service, excluding intercept related information. This includes information which may, as part of some telecommunications service, be stored by one user for subsequent retrieval by another.

Customized Alerting Tone: An indication that is customized by the called party or the calling subscriber that is played to the calling party during call establishment or during an established call session indicating that the called party is being alerted, the progress of a communication request, or any alerting event during a call session. A Customized Alerting Tone may be a piece of recorded or composed music, greeting words, voice, advertisement or video.

Customized Ringing Signal: An indication to the called party as an incoming communication indication during the establishment of a communication that is customized by the calling party or the called party. A Customized Ringing Signal (CRS) may e.g. be a picture, a piece of recorded or composed music, greeting words, voice, advertisement or video.
Intercept Related Information: information or data associated with telecommunication services involving the target identity, specifically communication associated information or data (e.g. unsuccessful communication attempts), service associated information or data, and location information.

Interception Area: is a subset of the Public Lands Mobile Network (PLMN) service area comprised of a set of cells which define a geographical zone.

Location Dependent Interception: is interception within a PLMN service area that is restricted to one or several Interception Areas (IA).

Lawful Access Location Services: action (based on the law), performed by a network operator/access provider/service provider, of making available Location Services (LCS) and providing that information to a law enforcement monitoring facility. Depending of legislation this can be part of interception or an additional action.

Lawful Interception (LI): the action (based on the law) for specific target identity(s), by a network operator/access provider/service provider, of accessing and delivering in real-time certain current information to a Law Enforcement Monitoring Facility (LEMF). This information includes Intercept Related Information (IRI) and Content of Communications (CC).
LCS (Location Services): LCS is a service concept in system (e.g. GSM, UMTS, UTRAN or EUTRAN) standardization. LCS specifies all the necessary network elements and entities, their functionalities, interfaces, as well as communication messages, due to implement the positioning functionality in a cellular network. Note that LCS does not specify any location based (value added) services except locating of emergency calls and Lawful Access Services.

LCS Client: Software and/or hardware entity that interacts with a LCS Server for the purpose of obtaining location information for one or more Mobile Stations. LCS Clients subscribe to LCS in order to obtain location information. LCS Clients may or may not interact with human users. The LCS Client is responsible for formatting and presenting data and managing the user interface (dialogue). 
LI-LCS Client: describes the instance used by PLMN to provide LEA access to LCS services.

Subject Based Interception: Interception that is invoked using a specific Target Identity

Target Identity: A technical identity that uniquely identifies a target of interception. One target may have one or several identities.


Editor’s Note: LCS definitions need to be aligned with other changes which result from addressing the editor’s notes.
************  END of CHANGE 1  **************


