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*** First change ***

10.6.2.5
Broadcast group call

10.6.2.5.1
General

A broadcast group call is a special group call where the initiating MCPTT user expects no response from the other MCPTT users, so that when his transmission is complete, so is the call.

10.6.2.5.2
Common broadcast group call procedure

The group-broadcast group and the regrouped group are similar in structure (a collection of groups). Similarly the user-broadcast group and the pre-arranged group (a collection of users) are similar in structure. Only the call originator can transmit media during the broadcast group call and the broadcast group call is released when the transmission is complete.
Figure 10.6.2.5.2-1 illustrates the common procedure both for group-broadcast group call and user-broadcast group call.

Pre-conditions:

1.
MCPTT client 1 and MCPTT client 2 are members of a group-broadcast group/user-broadcast group.
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Figure 10.6.2.5.2-1: Broadcast group call

1.
MCPTT user at MCPTT client 1 initiates the broadcast group call setup procedure with the indication of broadcast group call. The signalling procedure is identical to the group call setup as described in subclause 10.6.2 with the inclusion of the parameter for broadcast group call indicator.
NOTE 1:
Broadcast group call applies to both pre-arranged and chat group call model. In the chat group call model case, the broadcast group call setup procedure is done by floor control signalling.
2.
MCPTT client 1 starts to transmit media. 

NOTE 2:
Only the call originating MCPTT user is allowed to transmit media on broadcast group call. 

NOTE 3:
A broadcast group call transmitted on a user-broadcast group has priority over group calls involving users within the user hierarchy. A broadcast group call transmitted on a group-broadcast group has priority over group calls on its subordinate groups.

3.
If the media transmission from call originating MCPTT user is complete, the broadcast group call is released.

*** End of change ***
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