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	Summary of change:
	The Priority Data Service is called the Priority EPS bearer service in TS 23.401 clause 4.3.18, where it is defined to be a service “without IMS interaction” consistant with the 4th end-to-end use case in TS 22.153 clause 4.  To make this clear, an introductory sentence is added using terminology copied from clause 4.

There is no restriction that the service is used to communicate with another Service User, it may be used for access to a server in the internet.  Text is clarified.
While Stage 1 appears to imply that the service impacts a single bearer, it is clear from Stage 2 that multiple EPS bearers may be established/modified when the service is invoked.  Text is changed to allow this.
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***** start of 1st change *****
5.4a
Priority Data Bearer Service

The Priority Data Bearer Service provides LTE access with MPS priority for data and video services not under IMS control.
When a Service User invokes Priority Data Bearer Service for transport of any data packets to and from that Service User, the network should give priority in admission/upgrade of the Priority Data Bearer(s) and in packet data scheduling in the event of congestion (for new sessions and upgrade to existing sessions), subject to regional/national regulatory policy.  Specifically:

-
A Priority Data Bearer service session shall be given priority for admission/upgrade over non-Priority Data Bearer sessions during times of congestion;

-
Data packets belonging to a Priority Data Bearer service shall not be dropped before data packets belonging to a non-Priority Data Bearer service session, when the network is experiencing congestion, subject to the limitation imposed by public access.  Priority Data Bearer session QoS, as required for the type of service invoked (e.g., packet delay), should be maintained throughout the activity of the data session.
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