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****** FIRST CHANGE ******
12.2.3.3
Bearer activation

When a bearer activation is generated a bearer activation-event is generated by the S-GW/PDN-GW. These elements will be delivered to the DF2 if available:

	Observed MSISDN

	Observed IMSI

	Observed ME Id

	RAT type (note 1)

	PDN address allocation (note 1)

	Event Type 

	Event Time

	Event Date

	Correlation number

	APN (Access Point Name) (note 1)

	Bearer activation Type (default, dedicated)

	Network Element Identifier

	Logical Function Information

	Location Information

	Failed bearer activation reason

	IAs (if applicable)

	EPS bearer QoS (note 2)

	APN-AMBR (note 3)

	EPS bearer id  (NSAPI)

	Protocol Configuration Options 

	Initiator

	Procedure Transaction Identifier

	Linked EPS bearer identity (note 2)

	Traffic Flow Template(s) (TFT) ( note 4)

	Handover indication

	UE Local IP Address (note 5)

	UE UDP Port (note 5)

	WLAN location information (note 5)

	WLAN location timestamp (note 5)


NOTE 1: Only in case of default bearer activation; the parameter includes both PDN type and PDN address(es).

NOTE 2: In case of unsuccessful default bearer activation, the parameter carries the requested EPS bearer QoS, otherwise it carries the EPS bearer QoS associated to the established bearer. 

NOTE 3: In case of unsuccessful default bearer activation, the parameter carries the subscribed APN-AMBR, otherwise it carries the APN-AMBR used for the established bearer. 

NOTE 4: TFT is applicable only in the case of dedicated bearer. 
NOTE 5: Applicable only to ePDG and PDN-GW in case of S2b interface. 

NOTE 6: Void. 
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****** END OF ALL CHANGES ******
