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	First change


6.3.1.3
Multiple Unit Operation information when charging per IP-CAN session is active 

The components in the Multiple Unit Operation that are used when charging per IP-CAN session is active can be found in table 6.3.1.3.1. 

Table 6.3.1.3.1: Structure of the Multiple Unit Operation when charging per IP-CAN session is active
	Information Element
	Category
	Description

	Granted Service Unit
	OC
	As specified in TS 32.299 [50].

	
Tariff Time Change
	OC
	As specified in TS 32.299 [50].

	
CC Time
	OC
	As specified in TS 32.299 [50].

	
CC Total Octets
	OC
	As specified in TS 32.299 [50].

	
CC Input Octets
	OC
	As specified in TS 32.299 [50].

	
CC Output Octets
	OC
	As specified in TS 32.299 [50].

	
CC Service Specific Units
	OC
	As specified in TS 32.299 [50].

	Requested Service Unit
	OC
	As specified in TS 32.299 [50].

	
CC Time
	OC
	As specified in TS 32.299 [50].

	
CC Total Octets
	OC
	As specified in TS 32.299 [50].

	
CC Input Octets
	OC
	As specified in TS 32.299 [50].

	
CC Output Octets
	OC
	As specified in TS 32.299 [50].

	
CC Service Specific Units
	OC
	As specified in TS 32.299 [50].

	Used Service Unit
	OC
	As specified in TS 32.299 [50].

	
Reporting Reason
	OM
	As specified in TS 32.299 [50].

	
Tariff Change Usage
	OM
	As specified in TS 32.299 [50].

	
CC Time
	OC
	As specified in TS 32.299 [50].

	
CC Total Octets
	OC
	As specified in TS 32.299 [50].

	
CC Input Octets
	OC
	As specified in TS 32.299 [50].

	
CC Output Octets
	OC
	As specified in TS 32.299 [50].

	
CC Service Specific Units
	OC
	As specified in TS 32.299 [50].

	
Event Charging Time Stamp
	OC
	As specified in TS 32.299 [50].

	Service Identifier
	OC
	As specified in TS 32.299 [50].

	Rating Group
	OC
	As specified in TS 32.299 [50].

	Reporting Reason
	OC
	As specified in TS 32.299 [50].

	Trigger
	OC
	As specified in TS 32.299 [50].

	Refund Information
	OC
	As specified in TS 32.299 [50].

	Envelope
	OC
	As specified in TS 32.299 [50].

	AF Correlation Information
	OC
	Supported for PS domain charging, as specified in TS 32.299 [50].

	Service Specific Info
	OC
	Supported for PS domain charging, as specified in TS 32.299 [50].

	QoS Information
	OC
	This field contains the authorized QoS for the first IP-CAN bearer for which traffic is  reported for the Rating Group or Rating Group / Service Identifier. If traffic from multiple bearers is included in the report, only one field is included.

This field includes: QCI and ARP. For non-GBR QCI values, this field also includes the MBR for the downlink and uplink direction. For GBR QCI values, this field also includes GBR for the downlink and uplink direction. If the MBR is different than the GBR, then this field also includes the MBR for the downlink and uplink direction.

This field also includes the authorized APN-AMBR for the IP-CAN session.

	RAT Type
	OC
	This field contains the RAT Type of the IP-CAN bearer that is first reported for the Rating Group or Rating Group / Service Identifier. If traffic from multiple access types is included in this report, only one field is included.

This field is only applicable when NBIFOM is accepted for the IP-CAN session.
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