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**** FIRST CHANGE ****

5.1.8
Charging requirements for MCX Service

[R-5.1.8-001] The MCX Service shall support charging for MCX Service Group Communications.

[R-5.1.8-002]  Void
[R-5.1.8-003] The MCX Service shall support time-of-day sensitive charging based on actual resource utilization, provided QoS and provided priority.

[R-5.1.8-004] The MCX Service shall generate charging data that identifies the device(s) involved in a communication.

[R-5.1.8-005] The MCX Service shall support confidentiality of the charging between the service provider and the network operator.

[R-5.1.8-006] The MCX Service shall support confidentiality of the identity of the Mission Critical Organization.

[R-5.1.8-007] The MCX Service shall support reconciliation of the charging records between the service provider and the network operator.

[R-5.1.8-008] The MCX Service shall support offline charging.

[R-5.1.8-009] The MCX Service shall support online charging.

[R-5.1.8-010] The MCX Service shall be able to generate charging data for on-network mode.

[R-5.1.8-011] The MCX Service shall be able to generate charging data for off-network mode.

**** END of FIRST CHANGE ****

**** SECOND CHANGE ****

5.5.2
Charging requirements for MCX Service

[R-5.5.2-001] The MCX Service shall support charging for Private Communications.
**** End of SECOND CHANGE ****

**** THIRD CHANGE ****

Annex A (normative):
MCCoRe Requirements for MCPTT

Table A.1 provides an exhaustive list of those requirements in 3GPP TS 22.280 that are applicable to MCPTT.

Table A.1

	5 MCX Service Requirements common for on the network and off the network

	NA
	 
	 
	 
	 
	 

	5.1 General Group Communications Requirements 

	NA
	 
	 
	 
	 
	 

	5.1.1 General aspects

	R-5.1.1-001
	R-5.1.1-002
	R-5.1.1-003
	R-5.1.1-004
	R-5.1.1-005
	 

	5.1.2 Group/status information

	R-5.1.2-001
	R-5.1.2-002
	 
	 
	 
	 

	5.1.3 Group configuration

	R-5.1.3-001
	R5.1.3-002
	 
	 
	 
	 

	5.1.4 Identification

	R-5.1.4-001
	 
	 
	 
	 
	 

	5.1.5 Membership/affiliation

	R-5.1.5-001
	R-5.1.5-002
	R-5.1.5-003
	R-5.1.5-004
	R-5.1.5-005
	R-5.1.5-006

	R-5.1.5-007
	R-5.1.5-008
	 
	 
	 
	 

	5.1.6 Group Communication administration

	R-5.1.6-001
	 
	 
	 
	 
	 

	5.1.7 Prioritization

	R-5.1.7-001
	R-5.1.7-002
	 
	 
	 
	 

	5.1.8 Charging requirements for MCX Service

	R-5.1.8-001
	R-5.1.8-003
	R-5.1.8-004
	R-5.1.8-005
	R-5.1.8-006
	R-5.1.8-007

	R-5.1.8-008
	R-5.1.8-009
	R-5.1.8-010
	R-5.1.8-011
	
	 

	5.1.9 MCX Service Emergency Alert triggered by location

	NA
	
	 
	 
	 
	 

	5.2 Broadcast Group

	NA
	 
	 
	 
	 
	 

	5.2.1 General Broadcast Group Communication

	R-5.2.1-001
	R-5.2.1-002
	 
	 
	 
	 

	5.2.2 Group-Broadcast Group (e.g., announcement group)

	R-5.2.2-001
	R-5.2.2-002
	R-5.2.2-003
	R-5.2.2-004
	 
	 

	5.2.3 User-Broadcast Group (e.g., System Communication)

	R-5.2.3-001
	R-5.2.3-002
	 
	 
	 
	 

	5.3 Late communication entry

	R-5.3-001
	R-5.3-002
	R-5.3-003
	R-5.3-004
	R-5.3-005
	 

	5.4 Receiving from multiple MCX Service communications

	5.4.1 Overview

	NA
	 
	 
	 
	 
	 

	5.4.2 Requirements

	R-5.4.2-001
	R-5.4.2-002
	R-5.4.2-003
	R-5.4.2-004
	R-5.4.2-005
	R-5.4.2-006

	R-5.4.2-007
	 R-5.4.2-008
	R-5.4.2-009
	 
	 
	 

	5.5 Private Communication

	NA
	 
	 
	 
	 
	 

	5.5.1 Private Communication general requirements

	NA
	 
	 
	 
	 
	 

	5.5.2 Charging requirement for MCX Service

	R-5.5.2-001
	
	
	
	
	

	5.6 MCX Service priority requirements

	NA
	 
	 
	 
	 
	 

	5.6.1 Overview

	NA
	 
	 
	 
	 
	 

	5.6.2 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	5.6.2.1 MCX Service Emergency and Imminent Peril general requirements

	NA
	 
	 
	 
	 
	 

	5.6.2.1.1 Overview

	NA
	 
	 
	 
	 
	 

	5.6.2.1.2 Requirements

	R-5.6.2.1.2-001
	R-5.6.2.1.2-002
	R-5.6.2.1.2-003
	R-5.6.2.1.2-004
	R-5.6.2.1.2-005
	 

	5.6.2.2 MCX Service Emergency Group Communication

	NA
	 
	 
	 
	 
	 

	5.6.2.2.1 MCX Service Emergency Group Communication requirements

	R-5.6.2.2.1-001
	R-5.6.2.2.1-002
	R-5.6.2.2.1-003
	R-5.6.2.2.1-004
	R-5.6.2.2.1-005
	R-5.6.2.2.1-006

	R-5.6.2.2.1-007
	R-5.6.2.2.1-008
	R-5.6.2.2.1-009
	R-5.6.2.2.1-010
	R-5.6.2.2.1-011
	R-5.6.2.2.1-012

	R-5.6.2.2.1-013
	R-5.6.2.2.1-014
	
	
	
	

	5.6.2.2.2 MCX Service Emergency Group Communication cancellation requirements

	R-5.6.2.2.2-001
	R-5.6.2.2.2-002
	R-5.6.2.2.2-003
	R-5.6.2.2.2-004
	R-5.6.2.2.2-005
	 

	5.6.2.3 MCX Service Imminent Peril Group

	NA
	 
	 
	 
	 
	 

	5.6.2.3.1 MCX Service Imminent Peril Group Communication requirements

	R-5.6.2.3.1-001
	R-5.6.2.3.1-002
	R-5.6.2.3.1-003
	R-5.6.2.3.1-004
	R-5.6.2.3.1-005
	R-5.6.2.3.1-006

	R-5.6.2.3.1-007
	R-5.6.2.3.1-008
	R-5.6.2.3.1-009
	 
	 
	 

	5.6.2.3.2 MCX Service Imminent Peril Group Communications cancellation requirements

	R-5.6.2.3.2-001
	R-5.6.2.3.2-002
	R-5.6.2.3.2-003
	R-5.6.2.3.2-004
	 
	 

	5.6.2.4 MCX Service Emergency Alert

	NA
	 
	 
	 
	 
	 

	5.6.2.4.1 MCX Service Emergency Alert requirements

	R-5.6.2.4.1-001
	R-5.6.2.4.1-002
	R-5.6.2.4.1-003
	R-5.6.2.4.1-004
	R-5.6.2.4.1-005
	R-5.6.2.4.1-006

	R-5.6.2.4.1-007
	R-5.6.2.4.1-008
	R-5.6.2.4.1-009
	R-5.6.2.4.1-010
	R-5.6.2.4.1-011
	R-5.6.2.4.1-012

	5.6.2.4.2 MCX Service Emergency Alert cancellation requirements

	R-5.6.2.4.2-001
	R-5.6.2.4.2-002
	R-5.6.2.4.2-003
	 
	 
	 

	5.7 MCX Service User ID

	R-5.7-001
	R-5.7-002
	R-5.7-003
	 
	 
	 

	5.8 MCX UE Management

	R-5.8-001
	R-5.8-002
	 
	 
	 
	 

	5.9 MCX Service User Profile

	R-5.9-001
	R-5.9-002
	 
	 
	 
	 

	5.10 Support for multiple devices

	R-5.10-001
	R-5.10-002
	 
	 
	 
	 

	5.11 Location 

	R-5.11-001
	R-5.11-002
	R-5.11-003
	R-5.11-004
	R-5.11-005
	R-5.11-006

	R-5.11-007
	R-5.11-008
	R-5.11-009
	R-5.11-010
	R-5.11-011
	R-5.11-012

	R-5.11-013
	R-5.11-014
	R-5.11-015
	 
	 
	 

	5.12 Security

	R-5.12-001
	R-5.12-002
	R-5.12-003
	R-5.12-004
	R-5.12-005
	R-5.12-006

	R-5.12-007
	R-5.12-008
	R-5.12-009
	R-5.12-010
	R-5.12-011
	R-5.12-012

	R-5.12-013
	 R5-12-014
	 
	 
	 
	 

	5.13 Media quality

	R-5.13-001
	 
	 
	 
	 
	 

	5.14 Relay requirements

	R-5.14-001
	R-5.14-002
	R-5.14-003
	 R-5.14-004
	 
	 

	5.15 Gateway requirements

	R-5.15-001
	 
	 
	 
	 
	 

	5.16 Control and management by Mission Critical Organizations

	NA
	 
	 
	 
	 
	 

	5.16.1 Overview

	NA
	 
	 
	 
	 
	 

	5.16.2 General requirements

	R-5.16.2-001
	R-5.16.2-002
	R-5.16.2-003
	R-5.16.2-004
	R-5.16.2-005
	 

	5.16.3 Operational visibility for Mission Critical Organizations

	R-5.16.3-001
	 
	 
	 
	 
	 

	5.17 General administrative – groups and users

	R-5.17-001
	R-5.17-002
	R-5.17-003
	R-5.17-004
	R-5.17-005
	R-5.17-006

	R-5.17-007
	R-5.17-008
	 
	 
	 
	 

	5.18 Open interfaces for MCX services

	NA
	
	
	
	
	

	5.18.1 Overview

	NA
	
	
	
	
	

	5.18.2 Requirements

	NA
	
	
	
	
	

	5.19 Media forwarding

	NA
	
	
	
	
	

	5.19.1 Service description

	NA
	
	
	
	
	

	5.19.2 Requirements

	NA
	
	
	
	
	

	5.20 Receipt notification

	NA
	
	
	
	
	

	5.20.1 Service description

	NA
	
	
	
	
	

	5.20.2 Requirements

	NA
	
	
	
	
	

	5.21 Additional services for MCX Service communications

	NA
	
	
	
	
	

	5.21.1 Remotely initiated MCX Service communication

	NA
	
	
	
	
	

	5.21.1.1 Overview

	NA
	
	
	
	
	

	5.21.1.2 Requirements

	NA
	
	
	
	
	

	5.21.2 Remotely terminated MCX Service communication

	NA
	
	
	
	
	

	5.21.2.1 Requirements

	R-5.21.2.1-001
	
	
	
	
	

	6 MCX Service requirements specific to on-network use

	NA
	 
	 
	 
	 
	 

	6.1 General administrative – groups and users

	R-6.1-001
	R-6.1-002
	R-6.1-003
	R-6.1-004
	R-6.1-005
	 

	6.2 MCX Service communications

	NA
	 
	 
	 
	 
	 

	6.2.1 Notification and acknowledgement for MCX Service Group Communications

	NA 
	
	
	
	
	 

	6.2.2 Queuing

	R-6.2.2-001
	R-6.2.2-002
	R-6.2.2-003
	R-6.2.2-004
	R-6.2.2-005
	R-6.2.2-006

	6.3 General requirements

	R-6.3-001
	R-6.3-002
	R-6.3-003
	R-6.3-004
	 
	 

	6.4 General group communication

	NA
	 
	 
	 
	 
	 

	6.4.1 General aspects

	R-6.4.1-001
	 
	 
	 
	 
	 

	6.4.2 Group status/information

	R-6.4.2-005
	R-6.4.2-001
	R-6.4.2-002
	R-6.4.2-003
	R-6.4.2-004
	R-6.4.2-006

	R-6.4.2-007
	 
	 
	 
	 
	 

	6.4.3 Identification

	R-6.4.3-001
	R-6.4.3-002
	 
	 
	 
	 

	6.4.4 Membership/affiliation

	R-6.4.4-001
	R-6.4.4-002
	 
	 
	 
	 

	6.4.5 Membership/affiliation list

	R-6.4.5-001
	R-6.4.5-002
	R-6.4.5-003
	R-6.4.5-004
	R-6.4.5-005
	R-6.4.5-006

	R-6.4.5-007
	R-6.4.5-008
	 
	 
	 
	 

	6.4.6 Authorized user remotely changes another MCX User’s affiliated and/or Selected MCX Service Group(s)

	NA
	 
	 
	 
	 
	 

	6.4.6.1 Mandatory change

	R-6.4.6.1-001
	R-6.4.6.1-002
	R-6.4.6.1-003
	R-6.4.6.1-004
	 
	 

	6.4.6.2 Negotiated change

	R-6.4.6.2-001
	R-6.4.6.2-002
	R-6.4.6.2-003
	R-6.4.6.2-004
	R-6.4.6.2-005
	R-6.4.6.2-006

	6.4.7 Prioritization

	R-6.4.7-001
	R-6.4.7-002
	R-6.4.7-003
	R-6.4.7-004
	 
	 

	6.4.8 Relay requirements

	R-6.4.8-001
	 
	 
	 
	 
	 

	6.4.9 Administrative

	R-6.4.9-001
	R-6.4.9-002
	R-6.4.9-003
	R-6.4.9-004
	R-6.4.9-005
	R-6.4.9-006

	6.5 Broadcast Group

	NA
	 
	 
	 
	 
	 

	6.5.1 General Broadcast Group Communication

	R-6.5.1-001
	R-6.5.1-002
	 
	 
	 
	 

	6.5.2 Group-Broadcast Group (e.g., announcement group)

	R-6.5.2-001
	 
	 
	 
	 
	 

	6.5.3 User-Broadcast Group (e.g., system communication)

	R-6.5.3-001
	 
	 
	 
	 
	 

	6.6 Dynamic group management (i.e., dynamic reporting)

	NA
	 
	 
	 
	 
	 

	6.6.1 General dynamic regrouping

	R-6.6.1-001
	R-6.6.1-002
	R-6.6.1-003
	R-6.6.1-004
	R-6.6.1-005
	R-6.6.1-006

	6.6.2 Group regrouping

	NA
	 
	 
	 
	 
	 

	6.6.2.1 Service description

	NA
	 
	 
	 
	 
	 

	6.6.2.2 Requirements

	R-6.6.2.2-001
	R-6.6.2.2-002
	R-6.6.2.2-003
	R-6.6.2.2-004
	R-6.6.2.2-005
	R-6.6.2.2-006

	R-6.6.2.2-007
	 
	 
	 
	 
	 

	6.6.3 Temporary Group-Broadcast Group

	R-6.6.3-001
	R-6.6.3-002
	 
	 
	 
	 

	6.6.4 User regrouping

	NA
	 
	 
	 
	 
	 

	6.6.4.1 Service description

	NA
	 
	 
	 
	 
	 

	6.6.4.2 Requirements

	R-6.6.4.2-001
	R-6.6.4.2-002
	R-6.6.4.2-003
	R-6.6.4.2-004
	R-6.6.4.2-005
	 

	6.7 Private Communication

	NA
	 
	 
	 
	 
	 

	6.7.1 Overview

	NA
	 
	 
	 
	 
	 

	6.7.2 General requirements

	R-6.7.2-001
	R-6.7.2-002
	R-6.7.2-003
	R-6.7.2-004
	R-6.7.2-005
	 

	6.7.3 Administrative

	R-6.7.3-001
	R-6.7.3-002
	R-6.7.3-003
	R-6.7.3-004
	R-6.7.3-005
	R-6.7.3-006

	R-6.7.3-007
	R-6.7.3-008
	
	
	
	

	6.7.4 Prioritization

	R-6.7.4-001
	R-6.7.4-002
	R-6.7.4-003
	R-6.7.4-004
	R-6.7.4-005
	R-6.7.4-006

	R-6.7.4-007
	
	
	
	
	

	6.7.5 Private Communication (without Floor control) commencement requirements

	R-6.7.5-001
	R-6.7.5-002
	R-6.7.5-003
	 
	 
	 

	6.7.6 Private Communication (without Floor control) termination

	R-6.7.6-001
	R-6.7.6-002
	 
	 
	 
	 

	6.8 MCX Service priority requirements

	NA
	 
	 
	 
	 
	 

	6.8.1 General

	R-6.8.1-001
	R-6.8.1-002
	R-6.8.1-003
	R-6.8.1-004
	R-6.8.1-005
	R-6.8.1-006

	R-6.8.1-007
	R-6.8.1-008
	R-6.8.1-009
	R-6.8.1-010
	R-6.8.1-011
	R-6.8.1-012

	R-6.8.1-013
	R-6.8.1-014
	R-6.8.1-015
	R-6.8.1-016
	 
	 

	6.8.2 EPS access controls

	R-6.8.2-001
	 
	 
	 
	 
	 

	6.8.3 EPS admission controls

	R-6.8.3-001
	 
	 
	 
	 
	 

	6.8.4 EPS scheduling controls

	R-6.8.4-001
	 
	 
	 
	 
	 

	6.8.5 UE access controls

	R-6.8.5-001
	 
	 
	 
	 
	 

	6.8.6 Mobility and load management

	NA
	 
	 
	 
	 
	 

	6.8.6.1 Mission Critical mobility management according to priority

	R-6.8.6.1-001
	R-6.8.6.1-002
	 
	 
	 
	 

	6.8.6.2 Load management

	R-6.8.6.2-001
	R-6.8.6.2-002
	R-6.8.6.2-003
	R-6.8.6.2-004
	 R-6.8.6.2-005
	 

	6.8.7 Application layer priorities

	NA
	 
	 
	 
	 
	 

	6.8.7.1 Overview

	NA
	 
	 
	 
	 
	 

	6.8.7.2 Requirements

	R-6.8.7.2-001
	R-6.8.7.2-002
	R-6.8.7.2-003
	R-6.8.7.2-004
	R-6.8.7.2-005
	 

	6.8.8 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	6.8.8.1 MCX Service Emergency Group Communication requirements

	R-6.8.8.1-001
	R-6.8.8.1-002
	R-6.8.8.1-003
	R-6.8.8.1-004 
	 
	 

	6.8.8.2 MCX Service Emergency Private Communication requirements

	NA
	 
	 
	 
	 
	 

	6.8.8.3 Imminent Peril Group Communication requirements

	R-6.8.8.3-001
	R-6.8.8.3-002
	R-6.8.8.3-003
	 
	 
	 

	6.8.8.4 MCX Service Emergency Alert

	NA
	 
	 
	 
	 
	 

	6.8.8.4.1 Requirements

	R-6.8.8.4.1-001
	R-6.8.8.4.1-002
	R-6.8.8.4.1-003
	R-6.8.8.4.1-004
	R-6.8.8.4.1-005
	R-6.8.8.4.1-006

	6.8.8.4.2 MCX Service Emergency Alert cancellation requirements

	R-6.8.8.4.2-001
	R-6.8.8.4.2-002
	 
	 
	 
	 

	6.9 IDs and aliases

	R-6.9-001
	R-6.9-002
	R-6.9-003
	R-6.9-004
	 
	 

	6.10 User Profile management

	R-6.10-001
	R-6.10-002
	R-6.10-003
	R-6.10-004
	 
	 

	6.11 Support for multiple devices

	R-6.11-001
	R-6.11-002
	R-6.11-003
	 
	 
	 

	6.12 Location

	R-6.12-001
	R-6.12-002
	R-6.12-003
	R-6.12-004
	R-6.12-005
	R-6.12-006

	R-6.12-007
	 
	 
	 
	 
	 

	6.13 Security 

	NA
	 
	 
	 
	 
	 

	6.13.1 Overview

	NA
	 
	 
	 
	 
	 

	6.13.2 Cryptographic protocols

	R-6.13.2-001
	R-6.13.2-002
	R-6.13.2-003
	 
	 
	 

	6.13.3 Authentication

	R-6.13.3-001
	 
	 
	 
	 
	 

	6.13.4 Access control

	R-6.13.4-001
	R-6.13.4-002
	R-6.13.4-003
	R-6.13.4-004
	R-6.13.4-005
	R-6.13.4-006

	R-6.13.4-007
	R-6.13.4-008
	R-6.13.4-009
	R-6.13.4-010
	 
	 

	6.13.5 Regulatory issues

	R-6.13.5-001
	 
	 
	 
	 
	 

	6.13.6 Storage control

	NA
	
	
	
	
	

	6.14 Interactions for MCX Service Group Communications and MCX Service Private Communications

	R-6.14-001
	 R-6.14-002
	 
	 
	 
	 

	6.15 Additional services for MCX Service communications

	NA
	 
	 
	 
	 
	 

	6.15.1 Discreet listening capabilities

	R-6.15.1-001
	 
	 
	 
	 
	 

	6.15.2 Ambient listening

	NA
	 
	 
	 
	 
	 

	6.15.2.1 Overview of ambient listening

	NA
	 
	 
	 
	 
	 

	6.15.2.2 Ambient listening requirements

	NA
	 
	 
	 
	 
	 

	6.15.2.2.1 General ambient listening requirements

	R-6.15.2.2.1-001
	R-6.15.2.2.1-002
	R-6.15.2.2.1-003
	 
	 
	 

	6.15.2.2.2 Remotely initiated ambient listening requirements

	R-6.15.2.2.2-001
	R-6.15.2.2.2-002
	 
	 
	 
	 

	6.15.2.2.3 Locally initiated ambient listening requirements

	R-6.15.2.2.3-001
	R-6.15.2.2.3-002
	 
	 
	 
	 

	6.15.3 Remotely initiated MCX Service Communication

	NA
	 
	 
	 
	 
	 

	6.15.3.1 Overview

	NA
	 
	 
	 
	 
	 

	6.15.3.2 Requirements

	R-6.15.3.2-001
	R-6.15.3.2-002
	 R-6.15.3.2-003
	 R-6.15.3.2-004
	 
	 

	6.15.4 Recording and audit requirements

	R-6.15.4-001
	R-6.15.4-002
	R-6.15.4-003
	R-6.15.4-004
	R-6.15.4-005
	R-6.15.4-006

	R-6.15.4-007
	R-6.15.4-008
	R-6.15.4-009
	R-6.15.4-010
	 
	 

	6.16 Interaction with telephony services

	R-6.16-001
	 R-6.16-002
	 
	 
	 
	 

	6.17 Interworking

	NA
	 
	 
	 
	 
	 

	6.17.1 Non-3GPP access

	R-6.17.1-001
	 
	 
	 
	 
	 

	6.17.2 Interworking between MCX Service systems

	R-6.17.2-001
	R-6.17.2-002
	R-6.17.2-003
	R-6.17.2-004
	R-6.17.2-005
	R-6.17.2-006

	R-6.17.2-007
	 
	 
	 
	 
	 

	6.18 MCX Service coverage extension using ProSe UE-to-Network Relays

	R-6.18-001
	R-6.18-002
	R-6.18-003
	R-6.18-004
	R-6.18-005
	R-6.18-006

	6.19 Additional MCX Service requirements

	NA
	
	
	
	
	

	6.19.1 Call rejection and queuing

	NA
	
	
	
	
	

	6.19.1.1 Requirements

	R-6.19.1.1-001
	R-6.19.1.1-002
	R-6.19.1.1-003
	R-6.19.1.1-004
	R-6.19.1.1-005
	R-6.19.1.1-006

	R-6.19.1.1-007
	
	
	
	
	

	7 MCX Service requirements specific to off-network use

	NA
	 
	 
	 
	 
	 

	7.1 Off-network communications overview

	NA
	 
	 
	 
	 
	 

	7.2 General off-network MCX Service requirements

	R-7.2-001
	R-7.2-002
	R-7.2-003
	R-7.2-004
	R-7.2-005
	 

	7.3 Admission control

	NA
	 
	 
	 
	 
	 

	7.3.1 General aspects

	R-7.3.1-001
	 R-7.3.1-002
	 R-7.3.1-003
	 
	 
	 

	7.3.2 Communication initiation

	R-7.3.2-001
	 R-7.3.2-002
	 R-7.3.2-003
	 R-7.3.2-004
	 R-7.3.2-005
	 

	7.4 Communication termination

	R-7.4-001
	R-7.4-002
	R-7.4-003
	R-7.4-004
	 
	 

	7.5 Broadcast Group

	R-7.5-001
	R-7.5-002
	 
	 
	 
	 

	7.6 MCX Service priority requirements

	R-7.6-001
	R-7.6-002
	R-7.6-003 
	R-7.6-004
	R-7.6-005 
	R-7.6-006 

	R-7.6-007
	R-7.6-008
	R-7.6-009
	R-7.6-010
	
	

	7.7 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	7.7.1 MCX Service Emergency Group Communication requirements

	R-7.7.1-001
	R-7.7.1-002
	R-7.7.1-003
	 
	 
	 

	7.7.2 MCX Service Emergency Group Communication cancellation requirements

	R-7.7.2-001
	 
	 
	 
	 
	 

	7.7.3 Imminent Peril Communication

	NA
	 
	 
	 
	 
	 

	7.7.3.1 Imminent Peril Group Communication requirements

	R-7.7.3.1-001
	R-7.7.3.1-002
	R-7.7.3.1-003
	R-7.7.3.1-004
	R-7.7.3.1-005
	 

	7.7.3.2 Imminent Peril Group Communication cancellation requirements

	R-7.7.3.2-001
	R-7.7.3.2-002
	 
	 
	 
	 

	7.8 Location 

	R-7.8-001
	 
	 
	 
	 
	 

	7.9 Security 

	R-7.9-001
	R-7.9-002
	 
	 
	 
	 

	7.10 Off-network MCX Service operations

	R-7.10-001
	R-7.10-002
	R-7.10-003
	 
	 
	 

	7.11 Off-network UE functionality

	R-7.11-001
	R-7.11-002
	R-7.11-003
	 
	 
	 

	7.12 Streaming for ProSe UE-to-UE Relay and UE-to-Network Relay

	NA
	 
	 
	 
	 
	 

	7.12.1 UE-to-Network Relay for all data types

	R-7.12.1-001
	R-7.12.1-002
	R-7.12.1-003
	R-7.12.1-004
	 
	 

	7.12.2 UE-to-UE Relay streaming

	R-7.12.2-001
	R-7.12.2-002
	R-7.12.2-003
	 
	 
	 

	7.12.3 Off-Network streaming

	R-7.12.3-001
	R-7.12.3-002
	R-7.12.3-003
	 
	 
	 

	7.13 Switching to off-network MCX Service

	R-7.13-001
	R-7.13-002
	R-7.13-003
	R-7.13-004
	R-7.13-005
	 

	7.14 Off-network recording and audit requirements

	R-7.14-001
	R-7.14-002
	 
	 
	 
	 

	7.15 Off-network UE-to-UE relay

	NA
	 
	 
	 
	 
	 

	7.15.1 Private Communications

	R-7.15.1-001
	 R-7.15.1-002
	 R-7.15.1-003
	 
	 
	 

	7.15.2 Group Communications

	R-7.15.2-001
	R-7.15.2-002
	 
	 
	 
	 

	8 Inter-MCX Service interworking

	NA
	 
	 
	 
	 
	 

	8.1 Inter-MCX Service interworking overview

	NA
	 
	 
	 
	 
	 

	8.2 Concurrent operation of different MCX Services

	NA
	 
	 
	 
	 
	 

	8.2.1 Overview

	NA
	 
	 
	 
	 
	 

	8.2.2 Requirements

	R-8.2.2-001
	R-8.2.2-002
	R-8.2.2-003
	R-8.2.2-004
	R-8.2.2-005
	 R-8.2.2-006

	R-8.2.2-007
	
	
	
	
	

	8.3 Use of unsharable resources within a UE

	R-8.3-001
	R-8.3-002
	R-8.3-002
	R-8.3-003
	R-8.3-004
	 R-8.3-005

	8.4 Single group with multiple MCX Services

	NA
	 
	 
	 
	 
	 

	8.4.1 Overview

	NA
	 
	 
	 
	 
	 

	8.4.2 Requirements

	R-8.4.2-001
	R-8.4.2-002
	R-8.4.2-003
	 R-8.4.2-004
	 
	 

	8.4.3 Compatibility of UE

	NA
	 
	 
	 
	 
	 

	8.4.3.1 Advertising service capabilities required

	R-8.4.3.1-001
	R-8.4.3.1-002
	R-8.4.3.1-003
	R-8.4.3.1-004
	 
	 

	8.4.3.2 Conversion between capabilities

	R-8.4.3.2-001
	 
	 
	 
	 
	 

	8.4.4 Individual permissions for service access

	R-8.4.4-001
	 
	 
	 
	 
	 

	8.4.5 Common alias and user identities or mappable

	R-8.4.5-001
	 
	 
	 
	 
	 

	8.4.6 Single location message

	R-8.4.6-001
	R-8.4.6-002
	R-8.4.6-003
	 
	 
	 

	8.5 Priority between services

	NA
	 
	 
	 
	 
	 

	8.5.1 Overview

	NA
	 
	 
	 
	 
	 

	8.5.2 Requirements

	R-8.5.2-001
	R-8.5.2-002
	R-8.5.2-003
	R-8.5.2-004
	R-8.5.2-005
	 

	9 Air Ground Air Communications

	NA
	 
	 
	 
	 
	 

	9.1 Service description

	NA
	 
	 
	 
	 
	 

	9.2 Requirements

	R-9.2-001
	 
	 
	 
	 
	 

	10 MCX Service in IOPS mode

	R-10-001
	 
	 
	 
	 
	 


Annex B (normative):
MCCoRe Requirements for MCVideo

Table B.1 provides an exhaustive list of those requirements in 3GPP TS 22.280 that are applicable to MCVideo.

Table B.1

	5 MCX Service Requirements common for on the network and off the network

	NA
	 
	 
	 
	 
	 

	5.1 General Group Communications requirements 

	NA
	 
	 
	 
	 
	 

	5.1.1 General aspects

	R-5.1.1-001
	R-5.1.1-002
	R-5.1.1-003
	R-5.1.1-004
	R-5.1.1-005
	 R-5.1.1-006

	5.1.2 Group/status information

	R-5.1.2-001
	R-5.1.2-002
	 
	 
	 
	 

	5.1.3 Group configuration

	R-5.1.3-001
	R5.1.3-002
	 
	 
	 
	 

	5.1.4 Identification

	R-5.1.4-001
	 
	 
	 
	 
	 

	5.1.5 Membership/affiliation

	R-5.1.5-001
	R-5.1.5-002
	R-5.1.5-003
	R-5.1.5-004
	R-5.1.5-005
	R-5.1.5-006

	R-5.1.5-007
	R-5.1.5-008
	 
	 
	 
	 

	5.1.6 Group Communication administration

	R-5.1.6-001
	 
	 
	 
	 
	 

	5.1.7 Prioritization

	R-5.1.7-001
	R-5.1.7-002
	 
	 
	 
	 

	5.1.8 Charging requirements for MCX Service

	R-5.1.8-001
	R-5.1.8-003
	R-5.1.8-004
	R-5.1.8-005
	R-5.1.8-006
	R-5.1.8-007

	R-5.1.8-008
	R-5.1.8-009
	R-5.1.8-010
	R-5.1.8-011
	
	 

	5.1.9 MCX Service Emergency Alert triggered by location

	R-5.1.9-001
	R-5.1.9-002
	 
	 
	 
	 

	5.2 Broadcast Group

	NA
	 
	 
	 
	 
	 

	5.2.1 General Broadcast Group Communication

	R-5.2.1-001
	R-5.2.1-002
	 
	 
	 
	 

	5.2.2 Group-Broadcast Group (e.g., announcement group)

	R-5.2.2-001
	R-5.2.2-002
	R-5.2.2-003
	R-5.2.2-004
	 
	 

	5.2.3 User-Broadcast Group (e.g., System Communication)

	R-5.2.3-001
	R-5.2.3-002
	 
	 
	 
	 

	5.3 Late communication entry

	R-5.3-001
	R-5.3-002
	R-5.3-003
	R-5.3-004
	R-5.3-005
	 

	5.4 Receiving from multiple MCX Service communications

	5.4.1 Overview

	NA
	 
	 
	 
	 
	 

	5.4.2 Requirements

	R-5.4.2-001
	R-5.4.2-002
	R-5.4.2-003
	R-5.4.2-004
	R-5.4.2-005
	R-5.4.2-006

	R-5.4.2-007
	 R-5.4.2-008
	R-5.4.2-009
	 
	 
	 

	5.5 Private Communication

	NA
	 
	 
	 
	 
	 

	5.5.1 Private Communication general requirements

	R-5.5.1-001
	 
	 
	 
	 
	 

	5.5.2 Charging requirement for MCX Service

	R-5.5.2-001
	
	
	
	
	

	5.6 MCX Service priority requirements

	NA
	 
	 
	 
	 
	 

	5.6.1 Overview

	NA
	 
	 
	 
	 
	 

	5.6.2 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	5.6.2.1 MCX Service Emergency and Imminent Peril general requirements

	NA
	 
	 
	 
	 
	 

	5.6.2.1.1 Overview

	NA
	 
	 
	 
	 
	 

	5.6.2.1.2 Requirements

	R-5.6.2.1.2-001
	R-5.6.2.1.2-002
	R-5.6.2.1.2-003
	R-5.6.2.1.2-004
	R-5.6.2.1.2-005
	 

	5.6.2.2 MCX Service Emergency Group Communication

	NA
	 
	 
	 
	 
	 

	5.6.2.2.1 MCX Service Emergency Group Communication requirements

	R-5.6.2.2.1-001
	R-5.6.2.2.1-002
	R-5.6.2.2.1-003
	R-5.6.2.2.1-004
	R-5.6.2.2.1-005
	R-5.6.2.2.1-006

	R-5.6.2.2.1-007
	R-5.6.2.2.1-008
	R-5.6.2.2.1-009
	R-5.6.2.2.1-010
	R-5.6.2.2.1-011
	R-5.6.2.2.1-012

	R-5.6.2.2.1-013
	R-5.6.2.2.1-014
	
	
	
	

	5.6.2.2.2 MCX Service Emergency Group Communication cancellation requirements

	R-5.6.2.2.2-001
	R-5.6.2.2.2-002
	R-5.6.2.2.2-003
	R-5.6.2.2.2-004
	R-5.6.2.2.2-005
	 

	5.6.2.3 MCX Service Imminent Peril Group

	NA
	 
	 
	 
	 
	 

	5.6.2.3.1 MCX Service Imminent Peril Group Communication requirements

	R-5.6.2.3.1-001
	R-5.6.2.3.1-002
	R-5.6.2.3.1-003
	R-5.6.2.3.1-004
	R-5.6.2.3.1-005
	R-5.6.2.3.1-006

	R-5.6.2.3.1-007
	R-5.6.2.3.1-008
	R-5.6.2.3.1-009
	 
	 
	 

	5.6.2.3.2 MCX Service Imminent Peril Group Communications cancellation requirements

	R-5.6.2.3.2-001
	R-5.6.2.3.2-002
	R-5.6.2.3.2-003
	R-5.6.2.3.2-004
	 
	 

	5.6.2.4 MCX Service Emergency Alert

	NA
	 
	 
	 
	 
	 

	5.6.2.4.1 MCX Service Emergency Alert requirements

	R-5.6.2.4.1-001
	R-5.6.2.4.1-002
	R-5.6.2.4.1-003
	R-5.6.2.4.1-004
	R-5.6.2.4.1-005
	R-5.6.2.4.1-006

	R-5.6.2.4.1-007
	R-5.6.2.4.1-008
	R-5.6.2.4.1-009
	R-5.6.2.4.1-010
	R-5.6.2.4.1-011
	R-5.6.2.4.1-012

	5.6.2.4.2 MCX Service Emergency Alert cancellation requirements

	R-5.6.2.4.2-001
	R-5.6.2.4.2-002
	R-5.6.2.4.2-003
	 
	 
	 

	5.7 MCX Service User ID

	R-5.7-001
	R-5.7-002
	R-5.7-003
	 
	 
	 

	5.8 MCX UE Management

	R-5.8-001
	R-5.8-002
	 
	 
	 
	 

	5.9 MCX Service User Profile

	R-5.9-001
	R-5.9-002
	 
	 
	 
	 

	5.10 Support for multiple devices

	R-5.10-001
	R-5.10-002
	 
	 
	 
	 

	5.11 Location 

	R-5.11-001
	R-5.11-002
	R-5.11-003
	R-5.11-004
	R-5.11-005
	R-5.11-006

	R-5.11-007
	R-5.11-008
	R-5.11-009
	R-5.11-010
	R-5.11-011
	R-5.11-012

	R-5.11-013
	R-5.11-014
	R-5.11-015
	 
	 
	 

	5.12 Security

	R-5.12-001
	R-5.12-002
	R-5.12-003
	R-5.12-004
	R-5.12-005
	R-5.12-006

	R-5.12-007
	R-5.12-008
	R-5.12-009
	R-5.12-010
	R-5.12-011
	R-5.12-012

	R-5.12-013
	R-5.12-014 
	 
	 
	 
	 

	5.13 Media quality

	R-5.13-001
	 
	 
	 
	 
	 

	5.14 Relay requirements

	R-5.14-001
	R-5.14-002
	R-5.14-003
	 R-5.14-004
	 
	 

	5.15 Gateway requirements

	R-5.15-001
	 
	 
	 
	 
	 

	5.16 Control and management by Mission Critical Organizations

	NA
	 
	 
	 
	 
	 

	5.16.1 Overview

	NA
	 
	 
	 
	 
	 

	5.16.2 General requirements

	R-5.16.2-001
	R-5.16.2-002
	R-5.16.2-003
	R-5.16.2-004
	R-5.16.2-005
	 

	5.16.3 Operational visibility for Mission Critical Organizations

	R-5.16.3-001
	 
	 
	 
	 
	 

	5.17 General administrative – groups and users

	R-5.17-001
	R-5.17-002
	R-5.17-003
	R-5.17-004
	R-5.17-005
	R-5.17-006

	R-5.17-007
	R-5.17-008
	 
	 
	 
	 

	5.18 Open interfaces for MCX services

	NA
	
	
	
	
	

	5.18.1 Overview

	NA
	
	
	
	
	

	5.18.2 Requirements

	R-5.18-001
	R-5.18-002
	R-5.18-003
	R-5.18-004
	
	

	5.19 Media forwarding

	NA
	
	
	
	
	

	5.19.1 Service description

	NA
	
	
	
	
	

	5.19.2 Requirements

	R-5.19-001
	R-5.19-002
	R-5.19-003
	
	
	

	5.20 Receipt notification

	NA
	
	
	
	
	

	5.20.1 Service description

	NA
	
	
	
	
	

	5.20.2 Requirements

	R-5.20.2-001
	
	
	
	
	

	5.21 Additional services for MCX Service communications

	NA
	
	
	
	
	

	5.21.1 Remotely initiated MCX Service communication

	NA
	
	
	
	
	

	5.21.1.1 Overview

	NA
	
	
	
	
	

	5.21.1.2 Requirements

	R-5.21.1.2-001
	R-5.21.1.2-002
	R-5.21.1.2-003
	R-5.21.1.2-004
	
	

	5.21.2 Remotely terminated MCX Service communication

	NA
	
	
	
	
	

	5.21.2.1 Requirements

	R-5.21.2.1-001
	
	
	
	
	

	6 MCX Service requirements specific to on-network use

	NA
	 
	 
	 
	 
	 

	6.1 General administrative – groups and users

	R-6.1-001
	R-6.1-002
	R-6.1-003
	R-6.1-004
	R-6.1-005
	 

	6.2 MCX Service communications

	NA
	 
	 
	 
	 
	 

	6.2.1 Notification and acknowledgement for MCX Service Group Communications

	R-6.2.1-001
	R-6.2.1-002
	R-6.2.1-003
	R-6.2.1-004
	R-6.2.1-005
	 

	6.2.2 Queuing

	R-6.2.2-001
	R-6.2.2-002
	R-6.2.2-003
	R-6.2.2-004
	R-6.2.2-005
	R-6.2.2-006

	6.3 General requirements

	R-6.3-001
	R-6.3-002
	R-6.3-003
	R-6.3-004
	 
	 

	6.4 General group communication

	NA
	 
	 
	 
	 
	 

	6.4.1 General aspects

	R-6.4.1-001
	 
	 
	 
	 
	 

	6.4.2 Group status/information

	R-6.4.2-005
	R-6.4.2-001
	R-6.4.2-002
	R-6.4.2-003
	R-6.4.2-004
	R-6.4.2-006

	R-6.4.2-007
	 
	 
	 
	 
	 

	6.4.3 Identification

	R-6.4.3-001
	R-6.4.3-002
	 
	 
	 
	 

	6.4.4 Membership/affiliation

	R-6.4.4-001
	R-6.4.4-002
	 
	 
	 
	 

	6.4.5 Membership/affiliation list

	R-6.4.5-001
	R-6.4.5-002
	R-6.4.5-003
	R-6.4.5-004
	R-6.4.5-005
	R-6.4.5-006

	R-6.4.5-007
	R-6.4.5-008
	 
	 
	 
	 

	6.4.6 Authorized user remotely changes another MCX User’s affiliated and/or Selected MCX Service Group(s)

	NA
	 
	 
	 
	 
	 

	6.4.6.1 Mandatory change

	R-6.4.6.1-001
	R-6.4.6.1-002
	R-6.4.6.1-003
	R-6.4.6.1-004
	 
	 

	6.4.6.2 Negotiated change

	R-6.4.6.2-001
	R-6.4.6.2-002
	R-6.4.6.2-003
	R-6.4.6.2-004
	R-6.4.6.2-005
	R-6.4.6.2-006

	6.4.7 Prioritization

	R-6.4.7-001
	R-6.4.7-002
	R-6.4.7-003
	R-6.4.7-004
	 
	 

	6.4.8 Relay requirements

	R-6.4.8-001
	 
	 
	 
	 
	 

	6.4.9 Administrative

	R-6.4.9-001
	R-6.4.9-002
	R-6.4.9-003
	R-6.4.9-004
	R-6.4.9-005
	R-6.4.9-006

	6.5 Broadcast Group

	NA
	 
	 
	 
	 
	 

	6.5.1 General Broadcast Group Communication

	R-6.5.1-001
	R-6.5.1-002
	 
	 
	 
	 

	6.5.2 Group-Broadcast Group (e.g., announcement group)

	R-6.5.2-001
	 
	 
	 
	 
	 

	6.5.3 User-Broadcast Group (e.g., system communication)

	R-6.5.3-001
	 
	 
	 
	 
	 

	6.6 Dynamic group management (i.e., dynamic reporting)

	NA
	 
	 
	 
	 
	 

	6.6.1 General dynamic regrouping

	R-6.6.1-001
	R-6.6.1-002
	R-6.6.1-003
	R-6.6.1-004
	R-6.6.1-005
	R-6.6.1-006

	6.6.2 Group regrouping

	NA
	 
	 
	 
	 
	 

	6.6.2.1 Service description

	NA
	 
	 
	 
	 
	 

	6.6.2.2 Requirements

	R-6.6.2.2-001
	R-6.6.2.2-002
	R-6.6.2.2-003
	R-6.6.2.2-004
	R-6.6.2.2-005
	R-6.6.2.2-006

	R-6.6.2.2-007
	 
	 
	 
	 
	 

	6.6.3 Temporary Group-Broadcast Group

	R-6.6.3-001
	R-6.6.3-002
	 
	 
	 
	 

	6.6.4 User regrouping

	NA
	 
	 
	 
	 
	 

	6.6.4.1 Service description

	NA
	 
	 
	 
	 
	 

	6.6.4.2 Requirements

	R-6.6.4.2-001
	R-6.6.4.2-002
	R-6.6.4.2-003
	R-6.6.4.2-004
	R-6.6.4.2-005
	 

	6.7 Private Communication

	NA
	 
	 
	 
	 
	 

	6.7.1 Overview

	NA
	 
	 
	 
	 
	 

	6.7.2 General requirements

	R-6.7.2-001
	R-6.7.2-002
	R-6.7.2-003
	R-6.7.2-004
	R-6.7.2-005
	 

	6.7.3 Administrative

	R-6.7.3-001
	R-6.7.3-002
	R-6.7.3-003
	R-6.7.3-004
	R-6.7.3-005
	R-6.7.3-006

	R-6.7.3-007
	R-6.7.3-008
	
	
	
	

	6.7.4 Prioritization

	R-6.7.4-001
	R-6.7.4-002
	R-6.7.4-003
	R-6.7.4-004
	R-6.7.4-005
	R-6.7.4-006

	R-6.7.4-007
	
	
	
	
	

	6.7.5 Private Communication (without Floor control) commencement requirements

	R-6.7.5-001
	 R-6.7.5-002
	 R-6.7.5-003
	 
	 
	 

	6.7.6 Private Communication (without Floor control) termination

	R-6.7.6-001
	 R-6.7.6-002
	 
	 
	 
	 

	6.8 MCX Service priority requirements

	NA
	 
	 
	 
	 
	 

	6.8.1 General

	R-6.8.1-001
	R-6.8.1-002
	R-6.8.1-003
	R-6.8.1-004
	R-6.8.1-005
	R-6.8.1-006

	R-6.8.1-007
	R-6.8.1-008
	R-6.8.1-009
	R-6.8.1-010
	R-6.8.1-011
	R-6.8.1-012

	R-6.8.1-013
	R-6.8.1-014
	R-6.8.1-015
	R-6.8.1-016
	 
	 

	6.8.2 EPS access controls

	R-6.8.2-001
	 
	 
	 
	 
	 

	6.8.3 EPS admission controls

	R-6.8.3-001
	 
	 
	 
	 
	 

	6.8.4 EPS scheduling controls

	R-6.8.4-001
	 
	 
	 
	 
	 

	6.8.5 UE access controls

	R-6.8.5-001
	 
	 
	 
	 
	 

	6.8.6 Mobility and load management

	NA
	 
	 
	 
	 
	 

	6.8.6.1 Mission Critical mobility management according to priority

	R-6.8.6.1-001
	R-6.8.6.1-002
	 
	 
	 
	 

	6.8.6.2 Load management

	R-6.8.6.2-001
	R-6.8.6.2-002
	R-6.8.6.2-003
	R-6.8.6.2-004
	R-6.8.6.2-005
	 

	6.8.7 Application layer priorities

	NA
	 
	 
	 
	 
	 

	6.8.7.1 Overview

	NA
	 
	 
	 
	 
	 

	6.8.7.2 Requirements

	R-6.8.7.2-001
	R-6.8.7.2-002
	R-6.8.7.2-003
	R-6.8.7.2-004
	R-6.8.7.2-005
	 

	6.8.8 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	6.8.8.1 MCX Service Emergency Group Communication requirements

	R-6.8.8.1-001
	R-6.8.8.1-002
	R-6.8.8.1-003
	R-6.8.8.1-004
	 
	 

	6.8.8.2 MCX Service Emergency Private Communication requirements

	R-6.8.8.2-001
	R-6.8.8.2-002
	R-6.8.8.2-003
	R-6.8.8.2-004
	 
	 

	6.8.8.3 Imminent Peril Group Communication requirements

	R-6.8.8.3-001
	R-6.8.8.3-002
	R-6.8.8.3-003
	 
	 
	 

	6.8.8.4 MCX Service Emergency Alert

	NA
	 
	 
	 
	 
	 

	6.8.8.4.1 Requirements

	R-6.8.8.4.1-001
	R-6.8.8.4.1-002
	R-6.8.8.4.1-003
	R-6.8.8.4.1-004
	R-6.8.8.4.1-005
	R-6.8.8.4.1-006

	6.8.8.4.2 MCX Service Emergency Alert cancellation requirements

	R-6.8.8.4.2-001
	R-6.8.8.4.2-002
	 
	 
	 
	 

	6.9 IDs and aliases

	R-6.9-001
	R-6.9-002
	R-6.9-003
	R-6.9-004
	 
	 

	6.10 User Profile management

	R-6.10-001
	R-6.10-002
	R-6.10-003
	R-6.10-004
	 
	 

	6.11 Support for multiple devices

	R-6.11-001
	R-6.11-002
	R-6.11-003
	 
	 
	 

	6.12 Location

	R-6.12-001
	R-6.12-002
	R-6.12-003
	R-6.12-004
	R-6.12-005
	R-6.12-006

	R-6.12-007
	 
	 
	 
	 
	 

	6.13 Security 

	NA
	 
	 
	 
	 
	 

	6.13.1 Overview

	NA
	 
	 
	 
	 
	 

	6.13.2 Cryptographic protocols

	R-6.13.2-001
	R-6.13.2-002
	R-6.13.2-003
	 
	 
	 

	6.13.3 Authentication

	R-6.13.3-001
	 
	 
	 
	 
	 

	6.13.4 Access control

	R-6.13.4-001
	R-6.13.4-002
	R-6.13.4-003
	R-6.13.4-004
	R-6.13.4-005
	R-6.13.4-006

	R-6.13.4-007
	R-6.13.4-008
	R-6.13.4-009
	R-6.13.4-010
	 
	 

	6.13.5 Regulatory issues

	R-6.13.5-001
	 
	 
	 
	 
	 

	6.13.6 Storage control

	R-6.13.6-001
	
	
	
	
	

	6.14 Interactions for MCX Service Group Communications and MCX Service Private Communications

	R-6.14-001
	 R-6.14-002
	 
	 
	 
	 

	6.15 Additional services for MCX Service communications

	NA
	 
	 
	 
	 
	 

	6.15.1 Discreet listening capabilities

	R-6.15.1-001
	 
	 
	 
	 
	 

	6.15.2 Ambient listening

	NA
	 
	 
	 
	 
	 

	6.15.2.1 Overview of ambient listening

	NA
	 
	 
	 
	 
	 

	6.15.2.2 Ambient listening requirements

	NA
	 
	 
	 
	 
	 

	6.15.2.2.1 General ambient listening requirements

	R-6.15.2.2.1-001
	R-6.15.2.2.1-002
	R-6.15.2.2.1-003 
	 
	 
	 

	6.15.2.2.2 Remotely initiated ambient listening requirements

	R-6.15.2.2.2-001
	R-6.15.2.2.2-002
	 
	 
	 
	 

	6.15.2.2.3 Locally initiated ambient listening requirements

	R-6.15.2.2.3-001
	R-6.15.2.2.3-002
	 
	 
	 
	 

	6.15.3 Remotely initiated MCX Service Communication

	NA
	 
	 
	 
	 
	 

	6.15.3.1 Overview

	NA
	 
	 
	 
	 
	 

	6.15.3.2 Requirements

	R-6.15.3.2-001
	R-6.15.3.2-002
	R-6.15.3.2-003
	R-6.15.3.2-004
	 
	 

	6.15.4 Recording and audit requirements

	R-6.15.4-001
	R-6.15.4-002
	R-6.15.4-003
	R-6.15.4-004
	R-6.15.4-005
	R-6.15.4-006

	R-6.15.4-007
	R-6.15.4-008
	R-6.15.4-009
	R-6.15.4-010
	 
	 

	6.16 Interaction with telephony services

	R-6.16-001
	 R-6.16-002
	 
	 
	 
	 

	6.17 Interworking

	NA
	 
	 
	 
	 
	 

	6.17.1 Non-3GPP access

	R-6.17.1-001
	 
	 
	 
	 
	 

	6.17.2 Interworking between MCX Service systems

	R-6.17.2-001
	R-6.17.2-002
	R-6.17.2-003
	R-6.17.2-004
	R-6.17.2-005
	R-6.17.2-006

	R-6.17.2-007
	 
	 
	 
	 
	 

	6.18 MCX Service coverage extension using ProSe UE-to-Network Relays

	R-6.18-001
	R-6.18-002
	R-6.18-003
	R-6.18-004
	R-6.18-005
	R-6.18-006

	6.19 Additional MCX Service requirements

	NA
	
	
	
	
	

	6.19.1 Call rejection and queuing

	NA
	
	
	
	
	

	6.19.1.1 Requirements

	R-6.19.1.1-001
	R-6.19.1.1-002
	R-6.19.1.1-003
	R-6.19.1.1-004
	R-6.19.1.1-005
	R-6.19.1.1-006

	R-6.19.1.1-007
	
	
	
	
	

	7 MCX Service requirements specific to off-network use

	NA
	 
	 
	 
	 
	 

	7.1 Off-network communications overview

	NA
	 
	 
	 
	 
	 

	7.2 General off-network MCX Service requirements

	R-7.2-001
	R-7.2-002
	R-7.2-003
	R-7.2-004
	R-7.2-005
	 

	7.3 Admission control

	NA
	 
	 
	 
	 
	 

	7.3.1 General aspects

	R-7.3.1-001
	 R-7.3.1-002
	 R-7.3.1-003
	 
	 
	 

	7.3.2 Communication initiation

	R-7.3.2-001
	R-7.3.2-002
	 R-7.3.2-003
	 R-7.3.2-004
	 R-7.3.2-005
	 

	7.4 Communication termination

	R-7.4-001
	R-7.4-002
	R-7.4-003
	R-7.4-004
	 
	 

	7.5 Broadcast Group

	R-7.5-001
	R-7.5-002
	 
	 
	 
	 

	7.6 MCX Service priority requirements

	R-7.6-001
	R-7.6-002
	R-7.6-003 
	R-7.6-004
	R-7.6-005 
	R-7.6-006 

	R-7.6-007
	R-7.6-008
	R-7.6-009
	R-7.6-010
	
	

	7.7 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	7.7.1 MCX Service Emergency Group Communication requirements

	R-7.7.1-001
	R-7.7.1-002
	R-7.7.1-003
	 
	 
	 

	7.7.2 MCX Service Emergency Group Communication cancellation requirements

	R-7.7.2-001
	 
	 
	 
	 
	 

	7.7.3 Imminent Peril Communication

	NA
	 
	 
	 
	 
	 

	7.7.3.1 Imminent Peril Group Communication requirements

	R-7.7.3.1-001
	R-7.7.3.1-002
	R-7.7.3.1-003
	R-7.7.3.1-004
	R-7.7.3.1-005
	 

	7.7.3.2 Imminent Peril Group Communication cancellation requirements

	R-7.7.3.2-001
	R-7.7.3.2-002
	 
	 
	 
	 

	7.8 Location 

	R-7.8-001
	 
	 
	 
	 
	 

	7.9 Security 

	R-7.9-001
	R-7.9-002
	 
	 
	 
	 

	7.10 Off-network MCX Service operations

	R-7.10-001
	R-7.10-002
	R-7.10-003
	 
	 
	 

	7.11 Off-network UE functionality

	R-7.11-001
	R-7.11-002
	R-7.11-003
	 
	 
	 

	7.12 Streaming for ProSe UE-to-UE Relay and UE-to-Network Relay

	NA
	 
	 
	 
	 
	 

	7.12.1 UE-to-Network Relay for all data types

	R-7.12.1-001
	R-7.12.1-002
	R-7.12.1-003
	R-7.12.1-004
	 
	 

	7.12.2 UE-to-UE Relay streaming

	R-7.12.2-001
	R-7.12.2-002
	R-7.12.2-003
	 
	 
	 

	7.12.3 Off-Network streaming

	R-7.12.3-001
	R-7.12.3-002
	R-7.12.3-003
	 
	 
	 

	7.13 Switching to off-network MCX Service

	R-7.13-001
	R-7.13-002
	R-7.13-003
	R-7.13-004
	R-7.13-005
	 

	7.14 Off-network recording and audit requirements

	R-7.14-001
	R-7.14-002
	 
	 
	 
	 

	7.15 Off-network UE-to-UE relay

	NA
	 
	 
	 
	 
	 

	7.15.1 Private Communications

	R-7.15.1-001
	 R-7.15.1-002
	 R-7.15.1-003
	 
	 
	 

	7.15.2 Group Communications

	R-7.15.2-001
	R-7.15.2-002
	 
	 
	 
	 

	8 Inter-MCX Service interworking

	NA
	 
	 
	 
	 
	 

	8.1 Inter-MCX Service interworking overview

	NA
	 
	 
	 
	 
	 

	8.2 Concurrent Operation of Different MCX Services

	NA
	 
	 
	 
	 
	 

	8.2.1 Overview

	NA
	 
	 
	 
	 
	 

	8.2.2 Requirements

	R-8.2.2-001
	R-8.2.2-002
	R-8.2.2-003
	R-8.2.2-004
	R-8.2.2-005
	 R-8.2.2-006

	R-8.2.2-007
	
	
	
	
	

	8.3 Use of unsharable resources within a UE

	R-8.3-001
	R-8.3-002
	R-8.3-002
	R-8.3-003
	R-8.3-004
	 R-8.3-005

	8.4 Single Group with multiple MCX Services

	NA
	 
	 
	 
	 
	 

	8.4.1 Overview

	NA
	 
	 
	 
	 
	 

	8.4.2 Requirements

	R-8.4.2-001
	R-8.4.2-002
	R-8.4.2-003
	 R-8.4.2-004
	 
	 

	8.4.3 Compatibility of UE

	NA
	 
	 
	 
	 
	 

	8.4.3.1 Advertising service capabilities required

	R-8.4.3.1-001
	R-8.4.3.1-002
	R-8.4.3.1-003
	R-8.4.3.1-004
	 
	 

	8.4.3.2 Conversion between capabilities

	R-8.4.3.2-001
	 
	 
	 
	 
	 

	8.4.4 Individual permissions for service access

	R-8.4.4-001
	 
	 
	 
	 
	 

	8.4.5 Common alias and user identities or mappable

	R-8.4.5-001
	 
	 
	 
	 
	 

	8.4.6 Single location message

	R-8.4.6-001
	R-8.4.6-002
	R-8.4.6-003
	 
	 
	 

	8.5 Priority between services

	NA
	 
	 
	 
	 
	 

	8.5.1 Overview

	NA
	 
	 
	 
	 
	 

	8.5.2 Requirements

	R-8.5.2-001
	R-8.5.2-002
	R-8.5.2-003
	R-8.5.2-004
	R-8.5.2-005
	 

	9 Air Ground Air Communications

	NA
	 
	 
	 
	 
	 

	9.1 Service description

	NA
	 
	 
	 
	 
	 

	9.2 Requirements

	R-9.2-001
	 
	 
	 
	 
	 

	10 MCX Service in IOPS mode

	R-10-001
	 
	 
	 
	 
	 


Annex C (normative):
MCCoRe Requirements for MCData

Table C.1 provides an exhaustive list of those requirements in 3GPP TS 22.280 that are applicable to MCData.

Table B.1

	5 MCX Service requirements common for on the network and off the network

	NA
	 
	 
	 
	 
	 

	5.1 General Group Communications requirements 

	NA
	 
	 
	 
	 
	 

	5.1.1 General aspects

	R-5.1.1-001
	R-5.1.1-002
	R-5.1.1-003
	 R-5.1.1-006
	 
	 

	5.1.2 Group/status information

	NA
	 
	 
	 
	 
	 

	5.1.3 Group configuration

	R-5.1.3-001
	R5.1.3-002
	 
	 
	 
	 

	5.1.4 Identification

	R-5.1.4-001
	 
	 
	 
	 
	 

	5.1.5 Membership/affiliation

	R-5.1.5-001
	R-5.1.5-002
	R-5.1.5-003
	R-5.1.5-005
	R-5.1.5-007
	R-5.1.5-008

	5.1.6 Group Communication administration

	NA
	 
	 
	 
	 
	 

	5.1.7 Prioritization

	R-5.1.7-001
	R-5.1.7-002
	 
	 
	 
	 

	5.1.8 Charging requirements for MCX Service

	R-5.1.8-001
	R-5.1.8-003
	R-5.1.8-004
	R-5.1.8-005
	R-5.1.8-006
	R-5.1.8-007

	R-5.1.8-008
	R-5.1.8-009
	R-5.1.8-0010
	R-5.1.8-011
	
	 

	5.1.9 MCX Service Emergency Alert triggered by location

	R-5.1.9-001
	R-5.1.9-002
	 
	 
	 
	 

	5.2 Broadcast Group

	NA
	 
	 
	 
	 
	 

	5.2.1 General Broadcast Group Communication

	R-5.2.1-002
	 
	 
	 
	 
	 

	5.2.2 Group-Broadcast Group (e.g., announcement group)

	R-5.2.2-001
	R-5.2.2-002
	R-5.2.2-003
	R-5.2.2-004
	 
	 

	5.2.3 User-Broadcast Group (e.g., System Communication)

	R-5.2.3-001
	R-5.2.3-002
	 
	 
	 
	 

	5.3 Late communication entry

	NA
	 
	 
	 
	 
	 

	5.4 Receiving from multiple MCX Service communications

	5.4.1 Overview

	NA
	 
	 
	 
	 
	 

	5.4.2 Requirements

	R-5.4.2-004
	R-5.4.2-005
	R-5.4.2-006
	R-5.4.2-007
	R-5.4.2-008
	R-5.4.2-009

	5.5 Private Communication

	NA
	 
	 
	 
	 
	 

	5.5.1 Private Communication general requirements

	R-5.5.1-001
	 
	 
	 
	 
	 

	5.5.2 Charging requirement for MCX Service

	R-5.5.2-001
	
	
	
	
	

	5.6 MCX Service priority requirements

	NA
	 
	 
	 
	 
	 

	5.6.1 Overview

	NA
	 
	 
	 
	 
	 

	5.6.2 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	5.6.2.1 MCX Service Emergency and Imminent Peril general requirements

	NA
	 
	 
	 
	 
	 

	5.6.2.1.1 Overview

	NA
	 
	 
	 
	 
	 

	5.6.2.1.2 Requirements

	R-5.6.2.1.2-001
	R-5.6.2.1.2-002
	R-5.6.2.1.2-003
	R-5.6.2.1.2-004
	R-5.6.2.1.2-005
	 

	5.6.2.2 MCX Service Emergency Group Communication

	NA
	 
	 
	 
	 
	 

	5.6.2.2.1 MCX Service Emergency Group Communication requirements

	R-5.6.2.2.1-001
	R-5.6.2.2.1-002
	R-5.6.2.2.1-003
	R-5.6.2.2.1-004
	R-5.6.2.2.1-005
	R-5.6.2.2.1-006

	R-5.6.2.2.1-007
	R-5.6.2.2.1-008
	R-5.6.2.2.1-009
	R-5.6.2.2.1-010
	R-5.6.2.2.1-011
	R-5.6.2.2.1-012

	R-5.6.2.2.1-013
	R-5.6.2.2.1-014
	
	
	
	

	5.6.2.2.2 MCX Service Emergency Group Communication cancellation requirements

	R-5.6.2.2.2-001
	R-5.6.2.2.2-002
	R-5.6.2.2.2-003
	R-5.6.2.2.2-004
	R-5.6.2.2.2-005
	 

	5.6.2.3 MCX Service Imminent Peril Group

	NA
	 
	 
	 
	 
	 

	5.6.2.3.1 MCX Service Imminent Peril Group Communication requirements

	R-5.6.2.3.1-001
	R-5.6.2.3.1-002
	R-5.6.2.3.1-003
	R-5.6.2.3.1-004
	R-5.6.2.3.1-005
	R-5.6.2.3.1-006

	R-5.6.2.3.1-007
	R-5.6.2.3.1-008
	R-5.6.2.3.1-009
	 
	 
	 

	5.6.2.3.2 MCX Service Imminent Peril Group Communications cancellation requirements

	R-5.6.2.3.2-001
	R-5.6.2.3.2-002
	R-5.6.2.3.2-003
	R-5.6.2.3.2-004
	 
	 

	5.6.2.4 MCX Service Emergency Alert

	NA
	 
	 
	 
	 
	 

	5.6.2.4.1 MCX Service Emergency Alert requirements

	R-5.6.2.4.1-001
	R-5.6.2.4.1-002
	R-5.6.2.4.1-003
	R-5.6.2.4.1-004
	R-5.6.2.4.1-005
	R-5.6.2.4.1-006

	R-5.6.2.4.1-007
	R-5.6.2.4.1-008
	R-5.6.2.4.1-009
	R-5.6.2.4.1-010
	R-5.6.2.4.1-011
	R-5.6.2.4.1-012

	5.6.2.4.2 MCX Service Emergency Alert cancellation requirements

	R-5.6.2.4.2-001
	R-5.6.2.4.2-002
	R-5.6.2.4.2-003
	 
	 
	 

	5.7 MCX Service User ID

	R-5.7-001
	R-5.7-002
	R-5.7-003
	 
	 
	 

	5.8 MCX UE Management

	R-5.8-001
	R-5.8-002
	 
	 
	 
	 

	5.9 MCX Service User Profile

	R-5.9-001
	R-5.9-002
	 
	 
	 
	 

	5.10 Support for multiple devices

	R-5.10-001
	R-5.10-002
	 
	 
	 
	 

	5.11 Location 

	R-5.11-001
	R-5.11-002
	R-5.11-003
	R-5.11-004
	R-5.11-005
	R-5.11-006

	R-5.11-007
	R-5.11-008
	R-5.11-009
	R-5.11-010
	R-5.11-011
	R-5.11-012

	R-5.11-013
	R-5.11-014
	R-5.11-015
	 
	 
	 

	5.12 Security

	R-5.12-001
	R-5.12-002
	R-5.12-003
	R-5.12-004
	R-5.12-005
	R-5.12-006

	R-5.12-007
	R-5.12-008
	R-5.12-009
	R-5.12-010
	R-5.12-011
	R-5.12-012

	R-5.12-013
	R-5.12-014 
	 
	 
	 
	 

	5.13 Media quality

	NA
	 
	 
	 
	 
	 

	5.14 Relay requirements

	R-5.14-001
	R-5.14-002
	R-5.14-003
	 R-5.14-004
	 
	 

	5.15 Gateway requirements

	R-5.15-001
	 
	 
	 
	 
	 

	5.16 Control and management by Mission Critical Organizations

	NA
	 
	 
	 
	 
	 

	5.16.1 Overview

	NA
	 
	 
	 
	 
	 

	5.16.2 General requirements

	R-5.16.2-001
	R-5.16.2-002
	R-5.16.2-003
	R-5.16.2-004
	R-5.16.2-005
	 

	5.16.3 Operational visibility for Mission Critical Organizations

	R-5.16.3-001
	 
	 
	 
	 
	 

	5.17 General administrative – groups and users

	R-5.17-001
	R-5.17-002
	R-5.17-003
	R-5.17-004
	R-5.17-005
	R-5.17-006

	R-5.17-007
	R-5.17-008
	 
	 
	 
	 

	5.18 Open interfaces for MCX services

	NA
	
	
	
	
	

	5.18.1 Overview

	NA
	
	
	
	
	

	5.18.2 Requirements

	R-5.18-001
	R-5.18-002
	R-5.18-003
	R-5.18-004
	
	

	5.19 Media forwarding

	NA
	
	
	
	
	

	5.19.1 Service description

	NA
	
	
	
	
	

	5.19.2 Requirements

	R-5.19-001
	R-5.19-002
	R-5.19-003
	
	
	

	5.20 Receipt notification

	NA
	
	
	
	
	

	5.20.1 Service description

	NA
	
	
	
	
	

	5.20.2 Requirements

	R-5.20.2-001
	
	
	
	
	

	5.21 Additional services for MCX Service communications

	NA
	
	
	
	
	

	5.21.1 Remotely initiated MCX Service communication

	NA
	
	
	
	
	

	5.21.1.1 Overview

	NA
	
	
	
	
	

	5.21.1.2 Requirements

	R-5.21.1.2-001
	R-5.21.1.2-002
	R-5.21.1.2-003
	R-5.21.1.2-004
	
	

	5.21.2 Remotely terminated MCX Service communication

	NA
	
	
	
	
	

	5.21.2.1 Requirements

	R-5.21.2.1-001
	
	
	
	
	

	6 MCX Service requirements specific to on-network use

	NA
	 
	 
	 
	 
	 

	6.1 General administrative – groups and users

	R-6.1-001
	R-6.1-002
	R-6.1-003
	R-6.1-004
	R-6.1-005
	 

	6.2 MCX Service communications

	NA
	 
	 
	 
	 
	 

	6.2.1 Notification and acknowledgement for MCX Service Group Communications

	R-6.2.1-001
	R-6.2.1-002
	 R-6.2.1-003
	 R-6.2.1-004
	 R-6.2.1-005
	 

	6.2.2 Queuing

	NA
	 
	 
	 
	 
	 

	6.3 General requirements

	R-6.3-001
	R-6.3-002
	R-6.3-003
	R-6.3-004
	 
	 

	6.4 General group communication

	NA
	 
	 
	 
	 
	 

	6.4.1 General aspects

	R-6.4.1-001
	 
	 
	 
	 
	 

	6.4.2 Group status/information

	R-6.4.2-005
	R-6.4.2-001
	R-6.4.2-002
	R-6.4.2-003
	R-6.4.2-004
	R-6.4.2-006

	R-6.4.2-007
	 
	 
	 
	 
	 

	6.4.3 Identification

	R-6.4.3-001
	R-6.4.3-002
	 
	 
	 
	 

	6.4.4 Membership/affiliation

	R-6.4.4-001
	 R-6.4.4-002
	 
	 
	 
	 

	6.4.5 Membership/affiliation list

	R-6.4.5-001
	R-6.4.5-002
	R-6.4.5-003
	R-6.4.5-004
	R-6.4.5-005
	R-6.4.5-006

	R-6.4.5-007
	R-6.4.5-008
	 
	 
	 
	 

	6.4.6 Authorized user remotely changes another MCX User’s affiliated and/or Selected MCX Service Group(s)

	NA
	 
	 
	 
	 
	 

	6.4.6.1 Mandatory change

	R-6.4.6.1-001
	R-6.4.6.1-002
	R-6.4.6.1-003
	R-6.4.6.1-004
	 
	 

	6.4.6.2 Negotiated change

	R-6.4.6.2-001
	R-6.4.6.2-002
	R-6.4.6.2-003
	R-6.4.6.2-004
	R-6.4.6.2-005
	R-6.4.6.2-006

	6.4.7 Prioritization

	R-6.4.7-001
	R-6.4.7-002
	R-6.4.7-003
	R-6.4.7-004
	 
	 

	6.4.8 Relay requirements

	R-6.4.8-001
	 
	 
	 
	 
	 

	6.4.9 Administrative

	R-6.4.9-001
	R-6.4.9-004
	 R-6.4.9-006
	 
	 
	 

	6.5 Broadcast Group

	NA
	 
	 
	 
	 
	 

	6.5.1 General Broadcast Group Communication

	NA
	 
	 
	 
	 
	 

	6.5.2 Group-Broadcast Group (e.g., announcement group)

	NA
	 
	 
	 
	 
	 

	6.5.3 User-Broadcast Group (e.g., system communication)

	NA
	 
	 
	 
	 
	 

	6.6 Dynamic group management (i.e., dynamic reporting)

	NA
	 
	 
	 
	 
	 

	6.6.1 General dynamic regrouping

	R-6.6.1-001
	R-6.6.1-002
	R-6.6.1-003
	R-6.6.1-004
	R-6.6.1-005
	R-6.6.1-006

	6.6.2 Group regrouping

	NA
	 
	 
	 
	 
	 

	6.6.2.1 Service description

	NA
	 
	 
	 
	 
	 

	6.6.2.2 Requirements

	R-6.6.2.2-001
	R-6.6.2.2-002
	R-6.6.2.2-003
	R-6.6.2.2-004
	R-6.6.2.2-005
	R-6.6.2.2-006

	R-6.6.2.2-007
	 
	 
	 
	 
	 

	6.6.3 Temporary Group-Broadcast Group

	R-6.6.3-001
	R-6.6.3-002
	 
	 
	 
	 

	6.6.4 User regrouping

	NA
	 
	 
	 
	 
	 

	6.6.4.1 Service description

	NA
	 
	 
	 
	 
	 

	6.6.4.2 Requirements

	R-6.6.4.2-001
	R-6.6.4.2-002
	R-6.6.4.2-003
	R-6.6.4.2-004
	R-6.6.4.2-005
	 

	6.7 Private Communication

	NA
	 
	 
	 
	 
	 

	6.7.1 Overview

	NA
	 
	 
	 
	 
	 

	6.7.2 General requirements

	R-6.7.2-001
	R-6.7.2-002
	R-6.7.2-003
	R-6.7.2-004
	R-6.7.2-005
	 

	6.7.3 Administrative

	R-6.7.3-001
	R-6.7.3-002
	R-6.7.3-003
	R-6.7.3-004
	R-6.7.3-005
	R-6.7.3-006

	R-6.7.3-007
	R-6.7.3-008
	
	
	
	

	6.7.4 Prioritization

	R-6.7.4-001
	R-6.7.4-002
	R-6.7.4-003
	R-6.7.4-004
	R-6.7.4-005
	R-6.7.4-006

	R-6.7.4-007
	
	
	
	
	

	6.7.5 Private Communication (without Floor control) commencement requirements

	R-6.7.5-001
	R-6.7.5-002
	R-6.7.5-003
	 
	 
	 

	6.7.6 Private Communication (without Floor control) termination

	R-6.7.6-001
	R-6.7.6-002 
	 
	 
	 
	 

	6.8 MCX Service priority Requirements

	NA
	 
	 
	 
	 
	 

	6.8.1 General

	R-6.8.1-001
	R-6.8.1-002
	R-6.8.1-003
	R-6.8.1-004
	R-6.8.1-005
	R-6.8.1-006

	R-6.8.1-007
	R-6.8.1-008
	R-6.8.1-009
	R-6.8.1-010
	R-6.8.1-011
	R-6.8.1-012

	R-6.8.1-013
	R-6.8.1-014
	R-6.8.1-015
	R-6.8.1-016
	 
	 

	6.8.2 EPS access controls

	R-6.8.2-001
	 
	 
	 
	 
	 

	6.8.3 EPS admission controls

	R-6.8.3-001
	 
	 
	 
	 
	 

	6.8.4 EPS scheduling controls

	R-6.8.4-001
	 
	 
	 
	 
	 

	6.8.5 UE access controls

	R-6.8.5-001
	 
	 
	 
	 
	 

	6.8.6 Mobility and load Management

	NA
	 
	 
	 
	 
	 

	6.8.6.1 Mission Critical mobility management according to priority

	R-6.8.6.1-001
	R-6.8.6.1-002
	 
	 
	 
	 

	6.8.6.2 Load management

	R-6.8.6.2-001
	R-6.8.6.2-002
	R-6.8.6.2-003
	R-6.8.6.2-004
	R-6.8.6.2-005 
	 

	6.8.7 Application layer priorities

	NA
	 
	 
	 
	 
	 

	6.8.7.1 Overview

	NA
	 
	 
	 
	 
	 

	6.8.7.2 Requirements

	R-6.8.7.2-001
	R-6.8.7.2-002
	R-6.8.7.2-003
	R-6.8.7.2-004
	R-6.8.7.2-005
	 

	6.8.8 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	6.8.8.1 MCX Service Emergency Group Communication requirements

	R-6.8.8.1-001
	 R-6.8.8.1-002
	 R-6.8.8.1-003
	 R-6.8.8.1-004
	 
	 

	6.8.8.2 MCX Service Emergency Private Communication requirements

	R-6.8.8.2-001
	 R-6.8.8.2-002
	 R-6.8.8.2-003
	 R-6.8.8.2-004
	 
	 

	6.8.8.3 Imminent Peril Group Communication requirements

	R-6.8.8.3-001
	 R-6.8.8.3-002
	 R-6.8.8.3-003
	 
	 
	 

	6.8.8.4 MCX Service Emergency Alert

	NA
	 
	 
	 
	 
	 

	6.8.8.4.1 Requirements

	R-6.8.8.4.1-001
	R-6.8.8.4.1-002
	R-6.8.8.4.1-003
	R-6.8.8.4.1-004
	R-6.8.8.4.1-005
	R-6.8.8.4.1-006

	6.8.8.4.2 MCX Service Emergency Alert cancellation requirements

	R-6.8.8.4.2-001
	R-6.8.8.4.2-002
	 
	 
	 
	 

	6.9 IDs and aliases

	R-6.9-001
	R-6.9-002
	R-6.9-003
	R-6.9-004
	 
	 

	6.10 User Profile management

	R-6.10-001
	R-6.10-002
	R-6.10-003
	R-6.10-004
	 
	 

	6.11 Support for multiple devices

	R-6.11-001
	R-6.11-002
	R-6.11-003
	 
	 
	 

	6.12 Location

	R-6.12-001
	R-6.12-002
	R-6.12-003
	R-6.12-004
	R-6.12-005
	R-6.12-006

	R-6.12-007
	 
	 
	 
	 
	 

	6.13 Security 

	NA
	 
	 
	 
	 
	 

	6.13.1 Overview

	NA
	 
	 
	 
	 
	 

	6.13.2 Cryptographic protocols

	R-6.13.2-001
	R-6.13.2-002
	R-6.13.2-003
	 
	 
	 

	6.13.3 Authentication

	R-6.13.3-001
	 
	 
	 
	 
	 

	6.13.4 Access control

	R-6.13.4-001
	R-6.13.4-002
	R-6.13.4-003
	R-6.13.4-004
	R-6.13.4-005
	R-6.13.4-006

	R-6.13.4-007
	R-6.13.4-008
	R-6.13.4-009
	R-6.13.4-010
	 
	 

	6.13.5 Regulatory issues

	R-6.13.5-001
	 
	 
	 
	 
	 

	6.13.6 Storage control

	R-6.13.6-001
	
	
	
	
	

	6.14 Interactions for MCX Service Group Communications and MCX Service Private Communications

	R-6.14-001
	 R-6.14.002
	 
	 
	 
	 

	6.15 Additional services for MCX Service communications

	NA
	 
	 
	 
	 
	 

	6.15.1 Discreet listening capabilities

	R-6.15.1-001
	 
	 
	 
	 
	 

	6.15.2 Ambient listening

	NA
	 
	 
	 
	 
	 

	6.15.2.1 Overview of ambient listening

	NA
	 
	 
	 
	 
	 

	6.15.2.2 Ambient listening requirements

	NA
	 
	 
	 
	 
	 

	6.15.2.2.1 General ambient listening requirements

	R-6.15.2.2.1-001
	R-6.15.2.2.1-002
	R-6.15.2.2.1-003
	 
	 
	 

	6.15.2.2.2 Remotely initiated ambient listening requirements

	R-6.15.2.2.2-001
	R-6.15.2.2.2-002
	 
	 
	 
	 

	6.15.2.2.3 Locally initiated ambient listening requirements

	R-6.15.2.2.3-001
	R-6.15.2.2.3-002
	 
	 
	 
	 

	6.15.3 Remotely initiated MCX Service communication

	NA
	 
	 
	 
	 
	 

	6.15.3.1 Overview

	NA
	 
	 
	 
	 
	 

	6.15.3.2 Requirements

	R-6.15.3.2-002
	R-6.15.3.2-001
	 
	 
	 
	 

	6.15.4 Recording and audit requirements

	R-6.15.4-001
	R-6.15.4-002
	R-6.15.4-003
	R-6.15.4-004
	R-6.15.4-005
	R-6.15.4-006

	R-6.15.4-007
	R-6.15.4-008
	R-6.15.4-009
	R-6.15.4-010
	 
	 

	6.16 Interaction with telephony services

	R-6.16-001
	 R-6.16-002
	 
	 
	 
	 

	6.17 Interworking

	NA
	 
	 
	 
	 
	 

	6.17.1 Non-3GPP access

	R-6.17.1-001
	 
	 
	 
	 
	 

	6.17.2 Interworking between MCX Service systems

	R-6.17.2-001
	R-6.17.2-002
	R-6.17.2-003
	R-6.17.2-004
	R-6.17.2-005
	R-6.17.2-006

	R-6.17.2-007
	 
	 
	 
	 
	 

	6.18 MCX Service coverage extension using ProSe UE-to-Network Relays

	R-6.18-001
	R-6.18-002
	R-6.18-003
	R-6.18-004
	R-6.18-005
	R-6.18-006

	6.19 Additional MCX Service requirements

	NA
	
	
	
	
	

	6.19.1 Call rejection and queuing

	NA
	
	
	
	
	

	6.19.1.1 Requirements

	R-6.19.1.1-001
	R-6.19.1.1-002
	R-6.19.1.1-003
	R-6.19.1.1-004
	R-6.19.1.1-005
	R-6.19.1.1-006

	R-6.19.1.1-007
	
	
	
	
	

	7 MCX Service requirements specific to off-network use

	NA
	 
	 
	 
	 
	 

	7.1 Off-network communications overview

	NA
	 
	 
	 
	 
	 

	7.2 General off-network MCX Service requirements

	R-7.2-001
	R-7.2-002
	R-7.2-003
	R-7.2-004
	R-7.2-005
	 

	7.3 Admission control

	NA
	 
	 
	 
	 
	 

	7.3.1 General aspects

	R-7.3.1-001
	 R-7.3.1-002
	 R-7.3.1-003
	 
	 
	 

	7.3.2 Communication initiation

	R-7.3.2-001
	 R-7.3.2-002
	 R-7.3.2-003
	 R-7.3.2-004
	 R-7.3.2-005
	 

	7.4 Communication termination

	NA
	 
	 
	 
	 
	 

	7.5 Broadcast Group

	NA
	 
	 
	 
	 
	 

	7.6 MCX Service priority requirements

	R-7.6-001
	R-7.6-002
	R-7.6-003 
	R-7.6-004
	R-7.6-005 
	R-7.6-006 

	R-7.6-007
	R-7.6-008
	R-7.6-009
	R-7.6-010
	
	

	7.7 Communication types based on priorities

	NA
	 
	 
	 
	 
	 

	7.7.1 MCX Service Emergency Group Communication requirements

	NA
	 
	 
	 
	 
	 

	7.7.2 MCX Service Emergency Group Communication cancellation requirements

	NA
	 
	 
	 
	 
	 

	7.7.3 Imminent Peril Communication

	NA
	 
	 
	 
	 
	 

	7.7.3.1 Imminent Peril Group Communication requirements

	NA
	 
	 
	 
	 
	 

	7.7.3.2 Imminent Peril Group Communication cancellation requirements

	NA
	 
	 
	 
	 
	 

	7.8 Location 

	R-7.8-001
	 
	 
	 
	 
	 

	7.9 Security 

	R-7.9-001
	R-7.9-002
	 
	 
	 
	 

	7.10 Off-network MCX Service operations

	R-7.10-001
	R-7.10-002
	R-7.10-003
	 
	 
	 

	7.11 Off-network UE functionality

	R-7.11-001
	R-7.11-002
	R-7.11-003
	 
	 
	 

	7.12 Streaming for ProSe UE-to-UE Relay and UE-to-Network Relay

	NA
	 
	 
	 
	 
	 

	7.12.1 UE-to-Network Relay for all data types

	R-7.12.1-001
	R-7.12.1-002
	R-7.12.1-003
	R-7.12.1-004
	 
	 

	7.12.2 UE-to-UE Relay streaming

	R-7.12.2-001
	R-7.12.2-002
	R-7.12.2-003
	 
	 
	 

	7.12.3 Off-Network streaming

	R-7.12.3-001
	R-7.12.3-002
	R-7.12.3-003
	 
	 
	 

	7.13 Switching to off-network MCX Service

	R-7.13-001
	R-7.13-002
	R-7.13-003
	R-7.13-004
	R-7.13-005
	 

	7.14 Off-network recording and audit requirements

	R-7.14-001
	R-7.14-002
	 
	 
	 
	 

	7.15 Off-network UE-to-UE relay

	NA
	 
	 
	 
	 
	 

	7.15.1 Private Communications

	R-7.15.1-001
	 R-7.15.1-002
	 R-7.15.1-003
	 
	 
	 

	7.15.2 Group Communications

	R-7.15.2-001
	R-7.15.2-002
	 
	 
	 
	 

	8 Inter-MCX Service interworking

	NA
	 
	 
	 
	 
	 

	8.1 Inter-MCX Service interworking overview

	NA
	 
	 
	 
	 
	 

	8.2 Concurrent operation of different MCX Services

	NA
	 
	 
	 
	 
	 

	8.2.1 Overview

	NA
	 
	 
	 
	 
	 

	8.2.2 Requirements

	R-8.2.2-001
	R-8.2.2-002
	R-8.2.2-003
	R-8.2.2-004
	R-8.2.2-005
	 R-8.2.2-006

	R-8.2.2-007
	
	
	
	
	

	8.3 Use of unsharable resources within a UE

	R-8.3-001
	R-8.3-002
	R-8.3-003
	R-8.3-004
	R-8.3-005
	 

	8.4 Single Group with multiple MCX Services

	NA
	 
	 
	 
	 
	 

	8.4.1 Overview

	NA
	 
	 
	 
	 
	 

	8.4.2 Requirements

	R-8.4.2-001
	R-8.4.2-002
	R-8.4.2-003
	 R-8.4.2-004
	 
	 

	8.4.3 Compatibility of UE

	NA
	 
	 
	 
	 
	 

	8.4.3.1 Advertising service capabilities required

	R-8.4.3.1-001
	R-8.4.3.1-002
	R-8.4.3.1-003
	R-8.4.3.1-004
	 
	 

	8.4.3.2 Conversion between capabilities

	R-8.4.3.2-001
	 
	 
	 
	 
	 

	8.4.4 Individual permissions for service access

	R-8.4.4-001
	 
	 
	 
	 
	 

	8.4.5 Common alias and user identities or mappable

	R-8.4.5-001
	 
	 
	 
	 
	 

	8.4.6 Single location message

	R-8.4.6-001
	R-8.4.6-002
	R-8.4.6-003
	 
	 
	 

	8.5 Priority between services

	NA
	 
	 
	 
	 
	 

	8.5.1 Overview

	NA
	 
	 
	 
	 
	 

	8.5.2 Requirements

	R-8.5.2-001
	R-8.5.2-002
	R-8.5.2-003
	R-8.5.2-004
	R-8.5.2-005
	 

	9 Air Ground Air Communications

	NA
	 
	 
	 
	 
	 

	9.1 Service description

	NA
	 
	 
	 
	 
	 

	9.2 Requirements

	R-9.2-001
	 
	 
	 
	 
	 

	10 MCX Service in IOPS mode

	R-10-001
	 
	 
	 
	 
	 


**** End of THIRD CHANGE ****

**** End of all changes ****
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