Page 1



SA WG2 Meeting #S2-116BIS
S2-164917
29 August - 2 September 2016, Sanya, P.R China
(revision of S2-164852)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.303
	CR
	0320
	rev
	2
	Current version:
	13.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	PC5-U stack update for the support of V2X Communication

	
	

	Source to WG:
	Qualcomm Incorporated, Ericsson

	Source to TSG:
	SA2 

	
	

	Work item code:
	V2XARC
	
	Date:
	2016-09-01

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	It is concluded that V2X communciation over PC5 will make use of PC5-U for the V2X message transmission and reception. Non-IP messages and a new PDCP SDU type is added. Therefore, the current PC5-U stack needs to be updated to reflect the new PDCP SDU type.

	
	

	Summary of change:
	Update the PC5-U stack for the support of non-IP PDCP SDU type.

	
	

	Consequences if not approved:
	V2X communicaiton over PC5 reference point cannot be supported.

	
	

	Clauses affected:
	5.1.2.1 

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


********* Start of changes *************

5.1.2.1
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Legend:

-
PC5-U: The PDCP/RLC/MAC/PHY functionality is specified in TS 36.300 [17].
-
For PDCP SDU type "Non-IP", a "Non-IP Type" header is included in the SDU by upper layer to indicate the type of non-IP messages carried. Stage 3 can decide how the SDU types are defined, e.g. if some of the types can be merged.
Editor’s Note: Reference to stage 3 specification will be added when it becomes available. 

NOTE:
In this release of the specification, "Non-IP" SDU type is not used by ProSe Direct Communication. 

Figure 5.1.2.1-1: User Plane for PC5 interface

********* End of changes *************
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