3GPP TSG-SA WG3-LI Meeting #63 
S3i160523
San Antonio, USA, 25-28 November 2016

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	33.107
	CR
	0233
	rev
	-
	Current version:
	13.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Corrections on deregistrations events

	
	

	Source to WG:
	SA3-LI (Ericsson)

	Source to TSG:
	SA3

	
	

	Work item code:
	LI13
	
	Date:
	2016-10-18

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In some cases a wrong diameter message is used to trigger deregistration event

	
	

	Summary of change:
	Where applicable, Registration-Termination-Request is replaced by Server-Assignment-Request indicating deregistration.

	
	

	Consequences if not approved:
	Mistake in the specification, in some cases the LI event indicating deregistration will not be triggered correctly.

	
	

	Clauses affected:
	7A.2.3.3; 12.4.3.19; 12.5.3.16 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** FIRST CHANGE ***

7A.2.3.3
Registration Termination

This event "Registration Termination" will be used to report to DF2 when HSS send to S-CSCF or 3GPP AAA Server. It is the equivalent of cancel location or purge to serving system in CS domain. This kind of event is induced by the registration of the target. The event will be triggered by the following Diameter messages:

-
Through Cx interface, Server-Assignment-Request indicating deregistration from S-CSCF to HSS: see clause A.2 of TS 29.228 [62];
-
Through Cx interface, Registration-Termination- Request from HSS to S-CSCF: see clause A.2 of TS 29.228 [62];
-
Through SWx interface, Server-Assignment-Request indicating deregistration from 3GPP AAA Server to HSS: see clause A of TS 29 273 [64];
-
Through SWx interface, Registration-Termination- Request from HSS to 3GPP AAA Server: see clause A of TS 29 273 [64].

The elements of table 7A.2.3.3 such as the previous serving system of the target will be delivered to DF2.

Table 7A.2.3.3: Information Elements for Registration Termination Event
	Observed MSISDN or TEL URI or SIP URI

	Observed IMSI

	Event Type 

	Event Time 

	Event Date 

	Other Public User Identities

Other IMPU or IMPI that was allocated to Target and will be deregistered (if available)

	Reason of de-registration (Deregistration-Reason AVP, Reason-code AVP) (if available)

	Network Element Identifier (HSS Id...)

	Previous serving system identifier (VPLMN id…) (if available)


*** NEXT CHANGE ***
12.4.3.19
Registration Termination

This event "Registration Termination" will be used to report to DF2 when HSS send to 3GPP AAA Server It is the equivalent of cancel location or purge to serving system in CS domain. This kind of event is induced by the registration of the target. The event will be triggered by the following Diameter messages:

-
Through SWx interface, Server-Assignment-Request indicating deregistration from 3GPP AAA Server to HSS: see clause A of TS 29 273 [64];

-
Through SWx interface, Registration-Termination- Request from HSS to 3GPP AAA Server: see clause A of TS 29 273 [64].

The elements of table 12.4.3.19 will be delivered to DF2. 

Table 12.4.3.19: Information Elements for Termination Request Event
	Observed MSISDN or TEL URI or SIP URI

	Observed IMSI

	Event Type 

	Event Time 

	Event Date 

	Other Public User  Identities
Other IMPU or IMPI that was allocated to Target and will be deregistered (if available)

	Reason of de-registration (Deregistration-Reason AVP, Reason-code AVP) (if available)

	Network Element Identifier (HSS Id...)

	Previous serving system identifier (if available)


*** NEXT CHANGE ***
12.5.3.16
Registration Termination

This event "Registration Termination" will be used to report to DF2 when HSS send to 3GPP AAA Server It is the equivalent of cancel location or purge to serving system in CS domain. This kind of event is induced by the registration of the target. 
The event will be triggered by the following Diameter messages:

-
Through SWx interface, Server-Assignment-Registration indicating deregistration from 3GPP AAA Server to HSS: see clause A of TS 29 273 [64];

-
Through SWx interface, Registration-Termination- Request from HSS to 3GPP AAA Server: see clause A of TS 29 273 [64].

The following elements of table 12.5.3.16 such as the previous serving system of the target will be delivered to DF2.

Table 12.5.3.16: Information Elements for Registration Termination Event
	Observed MSISDN or TEL URI or SIP URI

	Observed IMSI

	Event Type 

	Event Time 

	Event Date 

	Other Public User  Identities
Other IMPU or IMPI that was allocated to Target and will be deregistered (if available)

	Reason of de-registration (Deregistration-Reason AVP, Reason-code AVP) (if available)

	Network Element Identifier (HSS Id...)

	Previous serving system identifier (if available)


*** END OF CHANGES ***
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