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*** START OF FIRST MODIFICATION ***

5.12
LI requirements for IMS VoIP Service

The 3GPP network shall be able to support the delivery of IMS VoIP, and the IMS VoIP supplementary services (e.g., call forwarding), to the LEMF via one of the following two methods:

-
Intercepted IMS VoIP communications (e.g., IRI or IRI/CC) are delivered separately from other IMS services,

-
Intercepted IMS VoIP communications are delivered as part of all other services.

It is a national option as to which of the two options is applicable.
NOTE 1:
void

If a 3GPP network operator voice service replaces a legacy CS voice service, or is equivalent to a CS voice service, then it shall be considered to be a CS voice service for LI purposes. This also applies to new 3GPP networks without legacy CS voice service.

Subsequently, (at least) the following voice service LI capabilities shall be ensured in IMS VoIP; as they are in CS:

-
Location information shall be able to be reported to the LEMF.
-
If for a given implementation, the IRI related to the CC is not delivered in near real time (within the time delay allowance defined by national regulation), then the media related information (e.g. SDP) shall be delivered along with the CC to allow the CC content  to be decoded or interpreted ,without needing to wait for the IRI.
-
If available, activation or modifications of IMS supplementary services shall be reported to LEMF (if authorized).
NOTE 2: 
void. 
*** END OF FIRST MODIFICATION ***

*** START OF SECOND MODIFICATION ***

5.15
LI requirements for IMS Video Service
In case of IMS video service, all 5.12 requirements shall apply.
*** END OF SECOND MODIFICATION ***
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