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* * * First Change * * * *

A.4
MCVideo related Group configuration data

The general aspects of group configuration are specified in 3GPP TS 23.280 [6].

Parameters specified in table A.4-1 are child parameters of the MCVideo configuration parameter specified in table A.4-1 in 3GPP TS 23.280 [6]. Parameters specified in table A.4-2 are child parameters of the MCVideo configuration parameter specified in table A.4-2 in 3GPP TS 23.280 [6]. Parameters specified in table A.4-3 are child parameters of the MCVideo configuration parameter specified in table A.4-3 in 3GPP TS 23.280 [6].

Table A.4-1: Group configuration data (on and off network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Group management server

	[R-5.12-001] of 3GPP TS 22.280 [2]
	>> Media confidentiality and integrity protection (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	>> Transmission control confidentiality and integrity protection (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	>> Group media protection security material (see NOTE)
	Y
	N
	Y

	[R-5.1.1.1-010] of 3GPP TS 22.281 [3]
	>> List of allowed sets of video codecs and related information in order of preference
	
	
	

	[R-5.1.1.1-010] of 3GPP TS 22.281 [3]
	>>> Video codecs
	Y
	Y
	Y

	[R-5.1.1.1-010] of 3GPP TS 22.281 [3]
	>>> List of allowed video resolution
	
	
	

	
	>>>> Video resolutions
	Y
	Y
	Y

	[R-5.1.1.1-010] of 3GPP TS 22.281 [3]
	>>> List of allowed video frame rates
	
	
	

	
	>>>> Video frame rates
	Y
	Y
	Y

	[R-5.1.1.3.2-002] of 3GPP TS 22.281 [3] 
	>> Allowed video modes
	
	
	

	
	>>> Urgent real time mode allowed
	N
	Y
	Y

	
	>>> Non-urgent real time mode allowed
	N
	Y
	Y

	
	>>> Non real time mode allowed
	N
	Y
	Y

	[R-5.1.1.3.2-002] of 3GPP TS 22.281 [3]
	>> Active video mode (urgent real time mode, non urgent real time mode, non real time mode)
	Y
	Y
	Y

	[R-5.3.2.2-002] of 3GPP TS 22.281 [3]
	>> Allowed maximum simultaneous MCVideo transmitting group members
	N
	Y
	Y

	NOTE:
Security mechanisms are specified in 3GPP TS 33.179 [10].


Table A.4-2: Group configuration data (on network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Group management server

	[R-6.6.1-006] of 3GPP TS 22.280 [2]
	>> Temporary group indication
	Y
	Y
	Y

	[R-6.4.5-001], 

[R-6.4.5-003] of 3GPP TS 22.280 [2]
	>> Authorisation of a user to request a list of affiliated members of a group
	Y
	Y
	Y

	[R-5.1.7-002], 

[R-6.2.2-001], 
[R-6.6.2.2-006], 

[R-6.8.7.2-003] of 3GPP TS 22.280 [2]
	>> Priority of the group
	N
	Y
	Y


Table A.4-3: Group configuration data (off network)

	Reference
	Parameter description
	MCVideo UE
	MCVideo Server
	Group management server

	Subclause 8.1.3.2 of 3GPP TS 23.280 [6]
	>> Indication of whether the UE shall use IPv4 or IPv6 for the MCVideo group (as specified in 3GPP TS 23.303 [7])
	Y
	N
	Y

	Subclause 7.7.2.1
	>> Indication of whether the UE shall use single arbitrator approach or self arbitration approach.
	Y
	N
	Y

	[R-5.3.2.2-003] of 3GPP TS 22.281 [3]
	>> Allowed maximum number of simultaneous transmissions (N9)
	Y
	Y
	Y

	Subclause 7.1.3
	>> Default Prose Per-Packet priority (as specified in 3GPP TS 23.303 [7]) values 
	
	
	

	
	>>> MCVideo group call signalling
	Y
	N
	Y

	
	>>> MCVideo group call media


	Y
	N
	Y

	
	>>> MCVideo emergency group call signalling


	Y
	N
	Y

	
	>>> MCVideo emergency group call media


	Y
	N
	Y

	
	>>> MCVideo imminent peril group call signalling


	Y
	N
	Y

	
	>>> MCVideo imminent peril group call media
	Y
	N
	Y


