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A.4
MCData related Group configuration data

The general aspects of group configuration are specified in 3GPP TS 23.280 [5].

Parameters specified in table A.4-1 are child parameters of the "MCData configuration" parameter specified in table A.4-1 in 3GPP TS 23.280 [5]. Parameters specified in table A.4-2 are child parameters of the "MCData configuration" parameter specified in table A.4-2 in 3GPP TS 23.280 [5]. Parameters specified in table A.4-3 are child parameters of the "MCData configuration" parameter specified in table A.4-3 in 3GPP TS 23.280 [5].

Editor's note: Further contents of this configuration data are FFS.

Table A.4-1: Group configuration data (on and off network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Group management server

	[R-5.12-001] of 3GPP TS 22.280 [2]
	>> Media confidentiality and integrity protection (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	>> Transmission control confidentiality and integrity protection (see NOTE)
	Y
	Y
	Y

	[R-5.12-001] of 3GPP TS 22.280 [2]
	>> Group media protection security material (see NOTE)
	Y
	N
	Y

	Subclause 5
	>> MCData sub-services and features enabled for the group
	
	
	

	
	>>> Short data service enabled
	Y
	Y
	Y

	
	>>> File distribution enabled
	Y
	Y
	Y

	
	>>> Conversation management enabled
	Y
	Y
	Y

	
	>>> Transmission control enabled
	Y
	Y
	Y

	
	>>> Reception control enabled 
	Y
	Y
	Y

	
	>>> Enhanced status enabled
	Y
	Y
	Y

	
	>> Transmission and reception control
	
	
	

	[R-6.2.2.1-001] of 3GPP TS 22.282 [3]
	>>> Whether the MCData user is permitted to transmit data in the group
	Y
	Y
	Y

	[R-6.2.3-006] of 3GPP TS 22.282 [3]
	>>> Maximum amount of data that the MCData user can transmit in a single request during group communication
	Y
	Y
	Y

	[R-6.2.3-006] of 3GPP TS 22.282 [3]
	>>> Maximum amount of time that the MCData user can transmit in a single request during group communication
	Y
	Y
	Y

	
	>> Enhanced status
	
	
	

	[R-6.1.3.2-002] of 3GPP TS 22.282 [3]
	>>> List of operational status values
	Y
	N
	Y

	NOTE:
Security mechanisms are specified in 3GPP TS 33.180 [13].


Table A.4-2: Group configuration data (on network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Group management server

	[R-6.4.5-001],

[R-6.4.5-003] of 3GPP TS 22.280 [2]
	>> Authorisation of a user to request a list of affiliated members of a group
	Y
	Y
	Y

	[R-5.1.7-002],

[R-6.2.2-001],
[R-6.6.2.2-006],

[R-6.8.7.2-003] of 3GPP TS 22.280 [2]
	>> Priority of the group
	N
	Y
	Y

	
	>> Transmission and reception control
	
	
	

	
	>>> Maximum data size for SDS
	Y
	Y
	Y

	
	>>> Maximum data size for FD
	Y
	Y
	Y

	[R-6.2.2.1-003]
	>>> Maximum data size for auto-receive
	N
	Y
	Y


Table A.4-3: Group configuration data (off network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Group management server

	Subclause 10.10 of 3GPP TS 23.280 [5]
	>> Default ProSe Per-Packet priority (as specified in 3GPP TS 23.303 [7]) values
	
	
	

	
	>>> MCData group call signalling
	Y
	N
	Y

	
	>>> MCData group call media
	Y
	N
	Y


A.5
MCData service configuration data

The general aspects of MC service configuration are specified in 3GPP TS 23.280 [5]. The MCData service configuration data is stored in the MCData server.

Tables A.5-1 and A.5-2 describe the configuration data required to support the use of on-network MCData service. Tables A.5-1 and A.5-3 describe the configuration data required to support the use of off-network MCData service. Data in tables A.5-1 and A.5-3 can be configured offline using the CSC-11 reference point.

Table A.5-1: MCData service configuration data (on and off network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Configuration management server

	
	Transmission and reception control
	
	
	

	[R-6.2.2.1-002d],

[R-6.2.2.4-003] of 3GPP TS 22.282 [3]
	> Time limit for the temporarily stored data waiting to be delivered to a receiving user
	Y
	Y
	Y

	[R-6.2.2.3-001] of 3GPP TS 22.282 [3]
	> Timer for periodic announcement with the list of available recently invited data group communications
	Y
	Y
	Y


Table A.5-2: MCData service configuration data (on network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Configuration management server

	
	Transmission and reception control
	
	
	

	
	> Maximum data size for SDS
	Y
	Y
	Y

	
	> Maximum data size for FD
	Y
	Y
	Y

	[R-6.2.2.1-002b]
	> Maximum data size for auto-receive
	N
	Y
	Y


Table A.5-3: MCData service configuration data (off network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Configuration management server

	Subclause 10.10 of 3GPP TS 23.280 [5]
	Default ProSe Per-Packet priority (as specified in 3GPP TS 23.303 [7]) values
	
	
	

	
	> MCData one-to-one call signalling
	Y
	N
	Y

	
	> MCData one-to-one call media
	Y
	N
	Y


