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* * * First Change * * * *

10.1.5.x
Subscription and notification for dynamic data associated with a group
An authorized user can request the current dynamic data for an MC service group on request. The dynamic data is described in subclause 10.1.5.5. 

10.1.5.x.1
Information flows for subscription and notification for dynamic data associated with a group

10.1.5.x.1.1
Subscribe group dynamic data request
Table 10.1.5.x.1.1-1 describes the information flow subscribe group dynamic data request from the MC service client to the MC service server.

Table 10.1.5.x.1-1: Subscribe group dynamic data request 
	Information element
	Status
	Description

	MC service group ID
	M
	The MC service group ID for which dynamic data is requested.


10.1.5.x.1.2
Subscribe group dynamic data response
Table 10.1.5.x.1.2-1 describes the information flow subscribe group dynamic data response from the MC service server to the MC service client.

Table 10.1.5.x.1.2-1: Subscribe group dynamic data response 
	Information element
	Status
	Description

	MC service group ID
	M
	The MC service group ID for which dynamic data is requested.

	Status
	M
	Success or failure of the request


10.1.5.x.1.3
Notify group dynamic data request
Table 10.1.5.x.1.3-1 describes the information flow notify group dynamic data response from the MC service server to the MC service client.

Table 10.1.5.x.1.3-1: Notify group dynamic data request 
	Information element
	Status
	Description

	MC service group ID
	M
	The MC service group ID for which dynamic data is requested.

	Group dynamic data
	M
	Dynamic data associated with the group


10.1.5.x.1.4
Notify group dynamic data response
Table 10.1.5.x.1.4-1 describes the information flow notify group dynamic data response from the MC service client to the MC service server.

Table 10.1.5.x.1.4-1: Notify group dynamic data response 
	Information element
	Status
	Description

	MC service group ID
	M
	The MC service group ID for which dynamic data was received


10.1.5.x.2
Procedure for subscription and notification for dynamic data associated with a group
The procedure for subscription for dynamic data associated with an MC service group is described in figure 10.1.5.x.2-1 and is used by the MC service client of the authorized user to obtain the dynamic data from the MC service server.
Pre-conditions:

-
The MC service server holds dynamic data associated with the MC service group.
-
The MC service client is authorized to request the dynamic data associated with the MC service group.
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Figure 10.1.5.x.2-1: Subscription for group dynamic data
1.
The MC service client subscribes to the group dynamic data stored in the MC service server using the subscribe group dynamic data request.
2.
The MC service server checks that the MC service client is authorized to receive dynamic data associated with the MC service group.
3.
The MC service server provides a subscribe group dynamic data response to the MC service client indicating success or failure of the request.
The procedure for notification of group dynamic data as shown in figure 10.1.5.x.2-2 is used by the MC service server to inform the MC service client about new group dynamic data.

Pre-conditions:

-
The MC service client has subscribed to the group dynamic data
-
The MC service server has new group dynamic data available.
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Figure 10.1.5.x.2-2: Notification of group dynamic data
1.
The MC service server provides the notification to the MC service client, who previously subscribed for the group dynamic data. 

2.
The MC service client provides a notify group dynamic data response to the MC service server.
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