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1
Introduction
This feature allows the network to perform IMEI checking when an UE is requesting access to EPC via Trusted / Untrusted WLAN e.g. for stolen devices. It uses the Rel13 CT feature "MEI_WLAN" that consists in the retrieval of the IMEI by the network. On its turn, EIR check for WLAN access to EPC is used in particular by the Rel-14 SA2 "SEW2" feature, which introduces extensions needed for emergency calls over WLAN for unauthenticated UEs.

2
Description
A new interface S13a, enabling IMEI check from the 3GPP AAA server/proxy, is added between the home 3GPP AAA server and the EIR for non-roaming cases, and between the 3GPP AAA Proxy and the EIR for roaming cases. 

The IMEI check over WLAN procedures are optionally used during the initial attach over untrusted and trusted WLAN access, as follows: 
-
 The 3GPP AAA server (if the ePDG/TWAN is in the HPLMN) or the 3GPP AAA proxy (if the ePDG/TWAN is in the VPLMN) is the entity that determines whether to trigger the IMEI check for the UE, and whether to continue or stop the procedure.
-
For untrusted WLAN, if required by local regulations, the ePDG is configured for retrieving the IMEI from the UE and to forward it to the AAA server/proxy. The AAA server/proxy directly accesses the EIR used in the same PLMN for IMEI checking. 
-
For trusted WLAN in non-roaming cases, the 3GPP AAA server retrieves the IMEI from the UE and directly accesses the EIR used in the same PLMN for IMEI checking.

-
For trusted WLAN in roaming cases, the 3GPP AAA proxy requests the 3GPP AAA server in the HPLMN to retrieve the IMEI from the UE. The AAA server then forwards the retrieved IMEI to the TWAN, which relays it to the AAA proxy. As for untrusted WLAN, the AAA proxy directly accesses the EIR used in the same PLMN for IMEI checking. 
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