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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.501
	0017
	-
	Rel-15
	Use of identifiers for mobility between GERAN/UTRAN and 5GS
	F
	15.0.0
	S2-126
	S2-181506
	Intel
	5GS_Ph1
	5.17.2.4
	TS 23.060 CR2035

	23.060
	2035
	1
	Rel-15
	Use of identifiers for mobility between GERAN/UTRAN and 5GS
	F
	15.1.0
	S2-125
	S2-181257
	Intel
	5GS_Ph1
	6.5.0
	TS 23.501 CR0017

	23.501
	0109
	2
	Rel-15
	Domain selection for UE in Dual Registration mode
	F
	15.0.0
	S2-126
	S2-182383
	Qualcomm Incorporated, Ericsson
	5GS_Ph1
	5.16.3.5
	

	23.228
	1188
	2
	Rel-15
	IMS registration procedures for UE in Dual Registration mode
	F
	15.1.0
	S2-126
	S2-182384
	Qualcomm Incorporated, Ericsson
	5GS_Ph1
	Y.1.0
	TS 23.501 CR0109

	23.502
	0011
	1
	Rel-15
	Correction of Npcf_BDTPolicyControl service operation (Backbround data transfer)
	F
	15.0.0
	S2-126
	S2-182441
	KDDI, TOYOTA ITC
	5GS_Ph1
	5.2.5.1, 5.2.5.5.2, 5.2.5.5.3, 4.16.7.1, 4.16.7.2
	

	23.502
	0215
	1
	Rel-15
	Capturing impacts to 23.401 procedure for interworking with 5GC
	F
	15.0.0
	S2-126
	S2-182647
	Cisco Systems, ZTE
	5GS_Ph1
	4.11.0 (new), 4.11.1.X(new)
	TS 23.502 CR0110

	23.502
	0110
	1
	Rel-15
	Network sharing PLMN handling
	F
	15.0.0
	S2-126
	S2-182633
	Ericsson, Intel
	5GS_Ph1
	2, 4.9.1.2.1, 4.11.1.2.1, 4.11.1.2.2.1, 4.11.1.2.2.2, 4.11.1.2.2.3, (new) 4.11.1.x.3, 4.11.1.3.3, 4.11.2.2, 4.11.2.3
	

	23.401
	3398
	1
	Rel-15
	Interworking aspects of EPS with 5GS are captured in 23.501 and 23.502
	F
	15.2.0
	S2-126
	S2-182648
	Cisco Systems, Ericsson, ZTE
	5GS_Ph1
	1, 2, 3.2, 4.3.8.1, 5.3.2.1, 5.11.3
	TS 23502 CR0011 CR0215

	23.501
	0002
	2
	Rel-15
	Using NRF for UPF discovery
	F
	15.0.0
	S2-126
	S2-182973
	Nokia, Nokia Shanghai Bell, cisco,
	5GS_Ph1
	6.3.3
	23.502 CR0005

	23.502
	0005
	3
	Rel-15
	Using NRF for UPF discovery
	F
	15.0.0
	S2-126
	S2-182987
	Nokia, Nokia Shanghai Bell, Cisco,
	5GS_Ph1
	4.17.X (new) ; 5.2.7
	23.501 CR0002

	23.501
	0018
	1
	Rel-15
	Remaining IP address/prefix lifetime with SSC mode 3
	F
	15.0.0
	S2-126
	S2-182696
	Intel
	5GS_Ph1
	5.6.9.2.3
	TS 23.502 CR0040

	23.501
	0040
	1
	Rel-15
	Change subscribed S-NSSAI in UE to configured NSSAI of HPLMN
	F
	15.0.0
	S2-126
	S2-182547
	Huawei, HiSilicon, Telecom Italia, ETRI
	5GS_Ph1
	5.15.5.2.1, 5.15.5.3, 5.15.6
	

	23.501
	0021
	3
	Rel-15
	Wildcard DNN subcription
	F
	15.0.0
	S2-126
	S2-182853
	Nokia, Nokia Shanghai Bell, Telecom Italia
	5GS_Ph1
	5.6.1
	TS 23.502 CR0105

	23.502
	0105
	4
	Rel-15
	Selection mode transfer over N11 and N16 (wildcard DNN)
	F
	15.0.0
	S2-126
	S2-182989
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	4.3.2.2.1 ; 4.3.2.2.2 ; 5.2.8.2.2 ; 5.2.8.2.5 ; 5.2.8.2.10 ; 5.2.8.1
	TS 23.501 CR0021


