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	Reason for change:
	It was agreed in the last meeting that, there is no explicit operation order for an NF service consumer to register NF (via Nudm_UECM_Registration) and retrieve subscriber data (via Nudm_SDM_Get). Which operation happens first is an implementation issue.
However, there is still some places in the spec put / imply the operation order.

It is proposed to revise these texts to reflect the agreement above.
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* * * First Change * * * *

5.2.3.2
Nudm_UEContextManagement (UECM) service
5.2.3.2.1
Nudm_UECM_Registration service operation
Service operation name: Nudm_UECM_Registration
Description: Register UE's serving NF (if NF Type is AMF, SMSF) or Session's serving NF (if NF Type is SMF) on the UDM. This operation implies the following:

-
The authorization, if applicable, to register the NF service consumer in UDM for the UE (e.g. based on UE roaming/RAT restrictions applicable when NF type is AMF). If this is successful the NF service consumer is set as a serving NF for the corresponding UE/Session context.

-
When the consumer is AMF, it is implicitly subscribed to be notified when it is deregistered in UDM. This notification is done by means of Nudm_UECM_DeregistrationNotification operation.

Inputs, Required: NF ID, SUPI, PEI, NF Type, Access Type (if NF Type is AMF), PDU Session ID (if NF Type is SMF). If NF Type is SMF: DNN or Indication of Emergency Services.
Inputs, Optional: None.

Outputs, Required: Result indication.
Outputs, Optional: None.

See step 14 of clause 4.2.2.2.2 for an example usage of this service operation.
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