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	Reason for change:
	Missing 5GS to EPS handover using N26 interface with I-SMF Removal procedure related charging message flow.

	
	

	Summary of change:
	Adding 5GS to EPS handover using N26 interface with I-SMF removal procedure related charging message flow.

	
	

	Consequences if not approved:
	Can not supporting charging procedure for 5GS to EPS handover using N26 interface with I-SMF removal.
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[bookmark: _Toc27579508]5.2.2.14.x	5GS to EPS handover using N26 interface with I-SMF removal
When 5GS to EPS handover using N26 interface in idle mode, procedure in TS 23.502 clause 4.23.12.2 is applicable. 
When 5GS to EPS handover using N26 interface in active mode, procedure in TS 23.502 clause 4.23.12.6 is applicable.
Upon UE moves from I-SMF service area to EPS service area, with both RAT Type change and I-SMF removal triggered, PGW-C+SMF and CHF will conduct below charging procedures:
x.ch-a. All counts are closed in PGW-C+SMF with a Charging Data Request [Update] message including I-SMF information and both “RAT Type change” and “removal of I-SMF” triggers are sent to CHF, if required by immediate report category trigger. New counts and time stamps for all active service data flows are started in the PGW-C+SMF. 
x.ch-b. The CHF updates CDR for this PDU session.
x.ch-c. The CHF acknowledges by sending Charging Data Response [Update] message to the PGW-C+SMF.
NOTE 1:	x refers to the last message step number with I-SMF removal in the detail message flows in TS 23.502 clause 4.23.12.2 or clause 4.23.12.6.     
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