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	Specify the number of clients supported (in accordance with agreements reached at SA1#11 in Capetown and conveyed in SA1-010219).   
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	The privacy exception list shall support a minimum of 20 clients. The maximum number of clients shall be determined by implementation constraints.
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not approved:
	Inconsistent implementations may be deployed, perhaps not providing for a sufficient number of LCS clients.
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6.4.2 Privacy Exception List 

To support privacy, the LCS Server shall enable each Target UE Subscriber to subscribe to a “privacy exception list” containing the LCS Client identifiers, classes of LCS Clients, the target subscriber notification setting (with/without notification) and the default treatment, which is applicable in the absence of a response from the Target UE for each LCS Client identifiers.  
The privacy exception list shall support a minimum of 20 clients. The maximum number of clients shall be determined by implementation constraints.
If the target subscriber notification is set as “notification with verification”, each positioning request from the LCS Client shall be notified to the target UE before positioning.  The treatment for location request from the LCS Client, which is not registered in the privacy exception list, shall also be specified in the privacy exception list.  An empty privacy exception list shall signify an intent to withhold location from all LCS Clients.  
The classes that can be included are as follows.

· Universal Class: location  services may be provided to all LCS Clients;

· Call/session-related Class: location services may be provided to any value added LCS clients or a particular value added LCS client or particular group of value added LCS Clients – where each LCS Client or group of LCS Clients is identified by a unique international identification, e.g. E.164 or Access Point Name (APN) that currently has a temporary association with the Target UE in the form of an established voice, data call or PS session originated by the Target UE. For each identified LCS Client or group of LCS Clients, one of the following geographical restrictions shall apply:
a)
Location request allowed from an LCS Client served by identified PLMN only;
b)
Location request allowed from an LCS Client served in the home country only;
c)
Location request allowed from any LCS Client;

· Call/session-unrelated Class; location services may be provided to a particular value added LCS Client or particular group of value added LCS Clients – where each LCS Client or group of LCS Clients is identified by a unique international identification, e.g. E.164, number or Access Point Name (APN). For each identified LCS Client or group of LCS Clients, one of the following geographical restrictions shall apply:
a) Location request allowed from an LCS Client served by identified PLMN only;

b) Location request allowed from an LCS Client served in the home country only;

c) Location request allowed from any LCS Client;

· PLMN Operator Class – location services may be provided by particular types of LCS clients supported within the HPLMN or VPLMN. The following types of clients are distinguished (see note):
a) Clients broadcasting location related information to the UEs in a particular geographic area – e.g. on weather, traffic, hotels, restaurants;
b) O&M client (e.g. an Operations System) in the HPLMN

c) O&M client (e.g. an Operations System) in the VPLMN

d) Clients recording anonymous location information (i.e. without any UE identifiers) – e.g. for traffic engineering and statistical purposes

e) Clients enhancing or supporting any supplementary service, IN service, bearer service or teleservice subscribed to by the target UE subscriber.

NOTE: 
The definitions of the various PLMN operator categories may be supplemented by more precise language in contractual agreements both between UE subscribers and their home service providers and between individual network operators with inter-PLMN roaming agreements. Such classification of the PLMN operator categories is outside the scope of this specification.
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