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	The current version of TS 22.129 specifies selection criteria for the network which shall be used in case of handover of a multicall when it is not be possible to handover all bearers belonging to the multicall:

5.4 
Handover of a Multicall

... 

It shall be possible to handover all the calls in a multicall configuration.. If the target cell is not able to accommodate all the calls in a multicall configuration, then the calls that are handed over shall be selected in following order:

i. The call of teleservice emergency call 

ii. The call of teleservice telephony

iii. The call of any other type

Calls that cannot be handed over will be released.

If no single call can be selected according to the above criteria, handover shall be rejected.

CN1 was not able to agree on a solution implementing these requirements in the stage 2 specification of the handover procedures (TS 23.009), neither by discussion, nor by a formal vote. 

In a new attempt to get a consistent set of specifications, it is proposed:

· to relax the requirements in TS 22.129 so that they apply only to InterSystem handover; in case of IntraUTRAN relocations the criteria are operator dependent; and 

· to specify in TS 23.009 that during RAB assignment and relocation request a 3G_MSC-A supporting multicall may assign priorities. The management of priority levels is Implementation dependent, under operator control.
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5.5
Handover of a Multicall

The handover event can trigger changes to individual calls in any multicall scenario. 
It shall be possible to handover all the calls in a multicall configuration.
If the target system is UTRAN and the target cell is not able to accommodate all the calls in a multicall configuration, then the calls that are handed over are selected according to operator preferences.
If the targetsystem is GERAN, then the call that is handed over shall be selected in following order:
i. The call of teleservice emergency call 

ii. The call of teleservice telephony
iii. The calls of any other type according to operator preferences.

Calls that cannot be handed over will be released.


A change in the availability of suitable radio resources may also occur for other reasons in addition to handover.
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