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*** First modified section ***
13
UICC, USIM, ISIM and Terminal

This clause defines the functional characteristics and requirements of the User Service Identity Module (USIM) and ISIM (IM Services Identity Module). The USIM/ISIM are applications residing on a UICC. 

13.1
The USIM/ISIM and User Profiles

13.1.1
The SIM/USIM

Every SIM/USIM shall have a unique identity and shall be associated with one and only one home environment. 

It shall be possible for a home environment to uniquely identify a user by the SIM/USIM. 

The SIM/USIM shall be used to provide security features. 

For access to services, provided by PS or CS CN domains, a valid SIM/USIM shall be required. 

The SIM/USIM shall be able to support SIM Application Toolkit as specified in 3GPP TS 22.038 [3]. 

The SIM/USIM shall reside on a UICC, 3GPP specifications shall adopt both of the GSM SIM card physical formats. Other formats may also be supported. SIM/USIM specific information shall be protected against unauthorised access or alteration.

It shall be possible to update SIM/USIM specific information via the air interface, in a secure manner. 

13.1.2 The ISIM
Access to the IMS services shall be possible using an ISIM application. 
The ISIM shall be sufficient for providing the necessecary security features for the IMS and IMS only.
The ISIM shall reside on a UICC. ISIM specific information shall be protected against unauthorised access or alteration.
It shall be possible to update ISIM specific information via the air interface, in a secure manner.
In Rel5 the ISIM application shall require the presence of a USIM application on the same UICC.
*** Following Section numbers updated accordingly. Otherwise no changes***

13.1.3
User Profiles

… 

13.1.4 UICC usage in 2G Terminals
…
13.1.5 Multiple USIMs per UICC
…
*** Next Modified Section ***
13.3
Terminals and Multiple UICCs

A single terminal may support the use of multiple UICC (e.g with applications like USIM, SIM and/or banking, credit card,...). Only one UICC shall be active at a time to access a PLMN. In case the active UICC contains more than one USIM or SIM, the requirements of 11.1.4 shall apply. 

If the UICC with the active USIM, or SIM is removed from the mobile terminal during a call (except for emergency calls), the call shall be terminated immediately. If the UICC with an active ISIM is removed during an IMS session the IMS session shall be terminated.
*** End Modified Sections ***
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